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This report "reviews the status of the various SDI technologies 
tod system components, It analyzes the feasibility of producing 
dependable software of the complexity that advanced BMD systems 
would require. Finally, it summarizes what is now known— and 
unknown- -about the probable survivability of such systems 
against concerted enemy attacks of various kinds ■ — 
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Chapter 1 

Summary 



PRINCIPAL FINDINGS 



The Strategic Defence Initiative Organiza- 
tion (SDIO) currently advocates planning for 
a three-part "phased deployment 1 ' of ballistic 
missile defense (BMD) systems, with each 
phase providing an increment of strategic ben* 
efits while preparing the way for the next 
phase. The first phase would be intended to 
". . . compel Soviet operational adjustments 
and compromises by reducing the confidence 
of Soviet planners in predicting the outcon?' 1 
of a ballistic missile attack/* The second phase 
would be intended to negate Soviet abilities 
to destroy many strategic targets, and the 
third to "eliminate the threat posed by nuclear 
ballistic missiles/' The exact composition and 
timing of each phase are still under study, but 
some tentative system "architectures" have 
undergone preliminary analysis. 

Finding 1: After 30 years of BMD research, 
including the first few years of the Strategic 
Defense Initiative (SDI) t defense scientists and 
engineers have produced impressive technical 
achievements, but questions remain about the 
feasibility of meeting the goals of the SDL The 
SDIO has identified most of the gaps between 
today's technology and that needed for highly 
effective ballistic missile defenses; it has ini- 
tiated programs to address those gaps. It 
should surprise no one that many technical is- 
sues remain unresolved, especially when one 
considers that the SDI has so far had time and 
authorization to spend only a fraction of the 
money that the Fletcher Commission esti- 
mated would be necessary to assess BMD fea- 
sibility. The SDIO argues that application of 
sufficient resources will resolve the outstand- 
ing issues 

Finding 2: Given optimistic assumptions 
(e.g„ extraordinarily fast rates of research, de- 
velopment, and production), the kind of first- 



Note: Complete definitions of acronyms and initialisms 
are listed in Appendix B of this report. 



phase Kystem that SDIO is considering might 
be technically deployable in the 1995-2000 
period. Such a system might include: 

• space-based hit-to-kill vehicles for attack- 
ing missile boosters and post-boost vehi- 
cles (PBVs) and 

• ground-based rockets for attacking war- 
heads before reentry into the atmosphere. 

Depending on whether U.S. deployment 
schedules could be met, the effectiveness of 
countermeasures that should be available to 
the Soviets in that period, the numbers of 
offensive weapons they had deployed, and the 
nature of the attack, such a system might de- 
stroy anywhere from a few uj* to a modest frac- 
tion of attacking Soviet intercontinental bal- 
listic missile UCBM) warheads. 

Again depending on the effectiveness of So- 
viet countermeasures, the BMD system might 
be able to carry out a strategy of "adaptive 
preferential defense/* allowing it to protect 
successfully a useful fraction of certain sets 
of US, military targets/ 

Additional defense capabilities would soon 
be needed to sustain this level of defense 
against either increased or more advanced, but 
clearly feasible, Soviet offenses. 

One key to sustaining and improving defense 
capabilities in the 2000-10 period would be de- 
velopment of technologies to discriminate be- 
tween missile warheads and decoys so that 
ground- and satellite-based rockets could ef- 
fectively attack warheads in space. Assuring 
functional survivanjlity of space-based sys- 
tems would also be essential (see Finding 4). 



■SDIO officials argue that denied to the Soviets of high confi- 
dence of destroying ae many of these targets they would like 
fas estimated by U.S. planners) would enhance deterrence of 
an aggressive nuclear attack. 



As the Soviets phased in faster burning, faster 
weapon-dispensing ballistic missiles, it would 
probably be nece*si**T to develop and deploy 
directed-entrgy wea yr - to intercept missiles 
in the booot phase and post-boost phases. 

Given higher annual funding ie els than so 
far appropriated, the SDI research and tech- 
nology program might establish in the mid- 
to-late 1900s whethc c the components needed 
for warhead/decoy discrimination in a second- 
phase system would be feasible for deployment 
in the 2000-11 period. Also assuming higher 
funding levels than in the past, by the mid to- 
late 1890s the SDI may determine the techni* 
cat feasibility of deploying HMD directed* 
energy weapons in the 2005-15 period. The cost 
and survivability of such weapons will be 
among the key issues, 

Finding 3; A rational commitment to a "phase- 
one" development and deployment of BMD 
before the second and third phases had been 
proven feasible, affordable* and survivable 
would imply: a) belief that the outstanding 
technical issues will be favorably resolved 
late*^ bl willingness to settle for interim BMD 
capabilities that would decline as Soviet of* 
fenses improved; or, c) belief that U.S« efforts 
will persuade the Soviets to join in reducing 
offensive f orces and moving toward z defense- 
dominated world* 

Finding 4: The precise degree of BMD sys- 
tem survivability is hard to anticipate, because 
it would depend on the details of measures for 
offensive attack on the BMD system and defen- 
sive countermeasures, on the tactics employed 
by each side, and on the inevitable uncertain- 
ties of battle. It appears that direct-ascent 
nuclear anti-satellite weapons (DANASATs) 
would pose a significant threat to all three de- 
fense system phases, but particularly to the 
first two. Numerous DANASATs could be 
available to the Soviets in the mid- 1 990s (e,g., 
ballistic missiles relying on mature technology, 
could probably be adapted to this role.) Such 
weapons deployed in quantity, especially with 
multiple decoys, would threaten to degrade se- 
verely the performance of a first- or second- 
phase BMD system. SDIO officials say. how- 



ever, that adequate survivability measures 
could meet this threat. If the Soviets chose to 
attack the U.S. BMD satellites during em- 
placement, they might prevent full system de- 
ployment and operation altogether. 

Finding 5; There has been little analysis of 
any kind of space-based threats to BMD sys* 
tern survivability, SDIO analyses assume that 
U.S. BMD technologies will remain superior 
to Soviet technologies (although such superi- 
ority would not necessarily guarantee U.S. 
BMD system survivability), In particular, 
SDIO and its contractors have conducted no 
serious study of the situation in which the 
United States and the Soviet Union both oc- 
cupy space with comparable BMD systems. 
Such a situation could place a high premium 
on striking first at th* other side's defenses. 
The technical (as well as political) feasibility 
of an arms control agreement to avoid such 
mutual vulnerability remains uncertain. 

Finding 6: The survivability of BMD sys- 
tems now under consideration implies unilat- 
eral U.S. control of certain sectors of space. 

Such control would be necessary to enforce 
"keep-out" zones against Soviet anti-satellite 
weapons or space mines during and after U.S. 
BMD deployment* Most BMD weapon tech* 
nologies would be useful in an anti-satellite role 
before they reached the levels of power and pre- 
cjion needed for BMD. Thus, the Soviets 
would not need to achieve BMD capabilities 
to begin to challenge U.S> control of* or even 
access to, apace. 

Finding 7: The nature of software and ex- 
perience with large, complex software systems 
indicate that there may always be irresolva- 
ble questions about how dependable BMD soft- 
ware would be and about the confidence the 
United States could place in dependability esti- 
mates. Existing large software systems, such 
as the long-distance telephone system, have 
become highly dependable only after extensive 
operational use and modification, In OTA's 
judgment, there would be a significant prob- 
ability (Le. r ore large enough to take seriously) 
that the first (and presumably only) time the 
BMD system were used in a real war, it would 
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Preface 



This report is the unclassified version of a classified document delivered to 
Congress at the end of August 1987. In attempting to reach agreement with the 
Department of Defense on what information could be included in an unclassified 
report, OTA found the wheels of bureaucracy to turn very slowly— when they turned 
at all. Only through the active intervention of the Strategic Defense Initiative 
Organization, beginning in latt* in November 1987, and extending to the end of 
March, 1988, was a partial resolution of the problem achieved. 

OTA, with assistance from SDIO staff, revised the entire report to produce 
a complete version that both agreed should not be considered classified. The De- 
partment of Defense concurred on all but the final three chapters. These latter 
chapters deal-in a general way and without the kind of specific detail that might 
be useful to an adversary -with a variety of potential countermeasures to BMD 
systems, I n particular, chapters 1 1 and 1 2 deal with defining and countering threats 
to the survivability of space-baaed BMD systems. 

Chapter 1 offers a brief review of the "bottom lines'* of chapters 10 through 
12. But apparently some in the Defense Department wish to assert that it is im- 
possible to present an unclassified analytical discussion that would enable the 
reader to understand the issues and form his own judgments. In OTA's judgment, 
this position does not deprive potential adversaries of any information they do 
not already have: rather, it stifles rational public debate in the United States over 
the pros and cons of proceeding with ballistic missile defense. To give the reader 
at least some appreciation of the scope of the deleted material, the tables of con* 
tents of chapters 10 through 12 appear at the end of this volume. In addition, 
the major conclusions of these chapters (without, of course, the supporting analy- 
sis) are summarized in chapter L 

OTA thanks the SDIO for the additional substantive comments and informa- 
tion it provided on the final drafts of the report. Thus, despite the many months 
of delay since original completion of the report, this unclassified version is reason- 
ably up to date. OTA, not SDIO, is responsible for the contents and conclusions 
of the report 

A further note on the subject of classified information is in order Any report 
which attempts to analyze the feasibility and survivability of prospective ballis- 
tic raissile deiense systems must refer to possible measures an adversary could 
take to counter the system. OTA sought the views of a variety of experts on So- 
viet military research, development, and deployment about potential responses 
to the SDL It alw> sought to understand the technical feasibility of various coun- 
termeasures. It did not seek out or report on the official judgments of the U-S. 
intelligence community on what countermeasures the Soviet Union would or could 
take against SDI-d^ved systems. Therefore, nothing said in this report should 
be construed as an "intelligence" judgment of Soviet intentions or capabilities. 
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Foreword 



In its 1985 report, New Ballistic Missile Defense Technologies, OTA attempted 
to place those technologies against a useful policy background for the Congress. 
While that report introduced the major subject areas of Strategic Defense Initia- 
tive research, the amount of detailed technical evaluation it could offer was limited. 
The chief limitations were the relative newness of the SDI program and the lack 
of speciiic HMD system architectures to examine. Since that report, the SDIO 
has conducted enough additional research and, in particular, identified a suffi- 
ciently specific system architecture that a more detailed OTA review of the rele- 
vant technologies should be helpful to Congress. 

Public Low 99-190 (continuing appropriations for fiscal year 1986) called for 
the Cff'ce of Technology Assessment to conduct a . . comprehensive classified 
study . . . together with an unclassified version , . . to determine the technology 
cal feasibility and implications, and the ability to survive and function despite 
a preemptive attack by an aggressor possessing comparable technology, of the 
Strategic Defense Initiative Program." In addition, the accompanying Confer- 
ence Report specified that , , . "This study shall include an analysis of the feasibil- 
ity of meeting SDI computer software requirements/' 

This unclassified report completes OTA's response to that mandate. It puts 
SDI technologies in context by reporting the kinds of ballistic missile defense 
(BMD} system architectures that the SDI organization has considered for "phased 
deployment/ 1 It reviews the status of the various SDI technologies and system 
components. It analyzes the feasibility of producing dependable software of the 
complexity that advanced BMD systems would require* Finally, it summarizes 
what is now known— and unknown— about the probable survivability of such sys- 
tems against concerted enemy attacks of various kinds, 

The study found that major uncertainties remain concerning the probable cost, 
effectiveness, and survivability of the kinds of BMD system (which rely on kinetic 
rather than directed-energy weapons) that might be deployable in the "phase-one" 
proposed for the mid to late 1990s. In addition, OTA believes several more years 
of SDI research would be needed to determine whether it is feasible to construct 
the kinds of directed-energy weapons contemplated as follow-ons to SDIO's "phase 
one" BMD system. The m-, vivability of both short-term and longer-term BMD 
systems would depend heavily on the outcome of a continuing competition in weap- 
ons and countermeasures between the United States and the Soviet Union, Fi- 
nally, developing dependable software for advanced BMD will be a formidable 
challenge because of the difficulty of testing that software realistically, 

OTA gratefully thanks the hundreds of individuals whose contributions of 
time and effort helped make this report possible, OTA, of course, bears the final 
responsibility :or the contents of the report. 
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suffer a catastrophic failure* 1 The complexity 
of BMD software, the ^hanging nature of sys- 
tem requirements, and the novelty of the tech- 
nology to bfc controlled raise the possibility 
that the system may Lot even be able to pass 
the more realistic of the peacetime tests that 
could be devised for it. The relatively stow rate 
of improvement in software engineering tech- 
nology makes it appear unlikely to OTA that 
this situation will be substantially alleviated 
in the foreseeable future, SDIO officials assert, 
however, that SDI software problems will be 
manageable, that adequate testing will be pos- 
sible, and that previous military systems have 
been deployed without complete system test- 
ing (e.g., the Minuteman missile system, the 
Navy's AEGIS ship defense system.) 

Finding 8: No adequate models for the de- 
velopment, production, test, and maintenance 
of software for full-scale BMD systems exist. 
Systems such as long-distance telephone net* 
works, early missile defense systems such as 
SAFEGUARD, the AEGIS ship defense sys- 
tem, and air traffic control all differ signifi- 
cantly from full-scale BMD, 

The only kind of BMD system for which the 
United States has software development expcri- 

: In ch. 9 catastrophic failure i* arbitrarily defined as a de- 
cline of 90 percent or more in system performance, and there 
ia a discussion of alternative approaches to the concept. 



ence is a terminal defense system. Incorporat- 
ing a boost-phase defense would add complex- 
ity to the software and i*equire the inclusion 
of technologies hitherto untried in battle. Add- 
ing a mid-course defense would probably in- 
crease the software complexity beyond that 
of any existing systems. 

Experts agree that new methods for produc- 
ing and safely testing the system would be 
needed. Evolution would be key to system de- 
velopment, requiring new methods of control- 
ling and disseminating software changes and 
assuring that each change would not increase 
the potential for catastrophic failure. OTA has 
found little evidence of significant progress in 
these areas. 

Finding 9: There is broad agreement in the 
technical community that significant parts of 
the research being earned out tinker the SDI 
are ia the national interest, There i s disagree- 
ment about whether or not this research is best 
carried out within a program that is strongly 
oriented toward supporting an early 1990s 
BMD deployment decision, and that includes 
system development as well as research ele- 
ments. This question was outside the scope of 
OTA's mandate ard is not addressed in this 
report. 



INTRODUCTION 



Origin of This Study 

The appropriations continuing resolution for 
fiscal year 1986 (Public Law 99-190) called for 
the Office of Technology Assessment to pro- 
duce a "comprehensive classified study . , . 
together with an unclassified version ... to de- 
termine the technological feasibility and im- 
plications! and the ability to survive and func- 
tion despite a preemptive attack by an aggressor 
possessing comparable technology, of the Stra- 
tegic Defense Initiative Program." In addition, 
the conference report accompanying this leg- 
islation specified that "this study shall include 
an analysis of the feasibility of meeting SDI 
computer software requirements/* This report 
responds to that legislation. 



After 30 years of BMD research, including 
the first few years of the Strategic Defense Ini- 
tiative, the dedication and ingenuity of thou- 
sands of U.S. scientists and engineers have 
produced many impressive technical achieve- 
ments. Such achievements may someday cu- 
mulate to lorm the basis for a highly effective 
BMD system. For now, how™T, many ques- 
tions remain about the feasimlity of meeting 
SDI goals. 

Goals of the SDI 

According to SDIO'* annual report to 
Congress: 

From the very beginning, the SDIO has 
maintained the same goal— to conduct a vig- 



orous research and technology development 
program that could help to eliminate the 
threat of ballistic missiles and provide in- 
creased U,S, and allied security. Within this 
goal, the SDIO's task is to demonstrate SDI 
technology and to provide the widest range 
of defense options possible to support a deci- 
sion on whether to develop and deploy stra- 
tegic defenses.* 

Such defenses might, to a greater or lesser de- 
gree, protect the American population from mi- 
cl^ar weapons. But, contrary to the perceptions 
of many, SDIO has never embraced the goal 
of developing a leakproof shield against an un- 
constrained Soviet nuclear weapon threat. It 
is the position of SDIO that President Rea- 
gan has not embraced that goal either. 1 

Rather, the organization, in its first 4 years, 
worked out a scenario that it argues could lead 
to President Reagan's stated "ultimate goal 
of eliminating the threat posed by strategic 
nuclear missiles . . . [which could] . . . pave the 
way for arms control measures to eliminate the 
weapons themselves/* 4 The scenario, para* 
phrased from the SDIO report, is as follows: 



4. the United States completes deployment 
of "highly effective* multilayered defen- 
sive systems," which "could enhance sig- 
nificantly the prospects for negotiated 
reductions, or even the elimination, of 
offensive ballistic missiles/' 

Figures M and 1*2 are SDIO graphic repre- 
sentations of its development and deployment 
policies. Figure 1-1 illustrates that, as time 
goes on, newer, more capable BMD systems 
would be necessary to respond to advanced 
Soviet missile threats. Alternatively, it is ar- 
gued, the prospect of such new systems might 
persuade the Soviets to accept U.S. proposals 
for joint reductions of offensive forces which 
might, in turn, obviate the need tor new systems. 

Figure 1-2 lists the kinds of information 
SDIO seeks to provide for BMD development 
decisions. According to this figure, SDIO does 
not see "complete understanding 1 ' of later sys- 
tem phases as prerequisite to initial commit* 
ments to develop and deploy BMD, Instead, 
it proposes to seek a "partial understanding" 
of the issues surrounding the follow-on phase 
and provide "reasonable estimates" that the 
necessary systems could be available as needed. 



1 . a research and development program con- 
tinues until the early 1990s, when a deci- 
sion could be mado by a future President 
and Congress on whether to enter into full- 
scale BMD engineering development; 

2. the Defense Department begins full-scale 
development of a "first-phase" system 
while continuing advanced technology 
work; 

3- the United States begins "phased deploy- 
ment" of defensive systems, "designed so *SD10, op. dt, footnote 2, p, IV<3. 
that each added increment of defense 
would enhance deterrence and reduce the 
risk of nuclear war"; although this "tran- 
sition period" would preferably be jointly 
managed by the United States and the So- 
viet Union, U.S. deployments would pro- 
ceed anyway; then 



SDIO has affirmed the so-called "Nitze cri- 
teria" as requirements for the BMD options 
it offers: that the defenses be militarily effec- 
tive, adequately survivable, and "cost*effec» 
tive" at the margin, that is, "able to maintain 
their defensive capabilities more easily than 
countenneasures could be taken to try to de- 
feat them." 1 



Figure M.— The Path to 
"Thoroughly Rallabli" Dafanaaa 



'Strategic Defense Initiative Organization, Report to the Coo- 
grr&? on the Strategic Defense Initiative ^Washington, DC: April 
19871, p, 11-13, 

*Lt General James Abrahamson, person*! cotnmanicatkn to 
OTA staff, July 7, 1987. 
'Ronald Reagan, televised speech. Mar. 23, 1983. 
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Flgur* 1-2.— Development Decision Content 
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The SDIO has identified three "phases" of 
BMD deployments that might extend from the 
mid-1990s well into the 21st century (see fig- 
ure 1-3), In mid- 1987, SDIO proposed to pro- 
ceed with a series of "technology validation 
experiments" to build and test hardware that 
might demonstrate the feasibility of compo- 
nents of a "first-phase' 9 system. These exper- 
iments would require SDI budgets substan- 
tially above the levels appropriated by 
Congress in the first 4 years of the SDL 

In deciding about funding and directing the 
SDI program, then* Congress must decide 
whether to accept, modify, or reject the phased 
research and deployment scenario proposed by 
SDIO. Options for Congress include: 

• accept the SDIO phasing scenario and 
plan now to decide in the early 1990s 
whether the full-scale engineering devel- 
opment of a first-phase system is feasible 
or attractive, but with only a "reasonable 
estimate' ' at that time of whether the sec- 
ond and third phases would later prove 
feasible; such a decision would imply an 
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intention to deploy the first phase in the 
mid-1990s while beginning full-scale de- 
velopment of the second phase, but the 
actual mid-1990s decisions would depend 
on the progress made; 

• decide soon to begin immediately to de- 
velop whatever technologies may be avail- 
able for deployment in the early 1990s, 
bearing in mind that space-based weap- 
ons are, in any case, unlikely to be dcploy- 
able in quantity until 1995 or beyond; 

• plan to delay a decision on a first phase 
of development and deployment until ad- 
vanced research confirms that the second 
and third phases would be feasible; 

• return to the pre-SDI BMD reseanA pro- 
gram infrmded to hedge against techno- 
logical surprise and to deter Soviet BMD 
deployment, but not intended to work 
toward f*. specific deployment scenario; or 

• add to the previous option a new empha- 
sis on terminal defense system* designed 
specifically to protect dements of U.S. 
strategic nuclear retaliatory forces. 

Nature of This Report 

To assist Congress in making these choices, 
this report surveys the techno'ogies under re 
search in the SDI and reports, as of early 1988: 

• which technologies might be available for 
each of the projected deployment phases; 

• what is known and what remains to be 
learned about the feasibility of develop- 



tng those technologies and manufactur- 
ing and deploying weapons based on them; 

• what can now be said about how surviva- 
ble against enemy attack sp*ce-based 
BMD systems themselves may be; and 

• what can now be said about the feasibil- 
ity of producing the computer software 
of the requisite performance and depend- 
ability. 

Most experts would agree that the techni- 
cs issues for BMD present severe challenges. 
Thus, in attempting to provide the above in- 
formation, this report identifies numerous 
demanding technical problems. The technical 
challenges to the SDI have been variously in- 
terpreted: 

• From the point of view of SDI officials 
nnd contractors, questions of feasibility 
are challenges that the application of suffi- 
cient time and resources can overcome. 
They are working on most, if not all, the 
issues identified in this report. 

• In another view, the obstacles to effective 
BMD are great, and may not be overcome 
for several decades; nevertheless, the kind 
of research SDIO is sponsoring will have 
some long term military and economic 
benefits for the United States whatever 
the SDI outcome. In addition research on 
BMD is uecessary to avoid technological 
surprise and to hedge against Soviet 
breakout from the Anti-Ballistic Missile 
(ABM) Treaty. 

• From a third point of view, the obstacles 
to accomplishment of the SDFs ultimate 
goals are «o complex and so great that 
SDIO's *«als are simply implausible. 
Therefore, although the United States 
should conduct some BMD research to 



avoid technological surprise and to hedge 
against Soviet break out from the ABM 
Treaty, research needed for other military 
or civilian purposes should be carried out 
under other auspices. 

OTA attempts in this report to present real- 
istically the available evidence about SDI fea- 
sibility. The reader must decide how optimis- 
tic or pessimistic the evidence should lead one 
to be and which approach to BMD research 
would be best for the nation. 

This summary organizes OTA s findings 
around the kinds of system designs, or "ar- 
chitectures," for the three phases that SDIO 
has recently been studying and discussing. It 
should be recognized, however, that, except for 
the first phase, these architectures are illus- 
trative, not definitive. They provide a means 
of thinking about and understanding how vari- 
ous BMD technologies might be integrated 
into working systems and in what time frames. 
Only the first represents SDIO's proposal for 
actual systems to develop and deploy. 

Table 1-1 outlines SDIO's suggested first 
phase of deployment; the time frame 1995-2000 
is strictly an OTA assessment of a very op* 
tunistic but arguably plausible period for the 
beginning and completion of deployments of 
the various elements of the system phase. Ta- 
ble 1-2 outlines OTA's projections of the sec- 
ond and third phases of BMD deployment, 
based on SDIO descriptions of the technologies 
it is researching. The overlapping time frames 
(2000-10 and 2005-1 5) reflect OTA assessments 
of very optimistic but arguably plausible 
periods for the beginning and completion of 
deployments of the various elements of each 
system phase. 



FIRST-PHASE TECHNOLOGIES AND SYSTEMS 
(OTA Estimates Approximately 1995-2000) 



Goals of a First-Phase System 

In the fall of 1986 SDIO and its contractors 
began to study options for "first-phase" de- 
ployment of BMD. They attempted to design 



systems that the Nation might select in the 
late 1980s for initial deployments in the early 
1 990s. OTA estimates that as a practical mat- 
ter—given the development, manufacturing, 
a^d space transportation needs-deployment 



Table M.^SDIO's Phase One Space* and Ground- Based BMD Architecture 



Com po rent 



Number 



Pint p/»*» (ipproMlmtttty 1995*2000): 
Battle Management Variable 
Computers 



Boost Phase 
Surveillance and 
Tracking Satellite 



Space-based Interceptor 
Carrier Satellite 



Probe 

Or 

Space Surveillance and 
Tracking System 

or 

Space-based Interceptor 
Carrier Satellites 

E* c«at mo spheric 
Interceptors (ERIS) 



Several at nigh attitude 



100s at several 100$ of 
km altitudes 



10s 



10s 



100$ 

1000s on ground-based 
roc nets 



Description 

May be carried on sensor 
platforms, weapon platforms, 
or separate plahcrms; ground- 
based units may be mobile 

Infrared sensors 



Each would carry about 10 small 
chemical rockets or "SBIs"; 
might carry sensors for 
tracking post-boost vehicles 

Ground-launched rocket-borne 
Infrared sensors 

Satellite-borne Infrared sensors 



Satellite-borne Infrared sensors 

Rocket booster, Mt-to-fcill 
warhead with Infrared seeker 



Functio n 

Coordinate track data; control 

defense assets; select 

strategy; select targets; 

command firing of weapons 
Detect ballistic or ASAT missile 

launches by observing hot 

rocket plumes; pass 

Information to tracking 

satellites 

On command, launch rockets at 
ant I -satellite weapons 
(attacking BMD system), 
boosters, possibly PBVs. 

Acquire HV tracks, pass on to 
ERIS Interceptors 



Cuad by satelllle-bome or 
rocket -borne Infrared sensors, 
home in on and collide with 
RVs in late mid-course 



SOURCE £ihc« of TKhnatagy A»wi»rr>flnT n 1986 



of the systems discussed could Dot begin un- 
til 1995 or later and would probably take at 
least until the end of the 1990s to complete. 

The first-phase options generally exclude 
space-based attack on Soviet reentry vehicles 
in mid-course (see table 1-1). While limiting the 
effectiveness of a BMD system, this omission 
eases the sensing, discrimination, and battle 
management tasks. 

Depending on the nature of the Soviet at* 
tack assumed, and depending on the effective- 
ness of Soviet countermeasures, the kind of 
system described by SDIO officials system 
might destroy anywhere from a few up to a 
nrodest fraction of the (now predicted number 
of) Soviet reentry vehicles in a full-scale attack* 
The SDIO has suggested such a system as only 
the first phase of what in the longer term would 
expand to a more effective system. However, 
the organization cites as "an intermediate mil* 
itary purpose" 



♦ , , denying the predictability of Soviet at- 
tack outcome and . * * imposing on the Soviets 
significant costs to restore their attack con* 
fidence, These first phases could severely re- 
strict Soviet attack timing by denying them 
cross-targeting flexibility, imposing launch- 
window constraints, and confounding weap- 
on^ target assignments, particularly of their 
hard-target kill capable weapons. Such re- 
sults could substantially enhance the deter- 
rence of Soviet aggression. 4 

SDIO officials assert that the military ef- 
fectiveness of the first-phase system would be 
higher than indicated by the percentages of 
reentry vehicles intercepted. They envisage a 
strate^ of "adaptive preferential defense/ 1 In 
this strategy, first the space-based layer of de- 
fense disrupts the structure of the Soviet at* 
tack. Then the ground-based layer defends only 
those U.S. targets of the highest value and un- 



MbkL footnote 2, p. 11 11 



Table 1-2.-0TA'§ Projection* of Evolution ol Ground- and Space-Stead BMD AreWteelurt 



Component^ 



Number 



Description 



Function 



Second ph*** (tpprxtxtmrntoty 20QQ-2Q10) 
Airborne Optical 10s In fllgM 

System (AOS) 



nnlphM component and i 
Infrared tensor* 



Gfounr* based Radars 10s on mobile platform* Xband imaging radar 



High Endo-atmoapherlc tOOOs 
Interceptors 



Rocket with Infrared seeker, non- 
nuclear warhead 



High-resolution seasons; laser 
ranee-finder and/or Imaging 
radar for finer tracking of 
objacts; 

May carry battle management 

computers 
Each carries about 10 small 
chemical rocketa or "KKVs"; 
at low altitude; lighter and 
faster than In phase one 

Atomic particle accelerator 
(parturber component of 
interactive discrimination; 
additional sensor satellites 
may be needed) 
Sensors to measure neutrons or 
gamma rays from objects 
bombarded by NPB; 
transmitters send data to 
SSTS and/or battle 
management computers 

Third pAsse (tpproxfmtttty S00&21 1$), *ptoc# second phase component* wtd 



Space Surveillance and 
Tracking Satellite 

(SSTS) 



Space-based interceptor 
Carrier 



Space-based NeutraJ 
Particle Beam (NPB) 



Detector Satellites 



50-100 at few 1000s ot 
km. 



1000s at 100s of km 
altitudes 



10s to 100s at altitude 
similar to SSTS 



100s around particle 
beam altitudes 



Ground-based Lasers, 
Space-based Mirrors 



■,0s ot ground-based 
lasers; 10s of relay 
mirrors; 10s to 100s 
of battle mirrors 



Several laser beams from ea^ri 
of several ground sites bounce 
off relay mirrors at high 
altitude, directed to targets by 
battle mirrors at lower 
altitudes 



Track RVs and decoy*, pass 
information to ground battle 
management computers for 
launch of ground based 
interceptors 

Cued by AOS, track RVs as they 
enter atmosphere; discriminate 
from decoys, pass information 
to ground battle managers 

Collide with RVs inside 
atmosphere, but befcre RV 
nuclear detonation cauld 
cause ground damage 

Track launched booster*, post- 
boost vehicles, and ground or 
space-launched ASATa; 

Track RVs and decoys, 
discriminate RVa from decoys; 

Command firing of weapons 

On comma d, launch rocketa at 
antl-satelllte weapons 
{attacking BMD system), 
boosters, PBVs, and RVs 

Fire hydrogen atoms at RVs and 
decoys to stimulate emission 
of neutrons or ^amma rays as 
discriminator 

Measure neutrons or gamma 
rays emitted from RVa: heavier 
obJet,:s emit measurable 
neutrons or gamma ray a, 
permitting discrimination from 
decoys 

Attack boosters and PBVs 



SOURCE: Offkc* Of T#c*noto0y Ai»Mrt»nt ( 1B88. 



der attack by the fewest reentry vehicles re- 
maining after the winnowing by the space-based 
layer (see box 1-A), In this way t a meaningful 
fraction of a large set of "point targets" (e.g., 
missile silos or command posts) might be pro- 
tected, Such a strategy, however, would require 
successful discrimination of RVs uid decoys 
by the first-phase system sensors— a technol- 
ogy that remains to be proven- In addition, the 



Soviets could counter the strategy if they could 
modify their current offensive systems and de- 
ploy substantial numbers of maneuvering reen- 
try vehicles. 

Figure 1-3 presents SDIO's description of 
how the phases of SDI deployment might satis- 
fy a spectrum of strategic goals. In evaluate 
ing the desirability of the goal of enhancing 
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Bet 1-A. -Adaptive Preferential Defense 

The SDIO has proposed that a first-phase ballistic missile defense eystem <set table 1-1) employ a Uctic 
of 'adaptive preferential defense." If auccessfully executed, this tactic could give an outnumbers defense 
some leverage again 9 1 a large attedi. 

"Preferential defense" mean? defer ding only a select set ot high-vdu* targets out of a .h. ^ number 
of targets uider attack, thus concer* a ting the defensive fon*s. In essence, eonip targets wc ale U 3acnriced 
to increase Lhe chances of survival o f others. 

» Adapvfvt preferential dek; means deciding during ' ,ie course of the battle which targets *o tiefend 
by adapting to the aistribution of th* attacking FVs tnfc^w *«MAd*) lH* JU'vive career layers of def. 
Of the high-v*ae targets under attack, those with tae L *es; .Vs coming at them are defended first. 

Two Layers of Defense 

A Grat-phasf Strategic IV ^se . yst era tSDS) wouM Much orb < ng inter^ptoi i en" land-based uU>rcep- 
tors. The orbiting ir.*«*p'or< woald first destroy a c-»all fraction -f the rising Soviet mwik boaters and 
post-boost vehicle 3ince ;he £ 3S coula not a. this stage predict the targets of the Soviet rnissdes, the defence 
would not be pwferem. I inroad, it would merely snoi -act at randc n some wa^ads from the Soviet aUack. 
Even if the Soviets Iiau UtiaJly aimed the aar*e nur>.*« of RVi at v*cb target, soms would aave been UUrwS 
out by the first layer of defers 

Land-based rockets would carry other interceptors into space ti b *>-oy RVs that survh - * th# ipaze-basod 
attack. Tracking p-asors would determine the targets of the RVj to within several Idiom - ^ battle i manrg^ 
men t computers would determine which high-value targets were under attack by cnly one RV ir ch ground 
based interceptors against them firat, until all were covered- Then the compute would determine which tar- 
gets were under attack by two RVs znd assign interceptors to them, «nd so on. In this way, fr ■■ interceptors 
would be wasted defending t?rgeU that would later be destroyed anyway by add>' !onfii. unmtercepttd K\ s. 

A Simple Example 

Suppose for example, that £000 RVs were atUcking 1000 targets, with 1 R V *imed »t each at 000 targets 
and 3 RVs aira^d at each of another 500 targets. Assume that the defense had cnlv mterc-ptors (each 
with a 100 percent chfuc? of intercertion). If the defense assigned intercv^ randomly to 1000 o. the 2000 
attacking RVs abo ,- ; 312 targets would be expected to survive <50 prrce.it of those undei aingle-KV attack 
and 12.5 percent of those under 3-RV attack). But if it assigned 500 interceptors to defend the targets under 
a single-R v ^li and then assigned 3 interceptors each to defend the noxt 166 targets, a total of 66€ -argets 
might be saved 

The SDI Case 

Analysts foi SDIO have concluded that a first-phase system applying this tactic could protect a useful 
fraction of selected U.S. targets against the kind of attack the Soviets are 1 >redicted to be able to carry out 
in the mid-1990s. 

Some Qualifying Conrfderatkma 

If feasible an adaptive preferential defense would be suitable mainly for protecting fractions of redundant, 
sinrie-aimpoint targets, such as missile silos, command posts, or other isolated military installations. Large- 
are! soft targets '?uch as cities or large military installations), would present so many potential aimpoints 
that defending, f ay. a third or a half of the aimpoints in a given area would be unlikely to assure survival 
of the that irea, tn addition, the aimpoints that could be defended would be small enough that the blast and 
fires from explocJng nuclear weapons would affect neighboring "soft" target areas. 

S* Tions uMaUona also remain about whether SDIO s proposed phase-one BMD system could, in fact, suc- 
cessfully exeirjt* a strategy cf adaptive preferential defense^ In particular, if the mfrared sensors of the track- 
ing system co old nci discriminate between Soviet RVs and decoys, many of the ground-Uunched interceptors 
would be wasted on decoys. And if the Soviets could deploy many maneuvering reentry vehicles during the 
operational period of the first-phase defen se system, the targets could not be accurately predicted and defended. 
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deterrence by forcing modification of I'wiet 
attack plans, Congress should also be aware 
of the counter-arguments to that position: 

• Many believe that, given the awesome 
consequences of nuclear war for the So- 
viet Union as well as for the United States, 
deterrence does nut require enhancement 
because the U.S. threat of nuclear retali- 
ation is already strong enough and can be 
kept so with timely strategic offensive 
modernization, 

• Soviet military planners already face oper- 
ational uncertainties, such as the unreli a* 
bility of some percentage of deployed 
missiles* * 

• Other, less costly t more clearly feasible, 
methods of complicating Soviet attack 
plans t such as increased mobility for U.S. 
strategic forces, may be available. 

• A corresponding Soviet deployment of 
BMD would impose uncertainties and 
costs on U.S. retaliatory attack plans. 

The context for evaluating the goal of com* 
plicating Soviet attack plans changes, how- 
ever, if one accepts the point of view that it 
is only the first benefit on a long-term path 
toward "mutual assured survival/' In OTA's 
view, figure 1-4 illustrates, somewhat more 
realistically than figure M, the relative levels 
of defense capability over tone to be expected 
from phased BMD deployments, assuming 
their feasibility. Whether or not initial capa- 
bilities could be sustained or improved upon 
depends on information not likely to be avail- 
able by the f»arly 1990s, 

Figure 1*4.— OTA Understanding of Projected Rotas 
of BMD Deployment Phis is 
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Technical Feasibility of 
Sensors and Weapons 

In a first-phase system, space-based inter- 
ceptors (SBI), also known as "hit-to»kill" or 
"kinetic kill" vehicles, would attack miss'Je 
boosters and post-boost vehicles (PBVs), but 
not their dispensed reentry vehicles (RVs). The 
only mid-course interception would be near the 
end of that phase of missile trajectory by 
ground-based, exo-atmospheric interceptors. 

Boost-Phase Surveillance and Tracking System 

(BSTS) 

It appears feasible to develop by the mid 
1990s high altitude satellites that would tell 
lower altitude satellites, or possibly SB Is 
themselves, where to look for rising missile 
boosters. Complex communications links among 
the satellites may be necessary to avoid enemy 
interference. 

Carrier vehicles ("garages") for space-based 
hit-to-kill interceptors could receive data from 
the BSTS and track the boosters and post- 
boost vehicles with Jieir own infrared sensors 
and laser range-finders. 

Space-Based Interceptors (SBI) 

A few hundred SBI carriers that would carry 
a few thousand kill vehicles (rocket intercep- 
tors) might destroy a modest fraction of So- 
viet missile warheads in the boost and post- 
boost phases. Such a system might be feasi- 
ble to deploy starting in the projected first* 
phase period, but questions of engineering and 
cost remain unresolved. For example, consid- 
erable miniaturization of components for pro- 
pulsion, guidance, and sensors would be needed 
to make a rocket fast enough to reach boost- 
ing missiles and light enough to be affordably 
launched into space. Recent progress toward 
such miniaturization appears promising. Sub- 
stantial testing of prototype weapons would 
be necessary to show system feasibility. Once 
these technologies were proven, the afforda- 
ble mass production of rocket-carrier vehicle 
systems for space deployment maintenance 
would remain a major challenge. 
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Exo-atmoepheric Reentry Interceptor System 
(ERIS) 

The Homing Overlay Experiment of 1984 
and subsequent development work sug c ;est 
that it 10 feasible to design a ground-launched 
interceptor capable of homing in on objects in 
apace under favorable conditions. Such weap- 
ons could make up an Exo-atmospheric Re- 
entry Interceptor System, or ERIS. More re- 
search, testing, and engineering remain to be 
done before the United States will know if tho 
in ten* ptor homing warheads can be produced 
cheaply enough to be affordable in large nunv 
jers. The ERIS, however, is Ukely to be deploy- 
able before space-ba3cd BMD interceptors. 

Under study a- e both space-based and ground- 
launched infrared sensor systems and ground* 
based radars to direct ERIS interceptors to 
the vicinity of their targets. Both the satellite 
and ground-based systems remain to ->e devel- 
oped, tested, anc effordably produce. Up- 
graded versions of now existing ground-based 
radars might also provide initial tracking in- 
formation to the interceptors. 

In this first-phase architecture, ihe ERIS 
would rely on radars or on passive infrared 
detection ai d tracking of potential targets. 
Whether or n.it these sensors could adequately 
discriminate lietween decoys and RVs dis- 
guised as decoys remains to be demonstrated. 
Without such discrimination, decoys could 
probably cause serious problems for this late 
mid-course layer of defense* Developing a decoy 
system like this is within Soviet capabilities. 
Even with good discrimination by external sen- 
sors, the homing sensor on the interceptor it- 
self would need to find the genuine RV if it 
were traveling within tens of meters of other, 
closely spaced objects. In general, many sci- 
entists and engineers working on the SDI have 
agreed that such countermeasures may well 
be feasible for the Soviets in the near term. 
However, both within and outside SDIO there 
is some dissent on the potential type, quality, 
number, and deployment times of Soviet coun- 
termeasures. 

There is widespread agreement that much 
more experimentation is needed on missile 



"penetration aids" such as decoys. Very little 
SDI money has gone to the design, construc- 
tion, and testing of penetration aids, although 
a full understanding of their potential and limi- 
tations would be key to developing and evalu- 
ating the effectiveness of a BMD system. 

Besides decoys, ERIS interceptors could 
face many other false targets, particularly 
those generated by debris from PBV activity, 
from intercepts made earlier in the boost phase 
by the SB Is, or from deliberate Soviet coun- 
termeasures. Warm objects in the field of view 
of the ERIS interceptor's sensors might dis- 
tract it from its target R V, even if it had origi- 
nally been correctly pointed toward the RV by 
a probe or Space Surveillance and Tracking 
System (SSTS) sensor. 

Software Feasibility 

In the first-phase system designs now un- 
der consideration for SDI, hundreds of satel- 
lites would have to operate automatically and, 
at the same time, coordinate their actions with 
those of other satellites. The battle manage- 
ment system would have to trark hundreds of 
thousands of objects and decide when and how 
to attack thousands of targets with little or 
no human intervention* 

Among the most challenging software tasks 
for such a first-phase system would be design- 
ing programs for the largely autonomous oper- 
ation of hundreds of satellites. But even for 
ground-based components of the system, the 
number of objects, the volume of space, and 
the brevity of tin™ would preclude most hu- 
man participation in battle management. Hu- 
mans would decide at what alert status and 
state of activation to place the system. Once 
the battle began, computers would decide 
which weapons to use when, &nd against what 
targets. 

A first-phase system would have the advan- 
tage of a simpler battle management problem 
than that of more advanced BMD systems. In 
particular, the space-based segment of the sys- 
tem would not attempt to track and discrim- 
inate among hundreds of thousands of mid- 
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course objects, or to assign weapons to any 
of them. The distribution of SSI carrier vehi- 
cles would be so sparse that the targets within 
its range would not be in the range of neigh- 
boring carrier vehicles. It could, for the most 
part, safely shoot at a target within its own 
range without the risk that some other vehi* 
cle had shot at the same target. Some coordi* 
nation among carrier vehicles would still be 
necessary because the continual relative mo- 
tion of carriers and targets would leave some 
ambiguities about which targets were most 
appropriate tor each carrier to fire interceptors 
at. 

Although a first-phase system would have 
simpler tasks than a later system, its software 
would still be extremely complex. The nature 
of software and experience with large, complex 
software systems, including weapon systems, 
together indicate that there would always be 
irresolvable questions about how dependable 
BMD software was, and also about the confi- 
dence we could place in dependability esti- 
mates. Existing large, complex software sys- 
tems, such as the U.S. long-distance telephone 
system, have become highly dependable only 
after extensive operational use and modifi- 
cation. 

Extrapolating from past experience with 
software, it appears to OTA that the complex- 
ity of BMD, the uncertainty end changeabil- 
ity of the requirements it mu.^i meet, and the 
novelty of the technology it must control would 
impose a Significant probability of software* 
induced catastrophic failure in the system's 
first real battle. The issue for SDI is the de- 
gree of confidence in the system that simula- 
tion* and partial testing could provide. SDIO 
officials argue that such tests will permit ade- 
quate confidence and that this fosue is no more 
serious for the SDI than for all advanced mili- 
tary systems developed to date. 

Computer simulations would play a key role 
in all phases of a BMD system's life cycle Bat- 
tle simulations on a scale needed tc represent 
realistically a full battle have not yet been at- 
tempted. Whether or not sufficiently realistic 
simulations can be created is a hotly debated 



question. In particular, it is difficult for OTA 
to see how real-world data could be gathered 
to validate simulations of the phenomena that 
must be accounted for, such as multiple enemy 
missile launches, nuclear explosion-induced 
backgrounds, and enemy choices of counter- 
measures. The differences between BMD soft- 
ware and previous complex software that is 
considered dependable suggests to some ex- 
perts that BMD software might never be able 
to pass even its peacetime tests. It should also 
be noted, however, that both the United States 
and the Soviet Union now base deterrence on 
an offensive nuclear delivery system that has 
nev*r been operationally tested either. 

While the United States could not be cer- 
tain that a BMD system would work as in- 
tended, the Soviets could not be certain that 
it would not.' If they had at least some reason 
to believe the U.S. BMD system might be ef- 
fective, they might be more deterred from at- 
tacking than before. On the other hand, the 
United States would not wart to base a major 
change in its nuclear strategy on a BMD sys- 
tem in which it had little confidence. In the 
case of a first-phase system, whose effect on 
the strategic balance would be small anyway, 
the risk of software-induced system failure 
might seem acceptable. 

The SDIO sees software problems as chal- 
lenges to be overcome rather than as insur- 
mountable obstacles to effective BMD. It is 
supporting some software research intended 
to address the challenges. Others argue that 
the limitations of software engineering tech- 
nology and its relatively slow rate of improve- 
ment make it unlikely that dependable BMD 
software could be produced in the foreseeable 
future. Thus far, no new software engineering 
developments have appeared to contradict the 
latter view. 

Survivability of a First-Phase System 

The survivability of any BMD system will 
not be an all-or-nothing quality. The question 

'Unless they had high confidence in the potential effective- 
ness of a secretly deployed countTmeasure (perhaps a software 
bug planted by a saboteur programmer). 
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will be whether enough of a system's assets 
would survive for it to carry out its mission. 
The issue would then turn on whether the de- 
fense could make attacking the BMD system 
too costly for the offense, or whether the of- 
fense could make defending the BMD system 
to costly for the defense, (On the other hand, 
if the United States and the Soviet Union 
agreed to coordinate offensive weapon reduc- 
tions and defensive deployments, they might 
do much to ameliorate BMD survivability 
problems*) 

To protect satellites, the defense might em- 
ploy combinations of such techniques as eva- 
sive maneuver* tracking denial, mechanical 
shielding, radiation hardening, electronic and 
optical countermeasures, and shoot-bade. Cate- 
gorical statements that these techniques will 
or will not make any BMD system adequately 
and affordably survivable are not credible. 
Judgments on specific cases would depend on 
the details of entire offensive and defensive sys- 
tems and estimates of the techniques and tac- 
tics that the opponent would employ, 

Space Mines 

A soace mine is a satellite that would trail 
another satellite and explode lethally either on 
command or when itself attacked. Space mines 
may or may not prove a viable threat to space- 
based BMD systems. Although auc7ear space 
mines would bs e very stressing threat, much 
more analysis would be needed to clarify the 
question of the viability of space mints. After 
repeated attempts to locate such analysis 
within the SDIO or among its contractors, 
OTA concludes that it has not yet been ade- 
quately performed. 

Anti-Satellite Weapons (ASATs) 

There is widespread agreement among ex- 
perts on Soviet military practices that the ini- 
tial Soviet response to U.S. BMD deployments 
would not be to try to develop and deploy ays* 
terns based on similar technology. They would 
Instead attempt a variety of less sophisticated 
counter-measures. These might include exten- 
sions of their current co-orbital, pellet-warhead 
anti-satellite weapon ( ASAT), o* else a ground- 



launched nuclear-armed ASAT(or "DANASAT," 
for "Direct Ascent Nuclear Anti-satellite" 
weapon}. 

The susceptibility of a BMD satellite sys- 
tem to degradation by DANASAT attack 
would depend on many complex factors, in- 
cluding: 

• the maneuvering and decoying capabil- 
ities and the structural hardness of the 
BMD satellites; 

• the precision and reaction time of Soviet 
space surveillance satellites; and 

• the speed* numbers, decoying capabilities, 
Bni warhead power of the DANASATs, 

Depending on target hardness, the radius of 
lethality of a nuclear warhead could be so great 
that the AS ATs might need only inertial guid- 
ance (they need not home in on or be externally 
guided to the BMD asset). Thus they would 
not be susceptible to electronic counter-meas- 
ures against homing sensors or command guid- 
ance systems. It appears that, at practical 
levels, maneuvering or radiation shielding of 
low-altitude satellites would not suffice against 
plausible numbers of rapidly ascending nuclear 
ASATs, 

There appears to be no technical reason itiV 
the Soviets, by the mid-1990s, could not de- 
ploy DANASATs with multiple decoys among 
the nuclear warheads. Multiple decoys would 
likely exhaust the ability of the defenders to 
shoot back at the attack— unless extremely 
rapid discrimination of decoys and warheads 
were possible. It would be difficult to deny 
tracking of or to decoy near-earth satellites, 
especially largo 3ensor platforms, if they were 
subjected to long periods of surveillance* If de- 
ployed while the satellites were under attack, 
satellite decoys would h equentty not have time 
to lure DANASATs far enough away from the 
real targets. 

If several SSTS satellites were a key element 
of a first-phase BMD system, they would be 
the most vulnerable elements. Otherwise, the 
most vulnerable elements of a first-phase BMD 
system would be the carrier vehicle satellites 
for the interceptors. The carrier vehicles, or 
CVs, as well as sensor satellites (BSTS and 



SSTS) might c uploy combinations of various 
defense mechanisms against the ASAT threat. 
The SDIO argues that such combinations of 
measures potentially offer & high degree of sur- 
vivability to space-based BMD system com- 
ponents, 

For the near-term, however, no prototypes 
exist for carrier vehicbs with these character- 
istics; the issue for SDI is whether in the 1990s 
such satellites could be developed, produced, 
and deployed. The Soviets, on the other hand, 
have already demonstrated the ability to field 
DANASATs by deploying rapidly accelerat- 
ing, nuclear-armed anti-ballistic missiles near 
Moscow over 15 years ago and recently up- 
grading that system. Newer ballistic missiles, 
relying on mature technology, might also be 
adapted to this purpose. More advanced 
DANASATs appear feasible for the Soviets 
by the mid-1990s. 

DANASATs weald be a stressing threat 
against first-phase BMD systems and could 
probably degrade severely 1 he performance of 
such systems. The SDIO ai\; jes t however, that 
strong survivability meah es in the defensive 
system could successfully counter this threat. 

The Soviets might also consider gradual at- 
trition of the system in "peacetime." They 
might use co-orbital, non-nuclear ASATs or 
ground-based laser ASAT weapons to take 
"potshots" at the carrier vehicles. 

Attack During Deployment 

Should the Soviets deem U.S, space-based 
BMD deployments to be sufficiently threat- 
ening to their national security, they might re- 
sort to attack before the system was fully de- 
ployed. Whether they waited for full deployment 
or not, in the first-phase architecture SBI car* 
rier vehicles would be so sparse that they would 
probably have only limited abilities to help de- 
fend one another, although each might to some 
extent defend itself. Other survivability meas- 
ures, however, might offer some protection. 



Attacks on Ground-Launched Systems 

Insofar as the ERIS ground-launched inter- 
ceptor relied on fixed, ground-based early warn- 
ing radars for launch-commit information, its 
effectiveness could be greatly reduced by nu- 
clear or jamming attacks on those radars. 

Use or Comparable Technologies 

Responses to threats from comparable So- 
viet weapon systems have not been defined by 
the SDIO or its contractors. Indeed, a work- 
ing assumption of SDIO research and analy- 
sis has been that the United States could and 
would maintain a consistent lead over the So- 
viet Union hi BMD technologies for the indefi- 
nite fnture. Because the Soviets lag in some 
of the technologies required for a space-based 
BMD system, it seems unlikely that they 
would attempt to deploy SBIs for BMD in the 
1990s. A more attractive option for them might 
be to deploy kinetic-kill vehicles as a defense 
suppression system rather than as a BMD 
system— a less difficult task. 

They could then choose orbital configura- 
tions designed to give their weapons temporary 
local numerical advantages over the U.S. BMD 
system. In a shoot-out between the systems, 
at a time of their choosing, the Soviets might 
then eliminate or exhaust those SBI carrier ve- 
hicles within range of a Soviet ICBM launch 
salvo. Effective non-nuclear ASATs would, 
however, require good space surveillance ca- 
pabilities. If a BMD system were to cohabit 
space with a competent defense suppression 
system (possibly embodying a lower technical 
capability), the side that struck first might 
eliminate the other. 

The fact that a lower level of technology 
would be needed for defense suppression than 
for BMD could drive a race to control access 
to space as soon as possible. For example, U.S. 
space-based ASATs might be needed to pre- 
vent Soviet ASAT deployments that could in 
turn interfere with U.S. BMD deployments. 
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SECOND-PHASE TECHNOLOGIES AND SYSTEMS 
(OTA Estimates Approximately 2000-10) 



Goals 

The goal of a phcse-two system would be to 
"enhance deterrence," first by imposing un- 
certainty on Soviet strategic attack plans, then 
by denying the Soviets the ability to destroy 
"militarily significant" portions of important 
sets of targets (such as missile silos or com- 
mand and control n xles) in the United States* 
As a result, the Soviets would retain the abil- 
ity to inflict massive damage ou the U.S» econ* 
omy and population, but would lack the ability 
to accomplish certain precise military objec- 
tives. At least, such denial should decrease 
whatever incentives may now exist for the 
Soviets to commit nuclear aggression (though 
analysts disagree on whether such incentives 
do now exist); at best, the Soviets might be 
induced to negotiate away their militarily ob- 
solescent missiles. 

If the Soviets believed they could restore 
their compromised military capabilities at an 
acceptable price, they might attempt to do so 
by adding new offensive weapons and by at- 
tempting both active and passive countermeas- 
ores against the U.S. BMD system. Even if 
they did not believe they could recapture lost 
military capabilities, but only believed that 
they were in danger of losing any credible nu- 
clear retaliatory power against the United 
States, they might still attempt to employ 
BMD countermeasures. If, Lawever, they con- 
cluded that countermeasures would be futile, 
they might, as conjectured in the "SDI sce- 
nario" agree to mutual offensive arms reduc- 
tions as a way of containing the U.S. threat. 
In that case, BMD combined with effective air 
defenses might offer much higher levels of pro- 
tection of military and even civilian targets. 

Currently available BMD technology for 
nuclear-armed, ground-based interceptors would 
probably allow the United States to build a 
system that could deny the Soviets confidence 
in destroying substantial fa ctions of certain 



sets of hardened or mobile targets.* An SDI 

"phase-one," non-nuclear system may also be 
able to provide such protection. This is more 
likely to be the case if the defense could be con- 
figured to defend subsets of targets preferen- 
tially, and in such a way that the Soviets could 
not detect which targets were defended more 
heavily. Moreover, if the Soviets continued tc 
aim weapons at highly defended targets, they 
would have fewer weapons left over to aim at 
softer military and civilian targets. 

There is less evidence that the United States 
could deny the Soviets the ability to strike with 
high confidence at many other kinds of militar- 
ily valuable, but more vulnerable, targets. 
There are, however, many ideas and some 
promising technologies for pursuing this goal. 

Achieving the strategic goals of this kind 
of system implies air defenses of comparable 
potential. Otherwise, except for the most ur- 
gent targets, the Soviets could shift strategic 
missions from ballistic to cruise missiles* 

Technical Feasibility 
Airborne Optical System (AOS) 

An airborne infrared sensor system would 
tell ground-based radars whore to look for re- 
entering objects. Such a system appears tech- 
nically feasible during the 1990s, The infrared 
sensors, however, might be subject to confu- 
sion by high-altitude light-scattering ice crys- 
tals created as debris reentered the atmos- 
phere, or by nuclear detonations intended to 
blind the system. 

Ground-Based Radar <GBR) 

Imaging radar systems would observe lighter 
decoys slowing down more quickly than gen* 



*Sse U.S. Cosgratt, Office of Technology Atwcaareni* Bal- 
listic Missile Dtfettae Technologies, OTA ISC-254 (Washing* 
ton, DC: U.S. Government Printing Of /ice, September 19SGK 
pp. 33-34. 
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uine RVs. Computers using this information 
would launch very high acceleration rockets 
(HEDI) with infrared homing sensors toward 
the RVs. Tests to date indicate that such ra- 
dars are feasible, but unresolved questions In* 
etude their susceptibility to interference from 
nuclear burst, to jamming by radio-frequency 
jammers on incoming warheads, to signal- 
processing overloads created by many simul- 
taneously reentering objects, and to deception 
by carefully designed RVs and decoys. 

High Endo-atmoepherie Isterreptor <HEDI) 

A rocket-borne high endo-atmospheric de 
fense interceptor would attack incoming RVs 
after they had begun to renter the atmosphere. 

Because the rising interceptor's friction with 
the atmosphere would cause it to heat up f a 
cooled crystal window would have to protect 
its homing sensor. Experiments suggest that 
such windows are feasible* although research- 
ers have not yet established whether they could 
be rapidly mass-produced* 

Because the HEDI would have a limited "di- 
vert" capability, the sensor system would need 
to give it a very accurate target track. A rela- 
tively short-range ground-based radar, using 
the upper atmosphere as a discriminant against 
decoys, might be the easiest way to provide 
such a track. This tracking method, however, 
would restrict each interceptor to protecting 
a relatively small area. Intensive coverage of 
all U.S. territory would demand too many thou- 
sands of missiles. Instead, the KEDI mission 
would be to "mop up" small numbers of war- 
heads leaking through the earlier defensive 
layers. Thus the most useful mission for HEDI 
might be to protect specific, localized targets, 
such as ICBM silos. 

SD 10 officials point out, however, that pas- 
sive infrared sensors or long-range radars may 
be able to discriminate between RVs and de- 
coys in space. Then the High Endo-Atmospheric 
Interceptor co lid be committed earlier and 
thus defend a much larger area. Nevertheless, 
in order to avoid the impression of providing 
a defense designed primarily to protect hard- 
ened strategic targets, rather than U.S. terri- 



tory in general, the SDIO elected to omit the 
HEDI and its associated sensors (AOS and a 
terminal imaging radar or TIR1 from its 
proposals for a first-phase BMD system,* Tech* 
nically , however, initial deployments in the late 
1990s period appear plausible 

SSTS and RV/Decoy Discrimination 

A phase-two system would add to the first- 
phase architecture dozens of space-based sen* 
sors that could accurately track thousands of 
RVs and decoys from the moment of their de- 
ployment from the PB Vs. Such sensors would 
require electro-optical focal planes of unprece- 
dented size, or high-resolution laser radar 
systems, and considerable signal processing 
ability. 

It seems likely that, by the time m substan- 
tial U.S. BMD system could be in place, the 
Soviets could deploy many reentry vehicle de- 
coys and RVs disguised as decoys. Unless 
these RVs and decoys could be destroyed on 
their boosters and post*boost vehicles, some 
means of distinguishing between them would 
have to be developed. Otherwise, the defense's 
ammunition would be quickly exhausted. 

In the terminal, "endo-atmospheric" phase 
of interception, the atmosphere might filter out 
all but the heaviest and most sophisticated de- 
coys. But too many reentering objects might 
overwhelm local defensive sensors and weap- 
ons. In sum, effective discrimination in the 
mid-course of ballistic missile trajectories 
would be necessary to a highly effective BMD 
system. 

One proposed technique for RV/decoy dis- 
crimination is a laser radar system that might 
observe the movements of RVs and decoys as, 
or after, they were dispensed from PB Vs. Sub- 
tle differences in the behaviors of the less mas- 
sive decoys might give them away* Conceal- 
ing deployments off PBVs or other tactics 
might counter this technique, but much re* 
search both on decoy technologies and space- 
borne laser radars will be needed to judge the 
potential of either. 

*Ll General Jam** AbnJiJjn*ni» powul cwnmunicatfoo to 
OTA tuff, July 7, 1&B7. 



Various methods of passive and active dis* 
crimination have been suggested, including 
multirV wave-length infrared sensors, laser ra* 
dar t and microwave radar. But if the Soviets 
could build sufficiently sophisticated decoys, 
differentiating decoys and RVs mighc be im- 
possible without some means of externally per- 
turbing all the objects being tracked and ob- 
serving differences in how they react to such 
perturbations. This technique is known us ''in* 
teractive discrimination." 

So far there is no proven candidate system 
for the task of interactive discrimination. The 
program receiving the most funding has been 
the neutral partich beam (NPB). In this con* 
cept, a space-based atomic accelerator would 
fire high-energy neutral hydrogen or deuterium 
atoms at suspect objects. A sensor would then 
detect the neutrons or gamma rays emitted 
from heavier objects struck by the hydrogen 
atoms. A hundred or more NPB platforms, and 
perhaps several hundred sensor satellites, 
would be needed for a complete system. It may 
be more appropriate to consider such a sys- 
tem for a phase-throe, rather than phase-two, 
BMD architecture. 

A space test of a subscale NPB platform was 
scheduled for the early 1990s, although recent 
budget cutbacks have made the experiment's 
status unclear. Key issues determining the fea- 
sibility of NPB systems will include cost, the 
rapid and precise ability to point the beams 
at thousands of objects in a few tens of min- 
utes, and the ability to gather and correlate 
the return information. 

Other interactive discrimination ideas in- 
clude, for example, space-based high energy 
lasers that would "tap" target objects. The 
greater recoil of lightweight decoys would give 
them away. 

Kinetic Energy Weapons 

Missile boosters that completed their boost 
phase in about 120 to 140 seconds— slightly 
faster than current modem ICBMs— would 
greatly reduce the effectiveness of rocket- 
propelled SB Is in the boost phase. They could 
still intercept post-boost vehicles. However, 



fast RV dispensing technologies could reduce 
kUl in the post-boost phase. On the other han d t 
if such countermeasures had forced the Soviets 
to greatly reduce missile payloads, mid-course 
discrimination might become easier: then the 
Soviets could only afford to deploy fewer, less 
sophisticated decoys. 7 ^proved SBIs, even 
though ineffective aga ast boosters, could be 
useful in the mid-course. They would require 
long-wave infrared sensors for homing in on 
small, cold RVs. Alternatively, laser designa- 
tors on sensor satellites might illuminate RVs 
with light that SBI sensors could see and track. 

It seems likely that by roughly the period 
projected for the first phase ERIS (Exo-atmos* 
pheric Reentry Interceptor System) missiles 
could be refined to the specifications now en- 
visioned. Provided that the challenge of RV- 
decoy discrimination had been overcome, they 
would begin to provide an important layer of 
missile defense. If the discrimination problem 
could not be solved, ERIS interceptors would 
be of doubtful utility. If it could be solved, 
ERIS effectiveness in phase two would be 
much greater than in phase one. 

The question for HEDI in the phase-two 
period is whether the Soviets could deploy 
many maneuvering reentry vehicles to evade 
the system and sophisticated reentry decoys 
to deceive it. The more effective the earlier 
defensive layers might be, the less the Soviets 
could afford to use precious missile payload 
weights on heavier RVs and decoys. However, 
numerous, e\ en slightly, maneuvering reentry 
vehicles, especially with depressed missile 
trajectories, could probably evade HEDIs un- 
less the interceptors were equipped with nu- 
clear warheads. 

Software Feasibility 

A phase-two BMD 3ystem such as envisaged 
here would need to account for hundreds of 
thousands (or more) of objects as they were 
dispensed into space. It would require a highly 
complex communications net for keeping track 
of all BMD space assets, boosters, PBVs, RVs, 
decoys, and space debris, then assigning weap- 
ons to intercept the selected targets. Concepts, 
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but so far no genuine designs, exist for "parti- 
tioning" the battle space into local networks 
of sensors and weapons (taking into account 
that different combinations of satellites would 
be constantly shifting in and out of given re- 
gions of space). 

In terms of sheer computing power, con* 
tinued advances seem likely to provide the 
processing capacities needed for advanced 
BMD. The most difficult hardware engineer- 
ing task will be to combine the qualities of high 
capacity and radiation hardness in space-qual- 
ified electronics. 

A BMD designed for boost, post-boost, mid- 
course! and terminal battle is likely to be the 
most complex system ever constructed. In 
OTA's judgment, there would be no precedents 
for estimating the likelihood of the BMD soft- 
ware system *s working dependably the first 
time it was used in a real battle. Moreover, no 
adequate models for the development, produc- 
tion, test, and maintenance of software on the 
scale needed currently exist. The system's com- 
plexity, coupled with the need to automate the 
use of technologies previously unused in bat- 
tie, might result in unforeseen problems dom- 
inating the software life cycle. For example, 
large, complex systems that undergo contin- 
uous change sometimes reach states where new 
changes introduce errors at a greater rate than 
they remove errors. 

A BMD system— as has been the case with 
other strategic nuclear systems— could be 
tested only with computer simulations and 
some piecemeal hardware exercises. Further* 
more, no existing systems must operate au- 
tonomously (without human intervention) in 
the face of deliberate enemy attempts to de- 
stroy them. 

Whether the risks of catastrophic BMD fail- 
ure resulting from the inevitable software er- 
rors in a system of this magnitude would be 
unacceptable is a policy decision, not a techni- 
cal one, that the President and the Congress 
would ultimately have to make. They would 
have to weigh those risks against the perceived 
risks and benefits of not building a BMD sys- 
tem but deploying national resources else* 



where. As with a first-phase system, another 
consideration would be the likelihood that the 
Soviets could not be confident that the BMD 
system would not work as advertised, and that 
they might be deterred from trying to find out 
by attacking. (On the other hand, if the Soviets 
found a way to break into and tamper with the 
software system without U.S. knowledge, they 
might be confident that they could defeat it.) 

Phase-Two Survivability 

More advanced BMD systems would be de- 
signed and deployed with more advanced self- 
protection or survivability measures. Ground- 
Uunched, nuclear-armed ASATs (D AN AS ATs) 
would continue to be a threat. The additional 
SBI carriers available after the year 2000, how- 
ever, could begin to provide mutual defense 
for one another, which would not be possible 
in the first-phase architecture. 

By that time, on the other hand, the Soviets 
could develop more advanced anti-satellite 
weapons and space surveillance sensor sys- 
tems. Most BMD weapon technologies for use 
in space or against targets in space are likely 
to achieve ASAT capabilities before they be- 
come applicable to BMD missions. 

Direct Ascent Nuclear ASATS 

As with phase one, DANASATs would be 
particularly threatening to a "phase-two" sys- 
tem. The U.S. Space Surveillance and Track- 
ing System and any associated interactive dis- 
crimination platforms would now be primary 
targets for Soviet defense suppression attacks. 
Since many of these satellites would be at 
higher altitudes than the SBI garages, they 
would have more time to maneuver away from 
attackers. But they would also be heavier and 
therefore more fuel-costly to maneuver. They 
would be more difficult to shield against nu- 
clear radiation. 

Space Mines 

The United States would have to consider 
the possibility of Soviet attempts to co-orbit 
nuclear or non-nuclear space mines with these 



21 



platforms as they were being deployed* Such 
"mining" might be carried concurrently with 
the deployment of the BMD system assets* 
System designers have proposed "keep-out ft 
zones to keep potential attacking weapons out* 
side their lethal ranges. Whether the United 
States (or any power) could achieve this kind 
of dominance of near-earth space remains to 
be seen. In any case, very little analysis has 
as yet been carried out by the SDIO or its con* 
tractors on interim and long-term space-based 
threats to BMD systems. 

Comparable Technologies 

If the Soviets could develop technologies 
comparable to those of the United States, three 



might be of special concern. One would be ad- 
vanced space-based surveillance systems per- 
mitting better-timed, more accurate ASAT at- 
tacks. Second would be the development of 
space-based neutral particle beam weapons, 
which could be very effective anti-satellite 
weapons from great range. Third, even though 
laser weapons might not have achieved the 
power levels necessary for the BMD missions, 
laser AS ATs could begin to pose substantial 
threats to U.S. space assets. If only for i jlf- 
def ense, the United States might have to con- 
sider deploying directed-energy AS ATs in the 
phase-two architecture period. 



THIRD-PHASE TECHNOLOGIES AND SYSTEMS 
(OTA Estimates Approximately 2005-15) 



Goals 

In the SD I scenario, the first goal of a phase- 
three BMD system would be to sustain the ca- 
pabilities of the second-phase system as more 
advanced Soviet countermeasures came on 
line. Eventually, the system might achieve still 
higher levels of protection. As originally pre- 
sented by the Administration, the SDI was to 
identify a path to the "assured survival' 1 of 
the U.S. population against nuclear attack. An 
intermediate step on this path would be to de- 
sign a BMD system that would make nuclear 
ballistic missiles "impotent and obsolete." In 
this scenario, the Soviets would then be con* 
fronted with the choice of negotiating away 
obsolescent missiles or engaging in a costly 
defensive-offensive arms race that would 
sooner or later leave their offensive missiles 
unable to penetrate U.S. or allied territory. Ei- 
ther way, in the end few or no nuclear ballistic 
missiles could reach U.S. territory. 1 * 



"SD 10 reports to Congress make do mention of "assured sur» 
viva]/' and ate as the ultimate objective of the SDI to "secure 
■ defense-dominated strategic environment in which the U.S. 
and tts allies can deny to any aggressor the military utility of 
ballistic missile attack" SDIO, op, dL footnoted*. IML Other 
SDIO documents, however, do still refer to the goal of "mutu- 
ally assured survival" {see figure 1-3). 



As with a second-phase system* extremely 
effective air defenses would be an essential 
complement to an extremely effective BMD 
system. And, as with earlier phases, deep re- 
ductions in offensive forces (by arms control 
agreement) could increase the effectiveness of 
the system. 

Technical Feasibility 

Directed-Energy Weapons 

Directed-energy weapons for boost-phase in- 
terception are still far in the future. It is un- 
likely that confidence in their feasibility could 
be established by the early 1990s even with 
requested SDIO budgets. OTA judges that ex- 
perimental evidence of the feasibility of BMD 
directed-energy weapons (DEW) is at least a 
decade away," It is extremely unlikely that 
confidence in DEW could be established in the 
next several years* given continuation of the 
actual appropriation pattern. 



"A similar conclusion was retched by a committee of the 
American Physical Society in 1987. Science and Technology of 
Directed Energy Weapons: Report of the American Physical 
Society Study Gro*ip (April 19871. p, 2. 
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Ultimately how aver, directed-energy weap- 
ons may be necessary to intercept long-range 
ballistic missiles and direct-ascent ASAT 
weapons in the boost and post-boost phases. 
If the Soviets could, over 15 or 20 years, de- 
velop and begin to deploy very fast-bum, laser- 
hardened boosters with single (or few) war- 
heads (and associated decoys) and if they de- 
ployed those boosters at concentrated launch 
sites, the burden even on directed-energy weap- 
ons would be great. In that case, the time avail- 
able for attacking each booster might be so 
short as to drive very high the requirements 
for power levels, retargeting speed* and num- 
bers of directed-energy weapons. (However, 
PBVs would continue to be vulnerable to 
DEWsO 

Fast-burning Soviet boosters appear tech- 
nically plausible— the main issue would be cost 
The Soviets would have to deploy enough of 
these boosters to continue to deliver hundreds 
of thousands of RV decoys into the mid-course. 
and they would have to be aware that, for ex- 
ample, if U.S. DEWs achieved signified im- 
provements in retargeting time, they might 
neutralize a good fraction of the Soviets' ex- 
pensive fast-burning fleet. 

Although some work has continued on chem- 
ical lasers, and proposed future budgets would 
increase the share going to them, most SDI 
laser funding in 1987 went to the free electron 
laser (FEL). The most likely way to deploy such 
lasers would be on the ground, with orbiting 
relay and battle mirrors to focus laser beams 
on Soviet boosters and PBVs. Scientists have 
made significant progress in FEL research, but 
they are a long way from having established 
the feasibility of a weapon. The SDIO has 
sponsored construction of laboratory versions 
of FELs and plans a major test facility at 
White Sands Missile Range. Among the out- 
standing issues to be studied with these ex- 
perimental lasers are whether FELs can be 
made bright enough at useful wavelengths and 
the feasibility of optical techniques for success* 
fully pasrLig very high energy laser beams out 
of and back into the atmosphere. Other out- 
standing issues include: whether large, agile 
beam directing optics can be afford ably man- 



ufactured and reliably based in space; the cost 
of building and maintaining several large la- 
ser ground station complexes; and the surviv- 
ability c: space mirrors and ground stations 
against defense suppression attacks. 

Other directed-energy concepts are under 
consideration. Neutral particle beams (NPBsh 
which do not penetrate the atmosphere, mi#ht 
engage those missile boosters and PBVs that 
operated above about 120 kilometers. Ad- 
vanced booster and warhead dispensing tech- 
nologies, howwer, might evade NPBs. (Unlike 
most lasers, however, NPBs could penetrate 
and destroy reentry vehicles in the mid-course.} 
Another directed-energy weapon may be the 
nucleai^explosion pumped x-ray laser, which 
also could not penetrate far into the atmos- 
phere. For various reasons, the x-ray laser 
appears more promising as an anti-satellite 
weapon than as an anti-missile weapon. 

Software Feasibility 

If an interact! ve discrimination system were 
added in the phase-two architecture, the phase- 
three architecture wculd not pose significantly 
different software challenges and prospects 
from the second phase. The very fine pointing 
and tracking needed for laser weapons could 
impose significant additional computing re- 
quirements on sensors. 

As time went on, Soviet defense suppression 
threats— weapons aimed at the BMD system 
itself —could grow more intense. The additional 
burdens of self-defense for the BMD system 
against advanced ASAT threats would add to 
the complexity of software requirements. The 
challenges to producing dependable software 
cited above would persist in phase three. 

Phase-Three Survivability 

If large directed-energy weapon platforms 
were deployed in space (whether these were la- 
ser generators with beam directors or only re- 
lay and battle mirrors for ground-based lasers), 
they would themselves become prime high- 
value targets for defense suppression attacks. 
Unless they were powerful enough to be de- 



23 



ployed at rather high altitudes, they would 
have a difficult time either denying tracking 
to enemy sensors or maneuvering out of the 
way of attacks. They would probably have to 
defend themselves (and one another) as well 
as depend on "escort" interceptors. Third- 
phase direc ted-energy weapons systems could 
be survivabl ? against the current or first-phase 
Soviet DANASAT threat; the question is, 
would they be survivable against a later 
DANASAT threat that might be in place by 
the time the direc ted-energy weapons were de- 
ployed? 

Directed Energy ASATs 

Long before direc ted-energy weapons such 
as lasers or particle beams acMeve the capa* 
hilities they would need as BMD weapons, they 
could be effective anti-satellite weapons. Anti- 
satellite laser weapons, if placed in space be- 
fore more capable BMD laser weapons, might 
successfully attack the latter as they were be- 
ing deployed. 

In some cases, such as the nuclear bomb- 
pumped x-ray laser, the most likely applica- 
tion of an advanced direc ted-energy weapon 
would be as an ASAT. What little analysis has 
been done so far indicates that x-ray laser 
ASATs launched from the ground to fire from 
the upper atmosphere would be difficult, if not 
impossible, to counter. However, *Le feasibil- 



ity of x-ray laser weapons remains to be dem- 
onstrated. 

Soviet Possession of Comparable Technologies 

As one attempts to project various combi- 
nations of survivability techniques and vari- 
ous modes of anti-satellite attack into the far 
term, the situation becomes even hazier. It 
does appear that two DEW ballistic missile 
defense systems occupying space could pose 
risks of crisis instability. The side that struck 
first in a simultaneous attack on all the other's 
DE Ws might t&ze an advantage* Much would 
depend on each side's tactics and its ability 
to jam, spoof, or disable the sensors on the 
other side. At best, each side might neutralize 
the other's BMD system, leaving both defense 
less but with nuclear retaliatory capabilities 
(as is the case today). At worst, the side strik- 
ing first might unilaterally neutralize the 
other's BMD (and other military space assets), 
leaving him open to nuclear blackmail Mutual 
fears of this possibility might lead to crisis in- 
stability. 

On the other hand, if the two sides could de- 
fine precisely balanced deployments and rules 
for ensuring the mutual survivability of their 
systems, and then arrive at verifiable arms 
control agreements providing for them, they 
might avoid such instability. 



IMPORTANT GENERAL ISSUES 



Costs 

Some exerts is space systems argue that 
the major cost driver of space-based BMD 
would be the manufacture of hundreds or thou- 
sands of novel, yet highly reliable, spacecraft 
The SDIO suggests that its research into new 
production techniques would result in subs tan* 
tially reduced costs. Until such techniques 
have actually been demonstrated in practice, 
this suggestion will be difficult to verify. 

In any case, space transportation cost would 
be a major challenge. The SDIO has spoken 



of ultimately requiring launch operating costs 
one-tenth those existing today (not counting 
the costs for development of such a system). 
For the nearer term (late 1990s) the goal ap- 
pears to be a threefold operating cost reduc- 
tion* For the very near term, planners are be- 
ing told to derign systems that could evolve 
into less costly ones, but there is little expor- 
tation of immediate first-phase savings. 

Components today are conceptual, so relia- 
ble cost estimates are not possible. Efforts to 
improve "produdbility" and operations costs 
for SBIs, ERIS, and HEDI are also conceptual 
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System architects' estimates put the costs 
of designs comparable to the second-phase ar- 
chitecture in the low hundreds of billions of 
dollars. Given that the United States would 
have to engineer, build and deploy entirely new 
classes of space systems, cost estimates today 
are shaky at best. For any given component, 
unanticipated difficulties might increase costs, 
or technical breakthroughs might decrease 
costs. The SDIO has produced a rough esti- 
mate for the cost of a *ihase~one system: $75 
billion to $150 billion/ 

Phase-three architectures are now so loosely 
defined and understood that few if any con- 
tractor cost estimates exist. 

Nobody now knows how to calculate* let 
alone demonstrate to the Soviets, the coat- 
exchange ratio between offense and defense. 
Detailed defensive system designs and a 
thoroughly researched understanding of po- 
tential offensive countermeasures may help. 
But unless the ratio appears obviously to be 
much greater than one-to-one, It will be ex- 
ti emely difficult to determine whether the cri- 
terion of "costaffectiveness at the margin" 
has been met by any proposed BMD system. 
At least in the first phase, it appears that the 
Soviets would have a strong incentive to add 
missiles, warheads, and countermeasures to at- 
tempt to restore their strategic nuclear capa- 
bilities. The question would be whether the 
Soviets were persuaded that in the long run 
the defense system would evolve into one that 
coat less per Soviet RV destroyed. 11 

Tuning and Evolution 

The Strategic Defense Initiative Organizer 
tion (SDIO) has not pursued the SDI as an 
open-ended research program to be concluded 
only when a certain level of knowledge was at- 
tained. Instead, the research has been strongly 
oriented toward trying to provide the basis for 



"This discussion doc* not mkhw* whether the Sovwts would 
accept the coet/axchwge ratio criterion for th*tr own dodncni 
or whether they ought mmp\y do their best at improving their 
offense and hope the United States might not follow the earn- 
ing off ensive-defensjve arms race through to its aipenstve con- 
ctasiotL 



an "informed decision" on BMD full-scale engi- 
noering development by the early 1990s (the 
exact year, although it appears widely in the 
press, is classified). Nevertheless, baplied In 
the SDI program was that whatever informa- 
tion might be available by the early 1990s, 
proposals for deployment would be offered. 

Congress, however, has not funded the SDI 
at the level that the SDIO asserted was nec- 
essary to permit an informed decision about 
such proposals by the early 1990s. Nevertheless, 
by cutting back parallel technology programs 
and longer-term research while preserving pro- 
grams believed to have near-term promise, the 
SDIO has attempted to maintain the goal of 
making detailed deployment proposals by only 
1 year later than the appointed date. 

In late 1986 and in 1987 the SDIO began 
developing the "phase-one" BMD system ar- 
chitecture described above. In its 1967 annual 
report to Congress, the SDIO said that its 
study of the first phase of a phased deploy- 
ment "... does not constitute a decision to de- 
ploy. Such a decision cannot be made now." 1 * 
OTA concurs. First, the required space trans- 
portation system is unlikely to be available for 
early 1990s deployment. Second, the ieduc- 
tions in SBI weights essential to deploying sig- 
nificant numbers of effective weapons are not 
yet available. Third, the U.S. aerospace indus- 
try would have to engineer, mass produce, and 
deploy entire new classes of satellite systems* 
Fourth, cost estimates for all these steps today 
are shaky at best. The SDIO does argue that 
the first-phase option would lay the ground- 
work for the deployment of subsequent phases. 
This could be true if the subsequent phases 
were in fact known to be feasible, affordable, 
aurvivable, and cost-effective at the margin— 
and if the first-phase system retained some ca- 
pability against a responsive Soviet threat. 

Every part of the complex development, pro- 
duction, and deployment scheme would have 
to work well and on schedule. Otherwise, the 
Soviets could be well on the way to neutrsJiz- 
jjg the first-phase architecture before it was 



"SDIO. op. eSt, foot note 2. p. 11-10. 
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fuUy in place. Countermeasures could have 
greatly degraded SBI capabilities. For exam- 
ple, as the booster rocket burning times of So- 
viet missiles decreased (a process already 
occurring as the Soviets move to solid-fueled 
boosters), fewer SBVs could reach the boosters 
before their post-b^ost vehicles had separated 
and begun to dispense reentry vehicles and 
decoys. New post-boost vehicles, which would 
in any case be harder to track and hit than 
boosters, could also dispense their payloads 
more rapidly. Without altering their rocket 
technologies, the Soviets could concentrate 
their ICBM bases so that fewer SBIs would 
be in range when many ICBMs were launched 
at once (that is, the "absentee ratio" would be 
higher}. While the Soviets would not find all 
such countermeasures cheap and easy, one 
should compare their cost and difficulty to 
those of developing and deploying a v&dt new 
space-based BMD system. 

Adding more SBIs to the BMD constella- 
tion would allow attacks on more boosters, but 
the numbers of SBIs needed would become in- 
creasingly prohibitive as the Soviet ICBM 
force evolved. On the other hand, if the Soviets 



could not soon reduce the burn-times of their 
post boost vehicles, SBI effectiveness might 
endure for sc jae time— assuming that the first- 
phase SBI infrared sensors could effectively 
home in on the colder PBVs. 

Although a phase-one architecture may be 
presented to Congress as the first step of a 
M phased deployment," research on the later 
phases is far frcm dsmonstrating that those 
succeeding phases will be feasible, affordable, 
and compatible with firs*>phase systems. The 
feasibility of fully trustworthy bpttle manage- 
ment software systems may never be entirely 
demonstrable. The feasibility of directed-en- 
ergy weapons and interactive discrimination 
systems remains to be demonstrated, and per* 
suasive evidence one way or the other will prob- 
ably not be available until after 1995- The fea- 
sibility of a new, post-2005 generation of Soviet 
fast-burn boosters that could stress even di- 
rected-energy weapons remains plausible and 
cannot be discounted. 

Thus a "phased deployment" in which only 
the first phase was shown to be feasible would 
not necessarily be able to evolve and adapt to 
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a responsive Soviet threat. The SDIO plan calls 
for completing "demonstration and validation" 
of phase-two concepts befcre actual produc- 
tion and deployment of phase on*. Therefore, 

• commitment in the early 1990s to a phcse- 
one development would imply confidence 
that phases two and three will ultimately 
prove feasible, and 

• commitment in liie mid-1990s to phaseone 
deployment would require an act of frith 
that phase three would prove feasible. 

Otherwise, depending on how long deploy- 
ment actually took and how effective the So- 
viet respou^e was, either the first- or second- 
phase systems could be reduced to only mod- 
est effectiveness or impotence even befo,^e de- 
ployment was completed, 

SDIO officials and contractors have sur- 
mised that the technologies needed to main- 
tain and extend the defensive capabilities of 
first- and second-phase systems into the far- 
ther term will in fact become available. If a 
continuing, vigorous research and develop- 
ment program produced the necessary tech- 
nologies, and if Soviet offensive developments 
could not keep pace, the first-phase concept 
might evolve into a more advanced BMD sys- 
tem. If the Soviets responded to the SBI sys- 
tem by developing faster-burning PBVs that 
could carry only much reduced payloads, then 
the ultimate task of discriminating RVs and 
decoys in the mid-course could be greatly sim- 
plified. (This conclusion assumes that the 
Soviets could not afford at the same time to 
double the size o f their missile fleet.) The 
United States could add sophisticated SSTS . 
satellites and SBIs with improved sensors. If 
Soviet decoys were few enough and simple 
enough, the sensor satellites m^ht be able to 
track and discriminate RVs and decoys in mid- 
course, thus allowing improved hit-toJrill weap- 
ons to attack RVs individually after they were 
dispensed. Or, interactive discrimination tech- 
niques might turn out to make R V/decoy dis- 
crimination feasible. 

OTA concludes that, if shown to be techni- 
cally feasible and desirable, second-phase sys- 
tern production and deployment could not be 



gin until around the year 2000 or be completed 
much before 2010, Soviet countermeasures 
coming into deployment by then could include 
more missiles, advanced RVs (possibly includ- 
ing maneuvering RVs or "MaRVs") and de- 
coys, faster rocket boosters and post-boost ve- 
hicles, concentrated launch sites for boosters, 
and advanced anti-satellite weapons. The util- 
ity of space-based SBTs for boost-phase inter- 
ception would then be severely limited. De- 
pending on whether and when the Soviets 
could field faster-dispensing PBVs, the SBIs 
might be of some utility for PBV interception, 
Overall system effectiveness, however, would 
probably depend heavily how well the mid- 
course discrimination challenge had been met 

If the Soviets developed high-payload, fast- 
dispensing PBVs, the United States might 
have to add laser weapons to the defense sys- 
tem to increase boost- and post-boost inter- 
cepts to reduce the mid-course discrimination 
burden. As is noted below, however, even this 
step might not suffice. 

As of 198(3, three uncertainties about the via- 
bility of a second-phase system especially 
stand out: 

L evidence demonstrating effective and af- 
fordable technology for discriminating So- 
viet nuclear warheads from decoys will 
probably not be available before the mid- 
1990s, if then; 

2. a follow-on, directed-energy BMD system 
would be needed to restore or maintain de- 
fense effectiveness once faster-burning 
boosters were able to evade SBIs; but 
directed-energy weapons for BMD may or 
may not be technically feasible; such fea- 
sibility is very unlikely to have been de- 
termined by the early 1990s; if the Soviets 
were able to field a few thousand very fast- 
burning boosters with one warhead and 
several decoys each, even directed-energy 
weapons might not suffice to maintain a 
high level of defense effectiveness; 

3. the survivability of a space-based system 
itself against a defense suppression attack 
by Soviet weapons likely to be available 
after the year 2000 may not have been de- 
termined by the early 1990s. 
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Ballistic missile defense deployments of du- 
bious Iong*term effectiveness could stimulate 
the Soviet Union to offensive countenneasures 
and weapon deployments rather than to nego* 
t'&tions to reduce mutual offensive threats. 

Competition in Anti-satellite Weapons 

As noted above, the technologies applicable 
in exo-atmospheric weapons are, in most cases, 
liable to be applicable in ASAT weapons be- 
fore they &re applicable in BMD, Thus there 
will be pressure** from the military establish- 
ments on both sides to field such weapons as 
they become feasible, whether or not they 
prove to have BMD potential. For example, 
the first mission for snace-based SBIs may be 
as defensive satellites, or DSATS, to protect 
the BMD system as it u being deployed. Space 
lasers may be attractive ASATs and DSATs 
whether they are adopted as BMD weapons 
or not. Neutral particle beam discriminators 
could be powerhii ASAT weapons. If the nu- 
clear-pumped x-ray laser can be developed as 
a weapon— which is far from proven— its most 
promising application may be as an ASAT. No 
credible answer to the :t*r;v laser as a BMD 
suppression weapon has been developed. 



As the United States or the Soviet Union 
began to deploy subtantial numbers of BMD 
weapons on the ground or in space, these iveap- 
ons would greatly increase the anti-satellite 
threat to the other's space assets. (Space-based 
weapons themselves would, of course, be among 
those space assets.) Neither side is liable to per- 
mit the other the kind of unilateral control of 
space that such unchallenged ASAT capabil- 
ities would provide. Therefore, in the absence 
of arms control agreements to the contrary, 
we should expect from the beginning of BMD 
space deployments an intense competition be- 
tween the superpowers for control of near-earth 
space, 

A frequently proposed survivability meas- 
ure for U.S. space-based BMD assets is the en- 
forcement of keep-out zones against any po- 
tentially threatening Soviet satellites. Whether, 
when, and how the Soviets might challenge 
such assertions of U.S, exclusionary zones in 
space has not been analyzed by those propos- 
ing this tactic. Indeed, the whole question of 
the mutual occupation of space by weapons 
of comparable capability has not yet been ade- 
quately addreub^d by SDIO or its contractors. 
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Chapter 2 

Introduction 



ORGANIZATION OF THIS REPORT 



This report identifies questions to be an- 
swered before the technical feasibility of 
achieving the goals set for the Strategic De- 
fense Initiative (SDI) can be determined. The 
report also offers a snapshot of how far re- 
searchers have come toward answering these 
critical questions and how much remains 
unknown. 

Chapter 1: Summary 

Chapter 1 summarizes and explains the prin- 
cipal findings of this OTA study. 

Chapter 2: Introduction 

This introductory chapter devotes consid- 
erable attention to goals for the SDI, since this 
subject continues to be a source of confusion 
and debate in the country. Various leaders in 
the Administration and in Congress have at 
one time or another emphasized different goals, 
and which goals will ultimately prevail remains 
uncertain. Clearly, some goals would be eas- 
ier to reach than others. This discussion does 
not include a critical analysis of the goals nor 
does it attempt to resolve the debate about 
them. Instead, this chapter tries to provide a 
context for the issues of technical feasibility. 

Chapter 3: Designing a Ballistic Missile 
Defense (BMD) System: Architecture 
and Tradeoff Studies 

To assess the feasibility of a potential BMD 
system, the United States needs to know both 
what the system's elements and the system 
as a whole might look like. To this end, the 
Strategic Defense Initiative Organization 
(SDIO) has awarded a series of contracts to 
several teems of defense companies to try to 
define some candidate "system architectures" 
for BMD. Drawing on these studies, SDIO syn- 

Note: Compter* definitions of acronyms and initialisms 
are listed in Appendix B of this report 



thesized its own "reference architecture" to 
help SDI researchers understand the require- 
ments that the technologies being developed 
eventually must meet. 

Late in 1986 and ir the first half of 1987, 
system architecture analysis was in a state of 
fiux as SDIO instructed its contractors to con- 
ceptualize the early stages of a BMD deploy- 
ment. In mid-1 987, the SDIO proposed a first- 
phase architecture to the Defense Acquisition 
Board and in September the Secretary of De- 
fense approved a program of "demonstration 
and validation" for this architecture. The proc- 
ess of evolving system architecture analysis 
and design is likely to continue throughout the 
life of the program and into the period during 
which defenses are actually deployed, if they 
are. There should be continuing feedback be- 
tween system designers and technology devel- 
pers, balancing the desirable and the possible. 
This chapter introduces that process, discusses 
its importance, and describes where it has led 
so far. 

Chapter 4: Status and Prospects of 
Ballistic Missile Defense Technologies, 
Part I: Sensors 

Chapter 5: Status and Prospects of 
Ballistic Missile Defense Technologies, 
Part II: Weapons, Power, Communication, 
and Space Transportation 

These chapters are organized as reference 
works on several of the key technologies un- 
der research in the SDI program— describing 
them, surveying the requirements they must 
ultimately meet, and reporting their status (in- 
cluding key unresolved issues) as of early 1988. 
The chapters also examine the requirements 
for combining those technologies into work- 
ing components of a BMD system, with em- 
phasis on the kinds of components needed for 
recent SDIO "reference architecture" formu- 
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lations. Chapter 4 reviews technologies for 
finding, tracking, and pointing weapons at mis* 
sile boosters, post-boost vehicles, and reentry 
vehicles and for discriminating between gen- 
uine targets and decoys. Chapter 5 reviews the 
weapon technologies for delivering lethal doses 
of energy (kinetic or electromagnetic) to tar- 
gets. It also addresses the key technologies oi 
space transportation, communication, and 
power supplies for apace assets. 

Chapter 6: System Development, 
Deployment, and Support 

If BMD is to play a role in U.S. national 
strategy, the technologies described in the pre- 
vious chapters must be incorporated into work- 
ing weapon components. Those components 
must be integrated into effective weapon sys- 
tems that are affordable, maintainable, and 
adaptable over time to possible adversary re- 
sponses. By focusing on some particularly chal- 
lenging issues, such as the development and 
engineering of a space-based space surveillance 
system and the logistics of space transporta- 
tion, chapter 6 attempts to give an apprecia- 
tion of the steps involved in these processes. 

Chapter 7: System Integration and 
Battle Management 

With variations on SDIO's reference ar- 
chitecture for a BMD system as models, this 
chapter shows how the various components of 
such a system would have to work together 
to intercept a ballistic missile attack in its sev- 
eral phases. The chapter attempts to give an 
appreciation of the complexities of integrat- 
ing BMD system components into a quickly 
reacting system. It does* so by presenting an 
overview of the tasks a BMD system would 
have to perform and examples of how it would 
perform them. It aiso examines the concept 
of BMD batUe management and the joles of 
humans and computers in such a battle. 

Chapter 8; Computing Technology 

Computers would be crucial to any BMD 
system, from simulation testing of theoreti- 



cal designs, through operation of most of the 
hardware, to management of the battle. Chap- 
ter 8 focuses on the roles of computers in BMD 
and on the computation capabilities needed to 
satisfy SDI requirements. Computing technol- 
ogy encompasses both hardware and software. 
This chapter, however, emphasizes hardware 
questions while chapter 9 focuses on software. 

Chapter 9: Software 

The legislation mandating this study in- 
structed that it include an analysis of the fea- 
sibility of meeting SDI software requirements. 
Chapter 9 examines the question of whether 
the complex computer programs that BMD 
will require could be made sufficiently depend- 
able. It analyzes the concepts of software trust- 
worthiness and reliability, as well as other 
important software issues. It compares re- 
quirements and characteristics of BMD soft* 
ware to existing, trusted software systems. 
The chapter ends with conclusions about the 
prospects for producing trustworthy software 
for the SDI- 

NOTE: Chapters 10, 11, and 12 are now avail- 
able only in the classified version of this 
report. The descriptions here are for 
reference- 
Chapter 10: Nondestructive 
Countermeasures Against Ballistic 
Missile Defense 

Ballistic missile defense systems must be de- 
signed to cope with the kinds of countermeas- 
ures the So viets might deploy against them. 
These include modified or new b lllistic mis* 
siles, devices intended to make reentry vehi- 
cles harder to find or shoot at, and weapons 
that could attack the BMD system. This chap* 
ter examines the first two types of counter- 
measure, while chapter 11 describes the lat- 
ter, or M defense suppression" technologies and 
their counters. Estimates of physically possi- 
ble countermeasures must be refined by esti- 
mates of what is technically, economically, and 
strategically feasible tor the Soviet Union, The 
chapter concludes with a review of the tech- 
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nologies that might provide responses to the 
potential Soviet countenneasures. 

Chapter 11: Defense Suppression and 
System Survivability 

The legislation instructing OTA to carry out 
this study placed special emphasis on the sur- 
vivability of an SDI-produced BMD system 
in the face of an enemy attack on the system 
itself The chapter reviews the technologies 
that might be applied to defense suppression 



and the technologies and tactics that might 
counter them. 

Chapter 12: Defense Suppression 
Scenarios 

In a variety of "scenarios/' chapter 12 iden- 
tifies the most stressing attack threats that 
various BMD elements would be likely to face 
and the methods a BMD system might use to 
defend itself, actively or passively. 



THE GOALS OF THE STRATEGIC DEFENSE INITIATIVE 



According to the Strategic Defense Initia- 
tive Organization in 1986: 

The goal of the SDI is to conduct a program 
of vigorous research and technology develop- 
ment that may lead to strategic defense op- 
tions that would eliminate the threat posed by 
ballistic missiles, and thereby: 

• support a better basis for deterring ag- 
gression, 

• strengthen strategic stability, and 

• increase the security of the United States 
and its Allies. 

The SDI seeks, therefore, to provide the 
technical knowledge required to support an in* 
formed decision in the early 1990s on whether 
or not to develop and deploy a defense of the 
U.S. and its Allies against ballistic missiles. 1 

What does the phrase, "eliminate the threat 
posed by ballistic missiles/' mean, and how 



'Strategic Defense Initiative Organization, Report to the Con- 
gress od the Strategic Defense Initiative, June 1986. p, I V I. 
In its 1987 report, SDIO dropped "in the early 1990b" from 
its co* 1 ; it also dropped the "not" from the phraae "whether 
or not" in the above quotation. 



might doing 90 enhance deterrence, stability, 
and security? Proponents of BMD have argued 
that increasing levels of defense could offer in- 
creasing benefits. Fairly modest levels of 
BMD, they say, might improve deterrence of 
a Soviet nuclear attack by increasing Soviet 
military planners' uncertainty about the effec- 
tiveness of such an attack. Higher levels of de- 
fense capability might actually deny the 
Soviets even the possibility of achieving what- 
ever military goals they might have for attack. 
Finally, extremely good defenses against all 
types of nuclear attack— including attacks by 
ballistic missiles, cruise missiles, bombers, and 
other means of delivery— might essentially as- 
sure the survival of the U.S. population and 
society no matter what the Soviets tried to do. 
Then U.S. security would no longer rely on the 
threat of retaliation to deter a nuclear attack. 

SDIO officials emphasize that currently the 
preponderance of their attention is focused on 
systems and technologies intended to lead to 
early accomplishment of the first goal of en- 
hancing deterrence. 



THREE GOALS FOR STRATEGIC DEFENSE 



Increase Attacker Uncertainty 

Working with assumptions about the ac- 
curacy, explosive power, and reliability of 
weapons systems as well as the nature of in- 



tended targets, Soviet military planners can 
make some predictions about Soviet ability to 
destroy a chosen set of targets. Just how con- 
fident Soviet planners would or should be 
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about the validity of their assumptions is ex- 
tremely <J5f*icult for U.S. analysts to determine. 

Relatively modest amounts of strategic de- 
fense, 1 some argue, might add to the uncertain- 
ties that the potential attacker already faces. 1 
He would be forced to make additional assump- 
tions about how— and which— of his warheads 
would be intercepted by the defenses. Insofar 
as a Soviet decision to launch a nuclear attack 
on the United States might depend on Soviet 
confidence in the- ■* ability to destroy a given 
set of targets, the protection added by mod- 
est U.S. strategic defenses might help d r cer 
such a decision. 4 Presumably, the largei isr* 
tor in a Soviet decision on whether to strike 
f»rst is the current high probability that a U.S. 
retaliatory attack would devastate much of the 
Soviet Union. 

In its 1987 report to Congress, SDIO sug- 
gested that relatively modest levels of defense 
might begin to add to Soviet uncertainties by 
"denying the predictability of Soviet attack 
outcome . . . and imposing on the Soviets sig* 
nificant costs to restore their attack con- 
fidence/ f * 

There are ways the Soviets might try to re* 
duce the uncertainties added by U.S. defenses. 
They might deploy offensive counter-measures 
designed to restore their previous level of con- 
fidence in their weapons' ability to reach and 
destroy assigned targets. They might deploy 



This section addresses strategic oefanse generically— i.e., 
goals for defense against all means of delivering nuclear weap- 
ons, not just against balletic missile*. Since the SDI is directed 
at developing defenses only against ballistic missUea, we quickly 
turn to that particular task for strategic defenses. Where rele- 
vant, the report will call attention to the relationships between 
ballistic missile defense and other kinds of strategic defense. 

These would include uncertainties about: the accuracy of mis- 
siles over untested trajectories; the vulnerabilities of some kinds 
of targets, such as command and control systems; whether the 
victim of the attack would launch his own missiles "on warn- 
ing/ 1 thus defeating the most critical objective of the attack; 
and the nature and results of the retaliation carried out by 
submarine-launched missiles, bombers, and cruise missiles that 
escaped the attack. 

•For n more detailed discussion of deterrent strategy, see U.S. 
Congress, Office of Technology Assessment, Ballistic Missile 
Defense Technologies, 0TA-ISC-254 (Washington, DC: U-Sl 
Government Printing Office, September pp. 67-132. 

^Strategic Defense Initiative Organization, Report to the Con- 
gress on the Strategic Defense Initiative, April 1987, p. IMl. 



additional weapons intended just to exhaust 
the defenses, assuring that some weapons face 
no defensive screen. They might attempt to 
circumvent the BMD system by adding more 
bombers and cruise missiles to their arsenal. 

On the other hand, the Soviets would have 
to make new assumptions about how well these 
responses would work. The Soviets might also 
choose to give up some weapon capabilities to 
preserve others: for example, some counter- 
measures intended to assure that a given num- 
ber of nuclear warheads could penetrate the 
defense might be traded against sacrifices in 
the number, accuracy, or yield (explosive 
power) of those warheads. If only because the 
offensive task had become more complicated, 
at least some more uncertainty would exist 
than if the United States had no defenses at 
all, 4 Opinions vary, however, on what margin 
of additional uncertainty the Soviets would 
face and whether there might be other, less 
costly, and earlier ways to complicate Soviet 
attack problems. 

Deny Military Objectives 

Some analysts have argued that an increase 
in attacker uncertainty as described above is 
itself a sufficient enhancement of deterrence 
to justify deploying ballistic missile defenses. 
The SDIO, however, places a more rigorous 
requirement on defense: 

A defense against ballistic missiles must 
be able to destroy a sufficient portion of an 
aggressor 's attacking forces to deny him the 
confidence that he can achieve his objectives. 
In doing so, the defense should have the po- 
tential to deny that aggressor the ability to 
destroy a militarily significant portion of the 
target base he wishes to attack. 1 

The goal here is not just to reduce the at- 
tacker's confidence in achieving some set of 
goals, but to deny him any reasonable pros- 



•Alternatively, some would argue that the Soviet* might find 
a eecret countermeaaure that they were certain waa capable of 
totally disabling the U.S. BMD system; if they combine*! this 
rounterraeasure with expanded offensive forces, their net cer- 
tainty of attack success might be increased over what it ia today. 

'Strategic Defense Initiative Organization, op. tit, p. IV-2. 
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pect of doing so. Suppose, for example, that 
the Soviets have set for their strategic forces 
the goal of destroying 75 percent of a particu- 
lar target set. A U.S. strategic defense that 
could predictably allow them to destroy only 
50 percent of this set would therefore deny the 
Soviets their goal, If the difference between 
the Soviets' choosing to attack and refraining 
from attack rested on their confidence in their 
ability to destroy 75 percent of the targets, 
they would be deterred. 

An attack of thousands of nuclear weapons 
that failed in its purely military objectives, 
whatever they might be, would stUi wreak 
great, perhaps irreparable, damage on U.S. so- 
ciety. Such damage would include not only the 
direct effects of nuclear weapons exploding 
near U.S. cities, but the longer-term effects of 
nuclear fallout and economic and social disrup- 
tion. 1 Moreover, for purposes of intimidation 
or deterrence, the Soviets might change their 
target plans to retain their ability to destroy 
U.S. cities intentionally. Thus we would still 
need to rely on the threat of retaliation to de- 
ter Soviet or other attacks (or» perhaps more 
to the point, threats of attack) on our economy 
and society. 

Assured Survival 

In his speech of March 23, 1983, inaugurat- 
ing the SDI> President Reagan set an even 
higher goal for strategic defenses: 

What if frea people could live secure in the 
knowledge that their security did not rest 
upon the threat of instant U.S. retaliation to 
deter a Soviet attack, that we could intercept 
and destroy strategic ballistic missiles before 
they reached our own soil or that of our 
allies?* 

This goal goes beyond denying the Soviets 
an ability to destroy a "militarily significant 
portion" of some target base; it would be to 



•See. tor exunple, U S. Congress, Office of Technology Assess- 
ment. The Effects of Nuclear Wer OTA-NS 89 (Washington. 
DC: U.S. Government Printing Office, May 1979), tap. ch. 4, 
pp. 

•Ronald Reagan, televised speech, Mar. 23. 1961 



protect people. As the President said over 3 
years later: 

Our research is aimed at finding a way of 
protecting people, not missiles. And that's 
my highest priority and will remain so." 

The goals of increasing attacker uncertainty, 
denying military objectives, and assuring na- 
tional survival imply progressively more ca- 
pable defensive systems, and correspondingly 
more difficult technical challenges. The follow- 
ing survey of the Soviet missile threat and the 
kinds of targets the United States would need 
to defend against that threat illustrates the 
scope of the strategic defense problem. 

The Soviet Ballistic Missile Threat 

The Soviets now have about 1400 intercon- 
tinental ballistic missiles (ICBMs) carrying 
about 6300 nuclear-armed re-entry vehicles 
(R Vs). They also have about 944 submarine 
launched ballistic missiles (SLBMs) with about 
2800 nuclear-armed RVs (see figure 2-1). The 
Soviets also have several hundred interme- 
diate-range ballistic missiles based in the So- 
viet Union that can reach all or part of Eur- 
ope and Asia with about 1400 nuclear RVs— 
but these are to be eliminated under the Inter- 
mediate Nuclear Forces (INF) agreement 
signed in December 1987. Several hundred 
shorter-range missiles can deliver single war- 
heads from tens to hundreds of kilometers; 
many are based in Soviet Bloc countries and 
can reach important targets in NATO coun- 
tries. Under the terms of the INF agreement, 
the Soviets are also to eliminate their other 
missiles with ranges above 500 km. 

The composition of the Soviet ballistic mis- 
sile force will change over the years during 
which BMD might be developed and deployed 



"President Ronald Reagan, "SDL Progress and Promise/' 
briefing in Washington, D.C. on Aug 6. 1986, Currant Policy 
No. 868. U.S. Department of State, Bureau of Public Affairs, 
Washington, DC, p. 2. Secretary of Defense Caspar Weinberger 
has Mid. "When the President says that we are aiming at a 
strategic defense designed to protect people, that is exactly what 
he means." Speech at HurvaH University, Sept 6, 1986, quoted 
by David £. Sanger, "Weinberg! r Denies Antimissile SbiftV'Tne 
New York Times. Sept ft, 19S6. p. 9. 
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(see figure 2-2), The changes would be mote dra- 
matic if the Soviets attempted to counter the 
effectiveness of prospective U,S, defenses. An- 
ticipating this "responsive threat" is a major 
challenge for BMD planners. The SDIO has 
not been as signed to address the Scviet abil- 
ity, present and forecast, to deliver nuclear 
weapons wi th aircraft and ground-, sea-, or air- 
launched cruise missiles. The Air Force is con- 
ducting an *• Air Defense Initiative" (ADI) that 
is studying the interception of air-breating 
weapons. The ADI, however, is operating at 
much lower funding levels than the SDL 

Targets To Be Defended 

The three goals of uncertainty, denial, and 
assured survival remain abstract and ambig- 
uous until we consider the kinds of targets to 
be defended against nuclear attack, Soviets at- 
tack objectives might include four broad cat- 
egories of targets: 

1. strategic retaliatory forces— 1CBM silos 
(or, in the future, mobile ICBMs), bombers 
(and refueling tankers) at their bases, sub- 
marines in port, command posts, and com- 
munications nodes; 

2. other military targets— including military 
headquarters, barracks, nuclear and con- 
Figure 2-2— Modernization of Soviet ICBMs 
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ventional ammunition dumps, supply 
depots, naval ports and shipyards, air- 
fields, and radars; 

3, economic targets— industrial facilities, 
fuel reserves, research centers, transpor- 
tation nodes, and cities; and 

4. political targets— non-military govern* 
ment facilities, and civil defense shelters. 

Each of these sets of targets (for further ex- 
planation, see box 2-A) has different implica- 
tions for strategic nuclear offensive and defen- 
sive operations. 

Strategic Retaliatory Forces 

The purpose of a Soviet nuclear attack on 
U.S. strategic nuclear forces— a so-called 
"counterfort*" attack— would be to reduce the 
ability of those forces to carry out a retalia- 
tory nuclear attack on the Soviet Union. In 
1966 the Department of Defense estimated 
that by attacking each of 1000 U.S< Minute- 
man missile silos with two SS-18 warheads, 
the Soviets could destroy about 65 to 80 per* 
cent of U.& land-based ICBMs. 11 

An attack would have to succeed quickly and 
destroy a high percentage of the targets. Other* 
wise, U.S. weapons could be launched against 
the Soviet Union (assuming they had not al- 
ready been launched on warning, before the 
first Soviet missiles arrived). The objective of 
substantially reducing the retaliatory damage 
inflicted on the Soviet Union would not be met 
Thus slower bombers and cruise missiles would 
be less suitable than ballistic missiles for this 
kind of disarming attack. 



"U.S. Department of Defense. Soviet Military Power 1986 
(Washington. DC: U.S. Government Printing Office, 1906) p 
26. The United State* maintains several hundred Poseidon *ruf 
IVident missiles at see it all times and is adding sea-launched 
nuclear cruise missiles to its arsenal It also maintains bom- 
bers (many with cruise missiles) on alert for rapid eacap* on 
warning. The President's Commission on Strategic Forces (the 
"Scowetoft Commission" argued :n 1983 that, in view of over* 
all U .S. retaliatory capabilities, ICBM vulnerability did not war* 
rant ABM (anti-ballistic missile) defense of missile silos in the 
near term. Some argue that future Soviet anti-submarine war 
fare developments might compromise the survivability of U.S. 
ballistic missus submarines, and thai defense of land-baaed mta- 
siles might compensate for that eventuality* Others argue that 
if both the United States and the Soviet Union wars to deploy 
BMD, U.S. retaliatory missHas would be less able to fulfill their 
misstate, whether launched from land or sea. 
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Box 2- A,— Potential Targets for a So 'let Nuclear Ballistic Missile Attack 

Strategic Retaliatory Forces 

Land-based ICBMs.-The United States has about 1,000 intercontinental ballistic missiles in 
hardened silos, In the 1990s it may deploy "Midgetisan" missiles on road-mobile carrier vehicles. 
It may deploy some MX "Peacekeeper 1 ' ICBMs on railroad cars within U.S. military lands. An at- 
tack on land-based ICBMs would have to be swift, web-coordinated, and accurate. Otherwise, many 
of the missiles would remain available for striking bach at the Soviets. (The Soviets would also have 
to consider the risk that the United State? would launch its ICBMs while they were under attack, 
with many escaping destruction to retaliate against the Soviet Union, 
i Bomber Bases. -About 350 strategic bombers, abls to carry several thousand nuclear bombs 
1 and cruise missiles, are based at some tens of airfields ar wind the United States. Additional aircraft 
j are needed to refuel the bombers in flight. Normally, :i substantial number of the U.S. strategic 
aircraft are on standby alert and might be expected to escape a Soviet missile attack given several 
minutes of warning; in times of crisis, more bombers woi lid be placed on alert. A Soviet attack might 
try to catch as many es possible of the U,S. bombers land their refueling tankers) on the ground 
or just after takeoff. 

Submarine Bases. -Thirty-odd submarines with several h'lndred underwater-launched ballistic 
missiles are Hased at just a few U.S. ports. By plan, in peacetime somewhat more than half these 
submarines, with 2,500-3,000 nuclear warheads, are always at sea. Those in port would be easy, 
inviting targets for a Soviet strategic counterf orce attack. During a crisis, some of the submarines 
in port could be sent to join those already at sea. 

Communications, Command, and Control Facilities.— Unking the above forces to U.S. National 
Command Authorities ia a network of underground command posts, mobile command posts, mobile 
communications <air, ground, and space) relays, and fixed communications transmitter and receiver 
stations. A Soviet nuclear attack is likely to try to disrupt this network by direct nuclear destruc- 
tion of the fixed land facilities or by means of nuclear-generated electromagnetic pulses intended 
to interfere with the functioning of electronic devices* 

Other Military Targets 

Military Headquarters; Barracks, Nuclear and Conventional Ammunition Dumps, Supply Depots, 
Naval Ports and Shipyards, and Airfields.— Many other military facilities, while not directly sup- 
porting U.S. rapid-response strategic nuclear forces, would be essential to the conduct of conven- 
tional warfare or tactical nuclear warfare abroad. Many of these targets are "soft" • . . difficult to 
shelter from the effects of even relatively inaccurate nuclear weapons. 

Economic Targets 

Factories, Power Plants, Fuel Supplies, and Transportation Nodes.— These are sometimes called 
"economic recovery" targets. The military purpose of attacking them might be to eliminate the 
economic base that supports U.S. military power. While the United States might be able to carry 
out a strategic nuclear retaliatory attack it its cities were destroyed, it could not carry on a conven- 
tional war abroad very long. 

Political Targets 

Government Facilities and Civil Defense Shelters, -The Soviets might also attempt to disrupt 
government to hinder economic and political recovery. 
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The purpose of a U.S. ballistic missile de- 
fense against such an attack would be to pre- 
serve enough missiles and bombers to retali- 
ate successfully against the targets in the 
Soviet Union designated by U.S. military plan* 
ner$. ir At a minimum, the United States might 
wish defenses to add to current Soviet uncer- 
tainties about how well they could prevent 
those offensive weapons from reaching the So- 
viet Union. If these redundant, hardened tar* 
gets could be defended preferentially, that is T 
if defensive resources could be devoted to pro- 
tecting a sub-set of them that is unknown to 
Soviet planners, then Soviet confidence in be- 
ing able to destroy the whole force might be 
reduced to a very low level. 11 

At best, we would want defenses that per- 
suaded the Soviet Union of the certainty of fail- 
ure of any preemptive attack on our strategic 
forces that had the purpose of reducing sig- 
nificantly the damage we could do to the So- 
viet Union. 

Other Military Targets 

The purpose of attacking U.S. military tar* 
gets other than those connected with strate- 
gic nuclear forces would be tu weaken or elim- 
inate the ability of the United States to project 
military power abroad (to fight conventional 
or limited nuclear wars in Europe, Asia, or else* 
where), or even to defend its own territory 
against invasion. Unlike sheltered ICBMs, 
most of these other military targets are rela- 
tively soft —each could be easily destroyed by 
one or a few moderately accurate nuclear weap- 
ons. Nor must they be destroyed instantane- 
ously, since they cannot be used for a prompt 
nuclear retaliation against Soviet territory. 

Since these other military targets can be de- 
stroyed more or less at leisure, strategic de- 
livery vehicles other than ballistic missiles can 



1 "Opinions vary greatly on bow many of whit kinds of tar* 
get* the Soviets would have to believe they would lose in such 
a retaliation before they would be deterred from launching an 
attack on the United States. See OTA, Ballistic Missile Defense 
Technologies, op, tit., pp. 68-76. 

"For a more detailed explanation of the concept of preferen- 
tial defense, aee OTA, Ballistic Missile Defense Technologies, 
op, efc.« pp. 94-98. 



be used against them— bombers and cruise 
mis3ile3 in particular. Therefore, a strategic 
defense intended to protect these targets must 
be highly effective against "air breathing" 
weapons as well as against ballistic missiles. 

The purpose of defending such targets would 
be to decrease the probability that a nuclear 
attack on them could significantly weaken our 
military power; at be*t we would want the 
Soviets to be certain that such an attack would 
fail. 

It is important to note that many of these 
"other military targets" are located in or near 
urban complexes, and an attack on them might 
be hard to distinguish from a punitive city at- 
tack. Fallout would reach extensive areas of 
the United States and millions of people might 
die. 

Urban Economic and Political Targets 

The main military purpose of attacking the 
U.S. industrial and political infrastructures 
would be to remove the base from which the 
United States exerts military and economic 
power abroad. Another purpose, however, 
might simply be to inflict punishment. Before 
a war occurred, the purpose of having such an 
ability to punish would be to deter actions (e.g., 
nuclear or nonnuclear attacks) by threatening 
to impose a cost higher than the expected gain 
of such actions. For example, Britain and 
France maintain nuclear deterrent forces that 
they believe help deter the Soviet Union from 
attacking them, even though the effects of 
those forces on Soviet military capabilities 
might be more indirect than direct. 14 

Even a few tens of nuclear weapons landing 
on U.S. cities would cause unprecedented de- 
struction in this country. Extensive use of civil 
defense measures, if feasible, might ameliorate 
the effects of such destruction (e.g., if city pop- 
ulations could be evacuated and sheltered from 
radioactive fallout and if industrial machinery 
could be sheltered). But even more so than the 



14 It mi ight be noted however, that the Moscow area ha* many 
military facilities; attack* on them would have widespread mil* 
itary aa w-M as civilian consequences. 
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kinds of "soft" military targets described 
above* cities are vulnerable to attacks over 
hours and days by bombers and cruise missiles 
as well as by ballistic missiles. Defending cit- 
ies, then, would require extremely effective air 
defenses as well as missile defenses* 

The purpose of defending against attacks on 
urban industrial targets would be primarily to 
save lives, property, and civilized society. 
Militarily, the purpose of having such defenses 
would be to persuade potential attackers that 
we could so limit damage to our Nation that 
we would not have to constrain our own ao 
tions out of fear of the effects of an enemy nu* 
clear attack. 

From the standpoint of deterrence, various 
considerations may affect just how much we 
believe we need to limit damage to our Nation, 
One consideration might be relative damage: 
would the damage the United States is likely 
to suffer in a nuclear war be more or less accept- 
able to us than the damage the Soviets are 
likely to suffer would be to them? Another 
measure might be absolute: regardless of how 
much damage we could inflict on the Soviets, 
under what conditions would we be willing to 
accept the amount of damage they could in- 
flict on us (and vice-versa)? 

An open question is just how limited the po- 
tential damage would have to be before the 
United States would decide to give up entirely 
its own ability to carry out a nuclear retalia* 
tion against potential attackers. That is, at 
what point would we decide to rely on defense 
rather than the threat of retaliation for our own 
security? 

The Special Case of Defense of Allies 

Part of the stated mission of the SDI is to 
design defenses to protect U.S. allies against 
ballistic missiles. But the purposes and tech- 
nical problems of doing so differ somewhat 
from those of defending the continental United 
States. 

In the case of North Atlantic Treaty Orga- 
nization (NATO) allies, for example, the So> 
viet ability to deliver nuclear weapons onto 
Western European soil is massive and diverse. 



Besides their land- and sea-based long-range 
ballistic missiles, the Soviets might use hun- 
dreds of short-range ballistic missiles (inter- 
mediate- and medium-range missiles with 
ranges above 500 km are to be eliminated un- 
der the terms of the INF Treaty signed in De- 
cember 1987). Thousands of Soviet and War- 
saw Pact tactical aircraft are credited with the 
ability to strike Western Europe, Air- and 
ground-launched cruise missiles are or will be 
available* 

The probability of being able to defend Eu- 
rope's densely populated teiritory against all 
the potential kinds of nuclear attacks on cit- 
ies and industries seems low. Therefore, most 
proponents of BMD for the European theater 
of war focus on the defense of what are ^bove 
called "other military targets"— command 
posts, communications nodes, sheltered weap- 
ons-storage sites (nuclear and nonnuctear), and 
airfields. Ballistic missile defenses might at 
least disrupt and reduce the effectiveness of 
Soviet nuclear missile attacks on such targets 
(though other means of delivery would also 
need to be dealt with). 

Moreover, some believe that as Soviet bal- 
listic missile accuracies increase, the Soviets 
might use those missiles to attack military tar- 
gets with nonnuctear explosive or chemical 
warheads. Stopping moderately high (and in 
some cases even modest) percentages of the 
warheads in such attacks might make a mili- 
tary difference, 1 * Others argue, however, that 
the conventional tactical ballistic missile 
threat, if it exists, is minor compared to others 
NATO will have to contend with in the future," 

Another mission for Soviet "theater" bal- 
listic missiles might be the delivery of chemi- 
cal weapons intended to incapacitate NATO 
troops. Again, the interception of a significant 
percentage of such missiles might make the 
:>?fference between some troops surviving a 
chemical attack or not. 



'■See Manfred Woeraer, "A Missile Defense for NATO Eur- 
ope/' Strategic Review, Winter 1986, pp. 13ft. 

"For a detailed technical enely sis, see Benoit Morel and The- 
odore A. Postal "A Technical Assessment of The Soviet TBM 
Threat to NATO/ 1 to be published by the American Academy 
of Arte and Sciences, Cambridge, MA. 
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The shorter range Soviet ballistic missiles 
differ in flight characteristics from their larger 
relatives: their trajectories are shorter and con- 
fined to lower altitudes. While they travel more 
slowly, their shorter flight times also leave less 
time for them to be intercepted. On the other 
hand, because these missiles spend a greater 
part of their flight time inside the atmosphere, 
reentry vehicle decoys present less of a prob- 
lem to the defense. Space-based BMD (espe- 
cially of the kinetic kill variety) would be of 
limited utility* and ground-based rocket-inter- 
ceptors would be the likeliest BMD candidates. 

The SDI Scenario 

Various statements by Reagan Administra- 
tion officials over the first 4 years of the Stra- 
tegic Defense Initiative can be combined to 
form a scenario about how successively more 
ambitious goals for strategic defenses might 
be achieved. 17 The expectation of the Admin- 
istration is that SDI research will show that 
deployment of ballistic missile defenses is fea- 
sible and desirable. As President Reagan has 
said, "When the time has come and the re- 
search is complete, yes, we're going to de- 
ploy." 1 ' 

In the early stages of deployment, accord- 
ing to the Administration scenario, Soviet at- 
tack uncertainties would increase, thus reduc- 
ing the probability of a Soviet first-strike 
decision (though not the damage they might 
inflict should they choose to attack). At first, 
minima] defense capabilities would only com- 
plicate Soviet attack plans. As strategic 
defenses became more capable, the Soviets 
ought to be more persuaded that fvhe military 
purposes of any attack would fail. Neverthe* 
less, as long as a substantial number of tar- 
gets in the United States were still vulnerable 
to attack, we would have to continue develop- 
ing and deploying offensive strategic nuclear 



"For ■ list of statements prior to August, 1985. m OTA, 
Ballistic Missile Defense Technologi&fiup. dt, t App. I» pp. 
308-309. 

"President Ronald Heegan, "SDI: Progre ss and Promise." 
briefing in Washington, DC, on Aug. 6\ 1986, Current Policy 
No. 858, U.S. Department or State, Bureau of Public Affairs, 
Washington. DC p. 2, 



weapons, As Secretary of Defense Weinberger 
has written: 

Frcjn the outset, we have insisted that 
progress toward an effective SDI will have to 
proceed hand in hand v 1th regaining an effec- 
tive offensive deterrent . 

The Administration hopes, however, that 
ultimately offensive deterrence can be 
abandoned: 

As the United States has repeatedly made 
dear, we are moving toward a future greater 
reliance upon strategic defense. The United 
States remains prepared to talk about how- 
under what ground rales and process— wj and 
the Soviet union can do this cooperatively. 
Such strategic defenses, coupled with radical 
reductions in offensive forces, would represent 
a safer balance and would give future states* 
men the opportunity to move beyond it-~to 
the ultimate elimination of nuclear weapons 
from the face of the Earth,** 

" *he key to this ultimate goal is seen to be 
the development and deployment of defenses 
that are unequivocally cheaper than coir? 
spending amounts of offense. AsSDIO puin it: 

We seek defensive options—as with other 
military systems— that are able to maintain 
capability more easily than countftrmeasures 
could be taken to try to defeat them. This cri- ' 
tenon is couched in terms of coat-effectiveness. 
However, it is much more than an economic 
concept 11 

"Caspar' W. Weinberger "U,a Defects* Strategy/' Foreign 

Affairs. Spring 1966. P> 678. 
Earlier in the aam« article Weinberger explained hie concept 

of a multi-leveled deterrent: 

If the edverwfy calculate* that hu uiiwiimi Ja likely to N) hi 
it* o*T3 tarmi, be »ill not atuck. Further* he must know that even 
if bit aggnaakm »h^Jd wavd in achieving iu taunediete cfejec' 
tiv«, hefaen the threat of escalation to boatiBtke that would 
act * higher net than he U willing to pair. to addition to defmae 
and escalation, tbe third layer to reUiitbon: if tha adversary oocr 
fartat* a credible threat that eg flj earioo wig trigger attache by * 
aurviving U.S. retaliatory capability against tbe attacker'* vital 
La Urea ta that retult is to i eel exceeding ear poeaibla gain, ha will 
not attack. 

Ibid . p. 678, 

■^President Ronald Reagan, Speech to the VJS. General Ae- 
sembly, Sept 22. 1986. reprinted in The Washington Poet t S*pL 
23, 1906. p> Alfi. 

"Strategic Defense Initiative Organization. Repot to tit* Con- 
gress on the Strategic Defense Initiative, April 1987, p + 
It should be added that not only ehould capability be maintain- 
able at tbe margin, but that our initial acntiirition of defense 
capability needs to be affordable in comparison with tbe coat 
to the Sov Sets of upgracL^g their current offensive capabilities 
to counter our defenses* The offense, being already m piece, baa 
a bead atari on defenses yet to bo built. 



Such a favorable "cost-exchange" ratio be- 
tween defenses and offenses would be intended 
to persuade the Soviets of the futility of con* 
turning a competition in offensive arms. The 
SDIO has stated that: 

Program success in meeting its goal should 
be measured in its ability both to counter and 
discourage the Soviets from continuing the 
growth of their offensive forces and to chan- 
nel longstanding Soviet propensities for de- 
fenses toward more stabilizing and mutually 
beneficial ends ... It could provide new and 
compelling incentives to the Soviet Union for 
serious negotiations on reductions in existing 
offensive nuclear arsenals/'" 

Agreements on mutual offensive reductions 
'XHxld make defensive tasks easier for each side. 
Thus ths Soviets coiilu be offered both a car- 
rot (pA*sibiJity ox their own effective defenses) 
*nd a stick (threat of losing an arms race be- 
tween offenses end defenses) as incentives to 
subscribe to the U.S. scenario. 

Current SDI Goals 

The scenario shown in table 2-1 for the SDI 
suggests the following official attitudes toward 
the three goals of uncertainty, denial, and as- 
sured survival. 

Uncertainty 

Imposing greater uncertainty on Soviet at- 
tack planners would be an initial benefit of de- 
ploying BMD, but, presumably is not in itself 
sufficient to justify the SDI. 

Denial 

Denial of Soviet military objectives in a bal* 
listic missile would, in itself, justify deploy- 
ing BMD. Secretary Weinberger has said: 

, our strategic defense need not be 100 per* 
cent le&kproof in order to provide an extraordi- 
nary amount of deterrence. Even a partially 
effective defense would convince Moscow that 
a first-strike was futile. And once we have ren- 
dered a Soviet first-strike obsolete and un- 
thinkable, we will have dramatically increased 



Table 2L— Strategic Defense Initiative Scenario 



Slag* 1: 

SOI Research 



Stag* 2: 

Development and 
production of BMD 
systems 



Stage 3: 

Initial BMD 
deploy men ta 



Stage 4: 

Extensive deploy- 
ment of highly af- 
fective BMD 



Staga 5: 

Deployment of ad* 
vanced BMD sys* 
terns, combined 
with agreed deep 
reductions In 
offenses 



Leads to national decision in ear- 
ly 1990 a to proceed to full- 
acaJe engineering development 
aimed at deployment of BMD 
(reference to early 1990s date 
dropped by SDIO in 1967) 

Preparation for deployment \n 
(Tiid-tG'Utc 19iX)s (eartier initial 
deployments raised as possi- 
bility by Secretary Weinberger 
In 1987) 

Introduces uncertainty into 
Soviet strategic nuclear attack 
planning; deployments prefera- 
bly coordinated by sgreement 
with Soviets on transition to 
defenses, but proceeds in any 
case 

Denies Soviet strategic forces 
ability to achieve military ob- 
jectives; d monst rates to ' 
Soviets futility of competition 
In offensive strategic missiles 

Deep reductions in all types of 
offensive strategic nuclear 
forces pi us defer -ses allows 
abandonment of threat of 
nuclear retaliat.on for security: 
assured survival achieved 



SOUACI: Conyiita *wt> U.S. D*p*rim*nr cf 0*^*. /t,port to Ccflo™ 
Cfl tfci Str*t*pic Dttmt initiate Jt. t * ttm, p. W 12 and oth* 



stability and rested deterrence on a rock-solid 
basis. But bear in mind that our goal remains 
to make ballistic missiles— the most destabiliz- 
ing and dangerous weapons known to man- 
obsolete." 

Assured Survival 

^ The goal of assured survival may well require 
Soviet cooperation in offensive nuclear disar^ 
mament A perfect defense against all ballis- 
tic missiles may not be possible, and; 

Even a thoroughly rehable shield against 
ballistic missiles would still leave us vulner* 
able to other modes of delivery, or perhaps 
even to other devices of mass destruction. De- 



"lbid„ pp.IV-l*2. 



"Remarks before theEthics and ^ublic Policy Center, Wash- 
ington DC, Sept. 26, 1986. 
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spite an essentially leakproof missile defense, 
we might still be vulnerable to terrorist at- 
tacks against our cities. Our vision or SD1 
therefore calls for a gradual transition to ef* 
fective defenses, including deep reductions in 
offensive nuclear weapons.** 

In the expressed Administration view, then, 
the SDI should aim ultimately for ballistic mis- 



"Weinberger, "U.S. Defense Strategy/' op, rit., p. 684. 



site defense systems that are nearly leakproof* 
One way of achieving assured survival might 
be to build defenses so effective that they 
would succeed no matter what the Soviets 
might thro*- ?.i them. Another way might be 
to build d* rense-i that promise to be so effec- 
tive that ti c So- iets would prefer to negoti- 
ate offenses o*j both sides away rather than 
embark on an offense-defense race that tht. 
have been persuaded they would lose techni- 
cally or economically. 



THE CRITERIA OF * F ABILITY 



Supporters and critics of the SDI would 
probably both agree that proposals for deploy- 
ing ballistic missile defense should meet at 
least the four following criteria: 

1. effectiveness, 

2. affordability, 

3. favorable cost-exchange ratio, and 
A. survivability, 

Note that in each case, meeting the criterion 
will be at least partly dependent on Soviet de- 
cisions and actions: the Soviets can make the 
job harder or easier for the defense* In an un- 
constrained arms race, they would do what 
they could to make the job harder. In a coop- 
erative regime of mutual defensive deploy* 
ments and offensive reductions and controls, 
each side might make the HMD job easier for 
the other. 



Effectiveness 

Obviously, before deciding to deploy a BMD 
system we would want to be confident that it 
would be effective— that it would work well 
enough to achieve the goals set for it. Effec- 
tiveness needs to be evaluated on two com- 
plementary levels. One level is technical per- 
formance: how well can the proposed BMD 
system perform against the missile threat ex- 
pected at the time of defense deployment? On 
■ higher level, would such performance provide 
a better basis for deterrence, strengthen stra- 
tegic stability, and increase U.S. and Allied 



secuivr h * goals stated by SDIO? This sec- 
ondlev* ^Tdlyses received considerable at- 
tention in we 1985 OTA report on Ballistic 
Missile Defense Technologies, so it will receive 
much less attention in this report. 

On the level of technical performance, it is 
difficult to decide what "effectiveness" means. 
For example, one frequently used criterion of 
BMD effectiveness is "leakage rate": what per- 
centage of a specified Soviet missile attack 
would we expect to penetrate our defenses and 
what percentage could we stop? Given the 
enormous destructive power of nuclear weap- 
ons, though, leakage rates may only tell part 
of the story. A leakage rate of 10 percent might 
sound worthwhile, and for some purposes it 
may be. But under an attack of 10,000 nuclear 
warheads, a 10 percent leakage rate would 
mean 1000 nuclear detonations on U.S. ter- 
ritory. 

Another problem with leakage rate as a 
measure of effectiveness is that it is likely to 
vary with the size and nature of attack. For 
example, a system that could stop only 50 per* 
cent of a massive, nearly instantaneous attack 
might stop 100 percent of an attack consist- 
ing of two or three missiles. On the other hand, 
a system that could stop 50 percent of an at- 
tack of a certain size might not be expandable 
in such a way that it could stop 50 percent of 
an expanded enemy missile force. In addition, 
to maintain damage at a fixed level, the de- 
fense would have to stop, for example, 75 per* 
cent of a doubled attack. 



A slightly better indicator of effectiveness, 
then, might be the absolute number of nuclear 
warheads penetrating the defense under the 
severest plausible attack. Such an estimate 
would give a better indication of the maximum 
damage a Soviet attack might inflict. 

An even better indicator v/ould be the num- 
bers of different types of target? that the 
United States would expect to survive a mis- 
sile attack. This approach would take into ao 
count the numbers of attacking weapons, the 
numbers of penetrating weapons, the numbers 
and types of targets attacked, and the num- 
bers and types of targets protected. These 
numbers might be translated into percentages 
of types of targets surviving— e.g, p 70 percent 
of the land-based missile force," We might 
carry the analysis further by weighing the 
values of different types of targets. For exam- 
ple, one underground strategic command post 
might be worth 10 missile silos 

All of the above indicators would be diffi- 
cult to apply with precision. And the more fac- 
tors an indicator has to take into account, the 
more imprecise it is likely to be. Indeed, there 
would be no direct way to measure the poten- 
tial effectiveness of a BMD system: only an 
actual nuclear war would do so. Instead, we 
would have to rely ou estimates, based on as- 
sumptions about: 

• enemy offensive technical capabilities 
(numbers of weapons, accuracy, explosive 
yields, ability to penetrate defenses); 

• enemy target attack plans; 

• defensive technical capabilities; 

• vulnerability of targets deiended; and 

• the objective and subjective relative val- 
ues of targets defended. 

These factors would be difficult for U.S. plan- 
ners to assess. They would also be difficult for 
Soviet planners to estimate. Therefore, if the 
U.S. goal is mainly to introduce uncertainties 
into Soviet strategic calculations, precise meas- 
ures of BMD effectiveness might not be nec- 



M Not* that planning to penetrate defense* may require the 
offense to concentrate his ittar *is on higher-value targets. In 
that case, the targets which he no longer has enough weapons 
to strike can be considered "saved" by the defense. 



essary. On the other hand, if we wished to be 
certain of denying Soviet attack objectives, we 
might need higher confidence m our estimates. 

At the stLne time, if the Soviets derided, 
along with the United States, that defenses 
were desirable, then each side could help make 
them more effective by agreeing to deep cuts 
in offensive weapons and to restrictions on 
countermeasures against defenses. 

Affordability 

If and when the Department of Defense even- 
tually presents its proposals for deploying 
BMD, the country will have to decide whether 
the exp2cted benefits would be worth the ex- 
pected costs. Part of the SDI research program 
is to estimate costs for the proposed systems. 
For various reasons, the initial cost estimates 
for complex weapon systems tend to be inac- 
curate, and usually too low. Producing relia- 
ble cost estimates for future BMD systems will 
be a challenging task. 

Another part of the SDI program is to at- 
tempt to develop new, cheaper ways to manu* 
facture weapons and to deploy them in space* 
The ultimate weighing of costs and benefits 
will be a political judgment made by the Presi- 
dent and Congress. But a critical part of the 
demonstration of technical feasibility of BMD 
will be that the proposed systems can be built 
at a cost the country would, at least arguably t 
find reasonable. 

As mentioned above, Soviet actions could 
make effective BMD more or less affordable. 
If they chose to invest heavily in offensive 
countermeasures timed to take effect about 
when our defenses might be deployed, they 
could make those defenses much more expen- 
sive than if they stabilized the threat they pose 
at today's levels. Alternatively, in a coopera- 
tive regime they could make defenses cheaper 
by agreeing to decrease their offensive threat 



"Until a re-organization in 1967, the SDIO Systems Engi- 
fffj™ 1 ? Directorate was in charge of thia program among others. 
T&v<^vstem» Engineering program element of the SDI budget 
rscrveo 2 million in fiscal yaw 1987; 139 million was re- 
quested for fisc*I year 19S8. 
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in exchange for reductions in the U.S. offen- 
sive threat. 

Favorable Cost-Exchange Ratio 

The Nation must decide not only that a par- 
ticular defense system proposed at a particu- 
lar time is affordable, but whether the poten- 
tial long-run competition of U.S. defenses 
against Soviet offenses is likely to be afforda- 
ble in the future. In the absence of a long-term 
U.S. commitment to sustaining defensive ca- 
pabilities, the Soviets would have incentives 
to stay fn the "game" until the United States' 
will to spend flagged. 

One way to try to persuade the Soviets to 
abandon efforts to maintain offensive capabil- 
ities would be to demonstrate clearly that ad- 
ditional increments of offence would be more 
costly to the Soviets than corresponding in- 
crements of defense would be to the United 
States. Therefore, a corollary goal of the SDI 
is to design defenses that are cheaper "&t the 
margin* r than offenses. If the "cost-exchang?" 
ratio were favorable to defenses, and if the two 
sides invested equal resources in defenses and 
offenses respectively, then the side investing 
in offenses should find its capabilities inexora- 
bly declining. 

Achieving this favorable cost-exchange ra- 
tio will be technically challenging. Accurately 
estimating the costs of defensive systems 
would be difficult enough. Attaining high con- 
fidence that the ratio of U.S. defensive costs 
to Soviet offensive costs would be favorable, 
even before the United States deployed its 
defenses and before Soviet offensive counter- 
measure; were known would oe even more dif- 
ficult. Neither side may actually know the rela- 
tive costs of additional increments of defense 
and offense until they actually buy them." 



r It might be argued that, faced with these uncertainties the 
Soviets would accede to the U.S. proposal for a negotiated tran- 
sition that regulated offensive and defensive deployments. On 
the other hand, drafting such an agreement that both sides w<*;kl 
find equitable, given the asymmetries in forces and technologies 
on the two aides, would be a formidable task 



Because the United States and the Soviet 
Union have audi different economies, it will 
be difficult to quantify the cost-exchange ra- 
tio. Moreover, the effective cost-exchange ra- 
tio may differ from the technical one. That is, 
the ratio depends not only on what things cost, 
but also on what people are willing to pay. If 
the Soviets are willing and Lble to pay for an 
increment of offense that is more costly than 
our corresponding increment of defense, for 
practical purposes the cost-exchange ratio is 
at least even. The SDI objective, then, is to per* 
suade the Soviets that the defenses wt can af- 
ford will more than offset the offenses they can 
afford Thus th? offense/defense cost-exchange 
ratio may have to be not just 1.5:1 or 2:1, but 
several-to-one. 

On the other hand, if the Soviets were to 
agree with the United States that a mutual re- 
duction of offensive missile capabilities was 
worthwhile and that defenses were desirable, 
then the technical challenge amid be reduced 
In effect, mutual political decisions could im- 
prove the cost-exchange ratio by mandating 
reductions— rather than enhancements— of 
offensive capabilities, along with limitations 
on other offensive countermeasu****. 

Survivability 

One of tie many possible types of counter* 
measures against a BMD system is to attack 
the system itseif — which will be called "defense 
suppression" in this report. Obviously, to carry 
out its defensive mission, the BMD system 
must survive such attacks. "Survivability" 
does not mean the ability of every element— 
each satellite, e.g.— to survive any attack. 
Rather, it means the ability of the system as 
a whole to perform acceptably despite attacks 
that may disable some elements. 

No BMD system will be either survivable 
or not survivable. The question will be, "How 
survivable, at what cost?" The cost-exchange 
ratio between defense and offense will h? ve to 
be calculated on the basis of the costs of all 
kinds of offensive response, including defense 
suppression, compared to the costs of all kinds 
of defensive counter-counterroeasures, includ- 
ing 4 "survivability" measures. 
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The remainder of tliis report surveys what systems that would meet the effectiveness, af- 
was-and wa3 not-known as of April 1988 fordability, cost-exchange, ard survivability 
about the potential of the SDI for developing criteria. 
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Chapter 3 

Designing a BMD System: 
Architecture and Trade-off Studies 



THE IMPORTANCE OF BM 

Researchers have performed proof-of-prin- 
ciple experiments for some Strategic Defease 
Initiative (SDI) technologies. But many of the 
basic technologies for the SDI are still in an 
experimental, or even theoretical, stage. There- 
fore it might seem premature to be designing 
full-scgle ballistic missile defense (BMD) sys- 
tems for deployment not only in the mid-1990s* 
but in the 21st century. In fact, such designs 
are key to assessing the feasibi :ty of achiev- 
ing U.S. strategic goals through ballistic mis- 
sile defense. National decisionmakers can only 
fully evaluate proposed systems on the merit 
of system architectures, not on the promise of 
one technology or another. If called upon to 
appropriate funds for BMD development and de- 
ployment, Congress will be as T ied to decide upon 
an architecture— a specific system design com- 
prising many technologies and components. 

Attempting such designs, or "system ar- 
chitectures,' 1 as the Strategic Defense Initia- 
tive Organization (SDIO) calls them, compels 
systematic analysis of all the factors that will 
affect SDI feasibility. In the near term, such 
analysis helps guide the technology research 
effort, In the long term, it will provide the sub- 
stance of the national debate over whether to 
deploy BMD, 

System architecture analysis, if done well, 
will provide some of the key elements of infor- 
mation upon which to base decisions about 
whether to commit the Nation to deploying any 
proposed BMD system: 

• Specification of Goals. Explicit identifica- 
tion of the particular strategic goals that 
BMD system designs will be expected to 
achieve (e.g., impose uncertainty on So- 

Note: Complete definition* of acronyms and initimliams 
are bated in Appendix B of this report 



ARCHITECTURE STUDIES 

viet strategic planners); understanding of 
those goals in the larger context of U.S. 
national security; and cos>ef fectiveness 
comparisons of alternate means, if any, 
of achieving the goals, 

• Specification of Threat 'Projections of fu- 
ture Soviet missile ard BMD counter- 
measures that BMD system designs 
would be expected tj overcome. 

• System Requirement*. Specification of the 
missile-interception tasks and sub-tasks 
that effective BMD systems would have 
to perform to ireet the pmject threats; 
specification of passive a d active surviv- 
ability measures for the system, 

• System Design Proposal* for integrating 
sensors, weapons, and command and con- 
trol arrange t nents into BMD systems that 
would likefy meet system requirements 
and that could be practicably modified to 
meet charging threats; and specification 
of how technologies under research would 
be incorporated into a BMD system— such 
a design is called a system architecture. 

• Technology Requirements. Specification of 
the technologies needed to build the 
weapon systems required by the overall 
system design, by the deployment and 
maintenance plans, and by plans for 
adaptive evolution of the system to meet 
changes in the threat; and plan for bring- 
ing all technology developments to frui- 
tion when needed (full-scale engineering 
development plan). 

• Manufacturing Requirements. Specifica- 
tion of the materials, manufacturing fa- 
cilities, tools, and skilled personnel needed 
to manufacture all system element*. 

• Deployment and Operations Analyses, 
Proposals for how the designed system 
can be put into place and maintained (in- 
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eluding space transportation require- 
ments); and schedules for doing so. 
• Cost Estimates. E stiniates for what devel- 
opment, procurement, deployment, and 
operation of the proposed system design 
will cost; and proposals for reducing sys- 
tem costs. 

This chapter will focus on two particular 
topics: 

1. the ways in which system architects ff r 
SDIO have related strategic goals to 
BMD system performance needs, ar J 

2. the general characteristics of the sy stem 
architectures studied for SDIO. 

The concluding sections of the charter will 
identify areas of analysis within the je topics 
wheie important work remains to oe done. 

It would be highly unrealistic now to expect 
system architecture studies to '« definitive. 
Each category of analysis is subject to con- 
siderable uncertainty, some of which may 
never be resolved by analysis and limited ex- 
perimentation. The architecture analycta will 
necessarily be tentative and iterative: as new 
information and ideas emerge, modifications 
will be Inevitable. Moreover, the findings from 
analyses in each category will and should affect 
the findings in other categories. For example, 
meeting a particular technology requirement 
may be judged possible, but too expensive. The 
system architecture design may have to be 
modified to utilize another technology to carry 
out the same function. On the other hand, new 
technological developments may make it cheaper 
to carry out a function in a way that previous 
analyses had shown to be too costly. For that 
reason, the system architects attempt to de- 
sign "evolutionary" architectures into which 
advanced technical developments could be 
phased as they became available. 

Even after a commitment had been made to 
develop a particular technology into a weapon 
system, the process of full-scale engineering 
development might prove more difficult than 
anticipated: alternate systems might have to 
be designed and developed. Moreover, while 
it is the goal of the architecture analyses to 



provide options for meeting a range of poten- 
tial changes in the offensive missile threat, a 
fully deployed BMD system might still have 
U> be modified in unanticipated ways if the 
Soviets were to deploy unforeseen counter- 
measures. 

Despite the necessarily tentative nature of 
system architecture analyses, they compel a 
coherence in thinking about BMD that would 
otherwise be missing. Thoy also bring into the 
open the assumptions implicit in the argu- 
ments for and against deploying BMD. Be- 
cause th'ise analyse3 will inevitably include 
assumptions and projections that reasonable 
people may disagree about, it is important that 
they be carried out competitively, by more than 
one group of analysts. Such competition will 
give both the Administration and Congress a 
basis for identifying tfw uncertainties, vary- 
ing assumptions, and alternative projections 
of the future that will underlie decisions about 
BMD. It will also be important, when these anal- 
yses are offered in justification of major deci- 
sions, that they be independently evaluated. 

Recognizing the importance of system ar- 
chitecture studies, SDIO late in 1984 awarded 
contracts to 10 teams of military systems anal- 
ysis contractors to provide competing analy- 
ses at a price of $1 million each. On the basis 
of that competition, five teams were chosen 
for SS-milKon, "Phase IF' architecture studies, 
which were iargely completed in mid-1986. In 
addition, a sixth contractor provided SDIO 
with analytic support to synthesize the find- 
ings of the five competitors into a "reference 
architecture" to help guide SDI research. As 
of this writing, the five Phase II teams had 
been awarded additional contracts to continue 
some analytic work common to all and to per- 
form some tasks unique to each. Their reports 
were due at the end of January 1988. 1 It had 

1 Three other sets of "architecture" contracts should also be 
noted. First, through the Air Force Electronic Systems Divi- 
sijn, contract* were awarded to three firms to design battle 
management and communications systems for a BMD system 
with land- and space-based elements. This work necessitated 
definitions of more or less complete B MD ay stem architectures . 
thus to some extent paralleling the work of the general system 
architecture contractors. The SDIO has subsequent^ attempted 
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been planned that the five would be narrowed 
to two competitors ia a final phase, but that 
decision was postponed through 1987, Even- 
tually a single contractor team will be chosen 
to design a BMD system in detail 1 



to better coordinate the parallel work of the batik management 
5) 1 sterna analyses and tKe main system architecture studies. 

Second, the Army Strategic Defense Command awarded three 
other contracts for study of the battle management and com- 
munications systems for BMD composed primarily of ground- 
based components. Third, late in 19*6 SDIO awarded seven 
contracts to teams composed of U.S. and European firms to 
begin designs of system architectures for European theater de- 
fense against intermediate-, medium, and short-rang* ballistic 
missiles. 

'For the future. 57310 has proposed two new organizations 
for carrying out work on system architectures. One organiza- 
tion would be an "SDI Institute," a federally {and, specifically. 
SDIO) funded "think tank" to monitor the work on the actual 
system architecture to be proposed for deployment by SDIO. 
The Institute would be independent of particular defense con- 
tractors, thus reducing the possibility that the interest of cur- 
rent defense firms in selling hardware to the government would 
play a role in architecture designs. 

A second new organization is to be a "National Teat Bed,*' 
which would be a network of computers, communications links, 
and some sensor hardware for simulating ballistic missile 
defenses. In some cases, the simulations would be purely con- 
ceptual creating a compu'jer "world" of BM D systems and offen- 
sive systems, and testing various cssumptions about each. In 
other cases, this imaginary world might, with simulated incom- 
ing and outgoing data, test computet software actually intended 
for use in a real r *'D system. In yet other cn*ea, actual BMD 



This report will offer numerous examples 
from the findings of the system architecture 
contractors and of SDIO adaptations of such 
findings. With a few exceptions, we will not 
cite specific contractor sources for those ex- 
amples. OTA has not undertaken a systematic 
analysis and comparison of all the dozens of 
documents that emerged from the several con- 
tractor studies* Therefore, a few selected cita- 
tions might give an unfair impression of the 
overall performance of any given contractor. 
Our purpose here is to convey an understand- 
ing of the sys^m architecture analysb proc- 
ess and to report some of the results— not to 
conduct management oversight of any Depart* 
ment of Defense (DoD) contractor. In addition, 
the system architecture work is continuing, 
and constant revision of previous findings is 
both Ldcessary and desirable. Thus any given 
conclusion might not reflect the current views 
of the particular contractor. 



hardware testa blight be conducted with data fr>m the com- 
puters being fed into an actual test sensor system and the sen- 
sor system sending proofs *d signals back into the computer 
simulation. If a full-scale BMD system wans deployed, the Na- 
tional Test Bed might then be used for simulated battle exer 
cues of the system. 



OVERVIEW OF SYSTEMS ARCHITECTURE ANALYSES 



Initially, each of the system architects un- 
dertook the same general task of designing 
BMD systems whose deployment might be* 
gin in the mid-1990s and that might evolve into 
more advanced systems after the year 2000. 
Each group oroduced designs that it believed 
could, when xuuy deployed, provide near- 
perfect interception of Soviet ballistic missile 
reentry vehicles (RVs) forecast for deployment 
in the mid-1990s. 1 Each also argued, however, 

'A mid-1 990s threat posed against a BMD system that could 
no* be fully deploy td until after the yesr 2000 is unrealistic. 
Not all architects used the same threat numbers for the same 
time framua. The architects did* however, project this "base- 
line" threat Into larger number of reentry vehicles and decoys 
for later years. They also ran "excursions'* on the baseline threat 
to explore the impacts of larger and smaller threats on defense 
effectiveness. The excursions into larger threats, with one ex- 
ception, do not generally appear In tne summary documents 
produced by the contractors. 



that lesser percentages of interception would 
achieve desirable military goals along the ines 
described in chapter 2 of this report. 



Goal Specification 

As part of their analyses, the architects used 
computerized strategic nuclear exchange 
models (see next section on this topic) to simu- 
late the numerical result* of hypothetical nu- 
clear wars between the United States and the 
Soviet Union. These simulations assumed vari- 
ous levels of defense capability on the two sides 
(in general the projected offensive capabilities 
for the mid-1990s were assumed at this stage) 
for the purpose of showing what differences 
those defenses might make. 
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From these simulations, *he analysts drew 
conclusions about how defenses might contriV - 
ute to the goals of security and strategic sta- 
bility. In chapter 2, we described the kinds cf 
measures used to define BMD effectiveness 
In this chapter we will farther describe some 
of the assumptions thr', went into and conclu- 
sions that came ou+ of these strategic exchange 
simulations. 

Threat Definition 

A preliminary step to running the strategic 
exchange simulation* was to state the Soviet 
offensive threat thut BMD systems would be 
designed to counter. The starting point was 
an FDIO-supplied projection of the offensive 
missile forces the Soviets might have in the 
mid-1990s, from this starting point, the ar- 
chitects made varying "excursions," positing 
possible future Soviet missile developments 
and deployments. In addition, they hypothe- 
sized various types and numbers of anti-satel- 
lite weapons that the Soviets might conceiva- 
bly deploy to attack space-based components 
of BMD systems. 

Subsequently, and under different program 
managers, SDIO began a "Red Team" pro- 
gram to attempt to anticipate possible Soviet 
response? to U.S. BMD deployments. A ma- 
jor project of this program has been to bring 
together groups of experts to attempt to de- 
sign plausible Soviet counttrmeaaures to the 
technologies under consideration in other parts 
of SD 10. These potential couniermeasures are 
then presented to SDIO "Blue Teams' 1 so that 
they can adapt their technology research and 
system designs accordingly. 

In mid-1987, SDIO presented to the Defense 
Acquisition Board a proposal to proceed with 
"concept demonstration and validation" 
("Milestone H for the first phase of a "Stra- 
tegic Defense System" (BMD system) to be 
deployed in the mid-lSiJOs. This presentation 
included an officially approved "threat*' 
description for that period. 

In reviewing DoD proposals for any BMD sys- 
tem, Congress should understand whether the 
officially assumed Soviet threat is "responsive" 



— Le, t whether it reflects plausible cotmtermeas- 
ores that the Soviets could have taken by the 
time the BMD system were full deployed. 

System Requirements 

In showing what numbers of nuclear weap- 
ons would have to be intercepted to provide 
various levels of protection for different types 
of targets (cf, ch. 2). the strategic exchange 
models also yielded basic requirements for stra- 
tegic defense system performance, Additional 
" end-to-end" computer simulations helped de- 
fine requirements for interception at each stage 
of flight. 

(In SDIO presentations accompanying mid* 
1987 proposals for an initial, less effective 
BMD system, this process was reversed First, 
a number of warheads to intercept was estab- 
lished, then the strategic goals that might be 
served analyzed afterward.) 

Systems Designs 

The system architecture contractors de- 
signed BMD systems intended to intercept a 
very high percentage of the projected missile 
threat* The working assumption w&j that early 
stages of BMD deployment would be stepping 
stones to the ultimate goal of protecting cit- 
ies and people from nuclear ballistic missile at- 
tack. The designs were not optimized to less 
ambitious goals. For example, systems that 
might protect hardened missile silos but could 
not serve as elements of city defenses were not 
considered. Systems designed from the outset 
to preserve nuclear deterrence might well look 
materially different from those designed to re- 
place it altogether. 

Each architect was asked to design: 

1. a system that was both space-based and 

ground-based; 
2 one that was primarily ground-based; and 
3. one that was intended primarily for de- 
fense of U.S. allies against intermediate 
and shorter range ballistic missiles. 

In the second phase of system architecture 
contracts, analysts placed greatest emphasis 
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on the first type of system, somewhat less on 
the second, and Ic*st on the third. Each archi- 
tect considered systems that might be deploy- 
able in the mid* 1990s, but each also offered con- 
cepts for more advanced systems that might 
be deployed against more advanced Soviet 
offensive systems out to the year 2015 or so. 
For each case, analysts identified counter- 
countenneasures intended to neutralize Soviet 
attempts to penetrate or directly attack the 
BMD system. 

The details of the systems designs (for ex- 
ample, a given type and number of space-based 
rocket interceptors) were built into simulation 
models that expanded on the nuclear exchange 
models described above. These "end-to-end" 
simulations represented the details of inter- 
cepting ballistic missiles throughout all phases 
of flight, from rocket boost to warhead reen- 
try. Some of the results of these "end-to-end' ' 
simulations are discussed below. These models 
also aided "tradeoff' analyses of various types 
of BMD system components arranged in vari- 
ous configurations. The models were also used 
to evaluate excursions in the technological re- 
quirements forced by particular types of So- 
viet anti-BMD countenneasures. 

Technological Requirements 

The architects quantitatively analyzed the 
relative costs and effectiveness of various ap- 
proaches to each defensive task. For example, 
an analysis might examine trade-offs between 
highly capable missile-tracking sensors on a 
few high altitude satellites and less capable 
sensors on many more low-altitude satellites. 



Many of these "trades" are discussed in sub- 
sequent chapters of this report. 

Operational Requirements 

Because system designs are stfll preliminary, 
it is difficult to specify their exact operational 
requirements, The system architects did at- 
tempt to estimate the continuing space trans- 
portation and maintenance requirements for 
space-based systems over their lifetime Other 
SDI programs are conducting research on the 
logistics of maintaining various space-based 
and ground-based systems. 

Costa 

In general, system architects estimated 
costs for their nearer-term, "interim" design*— 
those not including directed-energy weapons 
for booet-phase misirile interception. These sy»> 
terns were estimated to cost on the order of 
$200 billion, depending on the projected need 
to respond to various types of Soviet counter* 
measure. Costs of complementary air defense 
systems were not included. It should ba rec- 
ognized that, given the conceptual nature of 
the architectures, accurate cost-estimating is 
virtually impossible at this stage. It does ap- 
pear that, with thousands of space platforms 
envisaged, considerable changes would be 
needed in the way such equipment is now de- 
signed and manufactured if space-based BMD 
systems were ever to be affordable. In addi- 
tion, a major new space transportation system 
would have to be designed, developed, manu- 
factured, and deployed. 



NUCLEAR FORCE EXCHANGE MODELS: 
DERIVING REQUIREMENTS FROM GOALS 



The SDI system architects— and several 
other groups as well— have run several types 
of strategic nuclear exchange computer simu- 
lations to try to show how defenses might af- 
fect the uA*Soviet nuclear balance. These 



simulation models assume various U.S. and So- 
viet offensive nuclear force levels, beginning 
with U.S. Government estimates for 1995. 
Then they assume various strategic targeting 
plans on the two sides and analyze how the 



attempted execution of those plans might be 
affected by various levels of defense capabil- 
ity on the two sides. 

The intermediate measure of defense effec- 
tiveness is usually the percentage of nuclear 
warheads intercepted or its complement, the 
number of "leakers/* The models translate the 
numbers of ieakers in varices cases into num- 
bers or percentages of different types of tar- 
gets surviving the attack. (For examples of 
such target types, see ch. 2, box Each 
type of target, in turn, is given a different 
weight based on judgments about how U.S. 
and Soviet leaders might value them. Thus the 
numbers of different types of targets surviv- 
ing are translated into "surviving strategic 
value/' 4 The percentage of surviving strate- 
gic value on the two sides is then linked with 
particular strategic goals. (For a discussion of 
goals for BMD and ways of measuring BMD 
effectiveness, see ch. 2.) In some cases, "leak- 
age 1 ' rates were linked (via asset survival ex- 
pectations) to strategic goals to show what 
kind of BMD system performance would be 
needed given a particular assumed level of 
offensive threat (for example, see table 3-1), 

Some Conclusions Drawn From 
Nuclear Exchange Models 

Strategic Goals and Defense Leakages 

The system architects' strategic nuclear ex- 
change simulations provide a useful basis for 
studying BMD performance goals. However, 
because each architect used a different com- 
puter model and different assumptions for the 
sizes and compositions of future U.S. and So- 
viet offensive nuclear forces, the results are 
difficult to compare. 

With that important qualification, here are 
some conclusions drawn frequently (but not 
universally) by the different system architects. 
First, for a mid-1990s Soviet strategic nuclear 



4 In these models the Soviets are assumed to have a larger 
number of strategic targets than the United States, and the 
Soviet targets are assumed to be harder to destroy. Part of the 
difference is due to the existence of numerous nuckar hardened 
shelters for Soviet political leaders; see Soviet MUiUry Power, 
1987, (Wash : ,gU>?i, D.C.: Department of Defense) p, 62. 



threat, a BMD system that allowed a few thou- 
sand Soviet RVs to penetrate into the United 
States might complicate Soviet attack plans, 
but probably would not stop them from de- 
stroying most of their chosen targets. 1 

In support of SDIO's mid-1987 proposal for 
an initial BMD system, other SDIO contrac- 
tors argued that a strategy of " adaptive 
preferential defense"' might prevent the 
Soviets from destroying as high a percentage 
of certain sets of targets as they would wish 
(as estimated by U.S. analysts!. 

A system that allowed fewer Soviet RVs to 
leak through would begin to deny the Soviets 
certainty of destroying many of the military 
targets that their planners might have desig- 
nated. But if the Soviets chose to concentrate 
on econonuc targets in the United States, they 
might stUl be able to deny the United States 
the possibility of economic recovery from the 
nuclear war. (Compare this finding with the 
second set of projections in fable S-1J 

With yet lower leakage, the Soviets could 
still inflict immense damage on the United 
States. Note, for example, that 10 percent of 
an attack with 10,000 nuclear weapons would 
still result in 1,000 nuclear weapons explod- 
ing in the United States. But since the Soviets 
could not be sure which 1,000 of the 10,000 
launched would reach which targets, confi- 
dence in achieving precise attack goals on a 
given set of targets would be low. 

Analyses also seem to show that if the 
United States had a relatively highly effective 
BMD system against a mid-1990s Soviet threat 
while the Soviets had no BMD, the Soviets 
would improve their relative strategic situa- 
tion more by adding defenses to limit damage 
to themselves than by adding offensive weap- 
ons in hopes of increasing the dama^ they 
could in flict on the United States. 8 In att *mpt- 

■ The exact percentages in this conclusion and the others be- 
low were apparently classified by the system irchitecturecon- 
tractors because the computer simubticfis fom which they were 
derived include classified estimates of U.S. and Soviet military 
capabilities. 

♦This conclusion assumes that the addition of offenses could 
not improve the leakage rate- the same percentage of every 
added group of warheads would be intercepted, Inis is not nec- 
essaruy a valid [assumption: much woulc -*epend on the compo- 
sition of the offensive and defensive forces on the two sides. 
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Table 3-1,— Two Ptrmp«ctlv«$ on BMD Effectiveness end Strategic Ooaii 

Soviet warheads 

liking through Expected strategic consequences 



Many increase in Soviet attack planning uncertainties. They are forced to launch all their strategic tones at 

ionce or reduce their military objectives. A strategic exchange would result In nore losses to Soviets 
than to the Unlleo States. 
The Soviets could no longer reliably achieve the military jjoals of a strategic nuclear attack while 
maintaining a secure reserve of missiles for later attacks, Preserves full ;ange of U.S. strategic often- 

Islvs force retaliatory flexible response options. Each new Soviei ballistic missile has only a fractional 
chance 01 feeing useful. 
Survival of a large portion of the population and industrial base, a high proportion of military targets 
. other than strategic offensive forces, and sufficient strategic offensive forces to preserve full range of 

rewer u & wal , atory « ex i b | ft reiponse options. If Soviets attack only other military targeta (not strategic 
offensive forces), medium-high survival of those assets. 

Would preserve the full range of U.S. "flexible response" options in war with the Soviets even If 
f Soviets devoted entire attack to U.S. strategic offensive forces (presumably only if Soviets do not have 

i comparable BMD capability— OTA). 
Assured survival of the Nation aa a whole: 3 to 6% U.S. casual ties In popula.ton attack. 
Extremely few Assured survival: Soviet ability to put U,S, population at rtsH la negligible; the United States need* no 
strategic nuclear retaliatory capability. 

Assumptions: • Mid-1990s projections of Soviet and U.S. strategic forcea. 

• Effectiveness of Soviet BMD not specified. 

• Status of air defenses not specified. 



Alternate analysis: As US. strategic defenses improved, an option tor the Soviets would be to change their offensive targat 
priorities to maintain a deterrent "assured destruction' capability, instead of concentrating their forces on hardened missile 
silos for example, they might concentrate them on key military Industries or other economic targeta; they might even focus 
on cities per se Various non-SDIO analysts have previously calculated potential consequences of such nuclear attacks, as 

indicated below. __ 

f. // tn# Sorters re lerpefetf to maintain assure* detf/uttfon 

10V« The Soviets attack industries In the 71 largest U.S. urban areas; the equivalent of 500 1-megaton and 

200 to 300 100-kiloton weapons get through. Of t*e U.S. population, 35 to 45 percent is killed or In- 
jured: 60 to 65% of US, Industry is destroyed. 6 
3*/* The Soviets attack Industries in the 71 largest U.S. urban areas; the equivalent of 100 1-meg«on and 
200 to 300 100-kiloton weapons get through. From prompt blast and radiation effects, 20 to 30% of 
U.S. population is killed or Injured; 25 to 35% of U.S. Industry is destroyed. 6 
1 to 2% Case 1: The Soviets attack 77 U.S. oil refineries; the equivalent of 80 1-megeton weapons get through, 
From prompt blast and radiation effects, 5 million Americans die. The U.S. economy is 
crippled. d m „ 

Case 2: The Soviets attack 100 key mmtary-industrial targets with the equivalent of 100 1-megaton 
weapons. Three million die of blast and radiation effects, another 8 million from tires; dead 
and injured total 10 to 16 million. 1 
Case 3: The Soviets attack 100 U.S. city centers with the equivalent of 100 1-megaton weapons. Four- 
teen million die from blast and radiation effects alone, a total of 42 million die from Wast, radi- 
ation, and fires; total dead and injured are 32 to 51 million. 1 

Assumptions: • Totat Soviet strategic attack of 10,000 weaoons. 
• Air defenses equally effective as BMP. 



'Adaotad from Mwtlfl Mariana Aan,apa£a viaiyaa* P*feaniagaa of wMpooi taking and a**#H aurvhrtiro d*4alad for security ctiMlttcatk* r ***° n * 
bFwS U S Conor,** Fcorvxwte Soct* Con9*w»fiC~ of N»cl»r AttocH o» rMUn/WdSiafaa, AStudy Praptrwl for II* Jolnl Cornm.Kaacj D"™ ***.«km. 
PubUthad by Jha Cotwnmaa on Banking Houalng, md Urban Affalf*. U S. Sonata (W«*Wftfllon, O.C.: U S. <k»#mmant *IMk* Ofitea. ithfc PP *1* 

tTrtn U $ ConortM OlU<* of Tachnology A«t*S9m^i Thm Effects of Nuctoar (Washing 0 C U S Govafnmonf PritiMno Ottlca. May. PP •< 75. Calcula- 
tion* raiiii **fi priormad lotOTA o y tha I ha U S 0*fin*> C^i Dafaft*. Prap»adr>aa. Aoanty About t2S 5O0*l*oron araaoont would tha tanta b«aal 
atfacta aa SO 1 magaton waapona. but iha pattam of diatnbution ©I biaat <«roM m fact do mora d*r*aga m « * 

•willi«n Dauoharty *i aJ "Tha Conaoquanca* Ot Umllad' Nuclaar Aitacfca on th# Unttad Statas/ int*ntf<m£ S^urffy. apring 1*Sft fvol 10, Ho. a* p. S Finding* 
baaad on tha author*' eompuiar almulat'oni. About ISO KXMilMon waaponi nova about tha aamo hlaat *te1» aa TOO 1 -macron *«(m» 
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ing to assess the effect on deterrence of vari- 
ous levels of defense, the strategic analysts 
compared the amount of damage the Soviets 
might suffer (as a weighted percentage of given 
types of targets) with the amount the United 
States might suffer. Differences in surviving 
(value-weighted) percentages of military tar- 
gets were assumed to confer strategic advan- 
tages or disadvantages that would affect So- 
viet decisions about how to respond to U.S. 
weapon deployments, whether to go to war, 
or whether to escalate a conflict to nuclear ex- 
change. 

Even very low leakage of the BMD system 
(and assuming comparable leakage of air- 
breathing nuclear weapon delivery vehicles) 
could still kill several million Americans, if that 
were the Soviet objective, (Note that the alter- 
native projections in table 3*1 suggest higher 
possible casualties.) This level of protection 
(given the mid-1990s projected nuclear threat) 
might assure survival of the United States as 
a functioning nation, but would not assure sur- 
vival of the whole population. Most of the sys- 
tem architects appeared to believe that in the 
long run they could design systems capable 
of keeping out a very high percentage of So- 
viet ballistic missile RVs (assuming the mid- 
1990s projected threat); none appeared to be- 
lieve that leakage levels compatible with "as- 
sured survival" of the U.S. population would 
be possible without negotiated limitations of 
Soviet offensive nuclear forces. 

U.S.-Sovirt Asymmetries 

With varying degrees of clarity, the system 
architects* use of nuclear exchange models 
brought out the current— and likely future- 
asymmetries between U,8. and Soviet offen- 
sive nuclear forces. The Soviet Union has more 
ballistic missile RVs than the United States. 
More of the Soviet RVs are based on land than 
on submarines* while the reverse is true of the 
U.S. ItVs* Tha United States has more strate- 
gic nuclear bombers and air- and sea-launched 
cruise missiles than the Soviet Union, while 
the Soviet Union has a more extensive air de- 
fense system than the United States, 



If the Soviet Union had ballistic missile 
defenses comparable to those of the Uuited 
States, the net effect of trying to defend our 
land-based missiles against a Soviet strike 
would be to reduce the U.S. ability to carry 
out planned retaliatory missions. Here is why. 
If defended, a sizable number of U.S. land- 
based missiles that might otherwise have been 
destroyed on the ground might survive a So- 
viet offensive strike. On the other hand, they 
would then have to survive defensive attacks 
as they attempted to cany out their retalia- 
tory missions against Soviet territory. In addi* 
tion< the U.S. submarine-launched missiles 
(SLBMs), which would not benefit from the de- 
fense of land-based missiles, would also have 
to face Soviet defenses. Furthermore, if the in- 
tercepted SLBMs were aimed in part at So- 
viet air defense assets, such as radar sites, the 
ability of U.S. bombers and cruise missiles to 
carry out their missions might also be im- 
paired. 

Besides the asymmetries in weapons, there 
are asymmetries in targets on the two sides. 
The Soviet Union, for example, reportedly has 
more than 1,500 hardened bomb shelters for 
its political leadership. The Soviets also are 
said to spend copious sums on other types of 
civil defense. The combination of passive de- 
fense measures and BMD might do more to 
protect valued Soviet targets than BMD alone 
would to protect valued U.S. targets. 

Given the asymmetries in U.S. and Soviet 
weapons and defenses, then, the net effect of 
mutual deployments of comparable levels of 
defense could be to weaken, not strengthen 
deterrence— if deterrence were still measured 
primarily by the penalty that we could impose 
on Soviet aggression through nuclear retalia- 
tion. (If deterrence were measured by denial 
to the Soviets of some attack goals other than 
re luring damage to the Soviet Union, then de- 
terrence might be strengthened.) 

The United States might compensate for 
U.S. -Soviet asymmetries in three ways: 

1. The United States could attempt to build 
and maintain BMD that was notably su* 
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perior to that of the Soviet Union so that 
a greater proportion of the smaller 
ballistic missile force could be expected 
to reach its targets. This was the recom- 
mendation of at least one of the SDI sys- 
tem architects, who argued that until very 
high defense effectiveness levels had been 
reached, equal defensive capabilities on 
the two sides might confer an exploitable 
strategic advantage on the Soviet Union 
(SDIO officials disagree with this 
assessment}. 

2. The United States could attempt to main- 
tain and improve the ability of its air- 
breathing weapons (bombers and cruise 
missiles) to penetrate Soviet air defenses 
so that the loss in effectiveness of our bal- 
listic missiles was offset by the other 
means of nuclear delivery > This course was 
assumed in the calculations of a second 
system architect 

3. 11'U.S. strategic defenses against all types 
of nuclear threat (air-breathing as well as 
ballistic missile) could be made extremely 
effective, we might not care about imbal- 
ances in punitive abilities on the two sides; 
the Soviets would have little or nothing 
to gain by threatening nuclear attack. 
Then, even a minimally destructive retal- 
iatory ability on the U.S. side should fully 
deter the Soviets from even contemplat- 
ing attack. This was the ultimate goal hy- 
pothesized by all the system architects. 
(It should be noted that most, though not 
all, analysts believe that this kind of de- 
terrence now exists* I f so, BMD would not 
significantly reduce the risk of nuclear 
war.*) 

However, some would argue that future So- 
viet "counterforce" capabilities, plus Soviet 
dvil defense and perhaps active (BMD and air 
defense), could reduce prospective Soviet dam- 
age to levels acceptable to them, A U.S. BMD 
system, it is argued, would either maintain the 

That is, 4? ran the threat of retaliatory punishment, it would 
be highly irrational for th* Soviets to start a nuclear war. Ill 
this view, whatever calculation* the Soviets may make about 
th* "military effectiveness' of the ir ballistic missiles, the price 
{in damage to the Soviet Union} would be tco high to justify 
a nuclear attack- 



survivability of the U.S. deterrent, or equal- 
ize the prospective damage on the two sides, 
or both. 

In Bum, the force exchange models employed 
by some of the SDI system architects seem to 
show that BMD performance levels must be high 
to substantially alter the current U,S.-Soviet 
strategic nuclear relationship: 

• Some increments of uncertainty could be im* 
posed on Soviet planner* by defenses able 
to intercept about half the Soviet missile 
force. If an "adaptive preferential defense" 
strategy could be executed, significant frac- 
tions of some sets of "point" targets might 
be protected. 

• The ability to intercept a high percentage 
of all Soviet strategic nuclear weapons in- 
cluding air-breathing ones (assuming threats 
projected for the mid-1990s) might actually 
deny the Soviets the ability to destroy many 
military targets. 

• However* at such levels of defensive capa- 
bility, because of asymmetries in U.S. and 
Soviet strategic postures, U.S. missile and 
air defenses might have to perform conspic* 
uously better than Soviet defenses to pre- 
vent the Soviets from holding an apparent 
strategic advantage * 

• The design of a system that could, in the 
long term, protect U.S. cities from poten- 
tial nuclear destruction seems infeasible 
without sizable, presumably negotiated, re- 
ductions in Soviet offensive forces. 

At the conclusion of this cl apter, we return 
to the subject of nuclear force exchange models 
to indicate the scope of future work OTA be- 
lieves should be carried out if a decision on 
BMD development and deployment is to be 
considered fully informed. 



"However, if the United States maintained a substantial 
bombercruise miosfe threat, if Sow ; air defences wen ineffec* 
tive, ar<d it th* Soviet* did not pom 'i substantial bomber-cruif* 
missile threat to the United States, such a Soviet advantage 
might be avoided 
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Limitations of Nuclear Force 
Exchange Models 

Although force exchange analysis is impor- 
tant, applying the results of the analyses re* 
quires extreme caution. The greatest danger 
lies in accepting the numbers generated by the 
computer as representing reality: they do not. 
The verisimilitude of a computer simulation 
can only be checked by comparisons with meas- 
ured results in the real world that the model 
is trying to simulate. There has never been— 
and we all hope there will never be— a real nu- 
clear war to calibrate the correctness of nuclear 
force exchange models. 

Instead, such models combine what is known 
or estimated about the characteristics of weap- 
ons and potential targets on each side with a 
myriad of personal, even if carefully consid- 
ered, judgments about how nuclear attacks 
would take place and what the immediate phys- 
ical results might be. If national leaders are 
to make wise use of the outcomes of such ana- 
lytic models, they need to judge whether they 
agree with the assumption? that go into the 
models (see table 3 2). 

Aside from the many subjective judgments 
that must go i ito force exchange models, there 
are other aspects of the real world that cannot 
be included in a quantitative computer simu- 
lation. The models generally include estimates 
of prompt casualties from nuclear attacks, but 
they do not even attempt to account for the 
longer term medical, social, political, and eco- 



Table 3-2.— Judgmental Assumption* In Nuclear Force 
Exchange Models 



* Soviet valuation of Soviet targets 

• Estimation of U.S. targets selected by Soviet planners 

• Priorities Soviets would attach to (testifying particular 
lafQets 

* Soviet estimates of the neHablfitlaa and capabilities of their 
weapons 

* Soviet estimates of the reliabilities and capabilities of U S 
weapons 

• U.S. estimates of the reliabilities and capabilities of U.S. 
weapons 

• U.S. estimates of the resistance or vulnerability to nuclear 
attack of various Soviet targets 

* Estimates of casualties on both sides from nuclear attacks 

SOURCE: OMtC* Of Ttchno 1 & AiM»vn*nt. IMS, 

nomic consequences of nuclear war. Computer 
simulations also abstract strategic calculations 
out of political context. We can only guess, 
with varying degrees of informed judgment, 
under what circumstances the Soviets would 
contemplate starting or risking nuclear war. 
We do not know how leaders on either side 
would actually behave in a real nuclear crisis. 
We do not know, in particular how and to what 
degree their decisions would be affected by mil- 
itary planners' strategic exchange calculations. 

In sum, nuclear force exchange models can 
serve as a useful tool for thinking about the 
goals we might use BMD to pursue. But they 
cannot demonstrate as scientific fact that 
those goals will be accomplished, nor can they 
offer certainty that the effects of deploying 
BMD would fulfill predictions. 



SYSTEM DESIGNS AND END-TO-END MODELS 



Force exchange models such as those de- 
scribed above can help analysts estimate how 
many nuclear weapons a BMD system must 
intercept to achieve various levels of protec- 
tion. In this way, decisionmakers can set the 
overall requirements for BMD performance. 
Much more detailed analysis is needed to evalu- 
ate systems designed to meet those re- 
quirements* 



This kind of analysis begins, as do force ex- 
change analyses, with projections of the So* 
viet missile threat dining the period fcr which 
one expects to have BMD deployed* In this 
case, however, analysts must consider more 
than the destructive capabilities of the offen- 
sive missile threat. Analysts must also esti- 
mate the precise technical performance of the 
missiles, the numbers of each type, and the tac- 
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tical plans under which the Soviets might 
launch them. In addition, the analysis has to 
include possible changes in Soviet offensive 
fortes* in response to U.S. BMD deployments* 
Among the techniques used for this kind of 
analysis are "end-to-end" computer simula- 
tions, which model both the offensive attack 
and the roles of each type of BMD component, 
from the sensor that first detects an enemy 
missile launch to the last layer of interceptors 
engaging reentry vehicles as they approach 
their targets. 

As table 3*3 indicates, an ICBM flight in- 
cludes four broad phases: the boost, post-boost, 
mid-course, and reentry or terminal. System 
architects for SDI have proposed ways of at- 
tacking ballistic missiles in all phases* 

Space- and Ground-Based Architectures 

Suggested components and functions of a 
multi phase BMD system are outlined in ta- 
bles 3-4 and 3-5* (Chs. 4 and 5 examine the tech- 
nology for many of these components in con* 
siderable detail.) The SDI system architects 
subdivided the primarily space-based architec- 
tures into nearer- and farther-term BMD sys* 



•Including offensive countermeaaum such aa decoys And de- 
fense suppression measures such as anti-satellite weapons. 



terns, with the nearer-term systems envisaged 
as evolving into the farther-term systems as 
the Soviet missile threat grows and as more 
advanced BMD technologies become available. 
Except for the projected timing, the architec- 
ture in table 3-4 reflects SDIO's proposal in 
mid-1987 for a first-phase "Strategic Defense 
System." The design would also be intended 
to lay the basis for expansion into phase two 
and tKcs systems. 

The architectures in table 3-5 draw on infor- 
mation provided by SDIO, but do not consti- 
tute their— or anyone else's— specific proposal 
for what the United States should plan to de- 
ploy. Instead, the examples provide a frame- 
work for analyzing how the parts of a future 
BMD system would have to fit together to try 
to nit ■ the requirements set for it* The tables 
do include the leading candidates for sensors, 
discrimination, and weapons described by the 
system architects. The projected dates in the 
tables reflect OTA rather than SDIO estimates 
for the earliest plausible periods over which 
each phase might be deployed if it were proven 
feasible. 

The SDI system architects subjected their 
various BMD constructs to detailed computer 
simulations, (These are called "end-to-end" 
simulations because they attempt to model 



Tablf 3*&-Phasu of Ballistic Missile Trajectory 



Phase Duration 

Boost Several 10s to 100a of secands* 

Post-boost 10s of seconds to 10s of 

minutes" 

Mid-course About 20 minutes (less for 

SLBMs) 

Reentry 30 to 60 seconds 



Description 

Powered flight of the rocket boosters lifting the mi&slle 
peyload Into a ballistic trajectory 

Most ICBM* now have a "post-boost vehicle" (PBV), en 
upper guided stage that elects multiple, independently 
targeteble reentry vehicles (MIRVs) Into routes to their 
targets. If these RVs are to be accompanied by decoys to 
deceive BMD systems, the PBV wilt dispense them as 
well 

RVs and decoys continue along a ballistic trajectory, several 
hundred to 1,000 kilometers up in space, toward their 
targets. 

RVs and decoys reenter the Earth's atmosphere; lighter 
decoys first slow down In the upper atmosphere, then 
bum up because of friction with the air; RVs protected 
from burning up in friction with the air by means of an 
ablative coating; at a preset altitude, their nuclear 
warheads explode, 



%ow in lh* hundrwft ol •vcmav In in* fulur* bowl tin** m* t* gnp**^ reducrt. 

b Po*i b&Mt diiptnd i+rrvt* m*y *i*o t» thort*wL (nouffh pvrnipt with pmaittm in piykud, numbn tH Atkteour** tf#c**t, *nd tecurey. 
SOURCE: Q*1\c* ol Ttehnotoft A|***«n#ftt, 1SS8. 
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T«bl« 4<4.— SDIO't Phaaa Ops Sp*c*» ind Ground* Bated BMC Archlttcfor* 



Component 



Number 



Desgflgtion 



"unction 



Finl pUss* (ipproxlmtfrly 199S-20X): 
Battle Management Variable 
Computers 



Boost Phase 
Surveillance and 
Tracking Satellite 



Space-based Interceptor 
Carrier Satellite 



Probe 
or 

Space Surveillance and 
Tracing System 

or 

Space-based Interceptor 
Carrier Satellites 

Exo-ai mo spheric 
Interceptors (ERIS) 



Several at high altitude 



100s at several 100s of 
km altitudes 



10s 



10s 



100S 

1000s on ground -based 
rockets 



May be carried on sensor 
platforms, weapon platforms, 
or separate platform*,; ground- 
based units may be mobile 

(nfrared sensors 



Each would carry about 10 small 
chemical rockets or "SBIs"; 
might carry censors for 
cracking post-boost vehicles 

Ground-launched rocket*bome 
infrared sensors 

Satellrte-borne infrared sensors 



Satellite-borne infrared sensors 

Rocktt booster, hit-to-kill 
warhead with Infrared seeker 



Coordinate Inack data; control 
defense assets; select 
strategy; select targets; 
command fixing of weapons 

detect ballistic or A SAT missile 
launches by Observing hot 
rocket plumes; pass 
information to tracking 
satellites 

On command, launch rockets at 
ant i -satellite weapons 
(attacking BMD system), 
boosters, possibly FSVs. 

Acquire RV tricks, pass on to 
ERIS Interceptors 



Cued by satellite-borne or 
rockettxm.e Infrared sensors, 
home in on and collide with 
RVs In late mld«course 



SOURCE Offiei Of Technology AtM»imenr. tWS. 



BMD performance from booster launch to fi- 
nal RV interception.) Such simulations help 
show the interdependence of the system com- 
ponents and the requirements posed for the 
technologies that go into them. These analy- 
se? show that, at least in the long run, inter- 
cepting a substantial portion of the missiles 
in the boos v phase and early post-boost phase 
would be essential to a highly effective BMD 
system. This conclusion follows from die fact 
that 1,000 to 2,000 boosters could dispense 
hundreds of thousands of decoys that would 
greatly stress mid-course interception. 10 

The system architects noted that this boost- 
phase interception task would eventually (bar- 
ring sizable offensive arms limitations) have 
to be accomplished by means of directed -ener- 



"SDIO officials point out that an arms control agreement re- 
ducing offensive forces would make the defensive job easier and 
cheaper. On the other hand, the Soviets may not be persuaded 
to enter into such an agreement unless they can be shown that 
potential defensive options would make offensive countermeea- 
ures on theii part futile. 



gy weapons, rather than by the apace bawi 
interceptors (SBIs) envisaged for the first 
stage of BMD deployments. The speed-of-light 
velocity of directed energy would be needed 
because the development of faster-burning 
rocket boosters and faster-dispensing post- 
boost vehicles (PBVs) would eventually per- 
mit Soviet missiles to finish their boost phases 
before the space-based interceptors (SB is) 
could reach them 

The SDIO contends, however, that intercep- 
tion of PBVs may suffice to meet SDI goals* 
Although a fast-burn booster would burn out 
inside the atmosphere, the PB V must clear the 
atmosphere to dispense light-weight decoys. 
It then would be vulnerable to SBIs. If SBI 
interception of PBVs were adequate, directed- 
energy weapons might not be necessary. If suc- 
cessfully developed, though, they might prove 
more cost-effective. 

The interplay of offensive and defensive tech- 
nologies is discussed in more detail in chap- 
ters 6, 10, and 11 of this report 
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Table 3^5.— OTA't Projections of Evolution of Ground- and Sp^BiMd BHD Architecture 



Component 



Number 



Description 



Function 



S+cond pht$4 (mppraxhnsfty 300Q-Z010) ttpkc* flrttphs** component* «xt sett 
Airborne Optical 10s in flight Infrared sensors 

System (AOS) 



Ground-oased Radars 10s on mobile platforms X-band imaging radar 



High Endo-atmospheric 
interceptors 



Space Surveil lance and 
Tracking Satellite 
(SSTS) 



1000s 



50-100 at tew 1000s of 
km. 



Space-based interceptor 1000s at 100a of km 
Carrier altitudes 



Space-based Nejtral 10s to 100s at altitude 
^article Beam (NPB) similar to SSTS 



Detector Satellites 



100s around particle 
beam attitudes 



Third pfcase (tpproxlmsttty 2005-211 S), replace 
Ground-based Lasers, 10s of ground-based 
Space based Mirrors lasers; 10s of relay 
mirrors; 10s to 100s 
of ba* - *nimors 



Rocket with Infrared seeker, non- 
nuclear warhead 



High -resolution sensors; laser 
range-finder and/or Imaging 
radar for finer tracking of 
objects; 



May carry battle management 

computers 

Each carries about 10 small 
chemical rockets or "KKVs"; 
at low altitude; fighter and 
faster than In phase one 

Atomic particle accelerator 
(perturber component of 
interactive discrimination; 
additional sensor satellites 
may be neededi 

Sensors to measure neutrons or 
gamma rays from objects 
bombarded by NPB; 
transmitters send data to 
SSTS and/or battle 
management computers 

pftas* compontnt* anal add; 
Several laser beams from each 
of several ground sites bounce 
off relay mirrors at high 
altitude, directed 'o targets by 
battle mi.rora at lower 
altitudes 



Track RVs and decoys, pass 
Information to ground battle 
management computers for 
launch of ground-bated 
interceptors 

Cued by AOS, track RVs as they 
enter atmosphere; discriminate 
from decoys, pass information 
to ground battle managers 

Collide with RVs Inside 
atmosphere, but before RV 
nuclear detonation could 
cause ground damage 

Track launched boosters, post* 
boost vehicles, and ground or 
space-launched ASATe; 

Track RVs and decoys, 
discriminate RVs from decoys; 

Command firing of weapons 

On command, launch rockets at 
anti-satellite weapons 
(attacking BMD system), 
boosters, PBVs, and RVs 

Fire hydrogen atoms at RVs and 
decoys to stimulate emission 
of neutrons or gamma rays as 
discriminator 

Measure neutrons or gamma 
ray? emitted from RVs: heavier 
objects emit measurable 
neutrons or gamma rays, 
permitting discrimination from 
decoys 

Attack ooosters and PBVs 



SOU ACE Orfie* Of TtehnoiOffy Aw ■mtnl J 1SSS. 



Battle Management Architecture 
Specifying Battle Management Architecture 

Any BMD system architecture will contain 
a kind of sub- architecture, the "battle manage- 
ment architecture/' The battle management 
design shows how BMD system components 
would be integrated into a single coordinated 
operating entity. The battle management soft* 
ware, which would direct the battle manage- 



ment computers and control the actions of the 
system, would carry the burden of integration. 
A communications system would transmit 
data and decisions among the battle manage* 
ment computers and between the computers 
and the sensors and weapons. 

The system would probably divide the vol- 
ume in which the battle would be fought into 
a set of smaller battle spaces. A regional or 
local battle manager would consist of the bat* 
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tie management software and computer with 
responsibility for controlling the resources 
used to fight *-ithin a particular battle spacp. 
The battle manager and the resources it con- 
trolled would be known as a battle group. The 
battle management architecture specifies the 
following; 

• the physical location of the battle man* 
agement computers and the nodes of the 
communications network; 

• the method for partitioning resources into 
battle groups so that battle management 
computers have access to and control over 
appropriate numbers and kinds of sensors 
and weapons; 

• a hierarchical organization that specifies 
the authority and responsibility of the bafc 
tie managers, similar to a military chain- 
of-command; 

• the role of humans in the battle manage- 
ment hierarchy; 

• the method used for coordinating the ac- 
tions of the battle managers through the 
battle management hierarchy and across 
the different battle phases so that hand- 
over of responsibility, authority, and re- 
sources between boost, post-boost, mid* 
course, and terminal phases would take 
place smoothly and efficiently; and 

• the organization of and the method used 
for routing data and decisions through the 
communications network, probably orga- 
nized as a hierarchy that would govern 
how the nodes of the network were con- 
nected. 



Battle management architectures proposed 
so far have varied widely in their approach to 
these issues. For example, some architects pro- 
posed placing their space-baaed battle manage- 
ment computers on the same satellite plat- 
forms as the Space Surveillance and Tracking 
System (SSTSh some cn the carrier vehicles, 
and some on separate battle management plat* 
f onns; some proposed that the battle managers 
ei hange track information only among neigh- 
bor battle managers at the same level of the 
battle management hierarchy, while others 
proposed that the same data also be exchanged 
between upper and lower levels; some ar- 
chitects permitted humans to intervene in the 
midst of battle to select different battle strat- 
egies while others allowed humans wily to au- 
thorize weapons release. 

Table 3-6 describes two different battle man- 
agement architectures that are representative 
of those proposed. It shows tb physical loca- 
tions of the battle managers, the criteria used 
for partitioning resources into battle groups, 
the data exchanged by the battle managers, 
the methods used for coordinating responsi- 
bility and authority between phases of the bat- 
tle, the degree to which human intervention 
would be allowed during battle, and the struc- 
ture of the communications network. 

Interaction Between B»Ule Management 
and System Architecture 

Battle management architectural decisions 
would strongly affect the size, complexity, and 
organization of the battle management soft- 



Tabli 3-6.— Two Representative Built Management Architecture* 



Dea'gn by 
location of 
battle 

managers Partitioning criteri on 



Data exchanged bv 
battle managers 



Method of coordinating 
between battle phase* 



Decree of 
human intervention 



Local batt't groups 
assigned to cover 
SSTS specific Earth baaed 

geographic areas 

D—ign II: Inmaffy geographic. 

tnen by threat tube 
Carrier (the path along 

vehicles which a group of 

missiles travels) 



Object tracks 



HeaM) (weapon status) 
Information 



SOURCE: Office oi Technology Ait**im«r>t ifee 



Regional battle 
managers control 
hand-over between 
phases 

Aft battle managers 
use same criteria for 
target allocation, 
taking Into account 
locations of other 
battfe managers 



Communications 
network organize! Ion 



Humans authorize 
weapons retease at 
atari of battle; can 
twitch strategies 
during battle 

Humans authorise 
weapons release at 
ela/t of battle 



Two-tiered hierarchy 



AM nodes in line of- 
eight of each other 
are interconnected 
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ware. Because of the close relationship between 
the battle management computers and the 
communications network, such decisions also 
would strongly affect the software that con- 
trolled the computers forming the nodes of the 
communications network. A good example of 
the interaction among system architecture, 
battle management architecture, and battle 
management and communications software is 
represented by the controversy over how 
widely distributed battle management should 
be. The two extremes of completely central- 
ized and completely autonomous battle man- 
agers and a range of intermediate options are 
discussed in both the Fletcher and Eastport 
group reports and considered in all the architec- 
tural studies. 11 

Physical Organization v. Conceptual Design 

Analyses often have reflected confusion be- 
tween the physical organization and the con- 
ceptual organization of the battle managers. 
The physical organization may be centralized 
by putting all of the battle management soft- 
ware into one large computer system, or be dis- 
tributed by having battle management com- 
puters on every carrier vehicle. Similarly t the 
software may be designed as: 

1. a single, central battle manager that con- 
trols the entire battle; 

2. a hierarchy of battle xranagers r with lo» 
cat battle managers each responsible for 
a small battle space, regional battle man- 
agers responsible for coordinating among 
local batt'e managers, and a central bat- 
tle manager coordinating the actions of 
the regional battle managers; or 

3. as a set of completely independent battle 
managers with no coordination among 
each other. 

Any of these three software designs might be 
implemented U3ing either a centralized or dis- 



u Report of the Study on Eliminating The Threat Posed by 
Nvdtar Ballistic Missiles, Vol. V. Battle Management Com* 
munications. and Dais Processing, October 1983, Thii was the 
only unclassified volume of the Fletchr < commission report See 
also "Eastport Study Group -A R^ot/t to the Director. Stra- 
tegic Defense Initiative Organize *oc" <?*stport Study Group, 
Marine Del Rey. CA. 1 mi 



tributed physical organization. Variations on 
the three designs, ag., introducing more levelf 
into the battle manager hierarchy, are possi- 
ble, but infrequently considered. 

The physical organization and the conceo- 
tual design would impose constraints on each 
other, and factors such as survivability and 
reliability would drive both. A widely distrib- 
uted physical design, involving many inde- 
pendent computers, would impose too heavy 
a synchronization and communications pen- 
alty among the physically distributed compo- 
nents of the software to permit use of a cen- 
tralized conceptual design: the attendant 
complications in the software would make the 
battle manager unreliable and slow to react. 
Physical distribution requires the battle man- 
agement software on each computer to be rela- 
tively autonomous. A system with completely 
autonomous battle managers would perform 
less well than a system with communicating 
battle managers. Accordingly, even a widely 
distributed physical organization would likely 
require some communications and synchroni- 
zation among the battle managers. 

A centralized physical design might not pro- 
vide sufficient computer processing power for 
acceptable performance, but would signifi- 
cantly improve communications among the 
battle managers. The result might simplify the 
software development, and lead to greater soft- 
ware reliability. On the other hand, such an 
organization might result in a poorly surviva- 
ble system: if the central computer were dis- 
abled, the remainder of the aystem could not 
function. 

Integrating Battle Management Architecture 
With System Architecture 

Since the system architecture, physical bat- 
tle management organization, and battle man- 
agement software design affect each other, all 
should be considered together. The relation- 
ships and interfaces among the battle manage 
ers should be defined either prior to or together 
with definition of the physical organization of 
the battle managers and their requirements for 
communication with each other and with sen- 
sors and weapons. As the Fletcher report 



stated, "The battle management system and 
its software must be designed as an integral 
part of the BMD sj-stem as a whole, not as an 
apphque. 11 

Most of the SDI architectures proposed so 
far have shown Jitds evidence of an integral 
design. Software design has been largely ig- 
nored, giving way to issues such as the loca- 
tion of the battle management computers and 
the criteria for forming battle groups. The 
SDIO has reported that it is attempting to bet- 
ter integrate overall system architecture 
studies and battle management studies in its 
current phase of system architecture contract- 
ing However, the system proposed in mid-1987 
for 'demon station and validation" seemed to 
reflect no such integration. 

Some Important Results of the System 
Requirements and Design Work 

Systems analysis for SDI is still, necessarily 
at a preliminary stage. Its most valuable con- 
tribution so far has probably been the iden- 
ufication of key issues that research would 
have to resolve satisf actorily before the Nation 
could make a rational decision to proceed to 
development and deployment of BMD. In par- 
ticular, the analyses have shown the following: 

Boost Phase Interception 

Adequate boost-phase interception of mis- 
siles is essential to make the mCd-course and 
terminal interception problems manageable; 
otherwise, the offense has the opportunity to 
deploy so many decoys and other penetration 
aidi that they could swamp the other defen- 
sive layers. However, an adequate boost-phase 
interception may, over time, be countered by 
new offensive weapons and still have done «ts 
job: after deploying all the faster burning 
boosters and PBVs it could afford to counter 
the boost-phaso defense, the offense may not 
be abb to deploy enough decoys to ove, whelm 
the raid-couise defense. 



"Ibid. 



Ultimate Need for DirectedEnergy Weapons 

As a corollary to the need for effective boost- 
phase interception, it will be important to have 
a credible long-term system design which in- 
cludes directed-energy weapons based in space 
to carry out boost-phase interception against 
boosters and PBVs that are too fast to be 
reached by kinetic energy weapons. Without 
such a credib's plan, the boost-phase intercep- 
tors would face fairly predictable obsolescence. 
(It is possible, however, to imagine the devel- 
opment of new SBIs able to penetrate the up- 
per atmosphere; if launched quickly enough, 
they could then reach some boosters.) 

Need for Interactive Discrimination 

Because of the potential for Soviet deploy- 
ment hundreds of thousands of decoys that 
passive sensors may not be able to differenti- 
ate from RVs disguised as decoys ("anti-simu- 
lation"), mid-course interception is likely to re- 
quire means of perturbing RVs and decoys and 
highly capeble sensors to detect the differences 
in the ways the two kinds of objects react. Such 
means of "interactive tiiscrimination'' have 
been conceived but not yet built and tested. 

Interdependence of Defensive Layer* 

Ideally, independent layers of sensors and 
weapons would carry out interception of each 
phase of ballistic missile trajectory, thus elim- 
inating common failure modes and common 
nodes of vulnerability to hostile action. In fact, 
for practice! reasons, the system architects 
genua, / produced designs with considerable 
degrees of interdependence. In addition, as 
noted above, even if the functions of each layer 
were perfumed entirely independently, failure 
m one phase of interception (the boost-phase, 
for example) can severely afiect the potential 
performance of succeeding phases. 

Importance of Integrated Battle Management 
Architecture 

Initially, system architecture and battle 
management architecture studies were sepa- 
rately contracted for. prodncfeg large dis- 
crepancies among those who had studied eacS 
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subject the most. The two sets of studies are 
apparently now being better integrated, and 
presumably subsequent designs will reflect 
that integration. 

Distributed Battl* Management 

Although considerable work on designing 
BMD battle management remains, analysis so 
far mafc es dear the importance of a battle man- 
agement system that make decisions in a dis- 
tributed, as opposed to centralized, fashion. 
Attempting to centralize the decisionmaking 
would ooth impose excessive computing, soft- 
ware engineering, and communications require 
inents and make the system more vulnerable 
to enemy disruption. 



Heavy Space Transportation Requirements 

The system architecture designs now permit 
better forecasts of the requirements imposed 
by space-based systems for space transporta- 
tion capabilities— capabilities far beyond those 
the United States now possesses. (Primarily 
ground-based architectures do not share this 
problem.) 

Requirements for Assured Survival 

There appears to be general agreement on 
the importance of significantly reducing offen- 
sive force developments if one hopes to pro- 
vide mutual assured survival for the U.S. and 
Soviet populat ; ons. 



IMPORTANT SYSTEMS AN 

The SDI architecture studies have just be- 
gun to address the complex problems of de- 
signing a working, survivable BMD system 
with prospects for long-term viability against 
a responsive Soviet threat. Thus far, the ar- 
chitecture studies have served the useful pur- 
pose of helping to identify the most critical 
technologies needing further development. Fu- 
ture system designers would have to integrate 
the technologies actually available— and mass 
producible— into deployable and workable 
weapon systems. 

Given that the system architects and SDIO 
are just over 2 to 3 years into an analytic ef* 
fort that will take many more years, it is not 
a criticism to say that much work remains. 
However, it appears to be the case that the anal- 
ysis supporting tne first-phase architecture that 
SDIO proposed in mid-1987 simply did not ad- 
dress many key questions. The following are fur- 
ther tasks that analysts should carry out to help 
both the executive and legislative branches judge 
the potential effects of decisions on BMD. 

Further Strategic Nuclear Force 
Exchange Work 

The strategic nuclear exchange modeling 
done so far by the SDI system architects pro- 



LYSIS WORK REMAINING 

vides a useful beginning to the larger and 
lengthier task of developing the information 
that will be needed for a national decision on 
whether to deptoy BMD. If the limitations of 
these kinds of simulations ore borne carefully 
in mind, they can help one to understand how 
BMD might affect the calculations of US. and 
Soviat national leaders, both in decisions about 
peace and war and in decisions about long-term 
strategic policies. They can also help to clar- 
ify the assumptions all participants bring to 
the U.S. national debate about BMD. 

Introduce Comparability Among Analyse 

It is desirable to have competing sets cf com- 
puter simulation models for analyzing the same 
questions. In that way, decisionmakers could 
compare differing conclusions and identify the 
underlying assumptions of each. (Comparisons 
could also uncover errors in implementation 
of the models.) Analysts should run different 
models using the same sets of data about the 
Soviet missile threat, the same configurations 
of defensive systems, and the same offensive 
and defensive strategies and tactics. Thus far, 
differences in these elements have made the 
analyses of the system architects difficult to 
compare and judge. 
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Further Analyses of Soviet 
Of fetiim e 

The simulations run so far have examined 
only lirru t .<3d variations on Soviet attack plans 
in the facn of growing U,& defensive capabil- 
ities: the assumption is made that the Soviets 
have an inflexible list of targets. The Soviets 
are assumed to optimize their exact attack plan 
to destroy the highest possible number of those 
targets at some level of confidence. Suppose, 
however, that if defenses drastically reduced 
Soviet confidence in their ability to destroy 
hardened military targets, they concentrated 
on softer military and economic targets. 
Analysts must carry out further exploration 
of this possibility if decisionmakers are to un- 
derstand the full implications of BMD for all 
types of deterrence {see table 3-1). 

Assumptions About Deterrence 

An analytic focus on an inflexible Soviet tar- 
get plan seems to be related to a simplified 
model of potential Soviet motives for attack. 
The usual working assumption seems to be 
that the Soviets would decide to launch a nu* 
clear strike on the United States on the basis 
of calculations about the probabilities of de- 
stroying certain percentages of various types 
of targets. In this view, above a certain thresh- 
old for one or more of these probabilities, the 
Soviets would be willing to strike, and below 
it they would not because they could not ac- 
complish their military purposes. One target 
set would be the weapons and command- and- 
contro] facilities that would permit a U.S. nu- 
clear retaliation. But the exact role in Soviet 
decisionmaking attributed to fear of retalia- 
tion—as opposed to accomplishment of other 
military objectives— remains unclear. The nu- 
clear exchange models should make more explicit 
their assumptions about the weightings given 
to denial of military objectives as opposed to the 
likelihood and intensity of VS. retaliation as en- 
forcers of deterrence. 

Analysts should attempt to identify the in- 
crement of uncertainty added to the Soviet cal- 
culus of nuclear war provided by levels of defen- 
sive capability that might increase Soviet 
uncertainty about achieving attack objectives, 



but that, could not assure denial of those objec- 
tives. Mirny things could go wrong with a nu- 
clear attack precisely scheduled to achieve a 
specific set of goals (such as knocking out a 
given percentage of U.S retaliatory capabil- 
ity). How much uncertainty would a given level 
of BMD add to that which already exists? 
What are the potential Soviet responres to this 
additional uncertainty? 1 * To what ext ent would 
the increment of uncertainty strengthen de- 
terrence? At what cost per increment of 
strengthened deterrence? 

Strategic Stability Analyses 

Closely related to the question of Soviet at- 
tack motivations is the question of strategic 
stability. In its 1985 report on BMD, OTA em- 
phasized the importance of exploring this ques- 
tion thoroughly, 

A simplified approach to crisis stability is 
as follows: in a military confrontation with the 
United States, Soviet decisionmakers would 
calculate whether or not they could achieve a 
given set of military objectives by launching 
a strategic nuclear first strike. If the objectives 
seemed attainable, they would strike; if not, 
they would refrain. The system architects have 
considered this scenario. 

Another possibility they should address, 
however, is that Soviet perceptions of a likely 
U.S. first strike might afreet Soviet behavior. 
System architects have been understandably 
reluctant to run or to report extensively oil 
simulations in which the United States is as- 
sumed to strike first. Such analyses might inv 
ply to some that a change is being contem- 
plated in U,S, policy not to launch a preemptive 
strategic nuclear first strike. Nevertheless, 
such analysis needs to be done, riot because 
the United States would launch such an attack, 
but because the Soviet Union might not be- 
lieve that it would not. 

**A possibility suggested by one reviewer of the OTA study 
w that the Soviets discover, unbeknownst to the United States 
* way of enabling the U.S. BMD system (perhaps by spoofing 
its command and control system!. Further, the Soviets validate 
their countermeasure with undetected techniques before actu- 
ally launching an attack. Certain that their teddiique will work, 
and their offensive forces augmented in response to the U.S, 
defensive deployments, the Soviets in this scenario end up more 
certain about the probable success of their attack than before 
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It is conceivable, for example, that Soviet 
strategic exchange calculations could show 
that a U.S. first strike, backed up by U.S. 
BMD, might allow the United States to reduce 
significantly the damage from a Soviet "ragged" 
retaliatim'* On the other hand t a Soviet first 
strike might have an analogous effect. If the 
Soviets believed that the United States, ex- 
pecting a Soviet strike, might strike first, then 
the Soviets might try to get in the first blow. 
Thus, they would not make their decision to 
strike on the basis of accomplishing a clear set 
of military objectives, but instead on the ba- 
sis of choosing the less terrible of two cata- 
strophic outcomes. 

Even if the Soviet Union and the United States 
avoided a nuclear crisis in which such calcula- 
tions might play a role, the calculations could 
still influence the longerrange Soviet responses 
to U A BMD deployments. The Soviets might 
decide that it was extremely important to them 
to maintain a "credible" nuclear threat against 
the United States, and therefore be willing to 
spend more on maintaining offensive forces than 
"cost-exchange" ratios would seem to justify. 

Administration officials have repeatedly 
stated their desire to negotiate (or find unilater- 
ally) a "stable transition" path to a world in 
which strategic defenses play a large role. Find- 
ing such a path would require careful analysis 
of the incentives presented to Soviet leaders by 
U.S. act'csis. Estimating the consequences of a 
hypothetical U.S. attack is one key part of such 
an analysis. Only then might U.S. analysts 
identify offensive and defensive force levels 
that both sides could believe served their secu- 
rity. Some of this analytic work has been 
started, but more is necessary. 

U.S. Responses to Soviet BMD 

It is entirely possible that the Soviet Union 
will not wait until the United States decides 
whether deploying BMD is a good idea or not, 
but instead will unilaterally choose to expand 

"A "ragged" retaliation is one carried out ifter the first strike 
has destroyed at least portions of the nation's strategic forces 
and possibly degraded ita command arid control system, result- 
tag in i relatively unstructured diluted cou7<tOT*ettack. 



its own BMD system, 14 The United States con* 
ducts BMD research in part to be able to re- 
spond in kind to such a decision. The system 
architects for SDI have conducted simulations 
to show how a responding U.S. BMD deploy- 
ment might restore the U.S.-Soviet strategic 
balance. Before the United States chose such 
a response, however, two other kinds of anal- 
ysis are desirable. First, analysts should com- 
pare the BMD option with the option of circum- 
venting Soviet BMD by means of increasing 
ILS, air-breathing, low-flying cruise missile 
forces. Second, researchers should determine 
the ability of U.S. technology to find adequate 
offensive countermeasures to Soviet BMD. 

These questions are partly amenable to the 
strategic exchange modeling technique. In the 
first case, the model could assume various 
numbers of cruise missiles with varying levels 
of probability of penetration in battle scenarios 
in which Soviet BMD was degrading the abU- 
ity of U.S. ballistic missiles to get through. 
Analysts could compare these outcomes to 
those of similar scenarios in which the U.S. de- 
ployed BMD instead of additional cruise mis- 
siles. Then they could estimate quantities of 
BMD and cruise missiles required to produce 
similar outcomes. This information could pro- 
vide the basis for cost-effectiveness compari- 
sons between BMD and cruise missiles once 
data on the actual costs of the two types of 
systems became available. 

Similarly, analysts could plug into the simu- 
lations the increases in warhead penetration 
ot Soviet defenses caused by U.S. offensive 
countermeasures. Once estimates were avail- 
able for the costs of these countermeasures, 
analyses could develop some idea of the rela- 
tive cost-effectiveness of offense and defense. 



"Aspemitted by the ABMTreaty, the Soviets have retained 
a limited, nuclear armed ballistic missile defense system in the 
Moscow area; they are currently expanding the system to the 
full 100 interceptors permitted by the treaty, sad could con- 
ceivably replicate the system elsewhere- They have also con- 
structed a aw of phased array radars around the Soviet Union 
which would provide warning and limited battle management 
capabilities for such an expanded system. 
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Analysis of Alternate Defensive Measures 

The lesser goals of strategic defense— that 
is, enhancing deterrence by increasing Soviet 
uncertainty or deniaJ of various military 
objectives— have thus far been considered as 
preliminary benefits on the way toward ex- 
tremely high degrees of population protection. 
Therefore, alternate means of achieving the 
lesser goals as ends in themselves have not 
been analyzed* A few examples might clarify 
this point. 

Defense of Land-Based iCBMs.— If strength* 
ening deterrence by increasing the survivabil- 
ity of U.S. land-based retaliatory forces, espe- 
cially ICBMs* were the goal of deploying BMD, 
then the system designs done for tie SDI 
might not be optimal. 11 Instead, ground-based, 
low-altitude interceptors located relatively 
near the missiles to be defended might be less 
expensive (unlike cities, hardened missile silos 
or capsules might withstand low-altitude nu- 
clear explosions). In addition, the United 
States would want to consider how it could use 
various forms of mobile or deceptive basing 
of ICBMs in conjunction with limited BMD 
to make the enemy's cost of attacking the mis- 
siles prohibitive 

Careful analysis of the goal of protecting 
strategic bomber bases from SLBMs launched 
not far off U.S. shores might also yield differ- 
ent BMD designs combined with different 
bomber basing tactics. 

Defense of Command, Control, and Commu- 
nications Facilities.— Similarly the strategic 
goal of increasing the survivability of the U.S, 
command and control system for nuclear forces 
might be achieved by some form of BMD, but 
the United States should also compare the cost 
and effectiveness of BMD with those of other 
measures for making the system more resis- 
tant to nuclear attack. Further analysis might 
show that some combination of passive sur- 
vivability measures and BMD would be more 
cost-effective than either alone. 



J *See O S. Congress, Office of Technology Assessment, MX 
Missile Basing, OTA* I SOI 40 [Washington. DC: U.S. Govern- 
ment Printing Office. September 190U. 



Defense Against Accidental or Terrorist Mis- 
sile Launches.— Protecting the country against 
10 or so incoming reentry vehicles is a much 
different task than protecting it against thou- 
sands. While SDI*designed systems might of* 
fer such protection as a side-benefit, if this kind 
of defense were to be the major goal of deploy- 
ing BMD, one would consider different, modi 
simpler and cheaper architectures than those de- 
signed for the SDI." 

Further System Requirements 
and Design Work 

Analyze Additional Threats to 
BMD System Survivability 

The SDI system architects recognized that 
survivability would be a critical feature of any 
BMD system. They devoted considerable ef- 
fort and ingenuity to inventing ways to reduce 
system vulnerability to Soviet attack. The 
chief threat to survivability they examined was 
ground-based, direct-ascent anti-satellite 
weapons— rockets that the Soviets could "pop 
up" from their territory to attack U.S. space- 
based BMD assets with nuclear or non-nuclear 
warheads. This was a reasonable first approach 
to the survivability problem: such weapons 
probably represent the kind of defense suppres- 
sion weapon most immediately available to the 
Soviets. If the defense could not counter this 
threat, then there would be no poin t in explor- 
ing other, more sophisticated threats. 

In the second round of their "horse race" 
competition the system architects did very lit- 
tle analysis of other potential threats to BMD 
system survivability, particularly longer-term 
space-based threats. The threat of "space 
mines/' satellites designed specifically to 
shadow and destroy the various space-based 
BMD components, was not considered in 
depth. Moreover no analysis assumed that the 
Soviets might deploy in space a BMD system 



"For example, a few ground*based, long-range interceptor* 
like the Exo-atrooepheric Reentry Interceptor System {ERIS}- 
eee cL 6- could cover the continental United States; existing 
early-warning radars could give initial track information and 
a few "pop-up" infrared sensor probes provide final track infor- 
mation. 



comparable to that of the United States; thus 
the potential vulnerabilities of such weapon sys- 
tems to one another were not considered In- 
stead, it was assumed that the United States 
would, for the most part, militarily dominate 
near-Earth space* From the statement of work 
provided to the SDI system architecture con- 
tractors late in 1986, it remained unclear 
whether this assumption would be changed in 
the follow-on studies to be completed early in 
1988. 

Develop Realistic Schedules 

The system architects were originally in* 
structed to design systems that might enter 
full-scale engineering development in the early 
1990s and be deployed beginning in the mid* 
1990s. The systems they designed would have 
required challenging technical achievements 
even under the originally requested SDI 
budgets. For example, one system architect 
pointed out that a vigorous technology pro- 
gram did not yet exist for an active space-based 
sensor crucial to an 1 'interim 1 ' defense intended 
for deployment in the mid-1990s. Or, to take 
another example, deployment in the mid-1990s 
of the space-based systems identified by the 
architects would require that the United States 
decide almor \> immediately to begin acquiring 
the massive space transportation system that 
deployment would require. 11 

Given the actual levels of SDI funding appro- 
priated by Congress thus far, mid-1990s deploy- 
ment of the kinds of systems initially proposed 
by the system architects is clearly not feasible. 
Even with the requested funding, it is unlikely 
that researchers could overcome all the tech- 
nological hurdles in time to permit confident 
full-scale engineering decisions in the early 
1990s. Nor is it clear that the full-scale engi- 
neering process, including establishment of 
manufacturing capabilities for the complex 
systems involved, could be completed in just 
3 or 4 years, (For example, the most optimis- 
tic expert estimate OTA encountered for engi- 
neering full-scale SDI battle management Soft- 
^The SDIO requested 1250 ntf'fcm m supplemenUl funds tor 
fiscal yemr 1967 to develop techufagy for low-cost apace tr*n* 
portitiou. 



ware was 7 years.) In short, the systems 
designated as "interim" (similar to those la- 
beled "Second PhasV in table 3-5) by the s,yr- 
tern architects would not be likely to reach full 
operational capability until well after the year 
2000. 

Late in 1986, SDIO called cm its contractors 
to orient their work to a much scaled-back sys- 
tem architecture, with scaled-back strategic 
goals (see the "First Phase" in table 3-4). 
Speculations emerged in the press about "early 
deployment" options under consideration. 
Analysis of the "phase one" designs, however, 
suggests that even they could not be ready for 
initial space deployment until at least the mid- 
1990s. Nor could they be fully in place much 
before the end of the century. 

In the meantime, the Soviet Union might well 
deploy practical oountermeasures against such 

systems. Specifically, many in the defense com- 
munity believe that the Soviets could deploy 
decoys along with their reentry vehicles that 
would greatly stress the minimal mid-courne 
discrimination capability of a phase-one sys- 
tem. In addition, the Soviets could at least be- 
gin to deploy new booster rockets that would 
drastically reduce the effectiveness of space- 
based interceptors (SBIs) in boost-phase defense* 

Even if the United States could deploy SBIs 
beginning in the mid-1990s, another question 
remains: how confident do U.S. decisionmakers 
wish to be in the long-term viability of HMD 
before they decide io deploy such systems? 
Given the state of research on directed-energy 
devices for BMD, it is highly unlikely that U.S. 
leaders could have sufficient information by 
the early 1990s to determine whether full-scale 
engineering development of phases two and 
three would be feasible in the following dec- 
ade. Thus, an early 1990s decision implies a com* 
mitment to a space-based BMD whose obsoles- 
cence would be made highly probable by the 
prospect of faster burning Soviet missile 
boosters, but whose replacement would remain 
unproven. 

Develop Ci edible Cost Estimates 

The SDIO has properly pointed out that try- 
ing to estimate total life-cycle costs for an un- 
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precedented system is difficult. The aerospace 
industry would have to manufacture new com- 
ponents and weapons in new ways. Th* Na- 
tion would need a new space transportation 
system for a spacebased system. The SDIO 
has agreed to estimate "cost goals" to indi- 
cate the kind of investment that the Nation 
would have to make in proposed BMD architec- 
tures. The system architects were instructed 
to develop cost estimates in their 1987 studies. 

Develop Methods for Estimating 
Co*t Exchange Ratios Between 
Defense and Offense 

As this report pointed out in chapter 2, one 
key criterion for the technical feasibility of the 
SDI scenario of transition to a "defense-dom- 
inated" world is that there be a favorable cost- 
exchange ratio between defense and offense. 
The system architects did try to address this 
issue in various ways, but there still seems to 
be no systematic approach toward it. The prob- 
lem will be intrinsically difficult, because esti- 
mating in advance tin costs of the U.S. BMD 
system will be difficult, estimating the costs 
of Soviet responses will be more difficult, and 
predicting Soviet estimates of these quanti- 
ties will be most difficult of all. Nevertheless, 



analyses should at least begin to specify what 
information would permit sufficient confidence 
that the defense/offense cost-exchange ratio is 
high enough to justify going ahead. The system 
architecture contractor teams were instructed 
to address the problem in their 1987 work. 

Assess the Role and Costs of 
Complementary Air Defenses 

The Strategic Defense Initiative Organiza- 
tion is specifically limited to defense against 
ballistic missiles. The Air Force has under- 
taken an "Air Defense Initiative/' though at 
funding levels far below thai of the 3Di. Never- 
theless, at least at the systems analysis level, 
U.S. decisionmakers need an integrated under 
standing of the role that air defense would have 
to play if ballistic missile defense were to 
achieve such goals as increasing Soviet uncer- 
tainty about attack success, denying Soviet 
abilities to destroy high percentages of certain 
types of targets, or protecting the population 
from nuclear attack. Moreover, insofar as 
BMD requires air defense to accomplish its 
purposes, the feasibility and afford ability of air 
defense against possible Soviet attempts to cir- 
cumvent BMD need to be included in any ulti- 
mate analysis of the ieasibility of BMD. 
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Chapter 4 

Status and Prospects of Ballistic 
Missile Defense Sensor Technology 



INTRODUCTION 



Much of the public debate on ballistic missile 
defense (BMD) technologies centers on futur- 
istic weapon systems such as lasers, rail guns, 
and particle beams* The Strategic Defense Ini- 
tiative Organization's (SDIO) initial BMD sys- 
tem design, however, does not include any of 
these exotic weapons. 1 Rather, it calls for 
space-based interceptors (SBI) to collide with 
Soviet intercontinental ballistic missile (ICBM) 
boosters and post-boost vehicles (PBVs), and 
for high acceleration ground-based missiles to 
destroy Soviet reentry vehicles (RVs) by di- 
rect impact. The sensor systems required to 
detect, identify, and track up to several hun- 
dred thousand targets may be more challeng- 
ing than the actual kinetic energy weapons; 
it may be more difficult to track targets than 
to destroy them, once tracked. 

The technical feasibility of a first-phase de- 
ployment, then, may depend primarily on ma- 
jor technical advances in the areas of sensors 
and chemically propelled rockets, and less on 
the availability of rail-gun or laser weapons sys- 
tems. Accordingly, this report emphasizes 
these more conventional technologies. 

Nonetheless, the more exotic weapons tech* 
nologies could become important in second- or 



'Some BMD architecture contractors did, however, call for 
rather exotic beam source* for "interactive diacrimiiiiti in" in 
which targeU would be exposed to sub-lethal doses of particle 
beams or laser beams and their reactions measured to distin- 
guish between reentry veliicles and decoys. See section on in- 
teractive discrimin£tion, 

Recently, SDIO officials have spoken of "entry level" directed- 
energy weapons that might constitute part of second-pha^ie 
BMD deployments. The utility of such weapons would depend 
on the pace and scope of Soviet countennessures* 

Note: Complete definitions of acronyms and initiMlisrna 
are listed in Appendix B of this report. 



third-phase BMD systems deployed in re- 
sponse to Soviet countermeasures. For exam- 
ple, if the Soviet Union deployed fast burn 
boosters that burned out and deployed their 
RVs (pnd decoys) before they could be attacked 
by slow-moving chemically-propelled rockets, 
then laser weapon* might be essential to at- 
tack ICBMs in their boost phase. These di- 
rected-energy weapons (DEW) would require 
even more accurate sensors, since their beams 
would have to be directed with great precision. 
Thus, the required sensor technology improve- 
ments might continue to be at least as stress- 
ing as weapons technology requirements. 

Some of the major sensor and weapon com* 
ponents proposed by Strategic Defense Initia- 
tive (SDI) system architects for both near* and 
far-term deployments are listed in figure 4-1 
(also see ch. 3). This chapter describes sensors; 
weapons, power systems, communications sys- 
tems, and space transportation required to im- 
plement a global BMD system are described 
in chapter 5. For each technology, chapters 4 
and 5 discuss: 

• the type of system suggested by SDI ar- 
chitects, 

• the technical requirements, 

• the basic operating principles, 

• the current status, and 

• the key issues for each technology. 

The systems aspects of an integrated BMD 
system are discussed in chapter 6. Computing 
technologies are discussed in chapter 8* Tech- 
nologies for offensive countermeasures and 
counter-countermeasures are deferred until 
chapters 10 through 12 (as of this writing, 
available only in the classified version of this 
report). 
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SDI sensor systems; 

3STS-Boost Sun/elltance and Ticking System (infrared sensors) 

SSTS -Space Surveillance and Tracking System (infrared, visible, and possibly rad*- or laser radar sensors) 
AOS- Air borne Optical System (infrared and laser sensors) 
TIR-Terminal Imaging Radar (phased array radan 

NPB-Neutral Particle Seam (interactive discrimination to distinguish reentry vehicles (RV's) from decoys: Includes separate 
neutron detector satellite) 

SDI weapons systems: 

SBi -Space-Based Interceptors or Kinetic Kilt Vehicles (rocket-propelled hit to kill projectiles) 
SBHEL-Space Based High Energy Laser (chemically pumped laser) 
G5FEL -Ground-Based Free Electron Laser (with space-based relay mirrors) 
NPB-Neultal Particle Beam weapon 

ERJS-Exoatmospheric Reentry vehicle Interceptor System (ground based rockets) 
HEDi-High Endoatmospheric Defense Interceptor (ground- based rockets) 
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SENSORS 



Sensors are the eyes of a weapons system. 
In the past the human eye and brain have con- 
stituted the primary military sensor system, 
A soldier on the battlefield would: 

• look over the battlefield for possible 
enemy action (surveillance); 

• note any significant object or motion (ac- 
quisition); 

• determine if the object was a legitimate 
target (discrimination); 

• follow the enemy motion (tracking); 

• Aim his rifle (weapon direction), fire; 

• look to see if he had killed the target (kill 
assessment); and 

• if not, reacquire the target (retargeting), 
aim, and shoot again. 

Ballistic missile defense entails these same 
functions of target surveillance, acquisition, 
discrimination, tracking, weapon direction, kill 
assessment, and retargeting. BMD sensors, 
however, must have capabilities of resolution, 
range, spectral response, speed, and data stop 
age and manipulation far beyond those of the 
human eye-brain system. 

Proposed SDI Sensor Systems 

The following sections describe five repre- 
sentative aensor systems. Most of the five SDI 
system architecture contractors (see ch, 3) rec- 
ommended some variation of these sensor sys- 
tems. The primary attack phase and recom- 
mended sensor platforms for each type are 
summarized in tables 1-1 and 1-2. 

Boost Surveillance and Tracking System 
(BSTS) 

The BSTS would have to detect any missile 
launch, give warning, and begin to establish 
track files for the individual rockets. Most sys- 
tem architects proposed a constellation of sev- 
eral satellites in high orbit. 

Typical BSTS characteristics are summa- 
rized in the classified version of this report. 
Each BSTS would carry a sensor suite that 
would monitor infrared (IR) emissions from the 
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rocket plumes (see figure 4*2). From their very 
high altitude, these sensors would have rela- 
tively poor optical resolution* Track files could 
be started, but the Space Surveillance and 
TVacking System (SSTS) or other sensors at 
lower altitude might be required to achieve the 
track file accuracy needed for some BMD 
functions.* 



*Sp*c*baaed intamptonlSBIsl. formerly called * apaobaaad 
kinetic kill vehicles" tSBKKVJ, which hive their own homing 
sensors, could operate with the raaotutkm given by a BSTS 
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Artist's concept oF boost surveillance and tracking ayatem <BSTS) satellite. During an intercontinental baJNttlc mlssMe'a 
(ICBM) boost ph«e— which la*ts up to five minute* on »nme current rCSMa but which may be much shorter on future 
one* -the missile's first- and secono-stage engines emit intensely hot gases. Space-borne infrared sensors can detect 
these plumes. A SSTS sensor might monitor, detent, and track the rochet plumes and signal ground* or space-baaed 
tattle management computers to order attacks against the boosters. 



Space Surveillance and Tracking Syst-m 

For their equivalent of an SDIO phase-two 
BMD system, all five system architects pro- 
posed some type of SSTS at lower altitudes 
to furnish finer-resolution missile tracking and 
to detect cold RVs and warmer post-boost ve- 



hicles (PBVs) against a space background* 
Most of the SSTSs would be out of range for 
observing Soviet ICBM launches at any given 
time. Therefore several tens of SSTS satellites 
would be needed to provide continuous, redun- 
dant coverage of the missile fields, which also 
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would supply Adequate coverage around the 
world for submarine-launched missiles, 1 
Redundancy would be necessary for surviva- 
bility and for stereo viewing of the targets. 
These SSTS satellites might be essential for 
much of the mid-course battle, so some SSTSs 
must si^vive at most locations. 4 

The SSTS satellites would carry one or more 
long-wave infrared (LWIR) sensors for track- 
ing the somewhat warm PBVs and cold RV«. 
These LWIR tiensors could not detect RVs by 
looking straight down against the relatively 
warm earth background. Rather, they would 
look only above the horizon, in a conical or 
"coolie hat" pattern which would afford the 
necessary cold space background for the IR 
detectors. Thus each SSTS would monitor tar- 
gets that were far from the satellite. Those tar- 
gets closest to each SSTS would pass below 
its sensors, undetected; they would have to be 
observed by more distant SSTS satellites (see 
figure 4*3), This problem could be alleviated 
if sensing at other wavelengths, e,g., in the vis- 
ible range, were to be feasibK 

For some missions, such as cueing DEW sen- 
sors, the SSTS might include short-wave in- 
frared (SWIR) and medium-wave infrared 
(MWIR) sensors to track booster exhaust 
plumes. This would duplicate to some extent 
the BSTS function, but with much better reso- 
lution/ These sensors night have limited fields 
of view, so that each SSTS platform would re- 
quire several IR sensors to cover all the 
threats. These SW1R/MWIR sensors could 
look down against the Earth background since 
they would be monitoring the hot plumes. 

Several architects recommended placing la- 
ser systems (and some suggested microwave 
radars) on the SSTS. Lasers might be needed 

<M or* SDI rtudiet hsv* recommended fewer satellites. 

•AJteroitively. pop-up IR probe* on ground based rocketa 
could observe th* midcourse Wtle. These probes would have 
to be baaed it bigh IjUtude* to qet close enough to obterve 
the beginning of mid course muwiie flight- Otherwise, they could 
be beied in the northern United State* to view the late mid* 

•An SSTS could not achieve the pointing accuracy needed by 
DEW satellite*; each DEW pUtfonu woutd have to cany it* 
own high-resolution optical sensor. An SSTS conateOation might 
aid the battle manager in designating targets for DEW*, 
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to designate or illuminate targets for homing 
space-based interceptors (SBIs). Laser radar 
(Ladar) systems might be required for all of 
the interactive discrimination systems, just to 
determine the target's position with sufficient 
accuracy. This would be particularly true for 
tracking cold RVs, which could be passively 
detected mainly by LWTR sensors with inher- 
ently poor resolution * or for discriminating 
and designating an RV in the presence of 
closely spaced object* (that often are decoys}. 
In any case, a laser radar could supply the 
range to the target, which is necessary to gen- 
erate three dimensional track files from a sin- 
gle platform. 



•Ths reeohitk* engfe of a sensor directly jeoportknal to 
wavelength, long wavelengths such as LWIR praluee lares reso- 
hition spots in the sensor focal plane, or large uncertainty ia 
the target'! locatkuL TTieref ore shorter waveJangthbsartsdsrt 
may be needed to accurately mewii* target position. 
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The SSTV? might also cany some battle man- 
agement computers, since the SSTSs would 
be above the battle and to some extent less 
vulnerable than lower altitude weapons plat* 
forms, and because thev would generate most 
of the trackfile information essential for as- 
signing targets to weapon platforms. 

The SSTS originally conceived by the sys- 
tem architects for ballistic missile defei.se now 
appear too complicated, too expensive, and 
possibly too far beyond the state of the art of 
sensor technology for deployment in this cen- 
tury. As a result, there was some discussion 
m late 1986 and early 1987 of launching early 
SB Is without any SSTS sensor, placing mini- 
mal sensor capability on each SB I carrier ve- 
hicle instead. There would probably be no sen- 
sor capability enabling SB Is to kill RVs in 
mid-course. 

The phase-one architecture submitted tc the 
Defense Acquisition Board in June and July 
of 1987 was vague about mid-course sensors; 
there was a "Midcourse Sensor" (MCS) pro* 
gram, but no system concept. The MCS might 
consist of SSTS sensors, or ground-based sur* 
veillance and tracking <GSTS) rockets or 
1 'probes/ 1 or SWIR/MWIR (or other) sensors 
on some of the kill vehicle carrier satellites. 
These sensors would apparently locate targets 
for the ground-based exo-atmospheric reentry 
vehicle interceptor system (ERIS) interceptors. 
More recently, an MCS study proposed a com- 
bination of the three sub-systems. 

The SDIO ended development work on the 
original SSTS program and let new contracts 
in mid- 1 987 to design a less complex SSTS sys- 
tem. The classified version of tins report con* 
tains the range of parameters specified by the 
original, more comprehensive system architec- 
tures. The new designs could not by themselves 
furnish precise enough data to direct SB Is to 
RV targets. 

Airborne Optical Adjunct (AOA) 

The AOA would test technology for a new 
sensor addition to terminal defensive systems. 
The SAFEGUARD BMD system, operated in 
partial form in the 1970s, relied exclusively on 



large, phased-an ay radars to track incoming 
warheads. There were no optical detectors. The 
resolution and range of these ground-based ra- 
dars was adequate (assuming they survived) 
to direct nucleaMipped Spartan and Sprint 
missiles to the general vicinity of target RVs. 
Such radars would not be adequate as the only 
guidance for the non-nuclear, hit-to-kill vehi- 
cles proposed for SDI: these interceptors would 
require on-board homing guidance systems. 

The AOA would test LWIR technology p:m- 
ilar to thst in the SSTS program, but deploy 
it on an aircraft flying over the northern United 
States. The sensor system has been designed 
and is being fabricated. Above most of the at- 
mosphere, this sensor could look up against 
the cold space background and track RVs as 
they flew through mid-course. Resolution would 
be relatively coarser a follow-up system based 
on this technology might eventually be able 
to direct ground-based radars, which in turn 
would hand target track data over to high 
spe*d hit-to-kill projectiles. These projectiles 
would derive their final target position from 
on-board homing sensors. The AOA aircraft 
might also include laser range-finder systems 
to supply accurate estimates of the distance 
to each target— and possibly to discriminate 




PtxHo cndH; 5t/**0Jc Otfrnm ******* Opacify* tan 

Airborne Optical Adjunct {AOA) 

In a strategic defer** system, airborne sensors might 
be used to help idem.ry end track targets and to guide 
ground-based interceptors to them The AOA will 
validate (he technology to acquire targets optically at 
long ranges, and to track, discriminate and hand data 
over to a ground-based radar It will aiso provide adata 
base thai would support future development of air 
borne optical systems. Sensors have been fabricated 
and tested and test flights will take place soon. The 
model show* the sensor com part mem on top and the 
crew stations m the Interior of the aircraft. 
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decoys from RVs by measuring minute veloc- 
ity changes caused by drag in the upper 
atmosphere. 

System architecture contractors proposed 
tens of AO A-like aircraft as part of a sensor 
system. Some proposed rocket- borne, pop-up 
probes with LWTR sensors for rapid response 
in a surprise attack until the aircraft could 
reach altitude. 

There is some uncertainty regarding the in- 
frared background that an airborne sensor 
such as AOA would see. Sunlight scattered 
from either natural or (particularly) man-made 
"noctilucent clouds'" might obscure the real 
RV targets. These clouds form at altitudes 
from 60 to 100 kilometers (km), Turing a bat- 
tle, the particles ablating from debris reenter- 
ing the atmosphere would form nucleation 
centers. Long-lived ice crystals would grow at 
these centers, possibly creating a noisy in- 
frared background that would obscure the real 
targits arriving later, intentional seeding of 
these douds is also a possibility. 7 

Ground-Based Radar (GBR) 

Large phased array, ground-based X-band 
(8-12 GHz frequency) radars might work in con* 
junction with optical sensors to track and dis- 
criminate incoming warheads from decoys. 
These radars could receive target track data 
from those sensors and then use doppler proc- 
essing to create a pseudo-image of the war- 
heads by virtue of their spinning motion. Non- 
rotating decoys or decoys with different shapes 
or rotation rates would produce different ra- 
dar signatures. 

Ground-based radars would also measure the 
effects of the atmosphere, identifying light de- 
coys that would slow down more than the 
heavy RVs. These radars might guide or cue 
the endoatmospheric HEDI and FLAGE-like 
interceptor rockets and the ERIS exoat- 
mospheric interceptors {see ch. 5). 



'See M.T. Sandford. II, A Review of Mesosphnhc Cloud 
Physics, Report No, LA- 3 0866 [Los Alamos, NM: Lot Akmoe 
Nation*! Ubc-ntory, October I986J 



The GBR concept very recently supplanted 
the proposed Terminal Imaging Radar (TIR) 
system in SDK) planning. The latter would 
have had a much shorter range (thereby not 
being useful for cueing the ERIS interceptor) 
and much less resistance to anti-radar coun- 
termeasures, such as jamming. Some radar 
concepts call for deployment on tailroad cars 
to evade enemy attack. 

Neutral Particle Beam (NPB) interactive 
Discrimination 

While several interactive discrimination 
techniques hav i been proposed (see section be* 
low on interactive discrimination), the NPB ap- 
proach has thus far received the most atten- 
tion and development funds. 

A series of full space-based tests was planned 
for the early 1990s, but has been subjected to 
budgetary cutbacks. A 60-MeV 1 NPB source 
was to be placed in orfc it along with a sensor 
satellite and a target satellite to measure beam 
characteristics and to begin interactive tests. 
The primary detection method would be to 
monitor the neutrons emmitted by the target 
after irradiation by the NPB, although gamma 
rays, x-rays, and ultraviolet radiation might 
also be useful for indicating whether targets 
had been hit by the neural particle beam. The 
NPB accelerator might be located 1,000 km 
from the target. The neutron detectors might 
ride on separate detector satellites closer to 
targets, although they could be collocated on 
the NPB platform under some circumstances. 
A single NPB discrimination accelerator sys- 
tem might weigh 50,000 to 100,000 kilograms 
(kg), making it the heaviest element proposed 
for a second-phase BMD, f Over 100 NPB sat- 
ellites and several hundred neutron detector 



The energy of a beam of particles is measured in "electron 
volts" or "eV,° the energy that one electron would acquire trav- 
eling through an electric field with a potential of one volt. The 
energy of beam weapon particles would be so high that It is 
measured in millions of electron voJts, or "MeV." One MeV is 
equal to l.6x 10 " 1 jouks; eadi particle carries this amount of 
energy* 

*A far-term, robust BKO system might also inchid* /ery 
heavy directed-energy weapons. 
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platforms might be required for a global dis- 
crimination system. 10 

Sensor System Requirements 

Technical requirements for BMD sensors are 
discussed below for each sensor function: sur- 
veillance, target acquisition, identification, 
tracking, and kill assessment. 

Surveillance and Target Acquisition 
Requirements 

A surveillance and target acquisition system 
would have to defect the launch of any mis- 
sile, either ground-based or submarine-based, 
and render accurate positional information to 
the BMD weapon system. Some SDI weapon 
systems would require very high resolution 
sensors. A laser beam, for example, would have 
to be focused down to a spot as small as 20 
to 30 cm in diameter to produce the lethal in* 
tensity levels for projected hardened missiles, 11 
A DEW sensor must therefore determine the 
missile location to within a few tens of cm so 
as to keep the laser focused on one spot cn the 
target. 

As an illustration of what is practical or im- 
practical, note that if the sensor were placed 
in geosynchronous orbit at 36,000 km, just a 
few sensor satellites could survey the entire 
earth. But at this high altitude the sensor's 
angular resolution would have to be better than 
8 nanoradians, or one part in 125,000,000." 



"Betwra 1 DO to 200 flights of the proposed Advanced Liunch 
?££5Ju- LS) . might m ^ uiT * d to lift ■ fuU constellation of 
100 NPB discriminators into apace. For a discussion of the num- 
ber of elements inausefulNPB system, American Physical 
Sonety. Science *nd Technology of LiwctedE&ergy Wimdobb: 

M Forexajnple.a90MWJaaeroperitiiigatoiiemicTOij^ 
fcm) wavelength would require a mirror as large as 10 m in di- 
ameter to achieve the very high brightness 10" W/sr) required 
to destroy haMened fi,e„ able to resist 20 KJ/cm'l targets A 
10 tn mirror would would project a 20*m diameter spot at 2,000 
kmor 40 cm at 4, 000 km whit* are typi: al ranges for U» pro- 
posed directed energy platforms. See chapter 6 on directed 
energy weapons for more details. 

i r *2 ian " ***** to 57 3 ^ nanoradian it 

JilO radian or line billionth of a radian. 



This high resolution is dearly beyond the realm 
of practical sensor systems, 1 * 

Resolution improves directly with reduced 
distance to the target. Therefor* a reasonable 
alternative-one being examined- would be to 
place many sensor satellites at lower altitudes. 
Even a constellation of sensor satellites at al- 
titude? around 4,000 km would not be adequate 
for directed energy weapons: positional uncer- 
tainties for sersor satellites combined with 
vibration and jitter would preclude the trans- 
mission of target position to weapon plat- 
forms with 10-cm accuracy. Therefore each 
DEW satellite would need its own sensor to 
provide the final pointing accuracy. Sensor sat- 
ellites might supply broad target coordinates 
to each weapon platform. 

Homing kinetic energy weapons (KEW) 
would require less accurate information from 
a remote sensor: a homing sensor on an SBI 
itself would give the fine resolution needed in 
the last few seconds to approach and collide 
with the target. Still, the SBI must be fired 
toward a small volume in space where the in- 
tercept would occur several hundred seconds 
after it had been fired. The sensor system must 
locate each target in three dimensions. 

Target Identification or Discrimination 
Requirements 

Ballistic missile defense (BMD) sensors 
would not only have to detect missile launches 
but they would also have to identify targets! 
Identification requirements would vary con- 
siderably during missile flight. During the 
boost phase, a sensor would first distinguish 
between missile exhaust plumes and other nat- 
ural or man-made sources of concentrated heat. 
Given adequate spatial resolution, a smart sen- 
sor with memory could separate moving mis- 
siles from stationary ground-based sources of 
heat. The location of the missile launcher and 
the missile's dynamic characteristics (acceler- 
ation and burn time for each stage, pitch ma- 



* J^L ""i pl f: ™T TO ^^ofet •""•or. which would have 
the beat resolution due to ita short wavelength, would require 
a 46-m diameter mirror to achieve 8 nanoradian mohiUon. 



neuver 3, stage separation timing, etc.) should 
permit identification of nissile type and prob- 
able mission. Eventually a low altitude sen* 
sor would have to identify the booster body 
(as opposed to the hot plume), either by geo- 
metric extrapolation or by generating an IR 
image of the booster tank. 14 

The post-boost phase is more complicated. 
Most missiles cany a PBV or ''bus" which may 
include 10 or more individual warheads in RVs. 
These RV* are individually aimed at separate 
targets: the PBV maneuvers and mechanically 
ejects each RV, one at a time, along a differ 
ent trajectory. A BMD sensor system might 
detect heat from a PBV propulsion system as 
it made these multiple maneuvers. However, 
PBV propulsion energy is far less than main 
booster engine energy, making tracking (at 
least in the SWIR/MWIR range) more diffi- 
cult in the post-boost phase. Once ejected, cold 
RVs would be even more difficult to detect and 
track. 1 * 

This reduced signal level could be partially 
offset by arranging the sensor satellite to view 
its targets against the cold space background 
instead of the warm and noisy Earth back- 
ground, as in the boost phase. The sensors 
would have to look above the horizon, gener- 
ally limiting detection to distant targets over 
the Earth's limb. Since detection becomes more 
difficult at longer ranges, this above-the- 
horizon ( ATH) detection of cold RVs would be 
more difficult than sensing very hot booster 
plumes against the earth background. 

If the United States deployed a BMD sys- 
tem, Soviet missiles would probably disperse 
decoys along with nuclear-armed RVs. Decoys 
might be simple, aluminum*covered balloons 
weighing 1 kg or less, or they might be some* 
what more sophisticated decoys shaped like 

"A booster body, at 300° Kit cold compared to its hot plume, 
but it is still warmer than the tool upper atmosphere at about 
220 K. Ad LW1R sensor could therefore image the booster body 
against the Earth background at fairly long ranges, using 
wavelength* which were absorbed by the upper atmosphere. 

"ICBM booatera typically radii te millions of watts par ster* 
adian (WjarK PB Va hundreds of Wte and HVs a few W/er. (A 
"ateradian" is the measure of a solid angle, defined as the ratio 
of the surface area subtended by a cone divided by the square 
of the apes of thet cone.* 



an RV with similar infrared and radar signa- 
tures, Simple decoys might be tethered to an 
RV within a few tens of meters: defensive sen- 
sors would then require higher resolution to 
separate decoys and RVs. Alternately! an RV 
could be placed inside a large balloon, a tech- 
nique known as "anti-simulation": the RV is 
made to look like a decoy. 

The most sophisticated decoys, called 
thrusted replicas (TREPs} might even have 
propulsion so they could push into the atmos- 
phere during reentry to simulate the heavy 
RVs reentry characteristics. The total post- 
boost and mid-course threat cloud could con- 
tain something like 10,000 RVs, hundreds of 
thousands of decoys, and thousands of burnt- 
out rocket stages and PBVs, all traveling 
through space at 7 km/a. In the same trajecto- 
ries might be literally millions of fragments 
from boosters destroyed by SBIs in the boost 
and post-boost phases. 1 * 

In principle, a BMD weapons system could 
fire at all of these objects, but the costs would 
be prohibitive. Therefore the sensors for a 
second- or third-phase BMD system with mid- 
course capability would have to discriminate 
effectively between RVs and the many decoys 
and debris. 

In the post-boost phase, there would be some 
basis for discrimination, A sensor could, in the* 
ory, monitor PBV motion during deployment 
of RVs and decoys. Decoys would produce less 
P3V motion than the heavier RVs as they were 
ejected from the PBV, This distinctive motion 
might be detected, assuming that the Soviets 
did not cover the PBV with a shroud to con- 
ceal the dispersal of decoys, or that they did 
not appropriately alter the thrust of the PBV 
as its RVs dispersed. 

In the mid-course phase, discrimination 
would become even more difficult. All the ob- 
jects would travel together in a ballistic, free- 
fall flight. Light decoys would not be slowed 
down by atmospheric friction until they de- 
scended to the 100-150 km altitude range— 
the same altitude range that constrains deploy- 

"See chapter 10 for details on countermeasures to BMD. 
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COBRA JUDY Radar 

A new radar had been developed and Installed on the COBRA JUDY ship. This Improves the capability of the U.S. for 

making measurements on reentry vehicles m flight. 



ment of rising decoys in the post-boost phase. 
If decoys had the same signatures or charac- 
teristics of RVs as seen by conventional in- 
frared and radar detectors, then conventional 
discrimination of RVs from decoys would be- 
come extremely difficult. Mid-course discrimi* 
nation is one of the most crucial challenges fac- 
ing the SDI technology development program. 

The BMD jenscrs would also have to detect 
and track defense suppression threats such as 
direct-ascent anti-satellite (D AASAT) missiles 
or space-based ASATs which might attack 
BMD defensive assets in space. The sensors 
should therefore keep track of all of the BMD 
weapons platforms in a given battle space, al- 
lowing the battle manager to determine which 
objects were likely targets and which weap- 
ons should engage the threat. 

Target Tracking Requirements 

Passive IR sensors on a single BSTS or 
SSTS satellit * ^ould only measure the target 
position in two angular coordinates. Each tar- 
get must be located in three dimensions to al- 



low the battle management computer to cal- 
culate the expected collision point of weapon 
and target. 

Three techniques could furnish three dimen- 
sional data: stereo imaging, ranging, or ballis- 
tic trajectory prediction (see figure 4-4). Two 
or more separated sensor satellites could gen- 
erate stereo tiata. This would require a com- 
puter to correlate data from multiple sensors 
and could become very complicated with 40 
or 50 sensors generating data from thousands 
or hundreds of thousands of targets. 

Alternatively, a laser range-finder and a pas- 
sive IR two-dimensional imager together on 
one satellite could generate three dimensional 
information. A laser range-finder would deter- 
mine the distance to the target. With a direct, 
one-to-one correlation between two target an- 
gles from a passive sensor and a third range 
coordinate from a laser, computational require* 
ments would be reduced by eliminating the 
need to correlate data from separate platforms 

Finally, for objects traveling in space on i 
ballistic, free-fall trajectory, Kepler's equations 
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hthef^ vi^ Senaor A couW rxrtd^nguish between Target # 1 andTerget #2. Stereo viewing from (wo or irore separate satetttea with 
passive IR sensors eliminates this ambiguity Relatively co i>pj|cittd software t* required to correlate data from each sensor The other 
two technique* car> predict tht ee dimensional information from one piatform. eliminate the requirement for rrnjftip** satellite sensor 
dati correlate; a laser rarige finder de^ 

platform to the ta rget and bach , uniquely determtoirg posits with or* n 

onV passive IR sensor, but requires three or more measurements at different times to compute the target'* path trough apace, 
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of motion may be applied; a passive sensor 
could determine the path of an RV in three 
dimensions by measuring its two-dimensional 
position three or more times. This trajectory 
prediction approach requires more time (hun- 
dreds of seconds) to build up an accurate track: 
this would be adequate for the mid-course 
phase. It would require more data storage and 
processing than the laser range-finder tech- 
nique, but only one passive sensor. 

Kill Assessment Requirements 

Sensors would also have to determine 
whether a missile or RV had been disabled or 
destroyed. Missed targets would have to be 
retargeted, and d*3abled targets should be ig- 
nored throughout the remainder of the battle. 
Kill assessment should be straightforward for , 
most KEW projectiles, since their impact 
would smash targets into thousands of pieces. 
However, some SBIs might partially damage 
a boostei by clippie g a non-critical edge, leav- 
ing the bulk of the missile intact. In this case 
the sensor might judge a missile "killed" if it 
veered sufficiently off-course to a non-threat- 
ening trajectory. 

Damage to targets attacked by laser or par* 
tide beam weapons might be more difficult to 
diagnose. A laser beam might conceivably burn 
through a critical component without detect- 
able damage, yet divert a missile from its in- 
tended course. More likely, the laser would dis- 
integrate the missile body, which is highly 
stressed during acceleration— as demonstrated 
by a ground-based high-energy laser test at the 
White Sands Missile Raikge." 

Damage due to particle beams or electron 
beams might be more difficult to detect. Neu- 
tral particle beams, for example, might pene- 
trate several cm into a missile or RV, destroy- 

'The mid-range infrared advanced chemical laser (MIftACL) 
at White Sands Missile Range in New Mexico was aimed at 
a strapped-down Titan missile second stage. The missile waa 
mechanically Loaded with 60 pai of nitrogen gas to simulate the 
4-g load and propellant conditions that it would experience in 
an actual flight. After approximately 2 seconds of raposu-e to 
the laser beam, which had a power greater than 1 megawatt, 
the Titan booster completely ruptured, shattering into fragments 
as heating of a roughly 1 m* area destroyed the mechanical in* 
tegrity of the booster skin. 



ing critical electronic components without any 
apparent external damage* An RV might be 
effectively "killed" with respect to its mission 
at much lower particle beam energy than that 
necessary to show detectable damage, 

On the other hand, NPB system designers 
could increase particle beam fluence to levels 
that would assure electronics destruction (say 
50 joules/gram (J/g)— only 10 J/g destroys 
most electronics) as long as the target were 
hit. Kill assessment would then become "hit 
assessment"; if the beam dwelled on the tar- 
get long enough to impart 50 J/g, then the elec- 
tronics could be judged "killed." With this ap- 
proach, NPB weapons would be effectively 
lethal at lower energy levels than that needed 
for melting aluminum or causing structural 
weakness {500 to 1,000 J/g), Relying on this 
indirect kill assessment would require confi- 
dence that the Soviets had not shielded criti- 
cal internal electronic components from NPB 
radiation. 



Tabid 4*1.— Summary of Typical Sensor Requirement* 

Sunmiltanct: 

Coverage Global 

Targets ICBM's, SLBM's, direct ascent 

ASAT's, space mines, and one's 
own BMO assets, Including 41 
sensor and weapons satellites 
and launched SBIs 

Target Discrimination; 

Boosl Phase IC BM/SLBM/D AN AS AT 

Post'boost & mid- 
course PBV, RV, light decoy, replies, 

thrusted replica, & debris 

Terminal RV & thrusted replica 

Trmcktng: 

Targets ICBM's 1,400*2.000 

SLBMs 1,000-1,500 
* DAN ASAT's: 1,000-16.000 
PBVs 2,400-3,000 
RVs 8,000-15,000 
Decoys hundreds of 

thousands 

Track file position, velocity, & acceleration in 

3-D 

Hiif maamatmank 

KEW destruction 

Laser destruction 

NPB hit assessment or other 

SOURCE: Ottfc* ot THftOQloft *un«nw>t. 1*» 



Sensor Technology 

Three types of sensors might satisfy portions 
cf these BMD requirements: passive* active, 
and interactive* Passive sensors rely on natu- 
ral radiation emitted by or reflected from the 
target. Active sensors, such as radars, il- 
luminate the target with radiation and detect 
the reflected signal. ''Interactive sensors" (a 
term unique to the SDH would use a strong 
beam of energy or cloud of dust-like particles 
to perturb targets in some measurable way 
(without necessarily disabling it) so that RVs 
could be discriminated from decoys. For ex- 
ample, the cloud might slow down light decoys 
much more than heavy RVs, or penetrating 
particle beams might create a burst of neutrons 
or gamma rays from RVs but not from balloons. 

Passive Seniors 

How Passive Sensors Work.— Passive sensors 
detect military targets either by measuring 
their natural emission, or by detecting natu- 
ral light reflected from the targets. A typical 




Strategic Offtns* initial Qrff*rrtstton 

Infrared image of the mtvs.. trt*n S0lO h a DeKa 181 
experiment. Thai experiment took measurements of a 
rocket booster and ttflier objects in space to gather 
information aboul the kinds of sensors that would be 
neeoVd in a spacfj-based ballistic missile defense 
system. This may ba the first long wa*i> infrared image 
acquired .rem a piatfonr In space. 



sensor is similar to an ordinary camera. An op- 
tical element (the lens) forms on image, and 
a light sensitive surface records that image (the 
film). 

In BMD infrared sensors, the optical lens 
would be replaced by a system of reflecting mir- 
rors and the camera film by an array of dis- 
crete optical detectors in the focal plane which 
convert the optical image into electronic sig- 
nals for immediate computer processing. Many 
detectors are required to record a detailed im- 
age. In a sense each detector substitutes for 
one grain of photographic film. Some sensors 
use a stationary two-dimensional "staring" ar* 
ray of detectors, in direct analogy to photo- 
graphic film. Others mechanically scan the im- 
age across an array of detectors that may be 
either two-dimensional or linear. 

Infrared Sensors. —Ordinary photographic 
cameras record the visible light reflected from 
a scene. For BMD, the IR energy emitted by 
the target (particularly the hot exhaust gases 
ejected from a missile booster engine) is a bet- 
ter source of information. 11 The sensor images 
the infrared radiation from the target and back* 
ground onto a photosensitive array of detec- 
tors. These detectors genei ate a series of elec- 
trical signals that are processed by computers 
to detect and track the target. 

There are three distinct target classes for the 
BMD mission: missiles with their rocket en- 
gines firing, post-boost vehicles with much 
lower power engines, and cold objects such as 
RVs and decoys in space,'* Each type of tar- 
get demands different IR sensors. Hot exhaust 
gas from a booster engine radiates primarily 
in relatively narrow bands of short wavelength 
IR. The exact wavelength of this radiation is 



"All objects with a temperature above absolute xeroi -273 
C) emit energy iti the form of electromagnetic waves, such as 
light waves, infrared waves, microwaves, etc. Foreaample. the 
human body continuously radiates infrared waves. To an in- 
frared camera, we all "glow tn the dirk": our bodies would be 
recorded on infrared film as a group of H 'hot spots," even if the 
picture were taken in absolute darkness, Similarly, any target 
emits energy which can. in principle, be detected with appro- 
priate sensors, provided only that the target U warmer (or colder) 
than the background scene. 

•The RVs do beat up from friction as they enter the 
atmosphere. 



dftcminwi Sy the particular (fiw constituents. 
The primary emission bands for gas plumes 
arc nrar the water vapor and carbon dioxide 
lines at 2 7 micrometers" (in the short wave 
IR or SWIR) and at 4.26 *m (in the middle 
wave Ik or MW1RK" 

Other specific radiation tines may help iden- 
tify mnw Soviet, booster plumbs; this will be 
tnvr^tiKntod in the SI >I rewarch program. 
Theso plume* radiate hundreds of thousands 
to mi!lions of watts per steradian (W/sr) of 
energy, Post-boost vehicles also have propul- 
sion systems, but their smaller motors radi- 
ate only hundreds of W/sr. 

Reentry vehicles remain near "room temper 
ature" (2(T C or 293* K) in mjd<ourae, until 
they are heated by the friction of the atmos- 
phere on reentry. The maximum radiation for 
room temperature objects is near 10 ptn in the 
LWIR, Infrared detection of RVt la difficult 
because of their low level of radiation (typically 
a few W/ar) and poor contrast against the earth 
background. That is, the earth is also near 
"room temperature," with strong emission ui 
the 10 ^m band. An IR sensor cannot "see" 
a red target against a red background. The sen- 
sor would generally have to wait until the tar- 
get KV was above the horizon to view it against 
the cold (4 ** Kl temperature of apace* The sen* 
sor sy3tem would also have to filter out the 
IR energy from planets or bright stars in the 
field of view/' 

^he technical feasibility of detecting rela- 
tively cold RVs against a space background 
was demonstrated on June 10, 1984, when an 
LWIR sensor on board the Army's Homing 
Overlay Experiment (HOE} missile success- 
fully detected a simulated RV over the Pacific 



"On* micrometer Urn) U one millionth (10 •» of ■ meter. 

"Atmfeptwric wit* vapor and carbon dioxide attenuate moM 
of th+ IR radiation from ■ humU* plum* in the early eUgve of 
flitfhi Hflw^ver. the hi(fr*T l*mp*r»tur* and prmmure of the 
vitf and H), m lh* plumr prftfJao* * l*ro»d?T IK apprtmm than 
ir* itn*o*T h^nt- absorption band* \ nf r*red enerRy will there- 
fore leak lh™*h on both eideeof the 2 7 and 4 3 *m line*, even 
from rocket* eloee to the eurfece of the Earth. 

>Th* Air Fore* h*a ueed a ttar as the "target" for teet* of 
the U.S. F IS launched A SAT. which uee* a LWIR eeneor to 
horn* on ita target. 



Ocean." The senior guided the HOE projec- 
tile into a coll;**' *n course, destroying a target 
launched earlier from Vandenberg AFB in Cali- 
fornia. This test demonstrated an ability to de- 
tect and t.**ck a single approaching RV in space 
at relatively close range. (The initial HOE mis- 
sile trajectory was specified by radar signals 
from Kwajalein until the missile LWIR sen- 
sor could acquire the target.) 

Tracking thousands of RVs and possibly 
hundreds of thousands of decoys with space* 
based sensor satellites from distances of 5.000 
to 10,000 km would be more challenging, par- 
ticularly if the RVs were encapsulated in bal- 
loons and decoy balloons were tied {tethered) 
together or to nn RV. 

Thr**Color Infrared Senson, — Depending 
on the offense's ccuntermeasurea, discrimina- 
tion of RVs from decoys might be improved 
if the object temperatures could be measured 
accurately. Long-wave I R sensors that detect 
one narrow wavelength band cannot determine 
temperature. That la, a warm object with low 
IR emissivity** could produce the same radi- 
ance at one wavelength as a cooler object with 
high emissivity, as illustrated in figure 4-5, 
However, the shape of the blackbody (non- 
reflecting object) radiation curve as a function 
of wavelength is distinct for objects at differ- 
ent temperatures. This suggests that two or 
more LWIR sensors operating at different 
wavelength bands within the &■ to 24-/an re- 
gion could estimate the temperature of apace 
object** independent of their general emia- 
aivities. 

Most SDI architects recommended three- 
color LWIR detectors to measure energy in 
three separate wavelength bands or "colors/' 
Note that this complicates sensor design and 

••To place thia eiporimettt 1< > perapectiv*. It ahouM ba noted 
thit thii RV waa aigniflcanUv brighter than the radiance u» 
petted from current RVg. while thf Soviet! may take etepe to 
further reduce IR rrniB*tion» r 

"The emiMi vity of any object indicate* ita ibihty to rediive 
energy. Emiswivity is defined at the ratio of the energy radi- 
ated at any wavelength to the anount of energy radiated by 
a perfect blackbody at tha earn* temperature. |A "blackbody" 
abaorhe all energy reaching iu eurfece. I Thua an object with 
low emiaai vtty will radiate leaa energy than a higher amiaaivtty 
object, even though they are both at the aame temperature, 




O* LWW mrw m — fc^ g 0*y t* tO micron mryy would 

*a*V*ri** Tht flSjrw* fcrytr«ijf» ba fltacfrd by 
acttng ■ worn Oo*or r r^aa ua rr w* at i rr**ra>. n iiM) 
vrmoff^tt ^off^tpKWtmiMtar c^m Thrtaxx** 
LiW*>n>^iftijoomrtwncli tf <or»^r»^lwi|M<« u »Jti 

construction. Each "pixel 4 ' must be measured 
by three different detector elements. Detector 
manufacturing and signal processing tasks are 
increased. 

Coolings If an LWIR camera were operated 
at room temperature, then the entire camera 
enclosure would radiate LWIR energy and fog 
the film or saturate the 1R detectors with noise. 
Sensitive 1 R cameras must therefore be cooled 
to reduce stray radiation In particular, the mir- 
rors that form the IR image must usually be 
cooled to keep IR noise generated by mirror 
radiation small compared to other background 
radiation. Cooling further complicates the task 
of building large, light-weight mirrors for 
space-based sensors. The degree of cooling nec- 
essary depends on the temperature and radia- 
tion levels of the expected targets. 

Some detectors themselves must also be 
cooled— typical^ to the range from 4 * K to 78 0 
K— to reduce the self-generated thermal noise 
that would mask photon-generated signals 
from targets of interest. One key SDI task is 
therefore to develop space-qualified cryogenic 
coolers that could operate for many years in 
space. The current goal is to reach life- times 




Cnrocooter for ipse* qDpllc*tk>r>» Many o* the 
*franc#d 4, t)«it4*fftctlrtg" Jnf rand MOton mctasary 
lo totnttfy art track mt»H+i srtd wsmtsdi m apaca 
mutt feecooJfd to wort poparty. Special rtfhQ#rtofi 
ClUrt tryocooftft would product it* nttfltd vtry tow 
twpK tlurtt Cryocooftf (If a, ftllattmy , tnd partomv 
arc* txptrlmtftU 4aaJ ontd to dwmonttfttt tn* sbtiity 
to toot Jong-watt •fl'fwd dtttctort 

Kt^t Dt#A OOftdOCtad* 



of 7 years, and at least one type of cryogenic 
refrigerator has demonstrated this ability in 
accelerated life tests. 1 * 

UV/Visible Sensors. -Some SDI contractors 
have proposed the use of visible or even ultra* 
violet (UV) sensors, primarily to achieve bet* 
ter resolution with realistic optics dimen- 
sions* For example, a 26-cm diameter UV 
mirror at 0.3 pun could achieve the same reso- 
lution as a 400-cm (4*m) diameter mirror operat- 
ing at 4,3 pm. However, this gain is not free: 
reducing the wavelength increases the fabri- 
cation difficulty. Mirrors must be polished to 
within one-tenth to one-twentieth of the oper* 
ating wavelength. Thus an MWIR mirror at 
4.3 ?m must I* polished to within at least 0.43 
pm of the prescribed surface figure, while a UV 
mirror must be polished to an accuracy of 0,03 
pm or better. 

"Hugta Aircraft haa damonatrated operation of a magnetic 
fttaoWayttcmwftftaajoa^ 

"Th* revolution jf a nm*or la limited by diffraction ■erod- 
ing of tlit optical image Thia diffraction spreading la prow* 

*aveltngtha product lam image spreading, yielding bcttar raac- 
hitioii or aharper image*. 



Visible or UV wnwrs might detect energy 
from rocket plumes, although the visible radi- 
ation from liquid fueled missiles in minimal. 
The atmosphere attenuates UV below an alti- 
tude of a few tens of km, but a post-boost ve- 
hicle propulsion system m&y generate ade- 
quate UV radiation. To srr RVs. however, 
these censors would have to refy on the reflec- 
tion of natural radiation (sun^ght, moonlight, 
or Karthligtt). Alternatively, Uiey could be 
used in an active mode with a laser designator 
illuminating the target (see next section). 

Currrot Status of Piraive Sensors.— Passive 
infrared sensors operate today in early warn- 
ing satellites. A few satellites at geosyn- 
chronous orbit, some 36,000 km above the 
earth, monitor the entire globe, searching for 
missile launches from the Soviet land mass or 
from the oceans. Several heat-seeking tactical 
missiles such as the air-to-air Sidewinder and 
the ground-to-air Maverick missile also employ 
infrared sensors. This same sensor technology 
supplied the terminal guidance for two success- 
ful space hit'to-ktl) experiments: the anti- 
satellite (ASAT) experiment in which a mis- 
sile fired from an F-l 5 aircraft destroyed a sat- 
ellite in space and the Homing Overlay Ex* 
periment. 

Today's operational infrared sensors have 
relatively small optical systems, typically 20 
cm or less in diameter, and focal plane arrays 
of a few thousand detectors. Most detectors 
are fabricated from bulk silicon and could not 
survive in a nuclear environment. Relatively 
few large detector arrays are built each y**ar, 



and the United States does not yet have the 
manufacturing technology to build large ar- 
rays economically. 

Key Isnues for Pasnive Sensors.— This report 
has identified five key issues for passive sen* 
sor technology development (see table 4-1). 
While driven by the space-based system re- 
quirements, tltp^e same sensor functions would 
be required for effective ground-launched 
weapons systems. Whether the sensors rode 
on airborne or space-based platforms* these is- 
sues would have to be resolved to produce a 
robust BMD system. 

Mirror Size ^ A sensor system mirror must 
be large to collect enough energy, to resolve 
closely spaced objects, and to accurately di- 
rect weapons systems (see box 4»A), The mir- 
ror size needed is determined by sensor oper- 
ating wavelength, distance to target, and 
target positional accuracy required by the 
weapon system. The resolution of any optical 
system is given approximately by the wave- 
length divided by the diameter of the aperture 
multiplied by the range, 

Typical mirror sizes for adequate spot reso- 
lution from a passive sensor at 3,000 km alti- 
tude are shown in figure 4*6." To provide ade- 
quate aiming information to homing kinetic 
energy weapons, sensor resolutions from 10 m 

Tig- 44 mmidn ■ perfect, diffrectioo limited optic*! tyw 
. InprectJcr oOw Teflon -isxfrss vita 
ror quality, end Lherme] distortion* -erould degrade resolution. 
Tru* figure, therefore* represent § the minimum Allowable mir* 
roe be* for * *por Tree Icing reeoJutioo may only require mir- 
rors e ff-tor of 10 email*-, *jt noted in the text. 



Table 4-2*— Kay Issues for Passive Sensors 
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Box Seaaor Reeolutioa Limits 



The resolution of my electromagnetic seneor 
(or iU ability to se pirate two closely spaced ob- 
jects) is limited by two factors; diffraction and 
detector element sut#*. The image formed by the 
sensor optic* cannot faithfully i ""produce the ac- 
tual scene. An infinite*itaalfv small point in the 
*r?TiP will have a finite sixe in the image due to 
diffraction or spreading of the light beun. This 
spread^ increase* with distance, to diffraction 
will limit the useful range of any sensor as ah jwn 
in figure 4 -6a, 

The optical system projects an image of the 
scene onto the detector array. The eiie of each 



FlQurs 4^a, — Difh acHufwUmAatf Rboqs 
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S#n«H range ai t function of mirror diameter to produce 
a lOfTwittr resolution s*emeni it the tsrget, for three dHtaf* 
ant wt/eltngm sensors. Two point (a/gels separated by 
10 meter* at these ranges could Juat ba resolved by mir- 
rors oi these slier 



detector element In this array must be equal to 
or preferably amaller than the op tied resolution 
aixe to preserve the di f f faction-resolution of the 
figure m the electron* : signal. If the detector ele- 
ments are too large, then thty will further limit 
the system resolution. 

For a fbced field of-view, as the distance be- 
tween the scene and the sensor increases, then 
each detector element covers & larger area in 
space: the resolution decreases with range, the 
wne dependence aa diffraction spreading of the 
optical image, 



ngura Mb, -Range United by Number of 
Detect vs tor TervWefcar Afteotuttoft 




10* 



10* to* 
Number of detector 



10* 



to* 



flagon of UrVIR sensors as timlleo by the number of de- 
tector elements In tha tozit pfane artsy. The staring ar- 
ray Is a fixed, two-dims niond array with a 20' 
field -of view. The scanning array covers a 10* by 360 k 
"cootie hat" pattern, with to row* of elements scanning 
each point in the Image. Both arrays detect three differ 
ent LW1R bands. The scanning a/ray could use just one 
row of detector* io sweep out the Image. However, to Im- 
prove slgnaJ to-noJaa rat to, most designs utilize mors than 
one row and "time delay and integrate" (TOl) circuits to 
average the signals from many rows. 



up to 1 km may be adequate, depending upon 
tno sensors and the divert capability of the in- 
terceptor. As shown in figure 4-7 1 mirrors of 
1-m diameter or less are adequate for any visi- 
ble or 1 R wavelength. Furthermore, a l*m mir- 
ror operating at 2.7 /un would yield 10-m tar- 
get accuracy from 3,000 km.™ 



Ths primary wstar vapor MnMoo Hat froen mft-tftcxhaiut 
pJumas ii it 2 T jutL 



Track resolution, however, imposes a less 
stringent requirement than the spot resolution 
for a single "look/' Data from many "looks'* 
can be combined, using statistical techniques, 
to achieve up to a tenfold improvement. There- 
fore, proportionately smaller mirrors are 
needed for predicting tracks. 

Directed-energy weapons would require 
much better resolution than SBIs, since they 



FiQur* 4 7.— Mirrcx Slit Mottad «. th* Operating 
W»vtUr>y th of a Sonsor System 




Mir for ft* plotted * |r>e OOerettnQ wavelength Of Ihe Sen SO* 
iyslvfn. as »ym»og i J. 000 km to fha most diSUM la* Del. for 

indicated tpof rtfcoludofi Note mil the tittktr+y resolution can oe 
up lo • tide of 10 better then the tsoM*oo calculated to* or* 
"too*." baaed on diffraction limits. Therefore, the tracking mar only 
require minora up lo 10 Times smaller than Indicated In the figure 

hew homtng kinetic energy weapons, mode<stesired mirrors (weir 
uno>r t malar «o d>amf tao would oe adequate *<y all wavelengths 
0^acl»d«nfrgv »eaponi iuch ai high po*er In wins would require 
sensors *ith **"f large mirrors oparaTmg m the visible or even 
u'i'avioitr, reckon of t*e $p#ct f um Thus a" DEW* would have to use 
a lew resolution LWiR sensor to pomt a second UV/v^bie active 
senior or laaet on aach weapon* platform to achieve the necessary 
accuracy 

SOuwCf Oii-ca oi tarnrKMooT Amaaaniwnt tee* 

must be focused to a small spot without the 
benefit of a homing sensor at close range. 
LWIR sensor mirrors to direct DEWs would 
have to exceed 10 m in diameter. Therefore a 
DEW sensor would probably have to operate 
in the SW I K or M WIR, visible, or even ultra- 
violet <UV) wavelengths," Laser beam weap- 
ons would demand the highest accuracy to take 
full advantage of their small spot size and 
therefore high intensity on target, typically on 
the order of 30 cm at 3,000 km of 0. 1 microra* 
dian. Neutral particle beams, as currently en* 
visaged, would have fbout one microradian 



ff This might be satisfactory for boost-phase kills, but cold 
RV a in mid course could only be detected with LWIR sensors. 
Hence a future law BMD system deigned to attack RV * would 
have to use a coarse LWIR sensor to.- detection, then a nep*> 
rate laser designator at shorter wevek-^Jn to illuminate tar- 
gets for tracking by a second U V or visible-tight sensor. This 
Complexity, combined with th* durability of RV't as a result 
of their ablative shield reeded for reentry, makes the use of la- 
aer beams for killing RV's in mid -course very doubtful 



divergence, producing a 3 m spot at 3,000 km, 
so NPB sensors could be about 10 times less 
accurate than laser beam sensors. 

Number of Detector Elements per Array.— 
Each passive sensor would need many detec- 
tor elements for both adequate resolution and 
high signal-to-noiw ratios. For example, a star- 
ing array sensor on a BSTS satellite at geosyn- 
chronous orbit (3C/XK) km) could need well over 
a million detector elements to afford coarse 
resolution at the surface of the Earth. This re- 
quirement could be reduced to hundreds of 
thousands of detector elements by scanning 
the TR image over a smaller array of detectors, 
so that each detector sampled many resolution 
elements in the I R image. 

Many detector elements would also be nec- 
essary to yield adequate signaI-tr>noise ratios: 
the electrical signal produced by IR radiation 
from a target would have to exceed the signal 
from all sources of noise. Competing IR noise 
could come from the background scene such 
as the Earth or stars, from the mirrors and 
housing of the sensor system, and from the in* 
ternal electrical noise of the detector elements. 
The signal-to-background-noise ratio could be 
maximized by distributing the background 
from a fixed field-of-view over many detector 
elements.* 0 For the most stressing task of de- 
tecting cold RVs above the horizon against 
atmospheric background at a tangent height 
of 60 to 80 km, sensors would need at least 
several hundred thousand detector elements 
to generate adequate signaMonoise ratios. 11 

Current IR focal plane arrays on operational 
military sensors for tactical elements have up 
to 180 detector elements. Some other opera- 
tional systems have several thousand, and ex* 
perimental arrays with many more than 10,000 

■Ideally, each detector element should be the tame size as 
that of the target image If the elements were twice this ideal 
size {half the total number of detectors in the arrayl. then each 
element would collect twice the background noise with no in- 
crease in signal: the signsJ-to-noise ratio would be cut in hair 
For many long-range BMD missions, the carteotor element would 
be much larger than the target image. 
11 These numbers of detectors are hased on the assumption that 
the sensor mirrors are cooled to th* 80 r to 100 e K range ao that 
IR radiation from those mirrors does not dominate the noise, 
and that the detectors are fabricated with low noise 
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Sensor focal pline array of 128 by 128 detector 
elements Trust elements convert light energy inlo 
electrical signets. Focal ptene *rray» ire the electro- 
optica: equivalent or film In a camera. Some SDt 
sensors mey require focal planes containing hundreds 
of thousands of detector elements. 

elements have been fabricated* The focal plane 
JL^ay (FP A) for the planned Airborne Optical 
Adj unct ( AO A) experiment will have a 38,400- 
element three-color FPA, n However, none of 
these detectors was designed to the radiation 
hardness needed for BMD sensors. 

Detector Radiation Hardness.— Ballistic 
missile defense sensor*, must withstand radi- 
ation from distant nuclear explosions. Current 
detectors are fabricated frctn relatively thick 
bulk materials such as silicon or mercury cad- 
mium telluride (HgCdTe) which are suscepti- 
ble to radiation dam age. Other materials, such 
as gallium arsenide or germanium, or thinner 
detector structures **ould be needed to achieve 
radiation hardness goals. Impurity band con- 
ductor (IBC) detectors, which are only 10 to 
12 jim thick, can withstand 10 to 100 times 
more radiation than common bulk silicon de» 



"See AviMtKm W*k Mad Spt* Technology > Nov. 10. 1986. 
p. 87. 



tec tors. Arrays with up to 500 IBC elements 
have been fabricated in the laboratory. 

The electronic readout from FPAs must also 
be resistant to radiatbn damage. In the past, 
charge-coupled devices (CCD) were used to read 
out large detector arrays. To reduce suscepti- 
bility to radiation damage, researchers are 
butt-bonding switching metal oxide semicon- 
ductor field effect transistor (MOSFET) read- 
outs to the detectors. 

Detector M anufacturing Capacity.— Indus- 
try produces about 1 million IR detectors per 
year. Many of these are small linear arrays of 
16 to 180 elements each, used for tactical IR 
missiles or scanning IR imaging systems. The 
"Teal Ruby° M experiment's bulk-silicon array 
la the largest built so far. Production would 
have to increase by one or two orders of mag- 
nitude to satisfy the ambitious BMD goals: 
very large, radiation-hard, low-noise arrays 
would be required. For example, just one BMD 
sensor would require several, perhaps up to 10, 
times the current annual production capacity— 
and there could be many tens of sensors in a 
second-phase space-based BMD system. The 
SDIO has programs underway intended to 



"Teal Ruby it an **periicenUl satellite designed to detect 
aircraft from spece with en LWIR detector artsy. 
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achieve these improvements in manufacturing 
capability. 

Conversion from laboratory fabrication to 
full-scale manufacturing of the new IEC de- 
tectors—assuming they continue to be the pre- 
ferred detector— could limit BMD sensor de- 
ployment. Industry performance in converting 
to the manufacture of bulk silicon IR "com- 
mon module* 4 arrays in the early 1980s was 
not good. Producing arrays of just 60, 1 20, or 
180 elements once held up the completion of 
M-l tanks that use forward looking IR(FLIR) 
sensors. 

Manufacturing yield (the ratio of the num* 
ber of acceptable arrays to the number manu- 
factured) for IR detectors would have to be im- 
proved. The overall yield (including readout) 
for the Teal Ruby array was about 2 percent. 
Since yield was so low, every element had to 
be individually tested at cryogenic (10° K) tern- 
peratui-es: testing might be the limiting man* 
ufacturing process. The SDIO has initiated 
programs to address this problem in fiscal year 
1988. 

Signal Processing Improvements.— Projected 
signal processing rates for BMD sensors would 
exceed current space-based operational capa- 
bility by factors of a few hundred. Current 
operational signal processors can handle up 
tens of millions operations per second (MOPS), 
while BMD signal processing requirements 
might exceed 10 billion operations per second, 
or 10 giga-OPS (GOPS). 

Projected on*board memory requirements 
for BMD sensors vary from 10 nuUion to 100 
million bytes of information. Reaching these 
memory and processing goals by the 1990s 
seems likely, given the progress in very high 
speed integrated circuits (VHSIC). 

Power consumption of signal processors 
must be redured. The AO A experiment will re- 
quire less than 10 kilowatts (KW) of power to 
drive a 1 5 GOP processor, or over 1 .5 MOPS/W, 
Hardened VHSIC technology offers the prom- 
ise of many times less power consumption (40 
MOPS/W) and good radiation resistance. 



Active Sensors 

How Active Sensors Work,— Active sensors 
illuminate the target with radiation and mon* 
itor reflected energy. In general, active sen- 
sors have the advantage of adequate illumi- 
nation under all conditions: they do not have 
to rely on radiation from the target or favora- 
ble natural lighting conditions. They suffer the 
disadvantage, under some circumstances, of 
being susceptible to jamming or spoofing: the 
opponent can monitor the illumination beam 
and retransmit a modified beam at the same 
frequency to overpower or confuse the recei ver , 
At the very least, the illumination beam can 
alert the enemy that he is under surveillance 
or attack. This might be a concern for surveil- 
lance and tracking of defense suppression 
weapons such aa direct-ascent or orbitinjr 
ASATs. ^ 

Microwave radar, an active sensor used so 
successfully in tracking aircraft, might sup- 
port some phases of BMD, particularly for ter- 
minal defen:* These ground-based radars 
might use advanced data processing tech- 
niques to generate pseudo-images of RVs to 
distinguish between RVs and decoys, as de- 
scribed below. Conventional microwave radar 
has two serious limitations for most space- 
based BMD functions: limited resolution and 
large power requirements. Because of the large 
antennae, large power requirements, and sur- 
vivability issues, microwave radar is not a 
prime candidate for BMD space applications." 
However, the SDIO still believes that micro* 
wave radar might be included in future BMD 
systems. 

SDI researchers are also investigating laser 
radar or "ladar" for applications such as meas- 
uring the range to a target and discriminat- 
ing RVs from decoy*. In principle, ladar is 
equivalent to radar with much shorter (opti- 

radar to provide better radsr resolution and lower power require- 
meats. With reduced funding, support for millimeter rsdar hu 
tan reduced, DisLnhuted antenna trriya are also beu<g oon- 
ikkrwJ to provide space sureillmce of aircraft end crab* mis- 
siles for the Air Defense Initiative. 
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ml or infrared) wavelengths With shorter 
wavelength, ladars generally would give bet- 
ter resolution with less power and weight La- 
dars cannot operate in ail weather conditions 
on earth. They are therefore better suited for 
space applications, 

Imaging Radars.— It an object is moving 
relative to a radar, then the radar return sig- 
nal is shifted in frequency, similar to the Dop- 
pier frequency shift of a train whistle as it 
passes by a stationary observer, For objects 
that rotate, such as spinning satellites or reen- 
try vehicles, pseudo^images can be generated 
by processing the doppler frequency shifts of 
radar signals stored over time. This if a proc- 
ess similar to synthetic aperture radar, some- 
times called inverse synthetic aperture r*dar 
<ISAR)« 

Consider a conical RV spinning aboutits axis 
(figure 4*8), The tip of the cone has no signifi- 
cant motion due to rotation, and little doppler 
frequency shift. The back edge of the cone has 
a large motion (proportional to the radius of 
the cone and the angular velocity of the RV) 
and a large doppler frequency shift. A plot of 
range to target versus doppler frequency shift 
will therefore resemble the shape of the RV for 
most orientations of radar beam to spinning 
RV," 

The resolution of range/doppler pseudo- 
images does not depend on radar-beam spot 
size. The beam floods the target area, so pre* 
rise beam pointing is unnecessary. Range reso- 
lution is inversely proportional to the band- 

*Ab airborne synthetic aperture radar system generates en 
image of th* ground by measuring the doppler frequency shift* 
of si] return radix signal*. Targets directly ahead of the radar 
airtrmf* have maximum Doppler frequency shift becauae the 
relative \ Mocity between the ground and the aircraft b a maxi- 
mum. Target* perpendicuLr to the aircraft flight path have no 
relative motion toward th* aircraft and no Doppler frequency 
shift* By storing ail the radar returns and processing data over 
time, a pseudo image of the ground is generated, 

"if mi imaging rnHar were bore^ighted along the trajectory 
of an RV, there would be no doppler frequency shift and no im- 
age. Conversely, if the radar locked perpendicular to the RV 
flight path, there would be no information on the length of toe 
RV; any rarye spread would be due to the radius of the cone, 
independent of length- For other radar look angles between these 
extremes, the doppler frequency shift would be proportional to 
the sine c f the took angle, and the range spread would be propor- 
tional to the cosine of iliet angle 



Figure 44.-1Vkrttr*tiori of *ft tfftoptog Radar VtowtoQ 
• Spinning Contort Target 
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width of the transmitted signal. For example, 
a one gigahertz* 7 bandwidth radar signal could 
have a range resolution capability of 16 cm. 
Resolution in the cross-track direction (cor- 
responding to the radius of the spinning cone) I 
is limited by the minimum doppler frequency 
shift that can be detected, radar wavelength 
(smaller is better), and the rotation rate of the 
RV (larger is better)." For microwave radars, j 
typical doppler frequency shifts are ir the tens J 
to hundreds of hertz. Many radar pulses must 
be stored and analyzed to measure these low 
frequencies, which requites substantial data j 
processing. 



"Gigahertz la a unit of frequency equal to cos billion cycles 
per s e co nd, 

"Not* that doppler (cross-track) resolution of these pseudo 
images is not eoir*vaIeot to paartioo*/ accu mrr- Object details 
on the order of a few cm may be resolved in these images, but 
the cross- track position the object will not be known to bet- 
tsr than ths radar beam width, which might be tra of fans wide. 
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Ladar, —The short wavelength and very 
;hort pulse- length of a laser might prove very 
useful for several BMD functions. A laser ra- 
dar or ladar system would illuminate the tar* 
get cloud with a pulsed beam of light. An opti- 
cal receiver would detect the reflected echoes, 
in direct analogy to a microwave radar. Vari- 
ous types of ladars could supply one-dimen* 
sional range to the target (a laser range-finder), 
or they could generate 2* or 3-dimrasionaI 
images. " 

Several modes of imaging operation are 
possible: 

• Scanning beam or "angle/angle" mode: a 
pulsed laser beam is focused and scanned 
over the scene. A single optical detector 
records the time sequence of reflections 
from each rt turned laser pulse, and a three 
dimensional map of target po jition is gen- 
erated in computer memory, Ladar reso- 
lution would depend on the beam spot size, 
which could be as small as 3 m at 3,000 
km with reasonably sizeu optics.** Very 
short-wavelength lasers are preferred to 
minimize spot size. The range resolution 
would be t o the order of 1*5 m with 10* 
nanosecond long laser pulses, which are 
commercially available. 



"A 0.5 jut) later with s 60-cra mirror would produce r. 
L^ftartkn-louted »pot 3 m in dfcrnrter it i distant* of 3,000 km 



* Focal plane array: a passive ;mager t simi- 
lar to the IR sensors, record* the scene 
illuminated by a laser. The laser is the 
"flash lamp". 

* Doppter ladar: the optical analog of a 
microwave Doppler imaging radat might 
be feasible if lasers with adequate coher- 
ence could be built. Doppler resolution of 
a coherent ladar could be excellent* A 30* 
cm RV rotating once per second would 
generate a 3*8 megahertz (million cycles/ 
second— MHz) frequency shift in the la* 
dar return signal, compared to only 60 
hertz for an X-band imaging radar. Since 
the resol ition of this pseudo-image would 
be independent of spot size, there wo'dd 
be no need to operate at short UV or visi- 
ble wavelengths. This fine Lnage re,*olu- 
tion would not, however, yield good posi* 
tional information* A narrow beam (short 

avelength) angle/angle ladar wo'dd be re- 
quired for good angular resolution. 

Active Discrimination*— A ladar might be 
very useful for discriminating between RVs 
and decoys as they were ejected from a PBV. 
The PBV would perceptibly change its veloc- 
ity as each heavy RV was discharged, but not 
as light decoys were dispensed. A ladar could 
be designed with the spatial resolution to re- 
aolve independently the PBV and the RV or 
decoy and, in theory, to measure the diff eren* 



tial velocities before and after each deploy- 
ment,* 

Light decoys might inflate as they left the 
PBV, A high resolution imaging ladar could 
in principle observe this inflation and so iden* 
tify balloon decoys." A precision doppler la* 
dar might also observe small vibration or nu- 
tation (wobbling) differences between an RV 
and a dacoy, Light decoys might vibrate at tens 
to hundreds of kiloh^rtz (kHz), heavier RVs 
at less than a few kHz. Over tens of seconds, 
the nose of a spinning RV also nutat . b a few 
millimeters: a very high resolution laacr might 
detect this motion, but lung integration times 
and high data storage rates would be nec- 
essary. 

Current Sutut- of Active Seotws*— Active 
sensor technologies have been tested and de- 
ployed in some form *ince the radars of World 
War II. Considerable development remains, 
however, b*iore active sensors will be ready 
for advanced BMD systems. 

Phased-array Search Radars.— Ground baaed 

Ehased-array rad ars are currently depf jyed in 
oth the United States and the SoviH Union 
to detect, objects in sn^ce and rrive eariy w\rn* 
ingof missile attack. The "PAVE PAWS 
dars now at Otis AFB on Cape Cod and at 
BerJe AFB noar Sacramento have two ,# irge 
faces each, with active areas 22 m square, pro- 
viding 2 40 0 coverage. Each face has 1,792 ac* 
tive antenna elements, with provisions to up- 
grade each face to 3 \ by Ji m active areas with 
6,354 elements- Two additional PAVE PAWS 
radars are being built in Georgia and Texas. 

"'oiuider • PBV w*Uj 10 RV* The PBV velocity would 
change \*ry little if a light d*ooy were ejected. Ejecting the 
fim RVJLt weighed l/lSthtf the remaining PEY weight, would 
caus? the PBV to slow by l/15th of the RV-PBV separation 
velocity. ITiit; if, if the two object! were designed to move apart 
at a 1 tor.'KC rate, then the PBV would flow down by 1 cm/etc 
and the RV wjild speed op by 14 cm/sec after sepa/Ukm, Liter 
RV'a would cause the PBV to slow down morr H as the ratio of 
RV to remaining PBV weight increased. The ladar wouk there- 
fore need a velocity resolution of 1 cm/sec in this example, 

"One countermeasure to block the observation of decoy in- 
flation (as well as differential velocity detection) would be to 
inflate the decoys under a long shroud, although there if some 
concern that the PBV rocket plume might interfere with ■ 
shroud, Alternatively, decoys and RV* could be tethered to- 
gether so that their rotation would confuse the sensor which 
could not heep track of each object (see ch* 10.) 



The United States plana to replace the three 
existing Ballistic Missile Earl> 'VamiLgSya- 
tem (SMEWS) mechanically scanned radars 
at Clear, Alaska; Thule, Greenland; and Fyling- 
dales Moor in England with phased array ra- 
dars. The old Distant Early Warning radars 
will also be replaced by 52 new phased array 
North Warning System (NWS) radars. These 
radars, along with the mothball**] phased ar- 
n/ radar near Grand Fcrke* North Dakota, 
might supply RV target coordinates to an 
ERIS exontmobpheric interceptor system/ 1 

Imaging Rad&ra. -Several radars have been 
operated in tl c rangcndoppler imaging mode 
since the early 1970$. Th^se ground-based ra- 
dars are used to image b^tellites. RVs, and 
other space objects. MIT's Lincoln Labs oper- 
ates an Lrhand and at X*band imaging radar 
at Millstone Hill in Massachusetts, 

Larfars,— Ladar systems have not been 
placed in operation, but they have been tested. 
In 1981 MIT Lincoln Laboratories built the 
1 Tirepond"CO, ladar, which hadal5kW peak 
power and 1 A k W average power. With a one 
mi error adi an resolution, this ladar could detect 
targets spaced 3 m apart at a distance of 3,000 
km. This ladar has bsen reactivated for the SDI 
program. It will be operated in the range-dop- 
pler mode to investigate RV imaging in a 
ground-based field test. Two other lasurs are 
planned. One will have a very short (nano- 
second), higl oeak power pulse to yield good 
range resolution. The other will use a lower 
peak power, frequency-chirped pulse. To re- 
cover good range -esolution, this chirped pulse 
is compressed electronically in a data proces- 
sor. This seme pulse compression technique 
has been used successfully to reduce the peak 
power required in more conventional micro* 
wave radars. 



"SDIO * phase-one Strategic Defense System plane one or 
more optical sensors for curing ERIS interceptors, However. 
Lockheed^the ERISdeveloper^and others have proposed an 
"early deploy n*nt" version of ERIS that would utilize exist- 
ing -idars. The computing capabilities of these radars would 
have to be improved to handle hundreds of target*. The sys- 
tem * would b* susceptible to electromagnetic pulse, micro™* 
jijwning, mnd hUat d*m*g» in the event of nucVsr war. At this 
time, phaseri-array radars are the only sensors available for early 
**ployment f ERIS-like BMD systems. 



Work is also proceeding on diode-pumped 
glass lasers, exrimer lasers, and bistatic CO, 
ladars . Glass lasers are typically pumped with 
flash lamps, resulting in very low efficiency 
(typically less than 0.2 percent), aince the spec- 
trum of the flash lamp does not match the ab- 
sorption bands cf the Nd:glass material, By 
pumping the Nd *lass la er with an array of 
incoherent laser diodes, efficiency can be in- 
creased significantly and the thermal distor- 
tion which normally limits these lasers to very 
low repetition rate5 can be controlled. 

Encimer lasers have the advantage of gen- 
erating UV radiation which demands the 
smallest mirrors for n givan resolution. 

Key Issue* for Active S*nsora.— Current SD1 
phase- two concepts call for ground-based ra- 
dars for directing late mid-course and termi- 
nal defense. Space-based ladars are suggested 
for boost-phase ranging, to observe PBV de- 
ployment, and for determining accurate tar- 
get position during mid-course discrimination* 
Ladars might also be used for air-borne rang- 
ing to assist terminal defense. Issues for these 
active sensors include the following. 

Ground-based Radar.— Ground-based radars 
would have to be large, phased-array devices 
to focus adequate energy on many targets. Two 
key issues would be survivability and data 
processing. Surge fuses at each radiating di- 
ode in the array could probably protect large 
antennas from nuclear burst-generated elec- 
tromagnetic pulse (EMP), Shielding the struc- 
ture and building could protect interior elec- 
tronics. Most EM P energy would be below 1 50 
MHz, so radar radio frequency (RP) circuits 
at 10 GHz could be safe. 

However, these antennas would be suscep- 
tible to in-band radiation from dedicated jam- 
mers. It might be a challenge to design effec- 
tive electronic coimter-countermeasures to 
protect these large and critical assets from elec- 
tronic j amming by Soviet satellites. Some sys- 
tem architects have suggested that these ra- 
dars be mobile, possibly on railroad cars. 
Mobility might reduce susceptibility to 
jamming, 



Data processing might also be challenging. 
Consider an X-band {3-cra wavelength) radar. 
Its data processor might have to handle 5 mil* 
lion bits per second of incoming data for each 
of 5,000 antenn* dipoles, or a total of 25 bil- 
lion bits per second for the entire radar. w These 
data must be stored and processed to deter- 
mine the direction to each target (by phasing 
the receiving array) and a Fast Fourier Trans- 
form (FFT) operation would have to be per- 
formed on each range bin to measure doppler 
frequency shift over many pulses. 

Doppler imaging radars might be fooled if 
RVs (and decoys) were covered with "fronds/' 
—strips painted with irregular patterns of vola- 
tile material. Attached at various places on an 
object, these strips would move about at ran- 
dom in space as the volatile material evapo- 
rated. This motion would give different parts 
of the target different doppler velocities inde- 
pendent of their positions on the RV or decoy 
cone. Such extraneous frequency shifts might 
confuse the radar processor, obscuring the im- 
age of the RV body. 

Ladar Active Discrimination.— Significant 
advances would be required in ladar technol- 
ogy before it could be utilized to observe PBV 
deployment of RVs and decoys. Key issues 
would be resolution, beam steering, and data 
processing to handle the expected traffic. 

Direct angle/angle ladar imaging of PBVs 
would take very large mirrois." The alterna- 
tive would be doppler processing to improve 
cross-track resolution. While microwave syn- 



Thia data rate Mwmw that radar bandwidth is 1 GHi to 
yield a Ifr-ctn range resolution. The radar tracks each target 
to within 100-m accuracy before hand -over to an image mode 
processor, which maintains i eliding range gate 100 m wide about 
each high-speed target. The radar pulse repetition rata is eet 
by the highest expected doppler frequency shift produced by 
RV rotation. For dear images of a 20-cxn radius RV rotating 
at 3 hertz, the pulse repetition frequency (PRH must be 500 
hertz or higher. (This imaging doppler radar would be highly 
ambiguous with respect to RV velocity, which would require 
MHi type PRFi U> measure actual velocity.) 

"To image a 30-cro diameter RV, a \»d$r designer would (ike 
16 resolution elements across the object to resolve shape or de- 
tails, or 3 cm raaohitiofL Thus, an unpractically large 60*m mir- 
ror would be required for 3 on resolution at 3,000 km range 
with a visible laser 



thetic aperture radars have been successfully 
operated for over 20 years, this process has 
not been extended to optical wavelengths. 
Building stable but powerful space-based 
lasers with the coherence necessary for dop- 
pier processing would be a major challenge. 

Interactive Sensors 

The consensus in the SDI technical commu- 
nity is that passive and active sensors may not 
be adequate to discriminate between RVs and 
decoys in the future. The Soviet Union prob- 
ably has the necessary technology to develop 
decoys and real RVs with nearly the same in- 
frared and radar signatures. Decoys would not 
be ext raordinarily difficult to fabricate and dis- 
perse in space, and they would weigh only a 
siuall fraction of an RV, There is a serious ques- 
tion whether, once dispersed they could be dis- 
tinguished from real RVs by any passive or 
active sensor. If not, the offense could over* 
whelm a space-based or ground-based mid- 
course defense system with literally hundreds 
of thousands of false targets. 

Mid-course decoy discrimination would be- 
come crucial if the Soviets could: 

• deny a phase-one boost-phase defense 
through countermeasures such as moder- 
ately fast-burn (e.g M 120- second) boosters, 
hud 

• deny significant post-boost kills by mov- 
ing to faster PB V deployment times or to 
single warhead missiles. 

If an initial U.S. deployment of kinetic 
energy weapons could no longer destroy many 
ICBMs in the boost or post-boost phase, and 
if directed-energy weapons were not yet avail- 
able, then mid-course discrimination * ould be- 
come Indispensable to a viable BMD system. 

There would be two possibilities for effec- 
tive mid-course discrimination under these cir- 
cumstances: iadar discrimination during post- 
boost decoy dispersal, or interactive discrimi- 
nation after the RVs and decoys were released. 
As discussed in the preceding section, ladar 
detection during decoy deployment would be 
very challenging. Moreover, simple measure- 
ment of RV and PBV recoil velocities might 



be thwarted completely if the Soviets could dis- 
perse decoys and RVs simultaneously in pairs. 
Even fine doppler imaging would be foiled if 
the Soviet PBV could obscure the deployment 
operation with a shroud. This would leave in* 
teracti ve discrimination as the main approach 
to keeping BMD viable in the long term. 

How Interactive Discriminators Would Work. 
— In interactive discrimination, a sensor sys- 
tem would perturb euch target and then mens 
ure its reaction to determine if it were a decoy 
or an RV. For example, a dust cloud of suffi- 
cient density and uniformity • ould be placed 
in front of a group of objects. The resulting 
collisions would slow down light decoys more 
than heavy RVs. A Iadar would monitor the 
change of velocity of all objects, thereby iden- 
tifying real RVs. 

Two general classes of discriminators have 
been proposed; kinetic energy and directed 
energy perturbera. 

Kinetic Energy Discriminators, —Two meth- 
ods have been proposed to project particles in 
front of an oncoming cloud of decoys and RVs: 
rocket-born particles and nuclear-explosion- 
projected particles. A rocket-borne cloud would 
be limited to late mid-course, unless the rockets 
were fired from submarines or based in Can- 
ada or the Arctic. Presumably one rocket 
would be necessary for the cylindrical cluster 
(or "threat tube") of RVs and decoys emanat- 
ing from each PBV. To slow down decoys meas- 
urably, a rocket would have to carry enough 
mass to cc :er the full lateral extent of the 
threat tube with a sufficiently dense cloud. A 
ladar would have to measure velocity changes 
in the 10-cm/sec to 1-m/sec range. 

Directed-energy Discriminators. —Several 
forms of directed energy have been proposed 
for interactive discrimination. They would all 
have the advantage of long range, extending 
the discrimination capability back to the be- 
ginning of the mid-course if not to the post- 
boost phase. 

The laser is the best developed directed- 
energy perturber currently available, although 
further dev lopment would be needed to pro- 
duce lasers w^h the brightness required for 



infective discrimination tj!«fm could heat 
unknown target* <call-xJ "thermal tagging! 
AU*rnativefy.a*hon pulse cfUaer light mold 
change the velocities of targets (catted 'im- 
pulse lagging"). 

In thermal tagging, a l*ser of the appropri- 
ate wavelength would best a Ugh -weight de* 
mvmnrtithan an HY- assuming tl rv both ab- 
sorbs* In rnrrgv and rndiatod If 'thermal) 
erw*rg> totbr sam^drgrre, A separate IK wn> 
sor, possibly mounted on SSTS satellites, 
would then detect the warmer decoy. 

Pulwl lasers rould shock the unidentified 
* *j|pcl* Knergy would be deposited in micro- 
second* instead of the milliseconds taken by 
thermal t gging A high-power pulse would 
boil awiv material perpendicular to the *jr- 
face o( i ho target . The traction of ablal ion p* jd* 
ucta would cause the target to change v^ic* 
ity. A heavier RV wouid recoil leee that i 
decoy, providing a mass-dependent indicate - 
A separate ladar would tnonit ir the change of 
each object's velocity. 

The SDIO i]k*en Lite t&uiral particle 
l***m (NTH) as the most promising interactive 
Jiacrimmatton perturbation source. The par- 
ticle beam source is derived from well** tab- 
bshed particle arrrlcrators used for several dec- 
edt* in physirs research experiments around 
the world. A neutral particle beam could be 
composed of hydrogen atoms,** accelerated to 
velocities about half that of thn speed of light. 
Since the particle beam wouta I» relatively 
broad, on the order of 2 mirroradian beam 
width, it would not require the pointing ac- 
curacy of 5^nanoradian wide laser beams. 

These energetic particles would be deposited 
several cm d-^p inside an RV * As they were 

In* dtvwfM « m Urn bwo wtf praw tiu* te**kr 

w « Tmtum tk* hrtlnifM HuUi^ «(U t*t> M«traw r mutt 
fc* prnrfind m • HrUr rwi#« and u radrntrttw with • Half 

tuf** «ah uhf neutron, ttM'ld mmt JihrU t* 

An^W «|iprt«ih i It n-uum instead <W hv'ta*** Hum* 
w « SHiHifuin nrfc bnm A Wvy rwum tmn nuU in* 
P*« • **Wit* rKanj* (a th* Ivf* vim nwrv wufa^nu* 
I* ■ Uw unjiul** UffH Umb to * s y d fCf t* NPH 
*H» t**%r<m on Mfk Krdrutfvn Kmi would hv ilnppad off, 



absorbed, these particles would produce 
gamma rays and neutrons, Neutron or gamma- 
ray detectors on many satellites -located 
closer to the targets than the accelerator- 
might monitor the emissions coming from a 
massive HV, IJght weight decoys* in contrast, 
would not emit much radiation. 

Higl energy particW t;suat be electrically 
neutral to propngate through the Earth's vari- 
able magnetic field (charged psrticles would 
bend in unpredictable paths.) But a particle 
must be charged to be accelerated. Therefore 
the NPH would first accelerate negatively 
charged hydrogen ions. After acceleration to 
a few hundred MeV (million electron volts) 
energy, this besm would be aimed toward the 
target by magnetic steering coils. Once steered, 
the charged beam would be neutralized by 
stripping off the extra electron from each par- 
ticle. Thin foils or gas celln are currently uaed 
to neutralize beams in labot atory experiments. 

A relativists (i.e., Dear»spted*oMight) elec- 
tron beam could also be used ub a discrimina 
\qt. The dciecto* 'n this sche ***nlrf moni- 
tor x-rays from the more missive RV, Such 
a system might be ground-based, popping up 
on a rocket to r*o«ou>r the mid-course phase. 
The main advantage would be the avoidance 
of space-based assets for interactive discrimi- 
nation. However, an e»beam discriminator 
would need some air to form a laser-initiated 
channel, so It could only operate at altitudes 
between 80 to WW km. 

Correal Status of latmctive Season- Inter- 
active sensors have not yet becj built for any 
military mission. All the concepta described 
above have been invented to eofve the severe 
discrimination problem unique to mid-tours* 
ballistic missile defense. 

Key Iseoet for Interactive Dlstrixnlaatioa.— 

The overriding issue for interactive discrimi- 
nation is effectiveness in the face of evolving 
Soviet counter measures. There are some com- 
mon issues for any discriminator and some is* 
auea unique to each approach, 

Lasw R*d*r - Any discriminator would re- 
quire a high resolution laser radar to accurately 
locate and identify each object in space. One 
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possible counlermeaaure to ladar would be an 
ineapcnsivecoroercuW 1 teflector on each RV 
and decoy. This comer cube woulrt essentially 
swamp the ladar receiver: the beam would be 
returned on itself and the ladar would be una- 
ble to measure target characteristic*. A coun- 
ter-countermeasure would be a bistatic ladar 
with a tast-r transmitter on one platform and 
a ti^ht detector on a separate satellite not far 
away. Reflected energy from a comer cube 
would travel harmlessly back to the transmit* 
ter, thus failing to blind the receiver. Bistatic 
operation would be feasible, but it would com- 
plicate system design, construction, and 
operation* 

Beam Steering. - A directed-energy interac- 
tive discriminator would have to steer its beam 
rapidly from one object to the next. Beam 
sUvri ig mjuirements an* set by the number 
of expected targets and the number of directed- 
energy satellites within range of those targets. 
Typical estimates are that hundreds of thou- 
sands of RVs and decoys might survive the 



boost phase defense. 4 ' Assuming that mid- 
course discrimibaticn of sophisticated decoys 
must be completed in 15 minutes, then each 
platfom would have to interrogate 3 to 60 tar- 
gets per second. The directed -energy source 
would have to be steered accurately from one 
target to the next in less than 20 to 300 milli- 
seconds. This would be a formidable challenge. 

NPB Accelerator.— Neutral particle beam 
accelerator development faces many key hur- 
dles. Beam energy must be increased by a fac- 
tor of 20, which should not be difficult. Duty 
cycle and beam diameter must be increased by 
a factor of 100 without degrading beam qual- 
ity or emittance— a more challenging task. An 
accelerator would have to operate in apace 
without electrical breakdown or arcing that 
would short out its electrical system. Commu- 
nications ano electronic controls would have 
to operate even with electrical charge build- 
up in space. An NPB would have to propagate 
over long distances in space with little diver- 
gence* To point accurately at targets, it would 
have to be effectively boresightcd to an opti- 
ca) system. 

Thet*e same ie*u a v oul<* hav fo be resolved 
for an NPB n **pon acceli v.» -jr. A weapon- 
grade NPB wo Id trobably dwr'J longer on 
each target to ev-srre destruction of at least 
the internal electronics, but might otherwise 
be very similar to one design**! for interactive 
discrimination. A more detailed discussion of 
NPB accelerator issues appears in the DEW 
section of chapter 6. 

Neutron Detection,— Calculations indicate 
that large neutron detector* placed on hun- 
dreds of separate satellites near the targets 
could detect the neutron flux from RVs* The 
offense might intentionally detonate nuclear 
weapons in space before an attack to saturate 
these neutron detectors. With sufficiently high 
particle-beam energy (on the order of 200 MeV), 

" * AnmL«*f'iv# dinanirunttor would noi h*v* to interro*;*te 
All object* in *p*<* Un tophi* ttc«t*d decay* dUeinfed boo*Uv 
Ha*** *jv! other detm* cwM probably be identified by p**»ve 
or active Nn«n. With adequtte tattle nwiagMtMnt to keen 
tfvkofntTSMoue object* dMbrassftaT'buIk filled" «suM 
dominate 'lie** object* from the Interactive ±*aimkn*Ux * Ur- 
get tot 
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the energy of some neutrons ejected from an 
R V would be higher than that expected of neu- 
trons emanating from nuclear detonations. 
Therefore an energy threshold circuit would 
eliminate most of the signal from the latter 
source, allowing Identification of the neutrons 
from RVs. 

Another issue is how to confirm that targets 
had been hit by an NPB. since the neutron de- 
tectors would receive no signal from decoys. 
How would a system distinguish between de- 
coys and R Vs which were missed by the beam? 
One possibility, being tested in the laboratory, 
would be to monitor each object with a UV sen- 
sor on the assumption that the outer surface 
of the RVs (and the decoys! would emit UV 
light when struck by the particle beam. This 
U V sensor simply would confirm that the par- 
tide beam had hit a target. 

If based on current technology, neutron- 
detector platform weights would be excessive. 
Each platform would weigh up to 30 tonnes. 
System designers hope 'hat lighter detector 
elements and power supplies can reduce this 
weight to 5 tonnes per platform by the mid- 
1990s. If this goal were achieved, then the sev* 
ertJ bundled detector satellites could be or* 
bited with about 100 launches of the proposed 
Advanced Launch System. 

Laser Thermal Tagger.— Very high power 
lasers would be required to tag space targets 
for an interactive discriminator. A laser ther- 
mal tagger like all interactive sensors, would 
require a separate laser radar to locate targets 
precisely. For example, cold RVs (and decoys) 
would have to be tracked by long- wavelength 
LWIR passive sensors. These sensors could 
only determine a target's position to within 
18 m. assuming a 2-m sensor mirror at 3,000 
km. *• But the interrogating laser beam might 
have a spot size of only 1 or 2 m. A more ac- 
curate laser radar would be required to guide 
an H F laser beam to the target. 



*A ain*> UtkK could be located to within few than the IS-m 
LWJK i+- Autim dement by s proem* called "b»am-aptiuine:": 
the target is «uunwd to be in the center of Uw [R signal wive- 
form If there were two target* o* • target and a decoy within 
the la-ra resolution element, however, then the tensor would 
falsely indicate one target located between the two objects. 



Detecting small temperature rises on sev- 
eral hundred thousand objects would also 
stress LWIR sensor technology. Monitoring 
closely spaced targets would demand large 
LWIR mirrors* For example, to distinguish ob- 
jects spaced 10 m apart, a sensor 3,000 km 
away would iieed a 4*m mirror. Steering this 
large mirror to, say, 16 targets per second 
would be another major challenge. 

Decoys might be modified to respond to ther- 
mal tagging as an R V would. Due to their lower 
mass, decoy surfaces should became hotter 
than RV surfaces after laser illumination. How- 
ever, the outer layer of the decoys couid in prin- 
ciple be built to absorb less laser light or to 
emit more IR heat. These decoys would then 
reach the a^me temperature as an RV after ex- 
posure to laser light. Or, an RV could simply 
be covered by an insulating blanket that would 
decouple the exterior thermal response from 
the internal RV mass. It appears that laser 
thermal tagging would have limited isefalnsss 
against a committed adversary. 

Laser-impulse Discriminator.— The energy 
density required for laser impulse discrimina- 
tion would be in the range of 7 to 30 times more 
than for thermal tagging. In addition, the la- 
ser pulses would have to be very short, on the 
order of microseconds instead of milliseconds, 
which makes the peak laser power extraor- 
dinarily high. This high peak power would be 
difficult to generate and handle, since mirrors 
and other optical components would be sus- 
ceptible to damage by the intense pulses. While 
less powerful than proposed laser weapons, 
lasers for impulse discrimination would still 
be a major development." 

Laser impulse discrimination might be coun- 
tered by equipping RVs or decoys to react de- 
ceptively. Small thrusterson RVs might cause 
them to move as a decoy would under a laser 
impulse. Alternatively, Ministers on relatively 
sophisticated decoys might counteract the la- 
ser impulse. 

"torn primary measure of a laser's affectl venose aa 4 weapon 
is beam " brightness, " the averse* power radiated into a given 
solid angfe. An HF laser impulse tagger would be brighter than 
any laser built to data, but itilJ a factor of 2 to 200 (ess bright 
than that nosdad for BMD against a responsive Soviet Unset. 



AU interactive discriminator* would prob 
ably require an imaging ladar to provide ade- 
quate resolution both to hit targets with a 
probe beam and to measure target response 
accurately. A laser impulse discriminator 
would bear the additional burden of determin- 
ing target (and particularly decoy) orientation. 
The orientation of a conical decoy, for exam* 
pie, could affect its reactive motion in response 
to the laser pulse. 

Dust-cloud Discriminator,— The key issue 
for a dust cloud discriminator is how to posi- 
tion the cloud accur itely in front of the oncom- 
ing RV-decoy constellation at the proper time. 



If the particles were dispersed too widely, the 
required amount would become excessive. If 
clustered too closely, they could miss some de- 
coys. As with any discriminator, a precision 
kdar would be required to measure velocity 
changes accurately. 

Laser impulse discrimination might be coun- 
tered by equipping R Vs or decoys to react de- 
ceptively. Small thrusters on RVs might cause 
them to move as a decoy would under a laser 
Impulse; alternatively, thrusters on relatively 
sophisticated decoys might counteract the 
impulse. 



SENSOR TECHNOLOGY CONCLUSIONS 



Phase 1 

1. A boost surveillance and tracking satellite 
CBSTS) could most probably be developed by 
the mid-1990s, Short-wave and middle-wave 
infrared {S/MWIRf sensors, could provide 
early warning and coarse booster track 
data sufficient to direct SBI launches." 

2. Space surveillance and tracking system 
(SSTSI satellites would not be ava"able for 
tracking individual RVs and decoys before 
the late 1990s. The ability to discriminate 
possible decoys in this time frame is in 
question. Smaller but similar sensors for 
a phase-one system mijht be placed on in* 
dividual SB I platforms or on ground-based 
pop-up probes. 

3. An airborne optical system could probably 
be available by tbe mid-1990s to detect and 
track RVo and decoys with IR sensors (al- 
though not to discriminate against a replica 
decoy above the atmosphere). However, its 
utility may be limited In performance and 
mission: 

• Performance may be limited by the 
vulnerability and operating cost of its 
aircraft platform, and IR sensors 



"Or > locerteinty b the protection of lh« BSTS •eaten from 
future iirforae or tpteebort* later jammers whkh could per- 
m*D«Uy c jmift IR detector flemenU during peacetime. 



might be confused during battle by 
IR-scattering ice crystals formed at 60 
to 60 km altitude by debris reenter 
ing the atmosphere. 
• The relatively short range of airborne 
IR sensors would limit the AOS mis- 
sion to supplying data on approach- 
ing objects for endo»etmospheric in- 
terceptor radars, and possibly for 
eio- atmospheric interceptors a short 
while before RV reei try. Airborne IR 
sensors, unless very forward-based, 
could utilize only a small portion of the 
time available in mid-course for dis- 
crimination and therefore could not 
take full advantage of the fly-out range 
of ground-based esoatmoepheric inter 
ceptors. 

In any case, an Airborne Optical 
System is not now included in SDIO 
phase-one deployment plans. 

4. Effective discrimination against more so- 
phisticated decoys and disguised RVs in 
apace is unlikely before tbe year 2000, if at alL 



Phase 2 

6. By the late 1990s at the earliest, a space sur- 
veillance and tracking system (SSTS) might 
famish post-boost vehicle (PB V) and i 



to? 



try vehicle (RV> trick data with loog-wave 
infrared iLW IR> nbove-tbe+orizon (ATH) 
censors suitable for directing SBI launches 
in the mid-coon*. New methods would be 
needed for the manufacture of larg*) quan* 
titles of radiation-hardened focal plane ar- 
rays. Another issue is the operation of 
LWiR sensors in the presence of precur- 
sor nuclear explosions (including those 
heaving atmosphere into the ATH field of 
view) or other intentionally dispersed 
chemical aerosols. Effective mid*course 
SBI capability is unlikely before the late 
1990s to early 2000s. 

6. There are too mady uncertainties in project- 
ing sensor capabilities and the level of So- 
viet counter-measures to specify a discrimi- 
nation capability for SSTS. It appears that 
Soviet countenneasures (penetration aids 
and decoys) could keep ahead of passive 
IR discrimination techniques: 

• Passive IR discrimination could be 
available by the mid-1990s, but prob- 
ably would have marginal utility 
against determined Soviet counter- 
measures. 

• Active laser radar {ladar) imaging of 
FBV deployment offers some promise 
of decoy discrimination, provided that 
the Soviets did not mask dispersal of 
decoys. Space-borne imaging ladars 
probably would not be available until 
the late 1990s at the earliest 

• Laser thermal tagging of RVa ia un- 
likely to be practical given the need 
for complex, agile steering systems 
and given likely countenneasures such 
as thermal insulation of RVa and 
decoys. 

• Laser impulse tagging is even less 
likely to succeed in this phase because 
high-power pulsed lasers would be re- 
quired. 

7. Ground-based radar (GBR) might be avail- 
able by the late 1990s to direct interceptors 
to reentering warheads. There may be some 



questions about its resistance to RF jam- 
mers. Signal processors may have diffi- 
culty handling large numbers of targets in 
real-time. 

Phase 3 

8. Accurate IR sensors, UV ladar, or visible 
ladar would have to reside on each DEW 
platform. 

9. Interactive discrimination with neutral par- 
ticle beams (NPB) appears the most likely 
candidate to reliably distinguish decoys from 
RVs, since the pa» tides would penetrate tar- 
gets, making shielding very difficult. Before 
one couJd judge the efficacy of a total NPB 
discrimination system, major engineering 
developments would ta required in: weight 
reduction, space transportation, neutral 
particle beam control and steering*" auto- 
mated accelerator operation in apace, and 
multi-megawatt space power. 

It is unlikely that a decision mi the tech* 
nical feasibility of NPB discrimination 
could be made before another decade of lab- 
oratory development and major space ex* 
periments. Given the magnitude of an 
NPB/dettctor satellite constellation, an ef- 
fective discrimination system against sophis- 
ticated decoys and disguised RVs would not 
likely be fully deployed and available for 
BMD use until the 2010 to 20)6 period at the 
earliest. 

10. Nuclear bomb-projected particles might also 
form the basis of an ef fe^live interactive dis- 
criminator, if reliable space-based ladar sys- 
tems were also developed and deployed to 
measure target velocity changes. There are 
too many uncertainties to project if or when 
this apprvach might succeed. 



•'Since the pa tide bwiw ire invisible, novel approaches would 
be required to aenae th* direct ion of the beam so that it could 
be attend toward the target. 
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Chapter 5 

Ballistic Missile Defense Technology: 
Weapons, Power, Communications, and 

Space Transportation 



INTRODUCTION 



This chapter reviews weapon technologies 
relevant to ballistic missile defense (BMD». It 
emphasizes the chemically propelled hit*U>kill 
weapons most likely to form the basis of any 
future U.S HMD deployment in this century. 
The chapter also covers the directed-energy 



weapons, power systems, and communication 
systems of most interest for the Strategic De- 
fense Initiative (SDI). Finally, it considers the 
new apace transportation system essential for 
a space-based defense. 



WEAPONS 



A weapon system must transfer a lethal dose 
of energy from weapon to a target. All exist- 
ing weapons use some combination of kinetic 
energy (the energy of motion of a bullet, for 
example), chemical energy, or nuclear energy 
to disable the target. The SDI research pro- 
gram is exploring two major new types of 
weapon systems: directed-energy weapons and 
ultra-high accuracy and high velocity hit-to 
kilt weapons. Not only have these weapons 
never been built before, but no weapon of any 
type has been based in space. Operating many 
hundreds or thousands of autonomous weap- 
ons platforms in space would itself be a major 
technical challenge. 

Directed-energy weapons (DEW) would kill 
their prey without a projectile. Energy would 
travel through space via a laser beam or a 
stream of atomic or sub-atomic particles. Speed 
is the main virtue A laser could attack an ob* 
ject 1,000 km away in 3 thousandths of a sec- 
ond, while a high-speed rifle-bullet, for exam- 
ple, would have to be fired 16 minutes before 
impact with such a distant target. Clearly, 



Note; Complete definitions of acronyms and initialising 
art listed in Appendix B of this report. 



DEW, if they reach the necessary power levels, 
would revolutionize ballistic missile defense. 

DEWs offer the ultimate in delivery speed. 
But they are not likely to have sufficient de- 
ployed power in this century to destroy ballis- 
tic missiles, and they certainly could not kill 
the more durable reentry vehicles (RVa). In 
hopes of designing a system deploy able before 
the year 2000, the SDI research program has 
emphasized increased speed and accuracy for 
the more conventional kinetic-energy weapons 
(KEW), such as chemically propelled rockets. 
With speeds in the 4 to 7 km/s range, and with 
terminal or homing guidance to collide directly 
with the target, these KEW could kill a sig- 
nificant number of today's ballistic misciles. 
With sufficient accuracy, they would not re- 
quire chemical or nuclear explosives. 

Although DEWs will not be available for 
highly effective ballistic missile defense dur- 
ing this century, they could play a significant 
role in an early 1990s decision on whether to 
deploy any ballistic missile defense system, 
That is, the deployment decision could hinge 
on our ability to pervade the Soviets (and our- 
selves) that defenses would remain viable for 
the foreseeable future. Kinetic-energy weapons 
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work initially against the 1990s Sovirt missile 
threat. But Soviet responsive counter-measures 
might soon render those weapons ineffective. 
Thus, a long* ten a commitment to a ballistic 
missile defense s /stem would imply strong con- 
fidence that new developments, such as evolv- 
ing DEW or evolving discrimination capabil- 
ity, could overcome and keep ahead of any 
reasonable Soviet response. 

Strategic Defense Initiative Organization 
<SDIO> officials argue that perceived future ca- 
pabilities of DEW might deter the Soviet 
Union from embarking on a costly defense 
countermeasures building program; instead, 
the prospect of offensive capabilities might per 
suade them to jet a with the United States in 
reducing offensive ballistic missiles and mov- 
ing from an offense<iominated to a defense- 
dominated regime. To foster this dramatic shift 
in strategic thinking, the evolving defensive 
system would have to appear less costly and 
more effective than offensive countermeasures. 

Today, the immaturity of DEW technology 
makes any current judgments of its cost- 
effectiveness extremely uncertain. It appears 
that many years of research and development 
would be necessary before anyone could state 
with reasonable confidence whether effective 
DEW systems could be deployed at lower cost 
than responsive countermeasures. Given the 
current state of the art in DEW systems, a well- 
informed decision In the mid-1990s to build and 
deploy highly effective DEW weapons appears 
unlikely. 1 

Kinetic-Energy Weapons (KEW) 

Today's chemically propelled rockets and 
sensors could not intercept intercontinental 
ballistic missiles (ICBMs) or reentry vehicles 

'IT* Study Group of the Amman PhyafcaJ Society concluded 
in their analysu of DE W that "even tn the but of dftumitattOtt, 
a dec ado or more qf in ten si ve research would be required to pro- 
vide lht» technical knowledge needed for an informed decision 
about the potential effectiveness and survivability of DEW sys- 
tems. In addition, the important issues of overall system in- 
tegration and effectiveness depend critically upon information 
that, to our knowledge, does not yet exist." See American Phys- 
ical Society, Science and Technology of Directed Energy Weep- 
on* Report of the American Phytic*} Scatty Study Croup, 
AprJ, 1987, p. 2. 



<RVa) in space. No currently deploy able projec- 
tile system has the accuracy or speed to con- 
sistently intercept an RV traveling at 7 km/a 
at ranges of hundreds or thousands of kilome- 
ters. The SAFEGUARD anti-ballistic missile 
(ABM) system built near Grand Forks, North 
Dakota in the early 1970s, and the existing So- 
viet Galosh ABM system around Moscow both 
would compensate for the poor accuracy of 
their radar guidance systems by exploding nu- 
clear warheads. The radiation from that explo- 
sion would increase the lethal radius so that 
the interceptors, despite their poor accuracy, 
could disable incoming warheads* 

The goal of the SDI, however, is primarily 
to investigate technology for a non-nuclear de- 
fense. This would dictate the development of 
"smart" projectiles that could "see" their tar- 
gets or receive external guidance signals, 
changing course during flight to collide with 
the targets. 

The following sections discuss proposed 
KEW systems, KEW technologies, the current 
status of technology, and key issues. 

KEW Systems 

Four different KEW systems were analyzed 
by SDI system architects, including space- 
based interceptors (SB Is, formerly called 
space-based kinetic kill vehicles or SBKKVs), 
and three ground-based systems. All four sys- 
tems would rely on chemically propelled 
rockets. 

Space-Based Interceptors (SBIbK— Each sys- 
tem architect proposed— and the SD 10 "phase- 
one*' proposal includes— deploying some type 
of space-based projectile. These projectiles 
would ride on pre-posi tioned platforms in low- 
Earth orbits, low enough to reach existing 
ICBM boosters before their engines would 
burn out, but high enough to improve the likeli- 
hood of surviving and to avoid atmospheric 
drag over a nominal seven-year satellite life. 
The range of characteristics for proposed SBI 
systems is summarized in the classified ver- 
sion of this report. 

It would take a few thousand carrier satel- 
lites in nearly polar orbits at several hundred 
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km altitude to attack effectively a high per 
cent age of the mid- 1990s Soviet ICBM threat 
There was a *ide range in the number of in- 
terceptor rockets proposed by system archi- 
tects, depending on the degree of redundancy 
deemed necessary for functional survivability, 
on the number of interceptors assigned to 
shoot down Soviet direct-ascent anti-satellite 
weapons ( AS ATsl, and on the leakage rates ac- 
cepted for the boost-phase defense. 

In late 1986, the SDIO and its contractors 
began to examine options for 1990s deploy- 
ment which would include constellations of 
only a few hundred carrier vehicles (CVs) and 
a few thousand SB Is. This evolved into the 
phase-one design which, if deployed in the mid 
to late 1990s, could only attack a modest frac- 
tion of the existing Soviet ICBMs in their 
boost and post-boost phases. 

Exo-atmoepheric Reentry Interceptor System 
(Eft IS) -The ERIS would be a ground-based 
rocket with the range to attack RVs in the late 
midcourse phase. Existing, but upgraded, ra- 



dars such as BME WS. PAVE PAWS, and the 
PAR radar north of Grand Forks, North Da- 
kota might supply initial track coordinates to 
ERIS interceptors* (These radars might be the 
only sensors available for neu^term deploy- 
ments.) Alternatively, new radars or optical 
sensors would furnisft the track data. Up- 
graded radars would have little discrimination 
capability (unless th » Soviets were to refrain 
from using penetration ai<b); moreover, a sin- 
gle high altitude nuclear explosion could de- 
grade or destroy them. 

Optical sensors might reside on a fleet of 
space surveillance and tracking system (SSTS) 
satellites or on ground-baaed, pop-up probes 
based at higher latitudes. Such aeraora might 
supply early enough infrared (IR) track data 

The rang* of planned pouod baaed radars inch ** the Ttt- 
rainml Imaging Radar (Tlttl, which could discriminate RVs from 
docoyi, rnight be too short to aid ERIS loofrang* Lntarc*^ 
ton; the TI R was planned f or the lower HED I endoatmoapberk 
system. \ 1on*er*range Ground-baaed Radar (GBR) system baa 
aiao been proposed. Thia ay statu may ba capable o( supporting 
ERIS interceptors. 
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How ERIS would work.— The ERIS vehlcte would be> launched from the ground and its sensors would acquire and track 
* target at long range, ERIS would than maneuver to Intercept the target's path, demolishing it on Impact. 
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ERIS kill vehicle concept — Yhe Integrated Avionios 
Package {JAP) computer (top left) recaive 1 * lntercjn*nr 
portion dsta from the on-board Inertial Maesuronxnt 
Und and target position data from if* seeker, or 
infrared tensor The seeker acquires end tract *, the 
meeting warhead. The 1AP sends guidance com- 
mand to the [*c transverse and two lateral thrustsrs 
which maneuver tha vehicle to the impact point HaH- 
um is used to pressurize the fuel tanks sod also as a 
propetlsnt for tha attltvde control sysism at the aft 
bulkhead. Tha lethality enhancement device would 
deploy just before impact to provide a larger hit area. 

to take full advantage of the ERIS fly-out 
range,* If deployed, an airborne optical system 
(AOS! could give some track data late in mid- 
course. None of these sensors has been built, 
although the Airborne Optical Adjunct (AOA), 
a potential precursor to the AOS airborne sys* 
tern, is under construction and will be test 
flown in the late 1980s. 

An on-board IR homing sensor would guide 
tha interceptor to a collision with the RV in 
the last few seconds of flight, This homing sen- 
sor would derive from the Homing Overlay Ex- 
periment (HOE) sensor, which successfully in- 
tercepted a simulated Soviet RV over the 
Pacific on the fourth attempt, in 1984, 

No major improvements in rocket technol- 
ogy would be necessary to deploy anERIS- 
like system, but cost would be an important 
factor. The Army's Strategic Defense Com- 
mand proposes to reduce the size of the launch 
vehicle in steps. The Army has proposeti- 



Th« ERIS, as presently designed, require « relatively huh 
target position accuracy at hand-off from the sensor. The BSTS 
would not be adequate for this. 
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EA* Functional Teat Validation (PTV) v. baseline ERti 
concept - sizes of trw Fry van'cl* art baeetfne c*NS 
concepts are compared to a 6 fcrt-tali .nan, ERtt> ft 
de*l ned as a ground-launch erf interceptor ihat would 
destroy a ballistic missile w:0-e»J m apace. The FTV 
vehicle Is 33 feet taJI, large anough to carry both an 
observational payload to observe the Impect with lh« 
warhead and tha telemetry to relay information to the 
around during the flight tests, The batell^e interceptor 
concept la less than 14 feet tail, more comp^t because 
it will not require all the sensors and redundancies 
that we demanded by flight test*. 

partly to reduce costs- to test this system with 
a Functional Technical Validation (FTV) rocket 
in 1990-91, This missile would have approxi* 
mately twice the height, 10 times the weight, 
and twice the burn time of the planned ERIS 
rocket. The planned ERIS rocket system has 
a tarfc^t cost of $1 million to $2 million per in- 
tercept in large quantities. Research is proceed* 
mg with a view to possible deployment by the 
mjd-1990s, J 

Much development would be necessary to 
upgrade the experimental HOE kinetic kill vfr 
hide technology for an operational ERIS in- 
terceptor. The I R sensors are being radiation- 
hardened. Since the operational sensor could 
not be maintained at the cryogenically low tem- 
peratures required for the HOE experiment, 
higher operating-temperature sensors are be- 
mg developed, with cool-down to occur after 
alert or during rocket flight, 

^'"^ospheric rtefense Interceptor 
<HEDI).-The HEDI system would attack RVs 
that survived earlier defensive layers of 
ground-based t high-velocity interceptor 



rockets, HEDI would take advantage of the 
fact that the atmosphere would alow down 
light-weight decoys more than the heavier 
RV* Since it would operate in the atmosphere, 
HEDI might attack depressed trajectory sub* 
marine-launched baftstic missile (SLBM) war* 
heads that would under-fly boost and mid- 
course defensive layers-provided it received 
adequate warning and sensor data. 

According to one plan, an AOS would track 
the RVs initially, after warning from the boost- 
phase surveillance and tracking system (BSTS) 
and possible designation by SSTS (if ava3able», 
The AOS would hand target track information 
off to the ground-based terminal iinagL ur ra- 
dar (TIR), The TIR nould discriminate RVs 
from decoys both on shape (via doppler imag- 
ing} and on their lower deceleration (compared 
to decoys) upon entering the atmosphere. 
Interceptors would attack the RVa ataltituttae 
between 12 and 45 km. The HEDI system thus 
would combine passive optics (IR signature), 
atmospheric deceleration, and active radar 
(shape) to distinguish RVs from decoys. 

Thependtyforwaitingtoacounulatethese 
data on target characteristics would be the 
need for a large, high*aceeIeration missile. The 
HEDI would have to wait long enough to pro- 
vide good atmospheric discrimination, but not 
ao long that a salvage-fused RV would deto- 
nate a nuclear explosion close to the ground. 
To accelerate rapidly, the HEDI 2-stage mis- 
sile must weigh about five to six times more 
than the ERIS missile. 

The key technology challenge for the KEDI 
system would be its IR homing sensor. This 
non-nuclear, hit-to-kill vehicle would have to 
view the RV for the last few seconds of flight 
to steer a collision course, 4 But very high ac- 
celeration up through the atmosphere would 
severely heat the sensor window. This heated 
Tvindow would then radiate energy back to the 
IR sensor, obscuring the RV target In addi- 
tion, atmospheric turbulence in front of the 
window could further Jistort or deflect the RV 



image* No sensor has bean built before to oper- 
ate in this environment. 

The proposed solution is to use a sapphire 
window bathed with a stream of cold nitrogen 
gas. A shroud would protect the window until 
the last few seconds before impact. Since reen- 
try would heat the RV to temperatures above 
that of the cooled window, detection would be 
F aiaible. Recent testing gives grounds for op- 
timism in this area. 

Fabrication of the sapphire windows (cur- 
rently 12 by 33 cm) would be a major effort 
for the optica industry. These windows must 
be cut from crystal boules, which take many 
weeks to grow. At current production rates, 
it would take 20 years to make 1 ,000 windows. 
Plans are to increase the manufacturing capa- 
bility significantly. 

The HEDI sensor suite also uses a NcfcYAG* 
laser for range finding. Building a laser ranger 
to withstand the high acceleration could be 
challenging. 

As withERIS, plans call for testingaHEDI 
Functional Technical Validation missile, which 
is 2 to 3 times larger than the proposed opera- 
tional I vehicle. The proposed specifications of 
HEDI are found in the classified version of this 
report. 

Flexible Ught-V/eJght Agile Experiment 
(FLAGE^The weapon system expected to 
evolve from FLAGE research would be the last 
line of defense, intercepting any RVs which 
leaked through all the other layers. Its primary 
mission would be the defense of military tar- 
gets against short i ange missiles in a theater 
war such as in Europe or the Middle East, The 
FLAGE type of misstte would intercept RVa 
at altitudes up to 15 km. The homing sensor 
for FLAGE would use an active radar instead 
of the passive IR sensor proposed for on all 
other KEW homing projectiles. 



J"Nd:YAG" it tba dttrigwtkm for ■ common Ifertwdm 
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The FLAGE system was flown six times at 
the VWte Sands Missile Range. On June 27, 
1986, the FLAGE missile successfully collided 
with an RV-shaped target drone which was 
flown into a heavily instrumented flight space. 
The collision was very close to the planned im- 
pact point. Another FLAGE interceptor col- 
lided with a Lance missile on May 21. 1987. 

The FLAGE program ended in mid-1987 
with the Lance intercept. A more ambitious 
Extended Range Intercept Technology (ER- 
IN T) program succeeds it The ERINT inter- 
ceptors will have longer range and "a lethal- 
ity enhancer/' FLAGE was a fire and forget 
missile; no information was transmitted from 
any external sensor to the missile once it was 
fired. The ERINT missiles are to receive mid- 
course guidance from ground-based radars. Sir 
test launches are planned at the White Sands 
Missile Range. 

KEW Technology 

Three types of KEW propulsion have been 
proposed for SDI: conventional projectiles 
powered by chemical energy, faster but less 
well-developed electromagnetic or "railgun" 
technology, and nuclear-pumped pellets. All 
system architects nominated the more mature 
chemically propelled rockets for near-term 
BMD deployments. 

How Chemical Energy KEWs Work.— There 
arc three different modes of operation proposed 
for chemically propelled KEWs: 

• space-based rockets attacking boosters, 
post-boost vehicles <PBVs), RVs, and 
direct-ascent ASATs; 

• ground-based rockets attacking RVs in 
late mid-ccurse outside the atmosphere, 
and 

• ground-based rockets attacking RVs in- 
side the atmosphere. 

Two or mo e rocket stages would accelerate 
the projectile toward the target. The projec- 
tile would be the heart of each system and 
would entail the most development. 

The smart projectile for the space-based mis- 
sion would need some remarkable features. It 



would be fired at a point in space up to hun- 
dreds of seconds before the actual intercep- 
tion. 4 After separation from the last rocket 
stage, the projectile would have to establish 
the correct attitude in space to "see" the tar- 
get: in general the line-of-sight to the target 
would not correspond with the projectile flight 
path. If it had a boresighted sensor that stared 
straight ahead, then the projectile would have 
to fly in an attitude at an angle to its flight 
path to view the target (see figure M). 7 

The projectile would have to receive and exe- 
cute steering instructions via a secure commu- 
nication hannel from the battle manager. 
Usual!) , jst a few seconds before impact, the 
projectile would need to acquire the target— 
either a bright, burning booster or a much dim- 
mer PBV— with an on-board sensor. It would 
t r^A make final path corrections to effect a col- 
lision. Fractions of a second before impact, it 
might deploy a "lethality enhancement device" 
—like the spider-web structure used in the 
Army's Homing Overlay Experiment <HOE)— 
to increase the size of the projectile and there- 
fore its chance of hitting the target. 

The SB I projectile roust have these com- 
ponents: 

• an inertial guidance system, 

• a secure communications system, 

• a divert propulsion system, 

• an attitude control system, 

• a sensor for terminal homing (including 
vibration isolation), 

• a lethality enhancement device (optional?), 
and 

• a computer able to translate signals from 
the sensor into firing commands to the di- 
vert propulsion system in fractions of a 
second. 

The on-board sensors envisaged by most sys- 
tem architects for more advanced "phase-two" 

* A computer in the battle management system would esti- 
mate the actual interception aim-point in apace by projecting 
the motion or track of the target using the sensor track files. 

Tor Don -accelerating targets, this look angle would not 
change, even though the target and the projectile were travel- 
ing at different velocities, In this "proportional navigation" 
mode, the projectile orientation would be fixed once the sensor 
was aimed at the target, 
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Figure 5»1.<- Orientation of SOI to RV 




Often tetfon of the apace-based Interceptor (SBI) to the reen- 
try vehicle (RV) during the homing phase of the tHght, (This 
drawing shows a sensor bore-sighted wiln the axis of the SBI, 
which is common for guided missiles operating In (he atmos- 
phere. For space-based interceptors, the sensor could just 
as weir look out the side of the cylindrical projectile.) The 
S6I ae nsor would have to be aimed at the RV so that Its line- 
of-slght woufd not be parallel to the SBI flight path (except 
for a Maadon collision.) For a non -accelerating RV, the an- 
gle f -om the sensor line-of -sight to the SBI flight path would 
be f xed throughout the flight. Since targets seen as ICBM 
boosters and post boost vehicles do change acceleration dur- 
ing flight, then this look angle and hence the orientation of 
the SBI would have to be changed during the SBI flight. 



space-based interceptors may be particularly 
challenging because they would perform sev- 
eral functions. They would track not only the 
ICBM during the boost phase, but also the 
PBV, RVs, and direct-ascent ASAT weapons 
sent up to destroy the BMD platforms. Each 
SBI would, ideally, kill all four types of targets. 

In the boost phase, a short-wave infrared 
(SWIR) or medium- wave infrared (MWIR) sen- 
sor with existing or reasonably extended tech- 
nology could track a hot missile plume. An SBI 
would still have to hit the relatively cool mis- 
sile body rather than the hot exhaust plume. 
Three approaches have been suggested for de- 
tecting the cooler missile body: computer al- 



gorithm, separate long-wave infrared (LWIR) 
sensor, or laser designation. 

A computer algorithm would steer the SBI 
ahead of the plume centroid by a prescribed 
distance that would depend on the look angle 
of the SBI relative to the booster and on the 
booster type. Predicting the separation be- 
tween the plume centroid and the booster body 
under all conditions might be difficult or even 
impractical if that separation varied from one 
booster to the next, 

A separate LWIR sensor channel might ac- 

3uire and track the cold booster body.* One 
esigner proposed a single detector array, sen- 
sitive across tht IR band, in combination with 
a spectral filter. This filter would move me* 
chanically to convert the sensor from MWIR 
to LWIR capability at the appropriate time. 
Finally, in some designs a separate laser on 
the weapon platform or on an SSTS sensor 
would illuminate the booster. In this case a 
narrow-band filter on the interceptor's sensor 
would reject pliime radiation, allowing the SBI 
to home in on laser light reflected from the 
booster body. 

In the pos* loost and mid-course phases of 
the attack, tit SBI would have to track hot 
or warm PB W add cold RVs. Therefore either 
SB Is would nc *d to have much more sophisti- 
cated LWIR sensors, or they would need some* 
thing tike laser designators to enhance the tar- 
get signature. This laser illumination need not 
be continuous, except possibly during the last 
few seconds before impact. But intermittent 
illumination would place another burden on the 
battle manager: it would have to keep track 
of all SB Is in flight and all SBI targets, then 
instruct the laser designator at the right time 
to illuminate the right target. 

An SBI lethality enhancer might, for exam- 
ple, consist of a spring-loaded web which ex* 



There is also a possibility that ad SWIR or MWIR e<nuor 
zould sequin a cold booster body. At 4.3 pjn, for etample, the 
atmosphere it opaque due to the CO, absorption, sod the upper 
atmosphere si a temperature of 220° K would be colder than 
a booster U-ok at 300 "K AiuSBI approached a booster, the 
letter would appear to a 4.3 am sender <* a large, warm target 
against th* background of the cool upper atmosphere. 



panded to ft few meter* in diameter or en ea- 

plosively propelled loud of pellet* driven 
radially outward Wwjjht would limit the prac- 
tical dismeter of expansion. System tl^i^f r^ 
would have to trade off the coat* of increased 
homing accuracy with the weight penalty of 
increased lethality diameter. 

Ground ha«ed KKVV capabilities would re- 
prm!>lf» lht>v» nf «pr-e-ba<*xi intercept or* K*o- 
atm^phmc projectile thai intrrrcpt the RVs 
oU«irfp the Karths atmosphere would use 
LWIR homing sensor* to track cold RVs. or 
they would em piny other optical sensors to 
track la rr illuminated targets Thrse intercep- 
tors would he command guided to the vicin- 
ity of the colli won by aome combination of 
grt>und based radars, sirbornelAV IK sensors 
I A OSI or spac^borne LWIR sensor* (SSTS, 
BSTS. or rocket borne probes). Long- wave in* 
f raxed homing sensors in the projectile would 
have to be protected during launch through 
the atmosphere to prevent damage or over 
heating. 

Current Statva of Chemically Propelled 
Rocket* — No interceptor rockets with BM D- 
level performance have ever been fired from 
apace* baaed platforms. Operational IR heat- 
seeking interceptor missiles su«/ ^ ".he air* 
to- air Sidewinder and the air-to-ground Maver- 
ick are fired from aircraft, but both the range 
and the final velocity of this claaa of misailes 
are well below BMD levels. 

The RDIO's Delta 180 flight test included 
the collision of two ntages from a Delta rocket 
after the primary tank of collecting loiaaile 
plume data waa completed. However, these 
two stages were not interceptor rockets, war ft 
not fired from an orbiting platform, did not 
have the range nor velocity necessary for 
BMD. and were highly cooperative, with the 
target vehicle orienting a four-foot reflector 
toward the homing vehicle to enhance * he aig 
nal for the radar homing system. Note that this 
test u<wd radar homing, whereas alt SB I de- 
sign* call for IR homing or la s %er -designator 
homing, This ei penmen t did test the track- 
ing algorithms for an accelerating target, al- 
though the target acceleration for this nearly 



head-on collision waa not ac stressing as it 
would be for expected BM D /SB I flight trajec- 
tories.* 

Engineers have achieved very good progress 
in reducing the size and % ght of components 
for the proposed space seed interceptors. 
They have developed indi\ Jual ring laser gyro- 
srope* weighing only 85 ; as part of an iner- 
tinl measuring unit. Tin * have reduced the 
weigh I of divert propulfc.on engines about 9 
kg to 1.3 kg, Gas pressure regulators to con- 
trol these motors have been reduced font 1 A 
kg to 09 kg each. The smaller attitude con- 
trol engines and valves have been reduced from 
800 g each to 100 g each, Progress has also 
been made on all other components of a SB I 
system, although these components have not 
as yet been integrated into a working proto* 
type SB I system. 

0 round-based interceptor rockets are one of 
the best developed BMD technologies. The 
Spartan and Sprint interceptor missiles were 
operational for a few months In the mid 1970s. 
Indeed parts of these missiles have been recom- 
missioned for upcoming tests of SDI ground- 
based weapons such as the *ndo- atmospheric 
HKD1 The production costs for these missiles 
would have to be reduced substantially to 
make their use In large strategic defense sys- 
tems affordable, hut no major improvements 
in rocket technology are needed for ground- 
based Interceptors, other than a 30 percent im- 
provement in speed for the HEDI missile. Ae 
discussed in chapter 4, however, major sensor 
development would be necessary for these in- 
terceptor*. 

Key Issue* for Chemical Rocket*,— Chemical 
rocket development faces four key issues, all 
related to space-based deployment and all de- 
rived from the requirement to design and make 
very faat SB la. 

Constitution Mass. —The overriding issue 
for SHI a is mass. The SB Is must be ac fast 



*Prtvioui t**u of J K ruxi«d profrrtilw ■urh m ihm Hoounf 
Ovarlay Eiptrtnwnl if**** • tfawlatad RV and Um F 16 
buM-lwd A SAT taat afaiaai a tatalliu. toot down mam> 



that a reasonably emaU number of battle sta- 
tion* could rover the entire Earth. But, for a 
given paylond. faster rockets consume much 
more fuel— the fuel mass increases roughly ex- 
ponentially with the desired velocity. The 
designer must compromise between many bat* 
tie stations with light rockets or fewer battle 
stations with heavier rocket*." 

These tratte-of fs are illustrated in figure 5* 
2. which assumes a boost -phase-only defense 
wit h three hypothetical rocket designs: a state- 
or t ho art rocket based on current technology; 
a "realistic" design based on improvements 
in rocket technology that seem plausible by 
the tnid- 1 990s, and an ' 'optimistic" design that 
assumes major improvements in all areas of 
rocket development. The key parameters as- 
aumed for SB! rocket technology appear in the 
classified version of this report. In all cases 
analyted. CTA assumed the rockets to be 
"ideal the mase ratio of each stage is the 
same, which produces the lightest possible 
rorket." The first chart in figure 5-2a shows 
that rocket mass increases exponentially with 
increasing velocity, limiting practical SB 1 ve- 
locities to the 5 to 8 km/s range for rockets 
weighing on the order of iOO kg or less. 

For analytic purposes, OTA has considered 
constellations of SB Is that would be necessary 
to intercept virtually 100 percent of postulated 
numbers of ICBMs. It should be noted thst 
MiiK* the system Architecture snslysee oi 1986, 
SDIO hss not seriously considered deploying 
SB is thst would st tempt to intercept mny* 
where near 100 percent of Soviet ICBMs snd 
PHVs." This OTA analysis is intended only 

-Pro^otiit mm mi**t sot bm mm critical far mwd h—A 
at far mpmc+Umd KEW projartiloo. mmcm tkt woo* bt no 

«Ull bm mlfumiMd to rm&xm ttm wmt-mU rockmt mum coat* 
mad to permit Mffiar areata if haw mad foal w'odtki 

*TU mm fraction far a roefcrt iU|t it dtflntd at tJ» ratio 
at tf-f pro^^Unt mmmm to 0* loU) »Uft rum Ipt apaMia l pfau 
rot** at/urturtf Tho mm fraction dm not tnehxW th# pay. 
toad r m For Utt calrulatiotit rtportad hara. mtt kfcoJ rock* 
U ivuJMd it Km «qu»t miu tibas fur nch il^. mm 
ft;** i« o>fih*d *• ih» miUftJ »Uf» w*t*rit djvwW by thm *Ujr* 
tfUr bum-out (both inrJwfjn* rhm payload it can bt 
mkymrm that U*» rackvt moat it mimmiH ft* s rjv« burnout 
votority i| aaeb au«t baa tbt oomt matt r*Ua> 

"Ai ittt^cttad ta rhaptar* I X mod J. SO JO orguoi that tbt 
dHarraat utility of drfmiM far mora mr*j— t than 'Tmnfad 
ttw "aaaurtd *ravaT wudd tnakt Umo vortb«bik. 



to give a feel for the parameters and trade-offs 
involved in a system with SBIa, 

Deployment of a system of "stateof-the-art" 
SB Is intended to provide 100 percent cover- 
age of Soviet lCDMs would entail 1 L7 million 
kg of CVs; waiting for the development of the 
"realistic" SB I would reduce the mass to or- 
bit by a factor of two. 

Figure 5- 2b shows the number of SB I car- 
rier pi stforms and figure 5-2c shows the num- 
ber of SB Is for a 100 percent-boost-phase de- 
fense as a function of SB I velocity. The last 
chart (figure 6-2d> shows the total constella- 
tion mass as a function of velocity, The num- 
ber of CVs was calculated initially to optimize 
coverage of existing Soviet missile fields: the 
orbits of *b* CVs were inclined so that the CVs 
passed to the north of the missile fields by a 
distance equal to the SBI fly-out range. "Each 
CV therefore stayed within range of the ICBM 
fields for a maximum period during each orbit 

The "optimal" number of CVs resulting from 
this calculation was so low as to endanger sys- 
tem survivability (see ch< 1 11 calling for up to 
100 SB Is per carrier to cover the existing So- 
viet ICBM threat: such concentrations would 
provide lucrative targets for the offense's 
ASATs. To increase survivability, the num- 
ber of CVs was therefore increased by a factor 
of 3 for the data in figure 6-2. Some polar or- 
bits were added to cover the SLBM threat from 
northern waters. 

The number of SB Is was calculated initially 
to provide one SBI within range of each of 
1,400 Soviet ICBMs sometime during the 
boost phase. The booster burn time was taken 
as similar to that of existing Soviet missiles, 
with a reasonable interval allotted for cloud- 
break, initial acquisition, tracking, and weap- 
ons launch. 

One SBI per booster would not do for a ro- 
bust (approaching 100 percent coverage) boost- 
ph*>e defense. A substantial number of SB Is 
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The SBf mass veraus SB! velocity. These data assume 100% 
coverage of the cunent Soviet threat of 1,400 tCBMs It shook* 
be noted thai the SOlO currently proposal a substantially 
lower revel of covixaoa tor SBis Therefore, the absolute num- 
bers in the OTA calculations ara not conguent with SDIO 
plans flathar, the graphs provided here are intended to snow 
the relationships among the various factors considered. II 
ehouW also be noted that numerous r* sumptions under lying 
the OTA analyses ara unstated in this unclassified report but 
are available m the classified version. 
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7T a number of space-baaed I -rlerceptora (SBIs) required to 
provide one SBI within range of each of 1 ,400 existing Soviet 
tCBMs before booster burnout. 



Mae* v. SBI VeJocty 




The total constellation mass In orbil (SBI t and earner vehi- 
cles, excludinc aenaor satellites) v. SBI velocity. The mini- 
mum constellation mass for I he "reaJraiic" SBI to be in po- 
sition to attack all Soviet boosters would be about 5.3 million 
kg. Faster SBIs would permit fewer center vehicles and fewer 
SBIs, but the extra propellant on faster SBIa would result In 
a heavier constellation. For reference, the Space Shuttle can 
lift about 14 000 kg into polar orbit, a 5.3 million kg constel- 
lation would require abort 360 Shuttle launches, or about 130 
'aunche* of the proposed "Advanced Launch System" <ALS>, 
assuming it coulu lift 40,000 kg into near-polar orbit at suit- 
able altitudes. 
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would fail over the years just due to electronic 
and other component failures. The number of 
SB Is in figure 5-2 was increased by a plausi- 
ble factor to account for this natural peacetime 
attrition. In addition, during battle, some SB Is 
would miss their targets, and presumably So- 
viet defense suppression attacks would elimi- 
nate other CVs and draw off other SCls for 
self-defense. 

Given the above assumptions, Igurc 5-2 rep- 
resents the SB I constellation for nearly 100 
percent coverage of the existing Soviet ICBM 
fleet in the boost phase, with modest surviva- 
bility initially provided by substantiid SB! 
redundancy t degrading to no redundant SBIs 
as "natural" attrition set in. 

Note that for each type of rocket there is an 

optimum velocity that minimizes the total 
mass that would have to be launched into 
space; lower velocity increases the number of 
satellites and SBIs, while higher velocity in- 
creases the fuel mass. In OTA s analysis, the 
minimum mass which would have tc v *e launched 
into orbit for the •'realistic' ' rocket is 5.3 mil- 
lion kg (or 1 1 .7 million lb); the mass for a con- 
stellation of "optimistic" SBIs would be 3-4 
million kg. 

The data for figure 5-2 all assume booster 
burn times similar to those of current Soviet 
liquid-fueled boosters. Faster-burning rockets 
would reduce the effective range of SBIs and 
would therefore increase the needed number 
of carrier satellites. The same SB1 parameters 
are shown in figures 5-3a and b with an assump- 
tion of ICBM booster burn time toward the 
low end of current times. The minimum con- 
stellation mass has increased to 29 million and 
16 million kg, respectively, for the ''realistic" 
and "optimistic" rocket designs. 

Several studies of "fast-burn boosters" con- 
cluded that reducing burn-time would impose 
a mass penalty, fo the Soviets would have to 
off load RVs (or decoys) to reduce burn time 
significantly. But these same studies showed 
that there is no significant mass penalty for 
burn times as low as 120 s. About 10-20 per- 
cent of the payload would have to be off-loaded 
for burn times in the 70 to 90 s range. 
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TM numb* of tpaca-baftad intaretptora v. SBI vatocity for 
nrtucftd booatar bumMma (wltMn currently applltd r*ch 
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figure 54b.-tBJ Coosfrrtaflort Mass v. Ml Velocity 
flas wmomi bum #*a) 




Tht total conatallitlon mas* {carrtar va+ilctea and S61a) vataus 
SB? vtloclly for raducad booster burn time*, aaaumlnp. on* 
SB! within rang* of each of 1 400 booatara befora burnout. 

aOUSOt: Offlci of T«c»wiogr AlK M fw m . *a 

If the Soviet Union could reduce the burn 
time of its missiles below that of any currently 
deployed ICBMs, then the total SBI constel- 
lation mass necessary for boost-phase inter- 
cept would increase dramatically. The mini- 
mum constellation mass to place one SBI 
within range of each ICBM during its boost 
phase is shown in figure 5-4 es a function of 
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Booster bum lm# (mooocH) 

Th« effect o' Soviet booster bum time on SBI constellation 
mess ff wi consider 40 million kg as i maximum conceive 
ole upper bound on conization mass (corresponding to 
2,300 Shuttle flights or V000 launches 01 the proposed ALS 
system), Inen booster Nmea of 120 lo 150 seconds would se- 
verely degrade a 1X% -boost -phase defense with chemically 
propelled mckete. The ebiltty of ameJier const* !faik>ns of SBI* 
to achieve lesser goala would be analogously degraded by 
the lasler bum limes. 

AH assumptions are the same aa for the previous figure*, 
except for the burrvout attitude, imlch . jrtes with burtvtlme. 
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an RV; sensors might acquire the PBV if its 
initial trajectory (before its first maneuver) can 
be estimated by projecting the booster track. 

The effectiveness of a combined "boost and 
post-boost defense in terms of the percentage 
of RVs killed is estimated in figure 5-5 for the 
"realistic" SBI rocket. The calculation aav 
s\;me» that 1 ,400 missiles resembling today's 
large, heavy I CB Ms are spread over the exist* 
ing Soviet miasile fields. 

The net effect of attacking PBVa is to re- 
duce the number of SB I s needed to kill a given 
number of RVs. For example, to destroy 85 
percent of the Soviet RVs carried by ICBMs, 
a boost-only defense system would require 
about 26,000 SBls in orbit Adding PBV in- 
terceptions reduces the number of SBIs needed 
to about 17,000. 

A defensive system must meet the expected 
Soviet threat at the actual time of deployment, 
not today's threat. For example, the Soviet 
Union has already tested the mobile, solid- 
fueled S&24 missile, which can carry 10 war- 



booster bum time for the three canonical rocket 
desigjs. 

The masses described above for a boost- 
phase-only defense are clearly excessive, par- 
ticularly for a responsive Soviet threat. Add- 
ing other defensive layers would reduce the 
burden on boost-phase defense. The next layer 
of defense would attack PBVa, preferably early 
in their flight before they could unload any 
RVs. 

A PBV or "bus" carrying up to 10 or more 
RVs would be more difficult to track and hit 
than a missile. A PBV has propulsion engines 
that emit some IR energy, but this energy will 
be about 1,000 times weaker than that from 
a rocket plume. 14 A PBV is also smaller and 
less fragile than a booster tank. In short, a PBV 
is harder to detect and hit with an SBI. How- 
ever, a PBV is still bigger and brighter than 

'The first stage of ao ICBM might radiate 1 raOboo Wfer, 
the Mcood stsge 100,000 W/er, while a PBV may emit only 1 00 
W/sr On the other hand, the RV radiaUs only 6 W/er. so the 
PBV is a better target than an RV. 



Figure 5-5.— Boost and Post-Boost Kill Effectiveness 
0,400 *CSMe V- "rWeJietk" SBIs) 



100 




0 10 20 30 40 



Number off epaoa-beeed ktterospsors (SBb) 



Percentage of reentry vehicles (RVs) hilled ao a function of 
the number of space-based Interceptors (SBIs) deployed in 
apace. This calculation assumes a threat of 1,400 ICBM* 
spread over the Soviet missile fields. The SBIs have a plau- 
sible single-shot probability of killing a booster and a eJIghlly 
emeJIer chance of killing a PBV; a substantial fraction of the 
6*1 s are used for self-defense (or are not functional at the 
time of attack). 
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heads. Thtre is no reason to doubt that the 
Soviets coutd deploy this kind of missile in 
quantity by the mid- 1990s. Such a fleet would 
particularly stress a space-based defense if de- 
ployed at one or a few sites, since more SBis 
would be needed in the area of deployment con- 
centration. 

The effects on the combined boost and post- 
boost defense of clustering 500 shorter-bum- 
time, multiple-warhead missiles at three exist- 
ing SS-16 sites are shown in figure 5-6 a. It 
would take about 23,000 SB Is to stop 85 per- 
cent of these 5,000 warheads. If the assumed 
500 1 CB M 8 * ere concentrated at one site (but 
still with 10 km separation to prevent "pin* 
down" by nuclear bursts), then 30,000 SB Is 
would be needed (see fig. 6-6b). u 

Finally, the Soviets might deploy 200 (or 
more) current-technology, single-warhead mis* 
siles at one site, as shown in figure 5-7. In this 
case, no reasonable number of SB Is could in- 
tercept 85 percent of these 200 extra warheads 
(50,000 SB Is in orbit would kill 70 percent). 
Twice as many RVs are destroyed in the post- 
boost period as the boost-phase. Once this con- 
centrated deployment was in place, the defense 
would have to add about 185 extra SBIs and 
their associated CVe to achieve a 50 percent 
probability of destroying each new ICBM de- 
ployed. 

SB I Projectile Mass.— The constellation 
masses shown above assume that the mass of 
the smart SB I projectile (including lateral di- 
vert propulsion, fuel, guidance, sensor, com- 
munications, and any lethality enhancer) can 
be reduced to optimistic levels. Current tech- 
nology for the various components would re- 
sult in an SB I with a relatively high mass. Thus 
mass reduction is i ssential to achieve the re- 
sults outlined above; total constellation mass 
would scale almost directly with the achiev- 
able SB I mass. 



"Omcentratii f 500 miwilee at ooe site would have diaadvan* 
Ugra for an offenaivr attack: timing vouki be complicated to 
achieve ainm^laneou* attack* on widely asperated U.S. target* 
and Sovijt pip nnera may be reluctant to place ao many of their 
offensive force* in one area, even If the miasiles are separated 
anoufb to prevent one U.S. nuclear eiploeki from deetroyinf 
more than one Soviet mieatt* 
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The percentage of RVt from modestly short-bum ICBM* Mfted 
a* • function of the number of SBI* deployed In space. This 
curve corresponds to 500 such ICBM* deployed at 3 exist- 
ing SS'IB sites. AH SBI parameters ant the seme m In prevt* 
ous NQufSS. 
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This curve assumes that all 500 shorter-bum ICBMs are da- 
ployed at one site (but stilt with 10 km separation to prevent 
pin-down). All other parameters are the same as figure 54a. 
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Rocket Specific Impulse. —Similarly, the spe- 
cific impulse of the rocket pro; ellant would 
havs to be improved from current levels. The 
specific impulse, expressed in seconds, meas- 
ures the ability of a rocket propellaiiw to change 
mass into thrust. It is defined as the ratio of 
thrust 0b) divided by fuel flow rate (lb/a). 
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Percentage of srngle-wirneatf tCBM RV9 HiMed as • function 
of number of SBls m space. The 200 single warns ad ICBMs 
are deployed At one site with 10 km separation. All SBI pi 
rameters are aa in previous figures. 
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The specific impulse of current propellanto 
varies horn 240 to 270 8 for bolid fuel and up 
to 390 s at sea level for liquid oxygen and liq- 
uid hydrogen fuel Assuming that BMD weap- 
ons would utilize solid fuels for stability and 
reliability, then the specific impulse for cur- 
rent technology would be limited to the 270-s 
range. I# One common solid propellent, hy* 
droxyl-terminated polybutadiene (HTPB) 
loaded with aluminum, has an impulse in the 
260-to-265-s range. This can be increased to 
280 s by substituting beryllium for the alumi- 
num. Manufacturers of solid propellent say 
that further improvements are possible. 

Rocket Mass Fraction.— Finally, the miss 
fraction— the ratio of the fuel mass to the stage 
total mass (fuel plus structure but excluding 
pay load)— would have to be raised to meet SDI 
objectives. Large mass fractions can be 
achieved for very big rockets having 95 per- 
cent of their mass in fuel. It would be more 
difficult to reduce the percentage mass of struc- 
ture and propulsion motor components for very 
small SBI rockets. 



"Tl* SB J divert propulsion system m the final projectile stage 
would pr obibly use liquid fviel, end eon* nave suggested that 
the second stage also use liquid fuel 



The mass fraction can be increased by re- 
ducing the mass of the rocket shell. New light- 
weight, strong materials such as carbon graph- 
ite fiber reinforced composite materials or 
judicious use of titanium (for strength} and alu- 
minum (for minimum mass) may permit in- 
creased mass fractions for future rockets. 

How Electromagnetic Launcher* (EMU Work. 
—Electromagnetic launchers or "railguns" use 
electromagnetic forces instead of direct chem- 
ical energy to accelerate projectiles along a pair 
of rails to very high velocities. The goal is to 
reach higher projectile velocities than practi- 
cal rockets can. This would extend the range 
of KEW, expanding their ability to attack 
faster-burn boosters before burn-out. Whereas 
advanced chemically propelled rockets of rea- 
sonable mass (say, less than 300 kg) could 
accelerate projectiles to at most 9 to 10 km/s, 
future EML launchers might accelerate small 
projectiles (1 to 2 kg) up to 15 to 25 km/s. SDIO 
has set a goal of reaching about 15 km/s. 

In principle, chemical rockets could reach 
these velocities simply by adding more propel- 
lent. The efficiency of converting fuel energy 
into kinetic energy of the moving projectile de- 
creases with increasing velocity, however the 
rocket must accelerate extra fuel mass that is 
later burned. A projectile on an ideal, staged 
rocket could be accelerated to 1 5 km/s, but only 
17 percent of the fuel energy would be con- 
verted into kinetic energy of the projectile, 
down from 26 percent efficiency for a 12 km/s 
projectile. Since arailgun accelerates only the 
projectile, it could theoretically have higher 
energy efficiency, which would translate into 
less mass needed in orbit. 

In practice, however, a railgun system would 
not likely weigh less than its chemical rocket 
counterpart at velocities below about 12 km/s, 
since railgun system efficiency would probably 
be on the order of 25 percent at this velocity. lt 

1 Th» tssumee 60 percent efficiency for converting fuel f ther* 
naif energy into electridty, 90 percent efficiency in the pulse 
forming network, and 65 percent rail efficiency in converting 
flUctricaJ pulses into projectile kinetic energy. The SDIO has 
s goal of reaching 40 percent overall EML system efficiency, 
but this would require the development of very high tempera- 
ture {2,0u0 to 2,500° Kf nuclear reactor driven turbines. The 
total system mass might stil) exceed that of a cornpersble chem- 
ical rocket system. 
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Therefore a railgun system would have to cany 
as much or more fuel than its chemical rocket 
equivalent— ir addition to a massive rocket- 
engine generator system, an electrical pulse* 
forming network to product* tiie proper elec- 
trical current pulses, and the rail itself. 

The conventional "railgun" (see figure 5-8) 
contains a moving projectile constrained by 
two conducting but electrically insulated rails. 
A large energy source drives electrical current 
dov* n one rail, through the back end of the mov- 
ing projectile, ud back through the other rail. 
This closed circuit of current forms a strong 
magnetic field, and this field reacts with the 
current flowing through the projectile to pro- 
duce a constant outward force. The projectile 
therefore experiences constant acceleration as 
it passes down the rail. 

The final velocity of the projectile is propor- 
tional to the current in the rail and the square 
root of the rail length; it is inversely propor- 
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Schematic of an electromagnetic launcher (EML) or "Hail- 
gun." In operatic*, a atronp pulse or electrical current forma 
a circuit wit* the conducting rails and the projectile. This cur 
rent loop generates a magnetic field The Interaction of this 
field with the* current passing through the moving projectile 
produces a constant outward fores on the projectile, acceler- 
ating it to hfgh velocities. 
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tional to the square root of the projectile mass. 
High velocity calls for very high currents (mil- 
lions of amf eres), long rails (hundreds of m), 
and very %ht projectiles (1 to 2 kg). 

For the HMD mission, the projectile must 
be "smart". That is jt must have all of the com- 
ponents of the chemically propelled SB Is: a 
sensor, inertia! guidance, communications, di- 
vert propulsion, a computer, and possibly a 
lethality enhancement device. The EML pro* 
jectile must be lighter, and it must withstand 
Accelerations hundreds of thousands, times 
greater than gravity, compared to 10 to 20 
"g'»" 'or chemically propelled SBIs. 

Researchers at Sandia National Laboratory 
have proposed another type of EML launcher 
which would employ a series of coils to propel 
the projective. Their "reconnection gun" would 
avoid passing a large current through Ae pro- 
jectile, eliminating the "arcs and sparks" of 
the conventional railgun. The term reconnec- 
tion" derives from the action of the moving 
projectile: it interrupts the magnetic fields of 
adjacent coils, and then these fields "recon- 
nect" behind the projectile, accelerating it in 
the process. 

Comal Status of EMLa.— Several commer- 
cial and government laboratories have built 
and tested experimental rai? guns over the last 
few decades. These railgun* have fired very 
small plastic projectiles weighing from 1 to 
2,500 g, accelerating them to speeds from 2 
to 11 km/s. In general, only the very light 
projactiles reached the 10 km/s speeds. 

One "figure of merit/' or index, for railgun 
performance is the kinetic energy supplied to 
the projectile. For BMD applications, SOIO 
originally set a goal of a 4 kg projectile acceler- 
ated to 25 km/s, which would have acquired 
1,250 MJ of energy. SDIO officials now state 
that their goal is a 1 kg projectile at 15 km/s, 
which would acquire 1 13 M J of kinetic energy. 
The highest kinetic energy achieved to date 
was 2.8 MJ {317 g accelerated to 4.2 km/s), or 
about 50 to 400 times less than BMD levels. 

Finally, there have been no experiments with 
actual "smart" projectiles. All projectiles have 
been inert plastic solids. Some (non-operating) 
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Electromagnetic launcher— Tni* experimental etaclro* 
magnetic launcher at Maxwell Laboratories, Inc., San 
Diego, CA, became operational late In 1965, 



electronic components, including focal plane 
arrays, have been carried on these plastic 
bullets to check for mechanical damage* Re- 
sults have been encouraging. 

Key Issues for EMLs.— Much more research 
must precede an estimate of the potential of 
EML technology for any BMD application. 
The key issues are summarized in table 5-1, 
There is uncertainty at this time whether all 
these issues can be favorably resolved. 



Table Key latitat for Electromagnetic 
Launchen (EML) 



* Low mess (2 kg or less), nigh acceleration (several 
hundred thousand g) projectile development 

* High repetition rate rails (several shots per second for 
hundreds of seconds). 

* High repetition rate swtiches with high current (several 
million A versus 750*000 A) 

* Pulse power conditioners (500 MJ, 5 10 20 me poises 
versus 10 MJ, 100 ms pulses) 

* Efficiency 
■ Mass 

* Hedt dissipation 

SOURCE QttK* of T*chnok>gr AuMffwt. ISM 

EML Projectile.— It based on current tech* 
nology for sensors, inertia! guidance, commu- 
nications, and divert propulsion systems, the 
lightest "smart" projectile would weigh over 
10 kg. Tne total mass must shrink by at least 
a factor of 5, and the projectile imwt withstand 
over 100,000 g's of acceleration. If the projeo 
tile could only tolerate 100,000 g's, then the 
railgun would have to be 1 1 2 m long to impart 
a 15 kro/s velocity to the projectile. Higher ac- 
celeration tolerance would allow shorter rail* 
guns. (200,000 g's would allow a 5&m long gun, 
etc.) 

The SDIO has consolidated the development 
of light-weight projectiles for all kinetic energy 
programs into the "Light-weight Exo-atmos* 
pheric Projectile" (LEAP) program. Although 
researchers first saw a need for light-weight 
projectiles for railguns, the primary initial 
users of LE AP technology are to be the chem- 
ical rocket KEW programs (SBI, ERIS, 
HEDI). The phasfroneLEAPprojectile would 
weigh about 5 kg according to current designs 
(see figure 5-9), if all component developments 
met their goals. This projectile would weigh 
too much for any railgun, and it will therefore 
not be tested at high acceleration. This tech- 
nology might evolve into a 2-kg projectile by 
the early 1990s. In any case, thers are no plans 
now to build a gun big enough to test even the 
phase-two 2 kilogram projectile. 

High Repetition Rate.— A railgun would 
have to fire frequently during an attack, en- 
gaging several targets per second. The penalty 
for low repetition rates would be additional rail- 
guns in the space-based constellation to cover 
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the threat. Most railguns to date have been 
fired just once: the rails eroded and had to be 
replaced aTier one projectile. Newer pvstems 
can fire ten shots per day, and at least one ex- 
periment has fired a burst of pellets at a rate 
of 1 0/s, Researchers at the University of Texas 
plan to fire a burst of ten projectiles in 1/6 of 
a second, or a rate of 60/s. 



Key issues for high repetition-rate guns are 
rail erosion, 11 heat management, and high repe- 
tition-rate switches to handle the million- 
ampere current levels several times per second. 
Conventional high repetition-rate switches can 

"New rail designs have shown promise of minimum erosion 
in laboratory teste; it retrain* to be proven that rails 'fould war 
viva at wesponsJevel speeds sad repetition rates. 
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handle up to 500 A today, although one spe- 
cial variable resistance switch tested by the 
Army carried 750,000 A. An Air Force test suc- 
cessfully switched 800,000 A, limited only by 
the power supply used. EML systems would 
have to switch 1 to 5 million A, 

EML Power.— An EML would consume high 
average electrical power and very high peak 
power during each projectile shot Consider 
first the average power requirements: a 1 kg 
projectile would acquire 112 MJ of kinetic 
energy if accelerated to 15 kra/s. Assuming 40 
percent efficiency and F shots per second, then 
the EML electrical system would have to de* 
liver 280 MJ of energy per shot or 1.4 GWof 
average power during an attack which might 
last for several hundred seconds. For compar- 
ison, a modern nnclear fission power plant de- 
livers 1 to 2 GW of continuous power. 

The SP-100 nudear power system being dis- 
cussed for possi nle space application would 
produce only 1 00 to 300 kW of power. The only 
apparent near-term potential solution to pro- 
viding 2.5 GW of power for hundreds of se- 
conds would be to use something like the Space 
Shuttle Main Engine (SSME) coupled to a tur- 
bogenerator. Assuming 50 percent electrical 
conversion efficiency* then one could convert 
the SSME 10 GW of flow energy into 5 GW 
of average electrical power while the engines 
were burning* 

High average power would not suffice. The 
electrical energy would have to be further con* 
centrated in time to supply very short bursts 
of current to the railsur. For example, a 112* 
m long railgun with 100,000-g acceleration 
would propel a projectile down its length in 
about 15 milliseconds (ms) to a final velocity 
of 15 km/s. The peak power during the shot 
would be 50 GW.' f And the EML system de- 
signer would like to shorten the 1 1 2~m railgun 
length and increase acceleration, which would 
mean further shortening the pulse length and 
increasing peak power. 



Several techniques are under consideration 
to convert the average power from something 
like the SSME into short pulses. One labora- 
tory approach is the homopolar generator: this 
device stores current in a rotating machine 
much like an electrical generator and then 
switches it out in one large pulse. Existing 
homopolar generators can supply up to 10 M J 
in about 100 ms; therefore, energy storage ca* 
pacity must increase by a factor of 50 and the 
pulse length shorten by a factor of 5 to 20. 

EML Mass to Orbit — The mass of an EML 
system based on today's technology would be 
excessive. A homopolar generator to supply 
280 MJ per pulse would weigh 70 tonnes 
alone. 10 The rails would heve to be long to limit 
acceleration on sensitive "smart" projectiles, 
which would have to be very strong (massive) 
to resist the outward forces from the high rail 
currents. The platform would have to include 
an SSME -type burst power generator, a ther- 
mal management system to dispose of the 
energy deposited in tne rails, divert propulsion 
to steer the railgun toward each target, and 
the usual satellite communications and con- 
trol functions. 

Given the early stage of EML research, esti- 
mates of total platform mass could be in error 
by a factor of 10. At this time, a total mass 
of about 100 tonnes would seem likely, mean- 
ing that each EML would have to be launched 
in several parts, even if the United States de* 
veloped an Advanced Launch System (ALS) 
that could cany about 40 tonnes maximum per 
flight to high inclination orbits. It is conceiv- 
able that, in the farther term, superconductive 
electrical circuits could significantly reduce the 
mass of an EML, Lighter compurgators (see 
below) might also reduce EML mass. 

Nuclear-Driven Particles*— A nuclear explo- 
sion is a potent source of peak power and 
energy. If even a small fraction of the energy 
in a nuclear explosion could be converted into 
kinetic energy of moving particles* then an ex- 
tremely power-fid nuclear shotgun co?tld be im- 



"Fcr J fr*m* of reference cowrider thit th* toUl power »v«K 
tble from Una U.S, powv grid it •even! hundred gigawttu. 



"Assuming todny'i t**rgy density for bomopolar gonmtort 
of 4 H ie* 



agined. These particles could be used for in- 
teractive discrimination as described above, 
since the particle** would slow down light de- 
coys more than heavy RVs. With more power, 
nuclear-driven particles could conceivably de- 
stroy targets. TUs concept is discussed in rrore 
detail in the classified version of this report. 

Directed*Energy Weapons 

Directed-energy weapons (DEW) offer the 
promise of nearly instantaneous destruction 
of targets hundreds or thousands of km away. 
While a KEW system would have to predict 
target positions several minutes in the future 
and wait for a high speed projectile to reach 
the intended target, the DEW could— in prin- 
ciple—fire, observe a kill, and even order a re- 
peat attack in less than a second. 

DEW Systems 

Although no DEW are planned for phase- 
one BMD deployment, both ground-based and 
space-based DEW systems are possible in the 
next century.* 1 Candidate DEW systems 
include: 

• free electron lasers (FEL) {ground-based 
or space-based), 

• chemical lasers (space-based), 

• ex timer lasers (ground-based), 

• x*ray laser (pop-up or space-based), or 

• neutral particle beam (space-basedh 

The FEL *s the primary SDIO candidate for 
ground-based deployment (with the excimer 
laser as a back-up). The hydrogen-fluoride (HF) 
laser and the neutral particle beam weapon are 
the primary candidates for space-based DEWs, 
although a space-based FEL or other chemi- 
cal laser concepts might also be possible. 

Ground Based Free Electron Laser (GBFEL). 
—A GBFEL system would include several 
ground-based lasers, "rubber mirror 1 ' beam di- 
rectors to correct for atmospheric distortions 
and to direct the beams to several relay mir- 
rors in high-Earth orbit, and tens to hundreds 



'■SDIO asserts that Mme versions of DEW could be deploys^ 
late is this century, It is examining design* for "entry level" 
system* with limited capabilities. 



of "battle-mirrors" in lower Earth orbit to fo- 
cus the beams on target. It would take sev- 
eral laser sites to assure clear weather at one 
site all the time. Several lasers per site would 
provide enough beams for the battle. Ideally 
these lasers should be at high altitudes to avoid 
most of the weather and atmospheric turbu- 
lence. But the FEL, as currently envisioned, 
requires very long ground path lengths for 
beam expansion and large quantities of power. 

The logical location for relay mirrors would 
be geosynchronous orbit, so that the ground- 
based beam director would have a relatively 
fixed aim point* The effects of thermal 
blooming" may best be avoided, however, by 
placing the relay mirrors in lower orbit: the mo- 
tion of the laser beam through the upper atmos- 
phere as it follows the moving relay mirror 
would spread the thermal energy over a large 
area*" 

Adaptive optics would correct for atmos- 
pheric turbulence. The optical system would 
sense turbulence in real time and continuously 
change the shape of the beam-director mirror 
to cancel wave-front errors introduced by the 
air. A beacon would be placed just far enough 
in front of the ; elay satellite that the satellite 
would move to the position occupied by the 
beacon in the time it took for light to travel 
to the ground and back. A sensor on the ground 
would detect the distortions in the test beam 
of light from the beacon, then feed the results 
to the "rubber mirror" actuators. With its 
wave front so adjusted, the laser beam would 
pass through the air relatively undistorted. 



"Thermal blooming occur* when a high* power laser beam 
puMi through the atmosphere, heating the air which disturbs 
the transmission of subsequent beam energy. See the eectinn 
below on bey DEW issues for details. 

"For example, a 10*m dijuneter User beam which tracked a 
relay mirror at 1*000 km a'titude would pass through a dean, 
unhealed patch of sir at lx) km altitude after HO ms. If thermal 
blooming resulted from relatively long-term heating over a few 
seconds, then scanning across the sky could ameliorate its ef- 
fects. While beam energy at altitudes below 10 km would take 
longer then 140 ms to move to unheated patches of the atmos- 
phere* lower altitude blooming could be more readily corrected 
by the atmospheric turbulence compensation systems proposed 
for ground baaed Users; atmospheric compensation works best 
for "thin lens" aberrations dose to the laser beani adaptive mir- 
ror on the ground- 
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This concept is discussed further below, un- 
der the heading of "Key DEW Issues." 

Tabb 5-2 compares the characteristics of cur- 
rent research FELs with those Deeded for 
BMD operations, as derived from elementary 
considerations in the American Physical So- 
ciety study . u The key figure of merit is beam 
brightness, defined as the average laser out- 
put power (watts) divided by the square of the 
beam's angular divergence. Brightness is a 
measure of the ability of the laser beam to con- 
centrate energy on the target (see figure 5-10), 
Another important figure of merit is the retar- 
get time— the time needed to switch from one 
target to another. 



Existing FELs operate in a pulsed mode: the 
energy is bunched into very short segments, 
as illustrated in figure 5-11 for the radio fre- 
quency linear accelerator (RF liuac) and for the 
induction linear accelerator, two types of ac- 
celerators proposed for the FEL. The power 
at the peak of each pulse is much higher than 
the average power. In the proposed induction 
linac FEL, peak power might exceed average 
power by 60,000 times. But it is the average 
power that prim«irily determines weapons ef- 
fectiveness,** 

The RF linac experiments to date have 
produced 10 MW of peak power at 10 pm wave- 



"Short puleaa of energy may fatter coupling of energy into 
a target, however, ec the ivvigt power required from a pulaed 
laacr could, In prindpla, be Jeet than the average power of a 
continuous wave (CW) Laser, Thi* will be the subject of further 

SDI 1 



•'American Physical Society, op. eft, footnote 1, chaptera 3 



Table 5-2.~Characttrit1ltt of a Qround-Btud FEL Wtaftfw System 

OperatlooaJ requirements against 

Currant status a futiy raaponiihg Soviet threat* 

Free Efectron Laser rf Induction 

Number of laser sites — — 

Wavelength f>m> 9 15 8,900 j t0 13 

Average power (MW) .006 .000014 100 to 1,000 

ftak power (MW) 10 1,000* 

Beam diameter (m> {4f (4) 10 to 30 

Brightness (W/sr) 3.6x10" tXtO* sevefilxtO" 

Peak brightness (W/ar) 6.3xi0 w 4.AX10 1 ' - 

Beam director 

Diamoter (m) (4) tO* 

Number of actuator* jio^ to* to 10* 

Frequency response (Hit) 10* hundred* 

Relay mirrors; 

Number of mirrors — 3h57 

DiameteMm) - 10 or mom 

Altitude (km, - ttflt Of thoutwJa 

Steering rite (retargets/a) — 4*10 

Battle mirrors: 

Number of mirrors: — 30-190 

Diameter (m) {4) 10 

Altitude <km) <- 1,0004,000 

Stgering rate (retargets/*) — $-5 

•Qtmmiim roouliwnoni* «r> tthtn from Aiwcm Phytic* Soctoty, Sew** nf T*±ioto& of Dlr*ct9*£n*Qy m^otm: IVpoff to tf* Amuncm flftyte* SccMy 
orhVSUtfy Gnoup, Apm 19B7 SD+O di»*Qr*#» with Hmtof UwoumMft, but ttivtrdHiQ. cl**Jf M «nd may b* lound m the ciAMlf lod witon of tht* 
W Fgrthor k 5WO Urn fctontifcod SMD ml**+on* rihor tfw iwJIno wtEh • fgtly wo^ihw Sort* Ifirov An "entfy4e*er »yt*rn {wttt> * brtdhlnvta on Th* order 
ot m*ow M 0*w*fop*d »vii*r than fhf on* with rh« «bov* chkrKtmlvl^t mrf wo .W Km 4*u Hr^uip -) r*Quti*rwiti. 

D$#w*nt« of • yr**\*t *cr»i miTTo^hMtwnbviM.md 1 tmeter. 7 Mflowni mtnw li undo* conilmetlori PnArhtm in thli tttri* Htdttol* mil th* minor tacrine** 

py tkistt but If* mJMtsr- hiv« not wt twi lni*Qfit*d with th* *i*#r 
e A ***oon» *y»t*m would roquJr* rh* #w*£W oowor fev*ti 11*1 *d f** FEL It ■ pgl**d l*s*r— th* po wer of M£h pv*** 4 iflseh 

wh»n th* puJm *m boih on mxi off. E>tp*n0ing oft ho* t»ro#*f «tf pufw tm»r«et 4 Mm* *hort might b« Mtfitf even wfth I 

a P«* b-(ghTi>rw. I^M phA power. 1i not th* r*l«vvi1 mwmn of wwpora t*th«Hty. 

*Tn# *mtftti Phr*tej* Soc>oty t op. rM. t footnoia ^ o*tinn>»d Th« brtpn;no>»a on tM wtfer ot 10" wt* a^oM bo naciMry tocowrter ■ nMpon**x Wweet A 
«m«r fmmx mid b* rvqtnnd tor rht tmr power (100MW) F£L maduto to rtocft 10*' MVAr brigntwi. The more pmb*s* ■jproiti wouw be to cemtfno th* 
baemt from ton ICMnot* rrHrror* In * cohororM imy. 

SOURCE: OfA« of Tochnoiopy AieoMffloni. Amehc«ft PryHcn) So»~i»Ty Sludy Orwp h end Stietoglc Dofme knhienvp Or^iztftan, ISF and tm 
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Figure 5^a- Illustration of th» ReEalkmahipe 
Between Laser Pererrmters and Power Deralty 
Projected on t Teryet 




Beam diemessr » D (mrtvt) 
Divergence angle - & (radians) 
For e dtffracson-lfflhecl beam. 



8 - (X » wavwtength) 



DrtgJUnea ■ » 9 

Poww density or t>f£«i - I {wathttqutf* cm) 

l-.fi. 
R 2 

Illustration of the inBl*t*or\»hipft between law parameters 3nd 
power denary projected on a larger The key figure of merit 
for any »ts*r la Its brightness. Brightness measures the ability 
of the laser to concentrate power on a distant target. High 
brightness requires high laser power and tow angular diver- 
gence. Low anguiar divergence in turn requires short wave* 
length and a targe beam diameter The power density on tf» 
get is equal to the laser brightness divided by the square of 
the distance to that target. 

SOUftCE: OtTfc* of T*cVto*fVr AmhhwiI. 1MB 



length, but only 6 kW of average power— which 
would translate into a brightness 100,000,000 
times less than the level needed for a BMD 
weapon against hardened Soviet boosters*** 
This 6*kW average power was averaged over 
a lOCVmicrosecond long "macropulse" in a 
given second. 

■"This brightness calculation assumes that die beam would 
be expanded to fill a sUta-oftfae-art 4-m diameter mirror and 
was diffrect>0D*limited* 



Figure 6-11,-FEL Waveforms 
Radio frequency UNAC FH. waveform 

JLUULULUUL 

Duty cycle: 1 1n 400 
Inductor* UNAC FEL waveform 

Duty cycle: Much tower than radio frequency LINAC 

Existing laser waveforms from the red to frequency linear ac- 
celerator (RF linac) free electron taser (FEL) and the induc- 
tion linear accelerator f EL The laser ilght ia emitted in very 
short pulses. The peak power during these short pulses would 
have to be extremely high to transmit high average power to 
the targets. This peak intensity, particularly for the induction 
linac FEL, would stress mirror coatings and could induce 
other nonlinear losses such as Raman scattering in the 
atmosphere. Therefore, a weaporvgrade induction-ifnac FEL 
would have to have hlghei repetition rates, perhaps on the 
order of 10 klloherti. 

SOURCE Ome* of T*ctoo«>Qr *u«wwt. IMC 



It should be noted, however, that these ex- 
periments were not designed for maximum 
average power. Low repetition rates were used 
primarily for economic reasons* SDIO scien- 
tists say that scaling up the number of macro- 
pulses from 1/s to 5,000/s is not a serious prob- 
lem. If correct, this would mean that 30-MW 
average power could be produced with tech- 
nology not radically different from today's. In 
addition, a ground-based weapon would use a 
wavelength an order of magnitude smaller. The 
brightness scales as the inverse of the wave- 
length squared* For a given mirror diameter, 
then, if a similar power output could be 
produced at a smaller wavelength, and the high 
repetition rate were achieved* the brightness 
would only need to be increased by a factor 
of about 200 for 30 MW at 1 jtm. Accomplish- 




n#v S*n Juan Ctpiit'inr, CA Thf CytirwJncaJ conliQ 
wrpin?*> lha ta**f d***gn may bt mo»t 
•uitafrla tot b**JflQ in *t»*C« 



ing tart h modifications would entail significant 
development work 

SparMwttd Cb* mica! La*em,- Placing high- 
power laser * directly on satellites would elim- 
inate the rod* for atmospheric compensation, 
redundant lasers to avoid inclement weather* 
and relay mirrors in high orbits; it would also 
reduce hewn brightness requirement* by a fac- 
tor of 4 to 10 (depending on the wavelength 
and atmospheric factors) since the atmosphere 
would not attenuate the beam*" These advan- 
tages are offset by the engineering challenge 
of operating many tens or hundreds of lasers 
autonomously in apace and by the possible 
higher vulnerability of lasers relative to battle* 
mirrors. 



M>n+(Mm*4 txri* *rtv f«Umji*d that « *p+e+b*md catty 
iral l*»f lyilwn, | eluding *j-t» trtntporUttot^ *ould rovt 
ttoul 10 Ufw Im tK«i t*w prO£»*«f ground W«t fn* 



The laser should operate at short wavelength 
Uo ket^ the mirror sizes small) and should be 
energy effirient (to rrdure the weight of fuel 
needed in orbits Although its wavelength band 
(near 2.8 mhi! is rather long, the hydrogen fluo- 
ride (HFi laser is the most mature and most 
efficient laser avpilabl* today. Table 5*3 com- 
pares the characteristics of a potential high 
performance Hr laser BMD system with the 
currenl mid infrand chemical laJer(MIRACL) 
(using ttruterium fluoride, or DF) operating at 
the White Sands Missile Range in New Mex- 
ico. 1- 

DEW Technology 

How DEW Work*— Directed energy weapons 
would change stationary, stored energy from 
a primary fuel source into a traveling beam of 
energy that could be directed and focused on 
a target. Several stages of energy conversion 
may be necessary. The challenge is to build an 
affordable, aurvivable, and reliable machine 
that can generate the necessary beam of 
energy. Lasers can be driven by electrical 
energy, chemical energy, or nuclear energy. 

Free EWtron lasers. -Through 1987, the 
SDlOchos** the FEL research program to re- 
ceive the mt*t DEW emphasis (recently, SDIO 
has returned to favoring research in space- 
based chemical lasers). The FEL uses a rela- 
tiviatic'* electron beam from an accelerator to 
amplify a light beam in a vacuum, The key 
advantage of the FEL is the !ack of a physical 
gain mt-dium: all other lasers amplify light in 
a solid, liquid, or gas. This gain medium must 
be stimulated with energy to produce an ex- 
cited population inversion of atoms or mole- 
cules. The fundamental limitation with these 
lasers is the need to remove waste heat before 
it affects the optical transparency of the 
medium. The FEL achieves its gain while pass- 



m Thf Spin U Aim cftnikWinx Urwwr p w fu n nw >Pf, "mtry 
kv*l tpM-rhiHtl rhfrmiral Uwri foe mort- limited HMD 
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Tab* frl-CharacteHsttct of HP Uw Weapons Syalam 

Estimate optvaJiortaj 
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ing through an electron beam plasma, M) much 
of the "wast* heat M exits the active region 
along with the electron beam at nearly the 
epeed of light. 

Two types of electron beam accelerator are 

currently under investigation in the SD10 pro- 
gram: the radio frequency linear accelerator 
\HV linac) and the induction linac* 

In the RF linac, electrical energy from the 
primary source is fed to radio-frequency gener* 
ators that produce an RF fieH inside the ac- 
celerator cavity. This field in turn accelerates 
low energy electrons emitted by a special 
source in the front end of the accelerator. The 
accelerator raises this electron beam to higher 
and higher energy levels (and hence higher ve- 
locity! and they eventually reach speeds ap- 
proaching that of light. Simultaneously, the 
electrons bunch into small packets in space, 
corresponding to the peaks of the RF wave. 

This relativistic beam of electron packets is 
inserted into an optical cavity. There the beam 
passes through a periodic magnetic field (called 
a "wiggler" magnet) that causes the electrons 



**Oth*r t>pr* of #oor*iTLtofi art pcmiM* for a frw tWtron 
[im, fuch *j th* tkrlsotutk* accvWiur FELiuuer tnvaaU- 
jpUort #t the Untvartity of Cafcfortia at Sauls Barbara, but 
tha RF Linac urul indurtioo linac have batn tinned out M the 
primary candjdaiaa for irtitiaJ SDI tzpmtmnU, 



to oscillate in space perpendicular to the beam 
axis. As a result of this transverse motion, 
weak light waves called synchrotron radiation 
are generated. Some of this light travels along 
with the electron packets through the wiggler 
magnets. Under carefully controlled condi- 
tions, the electTon beam gives up some of its 
energy to the light beam. The light beam is 
then reflected by mirrors at the end ot the op- 
tical cavity and returns to the wiggler mag- 
net synchronously with the next batch of elec- 
trons The light beam picks up more energy 
from each pass, and eventually reaches high 
power levels. This type of FEL is an optical 
"oscillator": it produces its own coherent light 
beam starting from the spontaneous emission 
from the synchrotron radiation. 

As more energy is extracted from the elec- 
tron beam, the electrons slow down. These 
slower electrons are then no longer syn- 
chronized with the light wave and the periodic 
magnet, so the optical gain (amplification) 
saturates. To increase extraction efficiency, the 
wiggler magnet is "tapered": the spacing of 
the magnets or the magnetic field strength is 
var;ed so that the electrons continue in phase 
with the light wave and continue to amplify 
the beam as energy is extracted, 

For high-power weapon applications, the 
power from an oscillator might be too weak: 
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the limit for an RF iinac FEL oscillator is near 
20 MW. In this case additional single-pass am- 
plifiers can boost the beam energy. This sys- 
tem ia called a master oscillator power ampli- 
fier (MOPA) laser. 

In the second type of FEL, the induction 
linac, large electrical coils accelerate narrow 
pulses of electrons. The high energy electrons 
interact with an optical beam as in the RF linac 
FEU but the optical beam as currently olanned 
would be too intense to reflect off mirrors and 
recirculate to pick up energy in multiple passes 
as in the RF oscillator. Rather, all of the energy 
transfer from the electron beam to the optical 
beam would occur on a single pass. This would 
entail very high gain, which demands very high 
density electron beams and very intense laser 
light coming into the amplifier. The induction 
linac FEL therefore depends on an auxiliary 
laser to initiate the optica] gain process; this 
limits the tunability of the induction linac FEL 
to the wavelengths of existing conventional 
lasers of moderately high power. 

The process of converting electron energy 
into light energy can theoretically approach 
100 percent efficiency, although it may take 
very expensive, heavy, and fragile equipment *' 
Nevertheless, the FEL could achieve very high 
power levels, and, unlike other lasers, the RF 
linac FEL can be tuned to different wave- 
lengths by changing the physical spacing or 
field strength of the wiggler magnets or the 
energy of the electron beam." Tunability is 
desirable for ground-based lasers, which must 
avoid atmospheric absorption bands (wave- 
lengths of light absorbed by the air) if they are 
to reach into space. 

Chemical (HF) Lasers. -The HF laser de- 
rives its primary energy from a chemical re- 
action: deuterium and nitrogen trifluoride 



"Total syatem efficiency would probably be About 20 percent* 
25 percent at beet, ttttimii^ * reasonably optimistic 60 percent* 
60 pervert efficiency to convert chemical to electrical energy 
uaing a r»iet-driven turbine, and 40 percent efficiency lo gra 
erat* RF power. 

*The wavelength of the FEL ia proportional to the wiggler 
magnet sparine and inversely proportional to the equar* of the 
electron beam nergy, Higher beta axrpea an oeceesary for 
the abort wavelengths needed tor BMD. 



gases react in a device resembling a rocket en* 
gine. Hydrogen gas mixes with the combus- 
tion products* Chemical energy raises the re- 
sulting HF molecules to an excited state, from 
which they relai later by each emitting a pho- 
ton of light energy in one of several wavelength 
lines near 2.8 /im in the MWIR. A pair of op- 
posing mirrors causes an intense beam of IR 
energy to build up as each pas«, through the 
excited HF gas causes more photons to radi- 
ate in step with the previously generated light 
wave." Some additional electrical energy runs 
pumps and control circuits. 

Excimer Laser.— In an excimer** laser, dec* 
trical energy, usually in the form of an elec- 
tron beam, excites a rare gas halide" such as 
krypton fluoride or xenon chloride. * These 
gases then emit in the ultraviolet (UV) region 
of the spectrum, wi th wavelengths in the range 
from M to .36 jim. This very short wavelength 
permits smaller optical elements for a given 
brightness. However, the optical finish on 
those UV optics would have to be of propor- 
tionately higher quality. 

Ultraviolet light is also desirable for space 
applications, since its high energy generally 
causes more damage to the surfaces of targets 
than does that of longer-wavelength visible or 
IR light. One drawback is that internal mir- 
rors resistant to UV radiation damage are more 
difficult to make. Another is that UV cannot 
readily penetrate the atmosphere. These ob- 
stacles, combined with their relative immatu- 
rity and low efficiency, have relegated high 
power extimers to a back-up role to the FEL 
for the ground-baaed BMD laser. 



"Thia proceee of repeated redjatkw in atep ia called "etimu- 
latad emission'; the traveling wave of light etimulatee the ex- 
cited molecule to radiate with the aame phase and direction a* 
the atimuleting energy. The resulting beam of light ia "coher- 
ent": Jt can be focuaed to a very small apot The terra "taeer" 
is derived from the phrase * ' Light Amplification b / Stimulated 
Electromagnetic Radiation." 

-Excimer b short for "excited state dimer"; the excitation 
of these rare gas hslidea produces molecules that only exist in 
the excited state, unlike other Using media which decay to a 
ground atate after emitting a photon of light, 

m A "halioV ' ia a compound ot two elements, one of which is 
a halogen: fluorine, chlorine, iodine, or bromine. 

"Krypton fluoride produces a wavelength too short to pen* 
trate the atmosphere: for ground-based ^Wtymt tenon chlo- 
ride would be of interest 



129 



Passing a laser beam through a Raman gas 
cell can improvs its quality. This cell, typically 
filled with hydrogen gas, can simultaneously 
shift the laser frequency to longer wavelengths 
(for better atmospheric propagation), combine 
several beams, lengthen the pulse (to avoid 
high peak power), and smooth out spatial var- 
iations in the incoming beams. A low-power t 
high quality "seed" Keam is Injected into the 
Raman cell at the desired frequency* One or 
more pump beams from excimer lasers supply 
most of the power. In the gas cell, Raman scat- 
tering transfers energy from the pump beams 
to the seed* This process has been demon- 
strated in the laboratory with efficiencies up 
to 60 percent* 

X-ray Laser— A nuclear explosion generates 
the beam of an x-ray la3er weapon* Sinca this 
type of laser self-destructs, it would have to 
generate multiple beams to destroy multiple 
targets at once, It has been proposed that x- 
ray lasers would be based in the "pop-up" 
mode; their launch rockets would wait near the 
Soviet land mass and fire only after a full-scale 
ICBM launch had been detected. Since the x* 
rays could not penetrate deeply into the atmos- 
phere unless self focused, the earliest applica* 
tion for the x-ray laser would likely be as an 
ASAT weapon. 

Neutral Particle Beam (NPB) Weapon. -The 
NPB weapon, like a free electron laser, would 
use a particle accelerator (see figure 5-1 2). This 
accelerator, similar to those employed in high 
energy physics experiments, would move 
charged hydrogen {or deuterium or tritium) 
ions to high velocities* Magnetic steering coils 
would aim the beam of ions toward a target- 
As the beam left the device, a screen would 
strip the extra electrons off the ions, result- 
ing in a neutral or uncharged beam of atoms*" 

Unlike laser beams, which deposit their 
energy on the surface of the target, a neutral 
particle beam would penetrate most targets, 
causing internal damage. For example, a 100- 
MeV particle beam would penetrate up to 4 



Ftourt 5-12*— Schematic at ■ Neutral 
Perttelt Beam Weapon 
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Schematic of a r*utr*l pwilcla t»m waapon. Primary powat 
mighl b* generated by llrlng a rocket engine, similar to the 
Shuttle main engine, coupled to an electrical generator A»* 
tematefy, the hydrogen and oxygen could be combined In * 
fuel cell to produce electricity. The reacting electrical cur- 
rent would drive the accelerator that would produce a beam 
of negatively charged hydrogen tone. This negatively charged 
beam woufd be expended nnd directed toward the target by 
magnets. Just before leaving the device, the extra electron 
on each hydrogen ion would be stripped off, leaving a neu- 
tral particle beam that could travel unperturbed through the 
earth s erratic magnetic field, 

SOUftCE: Offtea of T*tfww»wr Au—uinm. IMS 

on into solid aluminum and a 200-MeV beam 
would deposit energy 13 cm deep." These 
penetrating particles could damage sensitive 
circuits, trigger the chemical high explosives 
in nuclear warheads, and— at high enough in- 
cident energy levels— melt metal components. 
Shielding against neutral particle beams would 
be difficult, imposing a large weight penalty. 

As mentioned in chapter 4, the NPB may 
be usable first as an interactive discriminator* 
The beam of energetic hydrogen atoms would 
dislodge neutrons from massive RVs (the die* 



"A charged beam could not be aimed reiiebly. sir** it would 
be defected by the Earth'* erratic magnetic field, eo the beam 
muat be uncharged or neutral. 



"See W, Bark** and M . Berber, T* Ww of Energy Uxm and 
JUngaofHvvyChmrsriPMilicksAYtuAung DC: NASA, 
1964). 
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<:riminator NPB would presumably dwell on 
c ach R V and decoy for too short a time to dam- 
age the RV). Separate satellites with neutron 
dotectors would determine which targets were 
RVs and which were light-weight decoys. The 
NPB technology development would be the 
same for the weapon and the interactive dis- 
crimination programs, giving it multi-mission 
capability. 

Current Status of DEW,— Directed energy 
weapons are at various stages of development 
as discussed below, but none could be consid- 
ered ready for full-scale engineering develop* 
ment or deployment in the next decade." 

The characteristics of three potential DEW 
systems are summarized in table 5*4. A key 
figure of merit is the brightness of the beam. 
Precisely what brightness would destroy differ- 
ent targets is still under investigation: the SDI 
research program is measuring target lethal- 
ity for different wavelengths and for different 
classes of targets. The brightness levels of ta- 
ble 5-4 ire derived from physical first princi- 
ples and assume that the Soviet3 could con- 
vert their missiles to hardened, so!id-fueled 
boosters by the time DEWs could be de- 
ployed.* 

"SDIO haa recently bean conaideriiLg "entry -laveT option* 
that it currently considers feasible for phase- two deployment, 

*SD10 Is considering "entry levsT DEWi that would have 
much lower brightness and night be effective Against today's 
more vulnerable boostem A syncretic mix of KEW-DEW 
boost-phase intercept capability and DC W discrimination is be* 
ing considered by SD 10 as possible parts of a phase-two lyatam. 



The Accelerator Test Stand (ATS) neutral 
particle beam experimental accelerator at Los 
Alamos National Laboratory is the weapon 
candidate closest to lethal operating condi- 
tions: its brightness would need to rife by 
about a factor of 10,000 to assure destruction 
of electronics inside an RV at typical battle 
ranges thousands of km). However, in this kill 
mode, it may be hard to determine whether the 
electronics actually had been destroyed. 
Another factor of 10 to 100 might be needed 
to produce visible structural damage. 

The MIRACL DF chemical laser operating 
at White Sands has greater than 1 megawatt 
output power, but its relatively long wave- 
length, the challenge of unattended space oper- 
ation, and the uacertainty of scaling this la- 
ser to the power levels necessary for ballistic 
missile defense would make a deployment de- 
cision now premature. The brightness of an HF 
or DF laser would have to be increased by a 
factor of 10,000 to 100,000 over current levels 
to be useful against responsivety hardened So- 
viet boosters. However, an "entry-lever sys- 
tem that might be useful against current boost- 
ers would entail an increase in brightness of 
only several hundred to several thousand 
times. 

To test some aspects of a space-based HF 
laser, TRW is installing Ma "Alpha" laser ir. 
a large space-simulation chamber near San 
Juan Capistrano, California- The Alpha laser 
uses a cylindrical geometry (MIRACL uses lin- 



Tablt 5-4.- Chsrsctsrlstles of Dlrscte* Energy Weapons Against a Fully Responsive Soirfrt Thrset 1 
FEL~provnd«b*sed HF-spscfr6ssed NPB-spsce-based 

Primary energy source Electric CtiemlcaJ Slf u u 

Wavelength or energy 0,8-U 2.7 *m I™* 4 ™ itM 

Required i brightness (Wter) . . . .Several x 10" Several x 10" Several x lO'Mfor 

electron tea Kin) 

Current brightness <W7ar) Several x 10- Severe! * W* (potent* . .. rinn 

(consisting for about 10" 10'MO" (considering 

unintegrated if unintegratec' unlntegraled 

components) components considered) components) 

Minimum penetraiton ^ 
attit ude (km) Abou t 30 About 30 130*170 

in thi, <*» *» obt»r*d from itaAffarican $OC*ly> 5ci>«c# *rf 

Sochty Sfvtfr Group. April 1967. «>J apply to » «*rmc«d BMD tyv(«m *Q*r*\ i rMpon»l%« <hr*tt Tb» ^\*^ * r*lte<^«n^tw4*M fry 5W3 SDKJ 
h*» ktentiifej otntt BMD m*»<0** roc wtifch kywt "«.nry4m*T' lyittmi wllft K«*< «*clWc*ton» ten It* ortm at 1(T WV) wwAd d# «d«QU«t 
*Aiwmir>$ p«rT«cl 0«*n QutfHy tor « tyttafrt mim tht crwracl«ri»tlc« ot thf MIRACL Iwr. 

SOURCE: Ofttco of T*chftO»Opy AlUllWiM. Amortcan Pl*y*lcal Soc«ty Study Group, Strung* D*i*>*t MUatNl Or***!***, ie*7 and ia« 
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ear flow) with the supersonic gas flowing out* 
ward from a central Li*m diameter cylinder 
formed by stacking rings of carefully machined 
nozzles* The laser beam will take the form of 
an annulus passing just outside the radially 
directed nozzles. A complex aspheric mirror 
system will keep the laser beam within this nar* 
row ring. The goal of this program is to dem- 
onstrate multi-megawatt, near-diffraction 
limited operation in 1988. 

The brightness of a 4*m diameter {the size 
of the Large Aperture Mirror Program mirror), 
perfect, diffraction-limited beam* 1 from, for ex- 
ample, a 1-M W laser, would be over 10 11 watts/ 
ateradian (W/sr)> The Alpha laser was designed 
to be scaled to significantly higher levels by 
stacking additional amplifier segments. It 
would take a coherent combination of many 
such lasers to make * weapon able to engage 
a fully responsive missile threat. 

Chemical lasers to meet a responsive Soviet 
missile tiireat would need brightnesses of 10"- 
10" W/s-. The level needed would depend on 
the target dwell and retarget times. These 
timec, in turn, depend on the laser constella- 
tion size and geometry, booster burn time and 
hardness, and number of targets which must 
be illuminated per unit time. If the Soviets were 
to increase the number of ICBMs in a partial* 
lar launch area or decrease booster burn times, 
then the laser brightness needed would in* 
crease. 

The brightness of a ground-based FEL would 
have to increase by a factor of * +o 10 to ac- 
count for energy losses as the oearo passed 
through the atmosphere and travelled to and 
from relay mirrors in spact. Several free elec- 
tron lasers have been built. None has operated 
within a factor of 100 million ( 1 0% if the lethal 
brightness levels needed for a fully-responsive 
BMD system. Part of the reason is the low 
repetition rate of the pulses in experimental 
machines. For example, one experiment ran 
with the accelerator operated at a rate of one 
electron beam pulse every two seconds. Future 
accelerators will probably increase this rate to 

♦'See American Phytic*! Society, op. footnote 1. p 179. 



thousands of pulses per second. This will in- 
crease average brightnesses accordingly, al- 
though, as previously discussed, several more 
-factors of 10 improvement would be needed. 

Lawrence Livermore Nations* Laboratory is 
conducting experiments with an FEL based 
on an induction linear accelerator (linac). Boe- 
ing Aerospace is constructing an RF linac 
FEL t based on technology developed by Boe- 
ing and Los Alamo? National Laboratory. 

Initial experiments on the Livermore FEL 
in 1985 produced microwave beams at 6.6 mm 
wavelength with peak powers of 100 MW. 
More recently, the peak power risen to 1.8 GW 
(1.8x10' W), a although this intensity lasts for 
only IS nanoseconds (15x10 * s); the average 
power at the repetition rates of one shot every 
2 seconds was only 14 W. Scaling to shorter 
wavelengths demands higher quality and very 
high-energy electron beams. Livermore Lab- 
oratory achieved FEL lasing at 10 pin in the 
far IR with its "Paladin" laser experiment in 
late 1986. Boeing and a TRW/Stanford Univer- 
sity collaboration have operated 0.5 pan visi- 
ble lasers, but at low average power levels. 

The Boeing RF linac FEL has the advantage 
of multiple optica! passes through the wiggler 
of the optical oscillator. This means that high 
gain is not necessary, as it is with single-pass 
induction linacs." The RF linac also has more 
tolerance of variations in electron beam qual- 
ity or omittance. The omittance of the RF linac 
electron beam could grow (i.e., deteriorate) by 
almost a factor of 10 without deleterious ef- 
fects. In contrast, the induction linac electron 
beam cannot increase in emittance by more 
than a factor of two without degrading opti- 
cal beam brightness.* 4 However, there has been 
more uncertainty as to whether RF liners could 
be scaled to the high current levels needed for 
BMD. Induction linacs, on the other hand, 



"Andrew M. Sessler and Douglas Vaughen, 4 * Free-Electron 
Lasers.'" American Scientist, vol. 75, January February, 1987, 
p. 34. 

♦The RF linac might require etog!e»pajta amplifiers So addi- 
tion to their multi-pass oscillators (MOP A configuration) to 
achieve weapons-dees power levels. 

"Privet* communication, John MJ. Medey, 1987* 



Iiave inherently high-current capability. Re- 
cently, the two FEL concepts have appeared 
on the whole to compete closely with one 
another. 

Excimer lasers have been utilized for lower 
power research and some commercial applica- 
tions. The UV energy from an excimer laser 
is generally more damaging than visible or IR 
energy. However, UV light can also damage 
mirrors and other optical components within 
the laser system, making high-power operation 
much more difficult. Scaling to higher power 
is possible, but SDIO has judged the excimer 
program less likely to succeed, and has cut it 
back. The Air Force A SAT program is fund- 
ing continued excimer laser research jointly 
with SDIO, 7 

Los Alamos National Laboratory research- 
ers have conducted NPB-related experiments 
on their ATS. They have produced a current 
level of 0,1 A at 5 MeV, Rocket-borne tests 
of parts of a NPB system were planned for the 
lare 1980s. The SDIO had planned a series of 
full space tests to begin in the early 1990s, in- 
cluding a NPB accelerator with a target satel- 
lite and a neutron detectoi satellite as part of 
the interactive discrimination experimental 
program. Recently, scheduling of these tests 
has been delayed due to funding constraints. 

Key DEW Issue*-With such a wide gap be- 
tween operational requirements and the cur- 
rent status of DEW, many key technical is- 
sues remain- DEW research over the next 10 
to 20 years could resolve some issues judged 
crucial today, but could also uncover other, un- 
foreseen, roadblocks. Some of the current is- 
sues of concern (large mirrors, pointing and 
tracking, and lethality measurements) are 
generic to all laser systems, while others are 
specific to particular weapon systems. 

Large Mirrors.- AM laser systems (except 
the x-ray laser) need very large mirrors to fo- 
cus the beam to a small spot at the target,** 



**Spot in* is inversely proportional to mirror diameter L*- 
mt bng'jLaMs, the primary indicator of weapon lethality, in- 
cre**e* a* the aquare of mirror dtame-er. Thv« doublirg the 
mirror si2* frora 2 meter* to A metai wouki mate** L*«r bright- 
f*e« by • factor of 4. 



This is true for both ground-based lasers with 
multiple relay mirrors in space and for space- 
based lasers with the mirror adjacent to the 
laser, Iu either case, the size of the last mirror 
(closest to the target) and its distance from the 
target determine the size of the laser spot fo- 
cused on that target. To achieve the bright- 
ness levels of 10" to 1 0* W/sr for BMD against 
a fully responsive threat, laser mirrors would 
have to be at least 4 m (assuming mirrors were 
ganged into coherent arrays), and preferably 
10 to 20 m, in diameter. 

The largest monolithic telescope mirrors 
today are about 5 m in diameter (ML Palomar), 
and the largest mirror built for space applica- 
tion is the Hubble Space Telescope at 2,4 m. 
The Hubble or Palomar mirror technologies 
would not simply be scaled up for SDI applica- 
tions. The current trend both in astronomy and 
in military applications is to divide large mir- 
rors into smaller segments. Electro-mechan- 
ical actuators within the mirror segments ad* 
just their optical sui faces so that they behave 
as a tingle large mirror. 

Even for these segments, direct scaling of 
old miiTOr maaufacturnig techniques using 
large blocks of glass for the substrate is not 
appropriate: these mirrors must weigh very lit 
tie- They must be polished to their prescribed 
surface figure within a small fraction of the 
wavelengths they are designed to reflect. 
Brightness and precision make opposite de- 
mands; usually, a thick and relatively hecvy 
substrate is necessary tc kaep good surface fig- 
ure, SDIO has developed new technologies to 
reduce substrate weight substantially. 

Two segments of a 3-segment, 3-m mirror 
(HALO) have been built. The 7-segment, 4*m 
minor (LAMP) is now assembled and currently 
being tested. One segment of a 10-m mirror 
is to be built by 1991, but there are no current 
plans to assemble a complete 10-m mirror. Re- 
cently, the SDIO has begun tests of the light- 
weight LAMP mirror, designed for space- 
based lasers. 

Durable, high-reflectivity mirror coating are 
essential to prevent high laoer pow^r from 
damaging the mirrors. The largest mirror that 



has been coated with a multi-layer dielectric 
coating to withstand high energy-density 
levels is 1.8 m in diameter. Multi-layer dielec- 
tric coatings are generally optimized to pro- 
duce maximum reflectivity at the operating 
wavelength. Their reflectivity at other wave- 
lengths is low (and transmission is high), mean* 
ing that off-wavelength radiation from another 
(enemy) laser could penetrate and damage 
them. 4 * These coatings may also be suscepti- 
ble to high-energy particle damage in apace, 
either natural or man-made. 

Finally, the optical industry must develop 
manufacturing techniques, infrastructure, and 
equipment to supply the hundreds of large mir- 
rors for BMD DEW deployment. The SDI re- 
search program has targeted mirror fabrica- 
tion as a key issue, and progress has been good 
in the last few years. Techniques have been 
developed to fabricate light-weight, segmented 
mirrors with hollow-cored substrates and ac- 
tuators to move each segment to correct for 
surface figure errors. 

These active mirrors could correct both for 
large-scale? manufacturing errors and for opera* 
tion J changes such as distortions due to ther- 
mal warping. They couid even correct for broad 
phase errors in the laser beam. The price would 
be added complexity. A complex eJectro-mechaii- 
ical-optical servo system would replace a sim- 
pler static mirror. And, to irake the necessary 
corrections, another complex wave-front detec- 
tion system would measure the phase distor- 
tions of the laser beam in real time. 

With reliable active mirrors, it might be pos- 
sible to coherently combine the output energy 
from two or more lasers. The brightness of -< N" 
lasers could theoretically be increased to M N»" 
times that of a single laser with this coherent 
addition. (See section below on chemical lasers 
for more details.) 



•Dieted ric coatings ere nominally traitstnissive off the main 
wavelength hand, but then an aJwayi defects and absorbing 
can ten Chat absorb energy passing through, often causing dsn* 
age end bk>WH-fr At beet the transmitted energy woukl be de- 
posited in the substrate, wHich would then have to be designed 
to hand"- the high pom density of offensive laser*. 



Fointing, Tracking and Retargeting Issues. 
—A DEW beam must rapidly switch from one 
target to the next during a battle. Assuming 
that each DEW battle-station within range of 
Soviet ICBMs would have to engage 2 ICBMs 
per second/ 7 then the beam would have to slew 
between targets in 0.3 s to allow 0.2 a of ac- 
tual laser dwell time. In addition, the mirror 
would have to move constantly to keep the 
beam on the target: the target would move 1.4 
km during 0.2 s exposure, and the beam would 
have to stay within a 20- to 30-cm diameter 
spot on the moving target. 

Large 10- to 30-meter mirrors could move 
continuously to track the general motion of a 
threat cloud, but jumping several degrees to 
aim at a new target in 0.3 s would be rather 
difficult/ 1 One solution would be to steer a 
smaller, lighter-weight secondary mirror in the 
optics train, leaving the big primary mirror sta- 
tionary. This approach would yield only limited 
motion, since the beam would eventually walk 
off the primary mirror; in addition, the smaller 
secondary mirror would be exposed to a higher 
laser intensity, making thermal damage more 
difficult to avoid* 

Alternatively, small-angle adjustments 
could be made with the individual mirror seg- 
ments that would constitute the primary mir- 
rors. These mirror segments would probably 
have mechanical actuators to correct for gross 
beam distortions and thermal gradient-induced 
mirror warpage. Again, moving individual mir- 
ror segments would produce only limited an* 
gular motion of the total beam. 4 * 



"Of a later battle^teticra fleet of 120, perhaps 10tol2would 
be within range of the maaile fields. Assuming that average 
Soviet booster bum timo were Jo the range of 130 seconds by 
the time a DEW system could bo deployed, and allowing 30 
seconds for cloud break and initiai track determination, then 
each DEW platform in the battle space would have to engage 
an average of about 130 ICBMs in 100 seconds. This required 
targeting rate of about L3 per second could be increased by 
factors of 2 to 5 or more if the Soviet Union decided to deploy 
more ICBMs, and if they concentrated those extra ICBMs ct 
one or a few sitae. For this diecuaskn, a figursof 2 per second 
is taken. 

"Slrwinf requirements can be minimized by aaina; approori- 
■to algorithm*. 

"Alternate concepts are being investigated to allow retarget 
mg at large angles with ataerabl* secondary mirror*. 
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The mirror servo system would have to ac- 
complish these rapid steering motions with* 
out introducing excessive vibration or jitter 
to the beam. To appreciate the magnitude of 
the steering proSIem, consider that a vibration 
that displaced one edge of a 10-m mirror by 
1 micrometer (I millionths of an inch 

or twice the wavelength of visible light> would 
cause the laser to move one full spot diameter 
on the target" This small vibration would cut 
the effective laser brightness in half. AUowa* 
ble jitter is therefore in the 20 nanoradian, or 
one part in 50 million, range. Since any servo 
system would undoubtedly exceed these jit- 
ter limits immediately after switching to a new 
target, there would be a resettling time before 
effective target heating could begin. This 
resettling time would further decrease the al- 
lowable beam steering time, say from 0.3 s to 
0.2 or 0.1 8. 

Noti-inertial methods of steering laser beams 
are under investigation. For example, a beam 
of light passing through a liquid bath which 
contains a periodic acoustical wave is dif- 
fracted at an angle determined by the acousti- 
cal frequency. By electronically changing the 
acoustical frequency in the fluid, the laser beam 
could be scanned in one direction without any 
moving parts. Two such acoustooptic modu- 
lators in series could produce a full two- 
dimensioril scanning capability. 

Alternatively, the laser beam could be 
reflected off an optical grating that diffracted 
it at an angle that depended on its wavelength. 
If the laser wavelength could be changed with 
time, then the beam could be scanned in one 
direction. Most of these non-inertial scanning 
techniques could not operate at weapons level 
laser power without damage. Others place con- 
straints on the laser, such as limiting tuna- 
bility. 

Approximate beam steering and retargeting* 
levels are summarized in table 5-5. These pa- 
rameters would vary with specific weapons de - 
sipn t system architecture, and assumed 
threats. In general, demands on beam steer- 



"This assutnes 1 20-cm spot diamefr on a target 1,000 km 
away, or en angular motion of 200 nanoradiane. 



Table 5-5.— Possible Beam Storing and Retargeting 
Requirement for Boost-Phase Engagement 



Retargeting rata 2 targets/second 

Retarget time 0.1 to 0,2 seconds 

Jitter resettling time 0.1 to 0.2 seconds 

Average laser dwell time 0.2 seconds 

Laser angular beamwldtrr 120 nanoredians 

ANowabfe beam jitter 20 nano radians 

*W tflflracltoft'ltmH* tetm tpntd tor * 1 0 m t**r «J(» * ib m clwr»?»r Nr. 
fix it 120 ■» 

SOURCE OUJCt Of T*cftnotO0Y A«#«»m»n1, 108* 

ing speed and precision would increase if the 
DEW range were extended (by deploying fewer 
than the 1 20 battle stations assumed here, for 
example), or if the Soviets increased the offen- 
sive threat above 1,400 ICBMs with average 
burn time of 130 8 assumed above. 

Beam steering and retargeting needs for 
post-boost and midcourse battle phases could 
be more stressing if boost-phase leakage were 
high and discrimination were not reasonably 
effective. Iq general there would be more time 
for midcourse kills, and more DEW platforms 
would engage targets, but the hard-shelled 
R Vs would withstand much more laser irradi- 
ation and hence impose longer dwell times. 
Lasers do not appear likely candidates for mid- 
course interception of RVs, 

A neutral particle beam weapon (NPB) would 
not have to dwell longer on R Vs than on boost* 
ers or PBVs, since energetic particles would 
penetrate the RV. Without mi icourse discrimi- 
nation, t!ie NPB system might have to kill 
from 50,000 to 1,000,000 objects surviving the 
boost phase, and a weapon platform would 
have to kill en average of 3 to 50 targets per 
second. At the other extreme, with effective 
discrimination, each NPB platform in the bat- 
tle might have to engage only one RV or heavy 
decoy every 20 s. M 

Atmospheric Turbulence and Compensation 
for Thermal Blooming.— One current DEW 
candidate is the ground-based free electron la- 



"Assume 6,000 RVs, 6,000 hee«y decoys, and 10 percent leak- 
age from the boost phase defense. If the diKTimiciUor cyetem 
reliably eliminated all light decoys and debris, then, with 30 
of the 120 DEW platforms In the midcourse batUe, each plat- 
form would engage, on the average, one target every 22.5 
seconds. 



ser. The beam from this layer world be directed 
to a mirror in space that would reflect the beam 
to "fighting mirrors" closer to the targets. The 
laser beam would be distorted in passing 
through the atmosphere, for the same reason 
that stars "twinkle/' If not corrected, atmos- 
pheric distortion would scramble the beam, 
making it impossible to focus with sufficient 
intensity to descroy 1CBM boosters. 

Techniques have been developed to measure 
this distortion of the optical wave front and 
to modify the phase of low power laser beams 
to nevty cancel the effects of the turbulent 
atmosphere. To correct distortion, the mirror 
is manufactured with a flexible outer skuj or 
with separate mirror segments. Mechanical ac- 
tuators behind the mirror surface move it to 
produce phase distortions that complement 
phase errors introduced by the f tmosphere. 
This "rubber mirror" must continuously ad- 
just to cancel the effects of atmospheric tur- 
bulence, which varies with time at frequencies 
up to at least 140 hertz (cycles per second). 

To measure atmospheric distortion, a test 
beam of light must be transmitted through the 
same patch of atmosphere as the high power 
laser beam. For the BMD application, this test 
beam would be projected from a point near the 
relay mirror in space, or a reflector near that 
relay mirror would return a test beam from the 
ground to the wave-front sensing system, Sig- 
nali derived from the wave-front sensor com- 
puter in response to the test beam would drive 
the mirror actuators to correct the high-power 
laser beam. 

The wave-front sensor must generate a co- 
herent reference beam to compare with the dis- 
torted beam, as in an interferometer. One tech- 
nique, called shearing interferometry, causes 
two slightly displaced versions of the incom- 
ing distorted image to interfere. A computer 
then deduces the character of the distorted 
wave front by interpreting the resulting inter- 
ference fringes, 

Another wave*front sensor system under in- 
vestigation filters part of the incoming refer- 
ence beam to produce a smooth, undistorted 
wave front. This clean wave front can then be 



combined with the distorted wave front, pro- 
ducing interference fringes that more clearly 
represent the atmospheric distortion. Unfor- 
tunately the energy levels in the filtered wave 
front are too low. so an operational system 
might need image intensifies. 

Atmospheric compensation of low power 
beams has been demonstrated in the labora- 
tory and in tests during late 1985 at the Air 
Force Maui Optical Station (AMOS) in Hawaii 
In this test, an argon laser beam was trans- 
mitted through the atmosphere to a sounding 
rocket in flight. A reflector on the sounding 
rocket returned the test signcl Wave-front er- 
rors generated on Maui drove a "rubber mir- 
ror" to compensate for the turbulence experi- 
enced by a second Argon laser beam aimed at 
the rocket. A set of detectors spaced along the 
sounding rocket showed that this laser beam 
was corrected to within a factor of two of the 
diffraction limit. 

Successful atmospheric compensation will 
entail resolution of two key issues: thermal 
blooming and fabrication of large, multi- 
element mirrors. As a high-power laser beam 
heats the air in its path, it will create additional 
turbulence, or "thermal blooming," which will 
distort the beam. At some level, this type of 
distributed distention cannot be corrected. For 
example, if thermal blooming causes the laser 
beam to diverge at a large distance from the 
last mirror, then the test beam returning from 
the relay satellite would also spread over a 
large area and would not all be collected by 
the wave-front sensor. Under these conditions, 
complete compensation would not be possible. 

Laboratory teits of thermal blooming were 
planned at MIT's Lincoln Labs and field- 
testing was planned for early 1989 using the 
high-power MIRACL laser at the White Sands 
Missile Range, The latter series of tests is on 
hold due to lack of funding. 

The mirror for a BMD PEL would need 1 ,000 
to 10,000 actuators for effective atmospheric 
compensation." Experiments to date have 
used cooled mirrors with a relatively small 



"American Physic*! Sodtty, op. d*., footnote I, p. 190. 
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number of elements, and Itek is currently 
building a large uucooled mirror with many 
more. 

Nonlinear optical techniques may offer an 
alternative to the active-mirror correction of 
atmospheric turbulence. Laboratory expert 
meats at low power have already demonstrated 
berm cleanup by stimulated Brillouin scatter- 
ing, for example. In this technique, a beam of 
light wi th a wave front distorted by the atmos- 
phere enters a gas cell. The beam passes par- 
tial!y through this gas and is reflected back 
with complementary phase distortion. This 
complementary or "conjugate" phase exactly 
cancels the phase distortions introduced by the 
atmosphere. The key is to amplify the phase 
conjugate beam without introducing addi- 
tional phase errors. If perfected, this approach 
would eliminate moving mirror elements. 

Target Lethality.-One term in the DEW ef- 
fectiveness equation is the susceptibility of cur* 
rent and future targets to laser and neutral par- 
ticle beams. Current U.S. missile bodies have 
been subjected to HF laser beams in ground- 
based tests, and various materials are being 
tested for durability under exposure to high- 
power laser light, 11 Laser damage varies with 
spot size, wavelength, pulse length, polariza- 
tion, angle of incidence, and a large range of 
target surface parameters, making lethality 
test programs complex." PEL beams with a 
series of very short but intense pulses may pro- 
duce an entirely different effect than continu- 
ous HF chemical laser beams. 

Measuring the lethality of low-power neu- 
tra* particle beam weapons intended to disrupt 
electronics could be more complicated. Dam- 
age thresholds would depend on the electronics 
package construction. However, current plans 
call for particle beam energy density which 
would destroy virtually any electronic sys- 



"In one highly publicized ten at the White Sands Missile 
Range, a strapptrf-down Titan missile casing, pressurized w\\\ 
nitrogen lc 60 pounds per square inch pressure to simulate flight 
conditions, blew apart after exposure to the megawatt-dass 
MIRACL laser. 

"Computer models have been developed to help predict tar- 
get lethality, and these mciels will be refined and correlated 
with ongoing lethality measurements. 



tem. M The loll assessment issue for NPB weap- 
ons would then become one of hit assessment: 
the system would have to verify that the par- 
ticle beam hit the target. 

FEL.— The two types of FEL systems (in- 
duction linac and RF linac) face different sets 
of key issues (table 5-6). The induction linac 
FEL has the potential of very high power, but 
all of the laser gain must occur on one pass 
through the amplifier as currently designed. 
(Almost all other lasers achieve their amplifi- 
cation by passing the beam back and forth be- 
tween two mirrors, adding up incremental 
energy on each pass.) 

To achieve BMD-relevant power levels on 
one pass, the FEL beam diameter must be very 
small, on the order of a millimeter (mm). Fur- 
thermore, the beam must be amplified over a 
very long path, on the order of 100 m. But a 
millimeter-diameter beam would naturally ex- 
pand by diffraction over this long path length,* 
so the induction linac must utilize the electron 
beam to guide and constrain the light beam 
while it is in the wiggler magnet amplifier, 
much like a fiber optic cable. This optical guid- 
ing by an electron beam has beer demon- 



"That is, the NPB wool* be designed to deliver 50 Jfem at 
the target whereas 10 J/gm destroy* oiosteiect7orikafseeAi». 
kan Physical Society, op. cit„ footnote 1, p. 306, This would 
assure electronics kill unless massive ■h^ ins; vara pieced 
around key components. r-~« 

"A I mm beam of unconstrained l-*m tight would amend 
to 120 mm after traveling 100 m. 1 



Table 54.— Key Issues for Free E Jed, cm lasers (FEL) 

For induction linear accelerator driven FEU: 
—Electron beam guiding of the optical beam 
—Generation of stable, hi an currant, low-emittance 
•teams 

—Scaling to short wavelengths near 1 am 
—Raman scattering losses in the atmosphere) 
For radio frequency accelsrator-drlven FELs: 
—Scaling to 100 MW power levels 
—Efficiency 

—Mirror damage due to hrgn intercavity power 
—Cavity alignment 
For any FEL* 
—Long cavity or wiggler path lengths 
—Sideband instabilities (harmonic generation) 
—Synchrotron/betatron instabllltea {lower efficiency) 
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atrated, but not under weapon-like FEL con- 
ditions. 

Two other disadvantages derive from this 
narrow* intense beam of light produced by the 
induction linac FEL. First, the beam is so in- 
tense that it would damage any realizable mir- 
ror surface. The current plan is to allow the 
beam to expand by diffraction after leaving 
the FEL, traveling up to several km in an 
evacuated tunnel before striking the director 
mirror which would send the beam to the re* 
lay mirror in space. 

A second disadvantage of such intense 
pulses of light is that they would react with 
the nitrogen in the atmosphere by a process 
called ''stimulated Raman scattering." Above 
a threshold power density, the light would be 
converted to a different frequency which 
spreads out of the beam, missing the intended 
target." Again, this effect could be ameliorated 
by enclosing the beam in an evacuated tube, 
allowing it to expand until the power density 
were low enough for transmission through the 
atmosphere to the space relay. On the return 
path to the target, however, the beam would 
have to be focused down to damage the target. 

The experimental induction linac at Liver- 
more currently uses a (conventional, non-FEL) 
laser-initiated channel to guide the electron 
beam before it is accelerated. This beam has 
drifted several millimeters laterally during the 
FEL pulse in initial experiments, severely 
limiting FEL lasing performance because the 
electron beam does not remain collinear with 
the FEL laser beam. 

The RF linac FEL, as currently configured, 
has shorter pulse lengths (20 picoseconds v. 
15 nanoseconds for the induction linac FEL) 
but much higher pulse repetition rates (125 
MHz v. 0.5 MHz"), giving it higher duty cy- 



"The Raman threshold for stimulated gain in nitrogen gas 
it one fim light is about 1 ,8 MW/cm'. Above this power den- 
sity, the atmosphere becomes a single- peas nitrogen laser much 
of the beam energy is converted to different (Stokes and anti- 
Stokeif wavelengths which diverge and cannot be focused on 
the target 

•The induction linac at Livennore could be operated up to 
1 kHz for up to 10 pulses. An operational linac FE L would have 
a repetition rate as high as Una of kilobertx. 



de and lower peak intensity for a givm out- 
put average power level. It is uncertain 
whether the RF linac can be scaled up to pro- 
duce power levels which seem probable for the 
induction linac. By adding a set of power am- 
plifiers in series, it might be possible to reach 
the power needed for a lethal laser weapon with 
an RF linac FEL. 

The RF linac generates very high power 
levels inside the optical cavity. Mirror dam- 
age is therefore an issue, as is the problem of 
extracting energy out of the cavity at these 
high power levels. Cavity alignment is also crit- 
ical: the mirrors must be automatically aligned 
to maintain path-lengths within micrometers 
over many tens of meters during high-power 
operation. 

The RF linac currently has low efficiency. 
In 1986, Los Alamos National Laboratory and 
a TRW-Stanford team demonstrated en energy 
recovery technique whereby much of the un- 
used energy in an electron beam was recovered 
after the beam passed through a wiggler-ampli- 
fier. In principle, this energy could be coupled 
back to the RF generator to improve efficiency 
in an operational system. At the higher opti- 
cal energy levels envisaged for the amplifiers, 
the RF linac amplifier should achieve 20 per 
cent to 25 percent conversion efficiency, mak- 
ing energy recovery less advantageous. 

An FEL would tend to be fragile. Accelera- 
tors are notorious for demanding careful align- 
ment and control, taking hours of manual 
aligrment before operation. Major engineer- 
ing developments in automatic sensing and 
control would be necessary before an FEL 
could become an operational weapon. Los 
Alamos is working to automate its ATS par- 
ticle beam accelerator; FEL systems would 
have to incorporate similar automation, with 
the added complexity of optical, as well as ac- 
celerator, alignment. 

An FEL may suffer from electron beam (e» 
beam) instabilities* For example, unwanted Ion* 
gitudinal e-beam excursions could create "side- 
band instabilities/' in which part of the optical 
energy would be diverted to sideband frequen- 
cies. Laser light at these extraneous frequen- 
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ties could damage optical components de- 
signed to handle high power only at the main 
lasing frequency. Such sideband frequencies 
have been observed in PEL experiments. Lat- 
eral motion of the e-beam, called "synchro- 
tron/betatron instabilities' 1 could reduce PEL 
efficiency, although calculations indicate that 
this should not be a problem. 

Chemical Laser Issues.— The chemical HF 
laser has some disadvantages relative to the 
FEL. Us longer wavelength (£.8>m range) 
would demand larger mirrors to focus the beam 
on target. In general, targets would reflect a 
higher percentage of 1R light than visible or, 
particularly, UV light. Hence, for a given mir- 
ror size, an HF laser would have to generate 
7 to 10 times more powor than an PEL laser 
operating at one pm> or 80 to 200 times more 
power than a UV laser, to produce the same 
power density at the target. 

Chemical laser experts do not believe that 
an individual HF laser could be built at rea- 
sonable cost to reuch the 10" to 10" W/er 
brightness levels nefxtod for BMD against a 
responsive threat, since the optical gain vol* 
ume is limited in one dimension by gas flow 
kinetics, and by optical homogeneity in the 
other directions. However, by combining the 
outputs from many HF lasers, it might be pos- 
sible to produce BMD-capable HP arrays (ta- 
ble 5-7). 

These beanos must be added coherently: the 
output from each laser n ust have the same fre- 



Tabla 5-7.— Kev Issues tor the HF Chemical Laser 

Coherent 4««t combi nation: (many HF laser beam would 
have to bo combined to achieve necessary power J eve la) 

Required beam brightness 
againM a responsive threat . . . several x 10" W/sr* 

Reasonable HF Laser brightness 
fc- * single le-ge unit (10 MW 
p -»r and 10-m mirror) S.S x I0 r * 

Cohe r ent Array cf seven 10 
MW;iO-m Mf lasers 4,2x10" 

Th* AiTHfcv, Society, $cl*x» md TwchnoioQf of Dtf+Ct+fi-Entfy 

W—pon$: fl#ptyr of tr* 4m#rfcm PtxyOcM Sccfty StuOy Gtuvp, April 1*67, 
p. 56. *»nmtt#d Km**** tot ft «ftpo«u« to t* *#u in i»hi of 10 
«J, cm*. Q\vm * Oi 2 .000 km tnd t <SmII \\m% of 0 2 1, th$ tf*ft©t«d brioM • 
n«M ♦* <pf>oprnrt» 

SOuaCt: Offk« o' rr**x*oQr Aummml, 19» 



quency and the same phase." Controlling the 
phase of a laser beam is conceptually easy, but 
difficult in practice— particularly at high power 
and over very large apertures. Since an uncon* 
trolled HF laser generates several different fre- 
quencies in the 2.6 to 2.9 band, the laser 
array would have to operate on one spectral 
line, or one consistent group of lines. 

Three coherent coupling techniques have 
been demonstrated in the laboratory: 

1. Coupled Resonators— the optical cavities 
of several lasers are optically coupled, so 
they all oscillate in phase; 

2. Injection Locked Oscillators— one low 
power oscillator output light beam is in- 
jected into the optical cavity of each laser, 

3. Master Oscillator/Power Amplifier (MOPA) 
—each laser is a single-pass power amp 
lifier fed by the same master oscillator in 
parallel. 

In one experiment, 6 CO, lasers were joined 
in the coupled resonator mode. With incoher- 
ent addition, the output would have been 6 
times brighter than that of a single laser; with 
perfect coupling, the output would have been 
36 times brighter. The experiment actually 
produced 23.4 times greater brightness. Ex- 
periments are under way to couple two 1-kW, 
HF/DF lasers (with the coupled resonator ap- 
proach) and to demonstrate MOPA operation 
of two HF laser amplifiers.* 0 

Neutral Particle Beam.— Although acceler- 
ator technology is well established for ground- 
based physics experiments, much research, de- 
velopment, and testing are prerequisite to a 
judgment of the efficacy of a space-based par- 
ticle beam weapon system. Key issues are pre- 
sented in table 5-8. 



"If added coherently, the beam brighfwa* of "N " Uteri would 
be "N 1 " times the brightness of ore User. If the "N" Users 
wet* not coherent, then the brightness of the combination would 
be the sum or "N" times the brightness of one User. 

"Actually, the MOPA experiment will utilize one amplifier 
with three separate optical cavities; one for the master oadlli- 
tor and two for the amplifiers. (Source: SDI Laser Technology 
Office, Air Force Weapons Laboratory, unclassified briefing to 
OTA on Oct. 7. 1986.) 
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Phcto Cf9*\: US Dvvftrrmif Of Di***r 
$tr#0pc Otfnm titlMt* Or**il*M<*> 



Artist's conception of a phased array of \*w ,-Slnc« 
H may be Impractical to build a jingle rr jdula space* 
based cnetnical Jaser of a sue useful for balletic 
missile cleanse, scientists and engineers are exploring 
the possibility of using several smaller laser modules 
Ih-n would be phase-locked to provide a emgia 
coherent beam. This lechnlQue coutd increase the at 
tainabie power density on a ta^et by a factor 
ol N 1 (instead of N for incoherent addition), 
where N is the number of modules. 



Table M.- Neutral Parties Beam last** 



• Major issues: 

—Seam divergence: 50 times improvemeni required 
—Weight reduction (50 to 100 tonnes projected) 
—Kill assessment <or iiit assessment) 

• Other issues: 

— Beam sensing and pointing 

—Duty factor: 100 times improvement required 
—ion beam neutralization (50V* efficient) 

- Space charge accumulation 

_-ASAT pote ntial . 

JOUNCE Offtct of T»thrvoJoG> Aw»*im*i<. ,9M 

The NFtt ATS now at Los Alamos gener- 
ates tiv necessary current 1100 mA) for aNPB 
weapon, b«t at 20 to 40 times lower voltage, 
about 100 tnaes lower duty cycle, and with 
about 50 times more beam divergence than 



would be needed for a space-based weapon. A 
continuous ion source with the necessary cut- 
tent levels has been operated at the Culham 
Laboratory in the United Kingdom with 30-s 
pulses, but not as yet coupled to an accelerator. 

Researchers have planned a series of ground- 
based and space-based experiments to develop 
beams meeting NPB weapons specifications. 
It is possible that these experiments would en- 
counter unkrown phenomena such as beam in* 
stabilities or unexpected sources of increased 
beam divergence, but there are no known phys- 
ics limitations that would preclude weapons 
applications. 

High energy density at the accelerator would 
not be sufficient for a weapon. The beam would 
have to be parallel lor well<oIlimated, or have 
4 irw emittance" in accelerator parlance), to 
minimize beam spreading and marmize en- 
ergy transmitted to the target. In general, 
higher energy beams have lower emittance, but 
some of the techniques used to increase beam 
current might increase emittance, possibly to 
the point where increased current would de- 
crease energy coupled to the distant target. 
With high emittance, the NPB would be a 
short-range weapon, and more NPB weapons 
would be necessary to cover the battle space. 

The divergence of existing, centimeter-diam- 
eter particle beams is on the order of tens of 
microradians; this divergence would have to 
be reduced by expanding the particle beam di- 
ameter up to the meter range. - ' This large beam 
would have to be steered toward the target 
with meter-size magnets. Full-scale magnetic 
optics have not been built or tested. However, 
one-third scale optics have been built by Los 
Alamos National Laboratory and successfully 
tested at Argonne National Laboratory on a 
50 MeV beam line. 

The weight of the NPB system would have 
to be reduced substantially for space-based 
operation. The RF power supply alone for e 

41 In theory, beam divergence decreases as the beam mm is 
increased. In practice, the magnet* needed U> increase tfc* be*;o 
diArwter might add imgulariti» 

could contribute to increased beam divergence; not all of the 
theoretical gain in beam divergence would be achieved. 



weapon^lasi NTB would weigh 160.000 kg 
\ 1 60 tonnes) if bwd on exist xngUF radar tech- 
nology." Usin£ solid-state transistor* and re- 
ducing the weight of other component* might 
reduce KF weight about 22 tonnt* "One study 
concluded that a total NPB platform weight 
of 100 tonne* is "probably achievable/* 44 Is* 
Alamos scientist* have estimated that the 
NPB platform weight for an "entry level,' ' I0(V 
MeV. N PR system could be 50 tonnes. Some- 
day, if high temperature, hi^h-current super- 
conductor i became available, NPB weights 
might be reduced substantially. 

Thermal management ofl a NPB satellite 
would be challenging. A NPB weapon might 
produce AO MW of waste heat.* 1 One proposal 
is to use liquid hydrogen to dispose of this heat 
About 4 « tonnes of hydrogen could cool the 
NPB for 500 s~ The etputsion of hydrogen 
gap would have to be controlled* since even a 
minute quantity of gas diffused in front of the 
weapon could ionixe the beam, which would 
then be diverted by Uie Earth's magnetic field 
Since the hydrogen gas would presumably 
have to be ei hausted out opposing sides of the 
spacecraft to avoid net thrust, it might be dif- 
ficult to keep minute quantities of gas out of 
the beam, 

A state-of-the-art ion accelerator (the 
Rsmped Gradient Drift Tube Unac) can raise 
beam energy about 4 MeV per meter of acceler* 

^ -Tba * aruu«Hub»<UyatrtmJ RF pmr pupptr fc* Ow PAVE 
PAW N radar wy*im w*t*fc» apprtm UnataJy 2 tfW <rf powaf A 
HI H »M|mi would •mit ar avaraaw pwww <W 20 MW I2iI0 t 
w B U*> a*aumir* ?O0 MrV t»>«m* al a cv/T**< o(0 I A. A wm 
mt afi o\mmt) rMurt+txry of 2S pmwl iW) pm*ni arrrWatnr 

****** "«PfJ)r ***** bav* ui fmrat* SO MW «m«f» prm 
r^d wn,;k) ^ ISO UwN4 

"Tfcia MtuinN thai Uw RP pc7«w b awnaratad wit* J kW, 
eommwriai ar ality powar Irwjwfcttm fAO.OOO Uftfmtm would 
b» r*qutr«d fur t>w hyjx*h*jcaJ SO M W auppM Thaw* iraiuua- 
U>n can cmJy ba tvarabarf at I pm( Any factor Nrwra^r* 
tartu***? would Kava u> faa davatofwd to nparaw at Uw I0t> 
a-*c*m dut) fad e* r«qiiir«d for a N PR wa«po* {Sa« Amarkan 
Phywra)**w4y op cu tortiMUl.pp Mftaad »HTha**a> 
aU rffnanry (W powar nipple would b* 40 partwnt. 

M lh*t p tS2 

" Aa*uin,na; a 200 mA ion M*V (warn, Ml f^rrrU iwutraJi 
Mtn« rffjr>«*r>. a/vd SO pr.TfU prrwrr r.tv* at»«i effif jrnry 

•AM*imtn* heat of vapuruaUna only M SO J ft, and no Urn- 
paraiur* nar in LSr ^jndrofwa If U» *aa tamparatiira wart aJ 
lowad lo naa by 100 K. thmm Uw aydroajan maaa could ba rw 
ducad to about U ieooaa 



ator length. At this gradient rate, a 200-MeV 
beam would have to be over 50 m long. This 
accelerator could be folded, but extra bending 
magnets would increase weight and could re- 
duce beam quality. The gradient couL be in- 
creased, bu* if the ion beam energy were in- 
creased in a shorter length, then there would 
be more heating in the accelerator walls. This 
implies another system trade-off: reducing 
lengt h in an attempt to cut weight might even* 
tually reduce efficiency, which would dictate 
heavier RF power elements and more coolant 
Again, future superconductors might amelio- 
rate this problem. 

The beam would have to be steered to inU 4 
crept the target. A NPB would have two ad- 
vantages over laser beams: the convenience of 
electronic "leering and a lesser need for steer- 
ing accuracy. Magnetic coils could steer nega- 
tively charged hydrogen ions before the extra 
electrons were stripped off. However, the an* 
gutar motion of electronic steering would be 
limited: the entire accelerator would have to 
maneuver mechanically to aim the beam in the 
general direction of the target cluster. Like lav 
aer weapons, a NPB m m have an agile opti- 
ca] sensor system to track tsrgets, However, 
the <MveTgence of the N PB is larger than most 
laser beams (microradians versus 20 to 60 
nanoradians), so the beam steering need not 
be as precise. 

On the other hand, a hydrogen beam could 
not ba observed directly. The particle beam 
direction is detected in the laboratory by plac- 
ing two wires in the beam. The first wire casts 
a shadow on ti.e second wire placed down* 
atream. By measuring the current induced in 
this downstream wire as the upstream wire is 
moved, the beam direction can be estimated 
to something like 6 microradian accuracy. 

New techniques would be needed to sense 
the beam direction automatically with suffi- 
cient accuracy. One approach utilizes the fact 
that about 7 percent of the hydrogen atoms 
passing through a beam neutralization foil 
emerge in a "met ast able 4 ' excited state: the 
electrons of these atoms acquire and maintain 
extra energy. Passing a laser through the beam 
can make these excited atoms emit light. The 
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magni t ude of this fluorescence depend* on the 
angle between the particle beam and the User 
beam Thus the N PB direction can be deduced 
a;.d the beam boresighted to an appropriate 
optical tracking system. Laboratory testa have 
demonstrated 2i>6 microradian accuracy, com- 
pared to the 1 -microradian accuracy neces- 
aaryr More nccnt test* at Argonne at 60 MeV 
have yielJod better result*. 

The current technique to neutralize the 
hydrogen ions is to pa53 them through a th'n 
foil or a gas cell. This process strips off, at 
most, 50 pc-cent of the electrons, cutting the 
efficiency of the system in half and thus in- 
creasing its weight. A gas cell is not practical 
(or space applications. A stripping foil must 
be extraordinarily thin {about ,03 to .1 am, or 
ten times less than the wavelength of visible 
light). In the proposed NPB weapon, a thin foil 
1 m in diameter would have to cover the out- 
p it beam. Clearly such a foil could not be aelf- 
supporting. but Los Alamos scientists have 
tested foils up to 25 cm in diameter that are 
supported on a fine wire grid This grid ob- 
scures about 10 percent of the beam, but has 
survived initial tests in beams with average 
power close f o operational levels. 

Another beam neutralization concept is to 
u*c a powerful laser to remove the electrons— a 
technique that some assert may yield 90 per- 
cent efficiency. However, the User stripping 
proct-ss would call for a 25 MW Nd:YAG laser 
(near weapon-level power itself), and it would 
eliminate the excited state hydrogen atoms 
needed for the laser beam sensing technique* 

Charged hydrogen inns that escaped neu- 
tralization might play havoc with an NPB sat- 
ellite. The accumulation of charge might ae* 
verely degrade weapon system performance in 
unforeseen ways, although NPB scientists are 
confident that this would not be an issue. - The 
Ik^r* Experiment Aboard Rocket (BEAR) ex- 
periment with an ion source and the planned 

«>-*Am*nr*n r*v*>f il Shirty, op dt., footiwU 1, p. 172 
-W America* Pfcy-kml S*>c»eiy.op ct .footnote hp. Hfl. 
-* )tw t\i«jr"l*d that the rwuUtl»un« foil be ihjckw eo that 

two rJertrone are etnppad from eotne hydro?** icw, fonrina; 

pnwtjv* hrd^m totii (prtHoael 10 Wp neutralize the ehr:j» 

lm *h* vicuuty oi the epececraft 



Integrated Space Experiment (ISE) should an- 
swer any remaining doubts about space-chvge 
accumulation. 

Arcing or electrical breakdown that could 
short out higMy charged components may also 
be a problem in sjat' *' ^hjst or metal particles 
generated in ground bw«l accelerators fall 
harmlessly to the ground. In space, floating 
particles could cause arcing by forming a con- 
ducting path between charged components. 

Existing accelerators demand many hours 
of careful manual alignment before an experi- 
ment. Neutral particle beam weapons would 
have to operate automatically in space. Cur- 
rent plans call for the ATS accelerator at Los 
Alamos to be automated soon. 

Kill assessment might bo difficult for weak 
particle beam weapons. Damage deep inside 
the target might completely negate ite func- 
tion with no visible sign. The choices would 
be either to forgo kill confirmation or to in- 
crease NPB energy levels until observable 
damage were caused, possibly the triggering 
of the high-energy explosive on the RV. The 
current plan is to forgo kill confirmation per 
se t but to increase the NPB power level to as- 
sure electronic destruction. Sensors would de- 
termine that the particle beam had hit each 
target. Experiments are planned to assess 
whether UV light emissions would indicate 
that a particle beam had atruck the su/face of 
a target 

The planned (and now indefinitely post- 
poned) ISE illustrates a point made in chap- 
ter 11 of this report: many BMD weapons 
would have ASAT capabilities long before they 
could destroy ballistic missiles or RVs. The 
ISE accelerator, if successful, would have 
ASAT lethality tt dose range, although for 
a limited duty cycle. Beam divergence might 
limit range, but it could probably destroy the 
electronics in existing satellites within 500 to 
1,000 km." Even though not aiming a beam 

~Thi* M^»rvt**it could have nearly BM l>leW lethality, pc*> 
•ibly fusing ieeuee with r*epect to the ABM Treaty. Howevar. 
It would not have the oace-eary beam nenaii* »od pointing or 
the computer antiwar* md hardware, far a BMP a aapaa; SD10 
eoowkn the experiment to be treaty compliant- 
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at ether than a target satellite, this experiment 
conceivably might disrupt nearby satellite elec- 
tronics. Although this may not be serious (cal- 
culations indicate that it should not), there is 
enough uncertainty to causv ISE planners to 
ask whe ther they should wart until the Space 
Shuttle had landed before turning on the ISE* 

X-ray Laser— The nuclear bomb-driven x- 
ray laser is the leust mature DEW technology. 



To date this program has consisted of theo- 
retical and d'vign work at Li vermore National 
Laboratory and several feasibility demonstra- 
tion experiments at the underground Nevada 
nuclear weapons test site. Actual x-ray gener- 
al ion technology may or may not reach suit* 
able levels in the years ahead; currently the 
methods to convert this technology into a via- 
ble weapons system remain pap*r concepts. 



POWER AND POWER CONDITIONING 



The average electrical power consumed by 
some proposed BMD spacecraft during bat- 
tle mi>:bt ho factors up to 100,000 over cur- 
rent satellili 1 power levels. Most existing sat- 
ellites are powered by large solar arrays that 
would be vulnerable to defense suppression ni - 
tack. To provide sufficient survivable p jwer 
for space applications, most BMD satellites 
wouH require either nuclear reactors, rocket 
engines coupled to electrical generators, or ad- 
vanced fuel cells. 

In addition to high average power, some pro- 
posed weapon satellites would demand high 
peak power: energy from the prime source ei- 
ther a nuclear reactor or a rocket-driven turuo- 
alternator, would have to be stored and com- 
pressed into a train of very high current pulses. 
For example, a railgun might expend 500 M J 
of energy in a 5 -millisecond (ms) pulse, or 100 
GW of peak power. This is about 1,000 times 
more than current pulse power supplies can 
deliver. 



The following sections outline satellite power 
demands and the technologies that might 
satisfy them. W^hile space systems would call 
for the primary Advances, ground-based FELs 
would also depend on advances in pulsed-power 
supply terhnolnj;y. Some of the technology de- 
veloped fm ;,jun'i' liMMii neutral particle beam 
3y stems, such as KF pow<:r sources, might be 
applicable to FELs. 

Space Power Requirements 

Estimates of >ower needs of space-based 
BMD systems ire summarized in table 5-9* 
Since most of these systems have not been de- 
signed, these estimates could change signifi- 
cantly: the table only indicates a possible range 
of power levels. Power is estimated for three 
modes of operation: base level for general sat* 
ellite housekeeping and continuous surveil- 
lance operations lasting many years; alert-level 
in response to a crisis, possibly leading to war; 



TabJe 5-1— Estimated Power Requirements for Space Aeaeta 
(average power Ni kilowatts) 



Mod* of opera tion Base Alert Burst (baffle) 

BSTS 4-10 M0 4-10 

SSTS(IR) 5-15 5-i5 15*50 

L*dar 15-20 15-20 50-100 

Ladar Imager 15-20 15-20 100-500 

laaer illumination M0 5*10 50-100 

Oopplorledar 15*20 15-20 300*00 

SBI carrier 2-30 4*50 10-100 

Chemical laser 50-100 100 150 100*200 

Fighting mirror 10-50 10-50 20-100 

H PF /S6FEL 20*120 1,000*10,000 100,000500,000 

EMLjfaHgun) 20-120 1.00 0-10,000 200,000-5,000,000 
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and burst-mode for actual battle, which may 
last hundreds of seconds. 

In addition to average-power and surviva- 
bility perquisites, a space-based power system 
would have to be designed to avoid deleteri- 
ous effects df: 

• thrust from power-generating rockets up- 
setting aiming* 

• torque due to rotating components, 

• rocket effluent disrupting optics and beam 
propagation, 

• vibration on sensors and beam steering, 

• thermal gradients, and 

• radiation from nuclear reactors. 

Power systems would also have to operate 
reliably for long periods unattended in space. 

Space Power Generation Technology 

There are three generic sources of electrical 
power in space: solar energy, chemical energy, 
and nuclear energy. 

Solar Energy 

Solar panels have supplied power for most 
satellites. The sun produces about 1.3 kW of 
power on every square meter of solar array sur- 
face. An array of crystalline silicon cells con- 
verts the stm's energy into direct electrical cur- 
rent through the photovoltaic effect, with an 
efficiency of about 10 percent. Thus a l-m f 
panel of cells would produce about 130 watts 
of electricity, assuming that the panel were ori- 
ented perpendicular to the sun's rays, A 20* 
kW array, typical for a BMD sensor, would 
then have about 150 m 1 — roughly, a 12-m by 
12-ra array. The Skylab solar array, the largest 
operated to date, produced about 8 kW. NASA 
has built, but not yet flown in space, a 25~kW 
experimental solar array designed to supply 
space station power. 

The major disadvantage of solar arrays is 
that their large size m akes them vulnerable to 
attack. Crystalline silicon photovoltaic cells are 
also vulnerable to natural >ind man-made ra- 
diation. One approach to reduce both vulnera- 
bilities to some degree would be to concentrate 
the sun's rays with a focusing optical collec- 



tor. The collector would still ba vulnerable, but 
if the system efficiency could be improved, then 
the area of the collector would be smaller than 
equivalent ordinary solar cell arrays. 

There are two other ways to convert the 
energy from solar collectors into electricity. 
One is to use solar thermal energy to drive a 
conventional thermodynamic heat engine. The 
other is to focus sunlight on more radiation- 
resistant and higher-efficiency photovoltaic 
cells such as gallium arsenide. Depending on 
the temperature of the working fluid in a ther- 
modynamic heat engine cycle, efficiencies of 
20 percent to 30 percent might be achieved. 
Gallium arsenide cells ha ve shown up to 24 per- 
cent efficiency in the laboratory, so 20 percent 
efficiency in space may be reasonable. Thus, 
either technology could cut the required col- 
lector area in half compared to conventional 
solar cells, or 75 m 1 per 20-kW output. Neither 
approach has been tested in space, but NASA 
is pursuing both for future space applications. 

Nuclear Energy 

Nuclear energy has also been used in space. 
There are two types of nuclear energy sources: 
radioactive isotope generators that convert 
heat from radioactive decay to electricity, and 
nuclear fission reactors. Both have flown in 
space, but the radioactive isotope generator 
is more common. 

Both radioactive decay and a controlled fis- 
sion reaction produce heat as the intermedi- 
ate energy form. This heat can be converted 
into electricity by static or dynamic means. 
A static power source produces electricity 
directly from heat without any moving parts, 
using either thermoelectric or thermionic con- 
verters. These converters generate direct cur- 
rent between two terminals as long as heat is 
supplied to the device. The efficiency and to- 
tal practical power levels are low, but for ap- 
plications of less than 500 W, the advantage 
of no moving parts makes a radioisotope ther- 
moelectric generator (RTG) a primary candi- 
date for small spacecraft. 

To produce more than 500 W, a radioisotope 
source could be coupled to a dynamic heat en- 
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gine. One dynamic isotope power system 
(DiPSJ with 2 to 5 kW output has been ground- 
tested. This system weighs 215 kg. Howevtx, 
the U.S. production capacity for radioactive 
isotopes would limit the number of satellites 
that could be powered by DIPS. 

BMD satellites needing more than 5 to 10 
kW of power might carry a more powerful nu- 
clear fission reactor. Static thermoelectric con- 
verters would still convert the heat to electri- 
city. This is the approach proposed for the 
SP'100 space power program, the goal of which 
is to develop elements of a system to provide 
power over the range of 10 to 1,000 kW. The 
Departments of Defense and Energy and 
NASA are producing a reference design incor- 
porating these elements to produce a 100-kW 
test reactor. 71 This is the major focus for the 
next generation of space power systems. 

The SP-100 reactor, as currently designed, 
would use 360 kg of highly enriched uranium 
nitride fuel with liquid lithium cooling operat- 
ing at 1,350 0 K. This heat would be conducted 
to 200,000 to 300,000 individual thermoelec- 
tric elements which would produce 100 kW of 
electricity. The overall efficiency of the syj- 
tem would be about 4 percent, which would 
entail the disposal of 2.4 MW of wa3te heat. 
Large fins heated to 800 ° K would radiate this 
heat into space. 

The SP-100 program faces numerous chal- 
lenges. In addition to being the hottest run- 
ning reactor ever built, the SP-100 would be 
the first space system to: 

• use uranium nitride fuel, 

• be cooled by liquid lithium, 

• us>e strong refractory metals to contain the 
primary coolant, 

• have to start up with its coolant frozen, 

• have two independent control mechanisms 
(for safety), and 

• use electronic semiconductors under such 
intense heat and radiation stress. 71 



' Origin*! SD 10 plana called for designing 1 300 KW system, 
but u of this writing the goal hps been reduced to 100 KW. 

"See Eliot Marshall "DOE 'a Way-out Reactors," Science, 
231:1359, March 21, 1966. 
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Artist's concept ol i space-based nuclear power 
source.— The painting depicts a I004llowatt nuclear 
power source scheduled for demonstration in space 
in the 1990s. It is Known as SP-100 and is a joint effort 
of the Defense Advanced Research Projects Agency, 
the Department of Energy, and the National 
Aeronautics and Space Administration. 

The estimated mass of the SP-100 is 3,000 
kg, or a specific mass of 30 kg/kW. Original 
plans called for building a ground-test proto- 
type SP-100 based on the 100-kW design by 
1991, with a flight test several years later. Sub- 
sequently a 300-kW design was considered 
which would have pushed initial hardware 
toward 1993, but current schedules are fluid 
due to uncertain funding. 

To produce power levels in excess of a few 
hundred kW, one would have to take the next 
step in the evolution of space nuclear power 
systems: a nuclear reactor coupled through a 
dynamic heat engine to an electrical genera- 
tor. In principle, large reactors in space could 
generate hundreds of MW, satisfying the most 
stressing BMD average power demands. 

A "multimegawatt," or MMW, project has 
begun to study some of the fundamental is- 
sues raised by large reactors, including daunt- 
ing engineering challenges such as high tem- 
perature waste heat disposal in space, safety 
in launch, operation, and decommissioning. 
These large nuclear systems might have to be 
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operated "open-cycle," requiring much "fuel" 
in the form of cooling gas to dispose of excess 
heat. At this writing the MM W project is in 
the conceptual phase with no well-defined re- 
search program. Multi-megawatt nuclear re- 
actors in space would have to be considered 
a 20-to-30 year project. 

In summary, space nuclear power systems 
would require extensive development to 
achieve reliable spece operation at the 100-300 
kW level by the raid-to-late 1990s. Given cur- 
rent engineering and budget uncertainties, 
velopment of megawatt-class nuclear power 
systems for space cannot be projected until 
well into the 21st century. 

Chemical Energy 

Satellites frequently employ chemical energy 
in the form of batteries, fuel cells, and tur- 
bogenerators. Batteries would be too heavy for 
most BMD applications, except possibly for 
pop-up systems with very short engagement 
times. Fuel cells, which derive their power by 
combining, e.g., hydrogen and oxygen, are un- 
der active consideration for driving the acceler- 
ators of NPB weapons. 

For the short bursts of MM W power needed 
by some BMD weapons, an electrical genera* 
tor driven by a rocket engine (e.g. , burning liq- 
uid hydrogen and liquid oxygen) might be the 
only available technology in the foreseeable fu- 
ture. The Space Shuttle main engine (SSME) 
develops about 10 GW of flow power, which 
could generate r> CIVV of electrical energy if it 
could be coupled to a turboaltornator. Alter- 
natively, rocket exhaust could, in prinnple, be 
converted to electricity by magnetohydro- 
dynunics (MHD). 

The engineering challenges of using rocket 
engines to produce electrical power on board 
a BMD satellite are posed not only by the 
generator itself, but by its effects on other com- 
ponents such as sensors, electronics, and weap- 
ons Two counter-rotating and counter-thrust- 
ing rockets would probably be essential to 
cancel torque and thrust Even then, sensors 
and weapons-aiming devices would have to be 
isolated from vibration. Similarly, the effluent 



from the rocket engines must not interfere with 
sensors or weapon beam propagation, and elec- 
trical noise must not interfere with communi- 
cation or data processing electronics. 

It might be necessary tn place rucket engines 
and power generators on separate platforms 
hundreds or a few thousands of meters away 
to achieve the necessary isolation, transmit- 
ting power by cable or microwaves. This 
method, however, would raise vulnerability is- 
sues, presenting to the adversary an additional 
target and a vulnerable umbilical cord. 

Power Conditioning 

Power conditioning is matching the electri- 
cal characteristics of a power source with thoee 
required by the load. A generator might pro- 
duce a continuous flow of electrical current, 
but a load, such as railgun firing, would require 
a series of very high-current pulses. Power con- 
ditioning equipment would convert the contin- 
uous flow into pulses. 

In some cases the projected power condition' 
ing device requirements exceed existing capa- 
bilities by two or three orders of magnitude, 
even for ground-based experiments. In many 
areas, no space-qualified hardware exists at 
any power level. Pulsed power technology de- 
velopment efforts are underway in capacitive 
and inductive energy storage, closing and open- 
ing switches, transformers, RF sources, AC- 
DC converters, and ultra high-voltage tech- 
niques and components. 

Particle accelerators that drive the FEL and 
the NPB use RF power. Railgun requirements 
would present the greatest challenge: very 
short (millisecond) pulses of current several 
times a second. Many electrical components 
would have to be developed to produce the 
proper current pulses for a railgun. 

A bomopolar generator combined with an in- 
ductor and opening switch is now the primary 
candidate for the generation of very short 
pulses. A homopolar generator is a rotating 
machine that stores kinetic energy in a rotat- 
ing armature. At the time of railgun firing, 
brushes would fall unto the armature, extract- 
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ing much of its energy in a fraction of a sec- 
ond. This would result in a sudden jerk in the 
torque of the generator, which would disturb 
a spacecraft unless compensated by a balanced 
homopolar generator rotating in the opposite 
direction. 

The brushes would also wear out, which 
raises questions about the durability of a rail- 
gun with high repetition rates. Very fast 
switches would be essential. These switches 
would have to be light enough to move rap- 
idly, but heavy enough to handle the extraor- 
dinarily high currents. 

Researchers at the University of Texas have 
investigated one advanced modification to the 
homopolar generator. They have replaced 
brushes and switches with inductive switches 
in a "compulsator," a generator which pro- 
duces a string of pulses. By replacing non- 
current carrying iron with graphite-epoxy com- 
posites, these compulsators could be much 
lighter than the homopolar generators. 

While space applications drive power devel* 
opment requirements, emerging ground-based 
defensive systems would also stress existing 
power sources. Ground-based BMD elements 
might require diesel and turbine driven elec- 
tric generators and MHD generators for mo- 
bile applications. A fixed-site system such as 
the FEL might draw on the commercial util- 
ity grid t dedicated power plants, or supercon- 
ducting magnetic energy storage {SMES). The 
electrical utility grid could meet peacetime 
housekeeping power needs and could keep a 
storage system charged, but, due to its extreme 
vulnerability to precursor attack, could not be 



relied on to supply power during a battle. 
Therefore, a site-secure MMW power system 
would probably be necessary. 

Superconducting magnetic energy storage 
is a prime candidate for ground-based energy 
storage; an SMES system would be a large, 
underground superconducting coil with con- 
tinuous current flow. The science of SMES is 
well established, but engineering development 
remains. 

Recent discoveries of high-tomperature su- 
perconductors could have an impact on future 
power supplies and pulse conditioning sys- 
tems. Given the likely initial cost of manufac- 
turing exotic superconducting materials and 
the probable limits on total current* their first 
applications will probably be in smaller devices 
such as electronics, computers, and sensor sys- 
tems. But if: 

• scientists could synthesize high temper- 
ature superconducting materials able to 
carry very large currents; and 

• engineers could develop techniques to 
manufacture those materials on a large 
scale suitable for large magnetic coils, RF 
power generators, accelerator cavity walls, 
the rails of electromagnetic launchers, eta; 

then superconductors could substantially re- 
duce the power demand. Efficiency of the 
power source and power conditioning networks 
could also be improved. High temperature su- 
perconductors would be particularly attractive 
in space, where relatively cold temperatures 
can be maintained by radiation cooling. 



COMMUNICATION TECHNOLOGY 



Communication would be the nervous sys- 
tem of any BMD system. A phase-one defense 
would include hundreds of space-based com- 
ponents, sep? rated by thousands of kilometers, 
for boost and post-boost interception. A 
second-phase BMD system would include 
many tens of sensors in high orbits and hun- 



dreds to several thousands of weapons plat- 
forms in 's«-Earth orbits. 

Three fundamental communication paths 
would link these space assets: ground to space, 
space to spaco, and space to ground. Ground 
command centers would at least initiate the 



battle; they would also receive updates on 
equipment status and sensor data in peacetime 
and as the battle developed. 

The attributes of an effective communica- 
tion system would include: 

• adequate bandwidth and range, 

• reliability, 

• tolerance of component damage, 

• security from interception or take-over, 

• tolerance of nuclear affects, and 

• jam- or spoof-resistance. 

The bandwidths, or frequency space avail* 
able, from links in the millimeter-wave bands 
would be adequate for most near-term BMD 
functions. The most demanding element would 
be the boost surveillance and tracking system 
{ESTS) satellite, with perhaps a 1-mIHion-bit- 
per-second data rate. Second-phase elements 
such as a space surveillance and tracking sys* 
tern (SSTS) sensor satellite might operate at 
much higher rates, up to 20 million bits per 
second, while battle management might take 
50 or more million bits per second of informa- 
tion flow. Various additional data for syn- 
chronization signals would have to be commu- 
nicated. Transmission bandwidths might have 
to be very large— perhaps MO gigahertz (GHz) 
—to reduce the chances of jamming. 

The communication system must be dura- 
hie and survi vable even if some nodes fail due 
to natural or enemy action. Redundant links 
in a coupled network might assure that mes- 
sages and data got through even if some sat* 
ellites were destroyed Tying together a vast 
BMD space network would be challenging, 
especially given that the satellites in low-Earth 
orbit would constantly change relative po- 
sitions. 

One key issue for BMD communications is 
jamming by a determined adversary. Success- 
fully disrupting communications would com- 
pletely negate a BMD system that relied on 
sensors and command and control nodes sep- 
arated from weapons platforms by tens of thou- 
sands of km. Jammers could be developed, de- 
ployed, and even operated in peacetime with 
little risk of stimulating hostile counteraction. 



Space-to-ground communication links would 
be particularly vulnerable. Ground-based, ship- 
based or airborne high-power jammers might 
block the flow of information to satellites. In 
wartime, nuclear explosions could disrupt the 
propagation of RF waves. Ground-based 
receivers would also be susceptible to direct 
attack. Even space-based communications 
would be susceptible to jamming. 

Recently there have been two primary SDI 
candidates for BMD communication links in 
space: laser links and 60-GHz links. A 60-GHz 
system once seemed to promise a more jam- 
resistant channel for space-to-space commu- 
nications, since the atmosphe/e would absorb 
enough 60-GHz energy to reduce the threat of 
ground-based jammers. Recent analyses, how- 
ever, indicate that space- and air-based jam- 
mers may limit the effectiveness of 60-GHz 
links. 

60-GHz Communication Links 

The operating frequencies of space commu- 
nication systems have been steadily inereas- 
ing. For example, the Mi Is tar communications 
satellite will use the extremely high frequency 
(E HF) band with a 44-GHz ground-to-space up- 
link and a 20-GHz downlink. These Ugh fre- 
quencies allow very wide bandwidth U GHz 
in the case of Milstar) for high data transmis- 
sion rates, but also for more secure communi- 
cations through wide-band-modulation and 
frequency-hopping anti-jamming techniques. 

For space-to-space links, BMD designers are 
considering even higher frequencies— around 
60 GHz. This band includes many oxygen ab- 
sorption lines. It would be very difficult for 
ground-based jammers to interfere with 60- 
GHz communications between, for example, 
a BSTS early warning satellite and SBI CVs: 
oxygen in the atmosphere would absorb the 
jamming energy. 

Pre-positioned jammer satellites, or possi- 
bly rocket-borne j ammers launched with an at- 
tack, might still interfere with 60-GKz chan- 
nels. The main bcs*u of radiation from a 
60-GHz transmitter Li relatively narrow, mak- 



143 



teg it difficult for an awersary to blind the 
system from the main lobe: the enemy jam- 
mer transmitter would have to be located very 
close to the BMD satellite broadcasting its 
message. But a 60-GIh receiver would also 
pick up some energy from the "eidelobes" and 
even some fron. the opposite side of the receiver 
(the "backlobes"). While a receiver may be 
10,000 to 100,000 tines less sensitive to energy 
from these sidelobes than from the main loho, 
it must be extremely sensitive to pick up sig- 
nals from a low-Earth orbit satellite tens of 
thousands of km away. 

At high-Earth orbit, a near-by jammer with 
only a few hundred watts oi power could over 
whelm a much more powerful SOGHz system 
on a sensor satellite. This neighbor might 
masquerade as an ordinary communications 
satellite in peacetime. In wartime, it could aim 
its antenna nt the BSTS and jam the channel. 
The counter measure would be to station the 
BSTS out of standard communications satel- 
lite orbits. 

Laser Communication links 

The low-power diode laser offers the possi- 
bility of extremely wideband, highly direc- 
tional, and, therefore, very jam-proof commu- 
nications. The MIT Lincoln Laboratory has 
designed a 220 megabit-per-second (Mbs) com- 
munication link that would need just 30 mil- 
liwatts of laser power from a gallium alumi- 
num arsenide (GaAlAs) light emitting diode 
(LED) to reach across the diameter of the ge- 
osynchronous *~bit (about 64,000 km). The re- 
ceiver, using hb^srodyne detection," could pull 

™Tb« common "heterodyne" radk> reoerf ver fcrftudn ft local 
oecillfttor which genera tea a frequency that U combined or 
"mixed" with the incoming radio signal. This process of "mix- 
ing" the local osollt'cr eigne] with the received signal improve* 
the ability to detect e weak signal buried in noise, and reduces 



in a signal of just 10 pico watts (10'" W) 
power. A 20-cm mirror on the transmitter 
would direct the laser beam to an intended re- 
ceiver. 

The high directionality of narrow laser 
beams also complicates operation. A wide- 
angle antenna could flood the receiver area with 
signal, even sending the same message to many 
receivers in the arec at one time. A narrow la- 
ser beam musf be carefully aimed at each sat- 
ellite. This would require mechanical mirrors 
or other beam-steering optics, us well as soft- 
ware to keep track of all frienrlly satellites and 
to guide the optical beam to the right satel- 
lite. The lifetime of a laser source and an agile 
optical system may be relatively short for the 
first few generations of laser communication 
systems. 

A laser communication system, as presently 
designed, would require up to eight minutes 
to establish a heterodyne link between a trans- 
mitter and a receiver. Plans call for reducing 
this acquisition time to one minute. With a 
very narrow laser beam, even minute motions 
of the transmitter platform could cause a 
momentary loss oi coupling, forcing a delay 
to reacquire the signal 

While laser links might provide jam-proof 
communications between space-based assets 
of a BMD system, laser communications to the 
ground would have to overcome weather limi- 
tations. One approach would use multiple 
receivers dispersed to assure one or more clear 
weather sites at all times. Alternatively, one 
could envisage an airborne relay station, par- 
ticularly in time of crisis. 



interference. A Iaeer heterodyne receiver would induce it* own 
Ifteer source, which would bo "mixed" At the surface of alight 
detector with the weak ligtt eigne] from e distant laser trsns- 

nitttr. 



SPACE TRANSPORTATION 



Reasonable extensions of current U.S. space 
transportation capability might launch the 
tens of sensor satellites envisaged by some 
BMD architectures, but entirely new space 



launch capabilities would be necessary to lift 
several hundred to over one thousand carrier 
vehicles and their cargoes of thousands to tens 
of thousands of kinetic kill missiles into space 
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in a reasonable period of time. Therefore space 
launch capability would have to evolve along 
with phase-one and phase-two weapon systems 
to assure the United States— and to persuade 
the Soviet Union— that a defense-domiaated 
world would be feasible and enduring 

Space Transportation Requirements 

Space-based interceptors and their carrier 
satellites would dominate initial space deploy* 
ment weights. Assuming that a phase-one de- 
ployment would include a few hundred CVs 
and a few thousand SB Is based ou the "state* 
of-the-art" rockets described above, then to- 
tal launch weight requirements might be in the 
range of ] million to 2 million kg. 

The range of weights estimated by SDI sys- 
tem architects for a more advanced phase var- 
ied from 7.2 to 18.6 million kg. The large range 
of weight estimates reflects differences in ar- 
chitectures, and particularly differences in sur- 
vivability measures. Several contractors indi- 
cated that survivability measures— such as 
shielding, decoys, proliferation, and fuel for 
maneuvering— would increase weight by a fac- 
tor of about three. One could infer that the 
heavier designs might be more aurvivable. 

Additional space transportation would be re- 
quired over time for servicing, refueling, or 
replacement of failed components. One un- 
resolved issue is how best to maintain this fleet 
of orbiting battle stations: by originally includ- 
ing redundant components such as intercep- 
tor missiles on each satellite, by complete 
replacement of defective satellites, by oo-orbit 
servicing, or by some combination of the above 
One contractor estimated, for example, that 
it would take 35 interceptor missiles on each 
battle station to assure 20 live missiles after 
10 years, with the attrition dui* entirely to nat- 
ural component failures. 

Soviet countermeasures might drive up 
weight requirements substantially in later 
years. Increased Soviet ICBM deployments 
might be countered with more SBI platforms. 
Defense suppression threats such as direct* 
ascent ASATs might be countered in part by 
proliferation of SBI battle stations or by other 



heavy countermeasures. Advanced decoys dis- 
persed during the post-boost phase of missile 
flight might require some type i f interactive 
discrimination system in space. Reduced So- 
viet booster burn times would eventually im- 
pel a shift to DEW. Deploying these counter- 
measures would necessitate additional space 
transportation capability. Directed-energy 
weapon components in particular would prob- 
ably be very heavy. The range of SDI system 
architects' estimates for some far-term sys- 
tems was from 40 million to 80 million kg. 

Space Transportation Alternatives 

There seem to be two fundamental options 
for lifting the postulated BMD hardware into 
space: use derivatives of existing space trans- 
portation systems; or design, test, and build 
a new generation space transportation system. 
The first option might be very costly; the see- 
ond might postpone substantial space-based 
BMD deployment inco the 21st century. 

Some BMD advocates outside the SDIO 
have suggested that existing United States 
space launch systems might be adequate for 
an initial space-based BMD deployment in the 
early 1990s. But the existing United States 
space launch capability is limited in vehicle in- 
ventory, payload capacity per launch, cost, 
launch rate T and launching facilities. As shown 
in table 5-10, today's total inventory of U.S. 
rockets could lift about 0.27 million kg into 
low-Earth orbit (180 km) at the inclination an- 
gle of the launch site (28.5° for the Kennedy 
Space Center in Florida)/ 4 

The bulk of early SBI deployments would 
have to be launched into near-polar orbits from 
Vandenberg AFB> which would now only be 
possible for the 6 remaining Titan 34D vehi- 
cles with a combined lift capacity of 75,900 kg. 



'•Missile Uiinch capacity j» ueuslly specified in terms of the 
payload wuich can be lifted into direct East* West flight at an 
sltitude of 180 kin, which jrrorfucse an orbit inclined at th* lati- 
tude of the launch point. E*tm propellent it required to lift the 
payload to higher Inclinations or to higher altitude*. Proposed 
BMD weapons systems would require higher Inclinations (70° 
to So °| and higher altitudes (600 to 1,000 km), which translate* 
Into tower payload capedty. 
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This would correspond to about 6 percent of 
the initial phase-one BMD space deployment 
requirements. Some have suggested refurbish- 
ing Titan lis, which have been retired from the 
ICBM fleet. If all 69 Titan-IIs were refur- 
bished, then the United States could lift 
another 130,000 kg into polar orbit, or another 
11 percent of the m^term BMD needs. 

The rate of missile launch might also be 
limited by the casting space transportation 
infrastructure. Launching one Shuttle now 
takes a minimum of 580 houro at the Kennedy 
Space Center (and might take about 800 hours 
at Vandenberg AFB 7 *), limiting potential 
launches to one per month or less from each 
complex. After the Shuttle accident. NASA 
estimated that 12 tc 16 flights per year would 
be reasonable. Clearly 16 launches per year 
would not be sufficient for BMD deployment. rt 

Several aerospace companies have proposed 
build ng launch vehicles with increased lift ca- 
pacity to meet SDI, DoD, and civilian space 
transportation demands. Many of these vehi* 
cles would be derived from various Shuttle or 



""Completion of the Vandenhcrg Shuttle launch site SLC-6 
hut been postponed until 1992. 

"Assuming 1 6 Shuttle launches per year with 9,000 kg pay- 
k»d to low ^lar orbit, it would Uke between 8 to 12 ysexs to 
deploy a phese-ooe BMD system and 48 to 125 years to deploy 
a phaat»two system weighing 7 to 18 million kilograms. 



Titan predecessors, such as the Titan-4, in* 
elided in table HO. Twenty-three Titan-48 will 
he built by 1988, but these have only margin- 
ally increased lift capacity. A major increase 
in lift capacity to the 40,000 to 60,000 kg range 
would be required for an effective space-based 
BMD system. Even for a phase-one system, 
far more woulu be needed by the mid-1990s. 
Both SDIO and Air Force officials have called 
for a new space transportation system that is 
not a derivative of existing technology. 

Four aerospace companies analyzed various 
space transportation options under joint Air 
Force/NASA/SDIOdirection. The Space Trans- 
portation Architecture Study {STAS) com- 
pared manned v. unmanned vehicles, horizon- 
tal v. vertical take-off, single v. 2-stage rockets, 
and various combinations of reusable v. ex- 
pendable components." The Air Force, after 
reviewing the initial STAS work, appears to 
be leaning toward a decision that the BMD de- 
ployment should use an unmanned, expenda- 
ble, 2-stage heavy-lift launch vehicle (now 
called the ALS or advanced launch system)." 

The Space Transportation Architecture Study (STAS) was 
a joint Air Porce/N ASA/SDIO study on future space transpor- 
tation systems. The Air Force Systems Division contracted with 
Rockwell sitd Boeing, white NASA employed General Dynamics 
and Martin Marietta to analyze U.S. civilian and military space 
tequirements and possible alternatives to satisfy them. 

The name HLLV (heavy lift launch vehicle) was chanced 
to ALS in April 1987. 



Tabl* Current U.S. Space Launch Inventory* 

Peyl oad per vehicle (thousands of kg) 

Inventory LEO Polar 

quantity (180 km) (180 km) Geo 

**um 3 25 15 Centaur-G:4\5 

* ^ IUS:Z3 

* ,an £ D • 15.3 12.5 IUSM.8 

Ti ^ b (23) 177 14.5 Centaury** 

IUS: 2.4 

TrUnlUSlV <13> C 3.e 1.9 

Delta 8 2.9 

Derta(MLV) (?) 4 15 

Atlas 13 6 

Scout 21 ,28 

(ALSr ? (50-70) (40-55) 

*P«r*nth»»*5 iftOltprt fulu't system) " 

^JJJ* ™*n-4 or ri>9GomplefT»r>r«y Expendable Ltunc* Vehlc* <C€LV)ti (ha laleat in tht Kno ol Than rMtftH* ConWgureltOni; 
23 have been ordered. 

^The Utan trSLVi em being mfurbithed from tr» icftM tnvoniory tt« fkrni THerHi may be available br 19*0 An addilkyiaf 

56 Then ir coufd be refurbished from the reursd ICBM feet 

*Tf»e Advanced launch &yaiafn i propoeed to deploy Ihe but* of the BMO epoce components 
SOURCE: Ofrtee ef Technology Asaetement. issfl. 
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An interim ST AS study suggested that such 
a vehicle would have to evolve to a partially 
reusable system to meet SDIO cost reduction 
goals. The STAS contractors projected that 
development of a heavy-lift unmanned vehi- 
cle would require about 12 years, although at 
least one aerospace company estimates that 
an ALS could be developed in 6 years. If the 
original 12-year estimate is correct, significant 
space deployment of a BMD system could not 
begin until the turn of the century even if the 
weapon systems were ready earlier. If the 6- 
year estimate were correct, then initial deploy- 
ment could begin by 1994. 

To deploy space-based assets earlier, SDIO 
has suggested a two-tier level program: build 
part of an ALS by the mid-1990s, but design 
this system to evolve into the long-range sys- 
tem by the year 2000. The initial system would 
include some of the advanced features of the 
heavy-lift launch vehicle concepts outlined by 
STAS, but would not have a fly-back booster 
and would not meet the SDIO cost goals of 
$300 to $600 per kilogram. The interim goal 
would be to reduce the current costs of $3,000- 
$6,000 per kilogram to $l t 000-$2 t 000. Build- 
ing a space transportation system while try* 
ing to meet these two goals simultaneously 
could be risky. Compromises might be required 
either to meet the early deployment date or 
to meet the long-term cost and launch rate 
goals. 

The estimated launch rate for a fully devel- 
oped ALS vehicle is about once f «r nonth per 
launch complex." Assuming a 40,000-kg pay- 
load to useful BMD orbits, then between 30 
and 45 successful flights would be required for 
a phase-one BMD deployment and from 180 
to 460 flights for a much larger second phase. 
Allocating S years to deploy the latter system, 
the United States would need to build three 
to eight new launch facilities." 



"The current maximum launch rite for Titans i» throe per 
year from each pad, which might be imr»aded U> live per year. 
Further increases are unlikely because the Titans are assern- 
Mad on-fite. This is one of the reasons an entrefy new space 
launch system would be needed to meet the SDI launch rates. 

••The United States now has four 'aunch pads for Titi id class 
boosters, two on the east coast and two on the we* it coast. One 
west coast pad is being modified to handle the CELv. Since 




Ptwto cndii; U.S. D+p*rt(T+f)t of OttoM, 
Sf/ifeote 0»f#m (AW#f* Oo+nzMtton 



Advanced launc h system (A LS). — Large-scale de p toy- 
men! of space* basod Interceptors (S8I) or other 
weapons in space will require a dramatic expansior 
of U.S. space-launch capabilities. Various proposals, 
Including a Shuttle-derived, unmanned launch vehicle 
such as this have been under consideration by 
the Air Force, NASA, and the SDIO. 

Figure 5-13 presents one very optimistic sce- 
nario which might le*d to space launch facil- 
ities adequate for proposed second-phase BMD 

SBIa \, ci id have to be launched from Vaodenberg to reach near- 
polar orbits, all early deployment* would have to be from one 
pad The estimated time to build a new Launch pad complex 
is 7 to 111 years. 
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Figure S-1 3a.— Annual Space Launch Capacity 
<naar polar orblta it BOO km) 
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This is one possible scanarto to achieve tha 2 million kg par 
yaar space launch capability into near-polar ortods required 
for an intermediate ballistic missile defense system. This sys- 
tem could ccncelvably reach tMs goal by tha yaar 2003, as- 
suming that three new launch pads were buMt at V and en berg 
AFB. and the proposed Heavy Lift Launch Vehicle (HULVyAd- 
vanced Launch System {A IS) could be developed, flight 
tested, and retdy for Initial service with 30,000 kg lift capac- 
ity by 1994. Thfs would be years ahead ot the schedule tnl- 
tlaliy suggested by the Space Transportation Architecture 
Study <STAS). The HLLV is further assumed to evolve into 
a a<,000 kg capabi Mty by the year 2000, without any anglnear- 
ing delays. The SOtO launch goals as of early 1967 are shown 
for comparison. 

SOUftCi Ofhci of Technology A M+ mf n l 19M 

systems by 2000-2005* This scenario assumes 
that the SDIO two-level space transportation 
development approach would be successful: an 
interim ALS vehicle, with a 30,000 kg capa- 
bility to near-polar orbits, would be available 
by 1994; a more advanced AI*S would come 
on line in 2000 with 44,000 kg capacity. Three 
new launch pads would be built (although there 
is no room for three new pads at Vandenberg 
AFB, the only existing site \n the contiguous 
United States with near polar orbit capability)* 

Assuming approval to proceed with the new 
launch system in 1988, the first flights of the 
new ALS would begin in 1994, using the refur- 
bished SLC-6 launch pad at Vandenberg, built 
originally for the Space Shuttle. The three new 
pads would become operational in 1997, .998, 
and 1999. Flights would be phased in at each 
site, increasing up to 12 flights per year per 
pad. With these assumptions, the SDIO goal 
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of 2 to 2.5 million kgoer year could be achieved 
by 2003. 

If the United States wers to operate 10 
launch facilities, each with one ALS launch per 
month, then it would take about 10 years to 
orbit the 50 million kg estimated for a far-term, 
third-phase system.* 1 If political or strategic 
considerations (such as transition stability) 
would not allow as long as 10 years to deploy, 
then the United States would have perhaps 
three choices: 

1. develop another new vehicle with lift ca- 
pacity above 50,000 kg to 800-kro, high 
inclination orbits; 

2. build and operate more than ten ALS 
launch facilities simultaneously; or 



■'The 50 million kg assumes thekmendufthe40to80nul 
lion kg estimated above for phase three with spaca-baaed laatrs, 
A successful ground -bas^d User system could reduce (his esti- 
mate by about IS million kg. or 26 to 66 million kg for a total 
phase-three constellation. 
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3. improve launch operations to reduce turn- 
around time below 30 days per pad. 

The country would have to expand booster 
manufacturing capacity to meet this demand 
for up to 120 launches per year. Historically, 
Titan production lilies completed up to 20 mis- 
siles per year, and Martin Marietta has esti- 
mated that it could easily produce 14 of the 
Titan class per year with existing facilities." 

Space Transportation Cost Reduction 

Identifying 42 technologies related to space 
transportation, the STAS listed several where 
research might iead to reduced operating costs 
(it emphasized the first three as offering espe- 
cially high leverage for cost reduction): 

• lightweight materials! 

• expert systems and automated program- 
ming to cut software costs, 

• better organization, 

• reducing dry weights substantially , 

• better ground facilities, 

• higher performance engines, 

• fault-tolerant avionics, 

• reusability of major components, and 

• better mating of spacecraft to launch ve- 
hicle for reduced ground costs. 



"Thiawouki indud*5CELV«,6TiUnIIt,»nd3TiUn 34D*. 



The operating (as opposed to life-cycle) costs 
of space transportation are currently estimated 
at $3,300 to $6,000 per kilogram of payload 
:o low-Earth orbit, and $22,000 to $60,000 per 
kilogram to geosynchronous orbit. At that 
rate, it would cost $24 billion to $200 billion 
to launch a phase-two BMD system, and $140 
billion to $450 billion for a responsive phase- 
three deployment, basM on the constellation 
weights estimated by ious SDIO system 
architects. The SDIO h. set a goal of reduc- 
ing launch operating costs by a factor of 10. 

Opercting costs are estimated at about one 
third of the total life-cycle costs of a space 
transportation system. Based on current oper- 
ating costs, total life<ycle costs for transport* 
ing a phase-two BMD system into space might 
be $72 billion to $600 billion; lor phase three, 
the costs might range from $420 billion to 
$1.35 trillion. Reaching the goal of reducing 
operating costs by a factor of 10 would reduce 
life-cycle costs for space transportation by only 
30 percent. Assuming that this percentage 
would be valid for a new space transportation 
system, and assuming a 10 to 1 reduction in 
operating costs only, then the total life-cycle 
costs for space transportation might be $50 
billion to $420 billion for a phase-two deploy- 
ment and $290 billion to $900 billion for a 
phase-three deployment. Clearly the other kinds 
of costs for space transportation would have to 
be reduced along with the operating costs. 
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Weapon Technology Conclusions 
Phase One 

Kinetic Energy Weapons.— KEWs (or else the 
kinds of nuclear-armed missiles developed for 
BMD in the 1960s) would most likely be the only 
BMD weapons available for deployment in this 
century and possibly the first decade of the 21st 
century. Several varietiP3 of non-nuclear, hit* 
to^kiU KEW form the backbone of most near- 
and intermediate-term SDI architecture pro- 
posals. Considering the steady evolution of 
rockets and 1 'smart weapon'' homing sensors 



used in previous military systems, it seems 
likely that these KEWs could have a high prob- 
ability of being able to destroy individual tar* 
gets typical of the current Soviet ICBM force 
by the early to mid-1990s. The key unresolved 
issue is whether a robust, survivable t in- 
tegrated system could be designed, built, 
tested, and deployed to intercept— in the face 
of likely coun termeasures— a sizeable fraction 
of evolving Soviet nuclear weapons. 

Space-Based Interceptors — SBIs deployed in 
the mid to late 1990s could probably destroy 
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•om* Soviet ICBM* Id their boon! pheee. The 

key iwuf is vMher the weight of the SBI 
projectile could be reduced before Soviet 
booster burn time? could be shortened* given 
that existing SS24 and S&26 boosters would 
eirrady stress projected SBI constellations. 
TV probability of po*t<boo*t vrhicle <PBV} kills 
U Jowrr due to the smaller PBV cue and 1R sig 
Bit. but SRI* might «tU! achieve tome success 
against current PBVa by the mid to late 1990s. 

Kio-atmtMphrrir Reentry Intrrrrptor Sys- 
tem.— The EHIS* which has evolved from pre- 
vious missiles, could probably be built by the 
early to irid- 1990s to attack objects to late mid- 
course. The key unknown is the method of 
tracking and discriTunating KVa from decoys. 
Existing radar sensors are highly vulnerable, 
the SSTS space-based IR sensor probably 
would not be available until the late 19V0s to 
early 2000s. and the AOS airborne sensor 
would have limited endurance and range. This 
would leave either new radars or tome type of 
popup, rocket-borne IR probe, which have 
apparently received little development effort 
until recently. Given the uncertainty in ten* 
tors suitable for the ERIS system, its role 
would probably be confined to very late mid* 
course interceptions and it might have limited 
BMU effectiveness until the late 1990s. 

Phase Tw» 

High Endo^atmoapherieD^fenae Interceptor 
-The HED1 could probably be brought toopar- 
aUxul status as soon as the mid* 1990s, To over- 
come the unique H ED I window heating prob- 
lem, the HEDI on-board homing IR sensor 
needs more development than its E R IS cousin. 
But the HEDI system doee not depend on long- 
range sensors to achieve its mission within the 
atmosphere. The HEDI could probably pny 
vide some l^ca] area defense of hardened tar- 
gets by the mid 1990s against non-MaKVed 
KV*>" HEDI performance against MaRVed 
R\ s eppearr questionable. 



SBIs against Reentry Vehktes.-Tbe probebii- 
Hv that SBIs would kilt RVa is the mid-course 
It low until the next century, gives the difficulty 
in detecting and tracking oiany small, cool RV§ 
Is the prrsrnce of decoys, asd gives uncertain- 
Uea ts the SOTS sensor asd battle management 
programs, 

Phase Three 

Directed Enrnty Weapons, -It la unlikely that 
any DEW system could be highly effective be 
fore 2010 to 2015 at the earliest. No directed 
energy weapon is within a factor of 10,000 of 
the brightness necessary to destroy respon- 
se vely designed Soviet nuclear weapons. (OTA 
has not had the opportunity to review recent 
SDIO suggestions for "entry level'* DEWa of 
more modest capability. SDIO contends that 
effective space-ba:>ed lasers of one to two 
orders of magnitur 1 ? less than that needed for 
a responsive threat could be developed much 
sooner.) At least another decade of research 
would likely be needed to support a decision 
whether any DEW could form the basis for an 
affordable and highly efff Mvt ballistic mis- 
sile defense, Further, it is likely to take at least 
another decade to manufacture, test, and 
launch the large number of satellite battle sta> 
tions necessary for highiy effective BMD. 
Thus, barring dremitk changes in weapon and 
apace launch development and procurement 
practices, a highly effective DEW system is 
tnlikely before 2010 to 2015 at the earliest. 

Neutral Particle Beam.-Tke NPB. nnder de- 
velopment Initially sa as Interactive discrtmW 
tor, la the moat promising mid-course DEW.** 
Shielding RVa against penetrating particle 
beams, as opposed to lasers, appears prohibi- 
tive for energies above 200-MeV. Although tab- 
oratory neutral particle beams are still about 
10,000 times less bright than that needed for 
sure electronics kills of RVs in space, the nec- 
essary scaling in power and reduction in beam 
divergence appears feasible, if challenging. 



M»RV" r»far* to minnvmAf rantry whjekt. or RVt 
whjrh ran r hanjp ihw tour** mfUr n#nt*riAtf th# aUnoapfwrv 
to imprw* atrwwey or to rend doi+rucv* murapun 



T» NPB would Kara virtually bo boost saw capability 
***inM advanced 'raapowalv*" buukar* mtvrm ^Hrtid* baama 
cannot panatraU balow about Jfro kiirwnatars sltitoda. 
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However, m* discussed id chapter 4 under the 
topic of NPB interactive discrimination, it is 
unlikely that engineering issues could b* re* 
solved before the late 1990s, which would mott 
likely postpone deployment and effective sys- 
tem operation to at least 2010-20J5, 

Free Electron Laser.— Tbe free electros laser 
(FELt ia one of the more promising HMD DEW 
weapon candidates The FKL is in the research 
pha*r, wit h *r\Tra^ outstanding physic* tstues 
and many engineering issues to be resolved. 
Even if powerful lasers could be built, the high 
power optics to rapidly and accurately steer 
laser beams from one target to the neit could 
limit system performance. Although the basic 
system concept for an FEL weapon is wall de- 
veloped. It is too early to predict bMD per 
forxnanc* with any certainty. 

Chemical Laset.— There are too many aacer 
Ufa tie* to pro)ect BMD performance for the 
chemically pumped hydrogen fluoride (HF) la- 
ser. The HF Laset has been demonstrated at 
relatively high power levels on the ground, d- 
though still 100.000 times less bright than that 
needed for BMD against a responsive threat. 
Scaling to wpspona- level brightness would re* 
quirr coherent combination of large User 
beams, which remains a fundamental issue. 
Thjfc* coupled with the relatively long wave 
length (2 8 micron region), make the HF laser 
less attractive for advanced BMD than the 
FEL. 

Electromagnetic Launcher —There are toe 
many uncertainties in th? EML or raitguu pro- 
gram to project any significant BMD capabil- 
ities at this time. 

Space Power Conclusions 
Phase One 

Power Requirements.— Nuclear power would 
be required for moat BMD spacecraft, both to 
provide the necessary power levels for station- 
keeping, and to avoid the vulnerability of large 
solar panels or solar collectors. 

Dynamic Isotope Power System.— The DIPS, 
which baa been ground-tested ia the 2 to 5 kW 



range, should be adeqoate and available by the 
mid to late 1990s, in time for early BSTS-type 
sensors. 

Phase Two 

Nuclear Reactors,— Adequate space power 
may not be available for SSTS or weapon plat- 
forms with ladars before tbe year 2000. For 
BMD satellites that require much more than 
10 kW of power the SP-100 nuclear reactor/ 
thermoelectric technology would have to be de- 
veloped. This is a high risk technology, with 
space-qualified hardware not expected before 
the late 1990s to early 2000s. 



Phase Three 

Chemical Power. — Chemically driven energy 
sources (liquid oxygen and liquid hydrogen driv- 
ing turbogenerators or fuel cells) could proba- 
bly be available for burst powers of MW up to 
OW to drive weapons for hundreds of seconds 
by 2000-200&. 

Power for Electromagnetic Launchers*— H 
current pulse generators for electramagir 
launchers (EML) would require eitenslve . 
velopme nt and engineering, and would mo* * 
Ukely delay any EML deployments well Into tbe 
21st century, 

High Temperature Superconductors.— Re- 
search on high temperature superconductors 
suggests exciting possibilities in terms of redw- 
ing Uk space power requirements and Improv- 
ing power generation and conditioning efficien- 
cies. At this stage of laboratory discovery, 
however, it is too early to predict whether or 
when practical- high current superconductors 
could affect BMD ayeteme. 

Space Communication! Conclusion 

Laser communications may be needed for 
space- to- space and ground*to-epace links to 
overcome the vulnerability of 60-GH/ links to 
jamming from nearby satellites. Wideband 
laser communications should be feasible by the 
mid-1990s, but the engineering for an agile 
beam steering system would be challenging. 
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Space Transportation Conclusions 
Phase One 

Mid 1990s Deployments.— Extrapolating 
reasonable extensions of existing space trans* 
portatlon facilities suggests that a limited* 
effectiveness, phase-on* BMD system begun 
in the midO 990s could not be fully deployed 
in fewer than 8 years," Assuming that the 
hardware could be built to start deployment 
in 1994. the system waild not be fully deployed 
until 2002, A more ambitious launcherdevel 
opment program and a high degree of success 
tn bringing payload weights down might 
shorten that period. 

Phase Two 

New Space Transportation System,— A f oUy 
new space transportation system would be re- 
quired to lift the space assets of a "phase-two" 
BMD system. This system would have to in- 
clude a vehicle with heavier lift capability 
(40,000 to 50,000 kg v. 5,000 kg for the Titan* 
41 faster launch rates {1 2 per year v, 3 per year 
per pad), and more launch pads (4 v« 1). 

"Thi* uiumN that two launch p*N ,t Vaadenb*™ AFB 
4-t.aa! and th, . SLC-* pad intend* to: the Shuttle, are modi: 
IW handW new Titans cc^pJaiimu^ axpmd^>k launch 
vehjrJe 0;LV< and the launch rat*. arTi™^™^* 
Titana p#t year per pad up to au per yetr. 



Optimistic Assumptions,— Even under very 
optimistic assumptions,** the new space trans- 
portation system would be unlikely to reach the 
necessary annual lift requirements for a large- 
scale, second-phase BMD until 2000*2005, with 
full phased wo deployment completed in the 2006- 
2014 percxl. 

Phase Three 

Ultimate DEW Systems.— It might take 20 to 
35 years of continuous launches to fully deploy 
far-term, phase-thm BMD space assets designed 
to counter with veo high effectiveness an ad- 
vanced, "responsive," Soviet missile UreeL This 
estimate assumes deployment of the proposed 
ALS space transportation system and the loud 
of advanced space-based laser constellation 
suggested by SDI system architects. A set of 
ground-based laser installations could reduce 
the space launch deployment time estimate to 
12-25 years. 



This aaaume* that the SDIO bifurcated god U met^a wvohj. 
tiortary apace traBeportetion ayitw with 10 timat low* coat 
ladwloped in 1 2 ye-ra, while a near-term comnrant of that 
eyttem y*kh a workirjf vehicle of reduced capability by ] 994 
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Chapter 6 



System Development, 
Deployment, and Support 



INTRODUCTION 



The preceding chapters review the status of 
key ballistic missile defense (BMD) technol- 
ogies, describing the progress made and the 
additional advances still needed to meet vari- 
ous BMD goals. These technologies would 
have to work together in an integrated system* 
The United States would have to develop the 
infrastructure to fabricate, teat, deploy, oper- 
ate, and maintain that system, and modify it 
in response to Soviet countermeasures, In the 
case of space-based elements, now considered 
essential for a highly effective defense, the 
United States would have to design, test, and 
build a new space transportation system. Any* 
thing but the fastest development of this trans- 
portation system could delay all but the most 
modest space-based BMD deployment to well 
into the 21st century. 

This chapter explores the steps involved in 
moving from the current research and devel- 



opment phase to operational status. These 
steps include: 

* architecture definition, 

• system development, 

* system testing, 

• fabrication, 

• deployment, and 

* operation and maintenance. 

Givyn the complexity of a global BMD sys- 
tem and the immaturity of many technologies, 
this chapter can only outline and give some 
indication of the multitude of challenges that 
would face engineers and manufacturers if a 
decision were made to proceed to full-scale engi- 
neering development (FSED) and then to de- 
ployment- From the beginning, the develop- 
ment and deployment, of dependable computer 
software would be a Jcey issue; the subject of 
software is deferred until chapter 9. 



ARCHITECTURE DEFINITION 



The first step toward deployment would be 
to complete the detailed system design or ar- 
chitecture. As noted in chapter 3, five defense 
contractors have competed with different 
BMD system designs. The Strategic Defense 
Initiative Organization (SDIO) ha* conducted 
additional analyses outside the main architec- 
ture contracting framework, A single sy?tem 
architect is to be chosen in 1988. This archi- 
tect is to define the actual BMD system in de- 
tail, providing information for a decision Od 
whether to proceed to the next step: full-scale 
engineering development. The SDIO has pro* 

Note. Complete definitions o* acronyms *nd inJtiMhams 
m toted in Appendix B of tin* /sport 



posed an early 1990s decision on FSED but 
its schedules are slipping as a result of fund- 
ing levels that are below its earlier expec- 
tations. 

In the meantime, cotrmon elements in the 
existing architecture studies can be used to 
guide the research pre gram, 1 All of the space- 
end ground-baaed architecture designs in- 
cluded space-based irfrared UK) sensors and 
space-based interceptors (SBIs). All assumed 



•Etch architect definaa Out* arrfaitacturea: * ttcnbtaation 
nict tad Erouad-bajed ijifcrjj. a ground-only lyitffn. and a 
theater dthxm eyetem. Id ftdlitLcn* moat architect* hava ton* 
aidered variom time-phased optica*. For t hn diacua akw »a ara 
coftaideriiLg primarily the combined Lpm» and ground-be aed 
arthftacUuta. 

m 
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some type of groun 1-based exoatmospheric 
reentry interceptor system (ERIS). All saw a 
critical need for midcourse interactive discrimi- 
nation, although this task might be too diffi- 
cult for a near-term, phase-one deployment* 



The "concept validation" program approved 
by the Secretary of Defense in September 1987, 
included work on SBIs, ERIS, and associated 
sensors and battle management technology. 



SYSTEM DEVELOPMENT 



The system engineer must combine various 
components and sub-systems defined by the 
architecture into a working system. A typical 
BMD system as envisioned by system archi* 
tecture contractors for intermediate-term 
("phase-two") deployment might have included 
30,000 major subsystems of nine different 
types (for suggested major components of a 
phase-two system, see table 1-2 in ch. IK The 
subsystems would be tied together by a com* 
munications network. These sub-systems 
would have to work together under the direc- 
tion of battle management computers.* 

For each of these components, the system 
engineer would have to consider the following 

issues: 

• Mass is particularly critical for SBIs: they 
would have to be light to reduce space 
transportation costs and to achieve the 
necessary velocity during battle, 

• Total volume may be limited by the space 
transportation system, All space sub-sys- 
tems would have to conform to the launch 
vehicle internal dimensions, preferably 
with minimum wasted payload space. 

• For early deployment (late 1990s), the 
choices for space base-load power would 
be limited to solar (which is vulnerable) 
or nuclear, which would have to be devel- 
oped and space-qualified in the power 
ranges needed for BMD. Far-term di* 
rected-energy weapons could be driven by 
liquid oxygen/liquid hydrogen turbogener- 
ators or fuel c^lls for a fow hundred sec- 
onds. The weight of power supplies might 
dominate future systems. 

♦A* discussed in di 7, this hatde management function wwild 
likely be distributed among many conputtn cm different sat- 
ellite* for survivability* 



• Heat rejected by the various devices 
would have to be minimized and properly 
managed, since cooling systems take up 
weight and power. 

• Almost all sub-systems would have to be 
produced in large quantities compared to 
previous space systems. These compo- 
nents would have to be capable of mass 
production, as compared to the one-of-a- 
kind laboratory fabrication used in many 
of the SDIO technology demonstration 
projects. The United States has never 
mass-produced any satellites. 

• All components would have to withstand 
severe radiation environments, including 
nearby nuclear explosions. This would be 
particularly stressing on electronic com- 
ponents such as IR detectors. The detec- 
tors and most electronics used for dem* 
onstration experiments would not be 
suitable for BMD deployment. 

• These systems would have to endure and 
operate on call after sitting dormant (ex* 
cept possibly for periodic tests) for years. 
The current goal is at least 5-year life for 
first-phase deployment , with 7 years desir- 
able. Limited lifetimes would further bur- 
den the space transportation system with 
replacement or repair missions. 

• Many systems might have to operate 
within seconds or minutes after warning, 
although there might be an alert status 
lasting for days or weeks, Trade-offs be- 
tween long alert times and fuel consump- 
tion might be necessary, 

• All space-based systems would have to 
operate automatically, compared to the 
careful M hand tweaking" common in ex- 
periments. In particular, there would be 
little; or no opportunity for the routine 



maintenance common to all terrestrial mil* 
itary systems, 

• Various sub-systems and components 
would have to work together. For exam- 
ple, radiation from a nuclear power sup- 
ply must not degrade the operation of sen- 
sitive IR sensors or electronics, Similarly, 
fumes from a propulsion system must not 
fog the optics of critical sensors, and vibra- 
tion from power sources must not degrade 
weapons pointing accuracy, 

• If components are prone to failure, they 
should be easily replaceable or adjustable. 
For space-based systems, a key issue 
would be whether to replace entire aatel* 
lites when they failed, or to attempt peri* 
odic manual or roboti" repair. 

• All system* and components should ear- 
vive both natural and man-made environ- 
ments. Survivability measures rich aa 
decoys, redundancy, shielding, maneuver- 



ability, electronic jamming, and shoot- 
back would add mass to space-based com* 
ponents. One system architect estimated 
that survivability measures would ac- 
count for 70 percent of on-orbit mass for 
SB I systems. 

• The communications channels would have 
to be secure against interception, manipu- 
lation, and jamming, 

* The systems should be safe in manufac- 
ture, assembly, transport, and operation. 

SDIO is funding research in all of these 
areas. Optimists believe these characteristics 
may be achievable; pessimists question wheth- 
er the break necessary from past practice and 
experience is possible; others say it is too early 
in the research program to judge whether the 
United States could achieve all of these attri- 
butes in a working system. 



SYSTEM TESTING 



Testing of both hardware and software is es- 
sential to any engineering project. Components 
are tested and modified to overcome deficien- 
cies. Subsystems are tested and modified. Fi- 
nally, prototypes of the complete system are 
built and tested under full operating conditions 
whenever possible. These system tests invari- 
ably reveal faults in the original design, faults 
which must be corrected before production 
begins. 

A ballistic missile defense system could not 
be tested in a full battle condition. Instead, 
the systems engineer would have to rely on 
some combination of computer simulations and 
operation under simulated conditions. The 
anti-ballistic missile (ABM) treaty prohibits 
space-based tests in an ABM mode which 
would be necessary to establish even minimal 
confidence in SBIs, 

In place of complete system testing, the 
SDIO is developing the National Test Bed 
This tost bed (see ch+ 8) is to tie together many 



communication nodes and computers via sat- 
ellite, simulating some of the complexity of 
BMD. Soms types of hardware (such as sen* 
sors) would jJso be coupled into this test sys- 
tem as they became available, "talking" to the 
computers as they would in a real battle. The 
cost of simulation will be high, but this is the 
only way to give leaders some degree of confi- 
dence in system operation One of the ksy judg- 
ments the President and Congress wil have 
to make about the SDI program will be the 
level of confidence to be placed in a global sys- 
tem that has never been tested in l full opera- 
tional mode. 

Testing so far under the SDIC program has 
been limited to the component or sub-system 
level, usually under simplified or artificial con- 
ditions. These experiments have yielded valu- 
able information necessary for the ongoing re- 
search and development effort; the United 
States should not, however, confuse a demon- 
stration test with operational readiness (see 
box 6-A). 



Box SD10 Demonstration Experiments' 

Homing Ovarlay Experiment: The HOE demonstrated on the fourth teat (June 10, 1984) that 
an experimental IR homing vehicle can acquire and collide with a simulated reentry vehicle in flight. 
The HV was launched aboard a test ICBM from Vandenberg AFB in California After detection 
by radars on Kwajalefc, a rocket carrying the experimental grouncUaunched interceptor was fired 
froLi a nearby island toward the oncoming RV. The ER sensor oa the interceptor then acquired the 
RV and guided the interceptor to a direct bit high above the Pacific. 

While this was an encouraging and successful experiment, it does not mean that the United 
States could deploy operational exoatmospheric interceptors tomorrow* The HOE experiment used 
parts of an existing missile, too large and expensive for an affordable BMD system. The IR sensor 
was cooled for many hours prior to the test; an operational system could not be maintained at such 
cold temperatures. The detectors were not hardened against nuclear radiation; new types of detec- 
tors would be required for the operational system. The simulated RV fired from Vandenberg AFB 
in California radiated about 10 times more IR energy than that expected from today's Soviet RV, 
and future RVs could have even lower IR signatures with thermal shrouds. There was only one 
RV, and the experimenters knew Then and where it would be fired; the real issue for exoatmospheric 
interception is decoy discrimination— separating one RV out of a cloud of hundreds or thousands 
of other objects, including tethered balloons. Opinions differ on how difficult this would be* 

Delta 180: The Delta ISO mission (Sept* 5, 1986} launched a Delta missile into space; the two 
upper stages of this missile were both placed in orbit. Each contained sensors later used to measure 
radiation from the other and from another missile launched from White Sands, New Mexico during 
one orbit. One stage also eortained a radar sensor used to guide the two stages into a collision course 
at the end of the axperiment 

The Delta 1 80 was a very successful measurement program, providing useful information about 
radiation from rocket exhaust plumes, both at close range in space and from the ground-launched 
Aries rocket, Some radiation patterns confirmed expectations, but there were some surprises which 
could improve our ability to detect and track future missile plumes. Tracking algorithms were also 
tested in the final interception with the target stage accelerating, which is more difficult than for 
targets with constant velocity* The entire Delta 180 mission took only 18 months from start to 
finish, requiring extraordinary management and dedicated performance by defense contractors. 

However, this measurements program should not be confused with a demonstration of the near 
operational readiness of space-based interceptors. This interception had little resemblt tice to the 
BMD problem— and could not have without violating the ABM treaty* The relative velocities and 
ranges of the two stages were far less than those required for BMD, The target stage had a large 
radar reflector (over 1 square meter). The size and mass of the interceptor stage {over 2,000 kg com- 
pared to a goal of less than 200 kg for SBIs) would eliminate any possibility of achieving the veloci- 
ties required of a SBI to kill an ICBM. All planned SBIs discussed to date would require an IR 
sensor for final homing, while Delta 180 used a Phoenix air-to-air missile radar. Finally, the near 
head-on aspect of the final kill would not be typical for a BMD miss* ju, and did not stress the divert 
capability of the interceptor. 

FLAGE; Six of nine planned tests of the "flexible, lightweight agile guided expertment"{FLAGE) 
short-range terminal interceptor missile have been completed. On the second test, the radar-guided 
homing interceptor passed very close to the target, again indicating that hit-to-kill interceptors 
are feasible under appropriate conditions. 

In the FLAGE tests, the target vehicle was flown into a highly instrumented volume of air 
above the White Sands Missile Range. Although artificial, thi^ controlled environment is appropri- 
ate for an experiment, which should collect as much data as possible, The successful interception 

These comment* oo the SDI vabdaLtai experiments should not be conitrued u criticism of SDIO jnxnsgenienl Thee* *r* tSL found 
experiment* properly designed to collect bit* of information necessary oo the path to developing ■ working •yttem. At this time we hsv* 
j» mijor ekrasct of * Bon-atide*? betUstk mUtil* defense system which hex been tested in e system mod* with equipment euiu bi e tor sctueJ 
operation 



does i not imply that the United States could build a FLAGE interceptor system today that woibd 
be effective against uncooperative targets in all types of weather. A FLAGE-derived interceptor 
would not be suitable for defending 30ft targets such as cities. 

MIRACL Laser Test: The M1RACL DF laser at White Sands was aimed at a strappec!-down 
Titan rocket casing The booster casing was stressed wirL high pressure nitrogen to aim date the 
stresses expected in flight, fhe laser beam heated the skin of the tank, which then exploded in a 
few seconds as the shell weakened 

This experiment essentially tested target lethality: how much IR energy is required to weaken 
a Titan tank untiJ it ruptures? The laser beam was about 100,000 times less bright than one required 
to destroy a responsive Soviet booster from a distance of 1,000 km or more. It was not a test of 
a directed-energy weapon system. The key issues for any DEW are target acquisition and tracking, 
beam pointing over very large distances, and particularly the questions of retargeting and beam 
jitter: could one keep the laser beam focused on one spot on the booster body while the booster 
and the DEW platform travel through apace at many kilometers per socond7 Other more complex 
experiments would be required to answer these crucial questions. Real confidence in any DEW would 
require space-based testing under dynamic conditions* 



FABRICATION 



Once a system had been developed and 
tested to the degree possible, it would have to 
be manufactured The manufacturing tools and 
facilities to fabricate much of the specialized 
equipment needed for BMD are not yet avail* 
able. In some cases, expansion or modification 
of existing manufacturing facilities might be 
adequate. In other cases, entirely new manu- 
facturing techniques would have to be devel- 
oped and skilled workers trained. Hie SDI 
research program is addressing some key man* 
ufacturing issues, such as mirror and focal 
plane array (FPA) fabrication techniques. 

Some of tho key manufacturing challenges 
are summarized in table 6-1, along with an esti* 
mated comparison of current manufacturing 
capacity with second-phase BMD needs. These 
comparisons are not always valid, however. 
For example, current (FPA) manufacturing ca- 
pacity is for non-radiation hardened arrays 
with less than 180 detector elements. Ballis* 
tic missile defense sensors must survive in a 
radiation environment, so new types of detec- 
tors are being developed, along with all new 
manufacturing techniques. 

The items in table f> 1 represent only phase- 
two BMD deployments, excluding items such 
as interactive discrimination apparatus and 



Table Example* of Currant v. Required 
Manufacturing Capacity for Proposed BMD System* 



Currant 

capacity 

Large area mirrors (square 

meters per year) V2 

Focal plane arrays (number 

of elements made per 

year) tO 1 

Sapphire windows (for 

HEOI; number per yeai} . 50 
Precision guided missiles 

(per year) 100* 

Satellites (per year) IDs 

Space-launch rockets _....» IDs 

SOUftCt: Of fka of T*ehix*w A m —W W I, W 



Required 
capacity for 
Phaae-il BMD 



1002,000 

10MO* 

SOO-1,000 

1,000-5,000 
300500 
100s 



directed-energy weapons (DEW).* Building 
hundreds of space-qualified neutral particle 
beam accelerators or high power lasers with 
their rapid pointing and retargeting mecha- 
nisms would certainly stress manufacturing 
capability. 

Any manufacturing process must minimize 
cost and delivery time while maintaining high 
quality. These three virtues have added sig- 
nificance for BMD. 



'Note, however, thit recently the SDIO has suggested the 
possibility of including mid) dements Id pbese two. 




Delta 180 pay load— The peytoad of the Delta 180 

experiment, atop a Delta booster, Is Shown during 
shroud installation on Pad 17 at Cape Canaveral. 
Multiple boxes carrying optical sensors are mounted 
on the aide of the rocket's second-stage truss at 
bottom. The mast on top of the thfrd stage is a Phoenix 
missile sensor, which helped guide an Intercept 
between the two vehicles to obtain rocket motor plumo 
data at shod distances. 




Photo trtOrt: U.S. Department of Dt^frsff 




Lethal test of high-velocity projectiles .^Electromag- 
netic launchers might hurl small homing projectiles 
at distant missile stages or warheads. In this test of 
the effects of high-velocity Impact, a small (ungulded) 
plastic projectile hit a cast aluminum block at 7 km/s. 
This was a test of lethality, not of a weapon: 
the projectile was not launched from an 
electromagnetic launcher. 




Photo emit: U S Dooitin** ot Ootonm 

User lethality test — In September 1966 this test at 
White Sands Missile Range, N.M., Investigated the 
possible effects of a laser beam on a rocket booster. 
The test vehicle was the second stage of a Tit An I 
booster missile body. External loads were applied to 
the booster to simulate flight conditions typical of 
current operational Soviet missile systems. The test 
vehicle contained no liquid propellent or explosives. 
If was irradiated with a high -energy laser beam for 
several seconds before being destroyed. The laser 
used, the Mid- Infrared Advanced Chemical laser, 
generates a beam energy greater than 1 MW/sr. It Is 
a test laser, not developed for deployment in apace. 
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Cost 

The projected costs for a BMD system will 
strongly affect a national decision on whether 
to proceed with production or deployment. In 
addition to total costs, the incremental costs 
of BMD would have to be less {some think sub- 
stantially less) than the perceived incremental 
cost of Soviot counter-measures. Thus the unit 
costs of a deployed SBI might have to be less 
than l/370th to l/12th the cost of a Soviet 
booster/ On the other hand, the leverage pro- 
vided by a successful "adaptive preferential 
defense might improve this cost-exchanee ra- 
tio (see ch. 1). 

The allowable costs for a ground-based exo- 
atmospheric interceptor would depend on the 
system architecture. With low leakage from 
the boost phase and good discrimination, each 
interceptor would have to engage only a small 
percentage of the attacking Soviet reentry ve- 
hicles (RVs), and the interceptor could be rela- 
tively expensive. If discrimination were poor, 
which might bs the cas* in a phase-one deploy- 
ment, then the interceptor might be compet- 
ing with cheap decoys. The defense wc Ad not 
be cost-effective at the margin if every exo- 
atmospheric interceptor had to cost less than 
10 light-weight decoys, or even less than 10 
heavy decoys, 1 

Time 

The time to manufacture components for 
BMD might be crucial in several respects. 

The 1. to-1 cost ratio assume* that 8 percent of the SBls 
would be within rang* of the Soviet missile fields sod that one 
SBI i* fir*d at each booster or PBV. There are no extra SBIs 
for redundancy or ehoot-badr against Soviet ASATs. In this 
case the United State* would have to add about 12 SBIs (and 
another carrier sateilitef for each new Soviet booster. The 370- 
to-i cost ratiocomes from a concentrated basing of new Soviet 
boosters in a relatively amalJ tree, say IbO km by 160 km In 
this case the United States would have to deploy 370 extra SBI* 
and their associated satellites for each new Soviet booster to 
achieve an 85 percent probability of destroying that extra BV 

■If the boost phase defense let through 10 percent of the 
boosters, and each booster carried 10 warheads 10 heavy de- 
coys, and 100 light decoys, then the exc~atmospheric intercep- 
tor system would have to engage one warhead, one heavy de- 
coy, and 10 light decoys for esch booster launched With perfect 
discrimination, one deployed wterceptor irould have U> cc«t Jew 
than one loaded booster Without any discrimination, one in- 
terceptor would have to coat l/12th of th* booster. 



Ideally the system should be deployed quickly 
to avoid transition instabilities, although sys- 
tem architects differ on this point. Components 
could be produced and stockpiled until deploy- 
ment began • To the degree that space trans- 
iwrtation would pace deployment, production 
times would not be critical. 

But the United States would also be locked 
in a race with Soviet countermeasures. If the 
United States could not produce and deploy 
enough SBIs before the Soviets had reduced 
a substantial number of their booster burn 
times below 140 seconds, then BMD boost- 
phase system effectiveness would drop signif- 
icantly, perhaps to zero. The SBIs might force 
the Soviets to faster post-boost vehicle (PBV) 
dispersals, which could reduce the number of 
RVs. At some point, however, there would he 
no sense in deploying SBIs (and parrictkrly 
SBIs which did not have any midcourse capa- 
bility against RVs) until DEW were developed. 
(See also ch. 5 and the key-issues section at 
the end of this chapter for more analysis of SBI 
effectiveness against boosters with moderately 
fast burn times.) 

On the other hand, if the United States could 
produce and deploy an SBI system in a few 
years, and if it could build and deploy a credi- 
ble DEW system as the Soviet Union con- 
verted to faster-burning boosters and fast-dis- 
persing PB Vs, then BMD effectiveness might 
continue. 

Production time involves not only the pro- 
duction rate, out the time to design, biiild, and 
debug the manufacturing f arilities, including 
necessary training of production workers. 
Since many new technologies are contem- 
plated, there might be relatively long periods 
before routine production could begin. 

Quality 

Quality control would be essential, particu- 
larly for space-based deployment. Repair or 
even replacement of failed assets in space 



* ■ S : i c ?°* re «' OH** of Technology Aaeesament. 0«J- 
bsticMjssile Defense Technologies. OTA15C-254 Weehin* 
«m. U.C: U.SL Government Printing Office), p. 119 
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might severely stress space transportation, just to lift the initial BMD equipment into 
particularly if space launch facilities were com- place, 
pleteiy occupied over a period of 5 to 10 years 



DEPLOYMENT 



Given tnat some boost-phase defense capa- 
bility would be key to a highly elective BMD 
system, and given that the United Stages cur* 
rently haa very little space launch capability, 
deployment of space-based assets wo old most 
likely limit the operational starting date for 
BMD. As shown in *he space transportation 
section of chapter 5, the United States would 
have to build a new space launch system to 
lift into orbit * he necessary number of SB Is 
end their supporting satellites. The timing of 
the development and availability of a new 
space launch system is unclear, but it is doubt* 
ful that it would be possible to launch signifi- 
cant numbers of SBIs before the mid to late 
1990s. 



Several years of continuous space launch 
activities from several launch pads would then 
be necessary to deploy enough SBIs to provide 
cne shot against each missile or PBV in today's 
fleet of Soviet intercontinental ballistic mis- 
siles (ICBMs). The SDIO, however, does not 
prop >se deploying that SBIs in a first- 
phase system. It argues that lesser capabilities 
would still have worthwhile deterrent value. 
(See section below on scheduling and deploy- 
ment issues for discussion of the effect of de- 
ployment rates on SB I system effectiveness.) 



OPERATION AND MAINTENANCE 



Once deployed, the BMD system would have 
to be kept in operating order. Ground-based 
elements suck as ERIS could be periodically 
tested, disassembled, and repaired as needed. 
For space-based as^tts, both testing and re- 
pair would be difficult unless built into the ini- 
tial design. Methods would be needed to de- 
termine if the sensor or the guidance system 
on a dormant SBI would operate in a war. Com* 
puter systems would have to be exercised to 
make sure radiation in space had not altered 
a key software bit that might subsequently in- 
hibit successful operation. The status of dor* 
mant space assets would have to be monitored 
carefully and frequently. 

Once defective space systems were diag- 
nosed, they would have to be replaced or 
repaired. The system architecture would have 



to incorporate some combination of redun- 
dancy or on-orbit repair or replacement to 
maintain the total system. The space trans* 
portation system would have to be sized to han- 
dle this load. 

Space-based assets might also need to be 
modified in response to Soviet countermeas- 
ures. SBI sensors initially designed for track- 
ing only booster plumes with short or medium* 
wave IR sensors might become worthless 
against faster-burning boosters. Should a 
second-phase system add LWIR sensors to 
previously deployed SBIs to give them mid- 
course kill capability? Trade-off studies would 
determine whether it would be more cost-effec- 
tive to replace components on obsolete satel- 
lites or simply to add entirely new satellites. 
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EXAMPLE BMD SUB SYSTEM: SSTS 



To appreciate some of the complexity of a 
BMD system, consider just one of the systems 
in table 1-2: a moderately sophisticated Space 
Surveillance and Tracking System (SSTS). The 
potential sub-systems of an SSTS ar*> shown 
in table 6-2. Almost every subsystem on this 
list would require development to meet the 
probable BMD specifications. 

At the next level down, just one sub-system 
from the SSTS, a three-color LWIR sensor. 



would include the coir^onents listed in table 
6-3. Again, most of thet. i components must be 
developed to meet E -ID specifications. An 
analysis of the other SSTS sab-systems and 
the other major sub-system* in the three 
phases of SDI would reveal literally hundreds 
of sizeable development programs which would 
have to come together to form the complete 
system. 



Table e<2.-SSTS Subsystems 



Development 
required 



Propulsion (for sialic rmeeplng) Low 

Communications (spa^e-to-space) High 

Communications (space-to-ground) High 

Power source Hjoh 

Three-color LWIR sensors) High 

SWlFVMWl R sensorts) Medium 

Laaer ranger/designator High 

Star treckerts) Medium 

Computer and memory Medium 

Waste heat rejection Medium 

Support structure 



TabJt S-a. -Three-Color LWJfl Sensor Components 

Development 
required 



Primary mirror 

Secondary mirror 

Cryo-cooler 

Three-color focal plane array (f PA) 

Signal processor 

Three-axis gimbe* 

Servo control system 

Thermal control system 

Sun shield 

Support structures 



High 
High 
Medium 
High 
High 
Medium 
Medium 
Low 
Low 
Low 



SOURCE: Oitlc* of Ttchnofcsfy AtMHWl. 18*8 



SOURCE- Ottkc* Ql T«cWo^ A«M*T*nl, 1 9*4 



KEY SYSTEM ISSUES 



Building and deploying a system on the scale 
of proposed BMD architectures would stress 
the U.S. engineering and manufacturing infra- 
structure on many fronts. However, three crit- 
ical systems issues are unique to ballistic mis- 
sile defense with space-based components: the 
lack of realistic system testing, the necessity 
for automated, computers ontrolled operation, 
and the difficulties of scheduling and space de- 
ployment 



System Testing 

The inability to test fully a global BMD sys- 
tem (both hardware and software) would cast 



doubt on its operational effectiveness. The 
administration and Congress will have to de- 
cide on the deployment of a system whose per- 
formance would have to be predicted largely 
by computer simulations. The National Test 
Bed and future component tests would im- 
prove the verisimilitude of those simulations, 
but they could not encompass all of the com- 
plexity of the real world. Some issues such as 
sensor operation against a nuclear explosion 
background in space could not be tested even 
at the component level without abandoning the 
Limited Test Ban Treaty. Except in computer 
simulations, the system could not be tested, 
short of war, with even 10 percent of the pos- 
sible wartime threat. 



It is tw that nit military system* are sub- 
ject to uncertainty when they first go into bat* 
tie. A fighter aircraft. d«*pite th* best flight 
test program can never be tested with all the 
variables that mil arise in i real battle. An 
aircraft<aJTHT bat tip group could never antk* 
pate .ill possible situations in some future br tr 
tie with a capable adversary, and might be mj* 
cept ible to unforeseen vulnerabilities The U.S. 
carrier bttlle ^rnups have never fought against 
an enemy with modern "rmart weapons/* 
There is uncrrt ainty in the performance predic- 
Lions of these conventional military systems. 

A global BM [> system would have eveti more 
complex, un test able sub-sy strm interactions. 
Even full interception tests, using SBls fired 
against ICBMa launched from Vandenberg 
AFB t could involve at best a salvo launch of 
a frw mi ssiles This would not substitute for 
the launching of a thousand missiles by the 
Soviet Union at a time of thear choosing, 
preceded by anti-satellite weapon (AS AT) at- 
tacks and nuclear precursor explosions. Indi- 
vidual components such as sensors, data proc- 
essors, ?nd communication equipment could 
be tested by themselves to full operational c* 
parity in the laboratory or in simulated space 
chambers, and some effects of nuclear explo- 
sion* could be tested at the Nevadi test site. 
In any case, the complete BMD system could 
not be tested as an integrated unit against a 
r»al threat. Neither, on the other hand, coulo 
the Soviet offensive ballistic missile force. 



Automatic Operation 

Automation has made dramatic changes in 
factories and some military weapons systems. 
Robotics is firmly established in many manu- 
facturing situations, and will grow in the fu- 
ture. However, space-based BMD systems 
would cross into new engineering domains of 
automatic operation on several counts: 

• continuous unattended stand-by opera- 
tion for years, 



• a continuously changing constellation of 
components which would have to operate 
together as a unit, and 

• operation under adverse conditions against 
an opponent determined to defeat the 
system. 

None of these limitations Is encountered in 
automated factories. 

Automatic fire control systems are common 
in today's weapons. Human intervention is al- 
ways possibK however, to repair and main- 
tain the system. The United States hss never 
operated a weapon system in space. Both th* 
United States and the Soviet Union have oper- 
ated sensor systems in space for surveillance 
and early warning of ballistic missile attack. 
The challenge would be to integrate more so- 
phisticated early warning satellites with ac- 
tual weapon platforms thousands of kilome- 
ters away. 

Sensor satellites currently in orbit operate 
autonomously, with directions from a few 
ground-based mission control nodes. Once the 
battle began, BMD systems might require the 
autonomous operation of 30 to 40 sensors 
working ir. conjunction with hundreds or thou- 
sands of SBI carrier satellites. Sensors and car- 
rier satellites would be moving in different or- 
bits, *o that the particular weapons platforms 
and seniors making up a "battle group" (in 
one possible battle management architecture) 
would be constantly changing with time. (See 
ch. 7 on wartime operation.) These battle 
groups wou*d have to be connected by secure 
communication links. Higher system effective- 
ness would entail tighter coordination. 

Automatic operation would be further chal- 
lenged by Soviet defense suppression tactics. 
The system would ideally adapt to lost or noisy 
communication links and continue to manage 
the battle on the basis of degraded informa- 
tion. (See ch. 9 for a fuller discussion of BMD 
software dependability.) 



Scheduling And Deployment: 
An Illustrative Scenario 

If an administration and Congress were to 
decide tnat our national security would he im- 
proved by deploring actne typ< of B M D, a ma* 

tor i*«ue would be whm to begin deploy mrot. 
varly deployment le g.. lW5-20O0lof a phase* 
on* system would risk "locking in" immature 
HMD technology that might be lens effective 
against thr projected threat Waiting for more 
advanced technology would give the Soviet 
L'nton more time to prepare rountermeeaurea, 
increasing the risk that the defense effective* 
nes« would remain low. Karlv deployment 
would at rain space transportation facilities, 
and the long deployment time would preclude 
a faat transition from offend to defense- 
dominated status But • decision to wait for 
later deployment could, aome fear, indefinitely 
postpone any deployment at all. 

Ballistic missile defense system effective* 
DMi would depend not only on the U.S. deploy- 
ment schedule, but alao on the timing of So* 
viet countermeaaures. The longer it took to 
deploy a defense, the more time the Soviets 
would ha vp to respond by improving their 
offensive forces. To illustrate the interplay be* 
tween defensive and offensive deploy menta 
over time. OTA constructed e plausiblo sce- 
nario for the 1994-2010 period, then wtime *«d 
the effectiveness of an SB) r/steir aa a Unc- 
tion of time. For the defense, we assume that: 

• SB1 deployment would be limited only by 
the capacity of future United States space 
transportation systems. That la, the 
United States could produce and operate 
in space as many SBIs as it could launch. 
Sole lh*t it is emphatically Dot the SDIO 
proposal to deploy this many SBIs. 

• The SDIO twoarack space transportation 
scenario succeeds in building a heavy lift 
expendable launch vehicle by 1994 with 
30,000 kg lift to near polar orbits, and this 
same technology simultaneously evolves 
into an economical, partially reusable ve- 



hicle with 44,000 kg capacity by the year 

2000. 

• Thr*e new launch pad com nleies would 
be built at Vandenberg AFB and launch 
rates would be increased from 3 per year 
per pad up to 12 per pad per year, bring- 
ing the total lift capacity to near polar or* 
bits to 2 2 million kg per year by 2004, 

• Thrcj different classes of Slila might be 
available with varying masses and veloc* 
ities: a "aUt**Rhe*aiV' a "realistic," and 
an "optimif Jc" interceptor. (Specification 
of the characteristics of each are in the 
classified v rsion of this report.) 

• The SBIs would be replaced at the end of 
a useful life jf 5 to 10 years, which limits 
the number of SBIs in orbit unless 'he 
space transportation system capacity con- 
tinues to grow with time. 

For the Soviet off -sive response, OTA 
assumed: 

a a gradual decrease in the burn-time of So* 
vietlCBM booetera and in the RV and de- 
coy dispersal time of its PBVs through 
the introduction of one new class of 10- 
warhead missfVs every five years; 

• th a t th«©e new missiles wouJd be Clustered 
at thre* existing SS-18 missile sites, which 
would cover an area of 500,000 square km; 

• retirement of old Soviet missile* as the 
latest models were introduced, keeping the 
total RV count at 10.000 (case 11 or an 
increase of their I CB M s by 100 per year 
after the year 2000 (case 2); 

» do other Soviet countermeasures, except 
a significant Soviet AS AT capability, im- 
plied by our reserving a substantial frac- 
tion of U.S. SBIs for self-defense or to ac- 
count for inoperable SBIs that fail over 
time. 

While these assumptions are technically 
plausible, they are not based on any Depart- 
ment of Defense or intelligence commiuaty 
estimates of what the Soviets could or would 
do. 
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Table M.-A»»um«d Or at ration of 
Soviet fCBMi for 199*2010 

AD ICBM* «r« »ssor^ to carry 1Q *amead5 Please not! 
thai IP* mii of fortM h«r« rvhecla oeith^f Department of 
De'enae tx>t Intaliioatce community ealimatrji of what tne 
Soviet* actually may do ln$i#a«1 |hi» table merely layt out 
a purety hypothetical aequjnce of a p*e*rng In of faeter- 
bgming lCBMs at 5 yir interval beginning in 1900 Oldar 
misfits mrt retted at new o^i ara depfoved, eaeptng the 
ton' PV count tued if i hypomaNeai number o! 10.000 The 
alow burn booster* are disif ibuied over eiittinj Soviet mle- 
*>ie fields »hi>e t** otner ingr cJttses are eai umed concen- 
trated it three eutliflp sites 

_Numbar_ ofJCfl Mt 

fCBM 1y;a SBB MBB t ~aaW2 f BB 1 f BB 2 



Ve*r 

1991 500 500 - - — 

199? 500 500 - — — 

1°*3 500 50C - - - 

t994 500 500 - - - 

1995 3C0 500 - - - 

19» eCC SOO 100 - - 

1997 XC 500 200 - - 

1998 .... JC0 SCO 300 - - 

1**U 100 500 40U — — 

2000 - 500 500 - - 

2001 - 400 j00 100 - 

2002 - 300 500 200 - 

2003 - 200 500 300 - 

2004 - 100 SOO 400 - 

2006 - - 500 500 - 

2006 - - 400 500 100 

2007 - ~ 300 500 200 

*XW - 500 500 300 

2009 - - 100 500 400 

2010 - - - 500 500 



laevnd 
1*9 How l»m tmm 

MSB i M—nm* awts loBtm-ftrti Bnw w Waii 
MAS? fern too«l*'~ft«ro*4 Q*««f*kx> 

f aa 1 F«1 #ym ftc****- f iru a*n«r«lfc>n 
'MJ 'Ml hrfi Boo«Jtr-$«CQ*e (tanrjfellen 
aOUMCC Off** Of T«c>*no4oBT AimnkwH, (W 



Space Transportation Limit* OA Deployment 

As indicated in chapter P. a new space trans- 
portation system would be needed to launch 
the space-based assets of a highly effective 
BMD system. Even a more modest system, 
such as that proposed by SDIO for the first 
phase, would call for considerable new space 
transportation rapacity. The SDIO has iden- 
tified two potentially conflicting space trans* 
portation goals: educing launch cost? by a fac- 
tor of 10 and beginning some launches in the 
mid-1990s. Derivatives of existing Shuttle/ 
Titan launch systems are not likely to lead to 



major cost reduction!" an entirely new system 
would be needed. Hut a revolutionary new 
space transportation system would not likely 
be ready before the year 2000. 

To achieve both the cost and schedule goals, 
SDIO has proposed a dual-track formula: a new 
space transportation system would be devel- 
oped with a goal of a tenfold cost reduction 
by 2000 or bo, but perls of this new system 
would be available by the mid- 1 990s for early 
deployments, probably with reduced lift capac- 
ity and higher cost This approach might cre- 
ate design compromises. Either cost reductions 
might have to be postponed to meet the sched- 
ule, or the schedule might have to be slipped 
to meet the eventual cost goals: a space trans- 
portation system designed to meet just one of 
these goats might look quite different from 
the hybrid. In this scenario, however, we as- 
sume that both goals could be achieved simul- 
taneously. 

The United States now has one pad capable 
of launching more than 10,000 kg to the high 
inclination orbits and altitudes of several hun- 
dreds of kilometers to be occupied by the SBI 
constellation.' The Shuttle pad at Vandenberg 
Air Force Base could be modified by 1992 to 
launch the Titan-4 (CELV) vehicle with a ca- 
pacity of about 14,500 kg to SBI orbits In the 
past, building new launch pads has taken from 
7 to 10 years and there is some question 
whether there is adequate space at Vanden- 
berg to add even a few more pads and their 
necessary assembly facilities. (The Air Force 
has been examining the possibility of launch- 
ing rockets from an off-shore oil rig.) Surviva- 
bility of launch facilities would also be ques- 
tionable if all U.S. polar-orbit pads were located 
at one coastal site. In this scenario, we assume 
that these difficulties are overcome. 

Launch rates have been in the range of three 
to five per year from one pad. This rate is 



The 4-Eart pad it Vandoiberg Air Pom Baae in California 
i* equipped to launch the Titan 34 D and T^tan-4 (CELV) vehi- 
cle* mio polar or high inclination orbits The 4 West pad at Van- 
denbcrg can handk the Titan- 2 vehicle, which hat lees than 2,000 
kg capacity. Two pad* at Kennedy Space Center {#40 and #41) 
can launch Ti ;an 34Ds and TitarHs. hut not into near-polar 
orbit*. There are no Delta Launch facilities at Vandenberg. 



limited by the necessity to assemble the launch 
vehicles at the site. Studies are underway to 
determine if these launch rites could be in- 
creased to 6 per year, with some experts sug- 
gesting that rates up to 8 per year might be fea- 
sible in tl* future for the Titan class vehicles, 
and 12 pa year per pad for the new vehicle. 

SB1 CbarscttrUtk* 

OTA analyred three classes of SB Is. cor- 
responding to assumed improvements in SB I 
technology as discussed in chapter 5. The 
"stateof-the-art" rocket would probably be the 
beat technology available for a first-phase de- 
ployment ir. the mid-1990s. For the moat part, 
this SB I would use components that have been 
demonstrated in the laboratory (as of 1988), 
but not aa yet assembled into a working sys- 
tem. The "realistic" SBI represents a plausi- 
ble level of technology after more component 
research and development, and might be avail- 
able by the mid to Ute 1990s; the overall rocket 
mass assumption of well under 100 kg would 
be particularly challenging. The "optimistic 
SBI assumes improvements in all areas of de- 
velopment: and would be much less likely, but 
possible. Other assumptions about SBI redun- 
dancy factors and kill probabilities are the 
same as those applied earlier in chapter 6 of 
this report. 

Given the optimistic space launch projec- 
tions from chapter 5 and the different assump- 
tions for SBI masses, one can estimate the to- 
tal number of SBIs that might be placed in 
orbit as a function of time, as shown in figure 
6-1. The lifetimes of SBIs in space would be 
critical, since defunct interceptors would have 
to be replaced, taking space transportation ca- 
pacity away from the tasks of increasing SBI 
deployments or other BMD assets. It might 
turn out. however, that on-orbit repair could 
reduce the numbers of spares and replacements 
needed. As shown in figure 6-1, the number 
of state-of-the-art rockets would reach a pla- 
teau by about 2006 if better SBIs could not 
be developed: a space transportation system 
sued to F ut tlie origin 81 constellation in place 
would operate full-time juat to replace these 
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SBIs and maintain the constellation in a 
steady-state constellation. 

For the lighter and faster "qptimiatic" SBIs, 
the assumed transportation system could lilt 
up to 160,000 SBIs intoorbit by theyear 2010. 
This assumes that no other space asseta would 
be launched into near polar orbits during the 
entire 1994-2010 pariod. Thus any later deploy- 
ments of interactive discrimination systems 
or directed-energy weapons would reduce the 
possible number of SBIs in orbit. In any case, 
it is obvious that the United States would not 
try to manufacture, lift into space, and man- 
age a constellation of 160,000 SBIs. 

The "optimistic" SBI effectiveness curves 
which follow are therefore unrealistic: they are 
shown only to indicate upper bounds on SBI 
boost and post-boost effectiveness. They sug- 
gest that while SBIs might be considered for 
a system intended to enhance deterrence, they 
would not, by themselves, be suitable for a sys- 
tem intended to assure very RV low leakage 
rates. They also suggest that, barring substan- 



tiai offensive force reductions, the initial ef- 
fectiveness of an SBI system might be eroded 
by appropriate countermeasures. In that case, 
direcled-energy weapons might have to be 
brought on line just to maintain previous de- 
fense capability. 



Assumed Soviet Offensive Count* measures 

As tha U.S. space transportation system 
(and hence the number of possible SBIs in 
space) grew, Soviet ICBM and submarine* 
launched ballistic missile SLBM forces would 
most likely also change with time. One central 
question for evaluating BMD effectiveness is 
whether reasonable Soviet coun termea sures 
could keep ahead of possible U.S. BMD deploy- 
ments. Here, OTA analyzed the effects of just 
three Soviet countermeasures: reduced booster 
bum and PBV dispersal times and clustering 
of new missiles at three existing missile sites. 
These analyses assumed that the Soviet Union 
reduced its booster burn and PBV times grad- 
ually over the next two decades, introducing 
a new class of weapon each 5 years with moder- 
ately improved performance. Three cases were 
assumed: optimistic (relatively long booster 
burn times), base case, and pessimistic threats. 
Even the 4 'pessimistic " threat case assumes 
a f Vsecond burn-time by 2006, still more than 
the 60- to 80- second bum-times deemed fea* 
sible for the next century by some rocket ex- 
perts. Thus these threat assumptions are all 
conservative compared to what may be tech- 
nically feasible. 



SBI Bout and Post-Bout Effectiveness 

We next calculated the maximum possible 
number of RVs that could be destroyed each 
year by SBIs in either the boost or the post- 
boost phase, simply by calculating how many 
SBIs would be within range of the booster or 
the post-boost vehicle at the time each RV was 
deployed. 

We assumed uniform, serial RV deployment 
over the PBV dispersal time. Each SBI at- 



tacked the booster first if it was within range, 
then the PBV at the earliest possible time. Two 
shots were taken if more than one SBI could 
reach a booster or PBV, Perfect battle man- 
agement was assumed: the battle manager 
knew exactly where all boosters and SBIs 
would be at burnout, and assigned SBIs to 
their highest value targets without error. These 
calculations assumed that a substantial frac* 
tion of SBIs are used for self-defense (or are 
inoperable!— an on orbit repair system, how- 
ever, might reduce the extra numbers needed. 
Other assumptions were that each SBI had a 
reasonably high single-shot kill probability 
against the boosters and and a slightly smaller 
one against the PBV, 

The resulting system effectiveness (the num- 
ber of RVs leaking through the boost and post- 
boost SBI defense) is plotted as a function of 
time in figure 6*2 for the three canonical SBIs 



Figure 6-a*~Numb«r of Warheads tmkk* Through 
Soott and Post»Booat Osisnaaa 
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BMD system effectiveness In terms of the number cf RVs 
(out of* hypothec* attack of 1,000 mlaelk^wtth 10,000 RV*) 
which would leak through a boost and post-boost defense, 
limited only by th« ability of tha US, space transport ation 
system to lift space-based interceptors (SBIs) into orbit (Mo- 
ure 6-1 indicates the number of SBIs available each year for 
each typo of SBI). The SBIs have a reasonable probability of 
destroying s booster and e slightly smaller probability of kill- 
ing s PBV; a substantial percentage of the SBfs are used for 
self-defense or ars otherwise Inoperative. The Soviet threat 
has a constant 10,000 warhead level, but with decreases in 
booster bum-times and PBV dispersal times as described in 
the teat 
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of chapt ir 5, assuming OTA 's hypothetical So 
vit t thteat. In the very near term, the United 
States could only deploy the "state-of-the-art* * 
SBI. According to these simplified calcula- 
tions, this type of defense could at beet destroy 
2 t 500 RVs out of the OTA-postulated 1,000- 
missile, 10,000-RV threat by 1998 when the 
United States would have orbited 4, 100 SB Is; 
7>500 RVs (and their associated decoys) would 
pass through to the later defensive layers. 

Performance would degrade over time with 
quicker dispersal of Soviet RVs Jf the United 
States could develop the lighter and faster - W 
timistic" SBIs, then the defense could reach 
50 percent effectiveness by 2001, but this 
would imply the deployment of 40,000 SBIa 
by then. Purthermore, to maintain this appro*, 
imate level of effectiveness with 5,000 war* 
heads leaking through to the midcourse, the 
United States would have to continue deploy- 
ing these SBIs, reaching levels of 160,000 SBIs 
by 2010. Even then, the Soviet penetration to 
the midcourse would have increased slightly 
to 6,000 warheads. 

The most likely "realistic" SBI would result 
in a minimum leakage of 6,000 warheads to 
midcourse. To couie close to maintaining this 
leakage, the United States would have to con- 
tinue devoting all space launch capability to 
the SBI system; by 2010 there would be 90,000 
SBIs in orbit and 8,000 warheads would sur- 
vive to midcourse. Again, such figures illus- 
trate that SBIs should not be expected to stop 
high percentages of Soviet missile* in a mas- 
sive attack. Nor is it reasonable to expect them 
to sustain initial boost- and post-boost phase 
capabilities against a "responsive*' Soviet mis- 
sile threat of the future. The SDIO does not 
support either expectation. 

The sensitivity of SBI effectiveness to the 
Soviet threat is shown in figure 6-3, assuming 
the "realistic" SBI rocket parameters in all 
cases. With the "optimistic threat" scenario, 
the SBI BMD system could achieve 50 per- 
cent effectiveness by 2005, assuming that the 
United States had deployed 70,000 SBIs. 
Again, this constellation would have to be in- 
creased to 90,000 by the year 2010, and even 
then the Soviet RVs leaking through could 
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number 6,000 warlwads and be increasing. 
These numbers suggest that directed-enetrgy 
weapons would be seeded sooner or later, to 
achieve and sustain high kill levels against ad- 
vanced Soviet boosters and PBVs. 

l^c previous two figures assume that the 
Soviets retire old missiles as new ones are de- 
ployed, keeping th s total at 10,000 warheads 
available. In the absence of arms control trea- 
ties, they could kec p old missiles in place, and 
continue to add farter-burning boosters. The 
BMD effectiveness for this situation is shown 
in figure 6-4, assuming that all initial medium- 
burn boosters are retained, and that 100 of the 
faster-burning boot iters (FBB) are added each 
year after 2000. Under the most optimistic (for 
the defense) conditiens, the Soviets could main- 
tain 6,000 warheads surviving into mid-course. 

Assuming penetration aids to be available 

by the 2000-2005 time period, these 6,000 war- 
beads and their assorted decoys would make 
passive midcourse di scrimination and RV kills 
very difficult. The leakage against SBIs in all 
cases would increase with time, most likely 
reaching the 10,000 warhead level by 2010, de- 
spite the presence of up to 160,000 SBIs in 
space/ 
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SYSTEM CONCLUSIONS 



Testing 

If the United States abandoned or achieved 
modification of the ABM Treaty, it could 
test a limited constellation of SBIs against 
a few ICBM's launched from Vandenberg 

AFB. But this would not replicate the con* 
ditions of a massive, surprise launch of 
hundreds or thousands of ICBMs, ASATs. 
and nuclear precursors from the Soviet 
Union. 

!. A PMD system could not be tested against 
the real threat of up to thousands of ICBMs 
combined with defense suppression and nu- 
clear precursors. However, neither could 
such a coordinated offensive attack be 
fully tested. 

I Key elements, such as IR sensors, could not 
be realistically tested against a background 
disrupted by nuclear explosions without 
abrogating the Limited Test Ban Treaty. 



Automation 
4, No technical barriers appear to preclude 
automatic operation of a space-based BMD 
system, but the task of operating an auto- 
matic, constantly changing constellation of 
sensors and weapons platforms in the face 
of defense suppression tactics would be a 
major challenge with little or no analogous 
experience from any other automated 
systems. 

Scheduling and Deployment 
Phase One 

6. A neartenn deployment (199&-20001 of state- 
of-the-art SBIs might stop up to 2,500 of 
an assumed constant 10,000 Soviet warhead 
threat in the boost and posMioost phases— 
if the United States devoted all of its space 
launch capability to lifting SBIs into orbit 
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This assumes that the bum times and 
post-boost vehicle dispersal times of fu* 
ture Soviet ICBM s decrease over time in 
a reasonable manner. Of course, fewer 
SBIs could kill similar percentages of 
boosters if a smaller attack were assumed* 
The SDIO argues that defenses that are 
far from perfect still offer significant en- 
hancement of coterrence (see chs. 1, 2, and 
3). 

Phete 2 

6. An intermediate- term or "phase»two" de- 
ployment of more advanced SBIs might kill 
up to 5,000 of the hypothesized fixed num- 
ber of 10,000 Soviet RVs in the boost and 
poet-boost phases, but only by orbiting from 
90*000 to 160,000 SBIs. Therefore, the 
United Stales would be unlikely to rely 
on SBIs for continued boost-phase inter- 
ception of advanced Soviet missiles. 

7. Given the assumptions of CTA analyses, 
under the most optimistic conditions the So- 
viet Union could maintain an RV leakage 
into midrourse at or above the 6,000 war- 
head level by increasing the number of 
ICBMs deployed by 100 per year after the 
year 2000. Under any of the assumed con* 
ditiens* the Soviet Union could increase 
the rate of warhead penetration against 



SBIs and into midcourse after 2005, reach- 
ing the p'e-BMD levels of 10,000 leaking 
warheads by 2010. 'ftierefrre* SBIs should 
not be expected to achieve the strategic 
goal of "assured survival" against nuclei 
attack by a Soviet missile force uncon- 
strained by arms reductions and limi- 
ts 'ions. 

Phase 3 

8. A highly effective BMD system would re- 
quire either very effective midcourse dis- 
crimination or a very effective directed* 
energy weapon (DEW) system, and prefer* 
ably both, since an SBI system, as limited 
by the most optimistic space transports* 
tton system, could never assure that fewer 
than 5,000 Soviet warheads and their asso- 
ciated decoys would leak through to the 
midcourse, 

9* As concluded in chapter 6, it is unlikely 
that the United States could determine 
the feasibility of DEW systems by the late 
1990s, and deployment probably could not 
begin until 2005-2010 at the earliest. It 
therefore appears likely that the Soviet 
Union, unless constrained by offensive aims 
control agreements, would be able to main- 
tain leakage rates of a few thousand nuclear 
warheads until at least the period 2005-2010. 
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Chapter 7 

System Integration and Battle Management 



INTRODUCTION 



Chapter 6 discusses developing, deploying, 
and maintaining a ballistic missile defense 
(BMD) system. Once deployed, BMD compo- 
nents would have to work together to form a 
fighting system. Maintaining such integration 
would require regular, routine support. This 
chapter looks at integrated operation of the 
system. Although some system capabilities 
could be used during peacetime, e.g., for sur- 
veillance, fully integrated use would only be 
required during battle. 1 Accordingly, most of 
this chapter is concerned with battle manage* 
ment, i.e., how the system would be managed 
to fight effectively. 

'Peacetime simulation* of bittta would tlto raquft* conoid' 
erablt integration* but would probably omit operations auch 
a* um of interactive dwerirainatort and firing tad controlling 
weapons. 



A major assumption in the discussion that 
follows is that the system is sufficiently well- 
integrated during peacetime that it can be 
moved promptly to a full fighting status. As 
examples, the communications network that 
permits battle managers to exchange informa- 
tion would have to be working and the battle 
managers would need timely data on the num- 
ber, kinds, and locations of resources available 
to them. Peacetime activities needed to keep 
the system integrated, such as sending updates 
of resource-availability data and new versions 
of software to battle managers, would have to 
be performed routinely. Operational readiness, 
testing and evaluation, and repair or replace- 
ment of failing system components would also 
have to be routine. 



BATTLE MANAGEMENT 



The battle management portion of a BMD 
system would combine the data provided by 
sensors and the capabilities offered by weap- 
ons into a defensive system. The battle man- 
agement computers would provide computa- 
tional and decisionmaking capability. The 
battle management software would be the glue 
bonding the components together into a fight- 
ing system. Battle management includes strat- 
egy, tactics, resource allocation algorithms, 
and status reporting. 

Battle management computing may be dis- 
tributed among many different platforms or 
consolidated on just a few, In either case, the 
battle management functions would remain 
the same, although the capabilities needed in 
supporting functions, such as communications, 



Note: Complete definitions of acronyms and initialisms 
are listed in Appendix B of this report. 



might vary. This chapter describes the conduct 
of a battle from the battle management view- 
point, from alert through the actual battle se- 
quence. The scenario is only meant to be illus- 
trative, not comprehensive, Its purpose is to 
convey a sense of the complexity of the battle 
management task, not to provide an actual bat* 
tie management system design. 

In peacetime, the system might be in a quies- 
cent mode, conserving fuel and other resources, 
with some components shielded from apace. 
As the probability of a battle increased, the 
system might move through a series of alert 
levels, during which sensors such as the Boost 
Surveillance and Tracking System (BSTS) and 
Space Surveillance and Tracking System 
(SSTS) would be fully opened to space and 
weapons would be prepared for battle, includ- 
ing warm-up and status checks. At the high- 
est alert level, the system would be fully pre- 
pared to fight a battle. 
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The battle may t>c partitioned into different 
phases, each distinguished by a different set 
of offensive actioas, The phase? are boost, post- 
boost, mid-course, ana terminal. For an indi- 
vidual reentry wliicle (RV? or decoy, the phases 
occur in the sequence given. Different RVs and 
decoys may be in different phases concurrent- 



ly, requiring the defense to fight in different 
phases at the same time. In addition, the BMO 
system might have to defend itself against de- 
fense suppression attacks during any phase. 
For a description of the phases of ballistic mis- 
sile flight, see chapter 3, table 3-6, 



CONDUCT OF THE BATTLE 



Our battle scenario assumes, for simplicity, 
a system with a second-phase architecture as 
described in chapter 3. We assume that it is 
in an alert stage from which it could be moved 
directly to fully automated battle manage- 
ment,* The battle would commence with the 
launch of Soviet intercontinental ballistic mis- 
siles (ICBMs). We assume ^ mix of ICBMs, 
some of which would burn out above the atmos- 
phere* and some of which would bum out in 
the atmosphere. The ICBMs release post-boost 
vehicles (PBVs} carrying both RVs and decoys. 
The PBVs would maneuver to dispense tht*r 
payloads, inserting each RV and decoy into a 
pre-planned trajectory. RVs and decoys would 
then coast until they started to reenter the 
atmosphere. RVs would continue on to their 
targets, accompanied partway by those decoys 
designed to simulate reentry. 

Besides launching ICBMs, the Soviets might 
employ a variety of defense-suppression meas- 
ures For example, they might launch direct* 
ascent anti-satellite weapons (ASATs) at BMD 
system satellites. Such a weapon might carry 
one or more warheads and decoys* The defeiue 
suppression attack might begin before an 
ICBM launch. 

The following sections describe briefly the 
functions that a BMD system would have to 
perform daring the battle- Requirements for 
recovering from damage and failures occurring 

* Although the assumption that there would be sufficient prior 
warning to an attack that * BMD system could be moved to 
an alert stage mak^s the scenario easier t*> describe, the sys- 
tem's designers could not depend on such im assumption to be 
true, There would have to be some provision to go from peace- 
time to battle in seconds in the event thst no warning to re- 
ceived or that such warnings ate ignored. 



during battle are given simplified treatment 
later. Table 7-1 gives a more detailed descrip- 
tion, with examples, of the defensive functions, 
organized by function and by missile flight 
phase. 

Battle Management Functions 

In all phases of a battle the defensive sys- 
tem would have to track targets, assign weap- 
ons to destroy targets, aim, fire, and control 
those weapois, and assess the damage they 
do. It would 'dso continually report on system 
status to human commanders, transmit infor- 
mation among computer battle managers 
within a battle phase, and from the battle 
managers in one phase <e.g„ boost) to the bat- 
tle managers in another phase (e.g., terminal). 
Additional functions, unique to each phase, are 
described in the following sections. 

Each of these functions would involve mak- 
ing many decisions in short spaces of time 
using data obtained from a variety of sources. 
For example, aiming a weapon at a target 
might be based on tracking data obtained from 
a BSTS combined with data from a laser range 
finder located on satellite battle station, and 
would require the prediction of an intercept, 
point for the target and weapon. 

Boost Fhmse 

The tusk of detecting booster launches would 
be unique to the boost phase as would be pre- 
dicting the approximate trajectories of PBVs 
from those boosters penetrating the boost- 
phase defense. Trajectory prediction would 
needed so that space-based interceptors (SBIs) 
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Tefcle 7-1.— BaWatlc MIseHe Deftms* Battle Management Functions 



The components of any ballistic missile defense (8M0J system would have to be tied together in a belt e management 
networfc. table below lists the kinds of functions such a battle management system would neve to perform, assuming 
a **cond- phase architecture of the type shown in Table 3-5 Computers would have to perform most of the functions. The 
BMD system architecture would specify locations and interrelationships among the computers. The system might be more 
or less cenimhzed more or Jess hierarchical The elements of the ayslem need to be lied together In a communications net- 
work chapter 8 of this report further discusses battle management communications and computation requirements. 

Because different system components often parte rm the same functions In different ways, the table gives hypothetical 
examples of how the functions are accompflshed in different battis phases. The "hypothetic*! examples' are just that: this 
table d&s not purport to outline a complete 6MD enhitecture. 

The table is organized mtc 6 sections. Tne first 5 sections correspond to the boost, post-boost, mid-course, terminal 
a/5<J seif -defense parts of a BMO battle. The sixth outline aba'tie of BMD system self-defense against ant I -satellite weapons' 
The lunctions and 'heir descriptions are the same for each section of the table; what varies Is the way the functions are ec* 
complied Thus, to find out how objects might be backed as part of the acquisition and discrimination function during the 
terminal phas*, one reads the hypothetical example in the section of the nble devoted to the terminal phase, 



Function 



Description 



Acquire and discriminate objects Sanaa objects of interest 



Hypothetic* Boost Phase Exempt* 



Aeeoaa Situation 



Oishnguiah between tergeta lo attack and 
decoys or dehris 

Track objects 

Associate and Correlate object! aenaed by 
different meana or from different pietrormi 



Eel i male whether enemy la attacking, and it so 
with hew many of what kinds of weapona with 
whel Uattie tactica 

Assess which ol own BMD forces are available 
for battle 



Authome firing when ready, based on 64 reel ton 
from higher authority If evaJlett* or aa pre- 
avthortred if not 

Determine strategy and battle plan 



Select target* a Direct Vveepons Chooae which ta/gela to atrtke 

Aaalgn weapona 

*epere engagement instructions 



Decide Course of Action 



Employ Weapona 



Aasess kill; decide which tercet s tieve t 

destroyed 
Control weapon 

Enable weapon 
Prtpere weapon 



Short and mJd-wevefength infrared tetescopte 
on fiSTS detect hot exhaust plumes from 
launch of boosters 

BSTS starts track f ilea to distinguish moving 
ICBMa from stationary background and d x*J 
clutter 

•ST8 sensors start to observe and record pains 

of identified object a 
Battle man agernsftt comou**** compare 

information gathered on two eaoarate SSTS 

platforma and give same Identification number 

to the same observed objects 
BSTS Oat ecu IC3M launches, notes numbers 

and locations of launch alias, and determines 

types of missiles 

flattie management computers determine which 
apace be*ed space-based interceptor (SB!) 
carrier vehicles tCva) are in range o! launched 
►CBM boosters, and will be m range of Post* 
Boost Vehicles (PBVs) when they are released 
from ICSMi. 

it 3 or more rCBMa are launched wlifiln 1 
minute, space bettta management computer* 
ere programmed to commend launch of apace- 
based SBIa when the 4th rCBM la detected 

Determine plan for whteh kinds of ICBMa from 
which locattona and which PBVs to attack 
first based on trajectories. CV posit Ions, 
predicted RV impact points , and predicted 
times of PBV separation from miaaite 

Select the booster or PBV whose trajectory will 
place It closest lo the fry-out range of a 
particular CV 

Betrje management computer decides that SB is 
no 7888 snd 7090 should attack target 
booster no. ?H and commands CVa to flight- 
check SB's 

Battle rrujnagement compilers send flight plena 

and target track information to CVa, 
Remove a booater from the active target list 

Feed target Information to S&J guidance 
package 



Conduct flight check of SW 
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Tab)* M.— Ballistic Ml* ill* DifmH Battl* M«n»g«m«nt Function i-eonttmatd 

Launch weapon 



Fry<»ut Md kill 



Open launch lube, erect and oflent SB), Ignite 

SB) rocket motor 
Battb manager innemlte guidance update 10 
SB) MMO on SSTS trackir.g data; SBI nomn 
In on target booster or PBV 



Function 



Description 



Hypothetical Poll Booil Phase Ex em pie 



Acquire and discriminate objects Skim >Ojecta of Interest 



Assess Situation 



Decide Court* of Action 



Select Tergets & Direct Weapons 



Employ Weapon i 



Distinguish between targets to attack and 
decoys or debris 



Track objects 

Associate and correlate object* tensed by 
different means or from different platforms 



Estimate whether enemy Is attacking, and H so 
with how many of what kinds of weapons with 
what battle tactics 

Assets which of own BMD forces are available 
for battle 

Authorize firing when reedy 
Determine Strategy and Battle Plan 



Choose which targets to strike 
Assign weapons 

Prepare engagement Instructions 

Assess kill: decide which targets r 
destroyed 

Control weapon 

Enable weapon 
Prepare weapon 
Launch weapon 

Fly-out and kill 



Infrared telescope on SSTS detects PBV after It 
separates from missile, aid RVs and decoys 
alter ee Deration from PBV 

From deferences in IR signatures and othsr 
data, such as PBV ret oils, sensor ayslsnvj on 
SSTS distinguishes among PBVs, expended 
boosters. RVs, and decoys 

SSTS sensors continue to observe and record 
paths Of identified objects 

Computers on two separate SSTS platforms 
compare Information gathered by each and 
give same identification number to the same 
observed objects 



Battle management compute* determine 
whtens CVe are in range of largetabts PBVs 
•ndRVe 



Seiile management computers determine plan 
for ettecking isrgetewe PBVs that have 
survived earlier SBI intercepts and when to 
atart attacking RVs thet have been deployed 
from PBVs 

Battle menagement computers target the PBVs 
that win first be In range of SBla 

Bait's management computer decides that 
spece-besed SBI no. 12,543 should etteck PBV 
no 326 and commands CVs to flight check 

sets 

Bert le management com put art send flight plans 
and target track information to CVe 

Remove a PBV from the active target Mat 

Feed target information to SB) guidance 
package 

Conduct flight check of SBI 

Open launch tube> eject and orient SBI, and fire 
SBI rocket motor 

Battle meneger transmits guidance updste to 
SBI; SBI homes In on target PBV or RV 



MleVCouree Pfreee 



Function 



Description 



Acquire and discriminate objects Sense objects of interest 



Distinguish between tergets to attack and 
decoys or debrts 

Track objects 



Hypolh slice! Mid course Example 



Infrared telescope on SSTS detects RVs snd 
decoys 

Frorr, differences in motion efier passage 
through dusi cloud, laser range-finding radar 
on SSTS identiflea target RVs v. decoys 

SSTS seniors continue to observe and •ecord 
paths ot Identified objects 



Tib)* M -Ballitllc Mitttti Dtttntt Bitllt Mintgtmtnt F unci Ions -ccmUmitd 



AsMSSf SHuetiOn 



Oecids Course of Ac Man 



Select Targets ft Direct Weapons 



Associate »rxJ correlate objeci* tensed by 
different means or from different piatform* 



Estimate whether enemy it attacking. #fxj |f » 
wllh ho* miny of what hinds of weapon i with 
whtl bait i# leches 

Asses* which of own BMO forces are available 

for baitie 
Authorii* firing when ready 
Determine Strategy end Battle Plan 
Choose which targets to strike 



Employ Weapon ■ 



Assign weanont 



Prepare engagement Inetructiona 



Assess kill: Decide which targets have been 
destroyed 

Control weapon 

Enable weapon 
Prepare weapon 
Launch weapon 
Fly^out and kill 



Terminal Phate 



Computers on two separate SSTS platforms 
compere information gal ha red by each and 
gits same Identification number lo the tame 
observed objects 



Corn put itrs del arm) ne which €RIS Intercepts 
are in range of RVs 

Del ermine plan lor which ftVa lo attack first 

Saiect the RVs within ihorteal f«ghr time of a 
pertlcuter ERIS Site 

Bank manegement -jompular decides thet EfllS 
Interceptor no. 3001 should attack target RV 
no. 10,005 and command* fire control 
computer to flight check the Interceptor 

Ball I* management computer sends flight plan 
end target track Information lo ERIS lire 
control computer 

Remove an RV in mid-court* from the active 
target Hat 

Feed target information to ERIS guidance 



Tum on ERIS warhead tensor 

Cool down ERtS homing tensor 
Fire ERIS rocket motor 

Battle minager transrr.ita guidance updates to 
ERIS: ERIS homes In on target RV 



Function 



Description 



Hypothetical Terminal Phase Example 



Acquire and discriminate Objects Sense object* of Interest 



Attest Situation 

Decide Course of Action 

Select Targets A Direct Weapons 



Distinguish between targets 10 attack and 
decoy* or debris 

Track objecte 

Associate and correlate objects sensed by 
dllfereni means or from different platform* 



Estimate whether enemy It attacking, and if tc 
wlth,how many of whut kind* of weapons will 
whst battle tactics 

Asseaa which of own BMP force* ere available 
for battle 

Authorize firing when reedy 

Determine Strategy And Bettte Plan 

Choose which targets to strike 

A**ign weapon* 

Prepare engagement instructions 

Aesrrs kill: Decide which target* have been 
destroyed 



Infrared telescope on AOS detects RVs and 
decoys bated on data received from SSTS; 
AOS passes data lo T|R 

From differences In motion after passage 
through the upper atmosphere, ground-bated 
radar identlflee target RVs v, decoy* 

Ground bawd *adere continue to observe and 
record paths of Identified objects 

Ground based battle management computer 
compares track Information handed -off by 
space-besed belt is management computer 
with ground-bated radar data end gives same 
Identification number lo the tame observed 
object* 



Computer* determine which HEOls are In range 
of Incoming RVs 

Choose pltTp for which RVs to attack first 

Select the RVs nearest to a target and that can 
be reached by a h. Pi 

Decide mat HEDl no. 1887 ahould attack target 

RV no. 257 

Ready flight plan and target tracking 

information for HEDl 

Remove tn RV In terminal from the active target 
lltt 



Control weapon 

Enable weepon 
Prepare *»sfK>i 
Launch weapon 
Fiy-oul ana Mil 



Description 



BUD System S«(f-Oefente 



Acquir* and discfiminata Objects Sens* obiect* Of interact 



Asses) Situation 



Decide Course ot Action 



Salect Targets a Direct Wtiponi 



Employ Weapons 



Feed target information to H£DJ juidmce 

package 
Turn on HE 01 warhead aanior 
Cool down HEDi homing tensor 
Pint H£CM rocket motor 

BatNe manager transmit* guidance up4aia to 
HEOl, HEDI homes m on target RV 



Hypothetical Self Detent Eienyle 



Distinguish between tar get $ to attach and 

decoyi o debris 
Track object* 

Associata and cc -relate ob|ect» sensed by 
different meant or from different pJeitormi 



Esnmrn whether enemy to atiecktng, and it so 
witr how many of what WjkJs of weapons with 
whir battle (scwcs 

Aaaras which ot cwn HMD forces are available 
for battle 

AUhortie firing when reedy 
Datermlne Strategy and Battle Plan 

Choose which targets to etnke 

Assign weapons 



Prepare engagement Instructions 

Assets kin decide which targets have been 
destroyed 

Controt weapon 

Enable weapon 
Prepare weapon 
Launch weapon 

Fly-out and wit 



Inlrared telescope on SSTS detects direct 
ascent ASAT 



SSTS sensors continue to observe and record 
paths of identified objects 

Computers on two separate SSTS platforms 
compare Information gathered by each and 
give same Identification number to *he eame 
observed objects 



Computer* determine target of ASAT and which 
CVe may be used to defend against 
approaching ASAT 

Choose ptan for which ASATs to attack first 
Select Ihe ASAT nearest to a particular CV 
Battle management computer decides that SBI 
no. 102* Should attack target ASAT no 12S t 
and commands CVs to Might check SBI a 

Battle management computers send llight plena 
and target tree* information to CVs 

ftemove an ASAT fron the active target list 

Feed target Information to SBI guidance 
package 

Conduct flight check of SBI 

Open launch tube, eject and orient SBI, and fire 
SBt rocket motor 

Battle manager transmits guidance updato to 
SBI; SBI homes in on target ASAT 



NOTE Ttw first two ccHuffl.nolrr.it ra* dm* hfjrvirr tam wort o' Aibtri w $t*m trap ftithlm Gn 
MA: Tfte MITRE Cora . Jut? 1«BSJ The hrpolh*tk*J tiiwnpl** w« *upptf*d OTA. 



could be launched in time to intercept the 
PBVs before they dispensed their payloads, 

Post-Boost Phase 

Tasks unique to the post-boost phase would 
be noting the separation of PBV from missile 
and observing the PBV as it dispensed its pay ■ 
load. To have a chance to destroy most PBVs, 
the interceptors would have to have been 
launched during boost phase, perhaps before 
PBV separation. To intercept the PBVs, the 



system would have to guide the SBIs launched 
earlier* For PBVs that survived to dispense 
their payloads, the system might start dis- 
criminating between RVs and decoys, perhaps 
by trying to observe differences in PBV recoil 
during the dispensing process, 

Mid-Course Phase 

The primary problem for the defensive sys- 
tem during mid-course would be to discrim* 
inate real warheads from decoys. The number 
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of decoys may be in the hundreds of thousands, 
or even greater. Decoys and warheads may ap- 
pear very similar to optical, infrared, radar, 
and other sensors, both passive and active.' 

Terminal Phase 

During terminal phase, the defensive system 
would have to discriminate RVe from decoys 
using data handed off from earlier phases find 
using t he atmosphere and radar signatures as 
discriminators. 

Table 7-1 shows the different functions a 
BMD system would have to perform during 
battle, and how different components would 
participate in different phases of the battle. 
The table assumes a second-phase architecture, 
such as described in table 3-6. It also shows 
the functions that would serve to defend the 
system against defense suppression threats. 

Interactions Among the Phases 

A BMD system would not bea sir£ T e, mono- 
lithic entity. Instead, it would comprise many 
different elements* some of which would par* 
ticipate in only one or two phases of the bat- 
tle. In most system architectures, battle man- 
agement would be conducted by different 
battle managers during the different phases. 
Furthermore, some battle managers might be 
fighting one phase of the battle while others 
are fighting a different phase. Boost, post- 
boost, and mid-course managers would be lo- 
cated in space, while terminal phase managers 
would likely be on the ground. For the system 
to function most effectively, information, such 
as tracks and status of RVs and decoys, would 
have to be communicated from battle manag* 
ers in earlier phases to battle managers in later 
phases. 

Interact Ions for Tracking Purposes 

Establishing, distributing, and correlating 
track information is a good example of a prob- 
lem involving interaction among different sys- 
tem elements and cooperation among battle 



■Chapters 4 and 10 discuss the issues of discrimination dur- 
ing mfd-course in more detail. 



managers. Detecting, identifying, and noting 
the current position of a target would not be 
sufficient for guiding a BMD weapon system. 
The target would move between the time that 
the sensor records its position and the time 
the weapon is fired. An SBI traveling at, say, 
8 km/sec, would take 250 seconds to reach an 
RV target if the SBI were fired at a range of 
2,000 km from the impact point* During those 
250 seconds, the RV would move 1750 km. Just 
as the hunter must lead the duck in flight as 
he fires his shotgun, the BMD system would 
have to aim its SBI well ahead of the speeding 
RV. 4 

The BMD system would therefore have to 
keep track of each target's motion and predict 
where the target would be at later times. The 
sensors would have to generate a "track file/' 
i.e„ a history of each target's motion through 
space. Given the target's past history :n teims 
of position, velocity, and acceleration in three 
dimensions, a computer could then predict its 
future position. This prediction could then be 
used to aim and fire the weapon system. After 
the SBI was fired, the sensors would have to 
continue to track the target (and possibly the 
SBI), the track files would have to be updated, 
and mid-course guidance corrections sent to 
keep the SBI on a collision course. Mid-course 
corrections would be mandatory if the target 
acceleration changed after the SBI was fired, 
as would occur with multi-stage missiles. 

For directed-energy weapons or interactive 
sensor systems, the delay from the time that 
energy is emitted t>„ the target until it reaches 
the sensor, and then from the firing of the 
weapon until the arrival of the kill energy trav* 
eling at the speed of light, would be very short, 
but not zero. At 2,000 km range, for example, 
1 3 milliseconds would elapse from the last sen- 
sor reading until the time a laser beam could 
reach the target. The RV would move about 
91 meters in this time, so some predictive ca- 

'Howsver, the RV would be moving on a ballistic or free-f ell 
flight with no external acceleration other than the force of grav- 
ity. Therefore, predicting ita future paih or trajectory would 
be possible provided that the aeneor generated two or more ac- 
curate three dimensional target positions, Predicting the future 
path of an accelerating, multi-etage missile would be much more 
difficult RVe that could maneuver would worsen the difficulties, 
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pability would be required/ In addition, the 
observable characteristics of the target would 
change drastically during the tracking opera* 
tion. The sensor systems would begin track* 
ing the hot booster pluire. For boost phase 
kiUs, the sensors would have to acquire and 
track the cold booster body, or rely on calcu- 
lations of the missile booy position relative 
to tlie booster plume for all booster/sensor 
orientations. After the last booster stage had 
burned out, the battle management computers 
would have to continue the track file on the 
surviving post-boost vehicles (PBV), even 
though tracking data might be derived from 
other types of sensors. Finally, as individual 
RV's and decoys were deplo yed, the track files 
would have to proliferate taking the last PBV 
track projection as the recently deployed RV 
track fJe, until it could be verified and updated 
by long wavelength infrared sensors. 

The data handling problem would be com- 
pounded by RVs that survived the boost and 
post-boost defensive attacks. The surviving 
K V's would usually pass out of the field of view 
of the initial sensor. The track file obtained 
from one sensor's data would then have tc be 
correlated with the data from another sensor.* 
Truck data would be passed to the appropri- 
ate weapons platform at each stage of the bat* 
tie. Eventually the track files of surviving tar- 
gets should be passed on to the ground-based 
terminal defensive systems to aid in the final 
kill attempts. Information on decoys and other 
rocket or killed target debris should also be 



■In general it would take additional time for the tensor signal 
processor to analyze the sensor data and for the track fiJe to 
be updated after the last signal was received; the actual elapsed 
time between observation and the order to fire the weapon might 
be 5 to 10 seconds, so the target might move as much as 70 
kin even for a directed -energy weapon. 

Hi battle managers, sensor*, and weapons were organised into 
autonomous battle groups, then each battle manager would have 
to hand off and receive track data as targets passed through 
the field of view of sensors in its group, or it would have toper 
form all of ita own target acquisition and dUscriminstion. If there 
were a single battle manager to handle all tracking and correla- 
tion it would have to maintain track files on all targets. Such 
an organization would tie system survivability to survivabil- 
ity of the central battle manager. Finally, if battle groups were 
to use fixed battle management plsfforms, but different sen- 
sors and weapons as the battle continued, then the battle 
managers would have to correlate tracks from different sensors 
as the sensors nwed in and out of its group, 



transmitted, to avoid attacking too many false 
targets. 

System Performance and Interaction 

The ability to correlate data well from differ- 
ent sensors (required to g*:t accurate three- 
dimensional track histories, could have a 
strong effect on system performance, as could 
the ability to correlate track files exchanged 
among battle managers both within and be* 
tween phases. Poor performance in the early 
phases would mean many RVs leaking into 
later phases, with possible overload of re- 
sources assigned to mid-course and terminal 
phases. 

Distinctions Among the Phases 

In all phases the defensive system would 
have to perform many similar functions, such 
as tracking; weapons assignment; aiming, fir- 
ing and controlling weapons; and reporting sta- 
tus. Sensors and weapons would vary consider* 
ably from one phase to another, however. For 
example, boost, post-boost, and mid-course 
tracking would be done primarily by space- 
based infrared sensors such as those incorpo- 
rated in the BSTS and SSTS systems. Termi- 
nal phase tracking would be done by a com- 
bination of airborne infrared sensors and 
ground-based radars. The software and hard* 
ware used to perform the sensing, discrimina* 
tion, and tracking functions in different phases 
would likely be quite different; aiming, firing, 
and controlling weapons might be similar. 

Some phases would require unique functions. 
A good example is interactive discrimination 
of RVs from decoys for mid-course defense. 
Candidates for such discrimination, such as 
neutral prrticle beam systems, would likely be 
controlled by unique computer software and 
hardware adapted to the task. 

Reconfiguration 

In addition to fighting the battle, the sys- 
tem would also have to be able to reconfigure 
itself during and after the battle, to compen- 
sate for damage done to it* in preparation for 
farther or continued engagements. In the post 
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Command Post of the North American Aerospace Defense (NORAD) Cheyenne Mountain Complex near Colorado 
Springs. Colorado* In case of war, computerized information on an Incoming borrber or missile attach on the United 
States would be analyzed here and passed on to ether civilian and military officials. If the United States had a boost- 
phase ballistic missile defense system, the lime available for human decisionmaking on whether to use the system 

might be measured in seconds. 



battle case, this might be done with human 
assistance. 

Opportunities for Human Intervention 

Tracking and discriminating objects, aim- 
ing and firing weapons, and managing the bat- 
tle would require computers. During peace* 
time, humans could monitor surveillance data 
after it had been processed and displayed in 
a form suitable for human interpretation* 
Human decisionmakers could deduce from the 
events monito;*ed, among other things, whetn- 
er and when the detersive system should be 
placed in alert status, ready to cope with a bat* 
tie. Once the battle started, however, the re- 
sponse time and data processing requirements 
would severely limit the opportunities for hu* 
man intervention. There are four possible hu- 



man intervention points under consideration 
in currently suggested BMD architectures: 

• the decision to move the system from 
peacetime status to alert status, 

• the decision to release weapons, 

• the decision to switch to a back-up for one 
or more of the algorithms {see box 7-A) 
used by the battle management comput- 
ers, and 

■ selection from a pre-specified set of tac* 
tics for terminal phase, made as a result 
of observations of earlier phases of the 
battle. 

Transition to Alert Status 

Humans could decide to move from one level 
of alert to another in hours or minutes, as com- 
pared to factions of seconds for computers 



3ox 7- A,— Algorithms 

Methods for solving problems by the u*e of computers are often expressed as algorithms. As 
described by John Shore, 

An algorithm i* a precise description of a method for solving a particular problem using operations 
or actions from a well understood repertoire. 1 

More technical definitions often require that the description contain a finite number of steps, 
each of which can be performed in a finite amount of time, and that there be specific inputs and 
outputs. As explained by computer scientist Donald Knuth, 

The modern meaning of algorithm is quite similar to that of recipe, process, method, technique, proce- 
dure, routine, * , .* 

Carrying out the steps of an algorithm is known as "executing it." If one thinks of a recipe 
for baking a cake as an algorithm, then executing the algorithm consists of following the recipe 
to produce the coke. The following is a simplified example of an algorithm that might be used in 
the early stages of the design ofaBMD system* The purpose of the algorithm is to detect the launch 
of boosters. We assume that the system uses a sensor on a satellite that can scan the Soviet Union. 
The sensor is composed of a number of different elements, each of which is sensitive to the radiation 
emitted by a booster, The Soviet Union is divided into regions, and each detector element periodi- 
cally scans sequentially across a number of regions* 

1. For each detector element! record all detected radiation sources greater than the threshold 
for a booster as the detector scans across the Soviet Union* Record the time of occurrence 
of each detection as well as the intensity of the source, 

2* For each source recorded, identify its region of origin* 

3* Compare the occurrences of sources in the current scan with occurrences from the previous 
two scans. Count all events consisting of occurrences of sources in the same region for three 
consecutive scans. Flag each such event as a launch* 

4. If data have been saved from more than 2 consecutive scans, discard the data from the oldest 
scan and save the data from the current scan. 

5. If no launches were observed, go back to step i t otherwise continue with step 4. 
6* If launches were observed, notify the system operator. 

While this description is simplified, e.g., omitting consideration of booster movement across 
regions, it is an algorithm because the operations needed tc perform each step could be completely 
specified; furthermore, it could be implemented as a computer program. 

Although the number of steps used in describing an algorithm must be finite, the definition 
does not require that the algorithm terminate when executed* Many algorithms are designed to 
be non- terminating, such as the following simplified description of how a radar processing system 
might operate: 

1* Send out radar pulse. 

2* Wait a pre-calculated interval for a return pulse, 

3* If there was a return pulse calculate the distance to the object. 

■i. Go back to step 1. 

Despite not terminating, this algorithm still produces useful results. Some algorithms terminate 
under certain conditions, but do not terminate and produce no results under other conditions. Con* 
ditions under which algorithms do not produce the desired results are known as error or exception 
conditions and the occurrence of such conditions as undesired events. For the following simplified 
algorithm, which tracks a target based on radar returns, the failure of the raiar pointing mechanism 
is an undesired event that causes the algorithm to continue endlessly, producing no useful result* 

I. Retrieve the last known target location, velocity, and acceleration, 
2* Calculate the estimated current target location* 

'John Shore, Th* Sach&tarte Algorithm and Other Antidotes to Computer Awtitty (N'vw Ywk. NY: Viking prvu, 19A&), p. 131. 
1 Donald E, Kmith, 77m Art of Computer Ptogt+mminf. Vol. J; Fund*m*nt*! Algorithms (Raiding. MA: Addison W«l*j\ 1974), p 4. 
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velocity* and acceleration. 
might be grossly wrong. ^ w 



during battle. The humans 1 decisions could be 
based on data gathered from sources both 
within and outside the BMD system. The com- 
puterized battle-time decisions would be based 
on data acquired by the system's sensors. 

Weapons Release 

Once a human had permitted the transition 
to the highest level of alert, the system would 
function automatically, responding to threats 
as it perceived them, 7 It would be possible to 
build human intervention points for the release 
of weapons into the battle management proc- 
ess. In the first-phase and second-phase sys- 
tems described in chapter 3, the first weapons 
to be released would be the SBIs. The period 
from the time that a missile launch wes first 
perceived by BMD sensors until SBIs would 
have to be launched to intercept a missile still 
in its boost phase would be quite short— a few 
minutes at most. Accordingly, if humans were 
to control the release of weapons, they would 
have to monitor the defense system's opera* 
tion continuously once it had moved to the 
highest alert status. 

Since it may be necessary to release hun- 
dreds or thousands of SBIs within minutes, 
a human operator would not be able to author- 
ize release of individual SBIs, Because of the 
rapid reaction times needed, continual human 
intervention in the weapons release process 
would likely degrade system effectiveness un- 
acceptably. It might be feasible to intervene 
when previously unused weapon systems were 

The AEGIS ship defense system, often cited as performing 
many of the same functions as * BMD system, rends compktety 
automatically to incoming threats when in the highest level of 
alert mode. For some threats. AEGIS must react within 15 se- 
conds from the time a threat is detected. 



brought into the battle. As an example, if 
neutral particle beam (NPB> weapons had not 
been used before enemy missiles reached mid- 
course, then a human might be called on to au- 
thorize their use during the mid-course part 
of the battie. Even such occasional interven- 
tion might degrade performance somewhat. 

Switching to Back-ups 

During the course of the battle it might be 
possible for a human observer to determine 
that a BMD system was malfunctioning. For 
a human to notice, the malfunction would prob- 
ably have to be gross, such as a failure to fire 
interceptors or firing interceptors in obviously 
wrong directions. If the problem lay in the at 
gorithms used by the battle management com- 
puters, and if the system were designed in such 
a way that back-up algorithms were available 
to the computers, then the human might com- 
mand the battle management computers to 
switch to a particular back-up algorithm,* 

Human intervention of this type is rarely 
used in existing systems because the human 
cannot interpret the situation correctly in the 
available time, and because it is difficult to de- 
sign the software to switch algorithms success- 
fully in mid-computation. In most systems, the 
gain is not worth the added software complex- 
ity, The potential gain for BMD from such in- 
tervention would be that in the cases where 



•Switching to s buck-up algorithm should not b€ confused with 
situations where a computer use* built-in diagnostics to deter- 
mine the occurrence of a hardware malfunction and then auto- 
matically switches operation to a redundant component. Such 
diagnostic > and hardware redundancy for automatic switching 
are now used in some critical applications, aucn as airline trans- 
action system*, telephone switching systems, and battle man- 
agement systems such as AEGIS. 
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the system had been badly spoofed by the 
enemy, and the human operator quickly rec- 
ognized the symptoms, cause, and needed cor- 
rective action, recovery might be possible in 
time to continue the battle. The risk would be 
that the operator would misjudge the situa- 
tion, or that the complications involved in pro- 
viding the appropriate interface to the opera- 
tor, both in additional software, hardware, and 
communications capability, would make the 
system less reliable. 

Selection of Tactics 

Because the boost, post-boost, and mid- 
course phases of a BMD battle would last 20- 
30 minutes, a human commander might be able 
to evaluate the results of those phases in time 
to affect the tactics used during the terminal 
phase. To do so, he would have to be presented 
with status reports during the battle. Based 
on his analysis of the battle, and on choices 
of previously-determined tactics presented to 
him by an automated battle manager, he could 
choose the terminal phase tactics to be used. 
Again, because of the time-scales and data 
volumes involved, he would probably not be 
able to alter his choice once the terminal phase 
began. 

Increasing degrees of human intervention 
would require increasing complexity in the in- 
terface between humans and the battle man- 
agement system, A sophisticated interface be- 
tween human and computer would be needed, 
allowing the human to observe status and is- 
sue commands, and t when appropriate, receive 
acknowledgements. Such an interface would 
add complexity to the software. Furthermore, 



the human operntoHs) would probably have to 
have authority to release weapons, as there 
might not be time to consult with higher au- 
thorities. 

Common to all BMD system designs that 
require human intervention at any stage is the 
need to provide sear™, rapid communications 
between the human and the battle manage- 
ment computers. If part of the system were 
in space, then most likely there would be a need 
for space-to-ground communications? 

For all of the preceding reasons, it seems 
likely that a BMD system would operate 
almost completely automatically once moved 
to an alert status in preparation for battle. 

The preceding analysis illustrates the diffi- 
cult trade-offs involved in designing a battle 
management system. In considering the inter- 
face between humans and the system, the de- 
signer must trade off communications secu- 
rity against the need for human intervention 
agi'inst system structure against complication 
oi the computing tasks. He must also balance 
system performance against all other consider- 
ations, d eciding whether the system could per- 
form better and more dependably with the aid 
of a human than without, and whether any ex- 
tra complication in the human-computer inter- 
faces would be worth whatever capability and 
trustworthiness might be added by the human. 



•Even if a human operator were space-bawd, be might need 
to communicate with higher authority on the ground. Such com- 
munications would probably not require as rapid data commu- 
nication rates as batt]e*management>to>operator communi- 
cations. 



SUPPORTING FUNCTIONS 



Table 7-1 shows the primary battle manage- 
ment functions, but does not include several 
'^pporting functions. Most important of these 
are communications and recovery from dam- 
age and from failures. Both of these functions 
are needed in all phases t with communications 
playing its traditionally crucial role in battle 
management and with recovery invoked as 



needed. Both communications and recovery 
procedures would be completely automated 
during a battle. Because of the short decision 
times involved during boost, post-boost, and 
terminal phases, recovery would have to be ex- 
tremely rapid; delays would result in RVs mov- 
ing on to the next phase or reaching their tar- 
gets* Long delays in recovery could also reduce 
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the opportunities for a battle manager fight- 
ing in one phase to pass information along to 
battle managers fighting in the next phase. 

Communications 

Automated communications links between 
sensors and battle management computers, be- 
tween different battle management computers, 
between battle management computers and 
weapons, and between battle management 
computers and humans, would all be needed 
for effective battle management. Data wo aid 
be continually transmitted over a battle man* 
agement communications network during 
battle phases. 

Recovery From Damage and Failures 

Present in all phases would be the need to 
recognize and recover from system failures and 
from damage to system resources. Individual 



system components would have to monitor and 
report their own status continually. They 
would have to try to recover from local failures, 
whether internally generated— perhaps by a 
software error— or externally generated— per- 
haps by a detonation of a nearby nuclear anti- 
satellite weapon causing radiation damage in 
a computer chip. 

Some instances of system damage and fail- 
ure, suet! as destruction of several adjacent bat- 
tle management platforms or communications 
controllers, would require recovery based on 
"global information/' i.e., information about 
the status of the entire BMD system and the 
entire battle. Examples are knowing how to 
reroute communications around damaged 
nodes in the communications network, or 
knowing which battle management computers 
were in position, both physically and in terms 
of resources available, to take over the func- 
tions of a disabled battle manager. 



COMPLEXITY OF BATTLE MANAGEMENT 



Conduct of a successful BMD battle would 
be similar to the conduct of a large conven- 
tional battle in that it would require the or- 
chestration of many different kinds of compo- 
nents under precise timing constraints. The 
problem may be ameliorated somewhat by pre- 
planning some of the orchestration. The differ- 
ence is that in a BMD battle the time con- 
straints would be tighter, the battle space 
would be larger, the fighting would largely be 
automated, the components would be previ- 
ously untested in battle, ;\nd there would be 
little chance to employ human ingenuity to 
counter unanticipated threats or strategies. 

The only kind of BMD system for vhich the 
U.S. has battle management software devel- 
opment experience and an understanding of 
the attendant problems is a terminal defense 
system, such as SAFEGUARD. Some con- 
sider even this experience as suspect, since 
SAFEGUARD and other systems like it were 
never used in a real battle. Adding a boost- 
phase defense would add complexity to the sys- 



tem and require the inclusion of technologies 
hitherto untried in battle. It would also be the 
first time that software was used to control 
highly automated spacfr-based weapons. 

Adding a mid-course defense would probably 
increase the software complexity past that of 
any existing systems. The burden of effec tively 
integrating information from different sensors, 
controlling different weapons, coordinating in- 
teractive rtscrimination to distinguish among 
hundreds cf thousands of potential targets, 
and selecting effective strategy and tactics- 
all while trying to defend against active coun- 
termeasures— would fall on the software. (Soft- 
ware issues are discussed hi detail in ch. 9.) 

Approaches to reducing complexity center 
on "divide and conquer" strategies applied to 
architecture definition, aided by simulations 
of the effectiveness of different battle manage- 
ment architectures. Those who favor such ap- 
proaches believe that the system could be 
designed and built in small, relatively inde- 
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pendent pieces that could each be adequately 
tested, and that could be jointly subjected to 
peacetime tests. As an example, each intercej • 
tor carrier vehicle might contain a battle man- 
ager, designed to fight independently of other 
battle managers. They argue that the system 
could be easily expanded by adding more 
pieces, e.g., more CVs each with its own bat- 
tle manager. Since the pieces would tend to 
be independent, the reliability cf the system 
would be more strongly related to the reliabil- 
ity of an individual piece, rather than to the 
joint reliability of all pieces, i.e., knowing that 
individual pieces were reliable would suggest 
that the whole system was reliable. Also, the 
failure of a single piece might not be as cata- 



strophic as in an architecture where the pieces 
were highly interdependent. 

Those who doubt the effectiveness of such 
a strategy in the face of the complexity induced 
by BMD requirements argue that making the 
pieces independent would require making them 
very complex. They further note that histori* 
cally no approach has led to the development 
of a weapon system whose software worked 
correctly the first time it was used in battle. 
The jrpater complexity of BMD software over 
existing weapon systems leads them to believe 
that a BMD system would have little chance 
of doing so. 



BATTLE MANAGEMENT ARCHITECTURE 



A battle management architecture is a sped* 
fication of the battle management functions 
to be performed by different system compo- 
nents and the relationships among tho3e com- 
ponents. Components may be software, such 
as a set of computer programs that would al- 
locate weapons to targets, or hardware, such 
as the computer(s) used to execute those pro- 
grams. (See also ch. 3.) 

A significant architectural trade-off concerns 
the degree of coupling among battle managers 
(see box 7-B). Some proposed architectures use 
a very loosely coupled system with little com- 
munication among battle managers, similar to 
the "almost perfect* 1 architecture described in 
the Fletcher Report. 1 * Such architectures tend 
to locate battle managers on board carrier ve- 
hicles. Others use a more tightly coupled sys- 
tem with track and other data exchanged 
among battle managers for coordination pur- 
poses. They often locate battle managers on 
separate platforms. 



"James C- Fletcher, Study Chairman and B. McMillan* Panel 
C airman. Report of the Study on Eliminating the Threat Posed 
by Nuclear BrWstic Missiles: Volume V. Battle Management* 
Communications, and Data Processing, fW ashington, DC: De- 
partment of Defense. Defensive Technologies Study Team, OcL 
1983K p, 19, 



Box 7-B.— Centralization, DistribuUuu, 
and Coupling 

A centralized system concentrates comput- 
ing resources in one location and may consist 
of several processors that share the sam& 
memory and are housed together physically. 
Such a system is known as a multiprocessor. 
The processors are able to communicate with 
each other at very high data rates, and are 
said to be tightly coupled. As the processors 
are physically moved apart, acquire their 
own, separate memories, and as the data com- 
munication rates among them decrease, they 
acquire the characteristics of a distributed 
system, also called decentralized, and are said 
to be loosely coupled. 



An important factor in understanding the 
degree of coupling is the criterion used to par* 
tition the battle space into segtients so that 
each battle management computer has respon- 
sibility for a segment. Indeed, criteria for 
segmentation are one way of distinguishing 
among architectures. Segments ought be geo- 
graphically determined and of fixed location, 
or might be determined by the clustering of 
targets as they move through spaoe, or might 
be determined by the location of battle 
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managers, CVs, sensors, and other system re- 
sources during a battle. 

Although the Eastport Group 11 recommended 
that BMD battle managers be hierarchically 
structured, the Fletcher Report" suggested 
that a logical battle management structure 
that was almost perfect would not be hierar- 
chical but would consist of a single battle man- 
ager replicated a number of different times, 
with each copy physically located on a differ- 
ent platform. The Fletcher report also noted 
that such an architecture might be very costly, 
that there might be equally effective and 
cheaper alternatives, and that it was impor- 
tant to look at technical issues that distin- 
guished among those alternatives. An exam- 
ple fciven was the effectiveness of algorithms 
the t allocated weapons to targets based only 

~Etolo5rt Study Group Report, -Report to the Director. Stra- 
tegic De fense Initiative Orgamzatic 1985 " 
"FJeUher Report, op, cit., footnote 10. pp. 9-21- 



on local data. As yet, few detailed studies of such 
technical issues appear to have been made. 

The Kastport Group recommended the de- 
velopment of a decentralized, hierarchical bat- 
tle management architecture. 11 Architectures 
currently under consideration for BMD sys- 
tems are consistent with that recommendation. 
In a typical such architecture, each battle man- 
ager would report as necessary to battle 
managers at higher levels, and would receive 
commands from them. There might be 3 layers 
of battle managers; the lowest layer would be 
local battle managers, which perform the fight- 
ing functions. The next layer would be regional 

"^fne'Eistport Study Group is the name used to refer to the 
SDIO Pane* on Computing in Support of Battle Management. 
It was appointed '"to devise an appropriate computational/com- 
munication response to the SDl battle management comput 
mg problem and make irommendations for a research and tech* 
noiogy development program to implement the response, its 
report was issued in December 1985. 



Box Hierarchies ud System Design 
Designers of systems find it useful to impose a structure on the design. For complex W**™ 

SLala of Serent^Lk. and the relationship is "obeys the command, of. e.g.. a lieutenant 
obeys the commands of a captain. 

M«nv monosed SDI battle management architectures use some variation of the relationship 
•JSi JSffntiL?. « iSSvTba? Thus, local battle ^^^^^S^yZ 
solved bv regional battle managers. However, another important battle management M""^r» 
^mtumcXTtrack data to." This latte. hierarchy i^ortant » communications 
needs for the BMD system, and is sometimes confused with the former. 

A tree is a special torm of hierarchy in which a component at one level is only related tc .one 
! t \hVn«t hieher level. The military chain of command is an example. A lieutenant 

trees to be the most promising for SDI. 1 

Structures may describe relationships among entities in a design, ^^P^^J^ 
Worships among system components. Such structures are sometimes known as lopcsl structures. 

— ThT^tport Stud, Group ii tb» mji» o«ed to rrfer » £ ^-£ s «^ 

point.) "to d«vi« on .pp^n.wrcmpuUtrcn.l'comraumc.Lion^ |R 0tttmitm mi . 

oL««i.tion» for . «™ch lod "SS^ XLlBSr^ Ftatlm. Study Chun-*. 

>Sm. lor w-pk Report of thtSludy MltaMM* ^'StoZ K- J>p.rt™rit of Deta..e. Dri«n.iv.T«bnoIogi™ 
Volume V. Btttlt Mintgrmenl, CommaatcmUont. mod D»t» proewmnj. i « nmngun. uv y 

Study Ttui. Oetober 19831. p. IB. _ 



battle managers, which would resolve conten- 
tions for resources among local battle manag- 
ers, as batt'e managers, sensors, and weapons 
moved, and which would assign responsibil- 
ity for targets passing between battle spaces. 
At the top would be a global battle manager 
that would establish strategy for the regional 
and local battle managers and that which 
would provide the interface between humans 
and the system. The battle space would be par- 
titioned into segments such that each battle 
manager in the lowest layer of the hierarchy 
had responsibility for a segment. As battle 
managers and targets moved through the bat- 
tle space, information concerning them, such 
as type of target, location of target, and trajec- 
tory of target, would have to be moved from 
one computer to another. 

Some recent proposals have suggested fewer 
layers in the battle management hierarchy. In 
such architectures, the hierarchy of automated 
battle managers is flat, i.e., there are no re- 
gional battle managers, and the top layer is 
a human commander. Such organizations have 
been designed so that battle managers may 
act almost independently of each other. 

The volume of data to be communicated 
among the battle management computers 
would depend on the degree of coordination 
among the battle managers required by the 
battle management architecture. (See chapter 
8 for estimates of communication require- 
ments.) The determining factor is the amount 
of target tracking information that would have 
to be exchanged. Since there might be hun- 
dreds of thousands of objects to be tracked dur- 
ing mid-course, architectures that required 
tracks of all objects to be exchanged among 
battle managers would place a heavier load on 
communications than those that required no 
object tracks to be exchanged. The price paid 
for exchanging less information, however, 
would be the traditional one: the ability to co- 
ordinate the actions of different battle 
managers would be hampered and the overall 
efficiency of battle management might be de- 
creased. 



The efficiency-volume trade-off may be seen 
by considering the transition from one phase 
of the battle to the next As an ei emple, the 
terminal phase battle managers would have 
the best chance to destroy targets if they re- 
ceived target- tracking information from the 
mid-course battle managers. Without such in- 
formation they wculd have to acquire, track, 
and discriminate among targets before point- 
ing and firing weapons. With such information 
they would only have to continue tracking tar- 
gets and point and fire weapons. In such a sit- 
uation, one might suggest combining the mid- 
course and terminal-phase battle managers 
into one set of programs on one computer as 
opposed to a more distributed system with in* 
formation transmitted among battle manag- 
ers. Unfortunately, this organization would 
probably complicate the battle management 
task, since there would be somewhat different 
functions to be performed in the different 
phases, and since the way functions would be 
implemented in different phases would be 
different. 11 

The Eastport Group believed that a hierar- 
chical battle management organization would 
simplify the computing job of each battle man- 
ager and would allow the battle managers to 
act without frequent interchange of informa- 
tion." The concerns of each battle manager 
cou*d then be simplified more than in a non- 
hierarchical organization, battle managers 
could be added to the system as needed, and 
the system would still survive if a few lower 
level battle managers were lost. 



'•Since different weapons would be used in the terminal phase 
as compared to the mid-course, pointing and controlling the 
weapons would be done differently. Similarly, different tensors 
may be used to discriminate between targets and decoys re- 
quiring the allocation of resources with different characteris- 
tics and therefore a different resource allocation algorithm 

Some earlier proposed architectures required the battle 
managers to be tightly coupled, exchanging considerable infor- 
mation with each other frequently. The Eastport Study Group 
rej ected such an architecture because of the compu ting and com 
mumcations burden it would place on the battle managers and 
because of the complexity it would induce in the battle man- 
agement software. 
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Decentralizing battle management means 
that the battle management task would be 
physically distributed among different com* 
puters. Decentralization would permit other 
battle managers to continue fighting even if 
a local battle manager were di? abied. However, 
if the degree of coupling were high, the loss 
of data from the disobied battle manager mi^ht 
result in reduced effectiveness of the others. 
Without a specific design and a way of effec- 
tively testing architectures, it is difficult to 
verify claims about their merits and deficien- 
cies. Such tests would have to be based on 
simulations and on whatever peacetime tests 
could be conducted. 1 * However, the apparent 
disadvantages of a decentralized, hierarchical 
system would be: 

• contentions for resources would have to 
be resolved at up^r levels of the hien*r- 
chy, possibly adding complexity to t^e 
computational problem as a whole, 

• the actions of battle managers would b^ 
based mainly on local data, perhaps result- 
ing in inefficiencies e.g., adjacent battle 
managers might both si ool at some of the 
same targets, thereby wasting shots, un- 



~ ^TW prrr*>M<i N ition*! Twt B«J. mijtfit provide *on* of the 
»imd»tw>ti capabilities iwwted for vrhiUcUir* rvaluitan. 



less sophisticated battle management al- 
gorithms to compensate for the informa- 
tion loss could be developed, 
• if strategic and tactical decisionmaking 
were concentrated at one level in the hier- 
archy, disabling some or all of that level 
could greatly reduce system performance. 
Such damage would be easier to accom- 
plish if there were relatively few battle 
managers at that level as might be true 
at the higher levels of the hierarchy. 

The Eastport group believed that the advan- 
tages of a hierarchical, decentralized system 
far outweighed the disadvantages. Evaluation 
of advantages and disadvantages must await 
a design specific enough to be tested, and an 
effective t* st method. 

No mattpr the choice of structure for battle 
management, some technology would be strained 
and software dependability would be a key is- 
sue. Centralization would appear particularly 
to stress computational performance and sur- 
vivability. Decentralization would appear to 
require more sophisticated software at the lo- 
cal battle manager level and would increase 
the weapons supply needed. All architectures 
would require secure communication, whether 
to exchange track data, or to receive sensor 
data, or to communicate with the ground. 



CONCLUSIONS 



Ballistic missile defense battle management 
would be an eitremely complex process, The 
number of objects, volume of apace, and speed 
at which decisions would have to be made dur- 
ing a ba : tie preclude most human participation. 
Aside from authorizing the system to move 
to alert status, prepared to figK automatically, 
at best the human s role would be to author- 
ize the initial release of weap 3ns and to change 
to back-up, previously -prepared, strategy or 
tactics. Decisions about which weapons to use, 
■*heu to use them, and agaiast which targets 
to use them would all be automated. Inclusion 
of human intervention points would likely add 



complexity to an already complex system and 
to compromise system performance in some 
situations. On the other hand, if an attacker 
had successfully foiled the primary defensive 
strategy, human intervention might allow re- 
covery from defeat. 

Battle management architectures as yet pro- 
posed are not specific enough for their claimed 
advantages and disadvantages to be effec- 
tively evaluated. Such evaluation must await 
both better architecture specifications and the 
development of an effective evaluation tech- 
nique, perhaps based on simulation. 
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Chapter 8 

Computing Technology 



INTRODUCTION 



This chapter discusses the demands that bal- 
listic missile defense (BMD) systems would 
place on computing technology, and the trade- 
offs that would have to be considered in s atis- 
fying those demands. Initial sections discuss 
why BMD would ne- d computers and how it 
would use them for battle management, weap- 
ons control, sensor data processing, commu- 
nications, and simulation. Later sections de- 
scribe the technology used to build computers 
and the requirements that the Strategic De- 
fense Initiative (SDI) imposes on that technol- 
ogy The chapter concludes with key issues 
posed by SDI computing needs. Any descrip- 
tion of computing technology must be accom- 
panied by a discussion of software and soft 
ware technology issues; these can be found in 
chapter 9 and appendix A. 

The Need for Automation 

The rapid response times and volume of data 
to be processed would require the use of com- 
puters in every major BMD component and 
during every phase of battle. Humans could 
not make decisions fast enough to direct the 
battle. The launch of thousands of intercon- 
tinental ballistic missiles (ICBMs), some em- 
ploying fast-burn rocket boosters, might per- 
mit less than 60 seconds to detect, track, aim, 
and fire weapons at the first boosters to clear 
the atmosphere. During mid-course it might 
be nocescary to account for a million objects 
and to discriminate among hundreds of thou- 
sands of decoys and thousands of reentry ve- 
hicles (RVs). In the terminal stage. RVs in the 
atmosphere would have to be quickly located, 
tracked, and destroyed by interceptor missiles. 

Mutual occupation of space by two defen- 
sive systems of comparable capacities might 
require considerably faster reaction times than 

Note: Complete definitions of anonyms and ini^aSams 
are Hated in Appendix B of this report. 



those needed to meet a ballistic missile attack 
alone. Countering an attack by space-borne 
directed-energy weapons would require re- 
sponse times of seconds or less to avoid the 
loss of critical defensive capabilities. The crit- 
ical part of such a battle could well be over be- 
fore humans realized that it was taking place. 

Although automated decision-making is a fo- 
cus of concern for the use of computers in 
BMD computers would also serve many other 
purposes. Table 8-1 shows many of the places 
where computers would be used. 

Integrating Sensors, WeaponB, 
and Computers 

>n automated BMD system would require 
some degree of coordination among different 
computers, but there would be many places 
where computers would act independently ot 
each other. Table 8-1 shows many such cases, 
e g., computers incorporated into sensor sys- 
tems, such as radars, to perform signal proc- 
essing on data perceived by the sensor. In each 
case the computer may be specially designed 
for its job and is physically a part of the sys- 
tem of which it is a component. 

As an example, an imaging radar wouldbuUd 
up an image of an object such as an RV by 
analyzing the returns from the object over a 
period of seconds. The radar would process 
each return individually and store the results. 
With sufficient individual returns, the radar 
could analyze them to form an image of the 
object. A single computer inco™rrated into 
the radar would perform the processing, stor- 
age, aa! analysis. From the viewpoint of an 
external observe*-, such as a battle manage- 
ment computer residing on a different plat- 
form, the radar is a black box that produces 
an image of an RV. The external observer need 
know nothing about the computer inside the 
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Tfbk 8*1.— Computer* to • Ballistic Missile Dwfeew* System 



Component 



Purpose of Cow purer* 



Firti- *nd Secontf-flheee Syafett*; 
Battle Management Computer** 



Boost Phase Surveillance and 
Tracking Satemte (SSTS) 



Space Surveillance and Tracking 
Satellite (SSTS) 



Laser Thermal Tagger 



Carrier Vehicle (CV) for Space- 
based Interceptors {SBI} 



Space-based Interceptor (SBI} 



Airborne Optical Systom (AOS) 



Exo*atmospheric Interceptor 
System (EH IS) 



Ground-based Terminal Imaging 
Radar 



High En do-atmospheric 
Interceptors (HEDI* 



Thk4 Phase, Add: 
Ground based Laser, Space-based 
Mirrors 



Space- based Neutral Panicle 
Beam IN PS) 



Radletlon Detector Satellites 



Coordinate tree* data fa Q, maintain a track data baae and correlate data from multiple tensors); 
maintain statu i of and control defense assets; 
select strategy: 
select targets; 

command firing of weapon >; assess alt u at Ion. 

Process signsJ* to transform If? sensor data Into digital data representing potential booeter Iracka; 
process Images to recognize nlssNe launches and to produce crudely-resolved booater tracks; 
communicate with battle management computers; 

maintain satellite ptettomv guidance, station keeping, defensive maneuvering; 

housekeeping. 

Process signals to transform IR H laser range-finder, and radar eeneu data into digital data 

representing potential tracks; 
process images and dais for fine-tracking of launched boosters, poat*boost vehicles, HVi and 

decoys and to discriminate RVs from decoys; 
point sensors; 

communicate with other elements of the 8MD system; 
guidance, station keeping, defensive maneuvering, 
housekeeping (maintain mechanical and electronic systems). 

Point the laser beam; 

communicate with other ele;nents of the BMD system; 

maintain satellite platform: guidance, station keeping, r*efensfve maneuvering; 

housekeeping. 

Montior status of SBfs; 
control launching of SBIs; 
communicate with battle manager; 

maintain aeietllte platform: guidance, station keeping, defensive maneuvering; 
housekeeping, 

Guide flight based on commanda received from battle manager; 
Track target and guide missile i»ome to target; 
communicate with battle manager; 
housekeeping. 

Process signals to transform IR data into digital data representing potential tracks; 

process images and data (or fme-traefcing of post-boost vehicles. RVs and decoys and. If possible. 

discriminating RVs from decoys; 
point sensors; 

communicate with other elements of the BMC system; 

control of airborne platform; 

housekeeping. 

pwess^signaJs images from on board sensor for terminal guidance and target tracking: 

communicats with battle manager and SSTS, AOS, and probe eensors; 

houseneeping. 

Process signals and Images to convert radar returns to target tracks; 
process images and data lo discriminate between decoys and RVs; 
control radar beam; 

communicate with battle managers and other elements of BMD system; 
housekeeping. 

Guide missile Mohi based on commands received from battle manager; 

process signals and Images from on-board sensor for terminal guidance and target tracking; 

communicating with battle manager; 

housekeeping. 

Manage laser beam generation; 

Control corrections to beam and minors fcr atmospheric turbulence; 
Steer mirrors; 

communicate with battle manager; 
housekeeping. 

Manage panicle beam generation; 

steer the accelerator: 
track potential targets: 

communicate with battle manager and neutron detector; 

maintain satellite platform: guidance, station keeping, defensive maneuvering, 

housekeeping. 

Discriminate between targets and decoys based on sensor Inputs; 
communicate with battte manager and/or SSTS; 

maintain satellite platform: guidance, station keeping, defensive maneuvering; 
housekeeping. 
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radar, or how it operates, but only the form 
and content of its output. 

Customizing the Computer for the Application 

The above i4 black box M design strategy to 
based on sound engineering principles and 
tends to simplify the battle management ar- 
chitecture, but it still involves some difficult 
trade-offs. One such trade-off is that between 
developing special-purpose computers for dif- 
ferent sensors and weapons vorsus utilizing 
commercially available hardware. Utilizing 
commercially available computers may sim- 
plify the job of software development. There 
would be people available who have experience 
with existing hardware. In addition support 
tools for software development on available 
computers already exist. As a result, software 
developed for commercially available iwir 
puters would probably be more reliable, more 
efficient, and less expensive than software de- 
veloned for u«w computers built specifically 
for BMD. Furthermore, software development 
would not have to wait for development of the 
hardware, reducing the risk of not meeting 

schedules. 

On the other hand, hardware specially built 
for BMD is likely to be more efficient and bet- 
ter suited to the job, possibly offsetting effi- 
ciency losses in software. Moreover, maintaina- 
bility, reliability of the hardware, and life-cycle 
cost would have to be taken into account. Soft- 
ware experts a* OTA's 5DI Software Work- 
shop suggested that hardware customization 
v. software reliability and cost was an impor- 
tant trade-off that should be resolved in favor 
of simplifying software development. How- 
ever, some SDI computing might require the 
use of novel hardware designs, even though 
this might require designing new and complex 
software from scratch. 

Communications and Computer 
Networks 

Battle management requires communica- 
tions among the battle managers, sensors, and 
weapons forming a BMD system and between 
the battle managers and the human operators 



of the system. Space-to-space, space-to-ground, 
and ground-to-space communications would be 
required. As in traditional battle management, 
information must be sent in useful form, on 
time, and securely to the place where it is 
needed. Also as in traditional battle manage- 
ment, information transmitted among battle 
managers concerns the location of targets and 
weapons, the status of resources, and decisions 
that have been made. Distinct from traditional 
battle management, information transmitted 
in a BMD system would all be digitally en- 
coded and the transmissions controlled by com- 
puters. As noted in chapter 7 , the rate and vol- 
ume of data to be transmitted depend on the 
battle management architecture. 

Estimates of Communications Requirements 

The Fletcher Report estimated that the peak 
data rate needed by any communications chan- 
nel in a BMD system would be about 10 7 bits 
per second (bps). 1 This estimate assumed that 
an entire track file would have to be trans- 
mitted, that the file would contain 30,000 
tracks, and that each track could be repre- 
sented in 200 bits. Except for the number of 
tracks in a track file, the estimate is based on 
conservative assumptions. Furthermore, it 
scales linearly with the number of tracks, i.e. f 
a track file containing 300,000 tracks would 
require a peak rate of about 10 1 bps. 

In more recent work, analysts have made 
more specific assumptions about architectures 
and have been able to produce more refined, 
but still rough, estimates. For example, one 
study of boost-phase communications uses a 
highly distributed architecture consisting of 
sensor satellites and satellite battle groups 
composed of battle management computers, 
sensors for booster trecking, and space-based 
interceptor (SBI) carrier satellites. Additional 
assumptions were made about numbers of tar- 
gets tracked per sensor in the battle, number 

■James C. Fletcher. Study Chairman and B McMillan. Panel 
Chairman, Report of the Study on Eliminating the Three t Pom* 
by Nuclear Ballistic Missiles: Volume V ( BattJe Management, 
CommuniceUoDs. and Data Processing, (Washington. DC:I>^ 
partment of Defense. Defensive Technologies Study Team, Oct. 
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of bits per target track, non-uniform message 
traffic density, number of relays per message, 
varying message types (examples are track 
data t status information, and engagement 
data), and number of seconds per frame. The 
result was a peak link data rate for boost phase 
within the transmission rates of current tech- 
nology. 1 

The Fletcher Report noted, and OTA con- 
curs, that: 

The technology exists today to trawnut 10' 
to 10* bits/sec over data links of the length and 
kind needed for a BMD system. Therefore, 
even with 300,000 objects in the track file, ex- 
isting communication technology could han- 
dle the expected data rates. Cost and complex- 
ity wU vary with the rate designed for t but 
the Panel concludes that communication rates, 
per se, will not be a limiting factor in the de- 
sign of a BMD system.* 

Communications Networks 

Regardless of volume, communications 
would have to be secure and reliable. It would 
have to survive attempts by an enemy to in- 
tercept, jam, or spoof communications, at best 
rendering the system ineffective, at worst tak- 
ing control of it for his own purposes. It would 
also have to survive physical damage mcurred 
in a battle or defense suppression attack. L n- 
derstanding the threats requires understand- 
ing how communications would function m a 
BMD system. 

Current communications ^hnology , includ- 
ing that proposed for BMD systems, involves 
establishing a network of computers, each act- 
ing as a communications node, that transmit 
data to each other. One example of an exist- 
ing network that is widely distributed g*> 
graphically is the ARP A network, initially d* 
veloped by the Defense Advanced Research 
Projects Agency (DARPA1 as an experimental 
network. Another example is the AT&T long 
distance telephone network. Both differ con- 
siderably from a space-based battle commu- 
nications network, which would have: 



'Personal communication, Ira Weber. The Mitre Corp. 
•The Fletcher Report op. eit, footnote 1, p» « 



h more ncdes and more available direct con 
nections between nodes; 

2. different dalays between nodes (perhaps 
5 milliseconds for the example distributed 
space^based network described earlier as 
compared to more than 25 milliseconds for 
the A HP A network); 

3. more stringent security requirements; 

4. a need to re-establish links every few min- 
utes; and, probably 

5. long repair times for individual nodes. 

Nonetheless, the problems are sufficiently 
similar that the terrestrial networks are use- 
ful examples. Each node in the network com- 
municates with several other nodes. Users of 
the network communicate by submitting mes- 
sages to the network. 1 The computers control- 
ling and comprising the network route the mes- 
sage from one node to another until it reaches 
its destination. 

Some of the major issues that must be re- 
solved in designing a communications network 
are: 

• thephysicalarrangementofthenodesand 
the interconnections among the nodes; 

• the unit of data transmission, which may 
be a complete message or part of a 
message; 

• the algorithm used to decide what route 
through the network each unit of data 
transmission will take; 

• the algorithm used to encode units of data 

transmission so that they may be relia- 
bly transmitted; . 

• the algorithm used by nodes for inter- 
changing data so that the start and end 
of each data transmission may be deter- 
mined; and 

• the methods used to ensure that data com- 
munications are secure and cannot be 
jammed* spoofed, or otherwise rendered 
unreliable. 



< In the AT&T network, messages are sent across the net work 
to establish a circuit to be used for a iong distance call when 
a subscriber dial* a long distance number. Generally, once a 
circuit is established, it is dedicated to a call, and commuwea- 
tions on it may be sent in non-message form as analogue sig- 
nals or may be encoded digitally into messages. 
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Since most of these issues are resolved in 
software, the solutions chosen have a strong 
effect on the complexity of the software and 
the reliability of the battle management sys- 
tem as a whole. The more critical of these is- 
sues are discussed in the following sections. 
In almost every case, the tradeoff is that add- 
ing sophistication to the algorithm(s) used to 
solve the problem results in software that is more 
complicated and more difficult to debug. 

Network Topology 

The arrangement of interconnections among 
nodes is known as the "network topology/' In 
attempts to improve the efficiency and relia- 
bility of networks, numerous topologies have 
been tried. As an example, until recently the 
AT&T long distance telephone switching sys- 
tem used a hierarchical topology to establish 
a circuit to be used for a long distance call. 1 
Nodes were organized into levels. Messages 
requesting the circuit were sent from a lower 
level to a higher level, then across the higher 
level and back down to a lower level If all mes- 
sages must pass through one or two nodes, 
then under heavy loads those nodes may form 
bottlenecks that decrease network perform- 
ance. If the nodes bieak down under the traf- 
fic load, the network cannot not function at 
all. As a result, most networks employ al- 
gorithms that decide tv hat route each message 
will take through the network. The route may 
vary according to the prevailing load condi- 
tions and the heaJth of the nodes in the 
network. 

Routing in Networks 

In geographically distributed networks with 
many nodes, the routing algorithm is a sophis- 
ticated computer program. Frequently, net- 
work performance degrades as a result of in- 
correct assumptions or errors in the design and 
implementation of the routing algorithm. Find- 

•To help alJevw** bottlenecks in the system, AT&T is now 
moving towr^d a noihhierarchical system where nodes can com- 
municate directly with «'tch other rether than going through 
i hierarchy. Note that decisions to change the structure of the 
long distance system are made as the result of observing its 
behavior avtr extensive periods of use by millions of subscribers. 



ing and correcting the reason for degraded per- 
formance requires knowledge of the network 
status, including traffic loads at nodes and 
health of nodes. Since traffic load in particu- 
lar varies second-by-second, debugging net- 
work routing software is a difficult and time- 
consuming job- 
One can only have confidence in relatively bug- 
free operation by permitting the network to func- 
tion under operational conditions long enough 
to observe its performance under varying loads. 
Stress situations, e.g- especially heavy traffic 
conditions, tend to cause problems. In operation 
such conditions are relatively infrequent; they 
are also hard to reproduce for debugging pur- 
poses. Nevertheless, lor a dedicated network 
such as a BMD communications system, it 
may be easier to simulate heavily loaded con- 
ditions than for a commercial network. 

Either software failures, such as an error in 
a routing algorithm, or hardware failures may 
cause catastrophic network failure. In Decem- 
ber, 1986, the east coast portion of the ARPA 
network was disconnected from the rest of the 
network because a transmission cable was ac- 
cidentally cut. Although the ARPA network 
had evolved over more than 15 years, an op- 
portunity for a single-point catastrophic fail- 
ure remained in the design. 

Sometimes the interaction of a hardware fail- 
ure and the characteristics of a particular rout- 
ing algorithm can cause failure. In 1971 nor- 
mal operations of the ARPA network came to 
a halt because a single node in the network 
transmitted faulty routing information to 
other nodes. Transmission of the faulty data 
was the result of a computer memory failure 
in the bad node. Based on the erroneous data, 
the routing algorithm used by all nodes caused 
all messages to be routed through the faulty 
node. The routing algorithm was later revised 
to prevent the situation from recurring, i.e., 
the software was rewritten to compensate for 
certain kinds of hardware failures.* 



•For a more complete description of this problem, see J. 
McQuillan, G. Falk. and 1. Richer, "A Review of the Develop- 
ment and Performance of the ARPANET Routing Algorithm." 

JODDttBlied OB next pt09} 
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Message Transmission 

Information to be sent over a digital com- 
munications network, such as used in BMD 
systems, is organized into messages. In some 
networks, known as "packet-switched" net- 
works, for transmission purposes the messages 
are organized into blocks of data "packets. MT 
In a packet-switched network the user submits 
his message to the network unaware of how 
the Message will be organized for transmission. 
The software that controls the network must 
incorp »orate a method for extracting messages 
from packets when the packets reach their des- 
tinations. 

Security of Communications 

Secure network communications require that 
the routing algorithm be correct, that nodes 
cannot be fooled into sending messages to the 
wrong recipient, and that the physical commu- 
nications links are secure from unauthorized 
interceptions. Since a network by its nature 
involves access to many computer systems, it 
affords potential saboteurs a chance to access 
many different computers. Both the ARPA 
network and the AT&T telephone network 
have been fooled on many occasions into per- 
mitting unauthorized access to the network 
and, in the case of the ARPA network, to com- 
puters on the network. The managers of both 
networks continually try to improve their pro- 
tection against such access, but no workable 
foolproof protection techniques have been 
found. 1 As noted by Lawrence Castro, Chief 
of the Office of Research and Development at 
the National Computer Security Center, 



{continued from previous pMget 

IEEE Ttmus, oo Communications, vol. COM46, No 12, Decem- 
ber 1978, 

The reader should keep In mind that the ARPANET was de- 
signed as an experimental network, and not as a high reliabil- 
ity network intended for commercial use. 

'Depending on the situation, several messages may be com- 
bined into one packet, or one message may be split across sev- 
eral packets. In either case, the benefit of packet switching is 
that network resources may be shared, leading to more efficient 
routing of messages and more efficient use of the network. The 
disadvantage is that the job of the routing algorithm may be 
complicated, and routing may become more difficult to debug. 

•Access to a network is frequently separated from access to 
the computers using the network. Entrance to the ARPA net- 
work is through computers dedicated to that job. known as tee* 



Current computer networking technology 
has concentrated on providing services in a be- 
nign environment, and the security threats to 
these networks have been largely ignored. 
While literature abounds with examples of 
hackers wreaking havoc through access to 
public networks and the computers connected 
to them, hackers have exploited only a frac- 
tion of the vulnerabiiities that exist. Tech- 
niques need to be developed that will prevent 
both passive exploitation (eavesdropping) and 
active exploitation (alteration of messages or 
message routing.)* 

Gaining unauthorized access to a BMD com- 
munications network would at least require 
communications technology as sophisticated 
as that used in the design and implementation 
of the network. Furthermoi e t an enemy wc uld 
have to penetrate the security of the data links, 
which would likely be encrypted Since network 
communications would be used for cocidina* 
Uon among battle managers, and would prob- 
ably involve transmission of target and health 
data/ 9 the worst result of compromise of the 
network would be that the enemy could con- 
trol the system for his own uses. Disruption 
of communications could result in disuse or 
misdirection of weapons and sensors, causing 
the BMD system to fail completely in its mis- 
sion. To achieve such disruption, it would not 
be necessary for a saboteur to gain control of 
a battle management computer, but only to 
feed it false data. Less subtle ways to achieve 
the same means might be to destroy sufficient 



minal access computers (TACs). Until recently, such access was 
available to anyone who had the telephone number of a TAC. 
Several *> called hackers have made use of TAC facilities to 
gain entrance to Department of Defense computer systems con- 
nected to the ARPA network, and they have been successfully 
prosecuted for doing so. Partly as a result of such unauthorized 
use of TAC*, password protection has been added to TAC ac- 
cess procedures. The telephone companies wage constant war 
against people who attempt to use their long distance networks 
without paying. 

'Lawrence Castro. "The National Computer Security Center's 
R&D Program.'* Journal of Electronic Defense, vol 1C, No, 1. 
January 19B7. 

,f The health of a resource, such as a sensor satellite or weapon 
satellite, is how well the resource is able to perform its mission 
and what reserves are available to it Example measures of sat- 
ellite health are battery power and efficiency of solar cells Pot 
t BMD satellite, such as a carrier vehicle for SB Is, additional 
data specific to the function o? the satellite, such as number 
of SBIs remaining, would be included. 
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communications nodes that routing algorithms 
become overstressed and fail, or to destroy 
sufficient nodes that battle managers can no 
longer communicate with each other. The 
former attack requires that the enemy have 
some knowledgt of the routing algorithms 
used; the latter may require considerable ex- 
penditure of physical resources such as anti- 
satellite missiles. 

Even passive observation of a BMD com- 
munications network could reveal enough 
about the battle management and communi- 
cations algorithms used by the network to per- 
mit an enemy to devise means of circumvent- 
ing those algorithms and thereby rendering the 
defense partially or totally ineffective. To pre- 
vent an enemy gaining such knowledge by ob- 
servation of communications, encryption of 
communication links and techniques for dis- 
guising potentially revealing changes in mes- 



sage traffic would have to be incorporated a 
network design, 

Although encryption and other technology 
could make passive exploitation quite difficult, 
a saboteur could perhaps gain access to the 
communications software and hardware, Anal- 
ysis of the sabotage questions, however, be- 
yond the scope of this study. 

Achieving secure, reliable, adequate commu- 
nications requires the conjunction of at least 
two technologies. The technology for physical 
communications, such as laser communica- 
tions, needs to provide a medium that is diffi- 
cult to intercept or jam and that can meet the 
required transmission bandwidth* The network 
technology must provide adequate, secure 
service for routing messages to their desti- 
nations. 



SIMULATIONS AND THE NATIONAL TEST BED 



Preceding sections have discussed the role 
of computers during battle. Computing tech- 
nology would al so play a key role in prepara- 
tion for battle and in maintaining battle- 
readiness. Computer simulations (box 8-A) 
would be needed: 

• to anticipate tlireats against the system, 

• to model different ways in which the sys- 
tem might work, 

• to provide a realistic environment in which 
system components may be tested during 
their development, and 

• to test the functioning of the system us 
a whole, both before acd after deployment. 

Simulations and Systems Development 

Simulators are useful during all stages of the 
development of complicated systems. 

• During the early stages of the develop- 
ment of a system, simulators may predict 
the behavior of dif fereiit system designs. 
An example is simulators that predict 



stresses on parts of a bridge for different 
bridge designs. 

• During tie middle stp££s of development, 
simulator^ may test individual compo- 
nents ci r. system by simulating those 
parts not yet built or not yet connected 
together. An example is a simulator that 
reproduces the behavior of the different 
parts of an aircraft before the aircraft's 
systems are integrated. A radar simulator 
can feed data to the radar data processor 
before the radar itself has been finished. 

• During testing, a simulator can be used 
to reproduce the environment in which the 
system will oj>erate. Avionics computers 
and their software are tested before instal- 
lation by connecting them to an environ- 
mental simulator that reproduces the 
flight behavior of the aircraft's systems 
to which the computers will be connected 
when installed in the airplane. 

• After deployment, simulators test the 
readiness of systems by mimicking the 
environment— including stress conditions 



Box S-A,— Simulations 

A simulation is a system that mimics the be^f aor of another system. The difference between 
the simulation and the system being mimicked (called the target), is that the simulation does not 
accurately reproduce all of the behavior of the target. Behavior not accurately reproduced is either 
unimportant to the users of the simulation, unknown to the builders of the simulation, or too expen- 
sive to reproduce. Many simulators operate by solving a set of mathematical equations that P r ^ ict 
the behavior of the target syscem under the desired conditions. This process is known as modelling 
the behavior of the target, and such a simulator is often called a model. Others may do no more 
than supply a previously determined sequence of values on demand or at fixed time intervals. 

Airplane flight simulators are good examples of simulators. Flight simulators used for pilot 
training reproduce flight conditions well enough to help train pilots how to fly, but not to grant 
them licenses. No one would trust a pilot all of whose flight time was logged on a simulator. Flight 
simulators are just not sufficiently accurate reproductions of flight conditions to ensure that the 
pilot knows what it feels like to fly a real plane. However, a pilot who already has a license may 
use a simulator to qualify for another aircraft in the same class as his license, e,g., a pilot qualified 
for a DCMO could qualify to fly a Boeing 747 based only on simulated flights. 

Constructing an accurate simulation requires that the target behavior be well understood and 
that tl^re be some method for comparing the behavior of the simulator with the behavior of the 
target. In cases where the physical target behavior is unavailable for comparison, simulator be- 
havior may be compared to other simulators modeled on the same target, or to predictions i made 
by mathematical models of the target. (In cases where the simulator itself is a model, a different 
model may be used for comparison. If a different model is unknown another simulator already known 
to be reliable, or hand calculations, may be used.) A simulator that models the trajectory of a missile 
in flight can be checked against actual missiles and the equations of motion that are known to gov- 
ern such trajectories. A simulator that models the behavior of the Sun can only be compared to 
observed solar behavior, and may be quite inaccurate when used to predict behavior under previ- 
ously unknown conditions. 



—for which it is critical that the system 
operate correctly. Such simulators are 
often build into the system and contain 
means of monitoring its behavior during 
the simulation. The design of the SAFE- 
GUARD anti-ballistic missile system of 
the early 1970s incorporated a simulator 
called the system exerciser" to permit 
simulated operation of SAFEGUARD 
during development and after deployment. 

Current Battle Simulation Technology 

As faster, deadlier, and more expensive 
weapons, such as guided missiles, have been 
added to arsenals, the demand on simulation 
technology to analyze their effects has in- 
creased. For example, in the early 1970s, sin- 
gle engagement simulations modeled such 
events as defending against a single mis3ile 



attacking a single ship. Such simulations can 
now be run 30 times slower than real time, i,e„ 
30 seconds of processor time devoted to run- 
ning the simulation corresponds to a second 
in an actual engagement. However, the de- 
mand is now to develop simulators that can 
model many missiles against many ships. 

Work at the U.S. Army's Strategic Defense 
Command (USASDCI Advanced Research 
Center (ARC) is representative of current BMD 
simulation technology, In late 1986, ARC re- 
searchers completed a set of mid-course BMD 
battle simulations. The simulations employed 
6 Digital Equipment Corporation VAX 1 1/780 
computers coupled by means of shared mem- 
ories, Four of the computers could simulate 
battle managers, one simulated surveillance 
sensors (all of the same type) and weapons 
(ground-launched homing interceptors of the 
Exoatmospheric Reentry vehicle Interceptor 
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System), and one simulated 32 other engaged 
platforms," 

The ARC researchers ran three battle man- 
agement design cases: 

1. 36 battle managers that communicated 
among each other, known as the distrib- 
uted case; 

2. a single centralized battle manager; and 

3. 36 autonomous battle managers that did 
not communicate with each other, known 
as the autonomous case. 

The centralized and distributed cases as- 
sumed 236 and 237 interceptors respectively, 
and the autonomous case assum**d 660. The 
maximum threat simulated was 1,000 objects, 
which required 7 hours to run. The centralized 
and distributed cases took 3 and 4 hours re- 
spectively to run against a threat of 216 RVs. 
The simulation took 15 months to develop, and 
included about 150,000 lines of code, much of 
it in the Pascal programming language. (Code 
for the battle managers was replicated for some 
simulations; the replication is not included in 
the 150,000 lines.) 

Perhaps the largest stumbling block in run- 
ning larger scale and more realistic simulations 
for the ARC ia the lack of computing power. 
SDIO expects the EV88 experiment sequence, 
running through fiscal year 1990, to conduct 
larger scale simulations involving the ARC, 
the Airborne Optical Adjunct, prototype 
space-based HMD components, and the Na- 
tional Test Bed This series of experiments will 
require considerably more computing power 
than is now in place at the ARC, 

Simulation experts agree that computing 
power is currently the major limitation in per- 
foiming large scale simulations. However, 
other factors complicate the situation. Where 
equipment or environments are not well-under* 
stood or include many random variables, the 
accuracy of simulations is difficult to verify. 
This is the case, for example, in simulations 
cf sea conditions surrounding missile v. ship 
engagements, 

"Depending on the architeittire being simulated, the other 
platforms were either battle manager? or sensors. 



Some military simulation experts noted to 
OTA staff that every time they performed 
simulated threat assessments without prior ac- 
cess to the real equipment being modeled, the 
behavior of the real equipment surprised them. 
They strongly emphasized that it was only 
when a simulation could be compared to an ac- 
tual experiment that the verisimilitude of the 
5* jnulation could be checked. 1 '- The implication 
for BMD is that actual Soviet decoys and mis- 
siles would have to be examined and observed 
in operation to simulate their workings ac- 
curately. Similarly, the battle environment, in- 
cluding nuclear effects— where appropriate- 
and enemy tactics, would have to be well under- 
stood to conduct a battle simulation properly. 

The National Test Bed 

The SDIO is sponsoring the development of 
a National Test Bed (NTB)-a network of com- 
puters and a set of simulations to execute on 
those computers. A threat model is to simu- 
late the launch of Soviet missiles and display 
their trajectories after laun ch. Another model 
would simulate a complete BMD battle to ex- 
ercise a deployed BMD system. 

The NTB would be utilized in all phases of 
the development and deployment of a BMD 
system. It should permit experimentation with 
various system and battle management ar- 
chitectures, battle management strategies, and 
implementations of architectures. It would be 
the principal means of testing BMD system 
components and subsystems as well as the en- 
tire BMD system, thereby providing the ba- 
sis for their reliability. 

Preliminary design work studies for the esti- 
mated $1 billion NTB were completed in De- 
cember 1986.*' Initially, the NTB is to be a net- 
work of computers, each simulating a different 
aspect of a BMD engagement. The number of 
computers linked for any particular engage- 

"Eiperience cited here is drawn from diatussions with sderh 
tista from the Nival Research Laboratory 's Tactical Electronic 
Warfare Division about simulation* of Naval warfare 

"Major James Price, SDlO's assistant NTB director, de- 
scribed the NTB a* a *t billion program through 1992 in an 
interview reported in Defense Electronics in February, 1987. 



ment would vary depending on the complete- 
ness and depth of detail required. Initial capa- 
bilities would not permit simulation of a full 
battle involving hundreds of thousands of 
objects. 

A major use of the NTB would be to con- 
duct experiments with different BMD technol- 
ogies and strategies. The currently visualized 
NTB would link sensors, weapons, or battle 
managers to simulations that reproduce the 
data they would handle during a battle. The 
object could then be tested under varying con- 
ditions* The results of such experiments would 
be quite sensitive to the verisimilitude of the 
simulations. Accordingly* it is important that 
there be a way to verify the accuracy of the 
simulations used in NTB tests and exper- 
iments. 

Computers in Support of 
BMD System Development 

A BMD system to counter the Soviet bal- 
listic missile threat might be the most compli- 
cated system ever built. It would involve the 
use of many different technologies, the auto* 
mated interplay of thousands of different com- 
puters, sensors, and weapons, and the devel- 
opment of more software than has been used 
in any single previous project. Accordingly, 
managing the development of such a system 
would require considerable computer support 
to track progress, to identify problems, and 
to maintain the status of components under 
development, in test, and deployed. 

Computers would blso be used to design, gen- 
erate, and test system hardware and software. 
Engineers and managers are likely to be geo- 
graphically C) srx rsed and would need to trans- 
fer information from cne computer to another. 
The interaction among people would only be 
effective if there were a means for effective in- 
teraction among the computer systems that 
they use. Previous sections of this chapter have 
concentrated on the role of computers in the 
operation and testing of a BMD system. But 
it is clear that effective computing technology 
would be needed not just in a strategic battle, 
but . long before system deployment and 
throughout the lifetime of the system. 



Computing Technology Tradeoffs 

Chapter 7 and the preceding sections have 
portrayed some of the trade-offs involved in 
using computers for ballistic missile defense. 
The following list summarizes those tradeoffs. 

• Processing power required v, volume of 
data communications among battle man- 
agers. Sharing information among battle 
managers relieves them of some of the 
tasks that they might otherwise have to 
perform, and d^reases the processing 
load on each of the battle managers, but 
increases the data communications rate 
requirements and also requires that com- 
munications be secure and reliable. 

• Performance v. volume of data communi- 
cations. Sharing data among battle man- 
agers allows the system to operate more 
efficiently, but, as in the previous trade- 
off, greater dependence on communica- 
tions requires greater communications ca- 
pacity, reliability, and security, 

• Performance v. degree of automation. Per- 
mitting hurr an intervention during a bat- 
tle degrades performance under some con- 
ditions, but may permit recovery from 
failures caused by the inability of an auto- 
mated system to recover from unantici- 
pated and undesired events. 

• Processing power required v. battle man- 
agement organization. A distributed orga- 
nization would require less processing 
power from each computer but more com- 
munications than centralized battle man- 
agement, w l iich requires placing a consid- 
erable concentration of processing power 
ri one computer system. 

• Software complexity v, battle manage- 
ment organization. A hierarchical battle 
management architecture simplifies the 
software design but may leave the system 
less survivablc because of the possibility 
of command layers being disabled, A de- 
centralized battle management structure 
would increase the complexity of the com* 
munications software and might require 
more weapon resources but might result 
in a more survivable system, 

• Software expense and reliability v, hard- 
ware customization Customizing hard- 




cww £i«c^'e 5>^r*»TT< OMtton. US Ait ft™ 5>tfwn» comma*. 



Computer simulations are to play a key roll m the devetopmenl and testing of SDI systems. T ^P*°^;^ h » ' *** *** 
oY video displays screens generated by a ballistic missile defense battle simulation wrm <^lop^ 
Corporation The circles to the scene abov>e depici areas of coverac* tor a syaiemof specked Interceptors. The scene 
below indicates the iracHs of 1CBM boosters a few minutes alter launch. 
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ware to perform efficiently at specific 
tasks could improve hardware ctpabil* 
ities, but might result in longer software 
development schedules and decreased 
software reliability because of lack of ex- 
perience with and lack of development 
tools for the hardware. 

These trade-offs represent important ar- 
chitectural issues that strongly affect the com- 



puting technology needed for BMD. For most 
of them, the SDI system architects have not 
yet explored the alternatives in sufficient de- 
tail to be able to quantify choices. As a result, 
there are still only crude estimates of the 
speeds t :\d sizes of the computers needed, and 
the rates at which data would have to be com- 
municated among the elements of a BMD 
6>8tem. 



PROCESSOR TECHNOLOGY 



Table 8-1 shows many of the places where 
computer? would be used in the fighting com- 
ponents of a BMD system and the jobs they 
would perform. Rough estimates of the re- 
quired memory capacities and speeds are in 
included in the classified version of this re- 
port/ 4 Estimates of computer performance re- 
quirements for various BMD functions are 
shown in table 8*2. 

Processing requirement? are highly depen- 
dent on the system and I .-Little management 
architectures, and on r 1 -? threat. Without 
detailed architectural apt ifications and a pre* 
cise specification of the algorithms to be used, 
estimates of speed and memory requirements 
accurate to better than a factor of 10 probably 
cannot be made. 

Because of the variety of jobs they would 
perform, BMD computers would vary con- 
siderably in speed and memory capacity. Spe- 
cial purpose computers would probably exe- 
cute some computing tasks, such as signal 
processing. General-purpose computers faster 
than any now existing would probably be 
needed for computationally stressful tasks 
such as discrimination of RVs and decoys in 
mid-course. All space-based computers would 
have to be radiation-hardened beyond the 
limits of existing computers. 1 * 

"For many of the system elements thown in table 8*1. eati* 
ma tea for processing speed and site are not available. The most 
computationally intensive tajks are probably ai|rnal process- 
ing for the IR and optical sensors incorporated into BSTS. SSTS, 
and AOS. especially for the mid term and far- term architectures, 

'•Radiation hardening to within an order of magnitude of SDI 
requirements for some cri tical components of computer systems 



In addition to their use in the fighting com- 
ponents of the system, computers would also 
be used: 

l.in simulators; 

2, to help design, test, exercise, and train 
people in the use of the system; and 

3. to assist in supporting the system 
throughout its lifetime. 

Capabilities of Existing Computers 

The processing power of a computer is de- 
termined by the opening speed of its compo- 
nents and the way they are interconnected (see 
box &-B), Processing and memory components 
are built from semiconductor chips, whose 
speed is limited by the number and arrange- 
ment of circuits that can be placed on a chip. 
Developments in chip design and production 
technology, including advances from large 
scale integrated circuits {LSD to very large 
scale integrated circuits (VLSI), have increased 
processor speeds for general purpose comput- 
ers by a factor of three to four approximately 
every 2 years for about the past 10 years. Much 
of this progress has been the result of refine- 
ments in chip design and production. As a re- 
sult, some existing supercomputers, such as 
the Cray XMP series or Cray 2, may be dose 
to satisfying most SDI data processing needs, 
except that such machines are not packaged 
in a suitable form. 



baa been demonstrated. A complete computer system that is 
space qualified and racUatioo-hardened to within an order of mag* 
ni tude of SDI requirements for apace-borne computer! has yet 
to be built. 
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Box &B.-MIPS, MOPS, and MEGAFLOPS 

The processing power of 3 computer is often expressed as the rate at which it in- 
structions, measur^din instructions per seconds, or ips. A computer that can execute a »*Bm >» 
sections per second is a 1 mips machine. Although mips give a crude measure or the speed of 
a computer there is too much variability in the time it ta*es to execute different « 
the same machine and in the instructions used by different machines for mips to be a true cunperfr 
tive measure of processing power. 

Complex instructions may take four or five times longer to execute than 
on the same machine. A complex instruction on one machine may have the same effect m tw^ds 
the time as three simple instructions on a different machine. To simulate 

mix of different instructions are often used in measuring computer performan ce Mm 
mentb are sometimes characterized as operations per second, or ops, rather than tpa ; A «mj™ 
that can execute a million operations per second is called a 1 mops machine. BMD signal processing 
needs have been estimated to be as much as 50 billion ops (50 gigops). 

One class of instructions, known as floating point instructions, are important in ^merical cal- 
culations involving numbers that vary over a wide range, but are very costly in terms of exocut on 
time. A common option on computers is an additional processor sometimes ^known as a -rating 
point accelerator, socialized to perform floating point operations The ^^^SSSSm 
to perform numerical floating point operations efficiently is usually measured "^^PJ^JJ^ 
ations per second, or flops. A computer that can execute a million floating point instructions per 
second is a 1 megaflops machine. 

To compensate for differences in instruction sets and instruction effects on ^«*rent 
standard mixes of instructions are used to compare the performance rf^^^jj 
aoDbcations involving widely-ranging numeric^ calcuUtiors^chiis track correlation^ 

int S?TU variation in ^hme ?erformanc^ 
be a factor of three or four, depending on the mix, the machines involved, and other factors. 

For purposes of estimating processing power needs for SD) [ BMD, the requirements j m h* 

ent instruction mixes. Accordingly, estimates in this report will genially be given in terms of mips 
or mops. 



If progress can be continued at the same rate 
as in recent years t sufficiently powerful proc- 
essors to meet the most stressing requirements 
of SDI BMD should be available in about 10 
years. An obstacle to satisfying BMD proc- 
essing power requirements is that the proces- 
sors with the largest requirements are those 
that would have to be space-based and there- 
fore radiation hardened. Special development 
programs would be needed to produce ade- 
quate space qualification and radiation harden- 
ing for the new processors, 

New Computer Architectures 

Current chip production technology may 
soon reach physical limitations, such as the 
number of off-chip connectors and the size of 



the features used to construct circuits on the 
chip. Increases in processor speeds may then 
have to await new chip production technology 
or new ways of building processors* e.g., opti- 
cal techniques. An alternative to increasing 
computer speeds without improving compo- 
nent speeds is to find better ways of intercon- 
necting components, i.e. better computer ar- 
chitectures, and better ways of partitioning 
computing tasks among computers. Comput- 
ers constructed by interconnecting many small 
computers in ingenious ways, such as the 
Hypercube computers developed at Cal Tech 
and later produced by Intel as the iPSC ma- 
chine, are just now appearing on the market 1 * 

•* CX. S«tU, *The Cosmic Cube." CamnnmicttiQns cf >ht 
ACM, January 19B5. 
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The iPSC is estimated to run at 100 mips and 
8 mflops, bat is well-suited only for scientific 
computing tasks that can be organized to take 
advantage of the iPSC's architecture. Whether 
or not such architectures will be useful for the 
most :omputation;Jly-intensive BMD tasks 
will depend on what algorithms are used. 

Novel computer architectures, despite their 
potential processing power, have the drawback 
that the software technology base needed to 
capitalize on their potential must be developed. 
New software is needed to run programs on 
new computers, to help users decompose their 
problems to utilize the machine's potential, and 
to convert existing software to execute on the 
machine* As an example, to meet Department 
of Defense (DoD) standards, a computer such 
as the iPSC would need a compiler for Ada™ 
(the DoD's standard programming language 
for weapon systems) and an operating system 
compatible with Ada™, Although advances 
in computing hardware have come rapidly, 
software development is notoriously slow and 
costly. 

Space Qualification and 
Radiation Hardening 

Space-qualified general purpose computers 
lag ground-based computers in processing 
power by a factor of 20 or more, The fastest 
space-qualified— but not radiation-hai dened— 
processors today achieve processing rates of 
about 1 mips* 17 Adequate radiation hardening 
of the computers imposes a more significant 
penalty in cost than in processing speed. The 
most promising technology for meeting both 
speed and radiation hardening requirements 
currently uses gallii m arsenide (GaAs) rather 
than silicon in the Manufacture of chips* Al- 
though GaAs is more radiation resistant, high 
defect densities reduce manufacturing yields, 
making chip production costlier. The higher 
defect densities also impose smaller chip sizes 
and fewer electronic circuits per chip. The con- 

"TheSperry 1637 and Delco MAGIC V avionics processors 
achieve a rate of about 1 mips, but neither are radiation- hardened 
nor have they been used in apace applications, The Rockwell 
IDF 224 and Delco MAGIC 362S space-qualified processors 
achieve a rate of about f 00 kops for instruction mixes that do 
not include floating point operations. 



sequent lower overall level of integration may 
require processors to have more components 
and be less reliable. Researchers in chip pro- 
duction say that current problems with man- 
ufacturing yields and circuit densities are tem- 
porary and will b* solved. As MUutinovic 
states, 

, , , many problems * iated to materials are 
considered tempon .*y in nature, and one 
prediction states that the steady*state cost 
will be about one order of magnitude greater 
for GaAs than for silicon." 

Space-based computers must be able to with* 
stand long-term cumulative doses of radiation 
and neutron flux, short bursts of a few highly- 
energetic particles (known as transient events), 
and electromagnetic pulses (EMP) resulting 
from nuclear detonations. Although shielding 
may protect semiconductors against ail three 
phenomena, it incurs a corresponding weight 
penalty. Gallium arsenide is a promising ma* 
terial for semiconductors because it is more 
resistant to cumulative radiation and neutron 
flux damage than silicon. Resistance of GaAs 
to transient events is dependent on the par* 
ticular chip design. 

It may be possible to harden space-based 
computers to survive the radiation of a nuclear 
weapons battle environment. But it is impor- 
tant to consider the effects of such an envi- 
ronment on software as well as on hardware. 
A transient radiation-caused upset might in- 
terrupt the current operation of computer hard- 
ware, leading either to a resetting of the proc- 
essor or to the changing of a bit in memory 
or in the internal circuitry of the processor The 
processor may continue to function, but the 
state of the computation may be altered, caus- 
ing an error in software processing, i.e., a sys* 
tern failure. 

Consider as an analogy the effects of a sin- 
gle digit error on the computation of an entry 
for an income tax form. The error may be so 
small as to be hardly noticeable, and it may 
even make no difference because the tax scales 



"VeJjko Milutinovfc, "GaAs Microprocessor Technology;' 
Computer, October 1936, pp. 10-13. 
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are incremental, not continuous. On the other 
hand, a larger error in a single digit may have 
a considerable effect on the amount of tax paid. 
In either case, the error may propagate 
through later entries on the form until it is no- 
ticed and corrected. Unless the taxpayer 
checks his entries for reasonableness, he may 
not find the error The IRS may find the error 
by duplicating the taxpayer's calculations, or 
by performing consistency and reasonableness 
checks. 

The effects of transient events on comput* 
ing accuracy are difficult to predict, Design- 



ing software to cope with such events is a for- 
midable problem, requiring one to forecast all 
possible symptoms of upsets and provide error- 
recovery measures for them, 1 * It is also diffi- 
cult to simulate the occurrence of transient 
events realistically enough to test the software 
design. There is little experience with software* 
intensive systems operating under conditions 
likely to produce transient events* 

'•Thedesign problem may be simplified somewhat by group* 
ing possible symptom* into classes eo thit til events in ft par- 
ticular class may be handled in the same way, Grouping events 
into classes and devising the appropriate nwpow for each daw 
is a very difficult design problem. 



CONCLUSIONS 



A BMD system to counter the Soviet bal- 
listic missile threat might be the most compli- 
cated artifact ever built. It would involve the 
application of many different technologies; the 
automated interplay of thousands of different 
computers* sensors, and weapons; and the de- 
velopment of more software than has been used 
in any single previous project. An advanced 
BMD system would require computers in every 
fighting element of the system and in many 
supporting roles. 

The degree of automation demanded entails 
not only advances in software technology (ad- 
dressed in chapter 9> but also advances in se- 
cure computer networking, processing power, 
and radiation hardening of electronics : The ex- 
tent and importance of simulations—in devel- 
oping, exercising* and otherwise maintaining 
the system, as well as in training people in its 
use _ WO uld require an advance in simulation 
technology. 

Because several difficult architectural trade- 
offs have not yet been sufficiently addressed, 
the scope of the advances needed cannot be 
well predicted. Until an architectural descrip- 
tion is available that clearly specifies battle 
management structure and allocates battle 
management functions both physically and 
within that structure, better predictions will 
not be possible* 



Further discussion of the computing tech- 
nology issues involved in producing an auto- 
mated BMD system follows. 

Reliable, Secure Communications 

Common to all BMD systems that require 
human intervention at any stage is the need 
to provide secure, rapid communications be- 
tween the human and the battle management 
computers. If part of the system is in space, 
then most likely there would be a need for 
space-to-ground communications. Battle man* 
agement requires communications among the 
battle managers, the sensors, and the weap- 
ons forming a BMD system. The computers 
forming the communications network would 
digitally encode and control all the trans- 
missions. 

Achieving secure, reliable, adequate commu- 
nications would call for simultaneous advances 
in at least two technologies. First, hardware 
technology, such as laser communications, 
needs to provide a medium that is difficult to 
intercept or jam and that can meet the required 
transmission bandwidth. Second, network 
technology must provide adequate, secure, sur- 
vivpble service for routing messages to their 
destinations. When damaged, the network 
must be able to reconfigure itself without sig- 
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nificantly disrupting communications. Such 
performance would take sophisticated network 
control software— probably beyond the current 
state of the art. Proposed solutions to these 
problems are either untried or have only been 
tried in ground-based laboratory situations. 

Simulations 

Simulations would play a key role in all 
phases of a BMD system's life cycle* The SDIO 
is building a National Test Bed (NTB) to fa- 
cilitate the development and use of BMD simu- 
lation technology. A full-scale NTB should per- 
mit experimentation with different system and 
battle management architectures, different 
battle management strategies, and different 
implementations of architectures. It would be 
the principal means of testing and predicting 
component, subsystem, and system reliability. 
Initially, the NTB would be a link among com- 
puters, each simulating a different aspect of 
a BMD engagement. The number of computers 
linked for any particular engagement would 
vary with the completeness and depth of de- 
tail required. Initial capabilities would not per- 
mit simulation of a full battle invoking hun- 
dreds of thousands of objects. Battle 
simulations on a scale needed to represent a full 
battle realistically have not been previously at- 
tempted. It would be crucial, but very difficult, 
to find a way of verifying the accuracy of such 
simulations, when and if they are developed. 

Technology and Architectural 
Trade-offs 

Many difficult tradeoffs have yet to be ade- 
quately addressed in the design of a BMD sys- 
tem to meet SDI requirements. Novel design 
ideas or advances in computing technology 
may decrease the importance of some of these 
trade-offs. However, no architecture has yet 
been specified sufficiently to permit clear trade- 
off studies. Issues that should be addressed 
include: 

• simplifying software at the cost of add* 
ing computational burden to the 
hardware, 



• simplifying battle management software 
by structuring it hierarchically at the ex* 
pense of survivability, 

• increasing survivability by decentralising 
battle management at the expense of in- 
creasing communications complejity, 

• customizing hardware for specific appli- 
cations at the expense of increased soft- 
ware development cost and decreased soft- 
ware reliability, 

• simplifying the problem of communica- 
tions security at the cost of decreasing the 
possibilities for human intervention dur- 
ing battle, 

*> increasing the amount of human control 
during battle at the expense of fighting 
efficiency, and 

• improving fighting efficiency fit the cost 
of increasing the complexity and volume 
of communications (and, thereby, the risk 
of catastropluc communications failure). 

None of these trade-offs is easy to make and 
few can be quantified. Compounding the diffi- 
culty is that many of the system elements— 
e,g M the Boost-phase Surveillance and Track- 
ing System and Space Surveillance and Track- 
ing System sensors, SB I s and associated CV s, 
high-powered lasers, and neutral particle 
beams— are still in the research or development 
stages. Moreover, no previous system has ever 
required the automated handling of many 
different devices and different kinds of devices 
as would an SDI missile defense. Nonetheless, 
tentative conclusions on some trade-offs have 
been reached. Most trade-offs could be prop- 
erly explored by use of an appropriate simula- 
tion, such as might be provided by a full-scale 
National Test Bed. 

Computational Requirements 

Processing requirements are highly depen- 
dent on the system design, the battle manage- 
ment architectures, and the threat. Because 
detailed architectural and algorithmic speci- 
fications for an SDI BMD system are not yet 
available, estimates of speed and memory re- 
quirements accurate to better than a factor of 
10 probably cannot be made. However, prog* 
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ress in processing speed has been rapid his- 
torically. If it continues at the same pace, it 
should yield sufficiently powerful processors 
to meet SDI needs within 10 years or less. Such 
processors might still have to be space qual- 
ified and radiation hardened. 

An additional problem in providing radia- 
tion-hardened computing hardware is the lack 



of experience in building software tolerant of 
radiation-induced faults. There is little expert* 
ence with complex, large-scale software ays* 
terns that must operate efficiently despite the 
occurrence of radiation*induced transient ef* 
fects in the hardware. 
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Chapter 9 

Software 



INTRODUCTION 



The performance cf a ballistic missile defense 
(BMD) system would strongly depend on the 
performance of its computers. Chapter 8 de- 
scribes the pervasiveness of computers in the 
operation of a BMD system, and as well as in 
its development, testing, and maintenance, 1 Se- 
quences of instructions called software would 
direct th? actions of the computers, both in 
peacetime and in battle. As shown in table 8* 
1, software is responsible both for the actions 
of individual components of the system (e.g., 
a radar), and for coordinating the actions of 
the system as a whole. As coordinator, soft- 
ware maybe thought of as the glue that binds 
the system together. As the system manager, 
software assesses the situation based on data 
gathered by sensors and reports from system 
components, determines battle strategy and 
tactics, and allocates resources to tasks (e.g., 
the weapons to be fired at targets.) 

The role of software as battle manager is era* 
cial to the success of a BMD system, If soft- 
ware in a particular component failed — even 
if the failure occurred in all components cf the 
same type simultaneously— other components 
of different types might compensate* But if the 
battle management software failed catas- 
trophically, there would be no way to compen- 
sate* Furthermore, the battle management 
software may expected to compensate for sys- 
temic failures, both because of Us role as man- 
ager and because software is perceived to be 
more flexible than heruware. Consequently, the 
battle management software would have to be 
the mo*t dependable kind. Thus it is the focus 
of most of the SDI software debate. 



■Table ft* ) illustrates many of the ways in which computers 
would be used in a deployed BMD system. 



Note: Complete definitions of acronyms and irutialisms 
are listed in Appendix B of this report. 



The BMD Software Debate 

The envisaged BMD system would be com- 
plex and large, would have to satisfy unique 
requirements, and would have to work the first 
time it is used in battle. Many computer sci- 
entists, and software en/^ncers in particular, 
have declared themselves unwilling to try to 
build trustworthy softwtje for such a system. 
They claim that past experience combined with 
the nature of software and the software devel- 
opment process makes the SDI task infeasi- 
ble, David Parnas his summarized their ma- 
jor arguments, 1 Other computer scientists, 
however, have stated that their belief that the 
software needed for a Strategic Defense Ini* 
Liative (SDI) BMD could be built with today's 
software engineering technology- Frederick 
Brooks, for example, has said: 

I see no reason why we could not build the 
kind of software system that SDI requires 
with the software engineering technology 
that we have today, 1 

Those willing to proceed believe that an 
appropriate system architecture and heavy use 
of simulations would make the task tractable* 
Their argurrents are summarized in a study 
prepared for the Strategic Defense Initiative 
Organization (SDIO) by a group known as The 
Eastport Group. 4 The critical role played by 
the software in BMD makes it important to 
understand both positions* 



'David L. Pomes* "Software Aspects of Strategic Defease 
Systems/* American Scientist, 73:432-40. September-October 
1985. 

'From ■ statement by Dr Frederick R Brook* at the Hear- 
ings before the Subcommittee On Strategic and Theater Nu- 
clear Forces of the Committee On Armed Service*, United States 
Senate, & Hrg< 99-933, p. 64. 

'East port Study Group. "A Report to the Director, Strate- 
gic Defense Initiative Organization/' 198&, 
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The Role of Software in BMD 
Software for BMD would be expected to: 

• be the agent of system evolution permit- 
ting changes in system operation through 
reprogramming of existing computers; 

• perform the most complex tasks in the 
system, such as battle management; 

• be responsible for recovery from failures, 
whether they are hardware or software 
failures; and 

• respond to threats, both anticipated and 
unanticipated, against the system. 

A BMD system would not be trustworthy 
and reliable unless both hardware and software 
were trustworthy and reliable. Because of rapid 
progress in hardware technology in recent 
years, and because of differences in their na- 
tures, hardware reliability is not as hotly* 
debated an issue as software reliability. As 
Brooks puts it in his discussion of current soft- 
ware engineering technology; 

Not only are there no silver bullets now in 
view, the very nature of software makes it un- 
likely that there will be any— no inventions 
that will do for software productivity, relia- 
bility, and simplicity what electronics, tran- 
sistors, and large-scale integration did for com- 
puter hardware. We cannot expect ever to see 
twofold gains every two years. 

First, one must observe that tho anomaly 
is not that software progress is so slow, but 
that computer hardware progress is so fast. 
No other technology since civilization began 
has seen six orders of magnitude in perform- 
ance-price gain in 30 years. 1 

Software Complexity 

The software engineer called upon to produce 
large, complex software systems is partly a vic- 
tim of his medium. Soft wart is inherently flex* 
ible. There are no obvious physical constraints 
on its design (e.g., power, weight, or number 
of parts) so software engineers undertake tasks 
of complexity that no hardware engineer 



would. Brooks summarizes the situation as 
follows: 

Software entities are more complex for their 
size then perhaps any other human construct 
because no two parts are alike ... In this re- 
spect, software systems differ profoundly 
from computers, buildings, or automobiles, 
where repeated elements abound. 

Digital computers are themselves more com- 
plex than most things people build: They have 
very large numbers of states. This makes con- 
ceiving, describing, and testing them hard. 
Software systems have orders-of-msgnitude 
more states than computers do. 1 

Software Issues 

Of course, complex systems are successfully 
built and used. However, given the current 
state of the art in software engineering, com- 
plex systems are not trusted to be reasonably 
free of catastrophic failures before a period of 
extensive use. During that period, errors caus- 
ing such failures may be found and corrected. 
A central issue in the debate over BMD soft- 
ware is whether it can be produced so that it 
can be trusted to work properly the first time 
it is used, despite the probable presence of er- 
rors that might cauce catastrophic failures. A 
critical point in the debate over this issue is 
how one would judge whether or not the soft- 
ware was trustworthy. If evaluations of trust* 
worthiness were to rely on tbe results of simu- 
lations of battles, then a second critical point 
is how closely and accurately actual BMD bat- 
tles could be simulated. 

A second central issue in the software de- 
bate is whether a BMD system imposes unique 
requirements on software. Critical points sur- 
rounding this issue are: 

• whether there are existing similar systems 
that could serve as models for the devel- 
opment of BMD software; 

• whether requirements would be suffi- 
ciently well understood in advance of use 
so that trustworthy software could be de- 
signed; 



•Frederick P. Brooks, Jr„ "No Silver Bullet, Essence end Ac- 
cidents of Soft were Engineering/* IEEE Computer voL 20, No, 
4. April 1987, p 10, 
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• whether all potential threats against a 
BMD system could be anticipated, and. 
if not; and 

• whether the software could be designed 
to handle unanticipated threats during the 
course of a battle* 

Adding fuel to the debate over whether soft- 
waie could mer „ BMD requirements is the slow 
progress in sc' tware technology in recent years 
when compared to hardware technology. 

An obstacle to settling this issue is the cur- 
rent uncertainty over the purposes of a BMD 
system. Software requirements would depend 
on the threa I and countermeasures to be faced 
the expected strategies of both the offense and 
the defense: and the technology to be used in 
the system, e.g., kinetic-energy v. directed- 
energy weapons. A system intended to defend 
the population would have different require- 
ments than one intended to defend only criti- 
cal military targets. A system to be deployed 
in phases would oblige the software developers 
to know the changes in requirements and archi- 
tecture to be expected between each phase be- 
fore they designed the software for the initial 
phase. 

Among the developers of large, complex sys- 
tems who attended OTA 'a workshop on SDI 
software, there was unanimous agreement that 
s oh ware development should not be started 
until there vas a clear statement of the require 
ments of the system. 7 All system requirements 
would not have to be known in detail before 
software development could be started. But 
if the requirements for a system component 
could not be written, neither could the speci- 
fications for the software that was part of that 
component. 

Catastrophic Failure 

Both critics and supporters of the feasibil- 
ity of building software to meet SDI require- 
ments agree that large, complex software sys- 

♦Attendees at the workshop, held Jan. 8, 1987 in Washing- 
ton. DC, included software developers who participated in the 
development of SAFEGUARD, Site Defense, telephone switch- 
ing systems, digital communications networks* Ada compilers, 
and operating systems. 
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terns, such as an SDI BMD system would need T 
would contain errors. They disagree on whether 
the software could be produced so that it would 
not fail catastrophically. Several different 
meanings of catastrophic failure have been 
used. It is sometimes related t j whether or not 
a BMD system would deter the Soviets from 
launching ICBMs at the United States: 

Ballistic missile defense must ... be credi- 
ble enough in iis projected wartime perform- 
ance during peacetime operations and testing 
to ensure that it would never be attacked. 4 

It can also be taken to mean that 

The system has failed catastrophically if the 
U.S. bases its defense on the assumption that 
the system will function effectively in battle 
and then a major flaw is discovered so that 
we are defenseless.' 

This chapter assumes a technical definition: 
a catastrophic failure is a decline in system per- 
formance to 10 percent or less of expected per- 
formance. A BMD system designed to destroy 
10 t 000 warheads would be considered to have 
failed catastrophically if it stopped only 1 ,000 
of th* 10,000, The figure 10 percent is an arbi- 
trary one; it has been adopted as illustrative 
of a worst-cast failure. 

Generic Software Issues 

Much of the debate concerning BMD soft* 
ware is about software problems common to 
all complex, critical software systems. 1 ' A good 
example is whether software can be designed 
to recover from failures automatically. BMD 
proponents argue that producing trustworthy 
BMD software would not call for general so- 
lutions to such problems. They feel that the 
specificity of the application permits special- 
case solutions that would work well enough 
for BMD. Opponents argue that BMD soft- 
ware would demand better solutions for such 
problems as failure-recovery than any system 



'Charles A. Zraket, "Uncertain tie* In Building a Strategic 
Defense. 0 Science 235:1600-1606, March 1987. 

'David L. Pamaa. persona! communication, 1967. 

"As described, for example, in Devid L Paraas, "Software 
Aspects of Strategic Defense Systena," op. at, footnote 2, 
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previously built. They say that approaches pro- 
posed for SDI have been tried in the past and 
have not been shown to be effective. 

This chanter is primarily concerned with 
arguments over the generic issues. First, there 
are as yet no clear statements of BMD soft- 
ware requirements, wheth* ~ for battle manage- 
ment or particular BMD > stem components, 
tat alone proposed software designs or pro- 
posed solutions for BM D for any o* the generic 
problems, Application specific analysis must 
await those requirements, designs, and so- 
lutions. 

Second, there sterns to be agreement that 
BMD software would be more complex than 
any previously built. The first conclusion of 
volume V of the Fletcher report was: 

Specifying, generating testing, and main- 
taining the software for a battle management 
system will be a task that far exceeds in com- 
ptexitv and difficulty any that has yet been 
accomplished in the production of civil or mil- 
itary software systems. 11 

Third, tasks for BMD software differ in im- 
portant ways from the tasks performed in to- 
day's weapons systems and command, control, 
and communications systems* It is true that 
many BMD software tasks would resemble 
those for current systems: e.g„ target track- 
ing, weapons release and guidance, situation 
assessment, and communications control in 
real time. The diffcences from current systems 
are that a BMD system would: 

• permit less opportunity for human inter- 
vention, 

• have to handle more objects in its battle 
space, 

• have to cranage t larger battle space, 

• use different weapons and sensor tech- 
nology, 

• contain vastly more elements, 

• have more serious consequences of failure, 



"Judm C. Fletcher, Study Chairman ud Brockwty McMil* 
Ian, Panel Chairman. Report of the Study on EUawuttu*g the 
Threat Posed by Nudear Ballistic Missiles. Volume V: Batik 
Management* Comm u nica tiouM . and Data Processing {Wash- 
ington, DC: Department of Defense, Defence Technologies 
Study TeaiL. October 1963). 



• have to operate in a nuclear environment, 

• be under active attack by the enemy, and 

• be useless if i f failed catastrophically dur- 
ing its first battle, 

Accordingly, the debate over generic soft- 
ware issues is an appropriate one for BMD 
software. 

The purpose of this chapter is to examine 
the key issues in the debate over the feasibil- 
ity of meeting BMD software requirements. 
This chapter: 

1. discusses why there is such a debate and 
includes a definition of key terms, such 
bs "catastrophic failure" and "trustwor- 
thiness"; 

2. analyzes properties often claimed to be im- 
portant for BMD software— e.g., trust- 
worthiness, reliability, correctness, low er- 
ror incidence, fault tolerance, security, and 
safety, (including a discussion of the mean- 
ing of 1 'reliability " as applied to software 
and why there is no single, simple meas- 
ure of software dependability); 

3. identifies the major factors that affect 
software dependability; and 

4. characterize the demands placed on BMD 
software and the BMD software develop- 
ment process in terms of the factors affect- 
ing dependability. 

The remainder of this chapter begins with 
a brief discussion of Department of Defense 
(DoD) software experience, the nature of soft- 
ware, traditional reliability measures, and the 
pitfalls inherent in applying such measures to 
software* Following sections deal with prop- 
erties such as trustworthiness, correctness, 
fault tolerance, security, and safety, and with 
the factors that lead people to have confidence 
that systems have such properties. (The avail- 
able technology for incorporating these prop- 
erties into software is analyzed in app, A.) The 
chapter then presents an analysis of Strate* 
gic Defense Initiative BMD requirements from 
the viewpoint of those factors. The chapter con- 
cludes with: a discussion of why BMD soft- 
ware development is a difficult job— perhaps 
uniquely so; why we are unlikely to have more 
than a subjective judgment of how trustwor- 
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thy the software is, once produced; and a sum- 
mary of the key software issues, 

The Software Crisis 

Since the mid-1970s DoD officials have in- 
creasingly recognized the difficulties in pro- 
ducing command, control, and information 
processing software for weapon systems. 1 * As 
Ronald Enfield says: 

In the 1970s, the world's largest customer 
for computers— the U.S. Department of De- 
fense—changed its focus from hardware to 
software as a major obstacle to progress in de- 
veloping advanced weajxms. Reliable software 
is also a crucial component of complex systems 
such as nuclear powtr plants, automatic tell* 
era, and many oth^r technologies that touch 
our lives in critical ways. Yet, as the software 
for these systems has grtm n increasingly com- 
plicated, it has become more prone to error 1 * 

The complex of problems associated with 
trying to produce software that operated pr op- 
erly. on time, within budget, and maintaina- 
bly over its lifetime was dubbed "the software 
crisis, " DoD has found that the software crisis 
is sometimes forcing the military to wait for 
software to be debugged before it can use new 
systems* Progress in alleviating this crisis has 
been slow, and the same problems would ap- 
ply to producing software for BMD. Both the 
Fletcher and Eastport Group reports agreed 
that software development for BMD would be 
a difficult, if not the most difficult, problem 
in BMD development. The Eastport Group 
noted that: 

Software technology is developing against 
inflexible limits in the complexity and relia* 
bility that can be achieved, 14 

To understand why DoD and other devel- 
opers of large, complex software systems have 
been experiencing a software crisis, it is first 



"Ad early analysis of the problem can be found in Donald 
W, Kosy, "Air Force Command *nd Control Information Proc- 
essing Requirement* in the 1980s: Trends in Software Tech- 
nology/' Rand Report R-1012 PR. June 1974, 

"Ronald L Enfield. "The Limits of Software Reliability." 
Technology Review, April 1987. 

"Eastport Study Group Report, op, at, footnote 4. 



necessary to understand the nature of software 
and the demands made on it. 

The Nature of Software 

Digital computers are among our most flex- 
ible tools because the tasks they do can be 
changed by changing the sequences of instruc- 
tions that direct them. Such instruction se* 
quences are callnd programs, or software and 
are stored in the computer's memory. Flexi- 
bility is attained by loading different programs 
into the memory at different times," Each 
make and model of computer has a unique set 
of instructions in which it must be pro- 
grammed, generically known as machine in- 
structions or machine language. 

To simplify their job f programmers have de- 
veloped languages that are easier to use than 
machine language. These languages, such as 
FORTRAN, COBOL, and Ada, are known as 
high level languages, and require the program- 
mer to know less about how a particular com- 
puter works than do machine languages* The 
language iu which a program is written is 
known as the source language for the program, 
and the text of the program is called the source 
program or source code, 1 * A program whose 
source language is a high level language must 
be translated into machine language before be- 
ing loaded into the computer's memory for exe- 
cution. Some lines of text in a source program 
may be translated into many machine instruc- 
tions, some into just a few, 

There are several measures of program size* 
One measure is the number of lines in the text 
of the source program, also known as lines of 
source code {LOG), or number of machine lan- 
guage instructions. Size is greatly variable: a 
simple program to add a list of numbers may 
require 10 or fewer instructions, while a word 



ir To protect them from change, to enhance their perform- 
ance. M>me programs are loaded into memories that are either 
unchangeable or that must be removed *rom the computer to 
be changed. However, most of the memory in nearly all com 
puter systems ia of a type that is reloadable while the computer 
ia running. 

^Instructions and data are encoded into a computer's mem- 
ory as number* and programs are eoraetimee known as codes. 
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processing program may take 10,000 LOC (10 
KLOC). The Navy's AEGIS ship combat soft- 
ware consists of approximately 2 million in- 
structions. 

Size alone is not a good measure of program 
difficulty. Large programs can be simple, small 
ones very complex* The size of a program is 
influenced by the language, computer, pro- 
grammer's expertise, and other factors. A more 
important question is, "How complex is the 
problem to be solved by t he program and the 
algorithms used to solve it?" 11 Compounding 
the problem is the lack of a standard method 
for measuring complexity. 

Failures and Errors in 
Computer Programs 

Since a computer can only execute the in- 
structions that are stored in its memory, those 
instructions must be adequate for all situations 
that may arise during their execution. 11 Incor* 
rect performance by a computer program dur- 
ing its operation is known as a failure. Failures 
in computer programs result from: 

* the occurrence of situations unforeseen by 
the computer programmers) who wrote 
the instructions, 

* a misunderstanding by the programmer^} 
of the problem to be solved (including mis* 
understandings among a group of pro- 
grammers), or 

* a mistake in expressing the solution to the 
problem as a computer program. 

Each of these situations can cause errors in 
the instructions making up computer pro- 
grams, errors manifested as failures when par- 
ticular inputs occur** The effects of errors in 



"See chapter 8 for a discussion of algprithir- 
"Some programs, known as selfmodifying programs, add to 
or modify their own instruction sequences and then execute the 
resulting instructions. Nonetheless, the response of the program 
to input data is completely determined by the instructions that 
are initially stored in its memory. 

"Errors ki programs are often called bugs, although the term 
originally meant any cause of incorrect uehavior, The origin of 
the term is described in John Shore, The Smchertorte Algorithm, 
(New York, NY: Penguin Books, 1986). 



programs range from minor inconveniences 
(e.g., misspelled words in the program's out- 
put) to catastrophic failures— e.g.» the cessa- 
tion of all processing by the computer, wrong 
answers to problems like computing missile 
tracks, or overdoses of radiation to devices con- 
trolled by the computer.** n 

Tolerating Errors 

Errors in large computer programs are the 
rule rather than the exception. Freedom from 
errors cannot be guaranteed and is extremely 
rare* Since correcting an error requires chang* 
ing the list of instructions that make up the 
program, the process of removing an error may, 
and often does, introduce a new error. For large 
software, the process of correcting errors is so 
time consuming and expensive that modified* 
tions to the software are distributed only a few 
times a year. As a result, lists of known errors 
are often published and distributed to users. 11 
Where there is a high degree of human inter- 
action with the program during its operation, 
the human user can usually circumvent situa- 
tions where the program is known to f ail— -often 
by restricting the data input to the program 
or by not using features of the program known 
to be failure*prone. 

The more critical the task(s) of the program 
and the smaller the degree of human interven* 
tion in the program's operation, the smaller 
the tolerance for errors. Accordingly, large, 
critical programs commonly include con- 
sistency checks whose, goal is to try to detect 
failures, prevent them when possible, and re* 
cover from them when not. This approach is 



*For a sample of the variety of problems involving computers 
and software, see ACM SIGSOFT Software Engineering Notes 
U(5);3-36, October 1986. 

n Th3 occurrence of a failure condition is sometimes known 
as an incident The software may contain instructions that per* 
mit it to recover from such an incident, If the software success- 
fully corrects the condition, it remains no more than an inri- 
dent. Successful recovery from incidents requires good 
understanding of their causes «>d corrections, and requires that 
not too many occur at once. 

"Manual pagea describing programs used with the UNIX oper- 
ating system, developed and sold by AT&T Bell Laboratories 
and o currently popular operating system, contain as standard 
sections a description of the known bugs in the programs. 
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discussed in more detail in a later section on 
fault tolerance. 

Tolerating Change 

As previously noted, change is both the 
blessing and the curse of the software engineer. 
Software is expected to be flexible, and his de- 
signs must accommodate change. Without its 
flexibility, software would be as useful. Al- 
though software does not wear out in the sense 
that hardware does, complex software systems 
apparently tolerate only a certain amount of 
change. The critical point occurs when changes 
introduce more errors than they fix, i*e., each 
change, on the average, introduces more errors 
than it removes." It appears likely that increas- 
ing the rate of change decreases the time to 
reach the critical point. Brooks devotes a chap- 
ter to a discussion of the effects of changes 
in complex systems, concluding with: 

Program maintenance is an entropy-increas- 
ing process, and even its most skillful execu- 
tion only delays the subsidence of the system 
into unfixable obsolescence. 14 

Although Brooks's discussion is more than 
10 years old, it is still valid. Systems that tend 
to be very long-lived, e.g., 20 years old or more, 
undergo complete software redevelopment 
every few years. As an example, the Navy's 
Naval Tactical Data System, first built in the 
early 1 960s, has undergone at least five maj or 
rewrites. 

Traditional Reliability Measures 

Reliability is one measure of system be- 
havior. In engineering, reliability is often ex- 
pressed as the average time between failures. 
For inexpensive consumer items, such as light 
bulbs, it is defined as the expected lifetime of 
the item, since such items are completely 
replaced when they fail. Complicated, expen- 
sive systems, such as automobiles, computer 



U M Lehman and L. Belady, "Programming System Dy- 
namics," ACM SIGOPS Third S}Tnposium on Operating Sys- 
tem Principles* October 1971. 

■•Frederick P. Brooks, Jr., The Mythical Man-Month: Essays 
on Software Engineering, (Now York, NY: Addison-Weslay, 



systems, and weapon systems, are designed 
to outlive any particular component oy allow- 
ing repair or replacement of components when 
they fail. Failure of a windshield wiper blade 
only requires the quick, inexpensive replace- 
ment of the blade by another that meets the 
same specifications as the failed one* 

Reliability of complicated systems is tradi- 
tionally measured in mean time between fail* 
ure (MTBF), or an equivalent measure such as 
failure rate, MTBF is measured by counting 
failures during operation and then dividing by 
the length of the observation period, For sys- 
tems with no operational history, MTBF must 
be predicted on the basis of estimates of the 
MTBF of each cf the system's components. 
Usually such an estimate is made using the 
assumption that component failures are ran' 
dom, statistically independent events. With- 
out such an assumption, the analysis is much 
more difficult and often impractical for com- 
plex systems. 

Reliability as measured by MTBF is useful 
for systems with the following characteristics: 

• the time to repair the system is unimpor- 
tant to the user, perhaps because a tern* 
porary replacement is available or the user 
has no need of the system for a while; or 

• the time to repair the system is important, 
but can be kept very short compared to 
the MTBF, perhaps by keeping a stock 
of replacement parts on hand; and 

• there are no failures so serious as to be 
unacceptable, e.g„ failures that could re- 
sult in human deaths. 

Traditional Reliability Measures 
Applied to Software 

The concept of MTBF has historically been 
of limited use for critical software. For appli- 
cations such as BMD, repair time is extremely 
important. If the system, or parts of it, were 
to fail, the user would have either no response 
or a weakened response to an ICBM attack. 
Accordingly, the concept of MTBF alone is not 
sufficient to judge whether or not the system 
would behave as desired. Furthermore, the 
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models often used for predicting MTBF are 
based on assumptions that are invalid for soft- 
ware. Many models assume that component 
failures are independent and that they are ran- 
dom, i.e., unrelated to systtm inputs and 
states. Software components do not fail ran- 
domly: they contain errors that cause failures 
in the event of particular inputs and particu- 
lar states. The failure of one component often 
causes others to fail because software compo- 
nents tend to be closely interrelated. 

Replacing a software component by a copy 
of itself will cause exactly the same failure un- 
der the eame conditions that caused the origi* 
rial to fail Remedying a failure consists of mod- 
ifying a component to remove as error in its 
list of instructions, not replacing a failed com- 
ponent with a copy. Once modified, the com- 
ponent can no longer be considered to be the 
same as the original, and previous failure data 
do not apply to it. Finally, a failure in one com- 



ponent is likely to lead to failures in others. 
Consequently, a stock of replacement compo- 
nents cannot be kept on hand in hopes of re- 
ducing repair time. 

Regardless of whether MTBF were used to 
indicate software or hardware reliability for 
a BMD system, some failures would be clearly 
more disastrous than others. To be useful, 
MTBF would have to be calculated for differ* 
ent classes of failures. 

In recent work, researchers have shown that 
if inputs are characterized in statistically 
sound ways, it is possible in testing to deter- 
mine with high confidence a meaningful MTBF 
for a program." Nonetheless, MTBF remains 
inadequate as the sole means of characteriz- 
ing software dependability. 



"Alko Cumt, Michael Dy*r ( and Harlan D. Milk, "Certify- 
ing the Reliability of Software," IEEE TmjMethas On ScL 
van Engineering, SE 12(1), January 19S6, pp. ML 



SOFTWARE DEPENDABILITY 



Computer scientists and software users have 
devised a variety of ways to evaluate software 
dependability. A ■> in deciding which automo- 
bile to buy, the buyer 's concerns should deter- 
mine which qualities are emphasized in the 
evaluation. Qualities commonly considered are: 

• correctness— whether or not the software 
satisfies its specification; 

• tmsiwort/iiiiess-probability that there 
are no errors in the software that will cause 
the system to fail catastrophically; 

• fault tolerance— either failure prevention, 
i.e., capability of the software to prevent 
a failure despite the occurrence of an ab- 
normal or undesired event— or failure re- 
covery, i.e., capability of the software to 
recover from a failure when one occurs; 

• availability— probability that the system 
will be available for use; 

• security— resistance of the software to un- 
authorized use, theft of data, and modifi- 
cation of programs; 

• error incidence— number of errors in the 



software, normalized to some measure of 
size; and 

• safety— preservation of human life and 
property under specified operating con- 
ditions. 

For critical software, correctness and trust* 
worthiness are important indicators of depend- 
ability, Fault tolerance assumes importance 
when the system must continue to perform- 
as in the midst of a battle— even if perform- 
ance degrades. Security is important when val* 
uable data or services may be stolen, damaged, 
or used in unauthorized ways. Safety is impor- 
tant in applications involving risk to human 
life or property. Error incidence is important 
in assessing whether or not a piece of software 
should stay in use. 

OTA's characterization of BMD software de- 
pendability will include all of the above-listed 
qualities because: 

• national survival may depend on the 
proper operation of BMD software; 
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• such software would have to be trusted 
to operate well during the enure course 
of a battle; and 

* it would have a long lifetime. 

Early versions of a BMD system may not 
have goals as ambitious aa later, more capa- 
ble versions. Nevertheless, we still would want 
to be confident that the software would oper- 
ate well during the course of a battle, would 
do so without undue pause for failure recov- 
ery, would be secure, and would be safe to oper- 
ate. In addition, since it would surely undergo 
continual modification during its lifetime, we 
would need to be sure that it was being main* 
tained without repeated introduction of new 
errors., 

Dependability needs to be attended to from 
the beginning of software development, for it 
is not easily added on later. Software designs 
often must be redone after system delivery 
when performance has been emphasized at the 
cost of such factors as correctness, fault toler- 
ance, or security. The cost of redoing software 
may greatly exceed the original cost, Software 
deigned for dependability may contain mech- 
anisms for later improving its correctness, 
trustworthiness, fault tolerance, security, and 
safety later. For example, fault tolerance was 
strongly considered in the design of the 
SAFEGUARD software. During tests of the 
prototype system engineers realized that the 
wrong set of faults had been accommodated. 
Because the mechanism for detecting and re 
sponding to faults had been incorporated into 
the design, the set of faults tolerated by the 
system was changed in a matter of only a few 
weeks. This change involved perhaps 10 per- 
cent of the lines of code in the operational suft- 
ware. 1 * 

Figures of Merit 

No single figure of merit can indicate depend- 
ability. Single figures of merit generally focus 
on some single characteristic, such as the cost 
to discover a password that would permit en- 
try to a computer system. Because software 



"Victor Vyuot*ky< personal communication, 1987. 



engineering is a young discipline, software 
engineers do not yet know very well how to 
evaluate software quantitatively. And because 
information permitting numerical evaluation 
of software is usually considered proprietary, 
few data are available anyway for such inaly- 
sis. Accordingly, we would not expect a use- 
ful quantitative evaluation of BMD software 
dependability to be available for many years. 
Therefore, only a brief analysis of each soft* 
ware property contributing to dependability 
follows. 

Trustworthiness is probably the most impor- 
tant quality for BMD software. The applica- 
tion is critical. Software engineers are unable 
to produce complex software that is correct 
and error-free at the current state of the art. 
Although BMD software should still be as 
nearly correct, highly available, error-free, se- 
cure, and safe to use as possible, we must above 
all know whether or not it could be trusted. 

Correctness 

Software developers work from specifica- 
tions, both written and verbal, that are in- 
tended to convey the desired system behavior. 
The specifications are frequently developed by 
people with little familiarity with software e.g„ 
a Naval officer untrained in software develop- 
ment who writes specifications for a ship's 
combat management system. "Correct" soft- 
ware exhibits exactly the behavior described 
by its specifications. To convince himself and 
his customer that he has done his job, the soft- 
ware developer must somehow demonstrate 
that his software is correct. 

Mathematical Coirectnww 

Because no single technique has proved com* 
pletely effective to demonstrate program cor- 
rectness, software developers use a variety of 
techniques try to demonstrate that their soft- 
ware adequately approximates its specifica- 
tions. Computer scientists, in recognition of 
the problems involved, have devoted consid- 
erable research to such techniques. They have 
investigated formal and informal, mathemati- 
cal and non-matbematical ideas. Much of the 



i ^search attention has been focused on devel- 
oping "program verification"— mathematical 
techniques to verify that a computer program 
is correct with respect to propertied required 
of it. Some progress has been made in mathe- 
matically proving that programs are correct, 
It is unlikely, though, that a sudden break- 
through will occur leading to order-of -magni- 
tude gains in productivity and greatly im- 
proved dependability. Brooks analyzed this 
possibility: 

Can both productivity and product reliabil- 
ity be radically e:ihanced by following the pro- 
fcnindly different strategy of proving designs 
correct before the immense effort is poured 
into implementing and testing them? 

I do not believe we will find productivity 
magic here. Program verification is a very 
powerful concept, and it will be very impor- 
tant for such things as secure operating sys- 
tem kernels. The technology does not prom- 
ise, however, to save labor. Verifications pre 
so much work that only a few substantial pro- 
grams have ever been verified. 

Program verification r*oes not mean error* 
proof programs. There is no magic here, either. 
Mathematical proofs can also be faulty. So 
whereas verification might reduce the prog- 
ram-testing load, it cannot eliminate it. 

More seriously, even perfect program veri- 
fication can only establish that a program 
meets its specification. The hardest part of the 
software task is arriving at a complete and 
consistent specification, and much of the es- 
sence of building a program is in fact the 
debugging of the specification.* 1 

Although mathematical techniques for dem- 
onstrating correctness are not frequently ap- 
plied, other techniques— such as design re- 
views, code reviews, and building software in 
small increments— are. The one technique al- 
ways used by software developers, however, 
is testing. 

Testing 

Program developers test a program by plac- 
ing it in a simulated operating environment. 1 * 

"Frederick R Brook*, Jr.. "No Silver Bullet Essence end Ac- 
cidents of Software Engineering/' op. cit- footnote 5, p. 16. 

"For presentation purposes, the discussion of testing here 
b simplified, omitting, e.g.. component testing. Appendix A 
contains e more complete discussion. 



The simulation supplies inputs to the program, 
and the testers examine its output for fail- 
ures.** They report any failures to the program* 
mers, who correct the relevant errors and re- 
submit the program for testing. The sequence 
continues until the developers agree that the 
program has passed the test. The final stage 
of testing developmental software for large and 
critical systems, especially military software, 
is acceptance testing. A previously agreed- 
upon test is run to show that the software 
meets criteria that make it acceptable to the 
user. 

It has been shown that testing of every pos- 
sible state of the program, known as exhaus- 
tive testing, is not practical even for simple 
programs. To illustrate this point, John Shore 
calculated the amount of time required to test 
the addition program used by 8 digit calcula* 
tors to add 2 numbers. He estimated that, at 
the rate of one trial per second it t would take 
about 1.3 billion years to complete an exhaus- 
tive test." 

For large, complicated programs, the num- 
ber of tests that can be run practically is small 
compared to the number of possible tests. 
Therefore, developers apply a technique called 
scenario testing. They observe the program's 
behavior in an operational scenario that the 
progi am would typically encounter. They may 
establish the scenario by simulating the oper- 
ational environment, such as an aircraft flight 
simulator. Alternatively: they may place the 
software in its actual environment under con- 
trolled conditions. For example, a test pilot 
may put an aircraft with new avionics software 
through a series of predetermined maneuvers. 
In the former case, the simulator must first 
be shown to be correct before the results can 
be considered valid. If the simulator itself re- 
lies on software, showing the validity of the 
simulation may be as difficult or more diffi- 
cult than showing the correctness of the pro- 
gram to be tested. 



"Good testers carefully determine the inputs to be used in 
advance, often including some tests using random inputs end 
some using nonrendom, so ss to get representative coverage 
of the expected operational inputs. 

•John Shore, op. cit. footnote 19. pp. 17M72. 
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For systems like aircraft, such tests are so 
expensive that only relatively few scenarios 
can be flown. Flight tests of the avionics soft- 
ware for the Navy's A-7 aircraft, including 
land- and carrier-based tests, cost approxi- 
mately $300,000. Scenario test? for the SAFE- 
GUARD system consisted of installing a test 
version of the system at Xwajalein missile 
range and firing one or two missiles at a time 
at it. 

Since exhaustive testing is not practical, 
testing cannot be z«lied upon to show that a 
computer program completely * nd exactly be- 
haves according to its specifications or even 
that it contains no error?. As stated by com- 
puter scientist Edsger Dijkstra: 

Program testing can be used to show the 
presence of bugs, but never to show their ab- 
sence!* 1 

The deficiencies of testing as a means of 
showing correctness and freedom from errors 
have moved software engineers to seek other 
methods, such as mathematical. They have 
aljo sought means of measuring error inci* 
dence. In addition, they are developing meth- 
ods for random testing that permit statistical 
inferences about failure rates. M 

Error Incidence 

Some assert that error incidence— measured, 
for example, by the number of errors found per 
thousand lines of source code— measure pro- 
gram correctness. Those making this ssr cation 
assume that it is possible to count errors un- 
ambiguously and that the more errors e pro- 
gram has the less its behavior will conform to 
its specifications. They then portray the de- 
bate over BMD software dependability as 
hinging on the question of whether or not the 
software would contain errors, and how many 
it would contain. 



Both critics and proponents of an attempt 
to build SDI software agree that any such soft- 
ware would contain errors. As put by the East- 
port Group: 

Simpjy because of its inevitable large size, 
the software capable of performing the battle 
management task for strategic defense will 
contain errors. All systems of useful complex- 
ity contain software errors. 41 

Ware Myers notes: 

The whole history of large, complex software 
development indicates that errors cannoi be 
completely eliminated." 

David Para as asserts that: 

Error statistics make excellent diversions 
but they do not matter. A low error rate does 
not mean that the system will be effective. All 
that does matter is whether software works 
acceptably when first used by the customers; 
the sad answer is that, even in cases much sim- 
pler than SDI, it does not. What also matters 
is whether we can find all the "serious" errors 
before we put the software into use. The sad 
answer is that we cannot. What matters, too, 
is whether we could ever be confident that we 
had found the last serious error. Again, the 
sad answer is that we cannot. Software sys- 
tems become trustworthy after real use, not 
before.* 

Trustworthiness 

Since correctness and error rates are not the 
real issues in the software debate, trustwor- 
thiness has become the focus, The issue is 
whether or not BMD software could be pro- 
duced so that h would be trustworthy despite 
the presence of errors. In common usage, relia- 
bility and trustworthiness are often considered 
to be the same. In engineering usage, reliabil- 
ity has become associated with specific meas- 
ures, such as MTBF, There have been few at- 
tempts to quantify trustworthiness, despite 



*J Dehl, E.W. Dijkstra* and C.A.H Hove, "Notes on Stow 
turad Programming," Structured Programming {London; Aca- 
demic Press. 1972) t p. 6. 

"See the discussion on the cleanroom method in appendix A 
for mors details. 



"Eastport Study Group Report, op. dt, footnote 4. 

••Ware Myers, "Can Software for the Strategic Defense Ini- 
tiative Ever Be Error-Free?" IEEE Computer XX:$147, No- 
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•David L- Parnas, "SDI Red Herrings Miss the Boat," (Let- 
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the desirability of trustworthy systems* One 
possible reason may be that trust is determined 
qualitatively as much as quantitatively: peo- 
ple judge by past experience and knowledge 
of interna] mechanisms as much as by num- 
bers representing reliability. Another possible 
reason is that most systems in critical appli- 
cations are safeguarded by human operators. 
Although the systems are trusted, the ultimate 
trust resides in the human operator. Nuclear 
power stations, subway systems, and autopi- 
lots are all examples.* 4 

As noted in chapter 7, a BMD system would 
leave little time for human intervention: trust 
would have to be placed in the system, not in 
the human operator. Accordingly, it is impor* 
tant to be able to evaluate the trustworthiness 
of BMD software, One suggested definition is 
that trustworthiness is the confidence one has 
that the probability of a catastrophic flaw is 
acceptably low." Trustworthiness might be de- 
scribed by a sentence such as "The probabil- 
ity of an unacceptable flaw remaining after 
testing is less than 1 in 1,000/ IM (This meas- 
ure of trustworthiness has only recently been 
suggested, and no data have yet been pub- 
lished to support it.) Estimating trustworthy 
ness consists of testing the software in a ran- 
domly selected subset of the set of internal 
states with a randomly selected subset of the 
possible inputs. The set of possible inputs and 
internal states must be known. It must be pos- 
sible to recognize a catastrophic test result, 
i,e M the expected operating conditions must 
be well-understood. For BMD systems, this 
means understanding the expected threat and 
counter-measures as well as testing under con- 
ditions closely simulating a nuclear envi- 
ronment. 



"Even when human operators are aware of a problem they 
sometimes do not or cannot react quickly enough, or with the 
proper procedures, to prevent disaster, 

David L. ParcaSp "When Can We Trust Software Systems? ' 
(Keynote Address). Computer Assurance, Software Systems In* 
tegrity: Software Safety end Process Security Conference* July 
1986. 

"David L. Faraaa, personal communication, 1987. 



Fault Tolerance 

Realizing that errors in the code and un- 
foreseen and undesired situations are inevita- 
ble, software developers try to find ways of 
coping with the resulting failures, Software is 
considered fault-tolerant if it can either pre- 
vent or recover from such failures, whether 
they are derived from hardware or software 
errors or from unanticipated input. Techniques 
for fault tolerance include: 

• back-up algorithms, 

• voting by three or more different imple- 
mentations of the same algorithm, 

■ error-recovery programs, and 

• back-up hardware. 

Program verification techniques, discussed 
above, attempt to prove correctness by math* 
ematical analysis of the code. In contrast, fault- 
tolerant techniques attempt to cope with fail- 
ures by analyzing how a program behaves dur* 
ing execution. 

Since a BMD system would have to operate 
under widely varying conditions for many 
year?, its software would have to incorporate 
a high degree of fault tolerance, Unfortunately, 
there are no accepted measures of fault toler* 
anee, and design of fault-tolerant systems is 
not well understood. As an example, space 
shuttle flight software is designed in a way 
thought to be highly f aulfrtolerant. Four iden- 
tical computers, executing identical software, 
vote on critical flight computations A fifth, ex- 
ecuting a different flight program, operates in 
parallel, providing a backup if the other four 
fail On an early attempted shuttle launch, this 
flight system failed because the backup pro- 
gram could not synchronize itself with the four 
primary programs. The failure, occurring just 
20 minutes before the scheduled lift-off, caused 
the flight to be postponed for a day. It was 
a direct result of the attempt to make the soft- 
ware fault-tolerant. 

The price for fault tolerance is generally paid 
in performance and complexity. A program in- 
corporating considerable code for the purpose 
of detecting, preventing, and recovering from 
failures will be larger and operate more slowly 
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than one that does not. A successful fault*toler- 
ant design will result in a system with higher 
availability than a corresponding system built 
without regard for fault tolerance. Producers 
of non critical software may not can? to pay 
the price. Those concerned with critical sys- 
tems that must operate continuously often feel 
that they must. 

Availability 

Systems that are intended to maintain con- 
tinuous operation are often evaluated by cal- 
culating their availability, i.e„ the percent of 
time that they are available for use. Availabil- 
ity is easily measured by observing, for some 
interval, the amount of time the system is un- 
available (the "down" tkre) and available (the 
"up" time) and then calculating (up time)/(up 
time + down time). As with other figures of 
merit, availability figures are useful when the 
conditions under which they were measured 
are well-known. Extrapolation outside of those 
conditions is risky. Since prediction of avail- 
ability is equivalent to prediction of MTBF and 
mean time to repair (MTTR)— measures of up- 
and down-times, respectively— availability is 
at least as difficult to predict as MTBF and 
MTTR are individually. 

Security 

Computer users concerned with preserving 
the confidentiality of data and the effective- 
ness of weapon systems, such as banks or the 
military, consider security a necessary condi* 
tion for dependability. Breaches of security 
that concern such users include: 

• knowledge by an opponent of the al- 
gorithms implemented in a computer con- 
trolling a weapon system, allowing him 
to devise ways of circumventing the strain 
egy and tactics embodied in those al- 
gorithms; 

• accessbyunauthorizeduse^tosensitive 
or classified data stored in a computer, 

• denial of access by authorized users to 
their computers, thereby denying them 
the capabilities of the computer and the 
data stored in it; and 



• substitution of an opponent's software for 
operational software (changing even a few 
instructions may be potentially disas- 
trous), allowing the opponent to divert the 
computer to his own uses. 

Many of the preceding concerns only apply 
if a computer must use a potentially corrupti- 
ble communications channel to receive data or 
instructions from another computer or from 
a human." Any BMD system would contain 
such links, (The possibility that a link could 
be corrupted and measures for preventing such 
corruption are discussed in ck 8,) Over these 
channels one might: 

• load revised programs into the memories 
of the BMD computers; 

■ correct errors in existing programs; 

• change the strategy incorporated into ex- 
isting programs; or 

• accommodate changes to software re- 
quirements, such as might be caused by 
the introduction of new technology into 
the BMD system. 

In addition, any BMD architecture would 
contain communications channels for the ex* 
change of data between battle management 
computers and sensors and among battle man- 
agement computers. 

Since the 1960s, when computers started to 
be used on a large scale in weapon systems, 
the DoD has expended considerable effort to 
find ways of making computer systems secure- 
As yet, no way has been found to meet all the 
security requirements for computers used in 
the design, development, and operation of 
weapon systems. As Landwehr points out in 
a discussion of the state of the art in develop- 
ing secure software: 

At present, no technology can assure both 
adequate and trustworthy system perform* 
ance in advance. Those techniques that have 
been tried have met with varying degrees of 
success, but it is difficult to measure their suc- 
cess objectively, because no good measures ex* 



"Physic*! security. Lb., control of physical access to comput- 
ing equipment, is » problem as wett, generally unsalable by 
technical means and outside the rape of this report. 
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1st for ranking the security of various sys- 
tems." 

Although there is no quantifiable measure 
of the security of a computer system* the DoD 
has developed a standard for evaluating the 
security of computer systems/ 1 The evalua- 
tion consists of matching the features provided 
by a system against those known to be neces- 
sary, albeit not sufficient, to provide security. 
For example, the second highest rating is given 
to those systems that let users label their data 
according to its security level, e.g., Confiden* 
tial or Secret, th*n protect the labels against 
unauthorized modification. Furthermore, the 
developer must show the security model used 
in enforcing the protection and show that the 
system includes a program that checks every 
data reference to ensure that it follows the 
model. As with fault tolerance, incorporating 
security features into software exacts penal- 
ties *n performance and complexity- 
Safety 

A software engineering journal distin- 
guish^ between safety and reliability: 

Safety and reliability are often equated, 
especially witn respect to software, but there 
is a growing trend to separate the two cor* 
cepts. Reliability is usually defined as the 
probability that a system will perform its in- 
tended function for a specified period of time 
under a set of specified environmental condi- 
tions. Safety is the probability that conditions 
which can lead to an accident (hazards) do not 
occur whether the intended function is per- 
formed or not. Another way of saying this is 
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that software safety involves ensuring that 
the software wD! execute within a system con- 
text without resulting in unacceptable risk," 

Interest in software safety has increased 
markedly in recent years. Formal publications 
specifically addressing software safety issues 
started appearing in the early 1980s/ 1 As yet, 
there are no standard measures or ways of 
assessing software safety. Nonetheless, it is 
important that BMD software be safe so as 
to prevent accidents that are life-threatening 
and costly- An unsafe BMD system might, for 
example, accidentally destroy a satellite, space 
station, or shuttle. 

Appropriate Measures of Software 
Dependability 

As should be clear from the preceding discus- 
sion, software dependability cannot be cap- 
tured in any single measure. Correctness, 
trustworthiness, safety, security, and fault tol- 
erance are all components of dependability . All 
should be considered in the development of 
software for a BMD system. Attempts to 
quantify them in a clear-cut way require speci- 
fying too many conditions on the measure to 
allow useful generalization. Estimates of the 
dependability of BMD software would always 
be suspect, since in large part they would al- 
ways be subjective. UntU we can quantify soft- 
ware dependability we cannot know that we 
have developed dependable BMD software. 
The following sections discuss the factors in* 
volved in developing dependable software. 



"IEEE Transactions on Software Engineering: Special Ja- 
mie On Reliability And Safety In Reel-Tim* Proveae Control, 
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CHARACTERISTICS OF DEPENDABLE SYSTEMS 



Despite the lack of ways of quantifying con- 
fidence in software, people trust many com- 
puterized systems. Further, people are willing 
to undertake development of many systems 



with confidence that they will be reliable whtm 
finished. In this section we discuss why sys- 
tems come to be trusted and give some exam- 
ples of trusted systems. We divide methods 
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of gaining trust into two classes: those based 
on observations of the external behavior of the 
system, and those based on understanding how 
the system operates internally. 

Observations of External Behavior 

A system, whether containing software or 
not, may be considered to be a black box with 
connections to the outside world. One may ob* 
serve the inputs that are s<snt to the box and 
the outputs it produces. The next few sections 
discuss methods of gaining confidence in soft- 
ware and systems based on black-box obser- 
vations of the software. 

Extensive Use and Abuse 

Perhaps the most important factor inspir- 
ing confidence in software is that the software 
has been used extensively. A good analogy is 
the automobile. Confidence comes from 
familiarity with cars in general and frequent 
use of one's own car. Having seen that the en- 
gine will start when the key is turned hundreds 
of times gives one the feeling that it will sttrt 
the next time the key is turned. Automatic 
teller machines, electronic calculators, word 
processors, and AT&T's long distance tele- 
phone network are all examples of systems con- 
trolled by software that are trusted to work 
properly. The trust is built on extensive ex- 
perience: one has high confidence that the tele- 
phone will work the next time it is tried be- 
cause it usually has in the past. 

Confidence is considerably enhanced when 
£ system continues to work even though 
abused. A car that starts on cold and rainy 
days inspires increased confidence that it will 
start on mild and sunny days. Observing that 
calls still get through under heavy calling con- 
ditions (albeit not as quickly), that dialing a 
non-existent number produces a meaningful 
rer ponse, and that calls can still be made when 
major trunk circuits fail boosts one's confi- 
dence that nearly all one's calls will get through 
under normal conditions. Conversely, system 
failure detracts from confidence. Having ob- 
served that issuing a particular command to 
a word processor sometimes results in mean- 



ingless text being inserted into a document 
leads cue to refrain from using that command. 

It is important to note that extensive confi- 
dence comes from extensive use and not from 
testing that incompletely simulates use. No 
one would consider granting a license to a pi- 
lot who had spent extensive time in a flight 
simulator but had never ac tually flown an air- 
plane. Simulated use inspires confidence to the 
degree that the simulation approximates oper- 
ational conditions. Real-world complications 
are often either too expensive or too poorly 
understood to simulate. In testing systems, 
simulators are useful for convincing ourselves 
that the gain from putting the system into its 
operating environment is worth the attendant 
cost and risks. They allow the jump to actual 
use with some confidence that disaster will not 
result. 

Predictable Environment* 

Confidence in software also comes from be- 
ing able to predict the behavior of the software 
in its operational environment. If the environ- 
ment itself is predictable, the j ob of designing 
and testing the software is considerably eased. 
For example, engineers can predict and math- 
ematically analyze the number of telpp^une 
calls per hour that a particular switching cen- 
' ter will receive at any time of day. The num- 
ber and type of signals that will be received 
on the telephone lines <e.g., the 7 digits in a 
local telephone number) are known because 
their specifications form part of the require- 
ments for the telephone system and are deter- 
mined by the designers. The software and hard- 
ware may then be designed to cope with the 
telephone traffic and the signal types based 
on the specifications. 

Engineers can observe the system in opera- 
tion to verify predictions before new software 
is placed into operation. Finally, they can ob- 
serve the behavior of new software in terms 
of number of calls handled, number of calls 
rerouted, and other parameters for different 
traffic loads. Observing that behavior matches 
predictions builds confidence in the operation 
of the system. Nonetheless, even when the de- 
velopers have extensive experience with a well- 
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controlled environment, they sometimes make 
mistakes in prediction and do not discover 
those mistakes until the system goes into use. 

Low Coet of a Failure 

Although extensive use and environmental 
predictability both strongly influence the 
amount of confidence placed in a system, they 
are not sufficient to induce users to continue 
using a system after significant failures. Large, 
complicated software systems inevitably ex* 
perience software failures. Therefore, users 
don't have confidence in the software unless 
-fie risk associated with a failure is smaller than 
the gain from using the software* A word proc- 
essor that loses documents may go unused be- 
cause the cost of recreating the document is 
greater than the effort saved by using the word 
processor. 

If, however, on easy method of recovering 
from such losses is available, perhaps by in* 
eluding a feature in the word processor that 
automatically saves back-up copies of docu- 
ments! then the cost to the user of the failure 
becomes acceptably low: he can recover his doc- 
ument when it is lost. Similarly, the cost of 
recovering from a misconnected phone call is 
small to the dialer and to the telephone com- 
pany, (Although a misdialed phone call is not 
really a system failure, the same principle ap- 
plies: users can recover quickly and easily,) The 
ability to recover from a failure at low cost in- 
creases confidence in and willingness to use 
a system. 

Systems With Stable Requirements 

A desire for flexibility is a prime motive for 
using computer systems. The behavior of a 
computer can be radically altered by chang- 
ing its software. Radical changes may be made 
to a computer program throughout its entire 
lifetime. Because there is no apparent physi- 
cal structure involved, the impact of change 
may not be readily appreciated by those who 
demand it without having to implement it. No 
one would ask a bridge builder to change his 
design from a suspension to an arch-supported 
bridge after the bridge was half built without 
expecting to T >ay a high price. The equivalent 



is often demanded of software builders with 
the expectation of little or no penalty in sched- 
ule, cost, or dependability. 

An example is the combat system software 
for the first of the Navy's DD 963 class of des- 
troyers. During the development of the soft- 
ware, which co^t less than 1 percent of the cost 
of building the ship, the customers imposed 
major changes on the software developer* The 
original requirements specified that the com- 
bat system need only provide passive elec- 
tronic warfare functions, One year into devel- 
opment the buyers added a requirement for 
active electronic warfare, A year later they re- 
moved the requirement for active electronic 
warfare, On the ship's maiden voyage its com- 
mander issued a casualty report on the soft* 
ware: the ship could not perform its function 
because of deficiencies in the software. Al- 
though the major requirements changes were 
probably not the only reason for the deficien- 
cies, they were certainly a prime contributing 
factor. 

The B-1B bomber is another example of a 
system where deficiencies have resulted from 
too much change during development. Accord- 
ing to a report on the B*1B bomber, 

Defense officials blame many of the pro- 
gram's problems on the decision to begin pro- 
ducing the aircraft at the same time that re- 
search and development efforts were under 
way, forcing engineers to experiment with 
some systems before they were completely de- 
veloped. 14 

Conversely, a system whose requirements 
change little during the course of development 
is more likely to work properly. Developers 
have a chance of understanding the problem 
to be solved: they need not continually reana- 
lyze the problem and revise their solution. Sta- 
bility of requirements is particularly important 
for software because of the many decisions in* 
volved in software design. Each subdivision 
of a program into subprograms involves deci- 
sions about the functions to be performed by 
the subprograms and about th& interfaces be- 
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tween them. Writing each subprogram further 
involves decisions on the algorithm to be used, 
the way data are to be represented, the order 
of the actions to be performed, and the instruc- 
tions to be used to represent those actions. 

Decisions made early in the process are more 
difficult to cl age than those made later in the 
process because later decisions are often de* 
pendent on earlier ones. Furthermore, the proc- 
ess of change is more expensive in later phases 
of a project because there are more specifica- 
tions and other documentation. Using data 
from SAFEGUARD software and software 
projects at IBM, GTE, and TRW, one expert 
has shown that, as a result of the preceding 
factors, error correction costs (and costs to 
make other software changes) increase expo- 
nentially with time. In Boehm's words: 

These factors combine to make the error 
typically 1 00 times more expensive to correct 
in the maintenance phase than in the require- 
ments phase. 41 

Clearly then, for systems where require- 
ments change little during development, not 
only can one have increased confiderce in the 
software, but one can also expect it to cost less, 
Among the developers of large, complex sys- 
tems who attended OTA's workshop on SDI 
software, there was unanimous agreement th*t 
BMD software development could not b*?gin 
until there were a clear statement of the re- 
quirements of the system,** 

Systems Based on Well-Understood 
Predecessor* 

As with other human engineering projects, 
successful software systems are generally the 
result of slow* evolutionary change. Where rad- 
ical changes are attempted, failure rates are 
high and confidence in performance is low. This 
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rule can be seen in endeavors such as bridge 
building 47 as well as software design." 

With the example and experience of a previ- 
ous solution to a problem, a software developer 
can have the confidence that a system to solve 
a small variation on the problem can be cor- 
rectly produced. The structure of the previous 
solution and the associated algorithms may 
be applied again with small variations, A good 
example is the software used by NASA to com- 
pute the orientation of unmanned spacecraft. 
The orientation, also known as attitude, is com- 
puted by (ground-based computers while the 
spacecr- * * ; n operation. Attitude is deter- 
mined J <<*" readings of sensors on board 
thesp^ Tl'e s ansor readings are teleme- 
tered to ear ll v si p^lied as input to an atti- 
tude deterniL , I' i program for the spacecraft. 
The algorithms ior computing orientation are 
well known and have baen used many times, 
The design of the attitude determination soft- 
ware that incorporates the algorithms is also 
dependable. 

The design of an attitude determination pro- 
gram for a new spacecraft starts with the de- 
sign of an earlier program and consists of mod- 
ifying the design to take into account sensor 
and telemetry changes. Many of the subpro* 
grams from the earlier program are reused in- 
tact, some are modified, and some new sub- 
programs are written. A typicai attitude 
determination program of this type is 50,000 
to 1 25,000 lines of code in size and takes about 
18 months to produce. It must be produced 
before the launch of the associated satellite, 
and must work when need:*] so that the satel- 
lite may be maneuvered as necessary. The de- 
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veloper's confidence in his ability to meet these 
criteria is based on the success of the previ- 
ous attitude determination programs. 

The developers of the SAFEGUARD soft- 
ware believed they could solve the problem of 
defending a small area from a ballistic missile 
attack because similar, but somewhat simpler, 
problems had been solved in the past. The his- 
tory of missile defense systems can be traced 
back to World War II anti-aircraft systems, 
starting with the T- 1 0 gun director. Next came: 
the M-9 gun director* which ultimately at- 
tained a 90 percent success rate against the 
V-l flying bombs; the Nike-Ajax missile inter- 
ceptor system; then, the Nike-Hercules, im- 
proved Hercules, Nike-Zeus, Nike-X, and Sen- 
tinel ABM systems/* Each system typically 
involved some mission changes and a change 
of one or two components over the previous 
one. Although t he last few of these were never 
used in battle, constraining judgments of suc- 
cess in development, the evolutionary process 
is clear. 

Note that the evolutionary approach re* 
quires the availability of experience gained 
from the earlier systems. Experience may take 
the form of personal memories or of documen 
tation describing earlier programs* In other 
words, most of the problem must be well- 
understood and the solution clearly described. 
As Paroas put it, following a series of obser- 
vations on what makes software engineering 
hard, 

The common thread in all these observations 
is that, even with sound software design prin- 
ciples* we need hroad experience with similar 
systems to design good, reliable software. 1 * 

0b8ervat f ons of Internal Behavior 

The abo^e approaches to gaining confidence 
in software are based on observing the exter- 
nal behavior of the software without trying to 
determine how it behaves internally. That is, 
the software is tested by observing the effects 
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of executing co mputer programs rather than 
the mechanics by which those effects are 
produced I he next few sections discuss meth- 
ods based on observing the internal behavior 
of programs— methods that may be called 
"clear box" to denote that the internal mech* 
anism used to produce behavior may now be 
observed. 

Simple Designs 

It is not practical to give mathematical 
proofs that software performs correctly, Given 
a simple design and a clear specification of re- 
quirements, it is sometimes possible to give 
a convincing argument that each requirement 
is satisfied by some component of the design. 
Similarly, a convincing argument can be given 
that a simple design is properly implemented 
as a program. As with reliability measures, 
how convincing the argument is depends on 
subjective j udgment Where only a weak argu- 
ment can be given that the design properly im- 
plements the requirements and that the code 
properly implements the design, there would 
be little reason to trust the software, especially 
in its initial period of operation. As one expert 
puts it, 

. the main principle in dealing with compli- 
cated problems is to transform diem into sim- 
ple ones.*' 

Put another way, each complication in a de- 
sign makes it less trustworthy. Simplicity, is, 
of course, relative to the problem. The inher- 
ent complexity of a problem it may require 
complex solutions. The designer's job is to 
make the solution as simple as he can. As Ein- 
stein said: 

Everything should be as simple as possi- 
ble, but no simpler/ 1 

Disciplined Development 

The softwai* development process com- 
prises a variety of activities. Describing soft- 
ware cost estimation techniques, Boehm iden- 
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tifies 8 different major activities occurring 
during software development and 15 different 
cost drivers." Other estimators use different 
factors. (One early study introduced more than 
90 factors influencing the cost of software de* 
velopmenL) Fairley lists 17 different factors 
that affect the quality and productivity of soft* 
ware/ 4 There is general agreement that many 
factors affect software development. There is 
f till considerable doubt over how to identify 
the factors that would most significantly affect 
a new project— particularly if there is little ex- 
perience with the development environment, 
the personnel involved* or the application. Ap- 
pendix A describes the typical software devel- 
opment process and some of the complicating 
factors. 

Development of large, complicated software 
must be a carefully controlled process. As the 
si2e and complexity of the software increases, 
different factors may dominate the cost and 
quality of the resulting product. Based on per- 
sonal observations, Horning conjee tiued that: 

... for every order of magnitude in software 
size (measured by almost any interesting met- 
ric) a new set of problems seems to domi- 
nated 

Although it is early to expect an accurate 
estimate of the size of BMD software, current 
estimates of the size of SDI battle manage- 
ment software range from a factor of 2 to a 
factor of 30 larger than the largest existing 
systems (and the the accuracy of some esti- 
mates i? judged to be no better than 2 factor 
of 3).** If Homing's statement is correct, then 
there is reason to suspect that currently un- 
foreseen problems would dominate BMD soft- 
ware development. Solving these problems 
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would add to the time and expense involved 
in producing the software, and may undermine 
judgments of its reliability* 

The development process must be geared to 
controlling the effects of the dominating f co 
tors. An example is the procedures by which 
changes ai e made* Most software development 
can be viewed as a process of progressive 
change. At every phase, ideas from the previ- 
ous phase are transformed into ttie products 
of the current phase. For very *mall projects, 
the changes may be kept in the mind of one 
person. For moderately small projects, verbal 
communication among the project members 
may suffice to keep track of changes. 

For larger projects, the number of people in* 
volved and the length of time of the project 
require that changes be approved by small 
committees and that written lists of revisions 
be distributed to all project personnel at regu- 
lar intervals . Revised products of earlier phases 
are also distributed to those who need them. 
For very large projects, formal change control 
boards are established and all changes to base- 
line designs must be approved before they are 
implemented A library of approved documents 
and programs is maintained so that all person- 
nel have access to the same version of all 
project products* The process of controlling 
change becomes a source of considerable over- 
head, but is necessary so that all project mem- 
bers work from the same assumptions. 

Factors Distinguishing DoD 
Software Development 

There are some similarities between Del? 
and commercial software. The environments 
where DoD uses software are also found out- 
side of DoD, Commercial and NASA avionics 
systems perform many of the same functions 
as military avionics, and must also work in life 
threatening situations. Furthermore, the soft- 
ware must ultimately be produced in the same 
form, i,e., as a computer program, often in ; he 
same or a similar language for the same or a 
similar computer. But the DoD development 
process, as described in appendix A, is often 



quite, different from commercial software de- 
velopment. 

Several factors, in combination, distinguish 
DoD software from commercial software, Ele- 
ments of al? of these factors are found in com- 
mercial software applications, but the combi- 
nation is usually not, 

• Long lifetime, Military command and con- 
trol software often has a lifetime of 20 or 
more years. The Naval Tactical Data Sys- 
tem was developed in the early 1960s and 
is still in use, 

• Embedded. New DoD systems must in* 
terface with other, existing DoD systems. 
The interfaces are not under the control 
of the developer, and the need for the in- 
terface was often not foreseen when the 
existing system was developed. Commer- 
cial software developers are generally free 
to develop their own interfaces, or build 
stpud-alone systems. 

• Operating in Real Time. Command and 
control systems must generally respond 
to events in the outside world as they are 
happening, A delayed response may result 
in human deaths and damage to material. 

• Life-critical. Command and Control and 
weapon systems are designed to inflict 
death or to prevent it from occurring. 

• Large. DoD systems containing hundreds 
of thousands of lines of code are common. 
The larger systems contain as many as 3 
million lines of code. 

• Complex, Command and control systems 
perform many different functions and 
must coordinate the actions of a variety 
of equipment based on the occurrence of 
external events, 

• Machine-near. The programmers of com- 
mand and control systems must under* 
stand details of how the computer they 
are using works, how the equipment that 
it controls work3, and what the interface 
between the two is. Many such details are 
transparent to commercial programmers 
because of the standardization of equip 
ment, such as printers, for which already 
existing software handles the necessary 
details The same is not true for new weap- 



ons, sensors, and computer systems spe- 
cially tailored to particular DoD applica- 
tions. As an example, the computers used 
on board the A*7 aircraft, in both the Mnvy 
and Air Force versions, were designed for 
that aircraft and rarely used elsewhere. 
The use of non-standard equipment often 
means that standard programming lan- 
guages cannot be used because they pro- 
vide no instructions that can be used to 
control the equipment. The current DoD 
trend is toward standardization of com- 
puters and languages, but programmers 
still must deal with specialized equipment. 
• Facing Intelligent Adversaries, DoD bat- 
tle management and command, control* 
and communications systems must deal 
with intelligent adversaries who actively 
seek ways to defeat them. 

The DoD software development process is 
often characterized as cumbersome and ineffi- 
cient, but is a significant improvement over 
the situation of the early 1970s when there was 
no standard development process. It provides 
some protection, in the form of required 
documentation, against software that is either 
unmaintainable or unmaintainable by anyone 
except the builders, Minimal requirements for 
the conduct of acceptance tests also provides 
some protection against grossly inadequate 
systems. Nonetheless, the process often still 
produces systems that contain serious errors 
and are difficult to maintain," M The complex- 
ity of BMD software development would prob- 
ably require significant changes in the proc- 
ess, both in management and technical areas." 
The Fletcher Study concluded that: 

Although a strong concern for the develop* 
ment of software prevails throughout the ©vil 
and military data-processing community, 



Tor eun tptoa of problems in such systems as the SGT YOP K 
Division Air Defense Gun, see ACM StGSOFT Software Engi 
oeering Note*, op. ciL h footnote 20, 

"Upgrade of the A*TE avionics software, which is small (no 
more than 32,000 instruction!}, hot quite ^ complex (to accom- 
modate a new missile cost about S3 million). 

"Appendix A contains a farther discussion of the DoD soft' 
ware development process and 1 scent technical developments 
that might contribute to improving lU 
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more emphasis needs to be placed on the spe- 
cific problem of BMD: 

• Expanded efforts to generate software de- 
velopment tools are needed. 

• Further emphasis is needed t>n simulation 
as a means to assist the design of battle 
management systems and software. 

• Specific work is needed on algorithms re- 
lated to critical battle management func- 
tions. M 

Improving the Process 

Software development, a labor-intensive 
process, depends for its success on many differ* 
ent factors. Improvements tend to come from 
better understanding of the process. Further* 
more, improvements tend to be made in small 
increments because of the many factors influ- 
encing the process. To produce a system suc- 
cessfully requires, among other things: 

• availability of appropriate languages and 
machines* 

• employment of properly trained people, 

• good problem specification, 

• stable problem specification, and 

• an appropriate methodology.* 1 

Current efforts in software engineering tech* 
nology development concentrate on providing 
automated support for much of the process. 
Software engineering tools may contribute to 
small incremental improvements in the proc- 
ess and the product. Such tools may help 
programmers produce prototypes, write and 
check the consistency of specifications, keep 
track of test results, and manage development 

Software Dependability and 
Computer Architecture 

Variations in computer design can have a 
strong effect on the software dependability. 
Some architectures are welUsuited to certain 



"James C. Fletcher, Study Chairman aod Brockwiy McMil* 
L&D, Panel Chairman, op. tit, footnote 11. 

•*It it only in the last few yean that the job title M software 
engineer" ha* be-an used* There ie do qualification standard for 
software engineers, and no standard curriculum* Few universi* 
ties or colleges yet offer an undergraduate majc** in software 
ectgmeering, and there is only one educational institution in the 
country that offers a master's degree in software tugtneering* 



applications and make the job of developing 
and testing the software easier. As an exam- 
ple, some computer systems allow programs 
to act as if they each had their own copy of 
the computer's memory. This feature permits 
several programs to execute concurrently with- 
out risk that one will write over another's mem- 
ory area. The computer detects attempts to 
call on memory areas beyond a program's own 
and can terminate the program. The computer 
provides the programmer with information 
about where in the program the failure 
occurred, thus helping him find the error. This 
memory sharing technique makes the pro* 
grammar's development job easier and allows 
the computer to be be used for several differ- 
ent purposes simultaneously* 

Other systems permit the programmer to de- 
fine an area of the computer's memory whose 
contents are sent at regular intervals to an ex- 
ternal device. This feature could be used in con- 
junction with a display device to ensure that 
the display is properly maintained without the 
programmer having to write a special program 
to do so. Such a feature simplifies the job of 
developing software for graphics applications* 
Also, at the cost of added hardware, it im- 
proves the performance of the computer sys* 
tern when used with graphic displays. 

Features built into the computer may make 
the software development job easier, the soft- 
ware more dependable, and the system per- 
formance better. The penalty for this approrrh 
may be to make the computer designer's job 
harder and the hardware more expensive. Fur- 
ther, the gain in software dependability is, as 
in many other cases, not quantifiable. Chap* 
ter 8 contains a more detailed discussion of 
various computer architectures and their po- 
tential for meeting the computational needs 
of BMD. 

Software Dependability and 
System Architecture 

Just as an appropriate computer architec- 
ture may lead to improved software dependa- 
bility, so may an appropriate system architec- 
ture. A BMD architecture that simplified 



coordination and communication needs among 
system components, such as different battle 
managers, would simplify the software design 
and might lead to improved software depend- 
ability. As with computer architecture, there 
would be a penalty: decreased coordination 
usually leads either to decreased efficiency or 
to more complex components. The increase in 
complexity is caused by the need for each com- 
ponent to compensate for the loss of iiucrma- 
tion otherwise obtained from other compo- 
nents. As an example, if battle managers 
cannot exchange track information with each 
other, then they must maintain more tracks 
individually to do their jobs as efficiently . They 
may also have to do their own RV/decoy dis- 
crimination. Note that an architecture that re- 
quires exchange of a small amount of track in- 
formation would be nearly as difficult to design 
and implement as one that required exchange 
of a large amount. The reason is that the com- 
munications proced'ires for the reliable ex- 
change of small quantities of data are about 
the same as those for large quantities. 

The Eastport group estimated that for an 
SDI BMD system the penalty for not exchang- 
ing track information among battle managers 
during boost phase would be about a 20 per- 
cent increase in the number of SBIs needed.* 1 

The improvement in software dependability 
that might be obtained by architectural vari- 
ation is not quantifiable. 

Software Dependability and 
System Dependability 

It is desirable to find some way of combin- 
ing software and hardware dependability meas- 
ures. As indicated earlier, MTBF, a traditional 
hardware reliability measure, is not appropri- 
ate as a sole measure of dependability of BMD 
software, Certainly it will still be desirable to 
measure hardware reliability in terms of 
MTBF in order to schedule hardware mainte- 
nance and to estimate repair and replacement 



"Eastport Study Group Report, op. ciL. footnote 4. The anely 
sis end Assumptions behind this claim have not been mads 
available, 



inventory needs. The only components of both 
hardware and software dependability for which 
there may be some common ground for esti- 
mation are trustworthiness and availability. 
However, there have been few or no attempts 
to estimate trustworthiness for systems that 
are composites of hardware and software. 

In summary, there are no established ways 
to produce a computer (hardware and software) 
system dependability measure. Furthermore, 
there are few good existing proposals for po- 
tential system dependability measures. 

Software Dependability and the SDI 

Although it is not possible to give a quan- 
titative estimate of achievable software de- 
pendability for SDI software, it is possible to 
gain an idea of the difficulty of producing BMD 
software known to be dependable. We can do 
so by comparing the characteristics of a BMD 
system with characteristics of large, complex 
systems that are considered to be dependable. 
In an earlier section those characteristics were 
described. We apply them here to potential 
SDI BMD systems, using the architecture de- 
scribed in chapter 3 as a reference. Table 9*1 
is a summary of the following sections. It 
shows whether or not each characteristic can 
be apolied to SDI software, and provides a 
comparison with SAFEGUARD and the AT&T 
telephone system software, both often men- 
tioned as comparable to SDI BMD software.** 

SAFEGUARD and telephone system soft- 
ware represent different ends of the spectrum 
of large systems that could reasonably be com- 
pared to SDI BMD systems. The telephone 
system: 

• is not a weapon system, 

• has evolved over a period of a hundred 
years, 

"CJ. Dr Solomon Buchsbaura, Executive Vice President for 
Customer Systems for AT&T Bell Laboratories and former chair 
of the Defense Science Board and the White House Science 
Council: 

. . . most If not all oi the essential attribute* of the BM/P syt- 
ten bflvw, I believe, bent demonstrated tn oomparmbb terres- 
trial jyttemi. 

S Hre. M-K3, op. dt., foot act* 3. p. 276. 
The system m it applicable to the issue at hand is the U.S. 
Public Telecommunications Network. 
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Table 9-1.— Characteristic* of Dependable Systems 
Applied ;o SDl, SAFEGUARD, and 
the Telephone Syilem 



Characteristic 


SDl 


SAFEGUARD 


Tete phone 
system 


Extensively used & abused — 


. . Nc 


NO 


Yes 


Predictable environment 


NO 


No 


Yes 


Low cost a failure 


No 


No 


YflS 


Slabie requirgmeMs 


No 


Yes 


Yes 


Well -understood wedecessors . . 


.. NO 


Yes 


Yes 




. . Unknown 




Yes 


Disciplined development 


. . Unknown 


Yes 


Yes 



SOURCE Ofltt of Ttrtnofaffy testssm**. Ttea 



• operates in a predictable environment 
with well-under* od technology, 

• is kept supplied with spare hardware parts 
that can be quickly installed, and 

• is not designed to be resistant to an at- 
tack aimed at destroying it 'although it 
can be reconfigured in hours by its human 
operators to circumvent individual dam- 
aged switching centers). 

The SAFEGUARD system was a missile de- 
fen se system that used well*understood tech- 
nology, was never used in battle, would have 
had to operate in an environment that was not 
easily predictable, and was designed to make 
its destruction by an enemy attack costly. 

Several other systems lie within the spec- 
trum defined by SAFEGUARD and the tele- 
phone system. Examples are NASA flight soft* 
ware systems, such as the Apollo and Space 
Shuttle software, and weapon systems sach 
as AEGIS. All have some of the characteris- 
tics of BMD systems. Nearly all are autono- 
mous within clearly defined limits, must oper- 
ate in real time, and are large. Some that are 
viewed as successful developments, such as 
AEGIS, have only been used under simulated 
and test conditions, but are thought to be suffi- 
ciently dependable to be put on operational 
status. 

None of the examples known to OTA have 
been developed under the combined con- 
straints imposed by SDl requirements, i.e., an 
SDl system would have to: 

• control weapons autonomatically; 

• incorporate new technology; 



• be partly space-based, partly ground* 
based; 

• defend itself from active and passive 
attacks; 

• defend against threats whose character- 
istics cannot be well-specified in advance; 

• operate in a nuclear environment, whose 
characteristics are not well-understood; 

• be designed so that it can be changed to 
meet new threats and add new technology; 
and 

• perform successfully in its first opera- 
tional use. 

Even a system such as AEGIS, which is per- 
haps Dob's most technologic Jiy advanced de- 
ployed system, was not developed under such 
stringent constraints, and its success is not 
yet fully determined. 

Extensively Used and Abused 

Although it might undergo considerable test- 
ing in a simulated environment, a BMD sys- 
tem cannot be considered to have been used 
in its working environment until it has been 
used in an actual battle. The working environ* 
ment for a BMD system would be a iiuclear 
war. Thus, the first tir^e it woold be used would 
also likely be the only time. In the telephone 
system, components that are put into use even 
after extensive testing often fail. A letter to 
Congress from designers and maintainers of 
AT&T Bell Laboratories switching systems 
stated: 

Despite rigorous tests, the first time new 
equipment is incorporated intt< the telephone 
network, it rarely performs reliably. 

Adding new equipment is just the tip of the 
iceberg: e T sn the simplest software upgrade 
introduces serious errors. Despite our best ef- 
forts, the software that controls the telephone 
network has approximately one error for every 
thousand lines of code when it is initially in- 
corporated into the system. Extensive testing 
and simulation cannot discover th *m errors,* 4 



"A copy of the fetter alio appear* M "SDl Software, Pert 
II: Th* Software Will Not Be Reliable/ 4 Physics atd Sod»ty, 
I6m April 1987. 



Predictable Environment 

Two aspects of the BMD battle snvironment 
will remain unpredictable until the outbreak 
of war. The first is the effect of the nuclear 
background caused by the battle and the sec- 
ond i9 the type and extent of the countenneas- 
ures employed against the system. In contrast, 
the telephone system environment is well* 
known and predictable. Call traffic can be 
measured and compared to mathematical mod- 
els. Furthermore, much of the environment, 
such as ths signals used in calling, is controlled 
by the designers of the system, so they are well- 
acquainted with its characteristics- Those who 
seek to defeat telephone systems want to use 
the environment for their own ends, bnd gen- 
erally do not try to disrupt it. Therefore, al- 
though count ermeas ures are not all known in 
type and extent, neither are they intended to 
destroy the operation of the system. 

Low Cost of a Failure 

Software error? manifested as failures dur- 
ing a battle would not be repairable until after 
the battle. Catastrophic failures could result 
in unacceptably high numbers of warheads 
reaching their targets; there is no way to guar- 
antee or predict that catastrophic failures will 
not occur. Even minor failures may result in 
failure to intercept some enemy warheads* 
causing loss of human life. Telephone switch- 
ing centers experiencing catastropMc software 
failures generally can be removed from serv- 
ice and the software repaired while calls are 
rerouted. Minor failures are at most likely to 
cause difficulties for a few subscribers. 

Stable Requirements 

As new threats arose, new strategies de- 
viled, new countermeasures found, and new 
technology introduced, the requirements for 
BMD systems would change, avid change con- 
tinually. Although some changes could be 
planned and introduced gradually, changing 
threats and, particularly, countermeasures 
would impose changes beyond the control of 
the system developers and maintainers. BMD 
countermeasures are not subject to close scru- 
tiny by the opposition, and new ones nvglit 



appear quickly, requiring rapid response. Be- 
cause changes in threat and the development 
of countermeasures would depend on Soviet 
decisionmaking and technology, the rate at 
which the U.S. would have to make changes 
to its BMD software would partly depend on 
Soviet actions. Delays in responding to coun- 
termeasures might have serious consequences, 
including the temptation for the side that had 
a new, effective countermeasure to strike first 
before a counter-countenneasure could be de- 
vised and implemented. 

Well-Understood Prederaasors 

Earlier BMD systems, such as SAFE- 
GUARD, can be characterized as terminal or 
late mid-course defense systems. The termi- 
nal and late mid-course defense part of an SD I 
BMD system could benefit from experience 
with these predecessors. There has been no ex- 
perience, however, with boost phase and post- 
boost phase, and little experience with early 
mid-course defenses." They are new problems 
that will take new technologies to solve. Most 
demanding of all, a system to solve these pi ob- 
lems must be trusted to work properly the first 
time it is used. There have been appro^maLely 
100 years of experience with telephone :>mtch* 
ing systems. Each new system is a small 
change over its predecessor, If a newly- 
installed switching system does not work ac- 
ceptably, it can be replaced by its predecessor 
until it is impaired. 

Simple Design and Disciplined Development 

Since the SD1 BMD system has not yet pro* 
ceeded to the point of a system design, much 
less a design for battle management or other 
software, one cannot judge whether or not the 



The Spartan missile, lifted by SAFEGUARD, cm bft con- 
sidered a lata mid-course defense component. However, SAFE- 
GUARD wu designed to discriminate re* a try vehicles from 
aircraft, satellites, aurora* and meteors, but not from decoys 
of the types expected to be available fo: use againet BMD aya- 
teiiis within the next 10*20 years. The orJy disoiminator a avail* 
able to SAFEGUARD wwepheeed-array radar*. Potential coun- 
termeasureB against modem BMD sy sterna are discussed in 
chapters *0 and 11, and discriminators in chapter 4. Options 
considered for both include technologies considerably different 
from anything available for or against SAFEGUARD. 
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design will be simple. Similarly, one car not 
judge whether or not the development proc- 
ess will be appropriately disciplined. 

Development Approaches The- 
Have Been Suggested 

In the middle ground between those who be- 
lieve thai an SDI BMD system could never 
be made trustworthy, and those who are sure 
th*t it could, are some software developers who 
are unsure about the feasibility. The view some 
of them take is that it wo old be worthwhile 
to try to develop BMD software, given that 
one were prepared to abandon the attempt if 
the system could not be shown to ^e trustwor- 
thy. The approaches they suggest have the fol- 
lowing characteristics: 

• The purpose of the system would have to 
be clearly stated so that the requirements 
were known before development started. 



• The development would have to start with 
what was best known, i.e., should build 
upon t'u£ knowledge and results of earlier 
U.S. efforts to build BMD systems. 

♦ The development would have to be 
phased, so that each phase could build 
Upon the results of the previous one. The 
system architecture would have to be con- 
sistent with such phasing. 

* Simulation would be needed at every 
stage, and the simulations would have to 
be extremely rerlistic. 

• Realistic tests would have to be performed 
at each stage of development. 

Because failure is a clear possibility, those 
who advocate this approach recognize that op- 
tions to deal with the possibility must be left 
open. If this approach were adopted, and failed, 
the cost of tne attempt, including maintain- 
ing other options, could be high. 



SUMMARY 



Estimating Dependability 

Most of the indices of dependability for large, 
complex sof tw. re systems would be missing in 
BMD software systems. In particular, the tele- 
phone switching system, often cited as an ex- 
ample of a large, complex system, is quite un- 
like BMD systems. 

The characteristics asf Dcxated with depend- 
ability in large, complex systems include: 

• a history r* ^tensive use and abuse, 

• operation in a predictable environment, 

• a low cost of failures to the users, 

• stable requirements, 

• evolution from well-understood predeces- 
sor systems, 

• a simple design, and 

• a disciplined development effort. 

The absence of many of these factors means 
that technology beyond the present state of 
the art in software engineering might have to 
be developed if there is to be a chance of pro- 
ducing dependable BMD software. It might 



be argued that such technology will be in* 
vented, but traditionally progress has been 
slow in software engineering technology de- 
velopment. It appears that the nature of soft* 
ware causes progress to be slow, and that there 
is no prospect for makk <j a radical change in 
that nature. 

There is no highly reliable way to demonstrate 
that BMD software would operate properly when 
used for the first time. One of the long-term pur- 
poses of the National Test Bed is to provide 
a means of simulating operation of BMD soft- 
ware after deployment. Such tests could simu- 
late a variety of threats and countermeasures, 
as well as the conditions existing in a nuclear 
environment. On the other hand, actual envi- 
ronments often exhibit characteristics aot 
reproduced in a simulator. Simulations of bat- 
tles involving BMD would have to reproduce 
enemy countermeasures— a particularly diffi- 
cult task. The usual technique for validating 
simulations— making predictions based on the 
simulation and then verifying their accuracy— 
would be particularly difficult to use. This 
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would especially be true when one considers 
the complexity of the atmospheric effects of 
nuclear explosion* and the speculation in- 
volved in determining countermeasures. Re- 
peated f ailtvoo in simulation tests would dem- 
onstrate a lack of dependability. Successful 
performance in a simulation would give some 
confidence in the dependability of the system, 
but neither the dependability nor the confi- 
dence could be measured. Subjective judg- 
ments based on simulations would probably 
be highly controversial. 

Traditional Reliability Measures 

Traditional measures of reliability, such as 
unan time between failure, arc insufficient to 
characterize dependability of software. Appro* 
priate software reliability measures have yet 
to be fully developed. Furthermore, in the de- 
hate over BMD software dependability there 
is often confusion over the meaning of relia- 
bility. Error rate, e.g., number of errors per 
KLOC, is often misapplied as a definition of 
software reliability. There is no single figure 
of merit that would adequately quantify the 
dependability of BMD software. A potentially 
usehti view is that dependability can be con- 
sidered to be a combination of qualities such 
as trustworthiness, correctness, availability^ 
fault tolerance, security, and safety. Unfortu- 
nately, there are no good ways of quantifying 
some of these properties and dependability 
would have to be a subjective judgment. 

Technology for Preventing 
Catastrophic Failure 

OTA found no evidence that th*, software engi- 
neering technology foreseeable in the near fu- 
ture would make large improvements hi the de- 
pendability of software for BMD systems. In 
particular there would be no way to ensure that 
BMD software would not fail catastrophically 
when first used. It Bight be argued that the 
most important pert of dependability is fault 
tolerance, and that there exist large, complex 
systems that are fault-tolerant, such as the 
telephone switching system. On the other 
hand, the fault tolerance of such systems is 
smell compared to what would be needed for 



BMD, since they are not under attack by an 
intelligent adversary interested in destroying 
their usefulness . A further complication of the 
argument over fault tolerance is that quantifi- 
cations of software fault tolerance are not eas- 
ily translated into measures of performance. 
At the same time, there is no generally ac- 
cepted subjective standard of fault tolerance. 

Confidence Based on Peacetime 
Testing 

Confidence in the dependability of a BMD 
system would have to be derived from simu- 
lated battles and tests conducted during peace- 
time. Getting a BMD system to the point of 
passing realistic peacetime tests would most 
likely require a period of stability during which 
there were few changes made to the software. 
Unfortunately, the system developers and 
maintained s would have to respond to changes 
in threats and countermeasures put into effect 
by the Soviets. That is, the Soviets would 
partly control the rate at which changes would 
have to be made to the system. As changes 
were made, the system would again have to 
pass tests in order for the United States to 
maintain confidence in it. 

Accommodating Changes During Peacetime 

Experience with complex systems shows 
that changes eventually start introducing er- 
rors at a rate faster than they can be removed. 
At such a point all changes must be stopped 
and new software developed. The extent to 
which changes could be made would depend 
on the foresight of the developers during the 
design of the software. The better the require- 
ments were understood at that time, and the 
better the potential changes were predicted, 
the more the chance that the software could 
accommodate changes as they occurred. The 
appearance of an unforeseen threat or coun- 
termeasure, or simply the advent of new, un- 
expected technology, might require redevelop- 
ment of all or substantial parts of the software. 
In a sense, the useful lifetime of the software 
would be determined by how well the software 
developers understood the requirements ini- 
tially. 
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Establishing Goals and Requirements 

Explicit performznce and dependability 
goals for BMD have not been established. Con- 
sequently, one cannot set explicit software de- 
pendability goals. Even when BMD goals have 
been set, it will be difficult to derive explicit 
software dependability goalf from them; there 
is no clear mapping between system dependa- 
bility and software dependability. All agree 
that perfect software dependability is unat- 
tainable. Only arguments by analogy, e.g., as 
dependable as an automobile or telephone, 
have been proposed. There is no common agree- 
ment on what the dependability needs to be, 
nor how to measure it, except that it must be 
high. 

There is common agreement that standard 
DoD procedures for developing software are 
not adequate for producing dependable BMD 
software in the face of rapidly changing re- 
quirements. There are few convincing pro- 
posals as yet on how to improve the proce- 
dures. The developers should not be expected 
to produce an adequate system on the rirst try* 
As Brooks says in discussing large software 
systems: 

In most projects, the first system built is 
barely usable. It may be too slow, too big, too 



awkward to use t or all three. There is no alter* 
native but to start again, smarting but 
smarter, and build a redesigned version in 
which these problems are solved ... all large- 
system experience shows that it will be done. 
Where a new system concept or new technol- 
ogy is used, one has to build a system to throw 
away, for even the best planning is not so om* 

niscient as to get it right the first time 

Hence plan to throw one Tray; you wilt any- 
how," 

BMD software may be an order of magni- 
tude larger than any software system yet 
produced. Early estimates of software size for 
projects are notoriously inaccurate, often by 
a factor of 3 or more. Some argue that the use 
of an appropriate systems architecture can 
make SDI software comparable in size to the 
largest existing systems. On the other hand, 
none of the intermediate or far-term architec- 
tures yet proposed would appear to have this 
effect, and previous experience with large soft- 
- ware systems indicates that the size is likely 
to be larger than current estimates. Such an 
increase in scale could cause unforeseen prob- 
lems to dominate the development process. 



"Frederick R Brooks, Jr., The Mythic*! Men-Month: Essays 
on Software Engineering {Sew York, NY: Addison- Wwley, 
1976K p. 116. 



SDIO INVESTMENT IN BATTLE MANAGEMENT, COMPUTING 
TECHNOLOGY, AND SOFTWARE 



SDIO's battle management program serves 
as the focus for addressing many of the com- 
munications, computing, and software tech- 
nology problems discussed in chapters 7, 8, and 
9. Based on funding and project description 
data supplied by SDIO, this section analyzes 
how SDIO is roending its money to try to solve 
these problems. The battle management pro- 
gram is organized into eight areas: 

1. software technology program plan: devel- 
oping and implementing a software tech- 
nology program for the SDIO; 

2. algorithms: development of algorithms for 
solving battle management problems such 



as resource allocation, track data hand- 
ing over, discrimination, and coordination 
of actions within a distributed system; 

3. communications: identifying the require- 
ments and technology for establishing a 
communications system to link SDI com- 
ponents together into a BMD system; 

4. experimental systems: proposing and 
evaluating system and battle manage- 
ment architectures and the technologies 
for implementing them; 

5. networks: the design and development of 
distributed systems and of communica- 
tions networks that could be used to sup* 
port BMD; 
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6. The National Test Bed: procurement of 
hardware and software needed for the Na- 
tional Test Bed; 

7. processors: development of computers 
that would be sufficiently powerful, radia- 
tion-hardened, fault-tolerant, and secure 
for BMD needs, and of the software re 
quired to operate them; and 

8. software engineering: the technology for 
developing and maintaining soft ware for 
SDL including techniques and tools for 
requirements specification, design, cod- 
ing, testing, maintenance, and manage* 
ment of the software life-cycle. 

Table 9-2 is a snapshot of the funding for 
these areas as of June 1987. Rather than show- 
ing the fiscal year 1987 SDIO battle manage- 
ment budget, it shows money that at that time 
had been spent since the inception of the pro- 
gram, that was then under contract, or that 
was expected soon to be under contract. It is 
a picture of how the SDIO was investing its 
money to solve battle management problems 
over the first few years of the program. Not 
shown is money invested by other agencies, 
such as the Defense Advanced Research Proj- 
ects Agency, in joint projects. The leverage 
attained by SDIO in some areas is therefore 
greater than might appear from the table* 

The SDIO battle management program 
clearly emphasizes experimental systems. Ex- 
amination of the individual projects in this area 
shows a concentration on the development and 
maintenance of simulations and simulation fa- 
cilities, such as the Army's Strategic Defense 
Command Advanced Research Center Test 



Table 9-2.^S0IO Battle Management Imraslmtni 



Funding Perce it of 



Area 






Software technology program plan . 




1 


Algorithms 


. 25.3 


9 


Communications 


. 6 1 


3 


Experimental systems 


. 117.5 


42 


National Test Bed 


. 13.0 


5 




. 29 8 


11 




. 471 


17 


Software engineering 


. 32 8 


12 


Total 


. 275.9 


100 


SOURCE: Office of Tftcrmotogy A«Mtwrwn1. 1« 
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Bed, used to run buttle simulations; on ar- 
chitecture analyses, such as the phase I and 
II battle management/C architecture studies; 
and on the first two Experimental Validation 
88 (FV88) experiments. 

The funding categories shown in table 9-2 
permit considerable overlap; projects in each 
category could easily be assigned to a differ- 
ent category. To try to draw clearer distino 
tions among categories and to try to identify 
funding targeted specifically at the problems 
discussed in chapters 7 through 9, OTA reor- 
ganized the funding data supplied by SDIO. 
Table 9-3 shows just those funds aimed at ex- 
ploring solutions to some of the more signifi- 
cant problems noted in chapters 7 through 9. 
It does not include all funds shown in table 
9-2, but does show percentages of total fund- 
ing. The categories are defined as follows: 

1. battle management and system simula- 
tions: the development of particular simu- 
lation algorithms or specialized hardware 
for battle management simulations; 

2. simulation technology development: the 
development of the hardware and software 
for bigger, faster simulations, and for im- 
proving techniques for evaluating the re- 
sults of simulations; 

3. automating existing software engineering 
technology: the development of software 
and hardware that would be used to im- 
prove the software development and main- 
tenance process, which is now based on 
existing manual techniques; 



Tsbfcj 94.— FumHfif for OTA Specified Problem* 



Problem (SM) total* 

Battle nunagement and system simulations 42.5 15 

Simulation technology devetopmenl 357 13 

Automating Misting software engineering 

technology 14,2 s 

Computer security 10.3 4 

Comm un tot ions networks 7.8 3 

Software verification i 6 2 

Fault tolerance (harcrware and software) 3,1 1 

Software engineering technology development 2.5 1 

Totai 120.6 44 

**t*nt9i «at Mtto MmffRw* teftfng. t.i , of C75.M 

souect. one* « Tmxmm tmtmm, ieat ** sou. 
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4. computer security: techniques for detect- 
ing and preventing unauthorized access 
to computer systems; 

5. communications networks: the organiza- 
tion of computer-controlled communica- 
tions equipment into a network that could 
meet SDI communications requirements; 

6. software verification: the development of 
practical techniques for mathematically 
proving the correctness of computer 
programs: 

7. fault tolerance (hardware and software): 
the development of hardware and software 
that continues to work despite the occur- 
rence of failures; and 



8. software engineering technology develop- 
ment: the development of new techniques 
for improving the dependability of soft- 
ware and the rete at *hich dependable 
software can be produced. 

Table 9-3 shows that SDIO is investing con- 
siderably more in simulations and simulation 
technology than any of the other problem areas 
in battle management and computing identi- 
fied by OTA, Of some concern is the sinallneas 
of the investment in especially challenging areas 
arch as computer security! communications net* 
works, fa^lt tolerance, and new software engi- 
neering technology development. 



CONCLUSIONS 



Based on both the preceding analysis, and 
the further exposition in appendix A, OTA has 
reached eight major conclusions. 

1. The dependability of BMD software would 
have to be estimated subjectively and with- 
out the benefit of data or experience from bat* 
tie use. The nature of software and our experi- 
ence with large, complex software systems, 
including weapon systems, together indicate 
that there would always be ^resolvable ques- 
tions about how dependable the BMD soft- 
ware was, and also about the confidence to 
be placed in dependability estimates* Politi* 
cal decision-makers would have to keep in 
mind that there would be no good technical 
answers to questions about the dependabil- 
ity of the software, and no well-founded tech- 
nical definition of software dependability. 

It is important to note that the Soviets 
would have similar problems in trying to 
estimate t v e dependability of the software, 
and therefore the potential performance of 
the system. Technical judgments of depend- 
ability would rely on peacetime tests that 
would be unlikely to apply to battle condi- 
tions. Political judgments about the credi- 
bility of the defense provided would there- 
fore rest on very uncertain technical grounds. 

2. No matter bow much peacetime testing were 
done, there would be no guarantee that the 



system would not fail catastropUcaJ'y dur- 
ing battle as a result of a software error, ?ur- 
thermore, experience with large, complex soft- 
ware systems that have unique requirements 
and use technology untested in battle, such 
as a BMD system, indicates that there is a 
significant probability that a catastrophic fail- 
ure caused by a software error would occur 
in the system's first battle. 

3. It is possible that an administration and a 
Congress would reach the political decision 
to "trust" software that passed all the tests 
that could be devised in peacetime, despite 
the irresolvable doubts about whether such 
software might fail catastrophically the first 
time it was used in an actual battle. Such 
a decision could be based upon the argument 
that the purpose of strategic forces— even 
defensive strategic forces— is primarily deter* 
recce, and that a defensive system passing all 
its peacetime tests would be adequate for de- 
terrence. If deterrence succeeded, we would 
never know, and never need to know, whether 
the system would function in wartime. 

4. The extent to which BMD software would dif- 
fer from complex software systems that have 
proven to be dependable in the past raises the 
possibility that software could not be created 
that ever passed its peacetime tests. This a 
possibility exacerbated by the prospect of 



changing requirements caused by Soviet ac- 
tions. We might arrive at a situation in 
which fixing problems revealed by one test 
created new problems that caused the soft- 
ware to fail the next test, 

5, No adequate models exist for the develop- 
meat, production, test; and maintenance cf 
software for full-scale BMD systems. Current 
DoD models of the software life-cycle and 
methods of software procurement appear in* 
adequate for the job of building software as 
large, complex, and dependable as BMD 
software would have to be. 

6. The system architecture, the technologies to 
be used in the system, and a consistent set 
of performance requirements over the lifetime 
of the system must be established before start- 
ing software development.* 7 Otherwise, the 
system is unlikely even to pass realistic 
peacetime tests. 



"Not* that this does not preclude « phased system, with both 
capabilities and requirements growing over time, provided that 
the final architecture and final performance requirements are 
clear before initial software development begins Even then, con* 
sidering the uniqueness of BMD defense, one would expect to 
spend considerable time finding a workable design. 



7. As the strategic goals for a BMD system be- 
came more stringent, confidence in one's abil- 
ity to produce software that would meet those 
goals would decrease as a result of the in- 
creased complication required in the software 
design. Even for modest goals- such as im* 
proved deterrence, the United States could 
not have high confidence that the software 
would not fail catastrophically, whether 
faced with a modest threat or a severe 
threat. Put another way, there is no good 
way of knowing that BMD software would 
degrade gracefully rather than fail catas* 
trophically when called on to face increas- 
ing levels of threat. Current techniques for 
identifying problems and detecting errors, 
such as simulations, would not help, al- 
though they could help to reduce the fail- 
ure rate. Furthermore, foreseeable improve- 
ments In software engineering technology 
would not change this situation. 

8. The SDIO is Investing relatively small 
amounts of monry in software technology re- 
search In general, end in software engineer- 
ing technology, computer security, communi- 
cations networks, and fault tolerance in 
particular. This investment strategy is of 
some concern, since particularly challeng- 
ing BMD software development problems 
lie in these areas. 
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Appendix A 

Technology for Producing 
Dependable Software 



Introduction 

Chapter 9 of this report of ten refers to the tech- 
nology of specific phases in the software life cycle. 
The application of such technology is known as 
software engineering. This appendix describes the 
state of the art in software engineering and 
prospects for improvements in the state of that 
art. It serves as a tutorial for those unfamiliar with 
Department of Defense (DoD) software develop- 
ment practices. It provides supporting detail for 
the discussions in chapter 9 of the technology avail- 
able Tor producing dependable systems. 

Origins of Software Engineering 

The term "software engineering" originated in 
1968. Around that time, computer scientists be- 
gan to focus on the difficulties they encountered 
in developing complicated software systems. A re- 
cent definition of software engineering is: 
. . . th? application of science and mathematics by 
which the capabilities of computer equipment are 
made useful to man via computer programs, pro* 
cedures* and associated documentation. 1 
Another recent definition adds requirements for 
precise management and adherence to schedule 
and cost: 

Software engineering is the technological and 
managerial discipline concerned with systematic 
production and maintenance of software products 
that are developed and modified on time and within 
cost estimates. 1 

The Institute of Electrical and Electronic Engi- 
neers (IEEE) defines software engineering as: 
The systematic approach to the development, 
operation, maintenance, izd retirement of 
software. 1 

Before the late 1960s, managers paid little at- 
tention to the systematizing of software construc- 
tion building. Most software systems were not 
complicated enough to occupy large numbers of 
people for long periods of time. Existing computers 



'Barry W. Boetuu, Soft wart Engineering Economic* jEnfctewood 
Cliffi.NJ: Prentice-HalL 1981). j>, 16, 

'Richard FairJey. Software Engineering Concept*. (New York: 
McGraw-Hill. 1965). p. 2. 

*JEEE Sttndurd Ghseeij of Soft wire Engineering Terminology, 
IEEE Standard 729-19*3. 



were not big or fast enough to solve very compli- 
cated problems: 

As long as there were no machines, Program- 
ming was no problem at all; when wf had a few 
weak computers, Programming became a mild 
problem, and now that we have gigantic com- 
puters, Programming has become an equally gigan- 
tic problem.* 

Software engineering technology has improved 
since 1972, but not as quickly as the capabilities 
of computers. Studies in software engineering tech- 
nology transfer show that ideas typically take 16 
years to move from research environments, such 
as universities and laboratories, to common use* 1 
During this time, considerable experimentation 
and repackaging occur. 

Advances in software engineering technology 
often take the form of better techniques for pro- 
gram design and implementation. Some techniques 
demand no more than a pencil and paper and an 
understanding of their concepts. Most, however, 
become partially or fully automated. The form of 
automation is generally a computer program, 
known as a "software engineering tool." One ex- 
ample is the compiler— which helps to debug other 
programs; another is a program that checks the 
consistency of software specifications. Because 
software engineering tools themselves take the 
form of complex computer programs, they are sub- 
ject to the typical problems involved in producing 
complex, trustworthy software. This fact helps ex- 
plain why software engineering technology lags 
hardware engineering technology. 

The trend toward use of software engineering 
tools seems to be growing, as evidenced by such 
projects as: 

• DoD's Software Technology for Adaptable, 
Reliable Systems (STARS), who&e purpose has 
been to produce an integrated set of tools for 
DoD software engineers; 



'Edsger W. Dijkitre. "The Humble Programmer." Communicetion* 
of the ACM. lMlO|:85ft-86e. 1972, 

•William F. Riddle. "The Magic Number IS Phi or Mbue Three: A 
Study of Software Technology Maturation ." ACM Srrftwircr rnffneer 
ing Not**, vol 9. No. 2, 1984, pp 21 37. 

The figure of 18 y**Tt for technology transfer is consistent with other 
engineering fields during period I of technological innovation, aa ana- 
lyzed in Gerhard O. Menech. Submit* in TerhooJogvCembridg* MA: 
Bellinger. 1979). 
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• the Software Productivity Consortium, 
formed to produce software engineering tools 
for its clieru members, including many of the- 
nation's large?!- Aerospace companies: and 

• the Microcomputer and Electronics Consor- 
tium, one of whose purposes is to produce bet- 
ter software engineering technology for its cli- 
ent members. 

State of tfaf* Art in Software 
Engineering 

This section discusses the current state of the 
art in software engineering technology. It consid- 
ers the application of that technology to system- 
atic approaches to software development. Finally, 
it reviews recent proposals for improvements in 
software engineering to aid in the development of 
ballistic missile defense (BMD) software. 

The Software Development Cycle 

The process of developing and maintaining soft- 
ware for military use is described in DoD military 
standards documents as the "software life cycle/* 
The description here is simplified for the purposes 
of this report. The activities described are common 
to nearly all DoD projects, though they vary in the 
amount of attention paid to each, the products 
produced by each, and the number and kind of 
sub&ctivities in each. 

Furthermore, the Initial set of activities de- 
scribed encompasses only development up to the 
point of acceptance of the system by DoD. Our 
description lumps activities following development 
into the category of "maintenance," which is dis- 
cussed in a separate section. Finally, the activities 
described here generally conform to the model of 
development set forth in the DoD Standard (No. 
2167) for software development. Commercial de- 
velopment and advanced laboratory work may fol- 
low considerably different procedures (although all 
tend to produce documentation similar in intent 
to that described in the following sections). 

Feasibility Anal) sis 

The first phase of development is an analysis of 
the DoD's operational needs for the proposed sys- 
tem. This phase may start with a series of studies 
of the feasibility of meeting those needs. The re- 
ported results of the feasibility studies are often 
based on computer simulations *f the situations 
that the system would have to handle. The envi- 
ronment in which the system would operate may 



be characterized in terms of quantifiable parame- 
ters. This process is analogous to telephone com- 
pany analyses of the traffic load— the number of 
calls per hour expected at different times of the 
day, week, and year— to be placed on a new switch- 
ing center. The feasibility analysis may be per- 
formed on a contract basis by systems analysts 
who are not software engineers. In the case of the 
Strategic Defense Initiative (SDI), systems 
analysts who are familiar with BMD have done 
mwh of the feasibility analysis as pai t of the com- 
petitive system architecture contracts (see ch. 3>. 

Feasibility analysis sometimes includes con 
acructing a software prototype designed to inves- 
tigate a few specific issues, for example, what the 
mode of interaction between human and computer 
should be or which tracking algorithms would work 
best under different circumstances. Most system 
functions are not implemented in prototypes. To 
save time, the development of prototype software 
does not follow the standard cycle. Software in the 
prototype is not usually suitable for reuse in the 
actual system. The prototype is usually discarded 
at the end of the software development cycle. 

The end-product of the feasibility analysis is a 
document that describes what functions the r ew 
system needs to perform and how it will work. This 
report is poraetimes called a "concept of opera- 
tions" 01 an "operational requirements' 1 document. 
The operational requirement* document will form 
the basis for a request for proposals to potential 
development contractors. Once the contract has 
been awarded, the document will underlie the state- 
ment of requirements tu be met by the system— 
that is, the description of what the contractor must 
build. The (SDK battle management software de- 
velopment project is currently in the feasibility 
analysis stage. 

Software Requirements Analysis 
and Specification 

Software engineers enter the software develop- 
ment process at the software requirements analy- 
sis and specification phase. From their interpreta- 
tion of the operational requirements document, 
they write a requirements or performance "speci- 
fication" for the software {including how it is to 
interface with other systems). Upon government 
approval, chis specification document supplies the 
contractual criteria of acceptability of the software 
to the government. The specification differs from 
the operational requirements as follows: 

• It is mote detailed than the operational re- 
quirements statement. Where the latter may 
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vaguely describe the functions to be per- 
formed, such as 4 'simultaneously track 10,000 
missiles/' the requirements specification will 
describe a sequence of subfunctions needed to 
implement the operational requirement. The 
description of each subfunction will include a 
description of the input supplied to tne sub- 
function, the output produced by it, and a brief 
explanation of the algorithm by which the in- 
puts are transformed into outputs. 

For example, a subfunction of tracking ro*y 
be to update the track for a particular missile. 
The inputs of that subfunction are the current 
file of tracks and a new track report. Its out- 
put is an updated track file. The algorithm 
might consist of the following steps: 

—retrieve the existing track for the missile 
from the track database; 

—update the position, velocity, acceleration* 
and time of last report components of the 
missile track; and 

—store the updated track entry back into 
the database. 

• It describes the interfaces between the new 
system and all the other systems with which 
it must interact. Sometimes these interfaces 
are described in a separate document, 

• It describes the interfaces to the hardware de- 
vices that the software roust control, such as 
weapc \ or from which the software must ob- 
tain information, such as navigation devices 
like inertia! guidance units. 

When the requirements specification is complete, 
the government hrtlds a "requirements review" at 
which it decides what, if any, changes must be 
made. The specification becomes a contractually 
binding document and is passed on to the software 
designers. The review is the last time at which re- 
quirements errors can be corrected cheaply; few 
assumptions have yet been made about the way 
the requirement* will be implemented as computer 
programs. Procedures known as "configuration 
control*' are established. These ensure that the 
specification is not arbitrarily changed. The speci- 
fication becomes the "baseline requirements speci- 
fication. " All further changes go chr Jugh a forma] 
approval cycle, requiring the concurrence of a com- 
mittee known as a "configuration control board/' 

Design 

The purpose of the design phase is to produce 
a "program detfgn specification" of bow a com- 
puter program can be written to satisfy the require- 
ments specification. The design specification usu- 



ally describes the division of the software into 
components. Each component may be subdivided 
again, with the subdivision process eventually end- 
ing in subcomponents that can be implemented as 
individual subprograms or collections of date The 
components res' J ting from the first subdivision, 
sometimes called "configuration items/' are used 
to track the status of the system throughout its 
lifetime. 

The organization that emerges from the design 
process is known as the structure of the software, 
and the criteria used are called "structuring cri- 
teria." The relationship among components de- 
pends on the criteria used in the subdivision proc- 
ess. For example, if the criterion for subdivision 
is function, at the first subdivision a component 
c?Ued "tracking" might be formed. At the second 
level one might find tracking subdivided into func- 
tions such as "obtain object track" and "update 
object track." Such a subdivision is called a "func- 
tional decomposition." 

A very dif ferent criterion is type of change. At 
the first 'evel one might then see components such 
as all decisions that will change if the hardware 
changes and all decisions that will change if soft- 
ware requirements change. At the second level one 
might find hardware decisions subdivided into de- 
cisions about sensor hardware, decisions about 
weapons hardware, and decisions about computer 
hardware. Such an organization is called an "in- 
formation hiding decomposition." 

The structuring criteria are key to understand- 
ing the design and the trade-offs it embodies/ 
Those who use functional decomposition argue 
that it results in software that performs more effi- 
ciently. Those who use information hiding argue 
that it results in software that is easier to main- 
tain because it is easier to demonstrate correct and 
easier to understand. Other criteria optimize for 
other factors, for example, fault-tolerance, security, 
and ease of use. As might be expected, there is no 
single criterion that simultaneously optimizes all 
design goals. 

An important purpose of the design specifica- 
tion is to describe the "interfaces" among compo- 
nents. The interfaces consist of the data to be 
passed from one component to another, the se- 



*Ctx»d daigrm find it uwrfuJ to atructur* the deaifn in »»v«r*J differ 
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quences of events to be used in coordinating the 
actions of the components, and the conditions un- 
der which the components interact. Once the in- 
terfaces are established, individual design teams 
may design each component. Since each component 
may interact with sever 2I others, agreement on the 
interfaces is crucial for effective cooperation among 
the design teems. 

S^ch agreement is equally important for those 
who must later implement 'he design as a com- 
puter program. A mistaken assumption about an 
interface will result in an e : or in the* software and 
a failure in the operation of the software, A change 
in an interface requires agreement among all those 
working on the interfacing components, and may 
result in redoing weeks or months of work. Get- 
ting the interfaces right is generally agreed to be 
the most difficult part of developing complex 
software. 

During the design process several reviews of the 
design are held. The purpose of the reviews is to 
ensure that the design is feasible and correctly im- 
plements the requirements. Early reviews on will 
be a "preliminary design review/' When the de- 
signers feel that the design specification is suffi- 
ciently complete to be turned into computer pro* 
grams, they hold a final, "critical design review." 
Errors found at this point can still be corrected 
relatively cheaply. Once they become embedded in 
programs they are very much more difficult to find 
and correct. Each design review results in changes 
to the design specification. Once the changes are 
completed, the design specification becomes the 
basis for producing computer programs. It is then 
placed under configuration control, much as the 
approved requirements specification is. 

Code 

The process of translating the program design 
specification into computer programs 13 known as 
"coding." By DoD policy, command and control 
systems, weapons, and other software develop* 
ment projects must use a DoD standard program- 
ming language. 7 Individual programmers s*ork 
from the design specification to implement the 
components as computer programs. The more com- 
pletely and precisely the components and thei; in- 
terfaces are defined, the less communication is re- 
quired among the programmers. They can then 
work independently, in parallel. An incomplete or 



'Current DoD policy mandate* the um of Ada mm • »und«rd program 
mio* language, tinlaii the developer of a system obtains a waiver Prior 
to the advent of Ada, each eervke had lie own eLroderd programming 
language. 



ambiguous specification requires the programmers 
to make design decisions, often with incomplete 
and unrecorded communication among each other. 

Programming is writing instructions for a com- 
puter to perform a function described in the de- 
sign specification. The instructions are packaged 
together as a subprogram or a set of subprograms 
that cooperate to perform the function. Before it 
can be executed, a subprogram must be translated 
by a compiler from the programming language into 
machine language. Part of the programming job 
is to devise and perform tests on each subprogram 
to show that it works properly. A programmer uau- 
ally goes through several cycles of writing, test- 
ing, and revising a subprogram before he is ready 
to declare it finished. When a programmer is satis- 
fied that his subprograms perform correctly, he 
submits it to a test group. 

Test 

A separate group has the sole responsibility to 
devise, perform, and report on the results of tests. 
With no knowledge of the design, this group de- 
vises testa baaed on the requirements specification. 
It sends components that fail teats back to their 
developers with descriptions of failures and no at- 
tempts to diagnose the reasons for failures. 

Test performance is the primary basis for conri- 
dence (or no confidence) that a system behaves aa 
it is supposed to. A variety of techniques tests 
trustworthiness, fault-tolerance, correctness, secu- 
rity, and safety. It is during testing that compo- 
nents of the system first operate together and as 
a whole. The following sections describe the steps 
in the integration and testing process At each 
step, each of the reliability aspects may bo tested. 

The test process resembles a reversal of the de- 
sign process. Subprograms are first tested in- 
dividually, then combined into components for in- 
tegration tests. Components are integrated again 
and tested aa larger components, the process con- 
turning until all components have been combined 
into a complete sy3 f em To a large extent, integra- 
tion testing may be thought of as testing the in- 
terfaces between components. It is in integration 
testing that mistaken assumptions about how 
other programs behave first manifest themselves 
as failures. 

Early tests in the process often include supply- 
ing erroneous input data to components or plac- 
ing them under atypical operating conditions. Such 
conditions might include heavy computational 
loads or undesired events thaj, whi! aNnormal, 
might occur* Such "stress" testa are designed to 
find out how fault-tolerant the system will be. 



263 



As integration progresses, the total number of 
possible states of the formed component is the 
product of the number of states of its constituents. 
Combining component A with N states and com- 
ponent B with M states results in component C 
with M times N states. If R te&ts were perfo; med 
on A, and T tests on B r combining each test of A 
with each test of B would require performing B 
times T tests on C. For large systems, it is imprac- 
tical to perform the number of tests needed* at each 
integration stage the number of tests performed 
relative to the number of possible states becomes 
quite small. The tests performed on r he entire in- 
tegrated system include only a few typical ex- 
pected scenarios. 

The integration procedure described above is 
called "bottom-up," since it starts on the lowest 
component level and proceeds upward. A second 
integration technique that is becoming more com- 
mon starts with top-level components. It attempts 
to test interfaces as early as possible. This tech- 
nique requires the writing of dummy subcompo- 
nents that simulate only some of the actions of the 
actual future subcomponents, but that use the 
same interfaces. The dummies, called "stubs/* are 
gradually replaced with the actual subcomponents 
as system "top-down" integration proceeds. 

When the developer deems the system ready for 
delivery, a contractu ally- specified formal test pro- 
cedure is performed to ensure that the system is 
acceptable to the government. This "acceptance 
test' 1 consists of running several scenarios and it 
m*»y test endurance and handling of stress. Accept- 
ance tests are performed under government obser- 
vation under conditions as closely approximating 
real use as possible. If included, an endurance test 
consists of continuous simulated use of the sys- 
tem for a minimum of 24 hours. Endurance tests 
are important for syste.ns that arc expected to 
operate continuously onue placed in service. Once 
a system has passed its acceptance tests, it is de- 
livered to the government and enters the remain- 
ing phase of its life cycle, known as maintenance. 

Despite elaborate test procedures, all complex 
software systems contain errors when delivered. 
As previously noted, software tests cannot be 
exhaustive and cannot be relied upon to find all 
errors. As an example, during the operational 
evaluation of the AEGIS system on the U.S.S. 
Ticonderoga, 20 target missiles were fired while 
the ship was at sea under simulated battle condi- 
tions. Some of the target missiles were fired simul- 
taneously into the area scanned by the AEGIS 
combat system; thus, the 20 targets constituted 
fewer than 20 scenario tests. The tests revealed 



several software errors, costing approximately 
$450,000 to fix. 4 

Since errors do remain in software after accept- 
ance testing, the correction of errors continues as 
a major activity after a system has been delivered 
and put into use. 

Maintenance 

Unlike hardware, software contains no physical 
components and does not wear out as a result of 
continuing use. Maintenance is really a misnomer 
when applied to software; 

In the hardware world, maintenance means the 
prevention and detection of component failure 
caused by aging and/or physical abuse, Since pro- 
grams do not age or wear out, maintenance in the 
software world is often a euphemism for contirued 
test and debug, and modification to meet chang- 
ing requirements.* 

Errors emerging during system use must be cor- 
rected, and the system must be re tested to ensure 
that the corrections work properly and that no new 
errors have been introduced. Correcting an error 
may entail reanalyzing some requireme nts and do- 
ing some redesign; it almost certainly demands re- 
writing some code. Accordingly, all of the devel- 
opment activities also occur during maintenance. 

Even when requirements appear to be comple f * 
and consistent, as users gain experience with a sys- 
tem they may change their minds about the per 
formance they desire from it. The automobile is a 
case in point* Drivers* behavior and expectations 
about the performance of their vehicles changed 
as new possibilities for travel emerged and as new 
technology became available. Behavior also 
changed as economic and political situations 
changed. For example, wartime conditions affected 
the cost and availability of cars and auto parts, 
and oil production decisions affected the price of 
fuel. Similarly, as writers have switched from type- 
writers to word processors, both their writing 
habits and the features they expect in a word proc- 
essor have changed. 

Maintenance costs are now becoming the major 
component of software life-cycle costs. Some data 
show that by 1978, 48.8 percent of data process- 
ing costs were spent on maintenance activities. 1 * 

'Discussion of the results of the Ticonderogi operational evaluation 
testa may be found in U.C. Congresi Senate Committee on Armed Serv- 
kesthe record of the hearings before the Committee on Armed Serv- 
ices. United States Senate. 98th Congress, second session on S2414 
part S P Sea Power and Force Projection. Mar, 14, 16, 29, Apr. 6, 11. 
May 1. 1984. 

D. David Weise, U S Naval Research Laboratory, 'The MUDD 
Report: A Case Study of Navy Software Development Practice*,'' NRi, 
Report 7909, May 1975. 

"Boehm. Soft iwe Engineering Economic** op- eft-, footnote 1, figure 
3-2. p. 10. 
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New ;« hnology, new strategies, and new computa- 
tions! il£vrithTns would cause envisioned BMD 
syster a to evolve over many years, Their long- 
lifetime, complexity, and evolutionary nature will 
magnify { ho general trend towards relatively larger 
software maintenance costs, 

Interaction Among the Phases 

In the preceding sections the different phases of 
the software life cycle are described as if they oc- 
cur in a strict sequence. In fact, there is consider- 
able feedback among the phases. Changes in re- 
quirements, design* and code occur continually. 
Large systems may be subdivided into subsys- 
tems, for each of which there is a separate require- 
ments specification and a separate development 
cycle. These separate developments may proceed 
in parallel or sequentially. 

The first planned delivery in a sequential devel- 
opment is called the initial operating capability 
(IOC). Sequencing the delivery of different versions 
of the system over time permits faster delivery of 
some capabilities, but it introduces additional prob- 
lems into all of the development phases. The sys- 
tem must be designed so that added capabilities 
do not require large changes to existing design or 
code. In particular, interfaces must be designed to 
take into account potential future changes in ca- 
pabilities. This is another example of a problem in 
large, complex systems that does not ^-ccur in small 
systems, where the entire system is delivered at 
once. 

The requirements analysis and design phases 
usually consume about 40 percent of the develop- 
ment effort, the coding phase about 20 percent, and 
the testing phase about 40 percent. For long-lived 
systems, the maintenance phase consumes 60-80 
percent of the total lifecycle cost. For this reason, 
the trend in large, long-lived systems is to try to 
develop the software so as to make the mainte- 
nance job easier. Since the principal activity in 
maintenance is change, an important development 
consideration is how to make change easier. 

Software Engineering Technology 

Software engineering technology research and 
development tend to focus on particular phases of 
the software life cycle. For example, work on im- 
proving design techniques is often independent of 
work on improving techniques for translating high- 
level languages to machine code. One reason is that 
the different phases present very different prob- 
lems for the software engineer. 



The next few sections briefly describe the state 
of the art, the state of the practice, and the direc- 
tion in which software technology is currently mov- 
ing, particularly within DoD. Much of the work in 
the last few years has concentrated on creating 
automated support for software development tech- 
niques. Such support usually consists of one or 
more programs, called t<-ols." 

Constructing Prototypes 

During the feasibility analysis tod requirements 
specification stages, software engineers sometimes 
quickly produce prototype* to help feasibility anal- 
ysis *nd to explore different ways in which users 
might interact with the completed system. Such 
rapid prototypes are intended to allow exploration 
of only a few issues: they are not intended to be 
models of the final software They are often exe- 
cuted in different bingua^es, on different com- 
puters, and using a differs* development process 
than the final software. Usually less than 10 per- 
cent of development effort is spent on such pro- 
totypes. 

Sometimes software engineers do full prototyp- 
ing. Full prototyping means building a complete 
prototype system and then discarding it. This ap- 
proach has been advocated by Brooks: 

In most projects, the first system built is barely 
usable. It may be too slow, too big, too awkward 
tu use, or all three. There is no alternative but to 
start again, smarting but smarter, and build a re- 
designed version in which these problems are 

solved all large-system experience shows that 

it will be done. Where a new system concept or new 
technology is used, one has to build a system to 
throw away, for even the best planning is not so 
omniscient as to get it right the first time.... 

Hence plan to throw one away: you will, any- 
how, 11 

Specifying Requirements 

Software requirements specifications constitute 
an agreement between the customer and tin soft- 
ware developers. In stating what the software 
must do, the specifications must be unambiguous, 
precise, internally consistent, complete, and cor- 



"ftathftr than trying to describe ran the few moat notable examples, 
this appendix just Indicate* genera] trends. For a more detailed survey 
of software technology that may be applicable to SDI. the reader abould 
eat the following Institute for Defatuw AneJyaia report on the subject 
prepared for the SDlCfc Samuel T. JUdwine, Jr.. Sarah H. Nash< at *L 
SDS Pnlimkuy Softwv* r*Jux% Integration Kan, IDA paper P- 
1926. July 1E86. 

"Fredrick P. Brook* Jr, , Thm Mythic*! MajhManiA: Essay* tm Soft 
W Bn^mriog (New York. NY: Addiaon-Wealty. 1*76). 
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rectly representee of the customer's desires and 
developers* intent. By systematizing the process, 
methodologies for analyzing and expressing re- 
quirements are intended to help the analyst be 
complete, consistent, and clear, Some tools partly 
automate the process— sometimes by providing 
mechanisms to support a particular methodology, 
sometimes just by providing storage and retrieval 
of documentation. 

Before 1975, nearly all requirements were man- 
ually produced. Although they might contain 
mathematical equations, they used no formalisms 
or notati "ns tailored to the job of writing software 
specifications. The underlying methodology fo- 
cused on describing functions the software had to 
perform and specified the input to and the output 
from each function. By about I960, two or three 
new methodologies had appeared, incorporating 
novel methods of decomposition and correspond- 
ing notations and formalisms. 

Also appearing were several tools representing 
somewhat clumsy attempts to automate the proc- 
esses of storing and retrieving requirements speci- 
fications and of performing internal completeness 
and consistency checks. More advanced tools have 
udded some simulation capability, enabling the re- 
quirements analyst to run a simulation of his sys- 
tem based on the description stored by the tool 
The early tools enjoyed a brief popularity that has 
not been sustained. 

Recent technology includes attempts to combine 
automated support for methodologies with micro- 
computer systems, resulting in so-called "software- 
engineering workstations/' Simpler workstations 
may use word processors to automate the text 
maintenance and production process. More com- 
plex workstations use document control systems 
on minicomputers to manage the entry, mainte- 
nance, and production of requirements document 
tation; such systems may feature version control 
and graphics support. The more tedious jobs of pro- 
ducing and maintaining text have been automated, 
but the more difficult jobs of assuring that require- 
ments are complete, consistent, and feasible to im- 
plement have not yet been much affected, 

Design 

Design technology is in a similar state to that 
of requirements specification. There is still little 
agreement on the appropriate techniques for rep- 
resenting and specifying designs. A few design 
methodologies have become popular in the last 10 
years, and there are a few supporting tools that 
help the designer. There are a few serious attempts 



to integrate requirements specification and design 
support technology, but they have not been very 
successful. DoD has concentrated on finding de- 
sign techniques that are compatible with Ada (the 
recently adopted standard DoD programming lan- 
guage), then developing tools that support those 
techniques. 

Recent software design technology is on a par 
with requirements specification technology: the de- 
velopment of workstations and persona? computer 
tools aimed at supporting the designer's job has 
followed the development of similar tools on larger 
computers, 

Validating and Verifying 
Requirements and Design 

According to one estimate, errors in large projects 
are 10%) times more expensive to correct in the 
maintenance phase than in the requirements 
phase, 14 Supporting data suggest that the relation- 
ship between the relative cost to fix an error to the 
phase in which the error is detected and corrected 
is exponential. Accordingly, products of the soft- 
ware development phases undergo some kind of 
validat ion and verification several times during 
each phase and at the end of each phase. 

Although simulation is used to verify the results 
of feasibility and requirements cnaly;*s, much of 
the verification and validation of requirements and 
design is done by review, A review is a labor- 
intensive process. Users, designers, system engi- 
neers, and others scrutinize a specification for er- 
rors, usefulness, and other properties. Then, in a 
series of meetings, they discuss comments and ob- 
jections to the specifiction. There is little auto- 
mated support for reviews, and there have been 
few advances in the past 10 years in the way they 
have been conducted. Although many of the cleri- 
cal aspects of such reviews are ripe for automation, 
the more difficult parts are likely to remain highly 
labor-intensive. 

Coding 

Coding activities generally consume about 10* 
20 percent of the effort in large-scale software de- 
velopment, but they have been more highly auto- 
mated than any other part of the process. Perhaps 
the largest advance was the development of com- 
pilers that translate high-level languages into se- 
quences of machine instructions. In addition, there 
is a continuing stream of new tools that help the 
coder to enter, edit, and debug his code. 

L *'Bo*hmTSoft wm Engineering Ecawrnkt, op. d t, . fortarte Up, 40. 
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Advanced coding tools include editors, com- 
pilers, and debuggers that: 

• incorporate syntactic knowledge of the lan- 
guage being used, 

• allow the programmer to move freely between 
editing and debugging programs, and 

• provide him with powerful means of browsing 
througli the text of a program and analyzing 
the results of its execution. 

Such tools generally reside either on a time-shared 
computer or on a workstation that is at the sole 
disposal of the programmer. 

Current practice varies widely, from compilers 
used on batch machines (i.e., noninteractively, with 
little or no editing or debugging tools and with 
programmers relying principally on printouts for 
information), to state-of-the-art systems. 

Showing Correctness and Utility of Code 

Because code is the means of directing a com- 
puter's actions, it is the realization of the require- 
ments and the implementation of the design. Al- 
though earlier stages in the development process 
might conceivably be reduced in scope and effort— 
or even eliminated— code to implement the system 
must still be written. To show that it is the accurate 
realization of the desired system, the code must 
be demonstrated to execute correctly end usefully. 
Technology to support such demonstrations has 
followed several different approaches. 

The traditional approach is to test the software 
over a range of inputs that are deemed adequate 
to demonstrate correctness and usefulness, (The 
criteria for adequacy are generally determined by 
those responsible for accepting the software as ade- 
quate.) Testing technology is discussed in the next 
section. 

Code reviews, similar to design and requirements 
reviews in structure, function, and labor-intensive- 
ness, are also generally used during the coding 
process to find errors. As with other reviews, the 
nonclerical aspects of the process are unlikely to 
be automated. 

Correctness proofs based on mathematical tech- 
niques are discussed in chapter 9 of this report. 
Although work in automating proofs of program 
correctness and finding and applying techniques 
that work for large programs started about 20 
years ago, the technology is still inadequate for 
large, complex programs. There are no current 
signs of ideas that may lead to rapid progress. 



Testing 

Although there are different types of testing for 
different situations, the principles underlying 
different tests are the same: the program is exe- 
cuted using different sets of inputs and its be- 
havior, particularly its output, is observed. Test- 
ing technology has advanced to the point where 
test inputs can often be automatically generated, 
test output can be automatically compared with 
desired output, and the parts of the program that 
have been executed during the test can be auto- 
matically identified. As with coding, the current 
practice varies widely. For simple, noncritical sys- 
tems, none of the process may be automated. For 
critical systems, considerable investment is often 
made in automating tests. For auch systems, it is 
often important that test results be made visible 
and understandable to nontechnical users. As an 
example, elaborate computer-driven simulations 
are used in pre-flight testing of aircraft flight soft- 
ware. A pilot can test the behavior of the flight 
software without any knowledge of the code. 

Integrated Support 

Early tools designed to support software devel- 
opment or maintenance were aimed at solving spe- 
cific problems, such as translating high-level lan- 
guage* to machine instructions, and were designed 
either to work alone or in cooperation with one or 
two other tools. Requirements and, particularly, 
design support tools did not interface well with cod- 
ing and testing tools. More recent attempts at au- 
tomating the software development and mainte- 
nance processes are aimed at developing t oftware 
engineering environments: toots that are compat- 
ible with each other, that make it easy for the soft- 
ware engineer to switch his attention among differ- 
ent tasks in different phases of the software life 
cycle, and that support the entire software life cy- 
cle. Such environments are still in the development 
stage. 

In recent years, efforts to provide automated 
management support have appeared. Such support 
might consist of providing an automated database 
containing information about the progress of a 
software development or maintenance project. Ef- 
ficient tools for providing integrated management 
support should be appearing on the market shortly. 
One area that has enjoyed automated support for 
some time is change control, that is, keeping track 
of changes that have been proposed and made to 
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a system during its lifetime, long recognized as an 
important management need, Automated support 
systems designed just for change control have been 
available for at least 10 years* 

Incremental Development 

To avoid the problems associated with attempt- 
ing to develop a krge t complex system at one time, 
an incremental development technique is often 
used. Systematic approaches for increment de- 
velopment have been described in the literature for 
more than 10 -/ears; example variations are itera- 
tive enhancement, and program family develop- 
ment.* 4 More recently, incremental development 
has been incorporated into a risk based approach 
to development catted the spiral approach. 14 In this 
approach, each developmental increment is accom- 
panied by risk analyses. When deemed worth the 
risk, a complete development cycle, which may be 
similar to the one described in the preceding is 
used. Incremental development has been used by 
DoD in a variety of forms for a number tf years, 
and should not be expuled to result in a major 
improvement in software dependability or produc- 
tivity. 

Other Paradigms 

The preceding discussion is oriented towards the 
standard DoD software life cycle. Other paradigms 
for the software life cycle have been suggested. 
Some expand on the life cycle, such as a recently 
proposed model by Boehm that incorporates risk* 
assessment and incremental development Others 
attempt to eliminate or merge existing st€ pa, such 
as object-oriented programming using languages 
like Smalltalk that lend themselves to rapid 
change. Some introduce new or improved technol- 
ogy to change the nature of existing steps* such 
as the Cleanroom method. 

Object-Oriented Programming 

Object-oriented programming is based on sev- 
eral different ideas that are used differently by ad- 
vocates of the technique. 



"V,R, Baaili end A.J. Tomer. "Iterative Enhancement: A Practical 
Technique for Software Development," IEEE Transaction* on Soft wet* 
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'■B. Boehm, TRW Corp.. A < irei Model of Software Development 
Mad Enhancement* TRW technical report 21-371-85. 1985. 



The term object-oriented programming has been 
used to mean different things, but on? thing these 
languages have in common is objects. Objects are 
entities that combio* the properties of procedures 
and data since they perform computations and 
save local states. 14 

In many versions of the object-oriented model, 
the role of forma) requirements and design speci- 
fication is reduced in f fcvor of quickly producing 
different versions of a program until one is attained 
that exhibits the desired behavior. Although this 
technique appear 3 to work well on a small-scale, 
it has yet to be tried on large-scale programs that 
require the cooperation of many programmers and 
that are to be long-lived, Most likely, some of the 
ideas and tools that facilitate change in languages, 
like Smalltalk, will be incorporated into the soft* 
ware engineering environments under development 
for the standard DoD life cycle, where they will 
help make a modest improvement in productivity. 

The Cleanroom Method 

The Cleanroom method is an approach to soft- 
ware engineering recently developed at IBM." The 
method requires programmers to verify their pro- 
grams, using mathematically-based functional ver- 
ification methods developed at IBM. Programmers 
are not permitted to debug or teit their own pro- 
grams; testing is done by a separate test group 
Furthermore, the test process is based on statisti- 
cal methods that permit statistically valid esti- 
mates of mean time to failure to be calculated from 
test results. 11 Reported Cleanroom experience in- 
cludes three projects, the largest containing 45,000 
lines of code. There is no reported accumulated 
operational experience with software developed 
using this technique. Proponents believe the tech- 
nique will scale up to programs of the sire and com- 
plexity needed for SDL 

Automatic Programming 

In another suggested paradigm that would elim- 
inate much of the requirements and design phases, 
programs would be automatically generated 
directly from a requirements specification lan- 
guage that might read like a mathematiied ver- 
sion of English. This idea is not new; the term auto- 
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matic programming was applied in discussions of 
programming languages a? early as 1 £48. " As pro- 
gramming languages became more powerful the 
level of expectation for automatic programming 
rose. The technology to implement this paradigm 
in such a way that design specifications* as now 
used, would be uiineeded, is still well beyond the 
state of the art. 

Artificial Intelligence 

Artificial intelligence HI) is sometimes asserted 
to be a technology that would be needed to build 
the software for an SDI BMD system. In a critique 
of AI as applied to SDI, David Pamas points out 
two different definitions of AI that are currently 
used. 

AH: The use of computers to solve problems 
that previously could onl> be solved by applying 
human intelligence, 

A 1-2: The use of a specific set of programming 
techniques known as heuristic or rule-based pro* 
gramming. In this approach, human experts are 
studied to determine what heuristics or rules of 
thumb they use in solving problems* Usually they 
are asked for their rules. These rules ate then en- 
coded as input to a program that attempts to be- 
have in accordance with them. In other words the 
program is designed to solve a problem the way 
that humans seem to solve iL" 
Much of the investment in AI technology today 
seems to be based on AI-2, The result is likely to 
be several systems that wori well in limited appli- 
cations where the rules for solving a problem are 
well-known, relatively few in number, and consist- 
ent with each other. For battle management and 
other complex SDI computing problems, such an 
approach is unlikely to apply: the rules for conduct- 
ing a battle in space against an opponent* who may 
use unforeseen strategy or tactics, are not well 
known. 

Since AM may be considered as a set of prob- 
lems, such as writing a computer program that can 
translate English to Russian, it cannot be truly 
characterized as having an underlying technology. 
Solutions to such problems may or may not use 
AI-2, or any other technology. Accordingly, the 
state of the art in AM can only be considered on 
a problem-by-problem basis, and a technological 
assessment cannot be made. Since it lacks a unify- 

"For ■ dittusaioD of automat* programming. See David L. P«mt> 
"Car. Automatic Programming Sofvr- The SDJ Software Problem." in 
Software AspocU of Strategic M^Syst^jm, ' AamictnSantist. 
September-October iSSS. pp.432 40. 

** D * vid fr-.f^* 8 - "Artificial '*t*Ui*™* and the Strategic Defend 
Initiative, ibid. 



ing concept or technology, there is not much sense 
in talking about "applying* AM to SOI battle 
management problems until a specific aet of bat- 
tle management problems and their solutions is 
specified* 

Technology Summary 

Much of the current software technology work 
may be viewed as consolidation: the development 
of tools to support existing methodologies. This 
view is especially true for DoD, whose recent soft- 
ware technology investments are aimed at provid- 
ing automated support for software to be devel- 
oped in the Ada language* Both within and without 
DoD, particular emphasis is being given to soft- 
ware engineering environments: tools that are com- 
patible with each other, that make it easy for the 
software engineer to switch his attention among 
different tasks in different phases of the software 
life cycle, md that support the entire software life 
cycle. This emphasis is likely a result of a growing 
recognition by software engineers that although 
they have spent considerable time helping to au- 
tomate other industries, they have been slow to 
automate the software development and mainte- 
nance industry. 

The difficult problems of how to go about creat- 
ing, analyzing, specifying, and validating require- 
ments and design, and validating that implemen- 
tations satisfy requirements, are still open research 
problems on which progress ia slow. 

Measuring Improvement 

Because the quality of software depends so 
strongly on t\e quality of the software develop- 
ment process, both the process and the product 
need to be measured to understand where process 
improvements are needed and what their effect ia. 
As previously noted, increases in product scale re- 
sult in a shift in the factors determining success. 
Measurements made on small scale developments 
cannot be generalized to targe scale developments. 
As a result, laboratory-style measurements are of 
little help in trying to determine the factors affect- . 
ing the development of BMD software. To be use- 
ful, measurement nust be madt of the actual pro- 
duction process, with the atteurfsiJt risks of 
affecting the process. Since data from such meas- 
urements gives considerable insight into the prac- 
tices used by a company, it is considered by most 
companies to be sensitive end is rarely available 
for study outside of the company. As a result, there 
is little to chance to separate the effects of differ- 
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ent factors by comparing data from different de- 
velopment environments. Outside of internal com- 
pany studies, the few studies of software available 
from measurements in production environments 
come either from NASA's Software Engineering 
Laboratory, or from the Data and Analysis Cen- 
ter for Software* supported by the Rome Air De- 
velopment Center 

Scaling up to the size estimated for the SD1 bat- 
tle management software means that new devel- 
opmental problems will be encountered and that 
existing measurements will not apply well. Esti- 



mates for the size of the SDI battle management 
software range from 7 million lines of code to 60 
million Hne3 of code, depending on the estimator 
and system architecture. The largest operational 
systems today that could be said to be similar to 
BMD systems contain about 3-4 million lines of 
code. 11 
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Appendix B 

Glossary 



Glossary of Acronyms and 
Abbreviations 

ABM — Anti ballistic Missile 

ALS —Advanced Launch System 

AO A —Airborne Optical Adjunct 

AOS —Airborne Optical System 

ASAT —Anti-satellite Weapon 
ATA —Advanced Test Accelerator 

ATH -Above The Horizon (Sensor) 

ATS -Ad/anced Test Stand (particle 

beam accelerator) 
BM/C -Battle Management/Command, 

Control, and Communications 
BMD —Ballistic Missile Defense 

BMEWS -Ballistic Missile Early Warning 

System 

BSTS —Boost Surveillance and 

Tracking System 
CCD —Charge-coupled Device 

CELV —Complementary Expendable 

Launch Vehicle 
cm —Centimeter 
CONUS —Continental United States 
CV -Carrier Vehicle 

DANASAT —Direct Ascent Nuclear Anti- 

satellite Weapon 
D ANN AS AT— Direct Ascent Non-nuclear Anti- 
satellite Weapon 
DARPA —Defense Advanced Research 

Projects Agency 
DEW — Directed-Energy Weapon 

DF —Deuterium Fluoride ( Laser) 

DIPS —Dynamic Isotope Power System 

DoD —Department of Defense 

DSAT —Defensive Satellite Weapon 
DSP —Defense Support Program (U.S. 

Military Satellite) 
DST —Defense Suppression Threat 

EML —Electromagnetic Launcher 

EMP —Electromagnetic Pulse 

ERINT —Extended Range Interceptor 
ERIS — fcxo-atmospheric Re-entry 

Interceptor System 
ETA —Experimental Test Accelerator 

eV -Electron Volt 

FBB —Fast-burn Booster 

FEL —Free Electron Laser 

FLAGE —Flexible. Lightweight, Agile, 

Guided Experiment 
FLIR —Forward Looking Infrared 

ISens-') 



FLOPS 

FOC 

J^SED 

FTV 



g 

GBFEL 

GOPS 

GSTS 

HALO 
HED1 

HF 

HLLV 

HOE 

IBC 

TCBM 

IOC 
ISAR 

J 

KEW 

kg 
kj 

KKV 
km 
kW 
LAMP 

LCC 
LEAP 

LOC 

LWIR 

m 

MaRV 

MeV 

MHD 

MIPS 

MIRACL 

M1RV 

MOPS 
MOSFET 



—Floating Point Operations per 

Second 
—Full Operating Capability 
—Full-scale Engineering 

Development 
—Flight Test Vehicle; Functional 

Technical Validation 
—Gram 

—Ground-based Free Electron 
Laser 

—Billion (Giga-) Operations per 
Second 

—Ground-based Surveillance and 

Tracking System (Pop-up Probe) 
—High Altitude Large Optics 
—High Endo-atmospheric Defense 

Interceptor 
—Hydrogen Fluoride (Laser) 
—Heavy Lift Launch Vehicle 
—Homing Overlay Experiment 
—Impurity BanJ Conductor 
—Intercontinental Ballistic 
Missile 

—Initial Operating Capability 
—Inverse Synthetic Aperture 

Radar 
—Joule 

—Kinetic Energy Weapon 

—Kilogram 

— Kilojoule 

-Kinetic Kill Vehicle 

—Kilometer 

—Kilowatt 

—Large Advanced Mirror 

Program 
—Life Cycle Cost 
—Lightweight Exo-atmospheric 

Advanced Projectiles 
—Lanes of Code 
—Long-wave Infrared 
—Meter 

— Maneuver able Reentry Vehicle 
—Million Electron Volts 
— M agnetohydrodynamics 
—Million Instructions per Second 
—Mid-infrared Advanced 

Chemical Laser 
—Multiple Independently- 

targetable Reentry Vehicle 
—Million Operations per Second 
—Metallic Oxide Semiconductor 

Field Effect Transistor 
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MTBF —Mean Time Between Failures 
MTTR . -Mean Time to Repair 
MW —Megawatt 
MW/sr —Megawatts per Steradian 
MWIR —Medium* wave Infrared 
Nd:YAG — Neodymium Yttrium^umin um- 
Garnet (Laser) 
NPB —Neutral Particle Beam 

NTB -National Test Bed (for 

computer simulations) 
PAR — Phased-array Radar 

PBV -Post-boost Vehicle 

RTG —Radioisotope Thermal 

Generator 
RV —Reentry Vehicle 

SBHEL — Space-be sed High Energy La*ar 
SB1 —Space-based Interceptor 

SBKKV -Space based Kinetic Kill Vehicle 
SD1 —Strategic Defense Initiative 

SDIO —Strategic Defense Initiative 

Organization 
SDS -Strategic Defense System 

SGEMP -System-Generated 

Electromagnetic Pulse 
SLBM —Submarine-launched Ballistic 
Missile 



SS 18, SS-19, 

SS-24. SS-25 —U.S. designators for various 



Soviet ICBMs 
SS-20 -U.S. designator for a Soviet 

Medium Range Ballistic Missile 
SSME —Space Shuttle Main Engine 
SSTS —Space Surveillance and 

Tracking System 
STAS —Space Transportation 

Architecture Study 
SW1R —Short-wave Infrared 
TDI —Time Delay and Integrate (data 

processing technique for 
sensors) 

TIR —Terminal Imaging Radar 

TREP — Thrusted Replica (decoy) 
UHF —Ultra-high Frequency 

UV —Ultra-violet 
VHSIC -Very High Speed Integrated 
Circuitry 

VLSI —Very Large-Scale Integrated 

(Circuit) 
W -Watt 
W/s** —Watts per Steradian 



Glossary of Terms 

Ablative Shield: A shield that evaporates when 
heated, thereby absorbing energy and protect* 
ing the underlying structure from heat damage. 
Such shields are used to protect reentry vehicles 
from damage during atmospheric reentry. They 
could also be used to shield boosters against 
lasers. 

Absentee Ratio: In a constellation of orbiting 
weapon platforms, the ratio of the number of 
platforms not in position to participate in a bat- 
tie to the number that are. Typical absentee ra- 
tios for kinetic energy weapons systeiu are 
around 10 to 30, depending on details of tho sat- 
ellite orbits and the assumed battle. 

Absorption Bands: Frequency ranges in the elec- 
tromagnetic spectrum that are highly absorbed 
by the atmosphere, thus restricting transmission 
between Earth and space. Absorption bands of 
interest to BMD are found in the ultraviolet, the 
infrared, and at microwave frequencies* 

Accelerator Teat St»nd (ATS): An accelerator at 
Los Alamos National Laboratory that is a pro* 
to type for a high intensity neutral particle beam 
accelerator. 

Acquisition: The search for, detection of, and main- 
tenance of contact with a potential target by the 
sensors of a weapon system. 

Active Discrimination: The electromagnetic irradi- 
ation of a potential target in order to determine 
from the characteristics of the reflected radia- 
tion whether it is a threatening object or a de- 
coy. Radar and laser radar (ladar) are examples 
of active discrimination tools* 

Adaptive Preferential Defence: A BMD tactic de- 
signed to increase the value of the defense. The 
defense determines in the early mid-course phase 
of ballistic missile trajectories the intended tar* 
get of each RV that has survived the first de- 
fensive layers. Those targets that the defense 
wishes to protect are defended by preferentially 
attacking those warheads aimed at these targets. 
To optimize the number of surviving targets, 
those that have the fewest warheads aimed at 
them are defended first. 

Advanced Launch System (ALSfc A rocket pro* 
posed for deployment in the mid-1990s that 
would have a large payload-to-orbit capacity {50 
tonnes or more) and that would be the primary 
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launch vehicle for deploying the thousands of 
tonnes required for an early deployment of the 
Strategic Defense System (q,v.>. 

Advanced Test Accelerator (AT Ah A high-current 
50 MeV accelerator at Lawrence Liver more Na- 
tional Laboratory that is being used for free elec- 
tron laser experimentation and development. 

AEGIS: The anti-missile system currently in use 
by the U.S. Navy, designed to defend carrier 
groups against attack by rockets, aircraft, or air- 
breathing missiles. 

Agility: The ability of a pointing system for a sen- 
sor or a weapon to shift rapidly and accurately 
from one target to another. 

Air Defense Initiative (ADD; A Department of 
Defense research program that is designed to 
counter air-breathing threats to the United 
States, such as aircraft and cruise missiles. De- 
signed to supplement the SDL 

Airborne Optical Adjunr t (AOA): An experimental 
aircra ft with sensors being prepared for testing 
in the late 1930s as a part of the development 
program for the AOS. 

Airborne Optical System (AOS): A set of optical 
elements mounted on aircraft and intended to 
provide tracking information on approaching 
warheads and decoys and then to hand off this 
information to the terminal phase of a missile 
defense system. 

Algorithm: A precise description of a method for 
solving a particular problem, using operations 
or actions from a well-understood repertoire, 
(Definition by J. Shore) 

Alpha Laser: A megawatt-class chemical laser be- 
ing developed by TRW as a prototype for u 
space-based anti-missile laser weapon. 

Anti-ballistic Missile (ABM): A missile designed 
to destroy a ballistic missile. 

Anti-satellite ( ASAT) Weapon: A weapon designed 
to destroy satellites* 

Anti-simulation: The tactic of trying to disguise 
a military asset as a docoy. 

Architecture: The overall design of a system: its 
elements, their functions, and their interrela- 
tionships. 

ARPA Network: The computer network set up by 
the Department of Defense's Advanced Re- 
search Projects Agency to facilitate data and in- 
formation exchange and thus to aid program- 
ming and research. 



Artificial Intelligence: The ability of a computing 
system to team from experience and to act in 
other ways indistinguishably from a sentient 
being. 

Atmospheric Compensation: The physical distor* 
tion or modification of the components of an op- 
tical system for the purpose of compensating for 
the distortion of light waves as they pass 
through the atmosphere and the optical system. 

Atmospheric Heave: Raising a large volume of the 
upper atmosphere to a substantially higher alti- 
tude (hundreds of kilometers) by means of a nu- 
clear detonation within the atmosphere. This 
could have several different effects on the capa- 
bility of a missile defense system: for example, 
nuclear background radiation problems could be 
substantially worsened for the defense and some 
directed-energy weapons could be partially neu- 
tralized; on the other hand, offensive decoys 
could become detectable and offensive targeting 
could become more difficult. 

Atmospheric Turbulence; Variations in atmos- 
pheric density that cause small changes in refr ac- 
tivity of light that passes through the air* In the 
context of HMD sensors, turbulence causes dis- 
tortions of plane wavefronts that could, if not 
compensated for, weaken the coherence and ef- 
fectiveness of a high power laser beam. 

Ballistic Missile: A rocket*driven missile that 
burns out relatively early in its trajectory and 
then follows a ballistic path in the Earth's 
gravitational field to its target. 

Ballistic Missile Defense (BMD): A weapon sys- 
tem designed to destroy ballistic missiles or their 
warheads at any or all points in their trajecto- 
ries, from launch until just before target impact. 

Battle Management: The analysis of data on the 
state of a battle ard decisions regarding weapon 
aiming and allocation Subtosks include com- 
mand and communication kill assessment, main- 
taining knowledge of the state and positions of 
all elements of the defense system and calcula* 
tion of target track files. 

Beam Control: The system that maintains the 
desired pointing, tracking, and quality of a la- 
ser or particle beam. 

Beam Director: A system that focuses and points 
a laser or particle beam in the desired direction. 

Beam Neutralizes Device located at the exit of a 
particle accelerator that neutralizes the charged 
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ion beam in order to produce a neutral particle 
beam, usually by stripping off extra electrons 
(charged beams can be accelerated and focused 
by a particle accelerator while neutral beams can- 
not). The device may be a gas cell or foil or may 
utilize an appropriate laser beam. 

Bistatic Radar/Ladar: Radar or ladar using trans- 
mitters and receivers separated by substantial 
distances. Reasons for separation may include 
enhanced survivability or the ability to overcome 
the countermeasure of retroreflectors. 

Blinding: Destroying elements of an optical sen* 
sot by overloading them with radiation. 

Boost Phase: The part of the trajectory of a ballis- 
tic missile during which the rocket booster fires. 
This phase lasts for about 3 to 5 minutes for cur- 
rent ICBMs. 

Booster: The rocket that places a ballistic missile 
in its trajectory towards a target or that 
launches a satellite or space vehicle into orbit. 

Booster Clustering: Locating boosters relatively 
near one another (within hundreds of kilometers) 
in order to force a space-based BMD to a higher 
absentee ratio and therefore to increase the re- 
quired number of space-based interceptors. 

Booster Decoys: Rockets that would imitate the 
early phase of booster plume and trajectory in 
order to draw fire from the defense, but that 
would not be armed intercontinental missiles and 
would cost substantially less than ICBMs, 

Bus: The rocket-propelled final stage of an ICBM 
that, after booster burn-out, places warheads 
and possibly, decoys on ballistic paths towards 
their targets. Also known as "post-boost vehi- 
cle" <PBV>. 

Carrier Vehicle (CV>; A vehicle in Earth orbit that 
carries the space-based interceptors of a BMD, 
It may also carry some sensors. 

Chaff: Small, light bits of matter deployed in quan- 
tity to confuse radar or ladar by scattering radi- 
ation and concealing targets. 

Charge-coupled Devices: Solid state devices that 
convert photons of incoming electromagnetic ra- 
diation to electric charge, usually in a propor- 
tional manner. The charge is then detected by 
attached electronic circuits and the resulting in- 
formation is analyzed to provide information 
about the original photons (direction of the 
source, wavelengt h, time distribution, number). 

Chemical Laser: A laser rbat uses chemical re- 
actions to pump energy into a lasing medium, 
thereby creating the inverted state population 
needed for lasing. An example cf a high power 
chemical laser is the hydrogen fluoride laser, in 



which a hydrogen-fluorine reaction produces Us- 
ing in a hydrogen fluoride medium. 

Coherence: The maintenance of constant phase 
relationships between adjacent rays of a beam 
of electromagnetic radiation. Coherent radiation 
is able to transfer energy much more efficiently 
and in a more collimated beam than ia incoher- 
ent radiation. Laser light is coherent. 

Command Guidance: The technique of remotely 
controlling the trajectory of a rocket. 

Complementary Expendable Launch Vehicle 
(CELV): The Titan IV; a new U.S. rocket for 
Iaunch-fx>orbit, to become operational in the late 
1980s and with a payload, to low-Earth orbits, 
of about 30,000 to 40,000 pounds, 

Compulsator: A hollow-core generator able to pro* 
duce large amounts of electrical energy, but sub- 
stantially lighter than homopolar generators. It 
might be used to produce large currents suitable 
for electromagnetic guns. 

Computer Simulation; The representation on a 
computer of a chain of physical events, using 
physical calculations. In the context of BMD, 
it will be attempted to reproduce, in computer 
memory and on screens, all aspects of a large en- 
gegement between a BMD system and the op- 
posing offensive force. The behavior of all ele- 
ments of both systems will presumably be 
included, as well as effects generated by nuclear 
explosions in space and in the atmosphere. The 
results of many such simulations are supposed 
to show the effectiveness, robustness, and sur- 
vivability of the BMD system under various seta 
of assumptions. 

Constellation: The number and orbital disposition 
of a set of space-based weapons forming part of 
a defensive system. 

Cost-effective at the margin: In the context of 
BMD effectiveness, the requirement that each 
additional increment of defensive capability cost 
the defense less than each correponding offen- 
sive increment deployed by the offense. In the 
context of survivability, it corresponds to the 
requirement that the incremental cost of defend- 
ing one space asset be less expensive than the 
incremental cost of adding sufficient defense 
suppression capability to destroy that asset* 
Coat-exchange Ratio: In the BMD context, the ra* 
tio of the cost of an item to the defense to the 
cos t of an equal and opposing item to the offense. 
For example, the cost-exchange ratio of a termi- 
nal defense system would be the cost to the de- 
fense of the number of rockets (plus the pro-rated 
cost of support sensors) needed to kill one inconv 



1 



274 



ing warhead to the cost to the of f en se c ? putting 
that warhead and associated decoys in the ter- 
minal phase of flight. 

Countermeasure (Non-destructive and Defense 
Suppression): A tactic used by the offense to op- 
pose defensive measures or by the defense to op- 
pose offensive measures. Non-destructive coun- 
termeasures are those that are intended to 
nullify the capability of the opposing system by 
means other thai, direct attack. Defense suppres- 
sion countermeasures include means of attack- 
ing defensive system elements. 

Cryogenic cooler: The equipment used to cool sub- 
stances to very low temperatures. 

Dazzling: The temporary blinding of a sensor by 
hostile incoming radiation > g., radiation from 
lasers, generators, nuclear explosions). 

Debris; In the BMD context, large quantities of 
relatively small particles. Debris could be used 
as an intentional defense suppression measure; 
debris is also generated when objects in space 
are destroyed. 

Decoy: An object intended to fool the adversary's 
sensors into thinking it is a more expensive and 
more threatening object. It could be a decoy re- 
entry vehicle, a decoy AS AT warhead, or a de- 
coy satellite belonging cither to the offense or 
defense. 

Defense Suppression: Destroying the elements of 
a defensive system. 

Delta 180; An experiment in September 1986 that 
successfully took some radar and infrared meas- 
urements in space as well as the coordination 
among a large number of individual elements in 
space and on the ground. See text for more detaiL 

Detector. A devica that can sense and report on 
radiation originating from a remote object. De- 
tectors for BMD purposes, are usually sensitive 
to electromagnetic radiation, but some may be 
particle detectors, able to sense, for example, 
electrons, neutral beams, or neutrons. 

Deterrence: The prevention of war or other un- 
desired acts by a military posture threatening 
unacceptable consequences to an aggressor. 

Dielectric Coating; On a mirror, a thin (usually frac- 
tions of a wavelength) coating of non-conducting 
materials designed to maximize reflectivity at 
the operating wavelength. 

Diffraction: The spreading out over distance of 
even a perfectly focused beam of electromagnetic 
radiation. It provides an upper limit on the in- 
tensity that can be obtained A perfectly focused 
beam will spread out at an angle (in radians) 



equal to slightly more than the ratio of the wave- 
length to the diameter of the final focusing 
element. 

Direct A scent Non-nuclear Anti-satellite Weapon 
(DAN N AS AT). A ground-based rocket with a 
homing, non-nuclear warhead designed to de- 
stroy satellites. 

Direct Ascent Nuclear Anti-eareUite Weapon 
(DAN AS AT): A ground-based rocket with a nu- 
clear warhead designed to destroy satellites, 

Discrin-ination: The process of determining which 
of a set of targets in space (usually reentry vehi- 
cles) are real and which are decoys. 

Distributed Architecture; A system design whose 
primary functions are dispersed and repeated in 
numerous nodes at diverse locations. Each node 
has a large amount of autonomy. This has the 
effect of increasing the survivability of the sys* 
tern, since the loss of a few nodes will not cause 
the system to fail catastrophicaliy . It may, how- 
ever, cause redundant actions, and thus require 
more system elements than a more efficient ar- 
chitecture. 

Distributed Battle Management: A battle manage- 
ment system that relies on a distributed architec- 
ture with numerous, largely autonomous nodes. 

Doppler Imaging: The use of radar or ladar to pro- 
duce reflected doppler-shifted electromagnetic 
signals from different parts of an object. This 
technique can provide an imago of the object if 
it is spinning or tumbling. Since the doppler shift 
depends on the velocity of the object with respect 
to the observer, reflections from those parts of 
the object receding from the observer will have 
different shifts from those moving towards the 
observer. 

Dynamic Isotope Power System (DIPS): A device 
for producing electric power for satellites that 
utilizes the heat generated by a quantity of a 
radioactive isotope as a power source and then 
converts the heat energy to electricity by means 
of a dynamic heat engine. 

E-beam: An electron beam. 

Eastport Study Group: A group of computer soft- 
ware and hardware experts convened by the 
SDIO in 1986 to provide independent advice on 
the problems associated with designing and pro- 
ducing a battle management system for BMD 
and the associated software. The group reached 
the conclusion that insufficient attention had 
been thus far paid to software problems and that 
any BMD system should be designed around 
battle management software, not vice-versa. It 
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also advocated the use of distributed systems 
and concluded that a successful battle manage- 
ment system for BMD could be designed. 

Electro-optic Couo term eas tires: Countermeasures 
designed to confuse the sensors of one 'a adver- 
sary by jamming, blinding, or dazzling, or by re- 
ducing the radiations and reflections produced 
by one s own assets* or by using decoy targets 
in conjunction with real targets. 

Electromagnetic Launcher: A device that can accel- 
erate an object to high velocities using the elec- 
tromotive force produced by a large current in 
a transverse magretic field. 

Electromagnetic Pulse (EMP): A large pulse of elec- 
tromagnetic energy, effectively reaching out to 
dist ances of hundreds of kilometers or more; in- 
duced by the interactions of gamma rays that 
are produced by a nuclear explosion with atoms 
in the upper atmosphere. 

Endo-atmospheric Interceptor: An interceptor 
rocket that attacks incoming reentry vehicles in 
their terminal phase within the atmosphere* 

Epbemeris: The orbital parameters of a satellite 
or planet. 

Ei rimer Laser A laser that produces the neces- 
sary population inversion of molecular energy 
states by an electric discharge in a K*ant con- 
sisting of a noble gas and a halogen (e.g. argon 
and fluorine, xenon and chlorine). The two ele- 
ments of the lasant form a metastable excited 
molecular state, and, upon decaying to the 
ground state and emitting a photon, separate 
once more into their component atoms. 

Exo-atmospheric Interceptor: An interceptor 
rocket that destroys incoming reentry vehicles 
above the atmosphere during the late midcourse 
phase. 

Experimental Test Accelerator {ETA): A 5 MeV 
accelerator at Liver more Laboratory that 
produced free electron lasing in the microwave 
band in 1985. 

Fast-burning Booster (FBBh A booster for a bal- 
listic missile that burns out more rapidly than 
the current minimum time of about three min- 
utes. Down to about $0 seconds, there are no an- 
ticipated serious technical difficulties in devel- 
oping such rockets. For shorter times, significant 
developmental work may be necessary. 

Fault- tolerance: The ability of hardware or soft- 
ware to continue to function despite the occur- 
ence of failures. 

FLAGE Experiment: A set of experiments involv- 
ing a low altitude interceptor rocket for missile 
defense. 



Fletcher Report: The report of the Defensive Tech- 
nologies Study Team, headed by Dr. James 
Fletcher. This report was requested by President 
Reagan in 1983 to investigate the technical fea- 
sibility of ballistic missue defenses. The report's 
unclassified conclusions were optimistic. 

Fluorescence: Light or other electromagnetic ra- 
diation from excited atoms that have previously 
been raised to excited states by radiation of a 
higher frequency. 

Focal Plane Array: A set of radiation-sensitive de- 
vices located at the ioccl ;>iane of an optical train. 
The array then proxides an image of objects lo- 
cated in front of the optics. The resolution of the 
array depends on thu nuu>er of elements in it 
and on the quality and size .if the optics. 

Free Electron Laser: A laser thH takes energy 
from a transversely-oscillating electron beam 
and adds it to a coupled beam of electromagnetic 
radiation. The wavelength of the radiation de- 
pends primarily on the distance of oscillation of 
the electron beam and on its energy. 

Frond: A proposed countenneasure to doppler im- 
aging by radar or ladar: long, thin strips of metal, 
coated with a material that sublimates in space, 
are attached to a possible target. The random 
motion of many of these objects on the same tar- 
get could confusd attempts to image the target 
by doppler measurements over its surface. 

Full-scale Engineering Development (FSED): A 
stage in the acquisition of a military system that 
is intended to produce several working pro- 
totypes. 

Geostationary Orbit: A circular orbit about 35,000 
kilometers above the Earth's equator with a 
period of one day; a satellite in this orbit thus 
remains above one point on the equator. 

"Hard" Kill: The destruction of an object in a way 
easily detectable from a distance, usually by 
fragmenting it or by changing its velocity radi- 
cally. Distinguished from "soft" kill (q.vj. 

Hard Targets: Ground targets, such as missile silos 
or deeply buried command (enters, that could 
survive a nuclear blast unless it were to hit 
within a few hundred meters. 

Heavy Lift Launch Vehicle (HLLV): Currently re- 
ferred to as the Advanced Launch System (q.vj; 
a projected vehicle capable of lifting tens of 
tonnes to orbit and ready for use by the mid 
1990s. A requirement for placing space-based ele- 
ments of the Phase One Strategic Defense Sys- 
tem into orbit within the timelines planned, 

HF/DF Laser A chemical laser, fueled by a 
hydrogen^ or deuterium-)fluoride reaction, that 
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produces Using at 2.7 (3.8) microns. The most 
promising candidate for space-based chemical 
lasers. 

Hierarchical Architecture: An architecture that 
has several layers of a hierarchy; an element may 
take direction from an element in a higher layer 
but not from one in the same or a lower layer. 

High Endo-atmospheric Interceptor (HED1): A 
proposed interceptor for ballistic missile defense 
that could be available sometime in the 1990s. 

Hit to-kill Vehicle: A kinetic vehicle that destroys 
its target by hitting it directly and thereby trans- 
ferring a lethal amount of kinetic energy to it. 

Homing: In the context of missile defense, the abil- 
ity of an interceptor to locate its target and to 
modify its trajectory to insure that it approaches 
its target close enough to destroy it. May bt 
based on infra-red detectors, radar, or ladar. 

Homing Overlay Experiment (HOE): An experi- 
ment carried out in summer 1984, in which a 
modified Minuteman I rocket, launched from 
Kwajelein Atoll in the Pacific, was able to home 
in on and destroy a simulated reentry veh f Je 
launched from Vandenberg Air Force Base in 
California. 

Homopolar Generator: An electric generator that 
employs a rotating cylinder to store large 
amounts of electrical energy. May be used in con- 
junction with electromagnetic launchers. 

Imaging Synthetic Aperture Radar (ISAR): A ra- 
dar technique that uses the motion of targets 
to reconstruct an image with high resolution. 
Resolution is limited by the distance the target 
moves between successive radar pulses. 

Impulse Tagging: A possible technique for inter 
active discrimination. A high-powered laser 
strikes an object, ablating a small amount of sur- 
face material. The object recoils, and the speed 
of the recoil is inversely proportional to its mass. 

Impurity Band Conductor (IBC): Recently per- 
fected semiconductors that may be used for 
charge-coupled devices and have a high degree 
of radiation resistance* 

Induction Linac: One of the candidate types of par- 
ticle accelerator for a free electron laser. The 
ETA and ATA at Lawrence Livermore Labora- 
tory are induction linacs. The electromagnetic 
impulse that accelerates the electron beam 
originates in a changing magnetic field prorijctxl 
by a series of loops that surrounds the beam 
rather than by a radiofrequency-generated elec- 
tric potential that is maintained along the beam 
just ahead of the accelerated particles. 



Inertia! Guidance; Guidance provided from on* 
board a rocket. Inertia! gyros sense acceleration 
and use that information to alter the rocket's 
propulsion to maintain a predetermined course. 

Interactive Discriminat e: Techniques for dis- 
crimination that involve perturbing a target and 
observing its reactions to the perturbation* Ex* 
amples are neutral particle beams (producing 
electrons or neutrons in the target), impulse tag- 
ging with a laser (causing the object to recoil), 
and laser thermal tagging (heating an object and 
observing the temperature rise). 

Keep-out Zone: A volume of apace around a satel- 
lite that is declared to be forbidden to entry by 
unauthorized intruders; enforcement of such a 
zone is intended to protect space assets against 
attack, particularly by apace mines (q.v.). 

Kill Assessment: Determining with remote sensors 
whether an attacked target has been destroyed* 

Kinetic Energy Weapons (KEWfc Weapons that kill 
by transferring a fraction of their kinetic energy 
to a target. 

Kinetic Kill Vehicle (KKVh A rocket that homes 
in on its target and kills it by striking it or by 
hitting it with a fragmentation device. 

Klystron: A high-powered vacuum tube used to 
produce the radio frequency waves that acceler- 
ate particles in an rf accelerator* 

Ladar: Laser radar; a form of radar that uses laser 
light instead of microwave radiation as a radar 
signal. 

Lethal Radius: The maximum distance from an ex* 
ploding (nuclear or non-nuclear) warhead, within 
which a target would be destroyed. 

Lethality: The ability of a weapon to destroy a 
target. 

Lethality Enhancer A device, used by a kinetic 
kill vehicle, that explodes or expands at the point 
of closest approach to the target, sending frag- 
ments of material into the target and destroy- 
ing it. 

life Cycle Costs (LCCfc The total coat of a mili- 
tary system, including operation and mainte- 
nance over its anticipated lifetime. 

Limited Test Ban Treaty: A treaty signed by the 
US, the UK, and the USSR *Ui 1963, restricting 
nuclear tests to underground sites. Over one hun- 
dred nations have become signatories. 

Lines of Source Code (LOC): The number of lines 
in a computer program in the highest (most re- 
moved from the computer) level language used. 

Machine Language: The lowest level of computer 
language that directly manipulates the bistable 
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states in a computer's memory, effectively mov- 
ing around numbers and performing arithmetic 
operations upon them. 

Magnetohydrodynamks <MHDh In the BMD con* 
text, a technique for converting a hot plasma to 
electric energy by passing it through a magnetic 
field. In space, it might be used to generate elec- 
trical energy frorj a large rocket exhaust, 

Maneuvering Boosters: Boosters that can change 
course in a pre-programmed way: they might be 
used in an effort to avoid attack during the boost 
phase by space-based interceptors. 

Maneuvering Reentry Vehicle (MaRV): A reentry 
vehicle that maneuvers in the late midcourse or 
terminal phase, either to enhance accuracy or to 
avoid anti-ballistic missiles. Maneuvers within 
the atmosphere are usually accomplished by aer- 
odynamic means; maneuvers in space could be 
accomplished by small rockets. 

Mass Fraction; The fraction of a rock t stage's 
mass that is taken up by fuel The remaining 
mass is structure and payload. 

Mean Time Between Failure* (MTBFfc The aver- 
age time between element failure in a system, 
usua»!y composed of many elements. 

Mean l ime to Repair (MTTR): In a multi-element 
system, the average time required to repair the 
system in the event of a failure. 

Midcourse Phase: The phase in a ballistic missile 
trajectory after the wheads are dispensed from 
post-boost vehicles and before their reentry into 
the atmosphere, in which the reentry vehicles 
(and decoys) coast in ballistic trajectories. 

Milstar: A U.S. strategic communications satellite 
under development. 

Mirror System: In the BMD context, a BMD sys* 
tern that one side builds in response to its ad- 
versary that contains similar elements and has 
similar missions. 

Missila SUo: A usually hardened protective con- 
tainer, buried in the ground, in which land-based 
long-range ballistic missiles are placed for 
launching* 

Monostatic RadaWLadar: A radar /lad ar in which 
the transmitter end receiver are located together. 

Multiple Independently-targetable Reentry Vehi- 
cle (MIRV); One of several ruentry vehicles car- 
ried on the same booster that are sent to diverse 
targets by a post-boost vehicle (q.v.). 

Mutual Assured Destruction: The strategic situa- 
tion now existing in which either superpower 
could inflict massive nuclear destruction on the 
other, no matter who struck first. 

Mutual Assured Survival: The hypothetical stra- 



tegic situation obtaining wherein each super 
power would know that it would survive a nu- 
clear attack launched by the other with only 
minimal casualties because of the high effective- 
ness of its defensive systems* 

National Test Bed (NTB): The nationwide comput- 
ing network, with a center in Colorado, to be 
organized by SDIO to test end simulate software 
and, to a degree, the hardware that might be used 
in a BMD system. 

Network Topology: In computing, the elements, 
lines of communication between th* elements, 
and the hierarchical structure of a computing 
network. 

Neutral Particle Beam (NPB>: A beam of un- 
charged atomic particles, produced by a parti- 
cle accelerator and beam neutralize^ that could 
be used to strike and destroy an objector to "in- 
terrogate" it, ascertaining some information 
about it from the characteristics of the result- 
ing emitted radiation from the object. 

Noctilucent Clouds; Naturally occurring clords in 
the upper atmosphere (about 60-80 km altitude) 
resulting from the accumulation of ice crystals 
about fine particles of meteoric dust. Such clouds 
may also be susceptible to artificial creation, and 
thus might be useful for possible countenneas- 
ures to ground- or air-based infrared sensors try- 
ing to look tlirough the Earth's atmosphere. 

Nuclear Background: The background of infrared, 
visible, microwave and nuclear radiation caused 
by a nuclear explosion in qpace or in the atmos- 
phere. Such backgrounds could pose significant 
problems for many proposed sensors of a BMD 
system. 

Nuclear Precursor: A nuclear explosion detonated 
near an adversary's sensors or weapons shortly 
before the arrival of a number of nuclear war- 
heads on nearby targets. The aim would be to 
prevent the adversary from launching his own 
weapons or from using his sensors because of 
the background or debris produced by the pre- 
cursor. 

Outer Space Treaty: A treaty signed by the US, 
the UK, and the USSR in 1967, and acceded to 
by many other nations, that bans the station- 
ing of nuclear weapons in space. 

Packet-switched Network: A computing network 
in which information and data are distributed 
and retrieved in "packets"; the size and repeti- 
tion rate of the packets depend on the computa* 
tional and communication status of the system 
at the time of data transfer. 

Particle Accelerator: A device that accelerates 
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charged nuclear and sub-nuclear particles by 
means of changing electromagnetic fields. Par- 
ticles are accelerated to energies of millions of 
electron-volts and much higher. Accelerators for 
basic research have reached over 10" electron 
volts of energy. Those useful for BMD missions, 
such as NPBs or FELs, need only reach between 
10* and 10* electron volts, but generally require 
higher currents. 

Passive Discrimination: Discrimination of decoys 
from real targets by observing infrared, optical, 
or other emissions from the object. In BMD t pas- 
sive infrared observations may be used in early 
versions of a system to attempt to discriminate 
between reentry vehicles and simple decoys. 

Passive Sensor; A sensor that passively observes 
radiation coming froui an object at a distance. 
Usually refers to infrared or visible sensors. 

Payload: On a rocket, the part of the total mass 
that is used to accomplish the rocket's mission, 
apart from the rocket fuel and structure* Exam- 
ples are a satellite launched to orbit or a nuclear 
warhead. 

Penetration Aid: A device, such as a decoy or chaff 
that would make it easier for a reentry vehicle 
to penetrate a BMD system by confusing the 
system's sensors* 

Phase One: In the contest of missile defense, the 
first phase of a deployed Strategic Defense Sys- 
tem (q.v.) t based on space- and ground-based in- 
terceptors, and planned for deployment by the 
mid- to Iate-1990s, 

Phase Three: A later phase of missile defense de- 
ployment, including direc tod-energy weapons 
and interactive discrimination. 

Phase Two: The phase of missile defense deploy- 
ment, following Phase One; would possibly in- 
clude more interceptors, some enhanced discrimi- 
nation capability and other innovations* 

Phased Deployment: In the BMD context, the de- 
ployment of successively more effective systems 
as they are developed. 

Pixel: One unit of image information on a screen, 
corresponding to the smallest unit of the image; 
the more pixels, the higher the potential resolu- 
tion of system* 

Platform: In the BMD context, a satellite in space 
used for weapons, sensors, or both* 

Platform Decoy: A relatively inexpensive object 
intended to fool an adversary's sensors into 
deciding that the object is really a much more 
valuable platform. 

Plume: The hot, bright exhaust gases from a 
rocket. 



Pop-up: The use of rapidly reacting, ground- 
launched elements of a ballistic missile defense. 
These elements may be sensors (e.g* for mid- 
course tracking and discrimination) or weapons 
(e.g* X-ray lasers). 

Poet'boost Phase: The phase of a ballistic missile 
trajectory in which reentry vehicles and associ- 
ated decoys are independently released on bal- 
listic trajectories towards various ground 
targets. 

Post-boost Vehicle (PBVh The rocket-propelled ve* 
hide that dispenses reentry vehicles and associ- 
ated decoys on independent ballistic trajectories 
towards various ground targets* 

Preferential Defense: The defensive tactic of pro- 
tecting some targets strongly while leaving 
others less strongly, or not at all defended. This 
allocation of defence resources is to be hidden 
from the offense, thus requiring it to waste re- 
sources and conferring a strategic advantage on 
the defense* 

Probe: In the context of SDS, a ground-based set 
of sensors that would be rapidly launched into 
apace on warning of attack and then function as 
tracking and acquisition sensors to support 
weapon allocation and firing by BMD weapons 
against enemy ICBMs and RVs, 

Radiation Hardness: The ability of electronics to 
function in high fields of nuclear radiation. Tech- 
niques for increasing hardness include seuicon* 
ductors less susceptible to radiation upset, 
shielding, reduction in size, and redundancy* 

Radio Frequency Linac A particle accelerator that 
uses a travelling electromagnetic wave at radio 
frequencies to accelerate charged particles* The 
wave is positioned at a relatively constant phase 
relative to the particle position as both travel 
down a tube, providing an electric field that fur- 
nishes the accelerating force. 

Radioisotope Thermoelectric Generator (RTGh An 
electric generator that uses the heat produced 
by the decay of intense radioactive sources to 
produce electricity by the intermediary of ther- 
moelectric devices, 

Railgnn: A device that uses the electromotive force 
experienced by a moving current in a transverse 
magnetic field *o accelerate small objects rap- 
idly to high velocities. See electromagnetic 
launcher* 

Range Gate: An electronic gate placed by a radar 
system with a timing intended to include ex- 
pected return signals. The radar would then only 
look at and analyze those return signals within 
the gate. 



279 



Reentry Vehicle (RV>; The shielded nuclear war- 
head of a ballistic missile that reenters the 
Earth's atmosphere to strike a target on the 
ground. 

Responsive Threat: The Soviet ballistic missile 
force and the Soviet counter-measures to a U.S. 
ballistic missile defense that could be expected 
to be deployed by the Soviet Union in an effort 
to oppose a U.S. missile defense. 

Retargeting: Re-aiming a directed-energy weapon 
from one target to another. 

Retroreflector: A mirror, usually a corner reflec- 
tor, that returns light or other electromagnetic 
radiation in the direction from which it comes. 

Robustness; The ability of a system to fulfill its 
mission in the face of non-destructive counter- 
measures or a direct attack. 

Rubber Mirror An informal name for mirrors that 
can be distorted by electromechanical actuators 
in order to compensate for atmospheric distor- 
tions or changes in the geometry of the optical 
system, and thereby restore a desired wave front. 

SAFEGUARD: The anti-ballistic missile system 
deployed in North Dakota in 1975 and then dis- 
mantled in 1976 because of low cost-effectiveness. 

Salvage-fused: In a warhead, a design including 
a fuse that would detonate the warhead if it were 
struck or attacked from a distance by another 
weapon. 

Sensor; A device that detects electromagnetic ra- 
diation or particles emanating from a source at 
a distance. 

Shoot-back: The defense tactic of shooting at at- 
tacking objects, trying to destroy them befcre 
they can destroy the targeted asset. 

Shroud <RV, PBV): In the BMD context, a thin 
envelope that would enclose a reentry vehicle, 
interfering with the infrared radiation that it 
would emit; also, a lose conical device that 
would be positioned behind a PBV to conceal the 
deployment of reentry vehicles and decoys from 
outside observers. 

Sidelobe; In radar, a solid angle away from the aim- 
ing direction of an antenna, that contains a sig- 
nificant fraction of the energy radiated. The size, 
shape, and location of sidelobes depend on the 
wavelength and on the antenna geometry. En- 
ergy can also be inserted into the radar receiver 
through a sidelobe, providing an opportunity for 
jamming. 

Signal Processing; The analysis (often rapid and 
in near-real time) of complex incoming data in 
order to refine and simplify the information re- 
ceived to a form that is useful to the user. For 



sensors, signal processing will be needed to sep- 
arate real signals (e,g, objects and their positions) 
from spurious and unwanted background infor- 
mation. 

"Soft" Kill; A kill of an object, usually by a parti- 
cle beam, against electronics, such that an out- 
side observer cannot detect any phy sical change 
in the target from a distance, but in which the 
target is nevertheless unable to perform its 
mission. 

Soft Targets: In nuclear strategy, any target that 
cannot be hardened in order to survive a nearby 
nuclear detonation (e.g. people, cities, airfields, 
factories). 

Software Engineering: The technology for devel- 
oping and maintaining software. 

Software Engineering Environment: Tools for de- 
veloping software that are mutually compatible, 
that enable the software engineer to deal in rapid 
succession with different phases of the software 
life cycle and that support the entire software 
life cycle, Such environments are in the devel- 
opment stage. 

Software Security: The resistance of software to 
unauthorized use, theft of data, and modifica- 
tion of programs. 

Software Trustworthiness: The probability that 
there are no errors in the software that will cause 
the system to fail catastrophically after it has 
undergone testing. 

Software Verification: The development of tech- 
niques for mathematically proving the correct- 
ness of computer programs. 

Source Code: A computer program. 

Space Mine: A satellite with an explosive (either 
nuclear or non-nuclear) charge that is designed 
to position itself within lethal range of a target 
satellite and detonate upon preprogrammed 
command, remote command or upon being itself 
attacked. 

Space Transportation Architecture Study; An in- 
teragency {SDIO, USAF, NASA) study under- 
taken in 1986 to investigate future US space 
transportation needs for military and civilian 
missions and to propose methods to meet those 
needs. 

Space-based Interceptor (SRI): A kinetic kill rocket 
based in space. 

Spartan: Long-range nuclear-tipped missile used 
as part of the SAFEGUARD missile defense sys- 
tem in 1975. 

Specific Impulse: A measure of the efficiency of 
a rocket fuel: the ratio of the thrust produced 
to the rate of fuel burning. It is measured in sec- 
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onds: good liquid fuels today range from 300 to 
400 seconds, and solid fuels from about 200 to 
300 seconds. 
Sprint: High acceleration nuclear-tipped short 
range interceptors used as part of the SAFE- 
GUARD missile defense system in 1975, 
Stability: Resistance to rapid and precipitous 
chp-nge in an international situation. Crisis sta- 
bility refers to the ability of a situation to resist 
deterioration to war in times of crisis. Arms race 
stability refers to the ability of the situation to 
resist deterioration into a spiraling arms race 
without apparent limits. 
Stable Transition: In missile defense, refers to a 
hypothetical transition from today's offense- 
dominated strategic relationship between the su- 
perpowers to a regime based on defense domi- 
nance, without passing through a period of crv 
sis instability. 
Stealth: Means of hiding one's own asset from an 
adversary's sensors, usually by reducing the ra- 
diation emitted or reflected by the asset. 
Steradian: The solid angle subtending a unit area 

on a unit sphere. 
Stimulated Raman Scattering (SRS* A multi- 
photon interaction between a beam of photons 
and the molecules of the medium through which 
the beam passes. If intense enough, the photons 
can interact with rotational states of the 
molecules*, producing coherent outgoing beams 
of frequency equal to the sum (and difference) 
of the frequency initial beam and (from) the 
equivalent frequency of the rotational state. In 
practice, regarding BMD, a very intense laser 
beam might interact with gas molecules in the 
atmosphere and produce SRS— the result could 
be a dispersal of the original beam, i educing its 
weapons potential. 
Strategic Defense: Defense against long range nu- 
clear weapons. 
Strategic Defense Initiative: A Department of De- 
fense research program, initiated by President 
Reagan in 1983, with the purpose of investigat- 
ing methods of defending against the ballistic 
missile threat to the United States. 
Strategic Defense System: The proposed Phase 
One system for ballistic missile defense, planned 
for deployment in the mid- to iate-1990s. 
Surveillance: In space, the observation, tracking, 
and cataloguing of objects in Earth orbit and of 
objects being launched from tbe Earth* 
Survivability: The ability of a system to continue 
to fulfill its mission in the face of a direct attack 
upon it. 



Survivability Enhancement Option: One of several 
methods to help a missile defense system sur- 
vive a direct attack (e.g., shootback, stealth, ma- 
neuver, shielding). 
System-Generated Electromagnetic Pulae 
(SGEMP): An electromagnetic pulse in a satel- 
lite, generated by gamma rays and x-rays from 
a nuclear explosion, These rays strike metallic 
surfaces of the satellite, causing electrons to flow 
along conductors and inducing large currents in 
the circuitry within the satellite. 
Terminal Imaging Radar (TIR): A radar intended 
for missile defense use in the terminal phase by 
endo-atmospheric interceptors that need high 
resolution and discrimination information. The 
radar may be ready for deployment in the 1990s. 
Terminal Phase: The final phase of a ballistic 
trajectory in which the reentry vehicles pass 
through the atmosphere to their targets. This 
phase lasts one minute or less. 
Theater Defense: Defense against nuclear weap- 
ons on a regional level (i.e.> Europe, Japan, Is- 
rael) rather than at the strategic level {globally 
or the United Staes and the U.S,S.R.). 
Thermal Blooming: The dispersion of a high- 
powered laser beam within the atmosphere, 
caused by heat transfer from the beam to the 
atmosphere. The center of the beam will be hot- 
ter, resulting in a less dense zone with a lower 
index of refraction. The beam is then refracted 
radially outward. 
Thermal Tagging: A discrimination technique in 
which a high-powered laser heats up an object; 
a subsequent measure of its temperature could 
help indicate whether the objact were light 
{higher temperature) or massive (lower temper- 
ature). The higher temperatures could be de- 
tected and used as a discriminant by other sen- 
sors later in the trajectory. 
Threat Tube: A narrow geometrical volume of 
space, usually over the arctic, from Soviet mis* 
sile fields to U.S. targets, within which there 
would be a high density of RVs and decoys dur- 
- ing a Soviet nuclear attack. 
Thrusted Replica: A decoy reentry vehicle that has 
a small rocket which is used upon reentry into 
the atmosphere. The rocket thrust compensates 
for atmospheric drag, making it more'difficult 
to discriminate the decoy from a real RV. 
Time Delay and Integrate: The technique of in- 
tegrating (essentially, adding) signals from sev- 
eral sensors so that better photon statistics can 
be obtained, helping the signal processor find a 
signal above background. 



Tracking Denial: Denying an adversary's sensors 
the ability to detect and keep track of a space 
asset 

Trajectory: The path followed by a moving object. 
Warhead. An explosive used by a missile to destroy 
its target. 

X-band Radar: Radar operating in the frequency 
band around 10 GHz. 



X-ray Laser A laser that produces radiation in the 
X-ray band (around a few angstroms). In the 
BMD context, such lasers would derive their 
energy from a nearby nuclear explosion, and 
would function only for microseconds or less. 

Z: The number of electrons (or protons) in the atoms 
of a given element. 
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Office of Technology Assessment 



V* Office of Technology Assessment (OTA) was crested in 1972 
as m analytical arm of Congress, OTA 'a basic function la to help legis- 
lative policymakers anticipate and plan for the consequences of techno- 
logical chengva and to examine the many ways, expected and 
unexpected, in which technology affects people s lives. TV asseefenent 
of technology calla for exploration of the physical biological economic, 
social, and political impacts that can result from applications of scien- 
tific knowledge, OTA provides Congress with independent and time- 
ly information about the potential effects-both beneficial and 
harmful— of technological applications* 

Requests f rr studies are made by chairmen of standing committees 
of the House of Representatives or Senate; by the Technology Assess- 
ment Board, the governing bod/ of OTA; or by the Director of OTA 
in consultation with the Board 

The Technology Assessment Board is composed of six members of 
the House, six members of the Senate, and the OTA Director, who 
is a non-voting member. 

OTA has studies under way in nine program areas: energy and ma- 
terials; industry, technology, and employment; international securi- 
ty ard commerce; biological applications; food and renewable 

resources: health; communication and information technologies; oceans 
and environment; and science, education* and transportation. 
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